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PREFACE TO THE FIRST EDITION 

Great difficulty has always been experienced in recommending a text-book 
to the second and third year students of electrical engineering at the 
Central Technical College. There appeared to be nothing to bridge the 
gap between the elementary text-books and the specialised works on various 
branches of electrical engineering. I have no doubt that the same difficulty 
has been experienced by all who have lectured to the more advanced students 
in our Universities and Technical Colleges. 

It was while contemplating the preparation of a suitable text-book 
that my attention was drawn to Dr. Thomalen's work, written with the 
same object and covering much the same ground as I had contemplated. 
The present work is a translation of the second edition of this ''Kurze 
Lehrbuch der Elektrotechnik," but includes additional matter which it is 
intended to introduce into the third German edition now in preparation. 
G^erally speaking, it is a dose translation of the original, but I have 
not hesitated to use other methods where they appeared preferable. This 
applies especially to Section 101, which differs entirely firom the corre- 
sponding Section in the German edition. A Section has been added to 
Chapter XX., deaUng with the Cascade Converter. 

The book is concerned almost exclusively with principles and does not 
enter into details of the practical construction of apparatus and machines. 
It is not intended to take the place of the standard works on the design 
of dynamo machinery, both direct and alternating, but rather to lay a 
thorough foundation which shall make the study of such works more 
profitable. 

In the prefiEu^ to the first German edition. Dr. Thomalen expresses his 
desire to lead the student to enter mentally into the various phenomena 
and to give him a physical conception of the underlying principles. This 



iv Preface 

'* dektrotechniseJus Denken" will enable the student to predetennine with 
confidence, either graphically or mathematically^ the behaviour of varioua 
electrical machines and apparatus. 

The higher mathematics employed never goes beyond the simplest 
elements. 



G. W. 0. HOWE. 



Central Teohnioal Collbqb, 
SouTu Kensington. 
June, 1907. 



PREFACE TO THE SECOND EDITION 

Although the first edition has been carefully revised and a large number 
of alterations made, they are not, for the most part, of sufficient importance 
to call for comment in a preface. 

Several important additions have been made, but by omitting one or 
two sections which were considered superfluous, and by simplifying and 
shortening the mathematical treatment in several instances, the bulk of 
the book has been changed very little. 

A description of Edison's secondary cell has been added to Chapter II. 
In addition to the more stereotyped dynamos. Chapter VIII. now includes 
a consideration of Bosenberg's train-lighting dynamo. In Chapter IX. a 
section has been devoted to the question of the heating of electrical 
apparatus, both for continuous and intermittent loading. The chapter 
dealing with alternator windings has been shortened by the omission of 
those windings which are now of little practical importance. The treatment 
of the single-phase induction motor has been considerably simplified. 
Botaiy converters are considered more fully than in the previous edition, 
and the methods of connecting six-phase rotaries are fully explained. 

I take this opportunity of thanking those who have helped me by their 
criticisms and suggestions. 



G. W. 0. HOWR 



Central Tbchnical Collkok, 

South Kensington. 

October, 1909. 
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and cold, high pressure and low pressure. As water flows firom the higher to 
the lower level, or heat from the hot to the cold body, so electricity flows from 
the higher positive to the lower negative leveL This equalising flow of elec- 
tricity is what we call the electric current. There is no essential difference 
between the flow of electricity between the terminals of a cell, or of a dynamo, 
and that between two metal balls charged with electricity of opposite sign. 

Although the same in principle, there is a great difference as regards 
quantity between the firictional electricity with which we are familiar and 
the current of electricity from a cell or dynamo. The quantity of electricity 
stored in a Leyden jar, which flows through the spark on discharge, is 
very small compared with the quantity flowing in a short time through a 
Daniell cell, and quite negligible compared with the qtumtity flowing in a 
day through the supply mains of a town. The pressure of the frictional 
electricity is, on the other hand, very much higher than that of the ordinary 
dynamo. This can be seen from the ease with which frictional electricity 

T.E 1 
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and coM, U^ pMnne and low pressure. As water flows from the higher to 
the lower level, or heat from the hot to the cold bodj, so electricity flows from 
the higher positive to the lower negative level This equalising flow of elec 
teoity IS what we call the electric current. There is no essential diflerence 
between the flow of electricity between the terminals of a ceU, or of a dynamo 
and that between two metal balls chaiged with electricity of opposite sign ' 
Al^ough the same in principle, there is a great difference as regards 
quantity between the frictional electricity with which we are familiar and 
the current of elwtricity from a cell or dynamo. The quantity of electricity 
stored in a Leyden jar. which flows through the spark on discharee is 
very miall compared with the quantity flowing in a short time through a 
DameU cell, and quite negligible compared with the quantity flowing in a 
day through the supply mains of a town. The pressure of the frictional 
electricity is, on the other hand, very much higher than that of the ordinary 
dynamo. This can be seen from the ease with which frictional electricity 



2 Electrical Engineering 

sparks across large air gaps. Moreover, in the case of frictional electricitj, 
the equalising flow is, as a rule, a sadden momentary rush known as the 
discharge, and can hardly be called an electric current. 

In all that follows, we assume that the electric current is due to the 
moyement of positive electricity only. The strength of the current is then 
defined as the quantity of electricity that flows through the cross-section of 
the conductor in one second. To measure the current we make use of its 
electrolytic or of its magnetic effect. We say that one current is twice as 
strong as another when it deposits twice as mudi silver from a silver solution 
in the same time, or when it exerts double the force on a magnetic needle 
under exactly the same conditions. 

Now, the absolute determination of a current from its magnetic effiwt is 
a very laborious procedure, whereas the electrolytic method is simple, involv- 
ing merely the accurate weighing of a silver deposit. For this reason the 
legal definition of the unit of current is based on its electrolytic efiGsct.* 
According to this definition, that oorrtnt has unit strength, whidh deposits 
ril8 milligrammes of silver per second ftom a sliver solution. This 
onrrent Is called an Ampere. 

For practical purposes the strength of a current is more conveniently 
measured by means of its magnetic effect, a current-carrjring coil acting on 
a magnet or piece of iron with resulting attraction or change of direction. 
Such instruments are called Ammeters. If intended for the measurement 
of very small currents they are called Gkdvanometers. 

The qnaatitj of eleotrioitj that passes through the eross-seetion of 
a oondactor per second, when the oorrent strength Is one ampere. Is 
called a Coulomb. If we assume, for example, that the current passing 
through a glow lamp is 0*5 ampere, then 0*5 coulomb of electricity passes per 
second through any cross-section of the conductor. The quantity of electri- 
city passing in an hour is 0*5 . 3600 or 1800 coulombs. In generad, if 

Q SB the quantity of electricity in coulombs, 
i a the current in amperes, 
and t « the time in seconds, 

then Q ux i.t coulombs (1). 

We see therefore that an ampere-hour is equal to 3600 coulombs. 



2. Electromotive Force. 

We have already mentioned the idea of electricity flowing from a higher to 
a lower level, the word " level " being used in a special sense. This di£Rarence 
of electrical level can be produced by machines in which windings are con* 
tinually passed before the poles of magnets, or by galvanic cells consuBting of 
two chemically different plates in a liquid. The Bichromate cell, for example, 
consists of zinc and carbon plates dipping into a mixture of chromic add 

* This U not itriotiyinie for KnglMid, m the ampere is Iflgftlly defined m the current which 
gtwm % oertein reading on an empere balance at the Board of Tnde. Thii balance wae, how- 
erer, ttandacdiaed by depoiltioii of illver and not from its dimenaioni. 
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2. Electromotive Force 3 

(OrOa) and solphnrio add (H9SO4). If tbe cell be examined with the aid 
of an eleotrometer, the upper end of the carbon 
is foond to be positiyely charged, while the upper ^''^ ^\/\/\/\/\/\ 
end of the zinc is charged negatively. Hence, a 
difference of electrical level exists between the 
upper ends of the carbon and zinc or between 
tibe terminals of the cell, and if these terminals 
be joined by means of a metallic or liquid con- 
ductor, electricity will flow firom the higher to 
the lower level, that is, an electric current will 
flow through the conductor. Positive electricity 
will flow from, the carbon C through the external fig. i. 

conductor to the zinc Z% (]Blg. 1). 

It is found, however, that a steady flow of electricity continues through 
the external conductor so long as it connects the terminals. Hence, we 
must assume that the electricity, which flows externally firom the carbon 
to the zinc, passes back in the ccJl firom the zinc to the carbon, being lifted, 
as it were, from the lower to the higher level. In a similar manner the 
water which flows firom the mountains to the sea is raised again to the higher 
level by evaporation due to the heat of the sun. We see, therefore, that 
there is something in the cell which causes a movement of electricity and 
is able to maiutAin a steady flow or current round the circuit, through the 
internal resistance of the cdl itself, and through the resistance of the external 
conductor. The oauae of this movement of eleotrioitj is called the 
electromotive force of the eelL It is analogous to a pump which raises 
the water from a lower to a higher level. The electromotive force of the 
cell is equal to the difference of level or pressure measured between its 
terminals when on open circuit, Le. with the external circuit broken. 

The question arises: How can we determine the magnitude of this 
difference of pressure, or compare it with any other pressure ? We could 
use a gold-leaf electroscope, and determine the pressure from the deflection 
of the gold leaves. As a rule, however, we determine the pressure from 
the strength of the current it produces. If, for example, two vessels com- 
municate with each other by means of a pipe having a known constant 
resistance, the quantity of water flowing through it per second is proportional 
to the difference of pressure or of level in the two vessels. In the same way 
we connect one and the same conductor, viz. the coils of a galvanometer, 
successively between the terminals of the various cells which are to be 
compared, or between the two points between which the pressure difference 
is to be measured. The strength of the current in the galvanometer is 
then a measure of the magnitude of the electrical pressure difference, i,e. 
of the electromotive force of the cell. 

In this way we find that the electromotive force of a given type of cell 
Ib an essentially constant magnitude, quite independent of the size of the 
cell. In this respect a cell resembles a high-level reservoir. The difference 
of level and thereby also the pressure is fixed, once for all, by the difference 
in altitude between the reservoir and the point at which the water power 
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the lower level, or heat from the hot to the cold body, so electricity flows from 
the higher positive to the lower negative level This equalising flow of elec- 
tricity is what we call the electric current. There is no essential difference 
between the flow of electricity between the terminals of a cell, or of a dynamo, 
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Although the same in principle, there is a great difference as regards 
quantity between the frictional electricity with which we are familiar and 
the current of electricity from a cell or dynamo. The quantity of electricity 
stored in a Leyden jar, which flows through the spark on discharge, is 
very small compared with the quantity flowing in a short time through a 
Daxuell cell, and quite negligible compared with the quantity flowing in a 
day through the supply mains of a town. The pressure of the frictional 
electricity is, on the other hand, very much higher than that of the ordinary 
dynamo. This can be seen from the ease with which frictional electricity 
T. B 1 
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is used ; it is quite immaterial whether the leserroir is large or small, so 
long as it is kept f olL The current or flow of water is entirely in the hands 
of the consumers, depending only on the number of cooks opened. Henoe, 
we see that it is very misleading to speak about the current strength of 
a cell ; it suggests the idea of a certain fixed current in the cell, which must 
always flow when the cell is in use. This idea is entirely wrong, for the 
cell has only one essentially characteristic property and that is its electro- 
motive force, which is present whether the cell is in use or standing idle. 
The strength of the current is, however, entirely in our hands, depending, 
as it does, on the convenience of the path open to it, that is, on the 
magnitude of the external resistance connected between its terminals. 

We are now at liberty to choose any pressure as the unit with which 
to compare all others. The unit used In practice la roughly half as large 
as the electromotive force of the aboye-mentioned Bichromate ceUi and 
is called a Volt 

The following table gives particulars of the cells commonly employed. 



Typeof OeU 


Oomposition of GeU 


EleotromotiTa 
foroe in irolte 


Bichromate 
Daniell 
Bunsen 
Leclanch^ 

OUrk Standard 
Weston Standard 


Zinc and carbon in sulphuric and 
chromic acid 

Zinc in dilute sulphuric acid, copper 
in solution of copper sulphate 

Zinc in dilute sulphuric acid, carbon 
in strong nitric acid 

Zinc and carbon in solution of sal- 
ammoniac, the carbon being sur- 
rounded with manganese dioxide 

Zinc in zinc sulphate solution, mercury 
in solution of mercurous sidphate 

Cadmium amalgam in solution of cad- 
mium sulphate, mercury in mercurous 
sulphate 


2 

1-07 

1-8 to 1-9 

1-4 

1-433 (15* C.) 
r019(15*C.) 



The zinc, or the cadmium, which is chemically very similar to zinc, forms 
the negative pole in all these ceUs, and the current flows from the positive 
pole to the zinc through the external circuit. 

3. Ohm's Law. 

We have already seen that if the same external conductor be connected 
successively across cells having different electromotive forces, the strength 
of the current, in each case, is proportional to the electromotive force. We 
go now a step further and connect the terminals of the same cell successively 
by means of wires of different materials, lengths, and cross-sections. We 
observe that the current differs in each case, and conclude therefore that 
the various wires offer different resistances to the current. If the current 
is small, we conclude that the wire has a large resistance, whereas, if the 
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CHirent is large, the resistance of the wire must be small. Hence, the 
strength of the current is inversely proportional to the resistance of the 
path. Similarly, the quantity of water, forced per second through a narrow 
pipe by means of a given pressure, is smaller, the longer the pipe, the greater 
the friction against the walls of the pipe, and the smaller the bore. In other 
words, the quantity of water per second is inversely proportional to the total 
resistance of the pipe. We come thus to the conclusion that the omrrent la 
proportional to the electromotive force and inversely proportional to 
the electrical resistance. Henoe, if 

E s the electromotive force in volts, 
% =s the current in amperes, 
and R = the resistance of the whole drcuit, 

then i=^ (2). 

This fundamental law of electrical technology is known as Ohm's law. 
At first sight, it might appear necessary to introduce a coefficient after the 
sign of equality ; this, however, is unnecessary, or rather it becomes unity if 
the resistance be expressed in terms of a suitable unit. Inversely, the unit 
of electrical resistance is determined by Ohm's law as expressed in (2), and 
cannot now be arbitrarily chosen. If we put t s 1 and £ = 1, then fh)m (2) 
we have JS = 1. Hence, the unit of resistance is that rasiBtance through 
which a pressure of 1 volt produces a current of 1 ampere. This unit 
of resistance is called the Ohm. It is found experimentally that a column 
of mercury 106*3 cms. long and 1 sq. mm. in cross-section has a resistance of 
1 ohm. 

To take an example, let the electromotive force of a dynamo be 115 volts, 
its resistance 0*05 ohm, and the external resistance 1*1 ohm ; then 

E = 115 volts, 

B =: 005 + 1-1 = 115 ohms, 

i =5 -^ = Y^K — 10" amperes. 

The l^al definition of the electrical units follows, however, a different 
procedure from that which we have followed. We have defined the units of 
pressure and current, and have derived the unit of resistance firom them. 
Legally, however, the ampere is defined as that current which deposits 1*118 
mgs. of silver per second, and the ohm as the resistance of a column of 
mercury having a cross-section of 1 sq. mm. and a length of 106*3 cms. 
From these two legally defined units, it follows that a volt is that pressure 
which produces a cnrrent of 1 ampere in a resistance of 1 ohm.* 

Equation (2) can be written thus, 

iZ = ? (3). 

* Gonriderable confusion and differenoe of opinion exiBts at the present time on the subject 
of legal definition of electrical quantities. It is now being considered by an international 
committee. 
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This equation expresses mathematically the bict which we have alieadj 
mentioned, viz. that if , in an experiment, we find the cnrxent to be small, in 
spite of a laige electromotiye f orce, we can condnde that the resistance is large. 
Hence, we see that resistance can only be accurately defined as the ratio of 
electromotiye force to strength of current. One must be very careful, how- 
ever, not to tegead resistance as a back pressure. The back pressure is only 
obtained when we multiply the resistance by the current flowing through it. 
Thus, equation (2) can be written thus, 

E^i.R (4). 

The left-hand side of this equation is the pressure or electromotive force 
of the source of supply, while the right-hand side is the pressure necessaiy to 
send the current % through the resistance JS. They are both equal to one 
another. 

Ohm's law, however, is not only applicable to the circuit as a whole, but 

to each individual part of the circuit. Sup- 
pose, for example, that the current % flows 
successively through the resistances Bu Bt 
and Bb (Fig. 2). If the diflferences of po- 
tential between the terminals of the resist- 
ances Bi, B% and B^ be denoted by ei, ei 
and Cs respectively, it is found by experi- 
ment that 




Kg. 2. 






iZl as J, 

% 

% 

t 



-B8 = ? 



We see, therefore, that although we may make the current as large as we 
like, by using, say, a stronger cell or more of them, the ratio of the terminal 
pressure ex to the current % has always a constant valua This is on the 
assumption that neither dimensions, nature nor temperature of the material 
undeigoes any change. This constant ratio we call the resistance Bi. It is 
really nothing more than a coefficient by which the proportionality of the 
drop of pressure in a conductor to the current can be expressed as in the 
equation eissi.Bi. 

If, for example, a resistance of 1 ohm is placed in circuit with two aro 
lamps connected in series, and the current is 15 amperes, then the drop of 
pressure in the resistance is 1 . 16 » 15 volta If the supply pressure is 
110 volts, there remains only 110 — 15 « 95 volts for the two lamps. 

In general, if e denote the potential difference between the terminals of a 

resistance B, then 

e = i.B (5). 

TUs equation enables us to understand the difference between ammeters 
or current strength meters and voltmeters or potential difference metns. 
Generally speaking, both classes of instruments depend on the magnetic 
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e£feot of the current. They di£for, however, in details of constnietion and in 
the method of connection. Ammeters are put in series with the main current 
and have as a rule few turns of thick 
wire. The heat developed, and the 
pressure drop in the instrument, are 
consequently very small, even with 
heavy currents. If, on the other hand, 
an instrument is to be used as a volt- 
meter, it is wound with many turns of 
fine wire and connected, in series, if 
necessary, with a high constant resist- 
ance, across the points between which 
the potential difference is to be mea- 
sured, e.g. the dynamo terminals in Fig. 3. The voltmeter is thus connected 
in parallel with the resistance across which the terminal pressure is being 
measured. 

The current that flows through the voltmeter is a loss to the supply. The 
large resistance of the instrument is for the object of keeping this current as 
small as possibla This is also necessary in order that the supply pressure 
and current may not be affected by the connection of the voltmeter. To 
obtain a powerful magnetic effect it is necessary to employ a large number of 
turns in its coils, and we are compelled, from considerations of economy and 
space, to use fine wire. The instrument acts really as an ammeter in that 
its deflection is caused by the current flowing through it If, however, this 
current be multiplied by the resistance of the voltmeter, we obtain the 
potential difference between its terminals, and the scale can therefore be 
marked in volts. That ammeters and voltmeters are the same in principle 
can best be seen from the fact that there are many instruments which can be 
used for both purposes. If, for example, the sensibility of an ammeter be 
such that a deflection of one degree is produced by a thousandth of an 
ampere, and external resistance be added bringing the total resistance up to 
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Fig. 5. 



1000 ohms, then a deflection of one degree will correspond to a potential 
difference of y^ . 1000 s 1 volt. 

From the above it is evident that, to compare two or more ammeters, we 
must connect them in series (Fig. 4). If, on the other hand, we wish to 
compare several voltmeters, we must connect them in parallel, each with its 
terminals connected to the ends of the resistance JS, the pressure across which 



Ra- T = ,-7^ = 0-2 ohm. 
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is to be measured. Such an arrangement is shown in Fig. 5, in which the 
lamps enable us to regulate the pressure across the resistance B by dropping 
a laiger or smaller fraction of the terminal pressure of the dynamo. 

Above all, when comparing two voltmeters, one must be careful not to 
connect them in series, as, owing to their unequal resistances, the total 
pressure is distributed unequally between them. 

Having thus explained the principles underlying the measurement of 
current and pressure, mention must be made of their combined use to deter^ 
mine resistance. This indirect method of resistance measurement by observing 
the pressure and current is specially suitable for very small or very large 
resistances. If, for example, a current of 10 amperes be passed through the 
armature of a stationary electric motor and the potential difforence between 
the brushes be measured and found to be 2 volts, then the armature resiBt- 
ance Btt is given by the ^nation 

e 2_ 
i"lO 

The advantage of this method is that the resistance is measured exclusive 
of the resistance of any connecting leads. We have assumed that the resist- 
ance to be measured does not include an electromotive force ; if it does, the 
calculation of the resistance is not so simple. 

4. The Relations between the Resistance of a Conductor 
and its Material, Cross-section, Length, and Tem- 
perature. 

The importance of Ohm's law lies laigely in the fact that the resistance 
of a conductor, that is, the constant ratio of the potential difference between 
its ends to the current flowing through it, stands in a simple relation to its 
cross-section and its length ; it depends largely on the material and to a far 
lesser degree on the temperature. Thus, if 

/ as length of conductor in metres, 
A = crossHsection in sq. mms., 
/o s a coefficient depending on the material, 

it is found experimentally that 

Ji = P5 (6). 

Hence, the resistance of a wire is proportional to its length and inversely 
proportional to its cross-section. Thib coefficient p is very different for 
different materials. Its meaning can be seen by putting Z = 1 and A ^1 
in equation (6). J2 is then equal to p, so that the coefflcient p is the 
resistance of a wire of the given material 1 metre long and 1 sq. mm. 
orots-section. This is called the speciflo resistance of the material.* 
To determine its value for a given wire, the values of /, A and J2 are 

* It U customary in England to define the spedfio reeUtanoe as the reeistanoe of a wire 
1 om. long and 1 sq. cm. oroes-eection. In this case the values of o given in the taUe must be 
multij^ied by 10-«. 



and we have B sb p^=s ^ — s 0'0136 ohm. 
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found from experiment and p calculated from them. In this way we find 
the following values : 

Copper at 15** C p =0017, 

Mercury p = 094 = ^^g^, 

German Silver p = 0*2 — 0'4, 

Carbon p =: 100—1000, 

Sulphuric Add (25—30 7 J... p = 14,000. 

Besistances for the purpose of weakening the current or for causing a 
drop in the pressure are made, therefore, of (German silver, whereas the 
windings of machines and the leads are made of the best conducting material, 
viz« copper, to avoid all unnecessary pressure losses. Even then the pressure 
losses are not inconsiderable. Consider, for example, the supply of 
60 amperes. to a point 20 metres distant, through wires with a cross-section 
of 50 sq. mms. The total length of wire, go and return, is 

2 s 2 . 20 = 40 metres, 
/ _ 0017 . 40 
^■" 50 

The pressure drop ^ in the leads is then found as follows : 

«i = t.i? = 60. 0-0186 = 0-8 volt. 

The specific resistance is, however, not constant, but increases in all 
metals with increasing temperature, the increase of resistance being directly 
proportional to the rise of temperature. The temperature ooeflElcient of 
a material is defined as the increase in resistance for a temperature 
rise of 1 degree Centigrade, the Increase being expressed In terms of 
the resistance at 0^ C. Thus, when we say that experiment gives a mean 
temperature coefficient for copper of 0*0042, we mean that for every degree 
rise of temperature the resistance increases by 0'0042, that is 0*42 per cent, 
of its value at 0"" C. If, then, 

Bi be the resistance at the initial temperature Ti, 
B% the resistance at the final temperature T^ 
Bo the resistance at 0° C, 
and A the temperature coefficient, 

it follows that Bi = Bo(l + A.Ti), 

J2a = i2o(l + A-Ta), 
and iZg - -Bi = iio(^a - ^i) A ; 

therefore ^^V^ = A(n - Ti). 

In practice, when considering the heating of dynamos and motors, Ti is 
usually about 15^ C. ; very little error is therefore introduced by putting Bi 
for Bo, and taking A as 0*004 instead of 0*0042. This leads to the equation 

^Z^\ 100 = 0-4 (n - ^i) (7). 

XCi 

which corresponds to an increase of 0*4 per cent in the resistance for each 
degree Centigrada 
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Under working conditions the temperature of electrical machines riseB 
about 50^ C, which corresponds to an increase in resistance of 0*4 • 60 » 20 
per cent The specific resistance of warm copper is, for this reason, usually 
taken as 002 instead of 0017. 

With the help of the temperature coefficient 0*004, we are able to deter- 
mine the temperature rise of parts of a machine which are quite inaccessible 
to a thermometer. Suppose, for example, that the resistance of the field 
winding at 15° C. is 60 ohms, that the field current after running for several 
hours is 2 amperes, and that the pressure across the terminals of the field 
winding is 114 volts. The resistance of the field winding under working 
conditions is therefore -^ «= 67 ohms, and we have 

iii= 50, Ba ss 67, Ti = 16, and A « 0*004 

From equation (7) we have 

^^^^.100 = 0-4(rs-.16) 
whence T^ = 50° C. 

The temperature rise is therefore 86° C. 

As the temperature coefficient of all single metals, with the exception of 
mercury, is relatively large, they cannot be used for standard resistances. 
For such purposes we use an alloy, such as Qerman silver, which, in addition 
to the advantage of a high specific resistance, possesses a very small tempera- 
ture coefficient, viz. 0*0002 to 0*0004. The resistance of manganin, an alloy 
of copper and manganese, is practically independent of the temperature. 

In contrast to the metals, the resistanoe of carbon and of liquid conductors 
decreases with rising temperature, that is, their temperature coefficient is 
negative. The temperature changes to which a glow lamp filament is 
subjected are so great that its resistance must necessarily be determined 
while burning, Le. by the ammeter and voltmeter method. 

Calculations are sometimes simplified by the use of the conductance, that 
is, the reciprocal of the resistance of a conductor. The specific conductance 

or the conductivity of copper, for example, is ttttt^ = 69 or roughly 60. It 

was formerly the custom to define the conductivity of liquids in another 
way, viz. by comparison with mercury; modem electro-chemical works, how- 
ever, follow the above method and use the reciprocal of the ohm. The 
reciprocal of the ohm is sometimes called a *' mho." 



5. KirchhofiTs Rules. 

(a) EiRCHHorF'B FmsT Bulb. 

The som of the onrrents flowing to any point la equal to the sam of 
the currents flowing away ttom, that point Calling the currents flowing 
to the point positive and those flowing away negative, we have for any point 
in a wire or network, 

Si=:0 (8). 
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This role is of fandamental importance. The idea of many 
that the electricity is gradually used up as it flows through the circuit 
from the positive to the negative terminal is entirely wrong. The whole 
quantity of electricity that leaves the positive terminal flows through the 
circuit to the negative terminal and passes through the battery or dynamo 
to the positive terminal whence it started. Hence, there is no continual 
generation of electricity but simply a setting in motion around the 
whole circuit of a quantity of electricity, the rate of flow, that is the 
current, being the same at every point in the circuit. Similarly, water 
supplied from a reservoir to a house is not used up in the sense of ceasing 
to exist ; the whole quantity flows from the higher level to the lower level, 
to be raised again, if by no other means, by evaporation, to the higher 
leveL When we speak in practice of a loss of current, we simply mean 
that a part of the current, by taking a bypath, has prevented its useful 
employment, and represents therefore a monetary loss. It is, therefore, not 
the current, or a quantity of electricity, which is used up, but pressure. 

By means of EirchhofiTs first rule, we are enabled, from a knowledge of 
two or more currents at a point in a network, to calculate the other current. 
For example, let the terminal pressure e of 
a shunt dynamo be 220 volts, the current % 
in the external circuit (Fig. 6) 100 amperes, 
and the resistance R^ of the shunt field 
winding 60 ohms. We wish to find the 
armature current to. By Ohm's law, 

220 . . 
t«i ss -^ sr -^^ s 4*4 amperes. 



e 



50 



By KirchhofiTs first rule, 
i^=i i + in =100+ 4*4 s 104*4 amperes. 
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Fig. 6- 



(Jt) EntcHHOFF's Second Bule. 

In every oloaed oironit, the sum of the prodnots of eorrent and 
resistaiice taken round the whole circuit is equal to the sum of the 
electromotive forces in the same circuit. Hence, for any dosed circuit 

S(ti2) = S^. (9). 

In applying this rule to any circuit, or dosed mesh forming part of a 
network, we can carry out the summation in dther direction, all currents or 
dectromotive forces in the opposite direction being given the negative sign- 
If the direction of any current or electromotive force is unknown it must be 
assumed. If the calculation then gives a negative result for this quantity 
it means that its direction is opposite to that which had been temporarily 
assumed. 

As an example, suppose a dynamo giving an E.M.F. (dectromotive force) 
of JS ss 116 volts to be connected up in opposition to a battery of 50 accumu- 
lators, each having an E.M.F. of 2 volts, in order to charge it (Fig. 7). Let 
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the dynamo resistance Ba be 0*1 ohm, the battery resistance JS» 0*18 ohm, 

and the resistance of the leads Bi 0*12 
ohm. We are required to find the current 
i and the terminal pressure across both 
dynamo and battery. 

The back kilf. of the battery 

^6=50.2=100 Tolta 

If now we go round the circuit in a clock- 
wise direction, as indicated by the arrow, 
and cany out the summations of equa- 
tion (9), we get 

Kg. 7. i-B; + lA + i-% = -& - i^ 






o 



^l 




or 



jS — £b 



116-100 



» 



» 



* ~ i?» + ii6 + iJ, " 01 + 0-18 + 012 "" ^ amperes. 
The various ohmio pressure losses, or drops, are then as follows : 

t.-B«=40.0-l = 4 volts. 
f.ii6=40.018= 7-2 
i. 24=40.012= 4-8 
adding the back B.M.F. = 100 „ 

Total = 116 volts. 

We see that the E.M.F. of 116 volts is exactly used up in overcoming the 
back E.1C.F. of the battery and in supplying the pressure losses, or drops, in 
the various resistances. 

In finding the terminal pressure of the dynamo, which is also the pressure 
across the external circuit, we have to remember that a part of the electro- 
motive force of the dynamo is used up in the dynamo itself in driving the 
current through its internal resistance. The greater part, however, remains 
available for the external circuit. Similarly, in a water supply the full 
pressure corresponding to the difference of level is only obtained when all 
oocks are closed. Directly water is drawn, a pressure loss occurs due to 
friction between the water and the inner surface of the pipes, and the 
pressure available for the consumer drops below that corresponding to the 
difference of level. To find the terminal pressure e we must therefore sub- 
tract the internal drop from the electromotive force, thus, 

« = ^ - ii?. = 116 - 4 = 112 volts. 

For the battery, which is being charged, the relations are however quite 
different. The terminal pressure e^ across the battery has a double duty, 
viz. to overcome the back E.M.F. Ei, and to drive the current throng the 
ohmic resistance of the battery. Hence 

^= Eh + i.Iib- 100 + 7-2 = 107-2 volts. 
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,6. Resistances in ParalleL 

It is self-evident that the resistance of several conductors connected in 
series is equal to the sum of their individual resistances. If, on the other 

lAAAA/ 
/WW 
/WW 

Uaaa/ 

Fig. 9, 

hand, two resistances Ri and B^ are connected in parallel, as shown in Fig. 8, 
the combined resistance is evidently less than that of either, for the current 
has a more convenient path than would be offered by either resistance alone. 
The conductance of the loop is, as can be shown experimentally, equal to the 
sum of the conductances of the parallel branches, that is, 

R Ri Ik' 

From this we have R = p , p (10). 

In making very low resistances, for example, it is almost impossible to 
cut the wire to the exact length required. It is therefore cut so as to have 
a resistance R^ slightly higher than that required, which is then brought 
down to the correct value by connecting another resistance R^ in parallel 
with it Suppose that J2i has been made 0*102 ohm. The question is : What 
resistance must be put in parallel with Ri so that the total resistance R may 
be exactly 0*1 ohm ? From equation (10) it follows that 

"-" 0102 + i2a' 
.*. R% ss 5*1 ohms. 

. Suppose now that an error of 2 per cent, is made in the adjustment of this 
5*1 ohms, so that R^ is realjy only 5 ohms. The total resistance will then be 

P B(R^ 0102 . 5 ^^aaaa V. 
^ = RT^TB, = 0102ir5 = 009996 ohm, 

an error of only 0*04 per cent. 

If more than two resistances be connected in parallel, we find in the 
same way that 

5-i+i+i+ •• ^''> 

If the individual resistances are equal, the calculation is much simpler. 
Suppose, for example, that the armature of a 4-pole machine is paiallel 
wound, so that there are four equal parallel paths through it (Fig. 9). If 
the total length of wire on the armature is 200 metres and its cross-section 
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10 8q« mxiL, the resistance of each branch, taking the specifio resistance of 
warm copper as 0*02, is equal to 

The combined resistance of the four equal parallel branches is only a quarter 
of this, so that 

J, 0-02.200 ^^«e , 
B^ « .^ ^Q » 0-025 ohm. 

To find the ratio of the currents in the two branches in Fig. 8 we observe 
that both resistances Bi and Ji^ have the same terminal pressure e. Jt iihe 
the current in the resistance JRu and ta that in the resistance B% then we 
have 

€ = iiRi = ta^Ss» 
it JSf 

i^^'Hi 

Hence, when a current divides between two or more parallel paths, the 
currents in the various branches are inversely proportional to their resistancea 

It is on this principle that large currents are 
measured by means of sensitive galvanometers 
carrying oidy very small currents. The gal- 
vanometer is put in parallel with a known low 
resistance, and is said to be shunted. Tlie 
main current i will divide, a small portion t, 
flowing through the galvanometer of resist- 
ance Bg, while the remainder it flows throng 
the shunt jR^ We have then (Fig. 10), 



wherefore 



.(12). 




Fig. 10. 



ig __ Hi 



or 



• • • ^^ 



s. 



iff + i$ Bg-i- Rg* 
but ig + ig^ i, the main current ; therefore 

. Bg ^ Bff 



Bg 



(13). 



To simplify calculation the resistance of the shunt is usually made equal 
to i, ^ or -^^ of the resistance of the galvanometer. If, for example, the 
galvanometer has a resistance of 100 ohms, and is shunted with ^^ ohms, 
we have 

Hence the main current is 1000 times the galvanometer current. 



7. Series and Parallel Arrangement of Cells. 

When cells are connected in series, the positive terminal of one cell is 
connected to the negative of the next, and so on (Fig. 11). The same current 
flows through all the cells one after another, and all the electromotive f oroes 
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act in one direction. Hence, not only must the electromotive forces of all 
the cells be added together, but also their internal resistances. The series 
arrangement is nsed, therefore, where a large current is required in spite 
of a high external resistance. The increased battery resistance due to the 
series arrangement is then negligible, whereas the great electromotive force 
thus obtained is important. To connect cells in parallel, all their positive 
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terminals are joined together, on the one hand, and all their negatives on 
the other. By this means the batteiy resistan c e is made very small, but 
the pressure across the external circuit is only that due to a single cell. 
We can no more add parallel connected electromotive forces than parallel 
connected hydraulic pressures. If, for example, two pipes come down firom 
two equally high reservoirs, the pressure obtained is no greater than if a 
single reservoir were used, if the resistance of the pipes be n^lected. Cells 
are therefore connected in parallel to obtain a large current in an external 
circuit of low resistance, tiiat is, when a large current can be obtained 
without a high pressure. The parallel arrangement has here the advantage 
of keeping t^ batteiy resistance, which is now considerable compared with 
the low external resistance, as small as possible, thus enabling a larger current 
to be obtained. 

A combination of these two methods leads to the mixed arrangement 
diown in Eig. 13, in which several cells are connected in series, and then 
a number of such rows connected in 
paralleL The question arises: How 
should a given number of cells be 
arranged so as to give the maximum 
current ? Let 

B be the external resistance, 

Rb the battery resistance, 

Ri the internal resistance of one cell, 

X the number of cells in series, 

E the B.1LF. of each cell, 

z the total number of cells. 

The number of parallel paths is -, and the resistance of each branch R^ 

The battery resistance is therefore 

-, R^ R^ 

z/x z 




Fig. 13. 
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Since the ejc.f. of the battesrj is equal to that of a single branch, that 
is ^ • 2;, we have, by Ohm's law, for the current i through the whole batterjr, 

E .X E 



Z X z 

For a mayimuTn value of this expression the denominator must be a 
minimum. The denominator is a function of the variable x, which fact can 
be expressed thus : — 

''^ ' X % 

Differentiating with regard to x, we have 

/(x)=-iJic-«+^. 

The function f{x) will have a minimum value when /'{x) s 0, that is when 

z 

The left-hand side of this equation represents the external resistance, while 
the right-hand side is equal to the internal resistance of the whole battery. 
Hence, to obtain the maximum current through a given external resistance 
with a given number of cells, these should be so arranged that the internal 
battery resistance is, if possible, equal to the external resistance.* 



8. Wheatstone's Bridge. 

The measurement of resistance with the Wheatstone bridge is an im- 
portant and instructive application of EirchhofTs rules. 

The cell E (Fig. 14), whose S.M .F. need neither be known nor constant, is 
connected across the ends of a bare straight wire AB. Under the wire is a 

scale by means of which the exact 
position of the sliding contact C 
can be read. Connected in parallel 
with this wire is a branch consistiDg 
of the unknown resistance Xy the 
value of which is to be determined, 
and a known resistance R. The 
resistance of the connecting wires 
is assumed to be negligible. A 
galvanometer is connected between 
the sliding contact and the con- 
necting point between x and R. 
The sliding contact is moved until 
no current flows through the gal- 
vanometer. The current t'l then flows uniformly through the resistances a 
and (, and the current i^ through the resistances x and 22. We now apply 
Eirchhoff's second rule to the left-hand lower mesh, going round it in a 

* For farther information on this subject, see " The grouping of Blectric GeUs," by W. F. 
Dunton. Spon. 1906. 




Fig. 14. 
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clockwise direction as indicated by the dotted arrow. This circuit contains 
no S.M .F. and the current in the galvanometer is zero ; therefore 

t'la 4- — i^ aa 0. 

Similarly in the right-hand mesh 

ii5 - igii + = 0. 



Hence it follows that 






(14)1 



The ratio a : 6 in this equation refers to the resistances of the two portions of 
the slide wire ; these are, however, proportional to their lengths, so that the 
ratio a : I can be read off directly on the scale. 

It is instructive to deduce this result, without using EirchhofiTs rules, 
from the analogy of a water main which divides into two parallel vertical 
mains. If a horizontal pipe joins the two mains at any level, no water will 
flow through this connecting pipe, because there is no difference of level or 
pressure between its ends. This is exactly analogous to the Wheatstone 
bridge. When no current flows through the galvanometer there is no 
difference of pressure between the points C and D, and the pressure drop 
from J. to C7 is equal to that from AU> D. Writing this in the form of an 
equation, we have 

and ii.l ^i%.R. 

Equation (14) follows directly from this. 

This form of Wheatstone's bridge is known as the slide-wire bridge or 
metre-wire bridge, the wire AB generally being a metre long. 

The lengths of wire a and l can be replaced by accurately known resist- 
ances, and it is then more convenient to 
obtain a balance by altering the value 
of B. The well-known Post Office box 
is of this type. 

The method outlined above is suit- 
able for resistances of medium size. 

In the case of very small resistances, 
the connecting wires would introduce 
considerable error. To avoid this, the 
cell could be connected directly to the 
ends of the resistances x and 12, while a 
and h could be represented by accurate 
resistances of such values that the end 
connections would be quite negligible. In the ordinary form of bridge, 
however, it is impossible to eliminate the effect of the connection between 
X and B. If, in Fig. 14, the galvanometer be connected to the end of x, B 
will be increased by the resistance of the connection between x and B, 
whereas, if the galvanometer be connected to i2, a; will appear too large. 

In ThcmAmCs {Kdmnbi) double bridge this difficulty is surmounted by 
connecting the galvanometer through resistances Bi and JZg to both x and B 
T. s. 2 




Kg. 16. 
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(Fig. 15). The former direct connection between x and B, shown at the 
bottom of Fig. 15, still remains. We see that there are now two leads 
connected to each end of both x and JL The resistances Bi and ^ are so 
chosen that their ratio JZi : JZg is equal to the ratio a:h. I^ for example, 
a : ( 8s 1 : 10 then JBi : iZg must be made 1 : 10. The point D will then have 
the same potential as the point jP which divides the direct connection be- 
tween X and 12 in the ratio c : d = 1 : 10. We can therefore imagine the 
galvanometer directly connected to F instead of to D, and when, by altering 
the value of B, the current in the galvanometer has been reduced to aeoro, 

we have 

a X + c 



In our case, where a : & = 1 : 10, 



:^^/ 



b B + cT 



X + e 



1^ 
10' 



B + d 

and as c : d is also in the ratio 1 : 10, it follows that xiB^^lilO. In this 
way the resistance of the connecting leads is eliminated and it is therefore 
possible to measure very low resistances, such as the armature resistance of 
a large dynamo, with great accuracy.* 

g. Measurement of Electromotive Force by the 

Potentiometer Method 

A cell of constant but unknown B.M.r. is connected across the ends of a 
calibrated wire AB (Fig. 16). The p.d. (potential difiTerenoe) between A and 
B must be greater than the E.M.F. x 
which has to be measured, and also 
greater than the S.H.F. Eo of the 
standard cell. A Bunsen cell, for ex- 
ample, could be used for B, and a 
Daniell cell f or JSo. A galvanometer, 
the standard cell and a high resistance 
are connected in series between the end 
A of the calibrated wire, and the sliding 
contact, the cells B and Bo having simi- 
lar poles connected to A. The sliding 
contact is moved along the wire until a 
point is found where no current flows 
through the galvanometer, the final ad- 
justment being made with the high resistance short-circuited. The cell to 
be tested is now put in the place of the standard cell so that the electro- 
motive forces BbhAx oppose each other as before. The sliding contact is 
again adjusted until no current flows through the galvanometer, its new 

position being ff. 

In order to find the relation between the electromotive forces Bo and x 

• Pot further information on the iuyect of meMurement of reeUtance, see Prico't 
" Measurement of Besistanoe," Kempe's " Handbook of Blectrioal Teetlng," or Oh^ter xxvi. 
in Watson'f " Praddeal PhysioB." 




Fig. 16. 
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pleasure of the Bunsen cell JS is used up along the whole length of the wire 
AB. Across half the wire, for example, there is half the pressure, for, with 
the same current, pressure differences are proportional to resistances. The 
ratio of the p.d. between A and (7 to the p.d. between A and ff will there- 
fore be equal to the ratio of the lengths of wire, that is AC: ACf. We have 
seen, however, that the PJ>. between A and C exactly balances the E.M.F. jEo, 
while the p.d. between A and Cf exactly balances the E.M.F. x. If now we 
replace potential differences by corresponding lengths of wire, we have 

AC Eo .-- 

A&'=li <^^>' 

This method, which brings home very clearly to the beginner the fall of 
potential along a resistance, is one of the most convenient methods of 
calibrating instruments, and it may be said that almost all instruments are 
now calibrated in this way. The calibrated slide wire is replaced, either 
entirely or for the most peurt, by accurate resistance coils, an accumulator 
takes ^e place of E, and a Weston or dark cell is used as the standard. 

In a sitnilar way it can be shown that the pressure y across the points A 

and B is such that 

AB_y^ 

AC Ef; 

It must be carefully noticed, however, that y is not the E.M.F. of the 
upper cell but only the p.d. between its terminals. The cell E differs firom 
the cells x and Ef^ in that it is canying a current, and its terminal pressure is 
therefore less than its s.M.r. by an amount equal to its internal pressure 
drop. 

10. Joule's Law, Electrical Energy and Electrical Power. 

A conductor through which an electric current is flowing becomes heated. 
The amount of heat so developed was measured by the English physicist 
Joule, who determined the relation between the heat and the current, pressure 
and tima The quantity of heat taken as the unit in Electrical Engineering 
is the gramme-calorie, which is the amount of heat required to raise the 
temperature of 1 gramme of water from 0^ to 1^ C, or, what ia practically the 
same thing, the heat required to raise 1 gramme of water through 1° C. If 
Qk represents the quantity of heat in gramme-calories, e the pressure across 
tiie terminals of the conductor in volts, % the current in amperes, and t the 
time in seconds, then it is found experimentally that 

The experiment can easily be repeated by immersing a platinum spiral in 
a measured quantity of water, the spiral being soldered to two thick copper 
leading-in wires of negligible resistance (Fig. 17). The inner glass vessel, 
which contains the water, rests on cork knife-edges and is separated by an 
air space from the external vessel to avoid as far as possible any loss of heat 
A current is passed through the spiral and readings are taken of the pressure 
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across the terminals, the current and the resulting temperature rise T^ — Ti 
in a certain time. The amount of heat is determined by multiplying the 
weight of water W in grammes by the tempera- 
ture rise Ts — Ti. It is found that this quantity 
of heat is proportional to the product e.i.t. 
Qj^= W(T2- Ti)^e. e.i.t. 

With a little care the value 0*24 will be ob- 
tained for e. It is a good plan to start the 
experiment with the water a few degrees below 
the temperature of the room and to continue it 
imtil the water is an equal number of d^rees 
above the room temperature. The amount of heat 
radiated out in the second half of the experiment 
will be equal to the heat received from the sur- 
roundings during the first half, thus correcting any 
radiation error. It must be remembered moreover 
that the value of TT is made up of the actual 
weight of the water and the water equivalent of 
the inner glass vessel. The latter is found by multiplying the weight of 
the empty glass vessel in grammes by the specific heat of glass, ie. 0'19. 

Joule's experiment is as fundamentally important in Electrical Engineering 
as his determination of the mechanical equivalent of heat, according to which 
a kilogramme-calorie is equivalent to 427 metre-kUogrammes or 1 British 
Thermal unit (Fahrenheit) to 778 foot-lbs. According to Joule's law the 
product e.i.t is proportional to a quantity of heat. Now, as heat is nothing 
more than a special form of energy, the product e.i.t must represent an 
amount of energy, and it is therefore a measure of the electrical enecgy 
or work. 

The nnit of electrical energy is the work done in one aeooxid when a 
current of 1 ampere flows under a pressure of 1 volt. This amount of 
energy is called a Joule or a watt-second. The electrical work J is given 
therefore by the equation 

Jzs e.i. ^joules (17). 

We have now to find the relation between the electrical work in joules 
and the mechanical work in metre-kilogrammes or in foot-pounds. Putting 
e, i and t equal to 1 in equations (16) and (17) we find that the electrical 
energy is one joule while the heat Qk is 0*24. Hence 1 joule is equivalent to 
0*24 gramme-calorie. According to the mechanical equivalent of heat a 
gramme-calorie is equivalent to 0*427 metre-kg. and therefore 

1 joule = 0*24 gr.-caL = 0*24. 0*427 met.-kg. =» 0*102 met.-kg. 

or 1 met.-kg. = 9*81 joules (18). 

Similarly, we could show that 

1 foot-pound » 1*356 joules. 

It is no mere coincidence that we get ^e figure 9*81, the acceleration doe 
to gravity ; it follows necessarily from the units employed. 
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Let us consider^ as an example, a dynamo giving a ouirent of 60 amperee 
at a pressnre of 220 volts for 10 hours, ie. for 36,000 seconds ; the electrical 
work done or energy given out is 

/ = 220 . 50 . 36,000 = 396 . 10» joules, 

which corresponds to 40*5 . 10^ metre-kgs. or 292 . lO' foot-lbs. Again, if a 
Daniell cell gives a current of 0*55 ampere for 1 hour at a terminal pressure 
of 1 volt, the enexgy given out is 

/ = 1 . 0-55 . 3,600 = 1,980 joules. 

1 980 
This is the same amount of work as is required to raise *^ ■ s 200 kgs. 

one metre. 

From the unit of work we can obtain the unit of electrical power, i.e. the 
rate at which work is done. If the product e.i.t represents the electrical 
work, the product e . % must be the electrical power. Hence, the nnit of 
electrical power is given by one ampere under a pressure of 1 volt. 
This unit of electrical power is called a watt. If the electrical power in 
watts be represented by P, we have 

P = e.i watts (19). 

From equation (18) we obtain the relation between the watt and a 
metre-kg. per second. One metre-kg. per second is equal to 9*81 joules per 
second, that is, to 9*81 watts. Hence 

1 H.P. 8 75 met.-kgs. per second » 75 . 9*81 watts a 736 watts. 

This is the continental or metric horse-power, which is about 1*4 per cent, 
smaller than the British horse-power. 

1 British H.P. s 550 ft-lbs. per second = 550 • 1*356 = 746 watts. 

The power taken by a 10 H.P. motor, having an overall efficiency of 0*85, 
will thus be 

-P = ^a'q?^ = 8,700 watts. 
0*85 

At a pressure of 220 volts, the current taken will be 

8,700^.^ 
* ^ 220 amperes. 

The above units of energy and power are often, in practice, found incon- 
veniently smalL Laiger units are therefore used, as follows : — 

1 hectowatt s 100 watts (rarely used). 
1 kilowatt ar 1,000 watts. 

1 watt-hour = 3,600 watt-seconds or joules. 
1 kilowatt-hour = 3*6 . 10* „ „ 

II. Potential Difference. 

In the preceding section we based our consideration of electrical energy 
on the experimental evidence of Joule, as it appeared advisable to do this 
before giving a theoretical proo£ We have repeatedly made use of the 
analogy between the electric current and a current of water. The analogy is 

1 I - 
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also very close with regard to electrical work. The work done by a waterfall 
in a given time is obtained in metre-kilogrammes by multiplying the weight 
of water which has fallen in the given time by the height of the fall in metres. 
We proceed in a similar manner to calculate the electrical work by forming 
the product e.i.t. For e is the pressure or difference of level, while i.iis 
the quantity of electricity which has passed during the time t from the higher 
to the lower level or potential From this we obtain a more accurate definition 
of that which we have, up to the present, represented by e and designated 
difference of pressure or difference of level. Thus, if in the equation 

J ss e.i.t 

we make the product • . ^ s 1, that is, we make the quantity one coulomb, we 
have J =s e. In other words, the difference of presaore e in volts is the 
work, measured in Jonles, which is done. when one coulomb flows finom 
the higher to the lower electrical level. While this coulomb of electricity 
was at the higher level it possessed potential energy or capacity for doing 
work, just as a raised weight possesses potential energy, which is greater the 
greater the difference of level. We speak therefore of anelectrical difference 
of potential, and define it as the work done when a unit of positiva 
electricity flows from the higher to the lower electrical level. 

Inversely we could define potential difference as the work in joules which 
we must do to raise one coulomb of electricity from the lower to the hi^ier 
potential Beferring to Section 2, we see that this raising of the electrictty 
from the lower to the higher electrical level or potential is the special 
function of the electromotive force. Electromotive force and potential 
difference or pressure are thus, in a sense, identical and are measured in 
the same units. 

The above definition of potential difference is identical with the well- 
known definition met with in frictional or static electricity. Fig. 18 repre-> 
sents a positively charged insu- 
lated metal sphere. Imagine & /^ ^ '^ *B 
small freely moving body with 




unit charge of positive electricity 
to be placed on the surface of the 
sphere. Since like charges repel, 
this small body will be repelled 
to an infinite distance by the ] 
large sphere. By this means work Fig. 18. 

will be done equal to the summa- 
tion over the whole distance of the product of force and distance, or this 
amount of kinetic energy will be imparted to the body. Then the potential 
at the surfSeu^ of the sphere is the work done by the electric forces in 
repelling the unit of positive electricity to an infinite distance. 

When the small body is at A, it possesses with respect to the point B a 
capacity for doing work, ie. it possesses potential energy analogous to that 
of a raised weight. The potential at the point A is, therefore, higher than 
that at B, and there is a difference of potential, or of electrical level, between 
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the two points. This difference of potential is equal to the work done on a 
unit positive charge in repelling it &om AtoB. 

In principle it is immaterial whether the unit of electricity which is 
driven from ^ to £ is a charge on a small body, moving with this body, or 
a quantity of electricity moving along a stationary conductor as in an electric 
current. One point to which attention must be specially drawn is this, 
that if, in the case represented in Eig. 18, the coulomb be taken as the unit 
charge on the small body and the work be measured in joules, then the 
potential difference will be obtained directly in volts. 

12. Energy lost in heating conductor. 

Substituting for e its value i • JR, the formula for the electrical power can 
be written as follows : — 

P=re.i = ta.i2 (20). 

The power expended in the useful resistance, such as lamps, for example, 
is proportional to the square of the current and to the resistance of that 
portion of the circuit, while the same holds true for the leads. This fact has 
had considerable influence on the development of electrical engineering. To 
make this clear let us consider the case in which 10,000 h.p. has to be 
transmitted over a distance of 30 kilometres (about 19 miles). We can 
transmit this power by means of a large current at a low pressure or by 
means of a small current at a high pressure. In either case, to transmit 
10,000 H.P. or 7,460,000 watts, we have 

. ^P^ 7,460,000 
"" « e ' 

If, now, we try successively pressures of 100, 1,000 and 10,000 volts, we 
obtain as the corresponding currents 74,600, 7,460 and 746 amperes. 

Allowing 10 per cent., ie. 746,000 watts for the loss in the leads or 

cables, the resistance of which is Bi, we have 

i^.Bi^ 746,000, 

7? 746,000 
or jKj = = — . 

The total length of cable is 2 . 30 kms. = 60,000 metres, and usiog equa- 
tion (6) on page 8, the cross-section can be found as follows : — 

_ 0-017 • 60.000 _ . 3 . -0^ « 
^ 746.066 = 13 7 . 10 .1. 

Hence, the cro8s>sectioii of the copper is directly proportional to the 
square of the current, or inversely proportional to the square of the pressure 
employed. The above equations give the following values : 

e i A = 13-7 . 10-* . t^ 

100 74,600 760 . 10* sq. mm. 

1,000 7,460 760.10" „ 

10,000 746 760 
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It is eyident that the last case is the only one of the three which is at all 
practicable. 

We shall now endeavonr to make the efiGaot of a higher pressure on tbe 
loss in the mains, or on the cross-section of the conductor, clearer bj a 
consideration of the 3-wire system. Imagine a glow lamp to be constructed 
so as to bum normally with a current of 0*5 ampere and to have a resistance^ 
when so burning, of 220 ohms. To maintiiin a current of 0*5 ampere the 
pressure across the lamp terminals must be 0*5 . 220 « 110 volts. We shall 
assume that 200 such lamps have to be supplied at a distance of 2 kilometres, 
with an allowable loss in tiie mains of 10 per cent of the power transmitted, 
and we shall calculate the necessary cross-section of cable, using pressures of 
110 and 220 volts respectively. 

1st case. Pressure 110 volts. All lamps in parallel (Hg. 19). 
The total current taken by 200 lamps at 0*5 ampere each is 

< s= 0*5 . 200 s 100 amperes. 
The total power transmitted is 
P=: e.% = 110 . 100 « 11,000 watts. 
With 10 per cent, loss 1,100 watts 
will be dissipated as heat in the 
mains. If B| be the resistance of 
the mains, then 

t^.J2,=:100«.i2l=: 1,100 

1,100 
lOF 




and Bi 



0*11 ohm. 



Fig. 19. 



The total length 2 is 2 . 2,000 » 4,000 metres. From the equation 
jB 8 p.-| we have 

eJ^ 0017. 4,000^ 

2nd case. Pressure 220 volts. 
To obtain this pressure we connect two 110 volt dynamos in series 
(Fig. 20). If, now, we connect the lamps 2 in series, the pressure acroes 
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Fig. 20. 

each lamp is 110 volts. We have, then, for 200 lamps 100 parallel patha 
each taking 0*5 ampere, the total current being % » 100 . 0'5 » 60 amperesw 
The power transmitted is therefore 

P » e.i « 220.50 » 11,000 watts. 



12. Energy lost in hedUing condiLctor 26 

This is the same power as in the first case. The loss in the mains shall, 
of course, remain the same as before, viz. 1,100 watts. We have therefore 

t«.jB,=r50«.22l=: 1,100 

and ^ = 1^ = 0-44, 

wherefore A = ^- = ^^ — = 155 sq. mm. 

Thus by doubling the pressure on the mains, the cross-section of the 
conductor has been reduced to a quarter of its previous value. To enable 
each lamp in the second case to be switched on and ofiT independently of the 
others, a balancing wire or neutral wire connects the middle point of the 
dynamos to the middle point of every two lamps. This conductor is usually 
made of half the cross-section of each of the outer conductors. There is a 
great saving in copper in spite of the three wires. It is evident, moreover, 
that, with the same weight of copper in the mains, doubling the working 
pressure enables nearly four times the power to be transmitted with the 
same percentage loss in the mains. 

The above example has been worked out in detail because of the difficulty 
experienced by the average beginner in forming clear and tangible ideas on 
this question of power transmission at high or low pressures. It is evident 
that in both the above oases the same number of lamps were supplied, each 
lamp having the same current and burning, therefore, with the same brilliancy. 
The result obtained is therefore exactly the same in both cases. 



CHAPTER 11. 

18. Eleotroljsif.— 14. QtumtitaiiTa Uwi of 6leotrol7ili.--15. PoUriMtioiL— 
16. Aooumnlftion.— 17. Primary oelli^— 16. The Yoltometer. 

13. Electrolysis. 

Conductors of the first class are those through which the electric current 
passes without producing any chemical change. The metals and carbon 
belong to this class. Second class conductors^ on the other hand, undergo 
chemical changes or decomposition when a current passes through them. 
This decomposition is called ekctrolysis and such conductors are known as 
dectrolytes. To this class belong the bases, acids and salts, either in solution 
or in tiie molten state. 

The vessel or apparatus, in which electrolysis is carried on, is called an 
electrolytic cell, and the immersed conductors, by means of which the current 
is led in and out of the liquid, are called the electrodes. The positive electrode, 
by which the current enters the liquid, is called the anodcy while the negative 
electrode, by which the current leaves the cell, is called the cathode. 

The constituents into which the liquid is split up appear at the electrodes, 
one constituent wandering with the current to the cathode, while the other 
makes its way against the current to the anoda These constituents are 
therefore called ions, ie. wanderers. According to modem views the mole- 
cules of an electrolyte are already split up into ions before the application 
of any p.d. It has been observed that the pressure with which water forces 
its way through a porous wall into a solution on the other side, Ib proportional 
to the number of molecules in solution. Very weak solutions, containing 
equal number of molecules dissolved in equal volumes, have the same 
'< osmotic" pressure. Their boiling points are equally raised and their 
freezing points equally lowered. When we come to examine electrolytes, 
however, we find striking exceptions. Hydrochloric acid has an osmotic 
pressure twice, and sulphuric add three times, as great as what one would 
expect. Arrhenius explains this by the assumption that the molecules are 
subdivided into ions which act as molecules in producing osmotic pressure 
and influencing the boiling and freezing points. The molecule of HCl will 
be split up into the ions H and CI, while a molecule of H9SO4 gives three 
ions, H, H, and SO4. 

The conductivity of the electrolyte is due to the electric charges carried 
by the ions. Those charged positively are called cations, and are, of course, 
attracted towards the negative electrode, to which they give their charges ; 
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their motdon is in the dijrection of the current through the liquid. The 
negatively charged icms are called amom, and move towards the positive 
electrode^ to which they give their negative charges. It is perhaps difEicult 
for the beginner to reconcile these views with the general idea that an 
electric current consists only in a movement of positive electricity. It is 
probable, however, that the latter is correct when applied to first class con- 
ductors, except that it is the negative electricity which moves and not the 
positive. The student will do well to let both ideas exist peacefully side 
by side. 

To obtain a better understanding of electrolysis we will now turn our 
attention to the difference between metals and non-metals. Metals, such as 
potassium, magnesium, iron and gold, have a characteristic lustre ; they are 
good conductors of heat and lelectricity, and their compounds with hydrogen 
and oxygen are bases, e.g. caustic soda (NaOH), caustic potash (EOH), slaked 
lime (Ca[0H]9). The basic character of the metaUic oxides is shown by the 
fieu^ts that they turn red litmus blue, act as caustics, have an alkaline taste 
and neutralise acids. The basic nature of many metallic oxides is not very 
pronounced, being only shown by their ability to neutralise acids. 

In addition to the above characteristics, all metals show a remarkable 
peculiarity when present in a solution through which an electric current is 
flowing, in that their ions always move with the current, towards the cathode. 
The metals are therefore electro-positive, that is, their ions are the carriers 
or transporters of positive electricity {eationa). Since hydrogen also moves 
with the current towards the cathode, it is also to be classed as a metal, more 
especially as it can be chemically replaced in its compounds by metals. 

To the non-metals belong chlorine, bromine, iodine, nitrogen, oxygen, 
sulphur, eta, which are without metallic lustre, and which, in so far as they 
occur in the solid state, are bad conductors of heat and electricity. Finally, 
they combine with hydrogen and oxygen to form acids, ag. hydrochloric acid 
(HCl), sulphuric acid (H2SO4), nitric acid (HNOs) <^d phosphoric acid 
(HsPOi). Acids are characterised by a sour taste, their ability to turn blue 
litmus red, to dissolve metals and to neutralise bases with the formation of 
salts. 

Of the non-metals, chlorine, bromine, iodine and fluorine move against 
the electric current and belong, therefore, obviously, to the anions ; moreover, 
the hydroxyl group (OH) among the bases, as well as the acid radicals SO4, 
PO4, NOa, etc., are anions. 

We will now endeavour to make the processes of electrolysis clearer by 
means of a few characteristic examples. 



1. Electboltsis of Bases. 

When a solution of caustic potash (EOH) is electrolysed, the metal 
potassium moves with the current and causes hydrogen to be liberated at 
the cathode, in accordance with the equation 

2K + 2HaO = 2K0H + Hj. 



28 Electrical Engineering 

The hydrozyl group OH, on the other hand, moves against the current and 
causes oxygen to be liberated at the anode in accordance with the equation 

40Hs2H,0+09. 

From the result it would appear that water only was being decomposed. 
The decomposition of the water, however, is purely chemical and takes no 
part in the passage of the current, which is due entirely to the decomposition 
of the caustic potash. Pure water is a perfect insulator. 

3. Electboltsib of Acidb. 

The simplest case is that of hydrochloric add (HCl). Hydrogen is liberated 
at the cathode and chlorine at the anode. We have in this case a simple 
decomposition without secondary reactions. In the electrolysis of sulphuric 
add (H9SO4) hydrogen is likewise liberated at the cathoda The add radical 
SO4, on the other hand, is not liberated at the anode, but if the anode 
consists of carbon or platinum, oxygen is liberated, the chemical reactacm 
being as follows : 

2SO4 + 2HaO « 2H8SO4 + Oa. 

The result is therefore the same as if water alone were decomposed. 

If, however, the anode consists of copper, the radical SO4 attadcs it, 
forming copper sulphate in accordance with the equation 

S04+Cu=CuS04. 

3. Electroltsis of Salts. 

When a solution of potasdum chloride (KCl) is electrolysed, the potasdum 
ions wander to the cathode, where caustic potash is formed and hydrogen 
liberated, as above ; the chlorine goes to the anode. If the two electrodes 
are separated by a porous partition, e.g. an unglazed earthenware pot, the 
final products of dectrolysis will be caustic potash and chlorine. In the 
absence of sudi a partition, a tertiary reaction ensues between the chlorine 
and caustic potash with the formation of potasdum chlorite (KCIO) in 
accordance with the equation 

2KOH+2a«KC10+KCl+H20. 

If, however, the solution be hot, potasdum chlorate is formed, thus : 

6K0H + 6C31 = KC10a+ 5Ka + SHjO. 

As a further example of the decompodtion of a salt solution, we may take 
the electrolysis of copper sulphate (CUSO4). The copper wanders with the 
current and electroplates the cathode. The group SO4 moves, as before, 
to the anode and, iif the latter consists of carbon or platinum, causes a 
liberation of oxygen. If the anode is of copper it will be eaten away, with 
the formation of copper sulphate, thus : 

Cu+S04«CuS04. 



14. Quantitative Laws of Electrolysis 29 

14. Quantitative Laws of Electrolysis. 

The amount of an element or of a chemical compoimd deposited on an 
electrode was found by Faraday to be proportional to the current and to the 
time, or, in other words, proportional to the quantity of electricity which has 
passed. Thus, if 

m be the weight of deposit in milligrammes, 
% the current strength in amperes, 
t the time in seconds, 
and e a coefficient, 

then it is found experimentally that 

m sss c •% ,t» 

The coefficient c is different for various ions. Faraday found that it was 

proportional to the atomic weight and inversely proportional to the valency. 

Thus, if 

a be the atomic weight, 

and k the valency, 

then Faraday found experimentally that 

m = 0-010386 |.i.^mg8 (21). 

To understand this equation it is necessary to define the terms " atomic 
weight" and "valency.'' The (Uamic weight of an element is the weight of its 
atom relatively to the weight of the hydrogen atom. An atom is defined as 
the smallest particle of matter which can take part in chemical action, or 
enter into the chemical structure of a compound. The atomic weight of 
chlorine, for example, is 35*4, since hydrocUorio acid (HCl) contains 35*4 
parts of chlorine to one part of hydrogen. Water, on the other hand, contains 
8 parts of oxygen to one part of hydrogen. At first sight it would appear, 
therefore, that the atomic weight of oxygen was 8, but on examining the 
relative volumes in which hydrogen and oxygen combine to form water, we 
find that its formula must be written HgO. One atom of oxygen is therefore 
combined with two atoms of hydrogen, and the atomic weight of the former 
must be 16, in accordance with the ratio 1 : 8 = 2 : 16. From the atomic 
wei^ts of the elements and the formula for the compound, the percentage 
of any element in a compound can be calculated. It is evident that the 
atomic weights are of prime importance in calculating the amounts of various 
elements deposited by electrolysis. 

Another term used in equation (21) is vdUncy. By this is understood 
the number of atoms of hydrogen which can combine with, or be replaced by, 
one atom of ^e element. Chlorine, for example, is univalent, because it 
combines with a sin^e atom of hydrogen to form hydrochloric acid (HGl). 
Similarly, potassium is univalent, since it combines with a single atom of the 
univalent element chlorine to form potassium chloride (KCl), or, in other 
words, it replaces the hydrogen atom of hydrochloric add. Oxygen, on the 
other hand, is divalent, since one of its atoms combines with two hydrogen 
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atoms, forming water (HsO). It is best to look upon the valency as the 
number of arms or bonds by which ike atom is linked with the arms of other 
atoms. Copper, for example, is divalent in most of its compounds, and links 
its two arms with the two arms of the divalent oxygen atom, forming copper 
oxide, as shown by the equation 

Cu + = CuO. 

Nitrogen, on the other hand, is trivalent and links its three arms with the 
single arms of three hydrogen atoms, forming ammonia (NHg), a molecule 
of which is therefore built up in the following manner : 

N— H 
\fl 
We are now in a position to illustrate Faraday's law by means of a simple 
experiment. By means of platinum electrodes the same current is passed 
through a row of electrolytic cells containing, respectively, sulphuric acid 
(HaSOi), hydrochloric acid (HCl), copper sulphate (CuSO^, cupric chloride 
(CuCla), and cuprous chloride (CuGl) (Fig. 21). We will assume that the 
experiment is carried on until 2 mgs. of hydrogen have been liberated in the 
first celL The amounts liberated or deposited in the same time in the various 
cells will be found to be as follows, the atomic weights being given in brackets : 

In the 1st cell (HaS04) : 

2 mgs. hydrogen (H = 1), 16 mgs. oxygen (0 » 16). 
In the 2nd cell (HQ) : 

2 mgs. hydrogen (H = 1, 70*8 mgs. chlorine (CI » 35*4). 
In the 3rd cell (CuSOi): 

63-2 mgs, copper (Cu = 632), 16 mgs. oxygen (0 = 16X 
In the 4th ceU (CuCla) : 

63-2 mgs. copper (Cu = 63*2), 708 mgs. chlorine (CI = 36-4). 



^ 



lisa^ 



Ha 



Fig. 21. 



cua^ 



CLCl 



So far, everything is quite regular, and it appears that a given current 
flowing for a given time liberates the same weight of a given element in 
whatever combination it may exist in the electrolyte. The actual weight of 
any element liberated is seen to depend primarily on its atomic weight. We 
obtain in each cell either atomic weights or multiples of them. From this 
fact we could have calculated from the weight of hydrogen liberated in 
the first cell, the results obtained in the next three cells. We meet a 
difficulty, however, when we come to the fifth cell. We cannot say before- 
hand if we shall obtain the same weight of copper as in the third and fourth 
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cells, viz. 63*2 mgs. If so, the electrolyte being CuCl, the amount of chlorine 
liberated would only be 35*4 mgs. If, however, tiie chlorine liberated is the 
same as in the second and fourth cells, viz. 70*8 mgs., the amount of copper 
deposited must be 126*4 mgs. Experiment proves this latter to be the case. 
For the same current flowing for the same time, twice as much copper is 
deposited firom a cuprous chloride solution as from a cupric chloride solution. 

In cuprous chloride one atom of copper is bonded with one atom of 
chlorine ; the copper is therefore univalent Assume for a moment that an 
atom of hydrogen weighs 1 mg., then in the first cell we have separated 
2 atoms of hydrogen from the group SO4, that is, we have broken two bonds 
or valencies. Similarly, we find that two bonds have been broken in each 
cell, leading us to the simplest expression of Fara<]lay's law : The same 
onrrent flowing for the same time breaks up always the same number 
of bonds or valencies. 

We can, however, express this law in another form. The number obtained 
by dividing the atomic weight by the valency is called the chemical equiva- 
lent of the element. The weights of various elements liberated by a given 
quantity of electricity are therefore proportional to the chemical equivalents, 
ie. the quantities are chemically equivalent. Now, according to modem 
views of electrolysis, the electric pressure applied to the cell causes tiiose 
electrically charged ions which exist in a free state in the solution to wander 
in or against the direction of the applied pressure. These ions give up their 
charges on arrival at the electrodes, and act therefore as the carriers of the 
electricity through the liquid. We see, then, that equivalent weights of 
various elements carry or transport equal quantities of electricity, or, in 
other words, equivalent weights of different Ions carry equal eleotrloal 
charges. 

The weight In milligrammes of aa element which Is deposited In 

one second by a current of one ampere Is called Its eleotro-chemlcal 

equivalent. This can be calculated from equation (21) if we know the 

atomic weight and valency of the element. For example, silver is univalent 

and has an atomic weight of 107*6, whence its electro-chemical equivalent is 

0010386 . 107-6 . , , o ^ / • n ^ 0010386 . 63-2 ^ «^^ 
J = 1118 ; for copper (cupnc) we get ^ = 0328. 

In the same way the weight of hydrogen and oxygen liberated by an ampere 
in one second can be calculated. From a knowledge of its specific gravity 
or density the volume of the gas liberated can also be found. In this way 
we find IJiat an ampere liberates in one second 0*174 cubic centimetre of the 
explosive mixture of hydrogen and oxygen, measured in a dry state at 0^ C. 
and at a pressure of 760 mm. of mercury. 

The relative volumes of hydrogen and oxygen evolved by the electrolysis 
are proportional, according to Avogadro's law, to the number of molecules of 
each gas. Since the molecules of both gases contain two atoms, the volumes 
are proportional to the number of atoms, that is, from the formula H2O, in 
the ratio of 2 to 1. 
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15. Polarisation. 




<y^ 



If dilute sulphuric acid be electrolysed in a cell with platinum electoodes, 
there is found to be a potential difference of two or three volts between the 
terminals of the celL K a smaller 
pressure than this be applied the 
electrolytic action ceases, while 
the application of a larger pres- 
sure of, say, 10 or 12 volte to the 
cell and an external resistance B 
in series simply causes such a 
current to flow that the drop in 

the external resistance leaves a ^. ^o 

pressure of 2 or 3 volts across ^* 

the cell. The current is then given by the equation 
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where ^ is the applied pj). or the xj(.f. of the generator in Fig. 22, e the 
p j>. between the terminals of the cell and B the external resistance, including 
that of the generator in the figure. It is remarkable that, although the pj>. 
e is applied externally to the cell and it is this pj). which drives the current 
through the cell, yet the magnitude of the p.d. is determined entirely by the 
celL It appears to be a function of the cell which we cannot arbitrarily 
alter, which remains practically constant, for example, when we so alter i 
and B that the current varies over a wide ranga It even remains veij 
nearly constant when the resistance of the liquid is considerably changed 1^ 
varying the distance between the electrodes. We see, then, that the pj>. 
across an electrolytic cell cannot be found, as in the case of a metal resistance, 
by multiplying tiie internal resistance Bi by the current i. The p.d. e is verj 
much larger than this product. 

The reason for this is obvious when we notice that, on breaking the 
circuit, the electrolytic cell sends a current through the voltmeter. It acts 
now as a generator or source of electrical energy, the current coming out 
from that terminal of the cell at which it previously entered. This current 
is called the polarisation current and the electromotive force producing it is 
the &M.F. of polarisation. Its eflfects are only noticeable so long as the 
electrodes are covered with bubbles of the liberated gases. We have thus in 
the electrolytic cell a galvanic cell made up of hydrogen, sulphuric add, and 
oxygen, the electromotive force of which is opposed to the original current 

This galvanic cell was, however, active during the passage of the original 
current The terminal pressure e had therefore a double function to perfimrm, 
viz. to overcome the electromotive force of polarisation Ei, and to supply the 
pressure drop due to the internal ohmic resistance of the celL We have then 
for the terminal pressure of the cell the equation 

e ss Ei + %,Bi. 
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Hence, we define the e.ilf. of polarisation, or the back E.M.F., as the 
electromotiye force of the new element or galvanic cell produced bj the 
chemical changes of the electrodes. If , as is usual, the polarisation is very 
large compared with the ohmic resistance, it follows that the terminal 
pressure will depend almost entirely on the value of E^ and very little on 
the current or internal resistance. 

The phenomenon of polarisation will be made clearer by considering it in 
the light of the principle of the conservation of energy. By multiplication 
with i, the above equation becomes 

«.$ = JFi.i + i^.^ 

The product «. t is the total power supplied to the cell, while i^.BiiB the 
power dissipated as heat in the liquid. The power Ei . i must therefore be 
used in decomposing the water. This is obviously so, for the mixture of 
gases produced possesses a store of potential energy. We can explode the 
mixture at any moment and obtain in the form of heat or of mechanical work 
the energy used in its formation. 

Now, the energy stored in the gas is proportional to the quantity of gas, 
which, as we have seen, is proportional to the quantity of electricity wMch 
liberated it. The energy stored in the gas is therefore 

J ss cA.t, 

where c is a constant for the gas concerned, viz. water-gas. On the other 
hand, the energy stored must be 

c7= Ei.i.t 

From this it follows that Ei = c, that is, that the E.M.F. of polarisation for 
a given electrolytic process has a constant value e. We assume, of course, 
that the liquid and electrodes are similar in each case, so that the final 
products are of exactly the same chemical composition. For other types 
of cells the E.M.F. of polarisation is different, depending, as it does, on the 
energy of chemical composition, or calorific value, as it were, of the electro- 
lytic products. When copper sulphate is decomposed with platinum electrodes 
tiie back E.M.F. will be quite different to that found for sulphuric acid In 
the first case, the products of electrolysis are copper and oxygen. When 
copper and oxygen combine to form copper oxide the heat evolved is quite 
different to tiie heat produced by the explosion of equivalent amount of 
hydrogen and oxygen. 

It is very interesting to calculate the back E.M.F. from a knowledge of tiie 
chemical data. We know, for example, that when 18 grammes of water-gas 
are exploded to form 18 grammes of water, 68,000 calories of heat are evolved. 
The electrical energy required for the decomposition of 18 grammes of water 
must be equal to this ; it is given by the equation 

68,000 = 0-24.^.$.^. 

From equation (21) on page 29, 1 ampere flowing for 1 second liberates 

0-010386.1 , , ,0010386.16 

mg. hydrogen and h mg. oxygen, 

T. B. 3 
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or^ together, 

0'010886.18 ^ ^ g.gg ^^^ ^^2X0^^ of water-gas. 

The quantity of electricity necessary for the liberation of 18 grs. of water 

fi[a8 is therefore 

1ft 
i.t^ 9.35 10-* = 1'92 . 10» coulombs. 

Patting this value of t . ^ in the above equation we get 

„ 68,000 - .^ ,. 

^^ = 0-24.192.10* = ^'^^^^^' 

We see, then, that it wonld be quite impossible to electroljrse acidulated 
water by means of a Daniell cell. It is important to remember, however, 
that the actual back E.M.F. is much higher than the calculated theoretical 
value. The foregoing considerations were merely for the purpose of illustiating 
the main principles underlying the phenomenon of polarisation. 

We will now consider a case in which tiiere is practically no polarisation, 
because the nature of the electrodes is not changed by the electrolysis and 
no energy is stored in the final products. K copper sulphate solution be 
decomposed with a plate of pure copper as anode, chemically pure copper 
will be deposited on the cathode, while an equal weight of copper is dissolved 
from the anode. Both electrodes are therefore always of the same chemical 
nature and cannot form a polarising element or cell with the liquid. The 
back E.M.F. is therefore zero and e is equal to t. jBi. We come to the same 
conclusion when we consider that the energy used in depositing copper on 
the cathode is equal to the energy liberated at the anode where copper is 
dissolved, Le. oxydised. The decomposition requires therefore no supply of 
energy, except to overcome the internal ohmic resistance. 



16. Accumulators. 

The first accumulators or secondary cells were made by Plants, who 
electrolysed dilute sulphuric acid between electrodes of lead, the surfflioes of 
which became thereby chemically changed, or formed, as the change is 
technically termed. To increase the capacity Faure made the plates with 
deep grooves or holes into which pastes of various oxides of lead, or finely 
divided metallic lead, were introduced. The positive plates are now largely 
made of deeply grooved lead plates having an enormous surfietoe (Fig. 23). 
These plates are ''formed" in the works by electrolysis of sulphuric acid, their 
surfSace being thus converted into lead peroxide. Ilie n^ative plates (Fig. 24) 
consist of lead grids into the meshes of which lead oxide paste is forced. In 
this unfinished condition they are delivered and, after fitting up the battery, 
it is necessary to charge it continuously for about 40 hours, thus converting 
the paste in the negative plates into metallic lead. A cell consists of a 
number of positive and negative plates placed alternately, and supported on 
the sides of the glass vessel by means of tiie lugs seen in Figs. 23 and 24. 
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Small portable cells are somewhat differently conatructed, and the plates are 
completely enclosed in a vessel of ebonite or celluloid. The nnmber of plates 
in a cell is nsnally odd, there being a negative plate at each end. All the 
positive plates are connected together by a lead bar running along the top, 
and similarly the negative plates by anoUier bar, aa shown in Fig. 26, which 
r^resenta the arrangement of platw aa seen &om above. 



Fig. 23. Fig. 24. Fig. 25. 

To tmderstand the working of the cell we may assume that we have two 
pure lead plates and a vessd of sulphuiic add &om which we can construct 
an accmnulator by the original method devised by Plants. On passing a 
current throogb our electrolytic cell, hydrogen will be liberated at the 
cathode, which will therefore be unchan^d. At the positive plate or anode, 
however, oxygen will be evolved which will attack the lead and produce a 
coating of the brown peroxide of lead (PbOi). On stopping the current we 
have now a cell consisting of lead, eulpborio acid and lead peroxide, and 
having an electromotivB force of 2 volts. This s.ic.F. was also acting during 
the passage of the current, that is when charging, its direction being opposed 
to the curreDt, If now the terminals of the cell be joined through a resistance, 
the cell discharges and a current flows through the resistance, leaving the 
cell by the terminal at which the charging current entered. The terminal 
which was positive while ohatgiDg is also poeitive when discharging, for in 
an electrolytic cell that terminal is called positiva at which the currenb 
enters, while in any source of electrioal energy the positive terminal is that 
by which the current leaves. 

When dischatging the changes in the oell are aa follows : 

+ 
Before discha^ing: PbOa 2HsS0t Pb 
Direction of cnnent in cell : < 



Movement of the ions : Hi-^ — — ^SOi 

Beactions at the electrodes : FbO) + Ha + HgSOi Pb + SOi 
= PbSO* + 2HsO = PbSOi 
Fully diacbarged : PbSOi 2H,Q PbSO< 

Both plates thus become converted into lead sulphate ; the positive 
through redaction of the peroxide by means of the liberated hydrogen, the 
negative throogh oxidation of the metallic lead by tiie oxygen, the lead 
sulphate being considered aa a compoond of lead oxide (PbO) and SOg, 
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obtained by displacing water from snlphtoio add. The result is that the 
excess of oxygen in the peroxide plate is transferred to the lead plate» the 
oxidation of which is the source of tiie electrical energy, just as the oxidation 
of coal in a furnace is the source of heat energy. When, finally, the positive 
plate has given up all its excess oxygen, and the negative plate has been 
thereby coated with sulphate, the store of potential energy is used up and 
the cell is discharged. This is evident from the fact that the plates are now 
similar and can therefore no longer make up a voltaic cell, one essential of 
which is the presence of two chemically different electrodes. We must not 
forget to mention that the concentration of the acid gradually decreases as 
the cell becomes discharged, its specific gravity indicating to a certain degree 
the extent to which the cell is discharged. This change of concentration 
must be taken into account, in addition to the reduction and oxidation, when 
considering the energy supplied by the cell. 

The discharged accumulator is treated again as an electrolytic cell, that 
is, it is charged* The following changes then take place : 

+ 
Before charging : PbSOi H2SO4 PbSOi 

Direction of current in cell : > 

Movement of the ions : S04<— — >Ha 

Chemical reactions : PbSOi + SO4 + 2H9O PbSOi + Ht 

= PbO, + 2H2SO4 = n^Oi + Pb 
Fully charged : PbO, SHaSOi Pb 

The positive plate is again converted into peroxide and the n^[ative plate 
to metallic lead, and the electrolytic cell has become once more capable of 
being used as a source of electrical energy. 

It is evident that the process of charging an accumulator is quite different 
from the charging of a condenser, for in the latter case the eneigy is stored 
in an electrical form, whereas in the accumulator the storing consists of 
chemical changes in the active materials of the ceU. When we speak of the 
capacity of a cell, we do not mean the same thing as we do when we speak 
of the capacity of a condenser. The capacity of a oondenser is defined as the 
quantity of electricity which flows into it at the positive terminal when a 
P.D. of one volt is applied to its terminals. It is important to note that the 
same quantity flows out at the n^ative terminal, there being no more 
electricity in the condenser when charged than when uncharged; its 
distribution is, however, different in the two conditions. The capacity of 
an accumulator, on the other hand, is the total quantity of electricity which, 
starting with the cell fully charged, passes through it before it is discharged. 
By the cell being fully discharged we do not mean that its p.d. has been 
reduced to zero, or that all the lead or lead peroxide has been transformed 
into lead sulphate, for experience has shown that any attempt to do this 
shortens the life of the cell enormously. The discharge should be carried on 
until the pj). has fallen to about 1*8 volts, and the cell should then be 
considered discharged. We have seen that the action of the cell depends 
on the iMX)duction of lead sulphate, which, when the cell is partly discharged, 
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will be distributed throughout the active material of the plates ; any attempt, 
however, to convert all the spongy lead or lead peroxide into lead sulphate 
would undoubtedly loosen this active material, thus spoiling the electrical 
connection between it and the grid or body of the plate. In addition to this 
mechanical separation, the sulphate is very hard and insoluble and is a bad 
conductor of electricity, so that it is very difficult to recharge a cell which 
has been badly sulphated. 

When an accumulator is said to have a certain discharge capacity in 
ampere-hours, it is theoretically immaterial whether a large current be taken 
for a short time or a small current for a long time and also whether the 
previous charging current was small or large. Like a Daniell cell, for 
example, an accumulator has a certain electromotive force but no fixed 
current. The makers, however, specify a certain discharge current as the 
normal, or as the maximum, for a given size and type of celL This is not 
the current which the cell is bound to give, neither is it the largest current 
the cell is capable of giving, but merely the largest current which the cell 
should be called upon to give without running the danger of loosening the 
active material, which may come away from the plates and fall to the bottom 
of the vessel, or of buckling the plates, which may bend so much under bad 
treatment as to cause positive and negative plates to come into contact We 
can therefore choose any discharging current within practical limits, and will 
obtain corresponding times of discharge. Theoretically, the capacity should 
be the same in every case, since, according to Faraday's law, the product i . t 
is proportional to the quantity of active material decomposed. 

In practice, however, it is found that the capacity is considerably decreased 
when the cell is discharged with a heavy current This is due to the action 
being largely superficial in such a case, only a portion of the active material 
taking part in the chemical changes. 

The ampere-hour efficiency is the ratio of the ampere-hours in the 
discharge to the ampere-hours in the charge. Theoretically, this ratio should 
be equal to 1, since charge and discharge consists in the chemical conversion 
and reconversion of the active material, and the quantity of electricity which 
has passed through the cell is proportional to the quantity of converted active 
material. Owing to various causes, however, the accumulator, especially if 
left standing for a long time, discharges itself. The causes of this are as 
follows : faulty insulation, local currents between parts of the same plate, due 
to impurities, unequal conversion of the active material during charge, or to 
unequal concentration of the acid. Finally, a part of the charging ampere- 
hours is used in the useless production of gas. This occurs mainly towards 
the end of the charge when the active material is almost all converted and 
the hydrogen and oxygen, fEoling to find any material with which to combine, 
is given off and leads to so-called " gassing." For these reasons the ampere- 
hour efficiency is less than 1. It is, however, very high, generally exceeding 
0*9, and by suitably arranging the experiment it can be made very nearly 
equal to 1. 

In determining the ampere-hour efficiency it is, of course, very important 
to cease charging or discharging at the correct time. The charge is generally 
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canied on until the aotive material on the sorfiEuse of the plates is nearly all 

converted, and the cell '' gassee,'" tiie pressure across the cell then rising to 2*6 

or 2*7 volts owing to the gas bubbles which adhere to the electrodes. The 

disohaige, on the other hand, is continued until the pressure drops to 1*8 

volts, the drop being to a laige extent due to increasing internal resistance 

as the result of the formation of lead sulphate on the plates, lliis final 

value of 1*8 volts should be read on the voltmeter during the discharge with 

normal current and not after opening the circuit, for the E.M.F. of the cell 

may then read 2 volts. 

The watt-hour efficiency is, however, of greater practical importance than 

the ampere-hour efficiency. To determine this, we observe the terminal 

pressure at frequent intervals during charge and discharge, and plot the 

values observed as ordinates with the time as abscissae (Figa 26 and 27). 

We see that the average pressure during charge is much higher than that 

during discharge. During charge the terminal pressure is given by the 

equation 

e^Ei-^-i.Bi (22), 

while during discharge the equation is 

« = JS?i - i.Ri (23). 
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The average terminal pressure during charge is therefore greater than 
that during discharge by twice the internal drop, quite apart from the fact 
that the electromotive force during discharge is less than that during charge, 
for in the latter ease the e.m.f. is increased by the presence of the gases 
evolved. The watt-hour capacity is therefore less than tiie ampere-hour 
efficiency, and lies in favourable cases between 0*8 and 0*9, since we have, in 
addition to the losses already mentioned, the loss through ohmic heating.* 

The lead accumulator is heavy, bulky, and yet extremely fragile, and it 
has proved a very difficult problem to make it light enough for traction pur- 
poses without making it incapable of standing the mechanical -vibration and 
unavoidable ill-treatment G^ie acid is another disadvantage. The Edison 
cell is an attempt to get over these difficulties. This cell is now being used 



* For fnrthsr infomutilon on Mcmniilfttora, see " The Storage Battery *' by TzeedweU, 
Theory of the Lead Aocumiilator " by Dolesalek, or "Storage Battery Bngiiieeriiig '* by 
liyndon. 
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to a certain extent for traction pnrposes. The containing vessel is of sheet- 
steel ; the plates are also of sheet-steel, nickel-plated, with holes punched in 
them. The active material is contained in perforated steel pockets securely 
fixed in these holes. In the positive plate the active material is nickel 
peroxide, whereas in the negative it is a mixture of iron and mercury oxide. jf 
The electrolyte is a 20 per cent, potash solution. The E.M.F. is about / 
1-3 volts. 



17. Primary Cells. 

The simplest voltaic cell consists of plates of copper and zinc in dilute^ 
sulphuric acid, the copper terminal exhibiting a positive charge and the zinc 
a n^ative one. If the terminals be joined by means of a conductor, a current 
flows through it from copper to zinc, the current flowing from zinc to copper 
in the cell. The sulphuric add is thereby decomposed and the hydrogen, 
going with the current, adheres to the copper plate in the form of small 
bubbles. We have, then, a new cell, consisting of hydrogen, sulphuric acid, 
and zinc, the electromotive force of which opposes tiiiat of the original cell. 
As a consequence tiie E.M.F. of the cell gradually dies away, and the cell is 
said to polarise. As the cell, for practical purposes, should have a more or 
less constant ejlf., steps must be taken to prevent the polarisation, that is, 
to hinder the formation of free hydrogen. Either a metal must be deposited 
on the cathode instead of hydrogen, or the hydrogen must be combined with 
some other substance at the moment of its evolution. 

In the Daniell cell the difficulty is overcome by the use of two liquids, 
copper sulphate and dilute sulphuric acid, separated by a porous earthenware 
pot. The constituents of the cell may be represented as follows : 

+ Cu— CuSOi 1 1 HaSOi— Zn -. 

The positive pole consists of a plate of copper dipping into copper 
sulphate, the n^ative pole of a zinc plate in dilute sulphuric acid. The 
zinc is amalgamated to prevent its consumption by the acid when the cell is 
not being used. The current flows through the cell from zinc to copper and 
the hydrogen moving in the direction of the current passes through the 
pores of the earthenware pot and throws down the copper out of the copper 
sulphate solution, as shown by the formula 

Ha + CuSOi = HaSOi + Cu. 

The zinc is dissolved by the group SO4, forming zinc sulphate (ZnSOi), 
and this, being an oxidisation, supplies the energy corresponding to the 
electrical energy supplied by the celL This includes the work done in the 
external circuit, the heating in the cell itself and the energy consumed in 
precipitating the copper. To put it simply, the total electrical energy 
developed by the cell is equal to the difference between the energy evolved 
in the solution of the zinc and the energy consumed in the precipitation of 
tiie copper. Since the electrodes remain unchanged, there is no polarisation, 
and the electromotive force remains constant at 1*07 volts, assuming that we 
are dealing with pure materials. The current varies, of course, according to 
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the external resistance. The internal resistance depends on the size of cell» 

but assuming it to be 0*6 ohm the current which would flow through the cell, 

1*07 
were it short-circuited, is -^r^ = 214 amperes. 

The Bunsen cell consists of carbon in strong nitric acid and zinc in 
dilute sulphuric acid, the liquids being separated, as before, bj a porous 
diaphragm. 

+ C— HNOs 1 1 H2SO4— Zn -. 

The carbon is tiie positive, the zinc the n^attive pole. In the sulphuric 
acid the action is exactly the same as before. The hydrogen passes through 
the pores and combines with the nitric acid, as shown in the formula : 

3H, + 2HN08 = 2N0 + 4H9O. 

The nitrous oxide (NO) thus liberated is further oxidised by the air to 
nitric oxide (NOa) in the form of brown fumes with an objectionable odour. 
The E.M.F. of a Bunsen cell is 1*8 — 1*9 volts. Its internal resistance is less 
than that of a Daniell celL 

The bichromate cell consists of carbon and zinc in a mixture of dilute 
sulphuric acid and potassium bichromate (EaCrO^, CrOa) : 

+ C— HaSO*, KjCrOi, CrOa.— Zn - . 

There is no porous partition. The carbon is again the positive pole. 
The radical SO4 dissolves the zinc as before, while the hydrogen is oxidised 
by the chromic add (CrOs), with the formation of water and chromium oxide 
(CrjOa), thus 

2CrOa + 3Ha = CraOa + 3HaO. 

The chromium oxide (CraOa) combines with the sulphuric acid, giving a 
greenish coloration, which gradually replaces the red tint of the chromic acid 
(CrOa). At the same time, the eletromotive force, which was primarily 
2 volts, falls, so that with continuous heavy use the cell has not a constant 

£.21. p. 

The Leolanoh^ cell consists of carbon and zinc in a solution of sal am- 
moniac: 

+ 0— NH4CI— Zn-. 

With the decomposition of the sal ammoniac, the chlorine goes to the zinc, 
which it attacks, forming zinc chloride. Although not oxidation, this process 
is very similar to it, and supplies the energy of the celL The group NH4 
behaves very like a metal and goes with the current to the carbon, where it 
splits up into ammonia and hydrogen : 

2NH4 = 2NHa + Ha. 

The hydrogen, thus produced, would polanse the cell, were the carbon 
not surrounded with manganese dioxide, which combines with the hydrogen, 
giving up a part of its oxygen, in which it is very rich, and producing water 
and a lower oxide of manganese : 

2MnOa + Ha =MnaOa + HaO. 

This action is not very rapid and the depolarisation is not instantaneous 
in its action as in the case of nitric or chromic acid. Although the ejlf. of 
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the oell is 1*4 volts when carrying no current, it rapidly falls when in use, 
and the cell is therefore only suitable for intermittent work. 

The Weston Standard oadmlom oell consists in its best form of an 
H-8haped glass vessel (Fig. 28) into which two platinum wires are fused. 
The platinum wires pass through the bottom of each limb into the liquid 
electrodes, the positive being pure mercury and 'the negative cadmium, 
rendered liquid by being amalgamated with mercury (12 to 13 per cent. 
of cadmium). The electrolyte is a saturated solution of cadmium sulphate 
(CdSOi), its saturation being assured by the addition of some crystsJs of 
the salt. When current passes, the cadmium in the electrolyte moves 
towards the mercury electrode and would 
alloy itself with it, thus making the two elec- 
trodes more and more alike, and gradually 
reducing the E.M.F. of the cell. This is pre- 
vented by placing above the mercury a paste 
consisting of mercurous sulphate (HgaSOi), 
and cadmium sulphate (CdSOi), and metallic 
mercury. The cadmium ions displace the cd 
mercury from the mercurous sulphate form- - 
ing cadmium sulphate and metallic mercury, 

thus: 

Cd + HgaS04 = CdS04 + 2Hg. 

The positive electrode is unaffected and remains pure metallic mercury, 
polarisation being thus avoided. At the negative electrode cadmium is, of 
course, dissolved by the SO4 group. 

The electromotive force is very constant at 1*019 volts, and is hardly 
afiTected by small changes of temperature. It must only be allowed, however, 
to give very small currents and is therefore only used in tiie potentiometer 
method. It is now largely used for the calibration of instruments by this 
method, and has, to a large extent, replaced the Clark cell, which was formerly 
used for the same purpose, but which is much more sensitive to changes of 
temperature.* 
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18. The Voltameter. 

The legal definition of the ampere is based on the silver voltameter. A 
small platinum bowl is used as the cathode, and contains a solution of silver 
nitrate (AgNOs) (20 to 40 parts by weight to 100 parts of water). The 
anode consists of pure silver. The solution is only used until 3 grammes of 
silver have been deposited per 100 acms. of solution, and the deposit on the 
bowl must not exceed 0*1 gramme of silver per square centimetre. The 
current density on the anode surface must not exceed 0*2 ampere per sq. cm. 
while on the cathode it must not exceed 0*02 ampere. The bowl is weighed 
before the experiment, and after the experiment it is washed with distilled 

* For further information on primary batteries see " Primary Batteries " by W. B. Cooper, 
or ** Practical Electricity " by W. £. Ayrton. For oadmimn cells see F. £. Smith, Phil. Trans, 
series A., vol. 307, pp. 89S-420. 
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water, free fix>m chlorine, until the washings give no cloudiness on the 
addition of hydrochloric add This proves the perfect removal of every 
trace of silver nitrate, which would otherwise form a precipitate of sQver 
chloride when the acid was added, in accordance with the formula : 

HCl + AgNOa « Aga + HNOa. 

The bowl is then washed for 10 minutes with hot distilled water 
(70^ — 90'' C.) and again rinsed with cold water until the washings remain 
perfectly dear on the addition of hydrochloric acid. It is then dried in wann 
air, cooled and weighed. 

Great care must be taken not to touch the inside of the bowl with the 
fingers dther before or during the experiment It is a good thing to heat 
the bowl to redness in the tip of a Bunsen flame to destroy any organic 
matter, before commencing the experiment. This should not be done if the 
bowl contains any silver, as an easily fusible alloy of silver and platinum may 
be formed. The cold or luminous part of the Bunsen flame must be avoided 
or the bowl may become very brittle owing to the formation of platinum 
carbide. 

If we represent by 

mi, the weight of bowl before experiment, 
ma, „ „ after experiment, 

t, tiie time in seconds, 

then, since 1 ampere depodts 1*118 mgs. of silver in 1 second, we have 

i = ^i^s^ amperes (24). 

Copper voltameters and water voltameters are suitable for heavier 
currents, but do not give such reliable results as the silver voltameter. They 
are very useful, however, for general laboratory work, firom an educational 
point of view. 



CHAPTER HL 

19. Strength of Magnet pcde.— 90. Straogth of niAgnstie field.— iL lines <rf foree.— 
22. Hagneiio potenftieL— S8. Iran in magnetic field.--S4. The earth's fi^d. 

19. Strength of BSagnet Pole. 

A magnet is a piece of steel which possesses the property of attracting 
pieces of iron to itsell The name is supposed to have originated in the 
discovery near the town of Mag- 
nesia of pieces of iron ore possess- jp*'"«'^- ' -^^"-'' 





ing this property. If a bar of 

steel possessing this property be 

plunged into iron filings, they are p^ 29 

found to ding to it, especially at 

its ends (Fig. 29). T^se places, where Uie force of attraction seems strongest, 

are called the poles of the magnet In veiy long and tiiin magnets it can be 

assumed that the attractive force is directed towards a single point near 

each end. These points are not at the extzeme ends, but at Uie points N 

and S in Fig. 29. Hie line joining these points is called the magnetic 



K the magnet is free to rotate about a vertical axis A, one of its poles 
will point approximately towards the geographical nortlL This pole is called 
the north pole of the magnet, the other bdng called tlie south pole. If two 
magnets be brought near together, it is observed that Uieir like poles repel 
each other, while their unlike poles attract each other. It follows from this 
that the geographical nordi pole of the earth possesses physical south polarity, 
and vice vena. 

Coulomb was the first to measure the force between two magnet poles. 
He suspended a long thin horizontal magnet by means of a fine metallic 
wire. By turning the upper end of this wire be moved the north pole 
of the suspended magnet away from the south pole of anotSier vertically 
placed magnet Since the turning-moment or torque exerted by a twisted 
wire is proportional to the angle of twist, he was able to determine the 
relation between the attractive force between the poles and the distance 
between thenu He found the force to be inversely proportional to thesquare 
of the distance. He found, moreover, that the force was doubled by putting 
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another similar magnet with one of the two already in use, that is, by 
doubling the strength of one of the poles. K then 

/ = the force exerted on each pole by the other, 
mi = the strength of one pole, 
m% s the strength of the other pole, 
and T = the distance in centimetres, 

wehave f=.!!!lipt (25). 

K we choose the units of force and length, this equation gives us the 
definition of unit pole strength. As the unit of length we take the centi- 
metre, and as the unit of force, that force which, acting on the maM 
of 1 cnbic centimetre of water, prodnces an acceleration of 1 cm. per 
second per second. This force is called a dyne. Since the kilogramme 
weight is a force which produces an acceleration of 981 cms. per second per 
second in the mass of a kilogramme or 1000 ccms. of water, a kilogramme 
weight is equal to 981,000 dynes. Hence 

1 dyne = Qg^ qqq kg.* = 1*02 milligrammes.* 

K we wish to express Coulomb's law in the simple form of equation (25) 
we cannot now choose arbitrarily the unit of pole strength, but must obtain 
the unit from the equation. If in equation (25) we put mi = 1, mi = 1 and 
r =s 1, then we have / = 1. Hence that pole has unit strength which 
exerts a force of 1 dyne on a similar pole at a distance of 1 cm. The 
strength of a pole or a quantity of magnetism is therefore measured by the 
force it exerts under certain conditions, and we define the pole strength m as 
the force exerted by the pole on a pole of unit strength at a distance of 
1 centimetre. 



20. Strength of Magnetic Field. 

The space surrounding a magnet, or any space where magnetic effects 
can be observed, say, by means of a compass needle, is called a magnetic 

field. The magnetic effect at any point 

near a magnet can be determined frt>m a 

consideration of the combined effects of 

the two poles. At the point A (Fig. 30), 

in the neighbourhood of a magnet, 

imagine a freely movable north pole, 

the corresponding south pole being so 

far away as to be negligible. This north 

^^' 30. pQi^ y^ be repelled in the direction AB 

by the north pole N, and attracted in the direction AC by the south pole S. 

The forces are inversely proportional to the squares of the distances. In 

* To indicate that foroes and not masset are referred to, a star wiU be added to the nnits of 
maas wlien used aa forces. 
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Fig. 30, for example, the distances are 2 : 1 and the forces 1:4 Bj the 
parallelogram of forces the resultant of AB and AC is AD, This is there- 
fore the direction of the magnetic force at this point. If a compass needle 
be placed at A the magnetic forces due to the bar niiBtgnet will act on its 
poles and torn the needle until its magnetic axis lies along AD. Thus 
the magnetic axis of a magnetic needle, free to move in any direction, in- 
dicates the direction of the magnetic field at any point. 

To find the strength of the magnetic field at any point, we place a pole 
of strength m at the point and determine the force acting on it. This force 
is proportional both to the strength of the pole m on which the field is acting 
and to the strength of the field. K H represents the strength of the field, 

we have 

f^m.H (26). 

If, in this equation, we put m=l, then f^H. Tbe field strength H is 
therefore equal to the force in dynes exerted on unit pole at the given 
point. Hence that field has unit strength which exerts a force of 1 dyne on 
unit pole. 

The force on a pole at j1 in Fig. 30 was due to the two poles N and 8, 
We shall consider now the case represented in Fig. 31, where one pole of 
the magnet is very fieur away. As its 
efTect decreases as the square of the ^ 
distance, tins pole can be n^lected. K o 
now the pole strength of the magnet 
be m and a unit pole be placed at the * 
point A, r cms. fix)m the pole tn, the force Fig. 31. 

on the unit pole, by Coulomb's law, is 

^=-^=p (27). 

Since we are dealing with the force on unit pole, ie. with strength of 
field, we have put J? in the above equation in the place of/. 

We imagine now a magnet needle of pole strength m and having a 
magnetic axis of length /, placed in a unifonn field of strength H. The 
axis of the needle is at right 

angles to the direction of the f 

magnetic force, which in Fig. 32 
is supposed to act downwards. -^ 
On the north pole there acts a 

force of /i sm.JT with an arm f 

I ■ 

or leverage of k, and on the south f Kg, 32. 

pole is a force ft^m . H with an equal arm. The total tanDOMK^aie&t i^ 
therefore 

5(/i+/i) = 2jfifl^|-^.«/. 

Since the force is in dynes and the arm or leogth in e»t., *i^ tivr^in^, 
moment is in centimetre-dynes. The *— "- -^^ ^ -jt^^Aiji* 




fa 
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product of two qoantitieB, of which the first is the field strength and the 
second a ma^etio characteristic of the needle, viz. the product of its pole 
strength and length. This product m.l i& called the magnetic moment of 
the needle. 

21. Lines of Force. 

So far, we have based our assumptions on the now obsolete view ac- 
cording to which a certain quantity of magnetism is concentrated at the 
polar points, fiom which effects are caused at a distance without reference 
to the intervening space. As a matter of feust, poles are never concentrated 
at points, and modem physics no longer recognises action at a distance. 
The older view is, however, of great value inasmuch as it explains in a 
simple manner the results of many magnetic experiments, and enables ua 
to express them mathematically. For a deeper insight into magnetic phe- 
nomena we must turn to Faraday's ingenious conception of lines of force, 
which enables us to form a menUd picture of the processes underlying the 
various phenomena. Faraday did not believe in action at a distance, and 
to him the force in the neighbourhood of a magnet did not come into 
existence only when another pole was placed there on which the force could 
act. The space around a magnet is in a peculiar state. It is filled with 
magnetic forces which flow, as it were, fiom pole to pole. This view explains 
magnetic phenomena as well as, or even better than, the old theory, and 
the agreement between the results obtained mathematically from the one 
and the results obtained by a consideration of the other strengthens our 
belief in the correctness of both theories, or, at least, of the results obtained 
fiom them. 

Faraday's conception is based on a simple experiment which every student 
should repeat for himself. If iron filings are shaken through a sieve on to a 

magnet and the board or table on 
^^^'-"^"•^^^ which it lies is lightly tapped, the 

y ^&-^*-^ ^^\ filings arrange themselves in charac- 

teristic curves (Fig. 33). The iron 
filings become magnetised by their 
proximity to the magnet, and acting 
as magnetic needles arrange them- 
selves with their axes along the 
direction of magnetic force. The 
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/ I \\'^^x"" — ^--•' y / ! i north pole of one filing attracts the 
* V ^> ^ y J ' south Dole of the next with the leanlt 
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south pole of the next with the result 
\ ^^* ►-^'^ / that curves are produced which indi- 

cate the direction of the magnetic 



"- ..' ' 



^. QA forces much more plainly than the 

^* ' geometrical construction of Fig. 30. 

These curves are called " lines of force " and are conventionally assumed to 

proceed from the north pole, through the surrounding medium, to the south 

pde. A compass needle sets itself with its axis tangential to the line (^ 
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foroe, and its noith pole pointing along the positive direction of the line. A 
freely moving north pole, whose corresponding south pole is far removed, will 
move along the line of force from Nto 8 (Fig. 33). Henoe we oan define 
a line of foroe as the path of a fireely moving north pole. It is essentially 
nothing more than the direction of the magnetic force. When dealing widi 
magnetic problems it is usual to refer to the lines of force as if they had 
a real existence, somewhat similar to the visible lines of the iron filings 
experiment. 

The line of force is, however, tax more than a convenient indication of 
the direction of the magnetic force ; it enables us to express, in a very con- 
venient way, the magnitude of the force, that is, the strength of the magnetic 
field. To this end we observe that the lines of force radiating from a pole do 
not lie in one plane, but radiate out into space in all directions. Imagine 
a number of concentric spheres with the pole as centre ; radiating from the 
pole the lines of force will pass through the surfiaces of successive spheres. 
Since the area of a sphere increases as the square of its radius, the number 
of lines of force per unit area must decrease in the same ratio. We are now 
able to see why, in Coulomb's law, the force / varied inversely as the square 
of the distance, and why, in equation (27) on page 45, the strength of the 
field in the neighbourhood of a pole decreased as the square of the distance. 
We oan now define the strength of a magnetio field very simply as the 
number of lines of foroe per square centimetre. 

If now the strength of field is to be measured both by the force on unit 
pole and by the number of lines per square centimetre, both methods giving 
the same result, the unit for the line of force 

cannot be arbitrarily chosen. In a field ^.^-^•'"'^T"***^^ 

of unit strength there must be one line ^ vH >v 

per sq. cm. To make this clearer imagine / \/~K \ 

a unit pole at the centre of a sphere of / J\n\ \ 

1 cm. radius (Fig. 34). If now another Z^*^ / jN^ "**. \ 

unit pole be placed on the surface of the L I I • 'l 

sphere, the force acting on it, according to \ V — l^ I 

Coulomb's law, is \ \ \ / 



H = 



V 



On the above assumption the number p. ^^ 

of linesper sq. cm. must be the same figure, 

viz. 1. Hence a line of forcp represents the total fiux of force, so to say, 
which passes through 1 sq. cm. of the surface of a sphere of 1 cm. radius, 
described about a unit pole. The surface of a sphere is 411^^, that is, in our 
case, 4w sq. cms. Since there is one line per sq. cm. the total number of lines 
radiating from unit pole is 4ir. A line of force is thus l/4ir of the total fiux 
of force radiating from xmit pole. 

The total number of lines N radiating from a pole m can be found from 
the formula : 

iV = 4irm (28), 
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and the total number of lines crossing a surface of A sq. cms. over which 
there is a normal uniform field strength is 

N^ H.A (29). 

If, for example, the field strength in the air-gap between the poles and 
armature of a dynamo is 7,000, this means that 7,000 lines of force leave 
every sq. cm. of the north polar surface. If the surface of the pole facing the 
armature is 400 sq. cms. the total number of lines entering the armature 
fiom the north pole is 

N^H.A « 7,000.400 = 2-8.10« lines. 



22. Magnetic Potential. 

We have already seen that a freely moving north pole in a magnetic 
field moves along the lines of force. If now we form the product from point 

to point of the force acting on the 

pole and the distance moved through 

"^x by it, and take the sum of the pro- 

^x \ . ducts so obtained, we find the work 

^^^>, N^\ } I done by the magnetic field in moving 

""^o^y, j 1/ the pole. This work is either used in 

— ^//y^ overcoming mechanical resistance, or 

in storing kinetic energy in the moving 










// I V^^^-^ ^-'^Vi I \ \ body. If we, on the other hand, move 
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^\C^^^^ J^^^^^ / I J a north pole n (Fig. 35) against the 

\ S^ f^* y J direction of the line of force from S 

•I — / to N^ we have to overcome the oppos- 

^--^.' >f^ ing force of the magnetic field, which 

Fig. 35. tends to drive the north pole from N 

to S. We must therefore do an 
amount of work equal to the summation of the product of force and 
distance along the whole path traversed. This work is stored as potential 
energy, to be liberated once more when the north pole, under the influence 
of the field, is driven back. This is quite analogous to the case in which we 
lift a weight, thus overcoming the opposing force of gravity. The work done 
is stored as potential energy in the raised weight, to be liberated when the 
weight falls from the higher to the lower leveL We see, therefore, that 
there is a difference of magneUo level or magnetio potential between 
the different points on a line of force. As in Section 11, we demie this 
magnetic potential difference as the virork done in moving the positive 
unit quantity of magnetism, that is, a unit north pole, firom the lower 
to the higher potentiaL Inversely, it could be defined as the work done 
by the field when a unit north pole is moved from the higher to the lower 
potential. We have here assumed that the potential of the north pole is 
positive and that of the south pole negative. The potential at the middle 
point of a line of force will be zero. 

In moving the north pole n from C7 to D in Fig. 35 it is immaterial 
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whether we follow the line of force or go any other way. This follows from 
the conservation of energy. The energy used in moving the north pole n 
from C' to D is constant, by whatever path we go, for it is stored as potential 
energy, its amount depending only on the initial and final positions C and D. 
The same amount of energy will be restored in every case when, under the 
action of the field, the pole n is driven back from DtoC. 

On the other hand, to move the pole n from CtoE requires no expenditure 
of energy, since the motion is at right angles to the lines of force. There 
is no difference of potential between the points C and E. Such points do 
not, of course, lie wholly in one plane, but exist in the surrounding space. 
They lie on a so-called equipotential surface or plane, which is normal to the 
direction of the field at every point, and on which a pole can be moved 
without work being done. 

We will now consider a homogeneous field, in which all the lines of force 
are parallel If a pole be moved against the direction of the field (Fig. 36) 
the force on the pole is constant over 
the whole distance L If the pole have 
unit strength, the potential difference 
between the points A and S separated 
by a distance I will be equal to the 
product of the force and the distance, 
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Fig. 36. 



Up to the present we have spoken 
only of potential differences, but we will now go a step further and define 
magnetic potential itself. We will imagine a north pole m, concentrated 
at a point from which the south pole is so feur removed as to be n^ligible. 
The lines of force radiate into space, and under their influence a north pole 
at A (Fig. 37) would be driven away to an infinite distance. The force 
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Fig. 37. 

acting on it would decrease as the square of the distance, and would finally 
vanish. The total amount of work done in driving unit pole from A to 
infinity is called the potential at A, or the potential of m at A^ and we thus 
assume that at an infinite distance the potential is zero. 

It may appear strange that the potential at an infinitely distant point is 
the same as that at the middle point of a line of force, which we found above 
to be also zero. It would, however, be possible to bring a north pole from 
an infinite distance, along the path indicated by the dotted arrow in Fig. 36, 
to the centre of any line of force without any expenditure of energy, for the 
T. E. 4 
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north pole would be equally attracted by the south pole of the magnet and 
repelled by its north pole^ and we see that the motion is always at ri(^ 
angles to the lines of force. 

If the idea of potential proves somewhat of a stumbling-block to the 
beginner, he will do well to think always of a difference of level and remember 
that» as a rule, we are concerned with differences of potential, and not with 
the absolute value of potentiaL 

23. Iron in a Magnetic Field. 

If iron filings be sprinkled on a magnet near which is a piece of iron, 
we notice that the iron draws the lines of force vdthin itself (Fig. 38). As a 

result, the lines of force entering the end 
of the piece of iron nearest the magnet 
pole are very numerous, while, in other 
places, the field is weakened. This was 
formerly explained as a case of induction, 
the magnet pole inducing a pole of oi^>o- 
site sign to itself on the side of the iron 
nearest to it. This difference in sign of 
Fig. 38. the poles of magnet and iron explained 

the well-known fsxA that the iron is 
attracted by the magnet. 

The theory of the lines of force leads to the same conclusion. We 
suppose the iron to have a special conductivity or permeability for the lines 
of force, so that they exhibit a great tendency to pass through iron, if 
possible. The attraction of the iron by the magnet pole leads us then to 
the assumption that the lines of force strive to shorten themselves as much 
as possible, in much the same way as a stretched elastic band tends to shorten 
itself. We must also imagine the lines to exert a lateral pressure tending to 
force themselves apart, since they would otherwise collect in a dense mass 
along the shortest possible path. They must therefore repel each other 
mutually in a direction at right angles to their own direction, as do two 
parallel bar magnets, placed side by side with their similar poles together. 

If the lines of force have a great tendency to pass through iron, owing to 
its superior conductivity compared with the surrounding air, it is evident 
that in Fig. 38 a great number of lines will enter the side of the iron nearest 
the pole N of the magnet. This side of the iron will therefore be a south 
pole, since, on our former assumptions, south polarity is exhibited where lines 
of force enter the materiaL The further extremity of the iron will be a 
north pole, as the lines leave the iron at that end. The magnetisation of 
the iron is stronger, the better its conductivity for the lines of force. It is 
stronger, for example, in wrought iron or mild steel than in hard cast iron or 
hardened steel under exactly similar conditions. 

This fact leads us to the assumption that the process involved in the 
magnetisation of a piece of iron is similar to the action of a magnetic field on 
a number of iron filings. We assume that the smallest particles, the so-called 



23. Iron in a Magnetic Field 51 

molecules of the iron or steel, aie naturally magnetic, but point in all 
directions without law or order (Fig. 39). They have therefore no external 
effect and the iron appears luimagnetised. When a magnet is brought near, 
the molecules are turned, like compass needles, to point in the same direction 
(Fig. 40). The ends of the piece of iron will now exhibit " free '' magnetism, 
while towards the middle of the piece the molecules neutralise each other. 
It is evident that the molecules of wrought iron are more readily turned 
than those of hard steel. 
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Kg. 39. Fig. 40. 

This molecular theory of magnetism is supported by the fact that wrought 
iron is only temporarily magnetised, while steel becomes a permanent magnet. 
When the magnetising force is removed, the molecules of the elastic wrought 
iron return almost ^itirely to their former chaotic arrangement, leaving only 
a small trace of remanent magnetism. With hard steel, on the other hand, 
the molecules, when once turned, remain in their new position and we have 
a permanent magnet. It is now dear why a steel magnet exhibits no 
magnetism at the middle of its axis, and yet, when broken in two, the two 
rough ends are found to be poles of opposite sign. 

The strongest point in favour of the molecular theory is, however, the 
development of heat in a piece of iron subjected to rapidly reversing mag- 
netism. A reversal of magnetism means a rotation of the molecules, and 
this is opposed by their friction, the molecules tending to remain in their 
previous condition and opposing any change. This phenomenon is therefore 
called hysteresis, Le. a lagging behind. The work done in reversing the 
magnetism appears as heat, the energy expended per second being propor- 
tional to the frequency of the reversal and to the volume of the iron. It is 
also, of course, dependent on the hardness of the iron. 

24. The Earth's Field. 

As the magnetic poles of the earth do not correspond ¥dth the geo- 
graphical poles, the axis of a magnetic needle makes an angle with the 
geographical meridian, which ia known as the angle of declination. In 
England, the declination is to the west, and in London at the present time 
is 16^ If the needle be freely movable in the vertical as well as the 
horizontal plane, it will form an angle with the horizontal, known as 
the inclination. In England the north pole will be below the centre, and the 
inclination in London is 67^. With the ordinary magnetic needle, moving 
about a vertical axis, we are only concerned with the horizontal component 
of the earth's field. In London, at present, this is equal to 0*185, that is, the 
horizontal force on a unit pole is 0*186 dyne. 
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25. Magnetic effect of a straight conductor.— S6. Magnetic effect of a single-tiini o<^— 
97. Solenoid. — ^28. Magnetiiation cnryea. — ^29^ Ohm's law and the magnetic eironit. 
— 80. Lifting power of an electromagnet. — 31. Hystereeie. — 82. Dynamic effect of 
parallel currents. — 88. Induced electromotiye force. — 84. Laws of mutual indacUoii. 
—85. Self-induction.— 86. Eddy currents. 

25- Magnetic Effect of a Straight Conductor. 

It is fonnd by experiment that a magnetic needle is deflected out of its 
north-and-south direction when near a conductor carrying a current. Hence 
the electric current produces a field in its neighbourhood. The direction of 
the lines of force of this field can be found by moving a compass needle con- 
tinually in the direction indicated by it, or by sprinkling iron filings on a 
plane through which the conductor passes normally (Fig. 41). 

Xhe filings arrange themselves in concentric circles around the conductor 
as a centre. The lines of force produced by the current are therefore dosed 

circles and a freely moving north pole-^ 
its corresponding south pole being far 
removed — would rotate about the con- 
ductor in the direction of the lines of 
force. This direction is always normal 
to the plane through conductor and pole. 
It can be found by Amp^'s swimming 
rule : If a penon swims with the onr- 
rent and looka to the magnet needle, 
its north pole will be deflected to his 
left hand. Another rule, requiring lees 
imaginative effort, is the corkscrew rule : 
The directions of current and field 
are related in the same way as the 
directions of translation and rotation of a right-handed screw. 

The action between conductor and pole is naturally mutuaL If the pole 
is fixed and the conductor is movable, the latter will move in a direction at 
right angles to a plane through conductor and pole. The motion will thus be 
at right angles to the plane through the conductor and the lines of foroe 
meeting it, due to the pole alone. The direction of motion can be found by 
Ampere's rule, in this case also, it the rule be expressed as follows : If a 




Fig. 41. 
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penon nrlms with the oiUT«nt and look! toward the north pole, 
whenoe the lines of force prooeed, the north pole tends to move to the 
left If the pole is fixed, the oondtiotor tends to move to the right. In 

this form, the rule is applicable to motors, in which a miiform field proceeds 
from a large pole face. In Fig. 42 a oondactor, carrying a cnrrent in the 
direction indicated, is in front of a north pole, from which the lines of force 
come out normally to the paper. If we imagine ourselves swimming with the 
cnrrent and Cocing the north pole, we see that the conductor will move to the 
right, as shown by the dotted arrow. Similarly, in Fig. 43 a current-caizying 
conductor is in front of a south pole into which the lines of force enter. If 
we imagine a swimmer with his head to the right and feet to the left, looking 
out from the surflKse of the paper, his right hand will point in the direction 
of Hba dotted arrow and the conductor will therefore move towards the top of 
the page. 



Fig. 42. Fig. 43. 

As a further example, imagine a horizontal conductor carrying a ounent 
in a magnetic field, the direction of which is from right to left, perpendicular 
to the vertical plane through the conductor (Fig. 44). Swimming with the 
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Fig. 44. 

current and looking to the right, where we may imagine a north pole to be 
situated, our left hand points downwards, and the north pole would, if 
possible, move in this direction. If the magnetic field is stationary the 
conductor will, if possible, move in the direction of our right hand, that is, 
vertically upwards as shown by the dotted arrow. 

We must now determine the foroe exerted on esoh other by a pole 
and a small element of onrrent-oarryii^ oondnotor. In Fig, 45 let 
/ = the cnirent, in nnits which we have yet to determine, 

dl = the length of the element of conductor in centimetres. 
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m s the strength of the pole, in nnits already defined, 
r s the distance between pole and element of conductor in cms., 
^ SB the angle between r and dl, 
df sa the force in dynes between pole and element of corrent. 

It is foimd by experiment that the force is proportional to the current, to 
the pole strength, and to the length of the element of conductor. If f is not 
a right angle, the length dl must be replaced by (2/ sin f, as the number of 
the lines radiating &om the pole m which meet dl is equal to the number 
crossing AB^dl sin ^. Finally, the force is inversely proportional to the 
square of the distance, since the pole m radiates lines of force equally in all 
directions and their density must therefore decrease with the square of the 
distance. We arrive, therefore, at the experimental result, that 

if^VhL^^l (30). 
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Fig. 45. 

Although sometinies ceJled Biot-Savart's law, this equation was originally 

established by Laplace. From equation (27) on page 46 we see that -^ 

is equal to the field strength jB" produced by the pole m at the point occupied 
by &e element of conductor^ Equation (30) can therefore be written thus : 

df^H.l.dl sin ^ (31). 

f now represents the angle between the conductor and the lines of foroe 
cutting it If now the field is uniform and the conductor is straight and 
/ cms. long and perpendicular to the lines of force, the total force acting on 
the conductor is 

/=jr.7./ dynes (32). 

This equation is applicable to the cases represented in Figs. 42, 43 and 
44. We must, however, determine the unit in which J must be expressed, 
for, having chosen the units for /, H and /, the current cannot be expressed 
arbitrarily in any unit, such as the ampere. 

If in equation (32) we put /= 1, H= 1, and /= 1, then 7= 1. The unit 
of ourrent in equation (32) is therefore that eorrent which exerts a 
force of 1 dyne on 1 cm. of conductor throng which it flows, in a field 
of nnit strength, the conductor and fleld being at right angles. This 
unit is called the absolute unit of current. It appeared, formerly, to be too 
large for practical purposes and a tenth part of it was therefore adopted as 
the practical unit and called an ampere. Very accurate experiments were 
then made to determine the amount of silver deposited in a given time by 
this practical unit of current, the result being 1*118 milligrams per second. 
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/ represents the strength of current in absolute units, 
while i „ „ „ amperes, 

we see that the number of amperes will always be ten times as laige as the 
number of absolute units, Le. 

i = 107, 



or 



^=f. 



(33). 



Substituting in equation (32), we have 



% 



f-^-t^'^ 



(34). 



The importance of this result is evident at once, if we apply it to electrio 
motors. Suppose, for example, that 944 wires each 24 cms. long lie upon the 
periphery of an iron drum (Fig. 46). 
Suppose, further, that two-thirds of the 
total number of wires lie under the poles 
and that each wire carries a current of 
i ss 10 amperes. We assume that the 
wires are so connected that the turning- 
moments produced under each pole are 
in the same direction and can therefore 
be added. Let the strength of the field 
or the number of lines of force per sq. cm. 
be 7,000| and the diameter of the arma- 
ture 40 cms. We are required to find 
the turning-moment or torque of the 
motor in metre-kilogranmies. 

The total length of wire under the 
poles is 

Z = |.944. 24 = 15,000 cms. 
From equation (34) we have 

f^M. — .l^ 7,000 .JJ. 15,000 = 105 . 10« dynes. 




Fig. 46. 
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Now from page 44 we know that 1 dyne = qqi qoo ^^'* 

The force acting on the periphery is therefore : 

105^ 
981.000 ^' 

This force acts at a radius of 20 cms. = 0*2 metre, giving a turning-moment of 

Mt s 107 . 0'2 = 21*4 metre-kilogrammes. 
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26. Magnetic Effect of a Single-turn Coil. 

If either the swimming role or the corkscrew role be applied to a single- 
turn coil (Fig. 47), we find that all the lines of force produced by the current 

enter the coil from one side and come out at the other, dosing 
on themselves by passing round outside the coil. The coil is 
thus a magnetic shell or disc, having a south pole on one 
face, where the lines of force enter, and a north pole on the 
other, where they leave. If then we face the disc or coil, and 
the current is flowing in a clockwise direction, we are fekdng 
a south pole ; whereas, if the current is flowing in an anti- 
clockwise direction, we are facing a north pole. 

In order to determine the magnitude of the force exerted 
on a pole m, situated at the centre of the coil, we shall con- 
^' sider, in the first place, a small element dl of the coiL The 

length of the element is at right angles to the radius, that is, to the line 
joining the element of conductor to the pole at the centre. The value of 
sin ^ is therefore 1. If the radius of the coil be r cms., we have from equation 
(30) on page 54. 

,- m , ImcU 
^f = —^ — • 

The total length of all such elements of conductor is 2irr. The total force 
is therefore 

= ;3 (35). 

Now the strength of field J? is defined as the number of lines of force per 
sq. cm. or as the force on unit pole. Putting m s 1 in equation (35) we 
obtain the field strength at the centre as 

S=~ (36). 

We will now make use of this result to explain the principle of a certain 
class of practical measuring instruments. A lai^ number of such instruments 
depend for their action on the effect of a current-canying coil or bobbin on a 
magnet needla The movement, however, by which the effect is measured, 
alters the relative position of coil and needle, thus destroying the proportion- 
ality between the current in the coil and its force on the needle. Such 
instruments must therefore be calibrated empirically. 

In other instruments, however, a definite relation between the current 
and the reading of the instrument is maintained. If, for example, the 
deflected needle is always brought back to its neutral or zero position by 
twisting one end of a spiral spring, the other end of which is attached to the 
needle, the turning-moment exerted on the needle by the current is exactly 
equal to that exerted by the spring, which, we know, is proportional to the 
angular twist applied to it. The current in the coil is therefore proportional 
to the angle through which the torsion head has to be turned. 
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Another method, by which proportionality may be maintained within 
certain limits, is to work with very small deflections which can be read by 
means of a beam of light, reflected on to a scale &om a smaU mirror attached 
to the magnet needle. In such mirror galvanometers the relative movement 
between coil and needle is so small that proportionality is maintained over a 
certain range. 

Finally, the diameter of the coil can be made so large, compared with the 
length of the needle at its centre, that, whether deflected or not, the poles of 
the needle can be assumed to be at 
the centre of the coiL The instrument 
is then known as a tangent galvano- 
meter. For the sake of clearness, the 
needle in Fig. 48 is shown much 
larger, compared with the diameter 
of the coil, than it actually is. The 
tangent galvanometer is set up so 
that the plane of the coil is vertical 
and in the magnetic meridian. When 
no current is flowing, the axis of the 
needle will lie in the plane of the coil. 
In the plan of the galvanometer (Fig. 
48) the coil will be represented by a 
straight line parallel to the lines of 
force of the horizontal component h of 
the earth's magnetism. When a cur- 
rent flows in the coil, each pole m of 
the needle will be subjected to a force / perpendicular to the plane of the 
coil ; from equation (36) we have 




Fig. 48. 



/ = 



m.7.2ir 



The force on each pole due to the earth's field is equal to m.h and acts 
parallel to the plane of the coiL Under the action of these two forces the 
needle comes to rest at an angle a to the plane of the coiL The component 
of the force due to the earth, acting at right angles to the needle, is 

AB ss ffi.h , sin a, 
while the opposing component of the force due to the 'current in the coil is 

j^ - m * 1 , 2ir 
AC =:f.cosa = cos a. 

T 

Since the needle is in equilibrium, AB = AC^ or 

, m • / . 2ir 
m • /t . sm a = cos a. 

T 

Cancelling m out from each side of the equation, we see that the reading of 
the galvanometer is quite independent of the strength or size of the magnetic 
needle. Solving the above equation for /, we have 






(37). 
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Since the number of amperes is 10 times the number of absolute units 
we have 

. 10. A. r 



t = 



tan a 



.(38). 



If the horizontal component of the earth's field at any place is known, the 
strength of current can thus be calculated from the values of r and a. Con- 
versely, a standardised tangent galvanometer can be used to determine the 
horizontal component. 

We will now consider the case in which the pole m Ues on the axis AA 
of the coil, but at a distance from it (Fig. 49). If the line a joining the pole 
to the circumference of the coil makes an angle a with the axis, then 



a ss -r 



sm a 



Now the element of conductor bA £ is perpendicular to the plane of the 




Fig.49. 



paper and is therefore at right angles to the line a which lies in that plane. 
Putting sin ^ = 1 in equation (30) on page 54, we get 

,^ m.I.di m.I.dl.sixi^ a 



a' 



^ 



This force acts perpendicularly to the plane containing the pole and the 
element of conductor, that is, in the direction CD. The component acting 
along the axis is CJB = (f/.sin a. Adding up the forces due to all the 
elements of conductor constituting the coil, we find that all the components 
such as jSZ>, at right angles to the axis, neutralise one another, while the 
components along the axis must be added. The total force acting on the 
pole m is therefore along the axis AA and has a magnitude 

^ « j^ • m . 7. sin* a 
f = Sa/ • sm a =3 • — 



.^dl. 



Sinoe IM is equal to 2irr, this reduces to 

/ SB . sm' a 



.(39). 
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To find the field strength at point C, that is, the force on a nnit pole at 
this point, we most put m s 1 in equation (39), giving 



J2" = 



2ir./ 



. sm** d 



(40). 



This equation will prove of great assistance to us in the next section in 
caloulatii^ the field of a solenoid. 



27. Magnetic Field of a Solenoid. 

The lines of force due to two parallel conductors carrying currents in the 
same direction combine to form lines of force which encircle both conductors. 
Two conductors are shown, for example, in Fig. 50, passing vertically through 
the paper, and carrying currents which flow towards us. The points in the 
cross-sections of the wires may be considexed as representing the points of 
arrows indicating the direction of the current. If now we draw the lines of 
force due to each individual conductor, we find that they are in opposite 
directions in the space between the conductors, and therefore mutually 
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Fig. 50. 



Fig. 51. 



neutralise one another more or less. At points such as A and £, on the 
other hand, the forces due to both conductors are in the same direction, and 
the density of the lines of force is greater than that due to either conductor 
alone. We could calculate in this way the strength and direction of the 
field at every point, but it is simpler to make use of iron filings and obtain a 
diagram such as Fig. 51. We shall thus see clearly that the lines embrace 
both conductors. 

If the wire be wound into a solenoid, that is, a long cylindrical coil of 
small diameter, the lines of force pass through each individual turn or coil as 
seen in the previous section. They combine now to form much longer lines 
threading more or less through the whole solenoid, inside which they run 
approximately parallel to the axis. Some of the lines such as 1 and V in 
Fig. 52 are produced by the two middle turns only, others such as 2 and 2^ 
by the four middle turns and so on, while others such as 4, 4' and 5 are due 
to the combined action of all the turns. We see, therefore, that a current- 
carrying solenoid is very similar to a bar magnet, for its lines of force do not 
enter and leave entirely at the ends, but, to a large extent, emerge from the 
sides of the north polar half of the magnet and doubling back re-enter the 
sides of the south polar half. 

The polarity of the solenoid can be determined by either of the rules 
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&]ready given. Swimming with the current and looking into the solenoid, 
the left hand indicates the north polar end and also the positive direction of 
the lines of force inside the solenoid. 

It can be seen that every line of force goes through the solenoid at its 
mid-point The field strength, that la, the nnmber of lines of force per 
square centimetre inside the solenoid, is a mftrimu m at this mid-eectioD, and 
falls off on either side towards the ends. This is kIm the leason why &□ iron 
core is drawn into such a solenoid. Iron always tends to move into the 
sbvngtst part of the magnetic field 

, ■' so that the nombw of lines passing 

-' --i-- ". through it from end to end is a 

maximum. If we imagine a rod 
of iron half in the solenoid and 
half out, we see that the lines 
would have a more convenient 
path and therefore increase in 
number in the iron rod, were it 
' ^ 2- ^,' farther inside the solenoid ; it will 

^~ therefore be drawn in. The seat 

Fig. 52. of the force on the rod can be seen 

at once when we consider that the 
lines enter or leave that end of the rod which is inside the solenoid in 
putdlel paths, whereas these same lines leave or enter that part of the rod 
which is outside the solenoid in all directions. A great numbo: of galvano- 
meters, ammeters and voltmeters depend for their action on this principle ; 
tiiey are generally known as soft-iron instruments. 

We will now investigate the field strength at the centre of the solenoid. 
We will represent by 

/ the strength of current in absolute onits, 
S the number of turns or windings, 
I the length of solenoid in ceotdmetres, 
r the radius of solenoid in centimetres. 
The 1^ turns carrying the current / are equivalent to a belt I cms. wide 
£ carrying a current S . I. ^e 

current which in Fig. 53 flows 
in the strip of width dx is there- 
fore equal to 

s.iM 

J Imagine a unit pole to be 

placed at the centre of the sole- 

n<nd. Theforceexertedonitbythe 

band dx can be found by equa- 

, dx 



Fig. 53. 

tion (40) on page 59. 
this gives us 
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Now a? = r . cotan a and dx = — r-5-. da. 

Bura 

Putting this value for dx in the equation for dff and integrating between 

the limits tt — ai and + ai, we get 

XI = — I ^ . sin a.aa^ j I COS a I = j . COS ai 

(41). 

For very long solenoids cos ai is practically equal to 1, so that 

4^. S.I 



5 = 



/ 



(42). 



If the current be expressed in amperes, this formula becomes 

O-ir.S.i 



ff = 



I 



,(43). 



If the unit pole be placed at the centre of one of the ends of the solenoid, 

the integration must be carried out between the limits ^ and -^ (Fig. 54). 

We obtain then 

„ r*i2v.S.I . , 2ir.S.Ir Y' 2w.S.I 

iz = — I 5 . Sin a ,aa ^ j cos a s • , cos ai 

J nt% ^ * L Jir/2 ^ 

(44). 




Fig. 54. 

As before, if the solenoid is very long, ai is very small and cos ai can be 
taken as unity. The field strength at the ends is thus half that at the 
middle, and of the total number of lines passing through the middle of the 
solenoid a half passes through the ends while the other half leaves by the^ 
cylindrical surface. 

28. Magnetisation Curves. 

Under similar conditions, the number of lines of force per square centi- 
metre is greatly increased by the presence of iron within the coiL The 
solenoid then becomes an electromagnet. It is as if the lines of force which 
would be present were the space occupied by air produced or induced a much 
greater number of lines in the iron. The field strength or number of lines 
of force per square centimetre in the air, which is represented by the 
letter H, is therefore abo called the magnetising force. The nomber 
of lines per square centimetre in the iron is called the magnetic induc- 
tion and is represent#^ *^ ^^'^ ^^tter B, It is to be noticed that the 
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induction B indndes the lines which were present before the iron was intro- 
duced as well as the new lines due to its introduction. 

We account for the greatly increased number of lines in iron bj assuming 
that its magnetic conductivity or permeability is much greater than Uiat of 
air. The ratio of this permeability to that of the air is represented by the 
Greek letter yu The permeability /a gives, therefore* the magnetio 
oondaotivity of the iron compared with air ; other things being equal, 
the nomber of lines produced in the iron is /a times the number which 
would have been produced In the air. From this it follows that 

B^fi.H (45), 

M = 5 (46). 



or 



H 



For air the permeability is evidently 1, and we have B ^ H. 

The value of ft depends above all on the quality of the iron. The 
permeability of annealed armature stampings or of mild cast magnet steel 
may sometimes exceed 3,000. The permeability of a given piece of iron 
or steel varies moreover with the degree to which it is magnetised. 

The experimental determination of the permeability may be carried out 
in the way indicated in Fig. 55. The rod of iron to be tested is made in two 
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Fig. 56. 

parts, and passes through holes a and oi in a massive iron yoke and also 
through the magnetising coils S and ^Si, and the small secondary coil B. A 
current ti s passed through the coils S and Su and from a knowledge of the 
number of turns in these coils, together with the length I of the iron rod, the 
value of JET can be found from the equation 

0-4ir./S.i 



£- = 



I 



The length I does not include the parts of the rod inside the holes a and oi, 
as these cany very little of the magnetic flux, which leaves the rod in all 
directions as soon as the rod enters the yoke. The latter being very massive 
offers very little resistance to the magnetic lines and can therefore be neglected. 
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The left-hand half of the rod is now poUed out very suddenly, whereupon the 
secondary coil £ is ejected by means of a spring. The magnetic flux through 
the coil is thus suddenly removed, with the result that an electromotive force 
is induced in the coil, causing a momentary current to flow through the so-called 
ballistic galvanometer g, which is connected up in series with the coil K 
From the deflection or swing of the balliBtic ^vanometer, the number of 
lines passing through the" iron rod, and therefore cut by the coil E, can be 
calculated. By dividing this number of lines by the cross-section of the 
rod we obtain the induction density B. The experiment can then be repeated 
with another value of the magnetising current, and in this way a set of 
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conesponding valaes of ^and B obtained. Tests made on a sample of cast 
steel gave the following results (compare Fig. 56) : 

B = 1,130 ^ 



JT=0-9 
1-55 
2-7 
3-75 
8-55 
181 
34-5 
82-7 
145-3 



5,200 
8,160 
9,480 
12,440 
14,510 
15,710 
17,150 
18,200 



H^jr= 1,260 

^ 3,350 

3,020 

2,530 

1,460 

800 

460 

210 

130 



A pecnliar point in the above table is the low permeability possessed by 
the st^ when weakly magnetised. The molecules are evidently but slightly 
a£feoted by small vidnes of the magnetising force. With stronger fields, 
covering the range of inductions firom 5,000 to 9,000, B is roughly proportional 
to H. Finally, we see that beyond a certain point a continual increase in 
the magnetising force has little effect on the magnetic induction. The iron 
is then said to be saturated. It is impossible, however, to say at what point 
saturation commenced. 

If now we plot these results on squared paper, with the magnetising force 
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H as abscissae and the induction B as ordinates, we obtain the so-called 
magnetisation cnrva This is shown for the specimen of steel in Fig. 56. 
Beside it in Fig. 57 the upper part of the magnetisation curve for armature 
stampings is given^ which is of special interest on account of the fact that 




S « » 

the teeth of modem armatures are often very highly saturated 
gives the following values * : 

5"= 100 5 = 18,700 fi^m 

300 21,300 71 

500 22,500 45 

700 23,100 83 

* From the E. T. Z. (Elektrotaoliniaohe Zdteohiift), 1901, p. 769. 



This curve 
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If the magnetising force be still further increased, the value of B increases 

uniformly bj an amount 2*5 times the increase of JET. The upper part of the 

curve in Fig. 57 is thus a straight line. If this line be produced backwards 

it cuts the ordinate axis in the point B = 21,350. For very high saturation 

we have therefore 

B = 21,350 + 2-5-S: 

Fot practical purposes the magnetisation curves as drawn above are not 
convenient, as we generally require to know the necessary number of ampere- 
turns per centimetre length of path for a given value of B. This cannot be 
read off directly from the curve but must be obtained from equation (43) on 
page 61 by dividing the corresponding value of ff by O'inr. Thus, if the 
number of ampere-turns be X, the ampere-turns per cm. will be 

f=¥-(ra;-»'^ I*')- 

The calculations are simplified if the magnetisation curves are drawn with 

•J- for abscissae instead of f, as is done in Fig. 58. For any value of the 

flux density B we can then read off directly the necessary number of ampere- 
turns per centimetre of path. 

From Fig. 58 we see that wrought iron, cast steel, and ingot iron require 
very small magnetising forces up to £ &= 14,000. Cast iron, on the other 
hand, is much less satisfactory and it is for this reason that the magnet 
frames of large machines are now very often made of cast steel notwithstanding 
its higher price. 

29- The Magnetic Circuit. < _ 

For a closed magnetic circuit such as, for example, an iron anchor ring, 
it is practically immaterial whether the ampere-turns are distributed over 
the whole circumference or are wound aU together 
at one part, as shown in Fig. 59. In either case 
we can apply equation (43) on page 61 and get 



ij = ^ = f^^O'LiT'S.i ^ ^ o-4ir . j...(48), 




where I applies no longer to the length of the 
coil, but to the mean length of the path of the 
magnetic lines. 

If now A represents the cross-sectional area ^. 

of the iron measured perpendicularly to the lines, ^* 

then the total number of lines or the total magnetic flux is given by the 
equation 

or J\r = 2i^ (49), 

fJL.A 

T. K. 5 
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The denominator of the right-hand side of this equation has a similar 
fonn to the expression for electrical resistance in the equation 

^ a 
The similarity becomes plainer when we remember that the conductivity 
is the reciprocal of the specific resistance. The permeability fi in equation (49) 

can be looked upon as the magnetic conductivity^ and its reciprocal - then 

corresponds to the specific resistance p. 

From this point of view the expression — ^ represents a magnetic 

resistance. It is proportional to the length and inversely proportional to 
the conductivity and to the cross-section of the magnetic path. Through 
this magnetic resistance we may imagine the lines of force to be driven in 
much the same way that the electric cuirent is driven through an electrical 
resistance. It is because of this analogy that we speak of the total number 
of lines as the magnetic flux. The flux round the magnetic circuit is produced 
by the ampere-turns X^ which may therefore be compared to the electromotive 
force whidi drives the electric current through the resistance of the electric 
circuit. This is^ perhaps, made more evident by a consideration of the equation 

which follows from equation (43) on page 61. Since JET is the force on a unit 
pole, the product H. I represents the work done in moving the unit pole in 
air against the lines of forceover the whole distance h This is, however, what 
we considered in Section 22 under the name of magnetic potential difierence. 
The magnitude 0'4irX is evidently the magnetic analogy of the electromotive 
force of an electric circuit ; it is therefore called the magnetomotive force. 
Equation (49) can now be written in the form : 

. . ^ magnetomotive force 

magnetic flux = — ^ — ^ r-r . 

^ magnetic resistance 

The m^agnetic resistance of the whole or any part of a magnetic circuit is 
generally referred to as its reluctance. 

This law of the magnetic circuit is of enormous importance in the design 
of electrical machinery. It is somewhat analogous to the law of the electrical 
circuit, Le. Ohm's law, but we must be very careful lest we be misled by this 
electrical analogy. The similarities between the electric and the magnetic circuit 
are, after all, mainly only apparent Although we speak of the total number 
of lines i\r as a magnetic flux, it is merely a name which enables us to follow 
the electrical analogy more readily ; once the lines of force are produced they 
remain at rest and there is no flow of magnetiBm around the circuit. A £i^ 
more accurate analogy to the magnetic flux, but one which is not so likely to 
appeal to an engineer, is found in the flux of electrostatic lines which connect 
two oppositely charged bodies, such as the plates of a condenser ; permeability 
is here represented by the dielectric constant. 

A great and fundamentally important difTerence between an electric 
current and a magnetic flux lies in the fact that work must be done to 
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drive a current through a resistanoe^ the energy thus expended appearing 
as heat in the resistance. The maintenance of a magnetic field or of 
magnetic induction involves, on the other hand, no expenditure of energy. 
None of the enei^ expended in the field windings of a dynamo, for example, 
is transformed into magnetism, but every trace of it is transformed into heat 
in the resistance of the field winding, and can be calculated firom the product 
%w?Ilm' The consumption of eneigy would be just the same if the current 
remained the same, although the space within the coil were filled with air 
instead of iron, thus reducing the number of lines to a very small value. 
For this reason there is no direct loss of energy in a dynamo due to a 
part of the magnetic flux leaking from pole to pole without passing through 
the armature. 

Above all, however, attention must be drawn to the fact that electrical 
resistance depends simply on the length and cross-section of the conductor, 
whereas magnetic reluctance is also dependent on the d^ree of saturation of 
the iron. 

We will now illustrate, by means of an example, the application of this 
law of the magnetic circuit to the calculation of a dynamo. The magnetic 
circuit consists of several parts differing in length, cross-section and material 
(air, wrought iron, cast iron, etc.). A part of the total magnetic flux is lost, so 
far as the armature is concerned, by leakage throughlthe air, so that some parts 
of the magnetic circuit carry a larger number of lines of force than other 
parts. We have then to calculate the number of ampere-turns required on 
the poles to produce a given magnetic flux through the armatura To do this 
we divide the flux or total number of lines in each part of the magnetic 
circuit by the cross-section of that part. In this way we obtain the induction 
or flux density in lines per square centimetre at each pointy thus 

A=;J (50). 

We then flnd from the magnetisation curve of the material of which any 
part is constructed, the value of Hi, that is, the magnetising force necessary 
to produce the induction B^ in the material concerned. Unfortunately the 
relation between B and ^ is no simple one, but depends in a complicated 
way on the saturation of the iron ; we are therefore compelled to use mag- 
netisation curves, which have been found experimentally for the materials 
which we are using. From Hi and equation (47) on pa^ 65 we have 

Jri=0-8i5ri./i (51), 

where l\ is the length of path in the part under consideration. This calcula- 
tion must -be made for each portion of the magnetic circuit, and the results 
added together, giving 

sx=-ii+jr9+jr8...=o-8i5ri.Zi-f-o-8fii./9+o-8i5r8.^ (52). 

If the magnetisation curves are drawn with j, Le. ampere-turns per cm. 

for abscissae, instead of H, the calculation for the path in iron is simpler, 
while for the air-gap we still have the equation 
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= 3 
= 20 
= 120', 

0*4 cm., 



» 



yt 



We then have SZ = (j) . h + (^ . it + . . . + 0'8Hg . Ig, 

where the numbers 1, 2, etc., refer to various parts of the iron circuit and 
g refers to the air-gaps. 

As an example we take a machine with the following main dimensions : 

Diameter of armature D = 20 cms., 

„ ,, shaft dg 

Axial length of armature L 

Angle subtended by pole /3 

Length of each air-gap 

Cross-section of poles and yoke Am = 400 sq. cms.. 

Length of path in poles and yoke. . . ^ = 110 cms. 

The armature is built up of laminations stamped out of wrought iron 
sheet and separated from each other by thin paper, the space lost in this 
way being 15 per cent of the whole. 
We shall assume that the whole 
magnet is of cast iron. As indi- 
cated in Fig. 60, a part of the 
magnetic flux produced in the field 
magnets is lost by leakage. We 
shfldl assume that a sixth part of 
the flux produced is lost in this 
way, so that, if iV' be the flux in 
the armature and Nm that in the 

magnet, 

Nm^V2.N. 

We will now determine the 
ampere-turns required to produce 
a flux JV in the armature of 2*5 . 10^ 
lines. 

We must first find the length 
and cross-section of each part of the magnetic circuit The cross-section 
of the armature perpendicular to the lines of force is found by multiplying 
the difference 2) — <i« by the axial length L, and also by 0*85 to allow for the 
paper insulation. Hence, 

ila = i(2> - rf,) . 0-85 =: 290 sq. cms. 

The mean value of 2^ is evidently about 20 cms. 

to find the cross-section of Uie path in the air-gape we must reduce the 
cylindrical surface of the armature in the ratio /3 : 360. We have then 

^ = ^'-^lo = ^<*'^-*'""- 

To find the length of the path in air we must multiply the length of the 
gap between armature and pole by 2, since the lines have to cross the gap 
both on entering and on leaving the armature. We have, therefore, 

/p = 2 . 0-4 = 0-8 cnu 




^^itv 



Rg. 60. 



29. The Magnetic Circuit 69 

For the field magnet we have given that 

Am = 400 sq. oms.» 
Im = 110 cms. 
We know also that 

iV« = 1-2 . iV = 1-2 . 2-5 . 10« = 3 . 10«. 

Bringing all the above results together^ we have 

iV=2-5.10», N =3.10«, 

ila = 290, il^ = 420, il^ = 400, 

/«= 20, ;^ = 0-8, ft,! = 110. 

From these figures it follows that 

£a = ^ = 8,600, Bg^^ = 5,960, 5^ = ^ = 7,500. 

Aa ^g ^M 

From the magnetisation curve for armature stampings in Fig. 58 on 
page 64 we see that the ampere-turns per cm. requiied to produce an 
induction B of 8,600 are 



(^).- - 



This is the number of ampere-turns required to drive the induction Ba 
through one centimetre of armature iron. The total number of ampere-turns 
necessary to drive the flux through the armature is therefore 



-(4).- 



/a -40. 



Similarly we find that the ampere-turns per cm. for an induction 
Bm of 7,500 in cast iron are 

From this it follows that to drive the flux at an induction B^ of 7,500 
through a length /m=110 cms. of cast iron requires a number of ampere-turns 



X«= (^)^./^ = 40.110 = 4,400. 



Finally, the number of ampere-turns Xg required to drive the flux across 
the air-gap is found from the equation 

Xg = 0-8i?^ . Ig = 3,820. 
We have now '2X - Xa + Xm + Xg ^ 8,260. 

It is immaterial whether, for example, we use 8,260 turns carrying 
1 ampere, or. 4,130 turns carrying 2 amperes, neglecting, for the present, 
all considerations of efficiency, etc. In many cases the magnetic circuit is 
more complicated than the above, including armature teeth and pole cores. 
The necessary ampere-turns for these parts are, however, calculated in exactly 
the same way as we have already indicated. 

By means of this law of the magnetic circuit it is possible, under certain 
conditions, to calculate the leakage from the dimensions of the machine. 
This calculation makes the analogy between magnetic and electric potential 
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difference very plain. As electrical potential difGarences ace expressed in 
volts, so can magnetic potential differences be expressed in ampere-turns. 
If a resistance lies in parallel with a lamp across which a certain pressore is 
maintained, a part of the total current flows through the resistance. If this 
parallel resistance is due to an earth, that is, to a fault in the cable, the 
current flowing by this by-path is a loss. Similarly, there is a magn^c 
potential difference or pressure between the pole-shoes of a machine, which 
drives the magnetic flux along two paralled paths, the useful flux going 
through the armature and the leakage flux through the air. This magnetic 
pressure is due to the ampere-turns X^-^ Xt + JT,, which are necessary to 
drive the useful flux through the armature oore, the teeth and the air-gaps. 

In the multipolar alternator shown in Fig. 61, assume that the sum 
Xa + Xi '^ Xp ms 6,200. This same magnetic pressure acts across the air 

space between two adjacent pole- 



shoes. Assume that the axial l^igth 
of the armature is 80 cms., the radial 
depth of the pole-shoe 2*6 cms., and 
Uie distance Z^ between the a(]yacent 
pole-shoes 6*5 cms. The cross-section 
of the leakage path between the pole- 
shoes is, therefore, 30 • 2*5 » 75 sq. 
cms. Now, the lines of force pass 
from the north pole to the south 
pole on each side of it, so that the total cross-section is doubled, making it 
150 sq. cms. ^ggnmiTig that the lines of force spread out as shown in the 
figure, and that their ynATimnni cross-section is double that at the ends, we 
get for a mean value of the cross-section 




Kg. 61. 



A 



150 + 300 



225 sq. cms. 



Putting these values of /ii and Ai^ in equation (49) on page 65, and 
remembering that /ti for air is 1, we get for the leakage from the pole-shoe 

i^, = 2±-|200^(,.27 it^li^ 

225 

0*4x S % 
The fundamental formula H^ -—4 — *— would have led to the same 

result. 

To this leakage from the pole-shoe we must add the leakage from the 
pole-core. We shall assume that the mean distance It^ between two adjacent 
pole-core faces is 10 cms., and the radial length of the pole-core 16 cms. 
With an axial length of 30 cms. the cross-section of this leakage flux taken 
on each side of the pole is 

^i, « 2 . 30 . 16 « 960 sq. cms. 
At the top of the pole the magnetic potential difference is due to 
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6,200 ampere-toms while at the root it is 0. As a mean we can therefore 
take 3,100 ampere-tnms, which gives a leakage flux of 

J^ 960 

The total leakage flux from the pole is therefore 

Ni « Ni, + JVi. = 0-27 . 10» + 0-37 . 10» = 0-64 . 10«. 

We have n^ected the leakage between the flanks or end surfaces of the 
poles, which would make the total leakage slightly more than the above 
value. 

If we assume that the useful flux through the armature is 3 . 10^ lines 
per pole, the flux at the root of the pole will be 

iV« = i\r + JVi = 3-64.10«, 

which gives a leakage coefficient of 

N^ 3-64 . \(fi 
^"" JV" 3. 10* "^^* 




30* The Lifting Power of an Electromagnet 

Although, as pointed out in the last section, no work is done in main- 
taining a magnetic fleld, work must be done to establish the fleld. In 
Fig. 62 is shown an iron ring which we shall suppose to be uniformly wound 
over its whole periphery with S turns. Some of these turns are shown. 







Kg. 62, Kg. 63. 

on the right in elevation, on the left in section. By the dotted lines of force 
we do not mean to suggest that a part of the flux produced leaks across 
the interior space, although, were the ring wound as shown in the figure, 
this would be the case. The dotted lines show how the lines of force, due 
to the establishment of a current in the turns shown in section, spread out, 
commencing as small circles round the individual wires and then combining 
with the lines due to other wires to form lines endrding several wires. This 
spreading out goes on until each line of force lies entirely in the iron, it 
having cut all the iS^ wires passing through the interior of the ring. As 
soon as the current ceases to grow and becomes steady, the lines of force 
become stationary. 
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In order to calculate the work done in thus establifihing the magnetio 
fields we will consider a straight wire of length I cms* cairying a current 
of / absolute units, in a field of strength H perpendicular to the wire 
(Fig. 63). The direction of the field is assumed to be away from the reader 
and perpendicular to the paper, as indicated by the dots. We will assume 
that the conductor is moved a distance « in a direction at right angles both 
to its own length and to tha direction of the field, the direction of motion 
being such that the force exercised by the field on the conductor has to be 
overcome. The work done is found by multiplying the force in dynes by 
the distance in centimetres, thus 

Now,/. s is the area swept out by the motion of the wire, and as Hib the 
number of lines of force per sq. cm., H.l.s is equal to the total number of 
lines N cut by the wire ; hence 

J=:H.I.1.8^ N.Ier^ (53). 

Now, if the current I in the case represented in Fig. 62 is increased 
by an amount dl, the induction or flux density increases by an amount dB^ 
no matter whether the ring contains iron or air. If the cross-sectional area 
of the ring be u^ sq. cms., the number of newly created lines wiU be 
A.dB ss dN. These newly created lines cut, as we have seen, the S turns 
composing the ring winding, which carries a current /. The work done in 
this change, according to equation (53), is 

dJ=S.dN.I=^S.dB.A.IeTg^. 

From equation (42) on page 61, we have 

ff.l 



S.I^ 



4ir ' 



and substituting this in the above equation, we have 

dJ^-^.ff.dBeig^ (54). 

If the coil be wound on a ring of wood or other non-magnetic material, 
B = ff, and the total amount of work done in raising the magnetic induction 
from OtoB will be 



•'-S'.-^"'^-^^'^ <''»• 



This amount of energy has to be given to the coU, as we shall see in 
Section 35, in the form of electrical energy. The volume of the magnetic 
field is ^ . /, so that each cubic centimetre of the magnetic field contains 

a store of potential energy equal to ^~ eigs. We may picture the ether 

in a state of strain, somewhat like a twisted steel spring. 

We will now make use of this result, in order to find the lifting power 
of an electromagnet Fig. 64 represents an iron ring, uniformly wound so 
as to obviate magnetic leakage, and divided into two similar halves. We 
have seen that if the magnetic flux round the ring decreases by an amount 
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d'N ss A.dB BJi electromotive force is induced in the electric drcuit in the 
same direction as the magnetising current. As the induced S.H.F. and the 
current are in the same direction, work is 
done on the electric circuit at the expense 
of the energy stored in the iron of the ring« 
If, now, we assume that the small decrease 
of flux is caused hj separating the two 
halves of the ring by a small amount dl^ 
the above reasoning still holds good and 
the iron loses an amount of energy which 
is given up to the electric circuit. To 
separate the two halves of the ring, how- 
ever, we exerted a force of / dynes and 
did f.dl ergs of work, which must evi- Fig. 64. 

dently be stored in the magnetic field in 

the air-gaps. Now, let the total cross-section of the two air-gaps be ^ sq. 
cms., so that the volume of the magnetic field in air is equal to A. dl cubic 
centimetres. The flux-density B is the same in the air-gap as in the iron, 
and we have found above that the energy stored in each cubic centimetre of 

the field in air is equal to g- ergs. Hence : 

B^ 
energy stored in air-gaps = ^. A . dl ergs, 

therrfore f^dl = ^-^.dl, 

oir 

and f^^^Jijnea (56). 

If J" be the force in kilogrammes, 

^"s^^^^o-^-^-^o-"^' <">• 

In a horse-shoe magnet both poles are efiective, and the double cross- 
section must therefore be included in A. If, for example, the cross-section of 
each pole is 10 sq. cms. and the induction B = 18,000, we have 

F=^. 18,000» . 2 . 10 . 10-« = 260 kilogrammes. 

The lifting power of a magnet is often largely affected by magnetic 
leakage, which we have here neglected. 

31- Hysteresis. 

In determining the magnetisation curve, we start with the iron in an 
unmagnetic state and gradually increase the magnetising current, thus 
increasing the value of JET, and with it the value of the induction B. Plotting 

the values thus obtained with the magnetising forces 7/ t f . — - — '— as 

abscissae and the inductions B as ordinates, we obtain the curve OA in 
Fig.65, 
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If, after reaching any arbitrary value of the indnotion, snob bbAG m Smax, 
we decrease the magnetising current, we find that, for any given value of the 
magnetising force JI, the induction is greater than it was with increasing 
magnetisation. Plotting these values of B and JET for decreasing values of S 

we obtain the curve AS. It appears 
as if a certain amount of the mag- 
netic induction still remains in the 
iron after the magnetising force has 
been removed. This phenomenon 
is therefore known as hysteresis, 
ie« a lagging behind. For a mag- 
netising force J7 « the value of 
the induction B is OB. This is 
therefore the induction or flux 
density of the remanent magnet- 
ism. Hysteresis and remanent 
magnetiBm are therefore, in a 
^' ^^' sense, one and the same thing. 

We explain both phenomena by the tendency of the molecules, in virtue of a 
kind of molecular Motion, to remain in any position they have once taken up. 
If, now, the direction of the current be reversed, a certain value of the 
magnetising force wiU be required before the remanent magnetism is 
destroyed. This force is represented in Fig. 65 by the length OC, and is 
called the coercive force. It is evident that the iron molecules oppose the 
reversal of magnetism, and it is only when the magnetising force exceeds OC 
that an induction is obtained in the reverse direction. A further increase in 
the magnetising current gives the curve CD, and the succeeding decrease in 
the current, the curve DK The ordinate OE is, as before, the remanent 
magnetism, etc. 

An experiment with the specimen of cast steel already mentioned 
(Fig. 56) gave the following results : 
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145-3 


18,250 


- 2-2 


- 6,240 


62-7 


16,800 


- 5-9 


- 11.060 


24-2 


15,590 


- 11-9 


- 13,460 


3-2 


13,080 


- 34-2 


- 15-710 





10,200 


- 61-6 


- 16,680 


- 1-25 


6,110 


- 145-3 


- 18,250 


- 1-5 










We see from this table that the remanent magnetism has a value 
B as 10,200, while the coercive force is 1*5. Both of these figures are 
dependent on the value of Bma reached in the experiment, in the above 
case 18,250 ; for high values of the induction, however, the variation is very 
small 

If the above values be plotted on squared paper we get a curve like 
ABCD in Fig. 65. The other side of the loop DBA can be drawn symmetxioal 
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with the first side. If the area of the loop is now meastired, the abscissae 
being taken to the scale of ff, and the ordinates to the scale of B, it is found 
to be 170,000. It can now be shown that this area is closely rdated to the 
amount of energy dissipated during the complete cycle through the inter- 
molecular Motion. From equation (54) on page 72 we know that the work 
done when the induction B is increased by tiie amount dB is 

dJ^^.S.dB. 

A.l\a equal to the volume V of the iron ring in c.cms. If we divide by 
V and integrate between the limits and B we obtain the work done per 
cubic centimetre, thus 

^^l^iH.dB (58), 

Now, S. dB is represented by one of the narrow strips in Fig. 66, and 
Sfl". dB by the whole shaded area in the same figure. The work done in 
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Fig. 66. 



Fig. 67. 



Fig. 68. 



Fig. 69. 



magnetising the iron is thus obtained by dividing the shaded area in Fig. 66 

by 4w. If, now, the lines of force decrease, dB is negative and the work 

done is also negative, that is, ^ergy is restored. The amount of energy thus 

restored is represented by the shaded area in Fig. 67. If the magnetising 

current be now reversed, the magnetising force ff becomes negative, and the 

product H.dB will again be positive, so that work must be done during 

this period corresponding to the shaded area in Fig. 68. With decreasing 

magnetisation a part of the energy is again restored as shown in Fig. 69. 

The actual energy dissipated in a complete period is the resultant of the 

positive and negative amounts of energy. If we go continually through the 

cycle represented by the loop ABCDEA in Fig. 65, the energy dissipated 

per cubic centimeti^ of iron in each cycle is, from equation (58), equal to 

the area of the loop divided by 4ir. For the specimen of cast steel above 

mentioned the area was 170,000, whence the loss per cubic centimetre per 

cycle is 

A ^H.dB 170,000 -«^^^ ,. ^ . 

y, as — J- — = ' , = 13,600 ergs per cubic centmietre. 
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Although this method of finding the hysteresis loss by drawing and 
measuring the loop is of great importance in enabling us to understand the 
question of hysteresis, it is rarely adopted in practice on account of the time 
required to determine experimentally with a ballistic galvanometer the points 
on the hysteresis loop. It is now a rule to test the iron, as far as possible, 
under the conditions obtaining in actual practice. The magnetism is sub- 
jected to rapid reversals by means of an alternating current, and the energy 
consumed is measured on a wattmeter, the deflection of which is caused by 
the electrodynamic forces between a coil carrying the current and another 
coil connected across the mains and therefore carrying a current proportional 
to the potential difference between the mains. 

It was found by Steinmetz that the hysteresis loss per cubic centimetre 
per cycle is approximately proportional to the 1*6^ power of the maximum 
induction. 

-^=»?fc.-B^ergs (59). 

The coefBicient t|4 is practically constant for a given specimen of iron, at 
least up to Bnu, = 7,000. For the types of iron generally used it varies from 
0*001 to 0*004. For the specimen of cast steel which we have considered, we 

found for 5m«= 18,250 a value of .^ = 13,600, whence 



r 



r.:^'^ "■i8,250^-« 



i^^ = 0-0028. 



This value is, however, of little interest in the present case, as hysteresis 
need only be considered when dealing with alternating currents, and massive 
iron or stf3el is never used where it would be subjected to a rapidly alternating 
magnetisation. 

Knowing iia, Steinmetz's formula enables us to calculate the loss of power 
in watts due to hysteresis. If JT is the wei^t of iron in kilogrammes, 
assuming a specific gravity of 7'7, we have for the volume in cubic centimetres, 

^ JF. 1,000 

^ = 7*7 • 

If the complete cycle is gone through ^ times per second * the energy 
dissipated will be 

^< W. 1,000 , 

^ • -^mar- ^ • *** ®^ P®^ SOCOnd. 

Now, in Section 41 we shall see that 

1 erg = 1 centimetre-djrne = iqq' qqioqo "^^^^•^^^ff*""^®' 
wherefore (see page 21) 

1 erg per sea = Q,g^ ^^^ met.-kgs. per sec. = j^ watt. 

• The sign ^ , roughly BTmboUsing s sine-cunra, it often uiad to denote the freqneno j in 
cyolee per eecond. 
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To obtain the loss in watts we have therefore to divide the loss in ergs 
per second by 10^ hence 

Pa = -^ — "^ ^.y watts (60). 

If, for example, n* = 0002, IF = 100 kgs., ^ = 50 and -Bni« = 7,000, we have 

„ 0-002 . 7,000i« . 100 . 50 . 10"* - ^. ^^ 
Pk = ^t ^ = 184 watts. 

Lately, however, Steinmetz's coefficient tik has been used much less than 
formerly. When, as is now usual in practice, the hysteresis loss is determined 
by the wattmeter method, using alternating current, a new difficulty crops up, 
for the reading on the wattmeter includes not only the loss due to hysteresis 
but another loss due to the so-called Foucault currents or eddy currents. In 
Germany the loss is now always specified as being so many watts per kilo- 
gramme at a frequency of 50 '^ per second, the maximum induction being 
10,000. This loss-coefficient, as it is called, lies between 3 and 4 for the 
iron generally used for stampings. 

32. Dynamic Effect of Parallel Currents. 

Two parallel wires are shown in Fig. 70, carrying currents in the same 
direction. Looking along the wires from A and B we shall see the feathers 
of the arrows, which are represented by crosses in the cross-sections of the 
wires. The lines of force due to the individual wires combine, as we have 
already seen in Section 27, to form longer lines encircling both wires. We 
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Fig. 70. 



have already likened the lines of force to stretched elastic bands, and have 
calculated, for one special case, the force with which they oppose any attempt 
to lengthen them. The lines will accordingly tend to contract in the case 
shown in Fig. 70 and thereby draw the conductors together. The attraction 
will be the greater because of the lines of force between the wires being in 
opposite directions, the resultant field vanishing at a point between the 
wires. We arrive therefore at the conclusion that : Parallel wires attract 
each other when carrying correntB in the same direction. 

If, however, the currents flow in opposite directions (Fig. 71), we shall 
see from A the point, and from B the feather of the arrows representing the 
direction of current. Drawing the lines of force due to each wire separately, 
we see that they are in the same direction between the wires and can there- 
fore be added, whereas, in the space outside, they counteract each other. 
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We have seen that lines of force in the same direction exert a lateral presmre, 
tending to mutually repel one another, and in the present case this will lead 
to the wires being mutually repelled. Hence, paraUal wires repel esioh 
other when carrying onrrent in opposite direotions. 
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Fig- 71. 

In each case we observe that the tendency is to increase the total number 
of lines produced. 

The application of this dynamic effect to the construction of wattmeters 
was mentioned in the previous section. It is also employed in the con- 
struction of ammeters and voltmeters of the so-called dynamometer type. 
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33. Induced Electromotive Force. 

Imagine a conductor of length / cms. perpendicular to the lines of force 
to be moved in a direction perpendicular both to the field of strength H, 
and to its own length. If the distance moved through in the time A be <b, 
the velocity is 

V a= ;i;cms. per second. 

In Fig. 72 the lines of force pass normally through the paper from front 
to back, and are represented by points. The conductor I is moved along the 
metallic rails in the plane of the paper and it is 
found experimentally that an electromotive force 
is induced in it. lliis electromotive force only 
exists while 2 is in motion and vanishes directly 
/ comes to rest. If the slide-rails are metallically 
connected, as shown in the figure, then the elec- 
tromotive force produces a current, the direction 
of which is indicated by the dotted arrow, when 
I is moved downwards. During the time dt a 
certain amount of work is done by the electric 
current, which, from Section 10, is equal to the product of electromotive 
force, current, and time. We will now express the current in absolute units 
and the wOTk also in absolute units, that is, in centimetre-djmes or eigs. We 
have therefore 

dJ^E.I .dt ergs, 
where E is the electromotive force in some units not yet defined, but certainly 
not volts. This work dJ is, naturally, only obtained by the em-— *•*-—' of an 
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Fig. 72. 
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equal amount of mechanical work. We know from page 54 that the current 

in /, and the magnetic fields exert a certain force f, which must be overcome 

when moving the conductor. It follows from Lenz's law that the induced 

current is always in such a direction that it opposes the motion inducing it. 

For the magnitnide of this opposing force, we have from equation (32) on 

page 54 

/= JS"./.Z dynes. 

The mechanical work is the product of the force and the distance, 

so that 

dJ^H. I.l.ds ergs. 

Equating the mechanical energy expended and the electrical energy 
developed, we have 

JB. I. dt=^ff. I.l.ds, 

whence £ = S. ^' 57 ^ ^' ^'^ (^1)- 

Hence, the electromotive force induced in a conductor by its movement 
in a magnetic field is proportional to the field strength, to the length of the 
conductor, and to the velocity with which it moves. From equation (61) we 
can obtain the definition of the absolute unit of electromotive force. If we 
put iSTsl, /si and v=l, then we get i?sl. Hence, the absolute unit of 
electromotive foroe is indueed when a eonduoior 1 em. long moves with 
a velocity of 1 cm. per second perpendicular to its length and to the 
field of unit strength. 

We are now in a position to calculate in a simple manner the electro- 
motive force of a machine. Suppose, for example, we require to find the 
maximum value of the e.m.7. of an alternator, that is, the E.M.F. at the 
moment when the armature wires are under the middle of the poles. Let 
the total number of armature wires be 400, each having an active induced 
length of 30 cms. and let the field strength at the middle of the pole be 
5,000. Then, at a peripheral speed of 20 metres per second, i.e. 2,000 cms. 
per second, the electromotive force will be 

Jr=. 5,000 . 30 . 400 . 2,000 = 1,200 . 10^ absolute units. 

The absolute unit is far too small for practical purposes and a multiple of 

it is therefore used, viz. 10^ absolute units, and is called a volt. This is the 

practical unit of pressure which was introduced in Section 2, but could not 

then be accurately defined. If H represents the electromotive force in volts, 

we have 

E^ff.l.v.lO^ (62). 

In the example calculated above the momentary electromotive force was 
therefore 1,200 volts. 

If, instead of being at right angles, the conductor is at an angle ^ to the 
lines of force, it follows from equation (31) on page 54 that 

^=JJ.i.i?.sin^.lO-« (63). 

If, further, the motion is not perpendicular to the field, but at some angle, 
then V must be put equal to the component at right angles to the field. 
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The equations which we have thus established can be still further 
simplified. The product l.d$ in equation (61) represents the area swept 
out by the conductor, and the product H.l.dS tJie total number of lines dN 
cut by the moving conductor. We write dN because we are dealing with an 
infinitesimal distance ds, the number of lines cut being therefore also infinitely 
smalL For a single conductor, we get from equation (61) 

^^ (64X 



E^ 



dt 



The electromotive force is thus obtained in absolute units by dividing the 
number of lines cut by the time taken to cut them, or, in other words, the 
electromotive force is equal to the rate at which the lines are cut. 

If, in the time t, the flux N cuts 8 turns, it is equivalent to NS lines 
cutting a single wire, and the average value of the induced E.M.F. in volts is 

The product of lines and turns linked by the lines is sometimes called the 
number of linkages. In the above example the linkages are N. S. The 
electromotive force is therefore equal to the rate at which linkages are made 
or broken. 

The absolute unit of eleotromotive force is indueed when one line of 
force is cut per second. One volt is induced by the cutting of 10" lines 
per second. 

Having determined the magnitude of the induced B.M.F. we must now 
consider its direction. This can be determined by means of a swimming rule, 

due to Faraday, which is as follows : 
To a person swimming along the 
lines of force, that is, firom north 
to south pole, and looking in the 
direction along which the conduc- 
tor is moving, the induced electro- 
motive force is firom left to right. 
In Fig. 73 the lines of force are in the 
plane of the paper from right to left. 
They pass normally through a vertical 
plane in which the horizontal conduo- 
tor moves downwards. If we swim 
firom right to left with the fisLce down- 
wards our right hand will point in the 
direction of the dotted arrow, which is therefore the direction of the induced 
electromotive force. That this direction for the induced current is necessarily 
correct follows firom a comparison of the two swimming rules of Ampere and 
Faraday respectively. If we swim with the current along the dotted arrow 
and look towards the north pole whence the lines of force proceed, the north 
pole would, according to Amptoe's rule, tend to move towards our left, that 
is, downwards. If the pole is fixed the conductor tends to move upwards. 
Hence, the conductor tends to oppose the downward movement, as indeed it 




Fig. 73. 
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most, to conform to Lenz's law or to the principle of the conservation of enei:g7. 
The direction found for the induced S.M.F. is therefore the correct one. 

We can apply this rule directly to the armatures of djrnamos. In Fig. 74 
is shown a hollow iron cylindrical or ring armature, with a closed winding of 
insulated copper wire, which is rotated in a clockwise direction between the 
poles N and ^ of an electromagnet. The lines of force leave the north pole 
and pass right and left through the armature to the south pole, leaving the 
air space inside the armature almost &ee from lines of force. It is therefore 
only the wires on the outside cylindrical surface that cut the lines of force. 
Applying Faraday's swimming rule we find that in the wires under the north 
pole the induced electromotive force is from front to back, while in those 





Fig. 75. 

under the south pole it is from back to front. When current flows in the 
armature its direction will be as indicated by the arrows, viz. away fix>m the 
south pole towards the north in the end connections fieuung us in the figure. 
We see that the current flows to the right both in the upper and lower half 
of the armature, meeting at a point halfway between the poles, where the 
currents from each half join and leave the armature together by means of the 
positive brush. After flowing through the external circuit the current enters 
the armature again by the negative brush, and divides between the upper 
and lower halves of the winding. For the sake of simplicity the brushes are 
shown rubbing on the external armature wires, frx)m which the insulation 
would then have to be removed. 

If the armature remains stationary while the poles rotate, the swimming 
rule must be applied to the relative motion. If, for example, in Fig. 75, 
which represents the usual arrangement of alternators, ie. dynamos which 
generate alternating current, the north pole moves to the right, the effect is 
the same as if the pole were fixed and the armature wires moved to the left. 
If we imagine ourselves to be swimming with the field, that is, from N to A 
and looking in the direction of the relative motion of the conductors, that is, 
towards the left, the direction of the induced S.M.F. will be indicated by our 
right hand, that is, downwards through the paper. The current in the wires 
T. E. 6 
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at A will therefore be represented by crosses, while in a similar manner we 
find that the current in the wires under the south pole is coming towards us 
and must be represented by dots. 

Another simple rule for finding the direction of the induced E.M.T. is the 
right-hand rule. If the thumb and first two fingers of the ri^t hand point 
mutually at right angles, like the three edges at a comer of a cube, and the 
first finger points along the lines of force, while the thumb points in the 
direction of motion, the second finger will give the direction of the induced 
electromotiye force. 

We must be careful to notice, however, that, although we speak some- 
times of the direction of the induced current, it is electromotive force and not 
current which is induced* In Fig. 72, for example, electromotive force was 
induced in I even when its ends were not metallically connected, and this 
electromotive force could be shown and measured on an electroscope. We 
must, for this reason, accustom ourselves to think of the electromotive force 
as the thing induced, its magnitude depending, as we have seen, on the field, 
on the length of conductor, and on its velocity, whereas the current is quite 
an arbitrary thing depending on the external resistance, that is, on the load 
taken by the customers of a station. The fact that the b.h.f. of a dynamo is 
not constant, but varies because of the efiect of the current on the magnetic 
field, need not prevent us from seeing in the electromotive force the cause, 
and in the current, the effect. 

In the foregoing, we have always looked upon the electromotive force as 
being caused by the cutting of lines of force. It is, however, often convenient 
to look upon the phenomenon from another point of view, according to which 
electromotive force is due to an increase or a decrease in the number of lines 
of force passing through a coil. In Fig. 72, for example, the number of lines 
passing through the coil, made up of the conductor I and the slide-rails, is 
decreased by the motion of {. A current is thereby induced which fiows 
round the circuit in a clockwise direction. This current produces lines of 
force which pass down through the paper inside the circuit, and which are 
therefore in the same direction as those of the original field. Prom this it 
follows that, if the number of lines through a cironit be decreased, a 
current is induced which tends to keep up the number of lines, whereas, 
if the lines be increased, a current is induced which tends to weaken 
the field. Lens's law may thus be expressed In the fbUowing general 
form : The current induced by a change in the magnetic field is such as 
to oppose the change. 

For this reason, equation (64) must be re-written thus : 

Jf--f m 

dN represents an increase in the number of lines. If this is positive, the 
electromotive force wiQ be negative, that is, it will produce a current in such 
a direction as to weaken the field. If the field passes through more than one 
turn of the coil or circuit, N will represent the number of linkages and dN 
the change in the number of linkages. 
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34. The Laws of Mutual Induction. 

So far, we have considered the electromotive force induced when a con- 
ductor cuts the lines of force produced by a magnet. We will now consider 
the effect of one conductor cutting the lines of force produced by another 
conductor. The induction in such a case is called mutual induction. In the 
primary wire / in Fig. 76 a current flows from right to left, producing lines 
of force as shown in the figure, viz. coming out from the paper dXA^B and C. 
If the secondary conductor // is moved towards /, it will cut the lines of 
force at A, B, C, etc., and an electromotive force will be induced in it, the 
direction of which is found by the swimming rule or by the right-hand rule 
to be from left to right as shown by the dotted arrow. 





Fig. 76. 

Here again we can check our result by means of Lenz's law, which is only 
an application of the conservation of energy. If the ends of conductor // 
are externally joined by means of a conductor, a current will flow in the 
opposite direction to that in /. We have seen in Section 32 that the con- 
ductors wil] in this case repel one another, and therefore oppose the motion 
of //which is towards /. The work done in the latter case in forcibly 
bringing the wires nearer appears as heat in the secondary wire. We come 
therefore to the conclusion that, on deoreaslng the dlitanoe between the 
wires, the induced secondary enrrent is opposed to the primary, 
whereas on increasing the distance the secondary current is in the 
same direction as the primary current 

It is, however, not necessary to move the wires mechanically nearer 
together, for an electromotive force is induced in the secondary whenever 
the primary cuirent is increased or decreased, since its lines of force must 
thereby cut through the seoondaiy conductor. 

We are thus led to the most important conception, already used in 
Section 30, according to which the lines of force do not sudd^y appear 
or disappear throughout a space, but, leaving the conductor, gradually 
spread out from it, to be followed by others, in much the same way as the 
ripples spread out frx)m the point where a stone has been thrown into a laka 
As the current in / increases the lines of force will be represented successively 
by Figs. 77 and 78, in which we see that they cut the secondary conductor in 
a downward direction. The result is the same as if the field were stationary 
and the conductor II were moved upwards towards /. From this it follows 
that the induced secondary current is opposed to the growing primary 
current, while it is in the same direction as the decreasing primary current 
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It is possible to utilise this matoal indaction for the transformation of 
direct into alternating current. Fig. 79 represents diagrammatically a so- 
called induction coiL It consists of a primary winding / supplied with 
direct current, one end of the winding being joined directly to tlie battery, 
while the other end is connected to the fulcrum D of the spring J, The 
circuit is completed by means of a contact point touching the spring and 
connected to the other pole of the battery. Directly the circuit is doeed 
the coil acts as an electromagnet and attracts a piece of iron attached to the 
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Fig. 77. 



Fig. 78. 



Fig. 79. 



end of the spring, and thereby pulls the spring away from the contact point. 
The current being now broken, the coil loses its magnetism and allows the 
spring to go back and close the circuit once more. The current in the 
primary coil is thus intermittent. Wound over this primaiy coil is a 
secondaiy coU, which, for the sake of deamess, is shown beside the primary 
coil in IPig. 79. The primary lines of force grow and die away again in rapid 
succession, and thus out through the secondary windings first in one direction 
and then in the other, thereby inducing in them an electromotive force of 
rapidly alternating direction. If the secondary terminals are connected by 
means of a conductor, an alternating current will flow in the secondary 
circuit. This current increases from zero to a maximum, dies away again 
to zero and then reverses and goes through the same changes in the other 
direction. The current changes therefore both in magnitude and in direction. 
By increasing the number of secondary turns and making the primaiy 
current break as rapidly as possible, the secondary electromotive force can 
be made so large that the spark will jump across a considerable air-gap. In 
this way induction coils are now made to give a spark through the air over a 
yard long. 

Of even greater importance from a technical point of view is the applica- 
tion of this principle of mutual induction to the construction of transformers 
which transform the high pressure alternating current transmitted over the 
line down to an alternating current of a low pressure suitable for ordinary use. 
We have seen that a very high pressure is essential for long-distanoe trans- 
mission in order to keep the losses small, or, if the losses are fixed, in order 
to keep the size of wire within practicable limits. To use such high pressures 
a great number of lamps would have to be put in series, in which case we 
would lose the independence of the separate lamps. In addition to this, the 
insulation for such high pressures would be extremely difficult, and pressures 
above 500 vo^ are very likely to give a fatal shock to a person touching the 
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live wires. From the results of experiments it is known that the human 

body can, generally speaking, stand a current of about a hundredth of an 

ampere for a short time without any serious damage. If the resistance of 

the body, when oontaot is lightly made with the flnger-tipB,* be estimated 

at 50,000 ohms, we see that the dangerous pressure b^ins at about 500 

volts, thus, 

e = f . J? = ^ J^ . 50,000 = 500 volts. 

We see therefore that it is necessary to reduce the pressure to a value 
more suitable for the consumer, and this reduction of pressure is accomplished 
very simply by means of an alternating current 
transformer (Fig. 80). It consists of an iron 
core built up of insulated stampings, which 
carries a primary and a secondary winding. 
In our case the transformer is a step-down 
transformer, and the primary winding will 
therefore be connected to the high pressure 
supply. The primary winding must, for this 
reason, consist of a great number of turns of 
fine wire. The lines of force produced by this 
winding will cut the secondary winding, 
which must consist of a few turns of thick 
wire, so that the electromotive force induced 
in it may be smalL Now, the lines of force 
produced by the primary winding will, as 
they alternately grow and die away, cut the 
primary turns themselves, and induce in them an electromotive force propor- 
tional to the number of primary turns. We shall see later that this E.H .F. is 
almost exactly equal and opposite to that applied to its terminals. We see, 
therefore, that the primary and secondary pressures are proportional to the 
number of turns in the corresponding windings. The principles of the trans- 
former are very easy to follow until current is taken from the secondary side^ 
when the question becomes more complicated owing to the lines of force being 
now due to the combined action of both primary and secondary currents. We 
shall postpone a full investigation of the transformer until Chapter XL 

35. Self-induction. 

Towards the end of the previous section it was mentioned that the lines 
of force produced by a coil, in growing and dying away, cut, not only neigh- 
bouring wires, but also the turns of the coil itsel£ In Fig. 81 the dotted 
lines represent the growth of the lines of force due to a single turn of the 
coiL Each line of force emerges from the wire of the turn to which it is due, 
and gradually grows until it finally lies entirely in the iron ring, having cut, 
on its way, every turn in the coiL We will now calculate the magnitude of 
the electromotive force induced in the coil in this way. 

* If good oontaot be made with moistened hands a far lower prennre may prove fataL 
Cases are on reoord where the Toltage was below 100. It depends largely on the health of the 
individual. 
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Let 8 be the number of tarns in the coil^ 

A, the oross-aection of the iron, 
and I, the length of the magnetic path in the ring. 

We will assume that the permeability fi is constant, which is approxi- 
mately true for low values of the induction, for which B is roughly propor- 
tional to H, It, now, the current 
of / absolute units increases by an 
amount dl in the time dt, the in- 
crease in the number of lines of 
force per sq. cm. will be (see equa- 
tion (42) on page 61) 




dB ^•S.dl.ii 

and the increase in the total flux 
will be 

dN=^ 1 ''^ Fig. 81. 

These lines cut S turns in the time dt. The eleoiromoUve force of 
■elf-indactlon thereby produced was seen in Section 88 to oppose 
whatever change of current produced it. Since dN represents, as before, 
an increase in the number of lines, we must put a negative sign before the 
right-hand side of the Bjf.F. equation. Substituting this value of dif in 

equation (66) on page 82, 

dN 



E^ -iSf. 



dt' 



we have 



E=^ - 



Aw. S^. II. A dl 
I ' dt 



absolute units (66). 



If, now, the current is expressed in amperes, the right-hand side becomes 
10 times too big, and must therefore be multiplied by 10"^. To get the 
electromotive force in volts the right-hand side must be further multiplied 
by 10-«. We get, then. 



E^ - ^'^/^'^ aO-^.g volts 

/ dt 



(67). 



The expression 



Aw. S*. II. A 
I 



. 10^ gives us the coefficient of aelf- 



induction of the coil in practical imits, that is, in henries. Denoting this 
by the letter Z, we have 



E ^ — -£ . ji volts 
dt 



(68> 



J* 

Hence, if -F « 1 when ^ = 1, the self-induction must be 1 henry, Le. if 

a coil has a self-induction of 1 henry, an EJI.F. of 1 volt will be induced by 
a steady change of current at the rate of 1 ampere per second. 
The coefficient of self-induction can also be expressed thus : 



L^ ^'^-^-^-^ .SAQ-*. 



(68a). 
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Now ~i~ — ^ ^® ^^^ produced by a current of one ampere, and 

multiplying this by 8 gives the total number of linkages produced by one 
ampere. It follows from this that the ooeffloient of aelf-indaotion in 
hanrieB is the number of linkages produced by a current of 1 ampere, 
mnlUplied by \Qr^. 

The henry is thus the tmit of self-induction and that coil has unit coeffi- 
cient of self-induction for which the above expression works out to 1. The 
henry is a practical unit and can be introduced directly into calculations 
involving amperes and volts. 

From equation (68) it is seen that the electromotive force of self-induction 
depends jiot only on the construction of the coil, but also on the rate at 
which the current is varying. ^ 

The expression y— — represents the lines produced by one ampere- 

turn. This can be estimated in many cases, e.g. dynamo armatures, with 
sufBcient accuracy. The flux produced by a current t, flowing in S turns, 
will be » 

iv = p — .S.%. 

If, now, the current in a coil is changed from + ^ to — t in a time 7, due 
to the commutator segments to which it is connected passing under a brush, 
the number of linkages cut in the time T will be 2N . 8. The average value 
of the electromotive force of self-induction will therefore be 

Es^ - 'f . 10- = 2 . Q-^'^;^-^-* . 10- 
or since L = j^ — . S^ . 10"*, 



J^Svma = - 



2Li 



To find L we have simply to multiply the flux per ampere-turn, which, as 
we have already said, can often be estimated from past experience, by the 
square of the number of turns and by 10^. 

As an example, we know that a wire embedded in an open slot in a 

dynamo armature produces a flux per ampere of about 6 lines per cm. of 

length. Now, if the armature len^ be 30 cms., the embedded length of a 

coil will be 60 cms. ; and if the coil has 2 turns, the flux produced by a 

current of 1 ampere will be 2 x 6 x 60 s 720. Hence, the linkages per 

1440 
ampere will be 1440, and L » j^ henry, n^lecting the ends of the coiL 

If t|ie normal current in the armature conductors is 50 amperes, and the time 
of commutation T » 0*004 second, we have 

y 2Lir_ 2 . 1440 . 60 

JSsmmn = jr - q.qq^ ^q^ 

= 0-36 volt 
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The effect of self-induction is seen in the ^gradual growth of current in 
a coil to which a certain fixed p.d. is applied* It also causes the current to 
die away slowly when the circuit is broken. It acts therefore as a sort of 
inertia, opposing any change in the current. Its effect is very considerable 
when the circuit of an electromagnet is suddenly broken, for tiie large 
number of lines in the magnet suddenly collapses, cutting all the turns of the 
magnet-winding at a high speed. Hence, in the equation 

^"^. 10-« volts. 



E^ 



t 



which we established on page 80, both N and S are large, while t is very 
smalL The electromotive force may be so great in such a case that the 
insulation of the coil is punctured. In any case, the spark produced on 
breaking such a circuit is very vicious owing to the electromotive force of 
self-induction trying to keep the current flowing, even across the air-gap 
of the switch. 

For these reasons the field current of dynamos and motors is often greatly 
reduced by inserting resistance before breaking the circuit. In addition to 
this a resistance B (Fig. 82) is often put in parallel with the field winding 
.Sm- When the circuit is broken, the current in the electromagnet, and the 
field, do not die away instantly, but gradually. As the field dies away it 
induces an E.M.F. of self-induction in the magnet winding, in the same 
direction as the decreasing current. This e.m.7. drives the current round ^e 
circuit made up of R and R^, and the current gradually fSsJls to zero. 
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Fig. 83. 



It is sometimes necessary to make a coil which shall have no self- 
induction. In one arrangement of the Wheatstone bridge the current is 
supplied from the secondary of an induction coil, while the galvanometer 
is replaced by a telephone receiver. The resistance to be measured must 
contain no self-induction, since the readings would then be dependent on 
the self-induction as well as on the resistance. This method can therefore 
only be applied to resistances having negligibly small coefficients of self- 
induction, e.g. glow lamps and straight wires. The other resistances making 
up the bridge must naturally also be free from self-induction. This is 
arranged by doubUng the wire on itself, and then winding the two parallel 
halves side by side as shown in Fig. 83. The magnetic effect of one wire 
is then neutndised by that of the neighbouring wire. 

It was mentioned in Section 30 that, although no energy was expended 
in maintaining a magnetic field, yet a certain amount of work was done in 
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bnilding up the fields which remained stored in it until it collapsed, when 

the energy was restored. We are now in a better position to understand 

this point. We saw that the current in the ring-shaped coil was such as 

to oppose the movement of the gradually widening lines of force. We 

calculated the work done in overcoming this opposition, by multiplying the 

number of linkages by the current, and we asked ourselves the question 

as to how this energy was given to the coiL This question we can now 

answer. As the current increases, the electromotive force of self-induction 

is opposed to it, and must be overcome by the applied terminal pressure. 

If i is the current at any moment and B is the resistance of the coil, then, at 

that moment^ 

e=zE, + i.B; 

multiplying both sides by i . €U, we have 

e,%.dt ss Ef.i.dt + i^.R.dL 

Of these three terms, e.i.dt is the total energy supplied to the coil in 
the time dt, while i^.R.dtis the energy transformed into heat in over- 
coming ohmic resistance. The remainder Et.i.dt is used in forcing the 
lines of force through the inner wires of the ring winding. This eneigy 
is given back in the same form, viz. electrical energy, when the current 
decreases and the lines of force shrink up like a stretched elastic band 
While the field is maintained, this energy is stored up in it, like the potential 
energy of a stretched spring. On breiddng the circuit, the E.M.F. of self- 
induction keeps the current flowing just long enough to give back this store 
of energy. As a rule it is all transformed into heat, a large part of which 
is often evident in the spark. If the coil contains iron, only a part of the 
expended energy is given back, the remainder being converted into heat 
by the hysteresis of the iron* 



36. Eddy Currents. 

The name of eddy or Fpucault currents is given to those currents which 
do not flow along a particular prescribed path, but, following the line of 
least resistance, flow where they will in the material Such currents are 
induced, for example, when a massive conductor is cut by a magnetic field, 
but their exact path and intensity cannot generally be accurately determined. 
We know, however, that they flow, in a general way, at right angles both 
to the magnetic field and to the direction of motion. If, for example, a turn 
of rectangular copper strip be wound on a massive iron cylinder, as shown 
in Fig. 84, and the cylinder be rotated so that the upper part in the figure 
comes out from the paper, the direction of the induced ejlf. will be as 
shown by the arrow. An equal E.M.F. will, however, be induced in the iron 
below the copper strip. In consequence of the laige cross-section and there- 
fore the small resistance of the iron, the current produced by this latter 
E.M.F. will be very considerable. The heat thus generated will cause a 
prohibitive temperature rise in the iron, besides representing a great waste 
of power. The iron in Fig. 84 may be looked upon as a short-cirouited 
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dynamo and work must be done in turning it, because the induced currents 
oppose the motion to which they are due. 

The eneigy consumed by eddy currents can be demonstrated in a very 
simple manner by means of a pendulum with a bob of sheet copper, so 
arranged that the latter can swing freely through the narrow gap between 
the poles of an electromagnet. On closing the exciting c^uit of the magnet, 
the pendulum is brought rapidly to rest, as if the bob were immersed in 
a viscous fluid. The eneigy of the pendulum is used up in overcoming 
the opposing forces due to the induced eddy currents in the oopper sheet. 
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and the energy is converted into heat in accordance with Joule's law. It 
is evident that eddy currents represent, under all circumstances, a loss of 
energy, and to avoid this loss the armatures of machines are always built up 
of sheet iron stampings or discs, as shown in the lower half of Fig. 84 The 
plates are insulated from one another by means of varnish or thin paper, or 
sometimes by nothing more than the oxide on the surface. The iron must 
evidently be laminated in a plane perpendicular to the armature conductors, 
so as to break up the path along whi(^ the eddy currents would flow. 

When the armature winding is placed in open slots it is often necessary 
to laminate the pole-shoes, as the lines of force go mainly through the teeth, 
and cross to the pole-&oe in tufts^ as shown in Fig. 150. The flux-density 
in the pole^oe is greater opposite a tooth than opposite a slot, so that, 
as the armature rotates, each point of the pole-face is subjected to a rapidly 
varying field. In this way, electromotive forces are induced in the pole-shoe, 
necessitating its lamination. 

Eddy currents can also occur in the copper bars or wires of the armature 
winding itself; especially if these be very massive, as shown, in a very 
exaggerated way, in Fig. 85, which may be regarded as a section through 
Fig. 84 In the position shown, one edge of the bar is moving in a strong 
field while the other edge is outside the pole and therefore in a weak field. 
The electromotive force induced in the part under the pole will drive current 
principally through the end connections, and thus through the external 
circuit but, at the same time, it will drive current back along the other 
edge as shown by the dotted lines in the small side-view of the conductor. 
These eddy currents are diminished by rounding off the edges of the poles 
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or by making the air-gap larger towards the edges than at the centre, thus 
causing a more gradual change in the field strength. They are, however, 
almost entirely avoided by using toothed armatures, in which the lines pass 
almost entirely through the teeth, as shown in i^. 150. When a tooth 
leaves the pole, its tuft of lines is dragged a little way with it, and finally 
sni^ back to tiie following tooth at an enormous speed. Every part of the 
ecmductor is cut at the same moment in a similar manner, and eddy currents 
are thus prevented. 

Although, in all the cases above mentioned, eddy currents were positively 
harmful, t^ere are cases in which they are turned to account with great 
advantaga In one form of tramcar brake, an iron disc, keyed to the axle, 
revolves between the poles of an electromagnet. When the latter is excited 
the eddy currents induced in the disc oppose its motion, and the kinetic 
energy of the moving car is converted into heat in the disc. 

Eddy currents are also used for damping galvanometers, the needles of 
which move in a hollow block of copper. The instrument is thus made 
aperiodic, that is, it takes up its new position without swinging about. If 
the instrument is of the moving coil type, as so many mirror galvanometers 
are, the coil is rapidly brought to rest by short-circuiting it. The currents 
induced in it, as it swings between the poles of the permanent magnet, 
oppose the motion producing them ; these currents are not eddy currents, 
however, as they flow in the windings of the coiL 

A dass of instrument which we may well consider before leaving the 
question of eddy currents is the " shaded-pole " type of alternating-current 





Kg. 86. 



Kg. 87. 



measuring instrument, as made by the Allgemeine Elektridtats Gresellschaft 
of Berlin. In Kgs. 86 and 87, a metal disc rotates about a centre A between 
the poles Jf of an electromagnet. Two metal plates T are fixed to the poles 
so as to cover, or shade, a portion of the pole-face. When an alternating 
current flows through the coil of the magnet, the lines of force pass, first 
in one direction and then in the other, through the disc and plates T. The 
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currents induced will flow round the metal plates and also round the lower 
half of the disc in the same direction. The current flowing along the left- 
hand vertical edge of the plate T in Fig. 86 will therefore be in the same 
direction as that in the left-hand lower side of the disc, and will exert an 
attractive force on it. The disc will thus rotate in the direction of the arrow. 
The right-hand sides of the plates T in Fig. 86 not only cover the disc, 
as shown, but are also bent out away fix>m it» thus si^reening the right-hand 
side of the disc from forces similar to those on the left. 



CHAPTER V. 

87. The iinitfl of lengUi, mMB, and iixne in the abeolate 878tem.--38. DimendonB and nnite of 
velooity, aooeleratlon, and loroe. — 88. DimensionB and unite of pole-strength, field-Btrength, 
and magnetio flnx.— 40. Dimensioni and unite of piessore, otirrent strength, quantity of 
electricity, and resistance. — il. Dimensions and unite of energy, heat, and power. — i2. 
Dimensions and unite of the coefficient of self-induction, and of capacity. 

57. The Units of Length, Mass, and Time in the 

Absolute SjTStem. 

The tmit of length in the absolute system is the centimetre. This is 
defined as the hundredth part of the standard metre preserved in Paris. The 
standard metre is approximately a ten-millionth part of the length of a 
quadrant of the earth, taken through Paris. 

The absolute unit of mass is the gramme. This is defined as the mass of 
a cubic centimetre of water at 4^ C, or better, as the mass which weighs as 
much as 1 cubic centimetre of water. Hence, the weight of a body in 
grammes gives its mass directly in absolute units. The student must be 
careful to distinguish between mass and weight The mass of a cubic centi- 
metre of water represents a certain quantity which is the same at any point 
on the earth's sur&ce, or in space. Its weight, on the other hand, will vary 
from point to point, and will be appreciably different at the poles to what it 
is on the equator. The weight of a given mass is the force with which it is 
attracted by the earth. Since this force of gravity is found experimentally to 
be strictly proportional to the mass, for any given point qn the earth's surface, 
the mass of a body is generally determined from its weight and expressed in 
the same units. We shall represent masses in grammes by the letter Jf. 

The second is chosen as the absolute unit of time. It is defined as the 
86,400th part of the mean solar day, A time expressed in seconds is repre- 
sented by the letter V 

Most of the other quantities with which we shall be concerned, such as 
velocity, energy, etc., can be expressed as functions, or dimensions, of length, 
mass, and time. As the expression " dimension," used in this way, is apt to 
prove a difficulty to beginners, we will make its meaning plainer by means of 
a few simple examples. Area or surfietce is the second dimension of length, 
while volume is the third dimension of length. Area and volume are thus 
dimensions or functions of length, that is, they are quantities which can be 
calculated from measurements of length. Velocity is similarly a function or 
dimension of length and time, since its magnitude can be determined by 
dividing a length by a time. In tiiis way, the majority of our physical 
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conceptions are capable of expression in terms of length (Z), mass {M), and 
time (T). The dimensions of area, for example, are Z*, of volume Z*, and of 
velocity LT^K 

It follows that the units for these various quantities in the absolute 
system of units can no longer be chosen at random, but are necessarily 
determined from the three fundamental units, viz. the centimetre, the gramme 
and the second. Thus, the unit of area is necessarily the square centimetre, 
that of volume the cubic centimetre, while the unit of velocity must be one 
centimetre per second. Units derived in this way from these three funda- 
mental units are known as c.o.8. units from the initial letters of the three 
units chosen. We proceed now to determine the dimensions of the various 
quantities, together with their absolute units, and to compare the latter with 
the practical units. 

38. Dimensions and Units of Velocity, Acceleration, 

and Force. 

(a) Vblocity. 

Velocity is defined as the ratio of the distance travelled to the time taken, 
or as the distance moved through in unit time. We have therefore 

Dimensions of velocity: ^a= L. T~*. 

If t? be the velocity in absolute units, we have 

I cms. x^ftv 

V = . (69). 

V sec. 

The absolute unit of velocity is one centimetre per second, or 1 om./8ec. ISie 
word "per" signifies as much as ''divided by," so that the term ''centimetre 
per second '* indicates at once the dimensions of velocity and the method of 
calculating the velocity from the length and the time. 

Example : The armature of an alternator has a diameter of 1*6 metres and 
runs at 300 revolutions per minute. What is its peripheral speed in absolute 
units? 

We have 

circumference of armature b 1*6 . ir = 6 metres, 
distance per minute » 5 . 300 = 1,600 metres, 

or, expressing length in centimetres and time in seconds, 

I rs 1,500 . 100 = 150,000 cms. 
^ s 60 seconds. 
The peripheral speed is therefore 

/ 150,000 ^ -^^oms. ^ -^^ .^ 

V « ; = — ^r — - 2,500 « 2,500 CQA units. 

t 60 sec 

Q)) ACCELKRATIOH. 

Acceleration is the increase of velocity in unit time, or the ratio of 
increase of velocity to time : 

. , . . Increase of velocity 

Acceleration = -r, ^ . 

time 
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The dimensions of an increase in velocity are the same as those of 

velocity, viz. LT-^. We get therefore 

Z T'^ 
Dimensions of acceleration : * = L . T~*. 

If t?! be the initial velocity and t^ the final velocity, we have for the 
acceleration, if imiform, in absolnte nnits, 

a = ^ "7 ^ c.G.a tmits (70). 

A body has unit acceleration when its speed increases in one second by 
the absolute unit, i.e. one centimetre per sec. 

Example : A body starts from rest and attains in 3 seconds a speed of 
29*43 metres per second. What is its acceleration in absolute units ? 

We have vi = 0, t;a = 29-43, 100^5??:, < = 3. 

sec. 

Wherefore a = ^^' = ?i^ = 9&1^ = 981 C.O.S. unite. 

t 3 • sec* 

We see, at once, that this is an example of a body falling freely under the 
action of gravity. The result is obtained in absolute units by putting each 
individual quantity in the calculation in absolute units. It is evident, more- 
over, that acceleration, whether due to gravity or not, can be expressed 
neither in cms. nor in cms. per second, but only in cms. per sec. per sec. An 
acceleration can no more be expressed in units of velocity than can an area in 
centimetres. Similarly a horse-power is not equal to 76 metre-kilogrammes 
or 550 foot-pounds, but to 550 foot-pounds per second. Carelessness in the 
expression of units leads to great confusion. Only those quantities can be 
compared which have the same dimensions, and an error in calculation has 
often been discovered through a want of agreement between the dimensions 
of the two sides of an equation. It is therefore very important to master the 
principles of dimensions, and to gain that confidence in their application, 
which is the result of frequent use. 

(c) Force. 

Force is defined in machanics as the product of mass and acceleration : 

Force s Mass . Acceleration. 
We have therefore 

Dimensions of force : M.L.T^ ^L.M. T-\* 

* The meohanioal idea of force differa(from the astronomioftL In its siznpleet form the law 
of gravitation is expressed by the equation 

where / is the foroe, m the mass, and r the distance. The dimensions of force in astronomical 
units are therefore M* . L-^, Dimensions of force in the two different systems cannot be equated, 
resembling in this respect the dimensions of quantity of electricity in absolute and in electro- 
static units. The difference in the dimensionsof force proves that the dimensions of a quantity 
are not based a jiriori on the nature of the quantity or, at any rate, only represent one point of 
view. 
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If/ be the force^ and M the mass in absolute units, then 

/= M.a (71). 

Hence, the absolute unit of force causes the absolute unit of mass, that is 
a cubic centimetre of water, to move with an acceleration of 1 cm«/sea' This 
force is called a dyne- 
Example: With what force does the earth attract a 1 kilogramme 
weight ? 

We have mass s 1 kilogramme = 1,000 grammes, 

acceleration = 9*81 met/sec* = 981 cms^/second.' 
Wherefore M = 1,000, a = 981, 

and / = 1,000 . 981 = 981,000 c.G,s. units or dynes. 

Thus, the kilogramme weight, which is the practical metric unit of force. 
is equal to 981,000 dynes. If we represent a weight or force of 1 kilogramme 
by kg.* we get 

1 kg.* = 981,000 dynes. 

ldyne = ggj-Q^kg.*= 102 milligrammes • (72). 

Similarly 1 pound* = 453'6 grammes* = 445,000 dynes. 



39* Dimensions and Units of Pole-streng;th» Field- 
strength, and Magnetic Flux. 

(a) Pole-strength. 

The strength of a pole, or the quantity of '* firee magnetism " on a pole, 

is measured by the force exerted by the pole under certain conditions. 

According to Coulomb's law the force exerted by one pole on another is 

given by the equation 

. mi . ms 
/ = ~7i — ' 

where mi and ttis are the strengths of the two poles and r is the distance 
between them. If we are not concerned with numerical values, we can omit 
the indices and write 

/"" ^ * 
or ni^rs/f. 

Hence, to find the dimensions of pole-strength we must take the square 
root of the dimensions of force and multiply the result by the dimensions of 
the distance r, Le. by a length. We have therefore 

Dimensions of pole-strength : L . s/LTMTT^ = X^ . if^ . T'^. 

From Coulomb's law it follows that that pole has unit strength which exerts 
a force of 1 dyne on a similar pole placed 1 cm. away fix)m it. It has been 
proposed to call this unit a Weber, but the proposal has not been generally 
adopted. 
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(6) FlKLD-STRBNGTH. 

The force exerted on a pole by a magnetic field is, according to equation 
(26) on page 45, proportional to the strength of the pole and to the strength 
of die field, or 

Hence H^^. 

m 

The student should accustom himself to reading equations, such as this, in 
words. The fieldnstrength H is the force per unit pole, or the force exerted 
on a pole of strength 1. Its dimensions are therefore obtained by diyiding 
the dhnensions of force by those of pole-strengtlL We have therefore 

Dimensions of field-strength : —jr^ — { = L^ , M^ . T"*. 

That field has unit strength which exerts a force of 1 dyne on a pole of 
strength 1. 

Example : The force on a north pole of 100 absolute units in a magnetic 
field is found to be 20 dynes. What is the strength of the field ? 

f 20 
We have jETs ^ = :^jr^ s 02 acs. units. 

m 100 

(c) Magnetic Flux. 

We have seen in Section 21 that the number of lines of force per square 
centimetre is equal to the strength of the field. The total numbera of lines, 
or the magnetic flux, is therefore obtained by multiplying field-strength by 
area: 

N ^H.A. 

The dimensions of magnetic flux can thus be found by multiplying the 
dimensions of field-strength by tliose of area. We have therefore 

Dimensions of magnetic flux : Z^.L"^. Jf*. r-» = it. jft. 2^1. 

It is rather striking that the dimensions of magnetic flux should be the same 
as those of pole-strength. This is, however, in accordance with equation (28) 
on page 47, that is, with the fact that the total magnetic flux firom a pole is 
found by multiplying the strength of the pole by 4ir : 

N ss 4irm. 

If the values of pole-strength and magnetic flux only difiTer by a constant 
factor 4ir, their dimensions must be the same. A line of force can be defined 
as the 4ivth part of the flux emanating from a unit pole. 

40. Dimensions and Units of Electromotive Force, 
Current, Quantity of Electricity, and Resistance. 

(a) EiiECTBOMonvs Fobce. 

Electromotive force can be defined as the number of lines, or the?magnetic 
flux, cut per second. We have then 

Dimensions of electromotive force : Z^ . Jfi . T^. 
T. E. 7 
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The absolute unit of electromotive force is induced when one line of foroe is 
out per second. The volt is 10^ absolute units. 

1 volt = 10® lines cut per second s= 10* c.o.8. units. 

If E be the electromotive force in volts induced in a coil of i9 turns by the 
introduction of dN lines in the time dt, we have 

or, from equation (62) on page 79, 

(J)) CUBSENT. 

The force / experienced by a conductor of length /, which carries a 
current J in a field H^ is given by the equation 

f^ H.I.I, 

wherefore / = ^^' 

The dimensions of current can therefore be found from those of foroe, 
fiddnstrength, and length, thus 

Dimensions of current : t ' t * « X» . M* . T'\ 

That current has unit strength, which experiences a force of 1 dyne 
per cm. of length in a field of unit strength. The tenth part of this unit 
has been chosen as the practical unit and called an ampere, wherefore 

1 ampere s ^ c.o.s. unit 

The number of amperes is therefore always 10 times the number of 
absolute units in the same current 

The legal definition of the ampere is based on the fact that it deposits 
1*118 mgs. of silver per second from a solution of silver nitrate. 

(c) QUANTITT OF ElECTRIGITY. 

Since the current is defined as the quantity of electricity that flows 
through any cross-section of the conductor in one second, quantity of electri- 
city must be the product of current and time. Hence, we have 

Dimensions of quantity of electricity : I^ ,M^ . T^ . T = ^. Jf^. 

An absolute unit of electricity flows in one second through any cross- 
section of a conductor carrying unit current The tenth part of Uus quantity 
is the practical unit, corresponding to the ampere, and is called a coulomb. 

1 coulomb s ^ ac.s. unit of quantity. 

If Q^ represents the quantity of electricity in coulombs, then 

Other units of quantity of electricity are as follows : 

1 microcoulomb = rgg coulomb = 10^ coulomb, 
1 ampere-hour s 3600 coulombs. 
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The dimensions of quantity of electricity in the electrostatic system are 
not the same as in the above electromagnetic system. According to Cou- 
lomb's law for electricity, the force between two charges, or quantities of 
electrioity, is given by the formula 

where mi and m% are the quantities expressed in electrostatic units. In this 
system, the unit is that quantity which exerts a force of 1 dyne on a similar 
quantity at a distance of 1 cm. This unit is very small, a coulomb being 
3 • 10^ times as large, while an absolute electromagnetic unit of quantity 
is equal to 3 . 10^ electrostatic units. The dimensions of quantity of elec- 
tricity in the electrostatic system are the same as those of pole-strength, 

since both are derived from the formula, m s ry/f. 

The units of quantity of electricity in the electrostatic and electromagnetic 
systems do not differ merely by the factor 3 . 1(H®, but also in their dimensions 
by the factor L . I^\ i.e. by the dimensions of velocity. 

The importance of this is shown by an experiment due to Bowland. If a 
ring ¥dth a static charge of 1 electrostatic unit per centimetre of periphery 

is rotated with a velocity of 3 . lO^^i?!: - 300,000^^^, the magnetic effect 

seCa sec. 

is exactly the same as if the ring were at rest, but carried a current of 
1 absolute electromagnetic unit. It is worthy of note that 300,000 kms. per 
second is the velocity of light and of the electromagnetic waves used in wire- 
less telegraphy. 

(d) Resistance. 
Itesistanoe is defined as the ratio of electromotive force- to current. 

t 

From this we have 

Dimensions of resistance : -^ — r- = -C • ^*. 

Besistance has therefore the same dimensions as velocity, and, strange 

though it may seem, the absolute unit of resistance is equal to 1 centimetre 

per second. This is the resistance through which the very small absolute 

unit of electromotive force sends the relatively large absolute unit of current 

The practical unit of resistance, the ohm, is 10' times as large as this 

absolute unit. This is the resistance through which 1 volt sends a current 

of 1 ampere. 

1 ohm s= 10' c.0.8. units of resistance. 

Legally, the ohm is the resistance of a thread of mercury 1 sq. mm. in 
cross-section and 106*3 cms. long. 

The legal volt is that pressure which produces a current of 1 ampere 
in a resistance of 1 ohm, or inversely, a volt is the potential difference between 
the ends of 1 dmi resistance when a current of 1 ampere is passed through it. 
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41. Dimensions and Units of Energy, Heat, and Power. 

(a) Ekebgt and Work. 

Mechanical work is defined as the product of force and distance. Hence 

Dimensions of work ilf.M. T"^. 

The absolute unit of work is done when a force of 1 dyne is overcome 
through a distance of 1 cm. This unit of work or energy is called a centi- 
metre-dyne or an erg. If J represents the work done» in ergs, in oyercoming 
a force of/ dynes through a distance of s centimetres, we have 

J^f.s (73). 

Example : How many eigs of work are done in lifting a kilogramme a 
height of 1 metre ? 

We have 1 kg.* = 981,000 dynes, 

1 metre » 100 cms. 
/ = 981,000, 8 = 100. 

J = f.8= 981,000 . 100 = 9-81 . 10' ergs. 

Hence, the practical unit of work in the metric system, viz. a metre-kilo- 
gramme, is equal to 9*81 . 10' ergs. Similarly the British unit, a foot-pound, 
is equal to 1*36 . 10' ergs. 

Since we saw in Section 10 that the product E.i.t represents the 
electrical work, its dimensions must be the same as those found above for 
mechanical work. By multiplying together the dimensions of electromotive 
force, current and time, we find that this is so. The absolute unit of electrical 
energy is also, of course, the erg. 

Now, a volt is 10^ G.0.8. units, and an ampere is 10~^ CQA. units, from 
which it follows that the joule, which is the product of 1 volt • 1 ampere . 1 
second must be equal to 10^ • 10~^ s 10' absolute units of eneigy, ie. 10' erga. 

1 joule = 10' ergs. 

We saw above that 

1 metre-kg. = 9*81 . 10' ergs, 
and 1 foot-pound = 1*36 . 10' ergs. 

Therefore \ 1 metre-kilog. = 9*81 joules, 

and 1 foot-pound = 1*36 joules. 

(6) Hkat. 

Since heat is a form of energy its dimensions are necessarily the same 
as those of energy. Seeing, however, that the scale of the thermometer haa 
been chosen quite arbitrarily, it is but natural that a numerical coefficient 
has to be introduced into the expression of Joule's law, whereas, by a suitable 
choice of units, such coefficients have been eliminated from the laws of Ohm, 
Coulomb, and Laplace. In choosing as the unit of heat the quantity of 
heat necessary to raise the temperature of 1 gramme of water through I'' C, 
we are taking a step quite outside the absolute system of units. This unit 
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of heat is called the gramme-calorie. Its relation to the unit of mechanical 
work is what is known as the mechanical equivalent of heat, and was first 
determined by Joule. 

1 gramme-calorie = 0-427 metr«-kilog. 
Similarly, 1 British thermal unit (F) = 778 foot-pounds. 

Since 1 metre-kilog. = 9-81 joules, we have 

1 gramme-calorie = 0*427 . 9*81 = q:^ joules, 

or 1 joule = 0'24 gramme-calories. 

This is only another way of expressing Joule's law, according to which 
the quantity of heat in gramme-calories is given by the equation : 

©k= 0-24jF.t.t 

(c) Power. 

Power is the rate of doing work, i.e. the work done in a given time. 

_ work 

Power = —I — . 
time 

We have therefore / 

Dimiensions of power : L^.M. T^. 

The absolute unit of power is 1 erg per second. This is an exceedingly 
small power, and a practical unit 10'' times as large is used; it is called 

a watt. 

1 watt =a 10^ ergs per second = 1 joule per second. 

Since the electrical work in joules is equal to the product E.i.t, the 
electrical power in joules per second, or in watts, must be equal to JF. t. If 
P represents the power in watts, we have 

P^E.i. 

Example : How many watts are equivalent to one horse-power ? 

We know that 

► 1 horse-power = 560 foot-pounds per sec., 
and 1 foot-poimd per second = 1*36 joules per second ; 

therefore 1 horse-power = 550 . 1'36 = 746 watts. 

42. Dimensions and Units of the Coefficient of Self- 
induction and of Capacity. 

(a) The Cokfficibnt of Self-Induction. 

In Section 35 we saw that the coefficient of self-induction in absolute 
units was equal to 

I 
As Afir, S, and fi are mere numbers, we have 

Dimensions of coefficient of self-induction : -^ = Z. 
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Hence, the dimension is simply a length, and the nnit is a centimetre. If^ 
however, in calculating the self-induction, the pressure be expressed in volts 

and the current in amperes, we get from equation (67), on page 86, 

^^ 1 -^^ •rf^="^-5i' 

where Z = ^'^^'^'^ .IQ-^ (74). 

This gives the coefficient of self-induction in practical units or henries. 
Since the number of henries is 10' times as small as the number ezpressiog 
the same self-induction in absolute units, the henry must be lO' times as 
Ikrge as the absolute unit. 

1 henry =s 10^ G.G.S. units s 10* cms. 

Now, lO' cms. or 10,000 kilometres is the length of a quadrant of the 

earth. For this reason the practical unit of self-induction was formerly 

called a quadrant. According to equation (74) that coil has a self-inducti<m 

4ir S* jK ^ 
of 1 henry for which the value of — - — p^— — . 10"* is equal to 1, or in which 

an electromotive force of ^1 volt is induced when the current increases steadily 
at the rate of 1 ampere per second. 

(6) Capacity. 

A condenser consists of two metal plates very near together, but y^ 
separated by a thin sheet of insulating material known as the dielectric 
When the two plates are connected up to the terminals of any source of 
electricity, the condenser becomes charged by positive electricity flowing into 
one plate and negative into the other. This flow of electricity continiias 
until the back pressure of the condenser exactly balances the terminal 
pressure of the supply. The quantity of electricity passing into, say, the 
positive plate of the condenser is greater, the greater the pressure applied, 
and also the greater the capacity of the condenser. This capacity is pro- 
portional to the area of the plates and inversely proportional to the distance 
between them. It is also dependent on the nature of the dielectric. 

We have therefore 

Quantity of electricity = pressure • capacity. 

The dimensions of capacity are therefore obtained by dividing the 
dimensions of quantity of electricity by those of electrical pressure or kjlf. 

Dimensions of capacity : — '-r — ^-r — = i"* . T*. 

A condenser has unit capacity when a pressure of 1 absolute unit charges 
it with an absolute unit of quantity, or when unit quantity of electricity 
charges it to a pressure of 1 absolute unit. We have seen that the 
absolute unit of pressure is exceedingly small, viz. a hundred-millionth part 
of a volt, while the absolute unit of quantity of electricity is very large, viz. 
10 coulombs. A condenser with a capacity of one absolute unit would 
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therefore have enormous dimensions, in order that such a small pressure might 
produce such a large charge. For this reason the absolute unit of capacity 
is not used in practice, but is replaced by a practical unit called a fGuratd. 
This is the capacity of a condenser which is charged ¥dth 1 coulomb by 
a pressure of 1 volt, or, in which a charge of 1 coulomb causes a back-pressure 
of 1 volt. If the capacity in farads be represented by Ky and the quantity 
of electricity in coulombs by Q^, then 

Qe = K.JE coulombs, 

or jr= ^farads (75). 

The relation between the farad and the absolute unit of capacity can be 

found as follows : 

- - , 1 coulomb 10"* c.G.s. unit - ^_o 

1 farad = — ^ — rr— = ,^ ^^^ r— = 10^ CG.s. umt. 

1 volt 10^ c.0.8. umts 

The farad is thus the thousand-millionth part of the absolute unit. 
Even the farad is too large a unit for ordinary practice, and a microfarad, 
i.e. a millionth of a farad, is used 

1 microfarad « j^ farad = 10-« farad = 10-*» 0.0.8. unit. 
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43. Bipolar Ring-winding/ 

The principles of electromagnetic induction, and especially the induction 
of electromotive force by the movement of a conductor in a magnetic field, 
were first established by Faraday and published in 1831 and 1832 in his 
celebrated Experimental Beaeardies. The first machines which were made 
consisted of a coil of insulated copper wire wound in two diametrically 
opposite slots in an iron cylinder. The ends of the wire were connected to 
two insulated slip-rings carried on the armature spindle. For the sake of 





Fig. 89. 

clearness, these rings are shown one over the other in Fig. 88, instead of side 
by sida Two fixed brushes are held by springs against the slip-rings and 
TnaintAJn the connection between the coil and the external circuit 

On rotating the iron cylinder or armature between the poles of a magnet, 
the wires in the slots cut through the lines of force and induce electromotive 
force. In Fig. 88 the bunch of wires constituting a coil-side is shown under 
the middle of the pole. With a clockwise direction of rotation, an application 



* For a fnller discossion of armature windings see B. Arnold's " Armature Windings." 
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of either the swimming or the right-hand rule shows the induced electro- 
motive force in the wires under the north pole to be directed away from the 
observer. Since the electromotive force in the wires under the south pole is, 
at the same moment, directed towards the observer, the electromotive forces 
in the two sides of the coil can be added together. In a similar manner, the 
electromotive forces induced in each individual turn of the coil are added 
together. If the brushes are joined by means of an external resistance, 
a current flows in the direction indicated in the figure. This current leaves 
the machine and enters the external circuit by the outer slip-ring and brush, 
which is therefore marked positive. After flowing through the external 
circuit, the current re-enters the machine through the inner brush and slip- 
ring, which can therefore be called the negative terminal. 

The lines of force leaving the north pole cross the gap normally or radially 
into the iron of the armature and the strength of the field H is practically 
constant over the whole gap. So long as the side of the coil moves under 
the pole, the electromotive force induced in it can be found from equation (62) 
on page 79 : 

ir = JT. Z . t; . 10-8 volts. 

I here represents the total length of wire under both poles, in centimetres, 
while V is the peripheral speed in cms. per second. The wire not actually 
under the poles, such as the end connections of the coil, is inactive and must 
not be included in I. 

As soon as the coil-side / leaves the pole-tip B, the electromotive force 
drops rapidly to zero and remains there as long as the coil-side moves between 
the pole-tips B and C. Directly it passes, however, tmder the south pole at 
C (Fig. 89) an electromotive force is induced in it towards the observer, and 
the direction of the current is reversed. Since the polarity of the brushes, 
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Fig. 90. 

and the direction of the current in the external circuit are also reversed at 
the same time, the machine gives an alternating current. The changes in 
the current can best be represented by plotting the circumference ABCD as 
abscissae and the electromotive forces induced when the coil-side is at these 
various points, as ordinates (Fig. 90). The current at any moment can be 
found by dividing the electromotive force at that moment by the total 
resistance of the circuit. It is evident that the machine gives current which 



106 



Electrical Engineering 



not only reverses its direction, but which is also intermittent, that is, it 
ceases altogether for certain intervaLs. 

The transition from the above machine to the modem dynamo is shown 
in Fig. 91, where the ends of the coil are connected to the two insulated 





halves of a single slip-ring. In Fig. 91 the direction of the current in the 
wires is such that the right-hand brush is positive, the current leaving the 
machine by this brush. It remains positive, however, when the coil-side / 
has passed from the north to the south pole, and the current in the coil has 
been reversed (Fig. 92). To obtain this r^u^t the brushes must be placed in 
the neutral zone, that is, they must touch the commutator at the extremities 
of a diameter perpendicular to the magnetic field. We have assumed that 
the insulation, which divides the slip-ring into two parts, is in the plane 
of the coil. On passing through the neutral zone, the direction of the current 
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Fig. 93. 

in the coil is reversed, as before, but its connections with the brushes and, 
therefore, with the terminals of the external circuit are reversed at the same 
time. The current in the external circuit flows now in one direction only, and 
instead of an alternating current we have an intermittent direct current 
(Kg. 93). 

In order that the external current may remain constant in magnitude as 
well as direction, the slip-ring must be divided into a greater number of 
parts, becoming thus transformed into the ordinary commutator with many 
segments. This arrangement was invented by Pacinotti in 1860, but 
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little nsed until taken up by Gramme. The Gramme ring armature consists 

of a hollow iron cyclinder, through which a continuous spiral of insulated 

copper wire is wound. We must not imagine 

that the axial length of the armature is small, 

for it is quite considerable, and the armature 

is far more a hollow cylinder than a ring. In 

Fig. 94 the winding consists of 8 coils each of 

2 turns. In an actual machine, however, the 

number of coils is much greater, the whole 

ring being closely covered with winding. 

Every spiral must be wound in the same 

direction. 

The collector or commutator is mounted 
on the armature spindle. This is divided by 
planes passing through the axis into as many 
insulated copper s^^ments as there are coils 
on the armature. As in Figs. 91 and 92, the 
insulation between the segments is shown 
opposite the coils. 

The coils are now joined and a tap taken from each connecting wire down 
to a commutator segment (Fig. 95). The figure, thus obtained, is very 
simple and brings out clearly the continuous endless spiral. In actual 
practice, however, the number of soldered T-joints in the armature winding 




Fig. 94. 





would be disadvantageous, and it is preferable to bring the end of each coil 
down to the commutator s^^ment and to connect it there to the b^[inning 
of the next coiL The commutator segment itself constitutes, then, the con- 
nection between two adjacent coils. 

If the ring is rotated between the poles of a powerful electromagnet, the 
wires on the periphery of the armature cut through the lines of force. 
Electromotive forces are induced in them, the direction of which can be 
found by either of the rules already given. Since the lines of force pass 
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from the north to the south pole through the iron of the armature, and 
leave the internal air space almost free from magnetic field, only thoee wires 
cut through the lines of force which are situated on the external periphery 
of the ring. For a clockwise rotation the induced electromotive force at A 
in Fig. 95 is found to be away from the observer. Instead of indicating die 
direction of S.M.F. or current by means of dots and crosses we can put corre- 
sponding arrows on the end connections. We see, therefore, that, for clook- 
wise rotation, the current in the end connections fletcing the observer 
flows away from the south pole towards the north pole. 

This current can only flow, however, if suitable arrangements are made 
whereby it can leave the armature and flow through the external circuit. 
We see from the arrows in Fig. 95 that in both the upper and lower halves 
of the armature the electromotive forces act towards the point B, It is as if 
two equal forces opposed each other at B and mutually neutralised each 
other. If, however, brushes be placed on the commutator at B and (7, and 
connected through an external resistance, current will leave the machine 
at B^ flow through the external circuit, and enter the machine again at (7, 
where it will divide between the two parallel halves of the armature winding 
and flow back to B. Bis therefore the positive and C the n^ative brush. 
The brushes lie, as before, on a diameter at right angles to the magnetic 
field, that is, they are in the neutral zone. As before, we assume here that 
the insulation between two commutator segments is opposite the correspond- 
ing armature coU. 

As in the previous example, the electromotive force of the machine can 
be found from the equation 

J?=ir./.t;.10-« volts. 

Since the electromotive forces in the two halves of the armature cannot 
be added, but are in parallel, I must represent the length of active conductor 
under one pole. If the number of conductors on the periphery is very laige, 
the number under one pole will be constant and the electromotive force will 
be practically constant. The advantages possessed by the Gramme machine 
with its commutator of many segments, compared with the earlier machines, 
is self-evident. 

The electro-motive force is not decreased when, in consequence of the 
rotation, the brush makes contact simultaneously with two adjacent seg- 
ments (Fig. 96). At such a time the two coils Ijring in the neutral zone 
are cut out of the circuit since each one is short-circuited by a brush. The 
current flows, for example, directly from the points D and E in Fig. 96 to 
the positive brush. The electromotive force is not decreased, since the short- 
circuited coils are cutting absolutely no lines of force, assuming that the 
brushes are in their theoretically correct position. If the number of coils 
or commutator segments is very large, the change of armature, resistance 
produced by short-circuiting a coil at the brush is quite n^ligible. 

If 2) = diameter of armature in centimetres, 

L = axial length 
/3 = angle subtended by pole, 
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N s total flux leaving one north pole, 
z ss total number of wires on external periphery, 
n s revolutions per minute, 

2.3 

The number of conductors under one pole is $i^. 

The length I of active wire under one pole is therefore 

l^^ T 
" 360" ' * 

Substituting these values for v and 2 in the equation for E, we get the 
electromotive force of the machine 

jF-iT.^-^^^.D.ir.^. 10-8 volts. 

In this equation '^ *P is the length of the polar arc, and — '?^^ . L 

is therefore the area of a pole, which, when multiplied by the flux-density IT, 
must give the flux N leaving one north pole. Introducing the term N in 
the above equation, we have 

JF = ^'.^.«. 10-8 volts ^76). 

If, for example, iV = 3 . 10«, n = 1,100 and « = 200, then 

^=3.10«.i^l0^.10- = 110volts. 

To find the armature resistance we must remember that the two halves 
of the winding are in parallel If 

I s total length of wire on armature in metres, 
and A = cross-section of wire in square millimetres, 

then the resistance of each half of the winding is p . -4 . The resistance of 

the two halves in parallel wiU be a half of this, viz. 

^-=^'=li (77). 

The specific resistance p of warm copper can be taken approximately 
as 0*02. 

44. Bipolar Drum-winding. 

The ring armature, already described, possesses the advantage of a simple 
winding, in which a single coil can be repaired without unwinding the whole 
armature. Since, moreover, the pressure between two adjacent wires is only 
a small fraction of the terminal pressure of the machine, the insulation can 
be easily and efficiently provided for. On the other hand, the ring armature 
has the disadvantage of requiring a large amount of inactive winding. The 
armature resistance and the weight of wire required are therefore both 
relatively large. 
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We have now to examine the dram armatuie of He&eivAltenecky which 
is an improvement on the ring armature so feur as the proportion of active 
armatm:e wire is concerned. Here, however, two wires having a laige 
difference of potential may be very close together. In the dram*winding, 
after a wire has passed along the external cylindrical surface under a north 
pole, it passes right across the end surface to a point diametrically opposite, 
where it then passes along the armature under the south pole. The two 
diametrically opposite wires constitute the sides of an armature coiL The 
end of the first coil is connected to the b^;inning of the next coil, care being 
taken that the winding is distributed uniformly over the whole periphery. 

To ensure this we divide the armature periphery into a suitable number 
of parts (in Fig. 97 we have taken 8), and number the points successively 
1, 2, 3, etc. These are the starting points of the armature coils. To wi pd 
the first coil we start at 1, pass down the armature, that israway from tbe 
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observer, and should then pass across the back t(Ka point diametrically 
opposite. This point is, however, akeady taken up by the beginning of 
coil 5, and we therefore take the back end-connection of coil 1, as shown 
by the dotted line, to a point 1' lying near point 5. The wire is then 
brought up to the front along the surface of the armature at l^ The wires 
1 — V together with their end-connections constitute one turn of the first 
coil. From 1' we pass across the front, back to 1, and wind another turn 
1 — 1', repeating this until the first coil is completely wound. For the sake 
of simplicity the coils in Fig. 97 consist of a single turn. There is, however, 
no reason why each turn in the figure should not represent a coil of many 
turns. 

After completely winding the first coil, we pass across the front to the 
beginning of the second coil at the point 2. After passing down the arma- 
ture at point 2 we should cross the back end to point 6, but as this is 
already occupied we go to the neighbouring point 2^, as shown by the dotted 
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line. The coil 2 — 2^ is then wonnd in exactly the same way as coil 1 — 1', and 
when it is finished we pass to coil 3, and so on round the whole annature. 
The winding can be represented in tabular form in the following manner : 

1—1' 5—5' 

2— 2^ 6—6' 

3—3' 7—7' 

/ . / . 

4—4' 8—8' 

The horizontal lines represent connections at the back of the armature* 
such as 1 — I'y while the slanting lines represent connections at the fix>nt or 
commutator end, such as 1' — 2. 

When completely wound in this way there will be sixteen wires or coil- 
sides on the periphery, dividing it into sixteen equal parts, of which each 
coil spans 7. In winding coil 1, for example, we started at the point 1 and 
stepped forward over 7 divisions to the point 1'. The forward step, which 
we shall call y\^ is therefore equal to 7, or 

yx = 7. 

From 1' we step back over 5 divisions to the point 2, whence the back- 
ward step y% is equal to 5, or 

y%- 5. 

If the sixteen wires had been consecutively numbered from 1 to 16 as in 
Fig. 99, the steps yx and y% would still have been 7 and 5, and starting from 
1, the first coil would have gone to 1 + 7 = 8 and have stepped back to 
8 — 5 ss 8. The winding table for Fig. 99 would be as follows : 

6 14 

1—8 9—16 

3—10 11—2 

/ / 

5—12 13—4 

7—14 15—6 

If the coils have many turns the end-connections of the coil last wound 
will lie over the end-connections of the coils already wound, and the re- 
sistances of the various coils will be unequal This can be avoided by 
winding a half of the first coil, a half of the second and a half of the third, 
then all the fourth coil, and finally the remaining halves of the third, second, 
and first coils. In modem armatures, however, the coils are usually all alike, 
being wound on formers in such a way that they can be slipped one over the 
other. 

After completing the last coil, its end must be connected to the beginning 
of the first coil, thus completely closing the winding, as shown in Fig. 98 and 
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the following figures. We have then to connect the wires joining sucoeesiTe 
coils to the commutator s^;ments. It is simplest to draw the insiilati<Hi 
between the s^^ments opposite to the comers of the regular octagon formed 
by the front end-connections. Each front end-connection is then joined to 
the nearest segment. 

It is interesting to notice that the drum-winding is identically the same 
in principle as the ring-winding. The end of each coil is oonnected to the 
beginning of the next or adjacent ooiL In the drum-winding, however, spaoe 
is left between the beginnings of successive coils for the ends of other coils. 
The 'agreement becomes plainer when we notice that, except for the n^ligibly 
small lack of symmetry, the coil-sides 1\ 2', etc., in Fig. 98 are exactly equiva- 
lent to the coil-sides 1, 2, 3, etc. They have the same position relatively to the 
poles and have the same electromotive force induced in them at any moment. 
In considering the drum-winding we could therefore neglect the coil-sides 
\\ 2^, 3^ etc., and in their place imagine the number of wires in the coQ- 
sides 1, 2, 3, eta, to be doubled. In this way we obtain a number of coil-sides 
around the periphery of the armature, connected successively in series, as in 
the ring armature. 

In order to trace out the path of the current in the drum-winding we 
will consider in the first place the position of the armature shown in Fig. 99. 





Fig. 99. 

We saw in the previous section that for dockwise rotation of the armature 
the current in the front end-connections flows from the south pole towards 
the north. If arrows are drawn in accordance with this rule, as in the figure, 
it is evident that the electromotive forces in the turns of any coil, and also 
in the various coils, act, in general, in the same direction and can be added. 
In the end-connection 5 — 10, however, the two forces oppose each other, and 
a brush must therefore be placed on the corresponding segment. When the 
external circuit is closed, current will leave the machine by this brush, which 
must therefore be marked -(-. Similarly, the negative brush must be placed 
on the s^ment connected to the end-connection 2 — 13. 
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The current enters the machine at the n^ative brash, divides and flows 
throngh two paralld paths to the positive bnish. At the moment repre- 
seitted in Fig. 99 Uie paths of the current through the armature oan be shown 
in the foUowiog manner : 

j 2 11 16 9 14 7 12 5 I 
I 13 4 15 6 18 3 10 I ■•" 
We will now consider the case when each brush touches two s^ments 
simultaneously (Fig. 100). At this moment the coils 2 — 11 and 3 — 10 are 
short-circiuted by the u^ative and positive bmshes respectively, and are 
thereby cut out of the circuit. No arrows are drawn, therefore, to indicate 
the current in the end-oonnectionB of the wires 2, 11, 3 and 10. The paths 
of the current through the armature are as follows : 
I 16 9 14 7 12 5 1 
~ I 13 4 15 6 1 8 I "*" 
As before, we see that the short-ciicnited coils lie in the neutral zone, if 
the brushes are in their correct position. 
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Fig. 101. 

Hie path of the current is clearly shown by developing or unwinding the 

periphery of the armature, and s^oeading it out flat, as is done in Fig. 101 

for Uie moment represented in Fig. 99 when each brash touches one s^ment 

only. We must imagine the winding to move in the direction of the upper 

T. I. 8 
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aiTOw in front of the stationary poles N and 8, while the oommntator slides 
along the fixed brushes. A sixteenth of a second later each brush will Umeh 
two segments and short-oirouit two coils lying in the neutral sone. 

In modem armatures the ends of the coils are not taken aoroas the ends 
of the armature as shown in Figs. 99 and 100, but are arranged on a cylindxi- 
cal prolongation of the armature surface. Agood idea of the arrangement is 
obtained by imagining Fig. 101 to be wrapped round the cylindrical armature 
surface. 

The electromotive force of a drum armature is naturally the same as that 
of a ring armature with the same number of external wires. We see the 
advantage of introducing the number of external wires, instead of the 
number of turns or coils, into the formula for the electromotive force. We 
have then for the bipolar drum armature 

jF = JV.^.2.10-«volts. 

The formula for the armature resistance ia also exactly the same as for 
the ring armature. 
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4S Multiple-circuit Ring-winding. 

We have previously mentioned that the electromotive force is a funda- 
1 mental characteristic of the ordinary machine, depending on its constructi<m 

and the speed of rotation. The current, on the other hand, is dependent on 
the external resistance, which is entirely in the hands of the consumers. A 
limit is set to the current, however, by the amount of heat allowable in the 
armature without endangering the insulation. Machines for large currents 
must therefore have a low armature resistance and a suf&ciently large cooling 
surface. This leads to conductors of large cross-section, and copper strips or 
bars are used instead of round wire. 

The losses due to eddy currents in massive copper bars would be veiy 
considerable. Moreover, in machines of large size t^e bipolar magnets would 
be very clumsy and unfiftvourable to ventilation. Finally, if the current in 
each armature coil is too large, the short-circuiting of the coils at the brushes 
leads to sparking. Large machines are therefore made multipolar and the 
armature winding has as many parallel paths as there are poles. The 
simplest form of such a winding is the continuous spiral ring-winding. It is 
exactly the same as for the bipolar machina The magnet system is arranged 
so that the poles are alternately north and south. If the armature is turned 
in the clockwise direction, we know that the current in the firont end-connec- 
tions flows towards the north poles and away from the south poles. We see 
that the current flows from both sides towards the points A and £, and from 
here, by means of the commutator, to the positive brushes. Both positive 
brudies are connected together and to the positive terminal of the external 
circuit. In the same way the two negative brushes are connected together 
and to the negative terminal of the external circuit. 
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The armature winding is thus divided into four parallel paths, so that if 

/ =: total length of wire on armatore in metres, 
p s number of pairs of poles, and 
A s= cross-section of wire in sq. mm., 

the resistance of one path between two brashes of opposite sign will be 
f^' J * Since there are 2p snch paths in parallel the resistance of the 
whole armatore will be 2p times as small, that is. 



Jta=A 



.1 



.(78). 



4^. A 

This multiple-circmt or parallel winding has, thns, the advantage of 
giving a very small armature resistance. Since the external current divides 
in 2p parts, the current in each coil is relatively small, viz. ia/2p. Let us 
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Pig. 102. 

consider, as an example, a 4-pole machine for 110 volts and 100 amperes 
armature current. If the total length of wire on the armature is 200 metres 
and its cross-section 10 sq. mms. we have, since p^2y 

-, p. I 002.200 ^^^- , 
^ = #:b[= 474710- = <^<^25 ohm. 

The heating or so-called copper loss is therefore 

ia^Ba = 100« . 0025 = 250 watts. 

This is about 2*6 per cent of the output of the dynamo. The pressure 
drop in the armature is 

wB; « 100 . 0*025 a 2*5 volts, 

and the current density in the armature winding 

ia 100 ^. 

^ s= Z~To ^ Mnpfl» per 8<1« DttUL 
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To calculate the electxomotiTe toma of annAtarea witli parallel winding 
ve observe Chat the number of lines of force cut by a conductor in one 
revolntiott is p timee as great as in a bipolar madtiiae haTing the same 
Dumber of lines per pole. On the other baud, the nnmber of vires connected 
in series is p times as small as in a bipolar machine with the same total 
number of wires. The electromotive force of a multipolar dynamo wi^ 
parallel winding and N lines leaving each oortb pole is therefore 

J-JV.^.2.10-»volts 
oO 

ss in the bipolar machine. 

With regard to the number of brushes we see that there is a brash in 

each neutral zone, which gives a total of 2p brushes. Hub nnmber can be 

reduced to 2 by interconnecting all segments separafiod by an angle of 

— d^rees. These connections can easily be placed ^T* the end of the 

commutator towards the annatnie. They are shownB Fig. 103 for the 
commutator of a six-pole parallel wound machine (ja = ^V,In this case every 
three segments separated by ^§^ = 120° are coonected ragetber, the connec- 
tion thus made replacing that which would otherwise be made between the 




Fig. 103. Fig. 104. 



three brashes of like sign. If the oonnecting strips are cut from sheet ct^per 
and bent, so that the parts shown by heavy lines lie in a different plane to 
those shown by light ones, contact between the varions stripe is easily 
avoided. 

In this way we have not only ooonected the three s^ments on which the 
brushes would lie at any moment, but also all the other segments in gronps 
of thre& Since, however, all interconnected points have always the same 
potential, their connection will have no effisct on the distribution of current 
in the armature, and no current will flow through any connection except 
those of the segments under the brushes at the given moment. This is. 
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perhaps, more evident from Fig. 104, in which the eqnipoteatial connectioDS 
we nutde on the vires leading from the armatmre to the commutator a^- 
mente. These connectLons were first introduced by Mordej. 

A reduction in the number of broshea is, of course, only permissible when 
the current density under the brusbes is smalL Eqnipotential conneotdons 
are used to a large extent in modem dynamos, not for the purpose of reducing 
the number of brushes, but for equalising the distribution of current in the 
armature, and between the vaiions brushes, so as- to prevent sparking at the 
commutator due to any one brush b^ng heavily overloaded. It is for this 
reason that they ca« generally known aa equalising connections. 

46. Multiple-circuit Drum-winding. (Lap-winding.) 

In a multipokr lap-winding, the wire, after passing under a north pole, 
returns under the adjacent soath pole, passes across the end to the point 
from which it started and repeats the process until the first coil is completely 
wound. The wire then passes to a point very near the starting point of Uie 
first coil, and the second coil is wound in exactly the same way, its position 
being but slightly displaced from that of the first coiL If the return wires 
under the south pole be neglected the similarity, in principle, of the lap- and 
ring-winding can be seen, and it is evident that, like the ring-winding, the 
lap-winding must lead to maltiple-cirooit or parallel connection. We shall 
first consider : 

(a) Lap-windikg with Long Coils. 

In this winding each coil spans, at least, the pole pitch. Assume, for 
example, that there are 4 poles and 8 armature coils. As shown in Fig. 106 
the periphery is divided into 8 parts and the points at which the 8 coil>sides 




Fig. 105. 



F!g.l06. 



will commence are numbered 1, 2, 3, etc. A wire is passed from front to 
back at 1, bent round, and brought up from back to front at a corresponding 
point under the south pole. As this point 3 is already taken for the 
b^inning of the third coil, the return side of the first coil must come up at a 
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point near it such as 1'. When the coil 1 — 1' is completely wound we 

across the front from tiie end 1' to the beginning of the second coil afe 2. 

Proceeding in this way the successive coils are all in series, and finally dw 

end of the eighth coil is joined up to the beginning of the first. The wizoa 

joining successive coils, such as 1' — 2, are connected to the commutator 

segments. Since there are 8 coils, there are 8 segments. 

The step from 1 to 1' is equal to 5, while that from 1' back to 2 is equal 

to 3. If, as before, yi represents the forward step and y^ the backward step^ 

then 

yi a 5 and y^ = 3. 

In general, if there are 2p poles, the forward step should theoretically be 
equal to the 2pth part of the periphery, but practically 1 division greater or 
less than this. Hence, if there are S divisions or coil-sides on the periphery, 
for a lap-winding with long coils we have 

jS^must evidently be divisible by 2p in order that yi and yt may be whole 
numbers, and, in addition to this, yi and y% must be odd numbers. The 
necessity for this last condition is evident if we number the coil-sides suooea- 
sively firom 1 to 16 as shown in Fig. 106 and write down the corresponding 
windinfl: table, thus : 

4 12 

1—6 9—14 

/ / 

3— « 11—16 

/ / 

6—10 13—2 

y / 

7—12 15—4 

Had the step been even, commencing at 1, we should have arrived at 
uneven numbers only, and the winding would have closed without using the 
evenly numbered coil-sides. 

As before, it is easily seen that for clockwise rotation the currents in the 
front end-connections flow towards the north poles and away from the sooth 
poles. The path of the currant in Fig. 106 can be ropresented as follows : 

7 12 9 14 

10 5 8 3 

2 13 16 11 

15 4 1 6 

Figures 105 and 106 ropresent smooth armatures or toothed armatureB 
with a sin^e coil-side per slot. Smooth armatures are now little used, sinoe 
the number of wires which can be placed on the perij^eiy ii very limited. 
In addition to this, it is much cheaper to wind the coils on formers and laj 
them in the slots than to wind the smooth-cored armatures. Another 
advantsge is the reduction of loss due to eddy currents as pointed out ia 
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Section 36. Modem maohinee have therefore, alinost exclusively, toothed 
armatoies and several coil-sides in each slot. There is no reason, however, 
why Eig. 106 and the winding-step which we have given iot it should not 
represent such an armalnre. We have merely to imagine the coil-side 2 
placed below ooilndde 1 instead of beside it, and in finding the step to count 
both upper and lower cQilnddes in each slot. 

It is simpler, however, to count the step by the number of slots and not 
by the number of coil-sides. We assume, as is practically always the case, 
that, of the two sides 1 and 1' of a coil, one occupies the top of a slot and 




the other the bottom of another slot (Fig. 107). With the winding arranged 
in two layers, the step with respect to coil-sides is therefore necessarily odd. 
We see tiien that for toothed armatures we need not calculate the step at all 
but need only make the coils equal to the pole pitch in width. After 
finishing coil 1 — 1' we go back to slot 2, to the coil occupying the same 
position in this slot as the previous coil occupied in slot 1. l%is is shown in 
Fig. 107 for a 4-poIe machine with 12 slots. Comparison with Fig. 106 will 
show that both are the same in principle and in the method ci numbering. Fot 
he sake of clearness the back end-connections are drawn outside tiie armature. 
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(b) Shobt-ohobd Lap-wihding. 

The width of the annatare ooils need not be so great as the pole pitch. 

By making them considerably narrower we obtain the short-chord winding of 

Swinburne. For a smooth armature the winding-step with respect to the 

consecutively numbered coil-sides can be found at once firom tbe following 

formulae: 

s — 6.^ « — J- 

y% - -SIT- - li 



yi = 



+ 1, 



2p ' ' ^' 2p 

where h is any even number giving odd whole numbers for yi and y% The 
larger we choose b the narrower are the coils. If, for example, s « 22, j9 = 2> 
and &K 6, we get the winding shown in Fig. 108, for which we have 

yi=5, yt=3. 




Fig. 108. 

The position of the brushes can be determined by putting arrows on the 
front end-connections to indicate the direction of the current. We see that 
current flows from the wires 11 and 14 towards the right-hand commutator 
segment^ and we therefore place the positive brush on this segment and 
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airange the other brushes every -^ degrees. The left-hand brush short- 

drcuits the ooil 21— 4, which lies in the neutral zone. The path of the 
current through the armature is a follows : 

5 10 7 12 9 

8 3 6 1 

20 15 18 13 16 

17 22 19 2 

In this case, only one coil is short-circuited at the same time. This is 
always so if the number of segments is not divisible by the pairs of poles. 



\^- 




(Generally speaking, this would be an advantage from the point of view of 
sparkless commutation, but a disadvantage if the number of coils in the 
different armature branches is thereby made to di£fl8r considerably. The 
number of segments should preferably be divisible by the number of pairs of 
poles ; if still indivisible by the number of poles, all the positive brushes will 
short-circuit coils at the same time, and aU the negative brushes at another 
time. ' 

The advantage of the short-chord winding lies in the fact that a4jaoent 
wires in the neutral zone carry currents in opposite directions and thus have 
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no demagnetising effect (see Section 54). This is seen very clearly in the 
slot-winding shown in Fig. 109, which also shows the simplicity of this type 
of winding. No calcolation <^ the winding-step is required, and it ia oolj 
necessary to stipulate that, of the two aides of a coil, one shall ooci:q^ the 
upper and the other the lower position in a slot. For a total number of slots 
^s20 and 4 poles, we have a slot-step of 5 forwards and 4 backwards. If, 
however, we choose a short-chord winding with slot-steps of Fi«3 and 
Y%^2, we obtain the winding shown in Fig. 109. The wires in the neutnl 
zone are seen to carry currents in opposite directions. The shortening of the 
coils is here, however, carried too far and would cause a decrease in the 
electromotive force. 

47. Two-circuit Ring-winding. 

In multipolar machines with two-circuit or series winding the current 
passes through the armature by two parallel paths as in bipolar mar.hinew. 
If N represents, as before, the magnetic flux leaving one north pole, the 
induced electromotive force for the same number of wires s and the same 
speed n will be p times as great as that of a two-pole machine* We have 
thus for two-circuit winding, 

E^p.N.^.z.lQ^. 

It is convenient to have, if possible, the same formula for the electromotive 
force for both series and parallel windings. If now we let a represent the 
number of pairs of parallel paths through the armature, we have in both 
cases, 

E^^.N. ~A.«.10-« (79). 

a 60 ^ ' 

The resistance of a series-wound multipolar armature is, of course, the 
same as if it were bipolar, viz. 

^ = 4J' 

where / is the total length of wire in metres, and j1 is its cross-section in 
sq. mms. It is easy to see from the formulae for electromotive force and 
resistance that the series winding is specially suitable for machines with a 
high pressure and smaU current. 

The principle of the series ling-winding is as follows : A coil under a 
north pole is connected in series with the coil similarly situated under die 
next north pole and this again with the similar coil under the next north pole, 
and so on. After making p steps, we have been onoe round the armature and 
must come to a coil next to that firom which we started. Thus, if there are 
$ coils on the armature and each step is equal to y, we have, 

py=«±l, 

s±l 
or ^ = -7-- 

In order that the winding may dose on itself after the whole armature 
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is wound* y and s most have no oommon fietctor. The nomber of ooils $ must 
always be odd. 

In the bipolar wiuding each ooil was connected to its neighbour. This is 
also true for the multipdlar winding, except that the corresponding coils 
under the other similar poles are connected between them. The consider- 
ation of the multipolar winding can thus be referred to that of the bipolar 
winding^. In every complete circuit round the armature the winding creeps 
forward or backward by one coiL Hence, there are|> coils connected between 
two a<]yacent commutator segments. If, for example, ji » 2 and b => 13, then 
y must be 7 or 6. In Fig. 110, we have chosen y » 6. Commencing at any 




segment, the beginning of a coil passes across the front of the armature, 
while the end of the coil is brought up to the front through the interior 
of the ring and connected, at the commutator segment, to the beginning <^ 
the corresponding coU nnder the next similar pole. The winding can be 
tabulated as follows : 

1—7 11—4 

/ / 

18—6 10—3 

/ / 

12—5 9—2 

/ / 

11 8—1 
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We now draw the anows on the front end-connections in the iiaiial 
manner, omitting those on coils 1 and 4 in which no electromotiye force Is 
indnced. There can be no doubt as to the direction of the corrent in the 
other coils, even coil 7 being safely considered as under a south pole. 

The direction of the current in coil 11 shows that the negative brash 

must be placed on segment I, while from coil 8 we see that the positive 

brush must be on segment II. The brushes are thus not diam^rically 

360 
opposite, but subtend an angle of 90"^ or -x- degrees. The direction of the 

current in coils 1 and 4 can now be seen, and the patli of the current throng 
the armature may be represented as follows : 

11 5 12 6 13 7 1 
4 10 3 9 2 8 

The small want of symmetry in the two halves of the armature is of no 
practical importance. 

It is easily seen that the brushes might have been placed on segments 

diametrically opposite to those on which we have placed thenu The current 

in the coils 1 and 4, which lie in the neutral zone, would thereby have been 

reversed. In general, there are p possible positions for each bru^ separated 

360 
by an angle of — degrees. We can, however, go a step further and place 

brushes on the commutator at each of these points and thus have p positive 
and p negative brushes. The coils lying in the neutral zone will then be 
short-circuited through pairs of similar brushes. With series windings, how- 
ever, multipolar machines can be, and often are, run with two brashes only. 

A moment later than that represented in Fig. 110, the positive brush 
will make contact with two segments and thereby short-circuit the coils 1 
and 7 connected in series. Since, from the nature of the series ring-winding> 
we start at any segment and pass through p coils to get round the armature 
to the a4j^Ekcent segment, it follows that p coils in series must be short- 
circuited whenever a brush touches two segments simultaneously. 

If we wish the brash to short-circuit one coil at a time, instead otp coOs 
in series, we must make the number of segments p times as large as the 
number of coOs. The number of coils can then be kept relatively small 
The beginning and the end of every coil are connected to separate, but 
a4jacent, segments. The connection of the coils in series is e£Ceoted by the 
interconnection of the commutator segments, every set of p equally spaoed 
segments being connected together. The result is the same as if the ooils 
had been connected together in accordance with the formula 

8±1 

In Fig. Ill, for example, « » 7 and p^3. The commutator has, diere- 
fore, 21 segments, which are connected together in sets of three, separated 
from each other by 120 degrees. Only a few of these connections are shown 
in the figure, the remainder being indicated by letters. 

At the moment shown in the figure the coil 6 is exactly in the neutral 
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zone, and is short-cirooited by the positive brush. The negative brash lies 
60° away fix>m it The path of the current is, then, as follows : 

7 2 4 
5 3 1 

This shows very clearly that p positive and p negative brushes can be 
used, since the p segments are interconnected and equivalent to one large 
segment. 




Kg. 111. 

It is important to notice the positions, with regard to the poles, of the 
coils constituting one of the two paths through the armature. C!oil 4, for 
example, lies partly under the beginning of a south pole, coil 2 lies wholly 
under a south pole, while coil 7 lies partly under the end of a south pole. 
The three coils are therefore equivalent to a single coil with three times as 
many turns, spread out over a whole pole-pitch. 

48. Two-circuit Drum-winding. 

In the series or two-circuit drum-winding, a coil consists of a coil-side 
under a north pole and a coil-side in a somewhat similar position under tiie 
adjacent south pole. The end of the coil is not brought back to a point 
near the b^inning, but is connected to the beginning of a coil occupying 
a corresponding position under the next pair of poles. After proceeding 
round the armature in this way and commencing to continue round a second 
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tune^ the ooil-sides are found to lie next but one to the oorreeponding oon 
sides of the first round. If each coil-side consists <^ a single wire or bar, 
the complete coUs disappear and the winding becomes a simple wave-winding 
(Kg. 112). 




or 



From these considerations the formula for a series drum-winding should be 

Piyi + yt>^9± 2, 

yi + yi = — — . 



Both winding-steps are continuously in one direction and there is no 
backward step. Bodi yi and yt must be odd since, otherwise, beginning with 
coU-eide 1 we should either come to odd coil-sides only, or find the winding 
impossible. As in aU drum-windings s must be an even number. If tho 
winding-steps yi and yt be made equal, we have 

y = ^- or 2py « « ± 2, 

where s is even and y is odd. 

The choice of unequal values for yi and y% may be due to two cauaee. 

If the number <^ wires or coil-sides is fixed, it may be necessaiy to make yt 

and y% unequal in order to make them odd. I^ for example, $ b 214 and 

© = 6, we have 

214 + 2 
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Now, we cannot take yi^y^:^ 18, as the winding would then cloae on 
itself before the armature was completely wound. We should therefore make 
jfi =: 19 and y^ ^ 17. By making yi and yt widely difiGarent we obtain a 
similar result to that obtained by Swinburne's short-chord winding, viz. a 
reduced armatnre reaction. 

A series drum-winding is shown in Fig. 112 in which « a 14 and |> « 2. 
We have 

. St 2 14 ±2 ^^^^ 

yi + yi = -^ = — 2 — = 8 or 6. 

We choose yi + ys » 6 and make yi = yt » 3. 

The winding scheme is then simply 1 — 4 — 7 — 10 — 13 — 2, etc. Starting 
from the firont at 1 we pass down the armature under the north pole, across 
the back-end to 4, up to the front and then across the front to 7, making 
connection with the commutator on the way. The back end-connections are 
drawn dotted in the figure. 

We put in the arrows to indicate the direction of current in the front 
end-connections, omitting, for the present, those for wires 13 and 6, which 
lie in the neutral zone. Because of the direction of the current in wire 9, we 
place the n^ative brush on segment I, and the positive brush, because of 
the current in wire 10, we place on segment IL This settles the current in 
wires 13 and 6, and the current path through the armature is as follows : 

9 12 1 4 7 10 
6 3 14 11 8 5 2 13 

The odd number of coils causes, at times, a slight dissymmetry between 
the two armature pathai 

Here again 4 brushes could be used, or, in general, 2p brushes separated 

^7 "TT degrees. In Fig. 112, for example, two more brushes are shown 
jp 

dotted, lying diametrically opposite to those on segments I and IL Since 

the brushes of like sign wiUL be connected together, the coils 3 — 6 and 2 — 13, 

lying more or less in the neutral zone, will be short-circuited at the moment 

represented in the figure. The path of the current through the armature 

will then be as follows : 

9 12 1 4 7 10 

14 11 8 5 

As in the series ring-winding p coils are connected in series between two 
neighbouring segments. This can be obviated, with a view to improving the 
commutation, by making the number of segments f times the number of 

coils. Those segments which are separated by — degrees are then inter- 
connected. In Fig. 113, for example, s ss 16 and p » 3, whence 

16 + 2 ^ 
y= -6- = 3. 

The winding proceeds as follows : 1 — 1 — 1 — 10, eta Of the connections 
within the commutator, only those are shown which are of importance at the 
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moment. The others are clearly indicated by means of the letteiB (m the 
segments. 

The arrows are now drawn on the front end-connections. Assuming that 
the coils 1^4 and 9 — 12, lying in the neutral zone, are short-oircnited at 
the moment chosen, we get the position for the brashes shown in the figure. 
The path of the current is then as follows : 

6 3 16 13 10 7 
15 2 5 8 11 14 

Naturally, as the segments are connected in groups of p, the number of 
brushes can be increased to 2p. 




Fig. 113. 

As before, the slot winding with two coil-sides per slot is extremely 
simple. After going once round the armature, that is, after 2p steps, we 
arrive at the slot next to that from which we started. The result is the 
same as when, in a smooth-cored armature, we arrive at the coil-side next 
but one to that from which we started. If Ti and Y% represent the winding- 
steps with regard to the slots, and the number of slots be S, then the above 
consideration leads to the formula 



or 
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If, for example, 8 ^ lb and i? » 2, we have 

We choose Fi s Fa » 4 and obtain the winding shown in Fig. 114. 

IT 
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49. Series-parallel Ring-winding. ^ '^ 

Up to the present we have divided armature windings into parallel or 
multiple-circuit windings and series or two-circuit windings. Of these, the 
former are suitable for machines for large currents, and the latter for machines 
for high pressures. As a general rule, that tjrpe of winding is chosen which 
gives a suitable current in the armature wires. If, for example, the armature 
current be 300 amperes, a series winding would give a current of 150 amperes 
in each armature path. Experience shows this to be a suitable value, re- 
quiring a copper strip of liorge cross-section and wasting little space in 
insulation. A series winding would therefore be chosen in such a case. If, 
on the other hand, the armature current be 600 amperes, the current per 
armature wire would be too heavy with a series winding, and it would be 
necessaiy to adopt a parallel winding. 

T. E. 9 



C 
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A difficulty which occurs with all the parallel windings already described 
is due to the fiEtct that each branch of the armature winding lies entirely 

under one pair of poles. If now the 
various pairs of poles have different num- 
bers of lines of force, the electromotive 
forces induced in the different branches 
will be different. This may cause great 
"^"^ differences between the currents in the 
various branches. As an example, let us 
assume that an electromotive force Ei of 
115 volts is induced in the upper hal^ 
consisting of two parallel branches, in 
Fig. 115. As the result of inequality 
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in the magnetic flux, let the electromotive force E% in the lower half be 114 
volts. Let the resistance Bf of each double branch be 0*05 ohm. What wUl 
be the current in each branch when the total current is 100 amperes ? 
Since the terminal pressure is the same for each branch, we have 

JSi — %iSi =s £% — t^S^ =s €, 
or 115 - ti . 005 = 114 - tg. 005. 

Wherefore H — ta = 20. 

As the total current is 100 amperes, we have 

ti s 60 amperes, 
tg as 40 amperes. 

The greater load and therefore the greater currents under some pole-pairs 
may lead to destructive sparking at the commutator. It is therefore best to 
provide such armatures with equalising connections by means of which these 
differences between the currents in the different brandies are equalised within 
the armature itself, and the same current is carried by each brush. 

The difficulty can, however, be overcome to a large extent by using 
Arnold's series parallel windings. Each branch of the armature winding is 
distributed around the whole armature, so that any inequality between the 
poles acts in a similar manner on every branch. The winding progresses in 
one direction only, and, after finishing a coil, passes to the corresponding ooil 
under the next pair of poles. 

Up to this point tiie winding does not differ firom the series windings 
abready described. These latter were, however, two-circuit windings, whereas 
Arnold's winding has more than two parallel paths. This result is obtained 
by so arranging the winding that, after going once round the armature, we 
arrive at the coil next but one, or next but two, as the case may be, to the 
coil from which we started; in the two-circuit winding we arrived at the 
next coiL 

To make this plain, we shall consider a bipolar machine and examine the 
effect of winding successively every other coil, so that it is necessary to 
go twice round the armature to complete the winding. This is shown in 
Fig. 116, where the step is 2, and the number of coils 15. s and y have no 
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common £etctor^ and the winding is therefore simply closed on itself, although 
electrically it is divided into four parallel paths. The brushes must be wide 
enough to cover more than one segment. In general, a winding-step of a 
gives a winding with 2a parallel paths. 

In this way we are led to the following rule for multipolar machines with 
ring-windings : If, after passing once round the armature, we come to the 
nth coil from that at which we started, the winding will be divided into 
2a parallel paths. It is easy to see that the series ring-winding previously 
described was merely a special case of the series-parallel winding, in which a 
was made equal to 1. 




Kg. 116. 



We shall confine ourselves to the more important case in which the 
number of parallel paths is equal to the number of poles, orps^a. In a ring 
armature with series-parallel winding, after going once round the armature, 
that is, after making p steps each equal to y coils, we must arrive at the 
jith coil from that at which we started. We have, therefore. 



or 



py^B±p, 
8± p « . - 
P P 



In this formula s may be odd or even according to circumstances. If the 
winding is to be singly closed, s and y must have no common factor. In 
Fig. 117, for example, a » 16 and p s 2. That gives y s 9 or 7. We have 
chosen 7, and the winding scheme is simply 1 — 8 — 15-— 6— etc. 
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The connectdons between tihe coila themBelves and vith the commntator 
are made at the front of the armature by means of connectors in two 
planes. 

Patting in arrows to show the direction of the current in the firont end- 
connectaons of tlie ccdls, we see that it flows towards the point joining ooila 8 
and 15, and also towards the point joining coils 16 and 7. This determinea 
the position of the positive brashes, and gives as the following path for Um 
armature ourreDt : 

11 



2 


9 16 


13 


6 IS 


6 


14 7 



Fig. 117. 

A moment later each of the four brushes will malce simultaneoaa contact 
with two segments. The n^ative bmshes, for example, will short-circuit the 
coils 3 and 11, the ahort-circnited path being as follows : 
I, n, 3, HI, IV, 11, L 

Thus, the coils 3 and 11, lying in the neutral zone, are ahort-circnited at 
the given moment hj the amative brushes. In general, both the pontiTe 
and n^ative brushes short-circuit p coila in series. Since a closed oircnit can 
be broken at one point without destroying the electrical connection between 
all the parts of the circnit, it is possible to remove one of the positive and one 
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of the negative brashes. The remaining brushes most be wider than one 
segment Each brash is connected to the segment, from which the other 
similar brush has been removed, through the coil lying in the neutral zone. 



50. Series-parallel Drum-winding. 

We have already drawn attention to the similarity in principle between 
ring- and drum-windings, and we will now use this fact to find a formula for 
the winding-step of series-parallel drum-windings. We saw in the last section 
that, for a ring-winding to have 2a parallel paths, it is necessary that a com- 
plete circuit round the armature should bring us to the ath coil from that at 




which we started. Now, the space occupied by a coils on the ring is repre- 
sented by 2a coil-sides on the drum. In a complete circuit of the drum 
armature we make p double steps of yi + y% coil-sides. For a pure parallel 
winding (p » a) we have, therefore, 

t(3/\ + ya) = « ± 2p. 

Since the two sides of a coil always embrace an even number of other 
coil-sides, the steps yi and y% must both be odd. The sum yi + y%iB therefore 
even, and yi + y^ and s have always the common factor 2. Except for this 
they must have no common factor if the winding is to be singly dosed. 
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If the winding-Btep is the same both back and front, we have 

Here 8 and y must have no common factor. If, for example, « s 24 and 
j9 s 3, we get y s 5 or 3. The latter value, ie. y » 3, would not give a ainglj 
closed winding, since s and y would have a common factor 3. Starting at 1, 
we would only make eight steps before arriving again at 1, and the winding 
would thus be closed after only athird of the armature had been wound The 
complete armature winding would thus be triply closed, that is, it would 
consist of 3 distinct windings. If, on the other hand, we choose the valva 
y B 6, we get the winding 1 — 6—11 — 16— etc., which is singly dosed. 

This winding is shown in Fig. 118, in which the back end-connections are 
shown dotted, while those at the fix>nt are arranged in two planes in the usual 
way. The number of segments is half the number of coil-sides. Putting in 
the arrows to show the direction of the current in the firont connections, we 
find the position of the brushes. Positive brushes are placed where the 
currents flow together from both sides, while negative brushes are ^aoed 
where the current flows away in both directions. The paths followed by the 
current are as follows : 
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A moment later the brushes will make simultaneous contact with two 
segments, and the n^ative brushes, for example, will short the following 
circuit and cut it out of the main armature circuit : 

I, n, 14, 19, III, IV, 22, 3, V, VI, 6, 11, 1. 

Three coils will be short-circuited at the same time by the positive 
brushes. The coils short-circuited in this way lie in the neutral aone. In 
general, p coils or 2p coil-sides in series are short-circuited by both the 
positive and negative brushes. What was said concerning the leaving off of 
some of the brushes in the ring armature holds equally well in the case of 
drum armatures. 

As in other cases, this winding is very simple when applied to toothed 
armatures with the slots numbered consecutively and each containing two 
coil-sides. The rule for a series-parallel winding is then : If, after going oooe 
round the armature, we come to the ath slot from that at which we started, 
the armature will have 2a parallel paths. If ¥% and Ft are, as before, the 
winding-steps with regard to the slots, we have, for a pure parallel winding 
{p tss a), the formula 

i>(Fi+F,) = 5±i), 

or ri-hr, = ?±i. 
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If, for example, as in Fig. 119, the number of coil-sideB is 24, so that the 
number of slots Sis 12 and the pairs of poles |7=2, then we have 

Fi+F,=Jj?±l=7or5. 

We have chosen Fi=3, Fss2 and obtain the winding shown in Fig. 119. 

It is found in practice, however, that sparkless commutation is difficult to 

obtain with series-parallel windings, especially when the winding is such that. 




Fig. 119. 

commencing on the neutral zone, and passing once round the armature, we 
arrive at a coil-side under a pole-tip. To ensure successful operation, the use 
of equalising connections is to be recommended. If the number of segments 
is divisible by the number of pairs of poles, which is desirable for the sake of 
symmetry and sparkless commutation, there can be no difficulty in determining 
which segments should be interconnected. It is by no means necessary that 
all the s^n^ents should be so connected, since a small fraction of the total 
number of possible connections is generally found to suffice. 
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61. The ezoitation of dynamoB.— 68. The field magnets.— 68. Position of the 

64« Annatore reaction.— 66, Sparkless commutation.-— 66. Three-wire dynamos. 

51. The Excitation of Dynamos. 

The earliest machines in which electromotive force was induced by the 
motion of a wire in a magnetic field were provided with permanent magnets 
of hardened steeL They were built up of laminations which gave much 
stronger magnets than could be obtained fix)m massive steeL Even theee 
compound magnets, however, gave a relatively small magnetic flux, so that 
the electromotive force and current of a machine of reasonable dimennionft 
were small. 

AAAAAAAA 




Kg. 120. 

It was a great advance, therefore, when Dr. Wilde of Manchester passed 
the current obtained from the two-part commutator of a small permanent- 
magnet dynamo around the wrought-iron poles of a second dynamo. Since 
wrought-iron has a high permeability, it follows that the magnetic flux in 
this latter machine, and therefore also the electromotive force induced, were 
very large. An arrangement similar to that of Wilde is shown in Fig. 120, 
in which Ni and ^i represent the steel magnet of the exciting machine. The 
current taken from ttds machine is passed through the field coils of a larger 
dynamo with magnets of wrought-iron. The coils must be wound in such a 
way that one pole is north and the other soutL When, for example, the 
bottom end of the left-hand coil lies in front, the bottom end of the right- 
hand coil, to which it is connected, must be behind. The substitution of 
electromagnets for permanent magnets had been proposed and carried out 
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by Wheatstone and Cooke in 1845, the exciting current being obtained firom 
batteries. 

One of the greatest factors in the enormous progress made by electrical 
engineering during the latter years of the nineteenth century was the dis- 
covery of the self-exciting power of a d3^amo with wrought-iron magnets. 
This discovery was made almost simultaneously by several workers in different 
countries, and the name of dynamo was coined by Werner von Siemens in 
1866 in his paper describing such a machine. This discovery, together with 
that of the commutator with a large number of segments, laid the foundation 
of modem electrical engineering. 

The word dynamo is now used in a broader sense to signify all machines 
for generating electromotive force by electromagnetic induction, whether 
these machines be self-exciting or not. It is usually confined, however, to 
direct-current generators, and is rarely applied to altematorai 

The process of self-excitation in a direct-current dynamo is as follows. 
On starting, the armature conductors cut the lines of force due to the 





Fig. 121. 

remanent magnetism, and thereby induce a small electromotive force. If the 
circuit is closed as in Fig. 121 this produces a small current, which, passing 
round the field coils, strengthens the remanent magnetism. The electro- 
motive force is thereby increased, and with it the current, and so on. In this 
way the machine gradually builds up its field. The strengtli of field and 
electromotive force finally reached depend on the construction of the machine 
and on the conditions under which it is working. It might appear at first 
sight that the magnetic field would increase until the iron was completely 
saturated. This is, however, not the case, quite apart fix)m the £Act that the 
saturation of the iron is a very indefinite idea. As a matter of fact, the 
current increases until the product of current and resistance of circuit is equal 
to the electromotive force induced by the corresponding flux. 

This increases the difficulty of understanding the action of the dynamo, 
since the flux, which produces the electromotive force, is itself dependent on 
the current. We are thus led to the conclusion that although the current, in 
accordance with Ohm's law, is dependent on the electromotive force and the 
resistance, yet, on the other hand, the electromotive force itself is dependent 
on the current and therefore on the resistance. We must therefore give up 
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our previous view, according to which the electromotive force and the 
ance of the circuit are the given quantities, from which we can calculate the 
current. The electromotive force of a d3^amo is not merely a fimctioa 
depending on constants of the machine such as flux, speed, or number of 
wires on the armature. Over and above all these, it is dependent on the 
conditions under which it is run, that is, on the resistance between ite 
terminals, or the current taken from it. 





-mww- 






Fig. 122. 

There are several ways in which the magnet winding of a self-excited 
dynamo may be arranged. In the series dynamo (Fig. 121) it oonsistB ci a 
few turns of thick wire, through which the main current passes. Hence the 
armature, field, and external circuit are all connected in series. 
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Fig. 123. 
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Fig. 124 



In the shunt dynamo (Fig. 122) the field winding oooakts of a large 
number of turns of fine wire. This winding is c'' ^v to tte 

brushes, and is thus in parallel with the external cir istanoe 
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of the field winding is large, the current through it is very small compared 
with the normal current in the external circuit. 

In the compound dynamo (Figs. 123 and 124) the field winding consiBts 
of a combination of shunt and series windings. It is really a shunt dynamo, 
the magnetic field of which is strengthened by means of a few series turns. 
The coils must be wound in such a way that the curtents in the two windings 
are in the same direction. In Fig. 123 the shunt winding is connected 
directly to the brushes, and is thus in parallel with the series winding and 
the external circuit. TMs is known as the short-shunt arrangement. In 
Fig. 124 the shunt winding is connected to the terminals of the machine, and 
is sunply in parallel with the external drouit. This is known as the long- 
shunt arrangement. The object of the compound winding is to maintain a 
constant or even rising pressure at the terminals of the machine in spite of 
the increasing drop in the armature with increasing current. 

It is of special interest to determine the conditions under which a machine 
may refuse to excite. They are as follows : 

I. If the initially induced electromotive force is too small, Le. 

(1) with too little remanent magnetism, 

(2) at too low a speed. 

II. If the magnetising current produced is too small, i^e. 

(1) with large brush-contact resistance, 

(2) with large external resistance on series dynamos, 

(3) with large field-circuit resistance on shunt dynamos, 

(4) with very small external resistance on shunt dynamos, such as a 

short-circuit, which would cause the terminal pressure to sink to 
zero and the magnetising current to vanisL 

III. If the flux produced either does not strengthen the remanent 

magnetism at all or not sufficiently, i.e. 

(1) with large air-gaps between poles and armature, 

(2) with wrong field connections for a given direction of rotation, 

(3) with a wrong direction of rotation for given field connections. 

A reversal of the polarity of a machine does not prevent its excitation, 
but simply reverses the polarity of the brushes. 



52. The Field Magnets. 

As a rule the field magnets consist of a number of parts of different 
material bolted together. The materials used are stampings, wrought-iron, 
cast-iron, cast-steel, and ingot-iron. 

Wrought-iron could be used throughout for the magnets of separately 
excited dynamos or for motors, and would be preferable in some cases on 
account of its high permeability. It could not be used throughout in a self- 
«citing dynamo on account of its small remanent magnetism, which would 
probably be insufficient to enable the field to build up. Its use might there- 
^ be confined to the pole-cores, which must be kept as small as possible. 
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not only to save iron, but to make the length of each turn of the field ooQ as 
short as possible and thus save copper. 

Stampings of sheet-iron are used for the pole-shoes in order to HiTniniA 
the eddy losses caused in them by the armature teeth. 

Cast-iron was formerly largely used for the field magnets of dynamos and 
motors. On account of its low permeability, it is now little used except for 
small machines, in which the magnet frame and bed-plate are cast in one. In 
this case the cheapness of construction and the low price of the cast-iron more 
than compensate for the increased weight of copper and iron due to the low 
permeability. 

In large modem machines, however, cast-iron has been replaced by cast- 
steel. It possesses the twofold advantage of a high remanent magnetism and 
a high permeability, hardly dififering £rom that of wrought-iron. The flux 
density can be cairied much higher than in cast-iron, while requiring relatiYely 

few ampere-turns on the poles. Whereas it 
was formerly common to find a half of the 
total number of ampere-turns used up in 
driving the flux through the cast-iron field 
magnet, it is now common in large niApliinAa 
for the whole path in iron, including armature 
core and teeth, to require no more than a 
quarter of the total ampere-turns.* The weights 
of iron and of copper on the field magnets aie 
thus both reduced by the use of cast-steeL 
This makes the machine lighter and less clumsy 
in appearance and improves the ventilation. 
Moreover, the higher flux-densities which can 
be used have an appreciable influence on the 
commutation, as we shall see later on. Againgti 
these advantages we have to place the higher price of cast-steel and the 
probable increase in cost of manufacture due to the magnet frame being no 
longer in one piece with the bed-plate. 

Turning now to the shape of the field magnets, we find that the early 
machines were of the horse-shoe type. It was soon seen that the long pole- 
cores, first introduced, were quite imnecessary and only lengthened the path 
of the magnetic lines. It was further found that the best form frt)m a mag- 
netic point of view was a well-rounded type following the path of the lines of 
force. So long as a line of force remains in the same medium it never forms 
a sharp comer, and the sharp edges in Fig. 125 only add to the weight of the 
machine. The edges should be rounded off as shown in Fig. 120. 

The Manchester type shown in Fig. 126 is of special historical interest. 
The two field coils are connected so that their magnetomotive forces act in 
paralleL The lines of force flow upward in both cores and produce at itT a 
so-called consequent pole. In calculating the necessary ampere-turns, it is 

* This depends, however, on the porpoae for which the maohine is designed. In tn^M»%^ 
whioh have to li^t glow lamps without a battery connected in parallel, a hall of the total 
ampere-turns may be required for the iron and for armature reaction. (See Section G9.) 




Fig. 125. 
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best to divide the madune ioto two parts by a veo^ical plane through the 
spindle and calculate the ampeie-tums for each half separately. Each core 




Fig. 126. 



Fig. 127. 



carries a half of the armature flux. The ampere-tarns so calculated must be 
placed on each core, since the magnetic effects of the two cores are in parallel 
and cannot be added. 

The arrangement shown in Fig. 127 ia commonly known as the Lahmeyer 
type, and is now very largely used. The winding ia completely enclosed by 
the iron. Practically all moltipolar machines are built on this principle, each 
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pole carrying a &eld coil (see Fig. 149). In Fig. 128 is shown an arrangement 
whereby a fonr-pole machiue can have two field coils. This arrangemrat has 
been used in traction motors where space in one direction ia very limited. 
The unsymmetrical amngement may, however, lead to sparldi^ at Uie 
commutator. 

A great number of machines were made in Germany with the poles inside 
the armature. Mechanical difficultiea with the rotating eztemal ling armature 
caused this ^pe to be abandoned. The usual type of large alternating 
current generator consists of an external stationary armature and an internal 
rotating field magnet system. 

We must now compare these various types of machines with respect to 
magnetic leakf^. 

By the term leakage fivx we mean those lines of force which pass from 
pole to pole throi^h the air instead of going through the armature. Aa a 
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result of this leakage, the flux through the magnet cores is much greater than 
that through the armature, and it is only this latter which is usefully employed. 
The uselessly increased flux through the poles and yoke necessitates a greater 
number of ampere-turns in the field coils. 

If N ssthe flux entering the armature from a north pole, 

Ni ss the flux leaking from the pole on all sides, 

JVk s= iV + i^i = the total flux in the pole core, 

N 
then X = -^ = the leakage coefficient (80). 

To determine this leakage coefficient experimentally, a small secondaxy 
coil is wound round the pole-core as shown at the bottom of the right-hand 
core in Fig. 125. The ends of this coil are connected to a ballistic galvano- 
meter. "Wlien the exciting circuit is broken the field collapses, and the lines 
of force cut through this secondary coiL The swing of the ballistic galyano- 
meter is a measure of the flux whidi has collapsed in this way. The experiment 
is repeated with the secondary coil wound round the armature so as to encloae 
the armature flux. The ratio of the swings obtained in the two cases gives 
the leakage coefficient X. 

As average values we find that 

X s 1*5 for the Manchester type, 
X = 1*36 for the horse-shoe type, 
X = 1*1 to 1*2 for the Lahmeyer and multipolar types. 

The leakage is greatest in the Manchester type, because the field coils are 
on the part of the magnetic circuit most remote firom the armature, and the 
top and bottom masses of iron are of large extent and have the full difTerenoe 
of magnetic potential between them. It has little effect to cut away the 
metal at A (Fig. 126), and so follow a little more closely the natural patii of 
the lines. 

The leakage of the horse-shoe type is oonsiderable, since the magnet cores 
run close together and the polar surfaces are large and cause a lot of external 
leakage. Bounding the poles, as shown in Fig. 120, reduces the leakage by 
causing the leakage paths to be longer and less convenient 

The Lahmeyer type (Fig. 127) is more favourable, since the field coils are 
dose to the armature and the leakage paths have consequently a small cross- 
section* 

We must remember, however, that the values given above for X are only 
rough approximations, and that the leakage coefficient for machines of the 
same type may vary considerably. The leakage will be greater, for example, 
with rectangular poles than with round poles under the same conditions, and 
greater when unlike poles are near together than when they are far apart. 
The leakage coefficient is greatly influenced by the magnetic reluctance of 
the path of the useful flux. If, for example, the air-gap between poles and 
armature is specially large, a great number of ampere-turns will be required 
to drive tiie main flux through this reluctance. This causes a correspondingly 
laig6 leakage flux, and therefore a high leakage coefficient. 
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This becomes clearer if we look upon the leakage and nsefol fluxes as two 
parallel cturents of strengths inversely proportional to the magnetic resist- 
ances of the paths. The ratio of the leakage to the useful flux is thus equal 
to the ratio of the reluctance of the main path to that of the leakage path. 
It is eyident that machines of the same type may have very difierent leakage 
coefiScients. 

On the other hand, the value of X may vary for the same machine with 
the conditions of load, etc., since the flux through the armature is not always 
the same. For the same reason the saturation of the teeth, and therefore 
their reluctance, varies with the load on the machine. In addition to this, 
the ampere-turns on the armature itself represent a magnetic back pressure 
equal to Xh ampere-turns, as we shall see in Section 54 These back ampere- 
turns increase with the load and necessitate an increased number of ampere 
turns on the field, which leads, as we have already seen, to an increased 
leakage. 

This can be taken into account by calculating the magnetic reluctance of 
the leakage path, if the shape of tiie machine lends itself to simple geo- 
metrical measurement If Ai and 1% are the cross-section and length of the 
leakage path, we have seen in Section 29 that its reluctance is 

i?.»3, : (81). 

If Xa -I- Xt -I- Xg ampere-turns are necessary to overcome the reluctance 
of core, teeth and gap, and X^ ampere turns are reqidred to overcome the 
back ampere-turns of the armature, then the magnetomotive force between 
the poles will be 

M.M.F. « 0'Air{Xa -h Xi -h -T^ -h X^). 

From the so-called Ohm's law of the magnetic circuit, we have for the 
leakage flux 

N, ^ ^^ ^ 0'4ir ^<^ + ^t+^Xg + X^ ^g2^ 

The total flux in the pole-cores is then Ifm = N+ Ni. An example of 
such a calculation of the leakage is given in Section 29. Too much reliance, 
however, must not be placed on such calculations, since they are only roughly 
approximate. 

When the machine does not lend itself to geometrical measurement the 
matter is more complicated and the results even less trustworthy. In multi- 
polar machines it is safe to assume that the polar arc is 70 per cent, of the 
pole-pitch, so that the interpolar space is 30 per cent of the pitch. The 

length /) of the leakage path is accordingly proportional to the pitch ^. 

2p 

The cross-section Ai of the leakage path is certainly proportional to the ^^1^1 

length L and roughly proportional to the radial length of the pole. This 

latter may be taken as approximately proportional to the pole-pitch, so that the 

n_. 
cross-section of the leakage path is roughly proportional to L . —-. In the 

1^ 
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same way as we find the electrical resistance from the formula p^, we gel 
the magnetic reluctance to be 

ci is here a factor having different values depending on the type of 
machine. It might be called the specific reluctance of the leakage pfttfa. 
Elapp uses the geometrical mean of the armature length and the pole-pitcli 
instead of the armature length L. This alte^rs the above formula to the 
following : 

Ri^—T^=^ (83). 

where c is a constant for which Kapp gives the following values : 

Manchester type c=0'15, 

Horse-shoe type c = 0*36, 

Multipolar or Lahmeyer type . . . c = 0*44 — 0*69. 

If, for example, tiie diameter of the armature is 60 cms., its length 
40 cms., the pairs of poles 2, and the value of c be estimated at 0*44, we get 

V p 

If the number of ampere-turns required to drive the main flux from pcde 
to pole be 10,000, we get for the leakage flux 

^ ^. 10,000 - -^-v 
Ni = 0-4ir Qigjo" = 1 . 10* Imes. 

We must remember here again that such calculations of the leakage are 
only rough approximations, but are generally sufficiently accurate for ordinary 
design. 



53. Position of the Brushes. 

We saw in Section 43 that the current in each division of the armatoze 
flowed towards the neutral zone. The brushes must therefore be placed in 
the neutral zone, or rather, since the commutator connections are often bent^ 
in such a position that a coil passes from one division of the armature to 
another while it is in the neutral zona If the brushes are placed in Uie 
wrong position the individual coils of a branch of the armature winding lie 
under opposite poles and are therefore the seat of opposing electromotiTe 
forces, which neutralise each other and lower the electromotive force of the 
machine. The correct position of the brushes is on the diameter at ri^t- 
angles to the lines of force through the armature. This is called the neatiml 
axis. 

If the brushes are displaced, not only is there a loss of electax>motive 
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force, but the coil, or coila, ahort-circoited by the broah are moving in a 
magnetto field and are therefore the seat of an induced z.h.f. The resistance 
of tlie short-drcuited coil is very small, and the current produced may be very 
large. When the shorb-circnit ia broken by one of die segments leaving the 
brush there is a vicious spark which rapidly destroys the oommatetor< 
Hence, to obtain aparklesa commntatioQ, it is necessaiy that^ the brushes be 
placed more or less in the neutral axis. 



2.:^ 
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Fig. 129. 



Fig. 130. 



We find, however, that when the armature canies a current, the magnetic 
flux through it is distorted and twisted round in the direction of rotation. 
The oeatral axia found at no-load, which we may call the geometrical neutral 
axis, since it is geometrically symmetrical, is do loi^w the magnetic neutral 
axia or the point where no b.h.7. ia induced in the moving armature coil. 
This true magnetic neutral axia is twisted round with Uie field in the direc- 
tion of rotation. This is shown in Fig. 129 ; it can be shown experimentally 
by means of iron-filings. 

The direction of the magnetic neutral axis can be found by considering 
that the armature iteelf is an electromagnet tending to drive lines of force 
tlirough its interior in the direction of the diameter through the brushes. 
The resultant flux N ia compounded (^ the flux Na produced by the armature 
and the flax ^i produced by t^e field-magnets. 

By applying either the swimming or the screw rule, the direction of Na is 
foand to be SA, while that of Ni is evidently BD (Fig. 130). Since, for the 
conect poaition of the broahea, the bruah-axia ia perpendicular to the reatiltant 
flux N, and Nt acts naoeasarily along the brush-axis, it follows that the angle 
ABC ia a right-angle. 

If a repreaents the double displacement angle (Fig. 129), the angle 

throngh which the brush is moved is ■=, and we have 

. a 2f, 
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With the brushes in this position the machine gives its hi^iest terminal 
pressure for the given armature current. It is important to notice that tke 

reluctance of the path of the lines generated bj 
the armature is very different to that of the lines 
generated by the field-magnets. A calculation of 
the theoretically correct position of the brushes by 
means of tiie above formulais practically impoesiUei 
In practice, however, the brushes are pushed forward 
until they are almost under the pole-tip. Tbe 
current in the coil under the brush has to revise 
its direction during the time of short-circuit This 
reversal is retarded by the self-induction of the 
coil (see Section 35). The brushes of a djmamo 
are therefore moved beyond the magnetic nentnl 
axis (Fig. 131), so that an E.M.F. is induced in the 
short-circuited coil in such a direction as to neutralise the effect of self- 
induction and make the commutation sparkless. The small loss of 
thus caused is quite n^ligible. 
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If the brushes are placed in the neighbourhood of the pole-tip, the whcde 
armature winding may be looked upon as consisting of two parts, of which tbe 
first lies within the angle a (Fig. 129) and the second within the remaining 
angle 180 — «. The windings constituting the first part lie within the 
neutral zone while those of the second part lie mainly under the poles. Am 
can be seen &om Fig. 132 the windings in the neutral zone are directly 
opposed to tiie field magnets and tend to produce a fiux in the directum of 
the dotted arrows. This can also be seen &om Fig. 130 where the armatiize 
flux N% has a component acting in the opposite direction to the magnet flux 
Ni, The actual resultant flux, which passes from pole to pole through the 
armature, is due to the diffisrence between the field ampere-turns and tliese 
back ampere-turns Xj, of the armature. If 2 is the total number of wires on 

the armature, the number of wires included in the angle a is ^^ (Fig. 132X 

This is therefore the number of back armature turns. If there are 2a parallel 

paths through the armature, the current in each armature wire is ^, and for 

the back ampere-turns we have 

*-^-i^;i^^ <»*> 

This equation is equally applicable to series or parallel windings, drum or 
ring armatures. In the ring armature shown in Fig. 133 tbe coi]s in esu^ 
neutral zone embrace the single cross-section of the ring, and a pair of 
opposite coils could be replaced by a single coil embracing the whole arma- 
ture as in a drum-winding. In either case two external wires represent fw ^^ 
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torn opposing the field magnets. The effect of the armature back ampere- 
turns is to deciease the flux as the load comes on the dynamo, and thxis cause 
A decrease in the electromotive force. In calculating the necessary ampere- 
turns for the &eld magnets vhen desigmng a machine, it is necessaiy to add 
the back ampere-turns X to those required to overcome the reluctance of the 
iron and air-gap. Aa a rule X» is from 10 to 15 per cent, of the total excita- 
tion, but as modem dynamos work with highly saturated iron, that is, on the 
flat part of the magnetisation curve (Fig. 148), a large number of back 
ampere-turns causes bnt a small drop in the electromotive force. The 
demagnetising ofTect is lately reduced by the use of short-chcod windings 
(p. 120). 




Fig. 132. Fig. 133. 



We turn now to the remaining windings lying within the angle 180° —a 
and practically all under the polea These produce what are knowd as cross 
ampere-tums, since they tend to produce a flux through the armature at 
right angles to the main flux, ^ese lines of force may be looked upon as 
leakage ; they follow paths through the air^p and pole as shown in Fig. 134. 
They have tiieir greatest density nnder the pole-tipa, since the lines which 
cross the gap at this point link all the coils lyit^ under the pola At the 
point where the armature passes xmder the pole they oppose the main flux, 
while at the point where the armature leaves the pole they act in the same 
direction as the main flux. The cross amp^^-tums do not therefore directly 
either strengthen or weaken the armature flux, but merely distort it, as 
shown in Fig. 129. Now, the pole-tip at which the armature passes under 
the pole is of special importance, since it is in this neighbourhood that the 
short-circuited coil has to find a suitable external field to reverse its current 
and give epaikless commutation (see Section 55). If, then, the cross-mag- 
netisation is too strong, the field under this pole-tip will be too weak, or may 
even become n^^tive, mftlring sparkless commutation impossible. As a 
rough approximation, it may be assumed that a flux density of 1,500 lines 
per aq. cdl is necessary in the case of drums and 2,500 in the case of ring- 
armatures to ensure sparkless commutation. 

The fact that a stronger field is required for the commutation of a ring- 
armature does not indicate that the croas-magnetisation is greater in this 
case. The reason is to be found in the greater self-induction of the ting 
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winding. To overcome this greater self-induction during the interval of 
short-drcait the ring-armature requires a stronger commutating field than 
the drum-armature. 




Kg. 134 




--^ — 
Rg. 135. 



If Bg represents the mean flux-density in the air-gap and Be the flux- 
density under the pole-tips due to the cross-magnetisation, then the resultant 
flux-density under the commutating tip is 

B ^ Bg — Be* 

Now^ the ampere-turns of cross-magnetisation are 



^^" 360 -2(1 



(85). 



The principal reluctance in the path of the cross ampere-turns is that 
due to the air-gap, and, neglecting the reluctance of the iron, we have firom 
equation (43) on page 61 

J>e = 7 , 

where /, is double the air-gap in cms. 
Combining this with the equation 

0-4ir . JCg 



Bg^ 



L 



we have for the actual strength of the commutating field 



5 = -R,- A=0-4ir. 



/. 



The empirical conditions for sparkless commutation, which were mentioned 
above, may therefore be expressed as follows : — 



0*4ir . -~, ^> 1,500 for drum-armatures 



(86). 



T ^ y 
O-iir.-^-i — ^> 2,500 for ring-armatures (87). 

9a 
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We see from these equations that the influence of the cross ampere-turns 
increases with the armature current, and that we have here a limit to the 
overload capacity of the dynamo. This limit is not merely due to the fact 
that very large loads would cause a prohibitive temperature rise in the 
armature, but is fixed by the number of cross ampere-turns beyond which 
sparkless commutation is impossible. In designing a dynamo it is necessary 
above all things to keep the cross-magnetisation small, and to this end the 
following means are adopted : — 

1. From equation (85) it can be seen that a small polar-arc /3 is an 
advantage. As a rule the polar-arc is about § of the pole-pitch. 

2. It is an advantage to have a small number z of wires on the armature. 
To obtain the necessary electromotive force, this will necessitate a large 
magnetic flux. 

3. The high flux-density in the air-gap thereby rendered necessary 
(8,000— -10,000) will lead to a large value of Xg, which, again, will make it 
easier to fulfil the equations (86) and (87). 

4 The value of Xg can be increased by increasing the au^gap, the two 
having a constant ratio. Since Xc is thereby unaffected, the result is to 
increase the left-hand side of equations (86) and (87). It must be borne in 
mind, however, that large fluxes and long air-gaps necessitate a great number 
of field ampere-turns. 

5. By making the teeth narrow, so that their flux-density is very high 
(18,000—24,000), their permeability is largely reduced. This is practically 
equivalent to an increase in the air-gap, and its effect is the same as in 
number 4* The common idea that the highly sat^urated teeth reduce the 
self-induction of the short-circuited coil is entirely wrong, since, when the 
coil is short-circuited, the teeth on either side of it are not saturated. 

6. Attempts have been made to reduce the cross-magnetisation by 
making a slit^ across the pole as shown in Fig. 135. These attempts have 
not proved successful even when the slit was extended so as to entirely 
divide the magnet system. The failure is possibly due to the large area and 
narrow width of the slit, whereby its reluctance to the cross-flux is very 
smalL 

7. The cross-magnetisation is neutralised in a very effective manner by 
means of auxiliary poles placed in the centre of the neutral zone. These 
poles are excited by the main current, and produce a commutating field the 
strength of which is proportional to the armature current, that is, to the 
current which has to be reversed in the short-dreuited coiL The brushes 
can therefore be fixed in the geometrical neutral axis. This idea, originally 
suggested by Menges, has been developed by Swinburne, Fischer-Hinnen, 
and, latterly, by many other&f ^ ^- 136 the cross-magnetisation acts from 
right to left, while the magnetomotive force of the auxiliary poles acts from 
left to right. Machines of this type can be very heavily overloaded without 
causing sparking at the brushes, and the maximum output is limited solely 
by the heating of the armature. The use of auxiliary poles is extending 

* See Fiflcher-Hiimen, ** Gleichstromxnasohinen/' 6th edit., 1904. 

t See seYeral artioles in the «< Elektroteohnisohe Zeitschrift,*' 1905-1906. 
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veiy rapidly, since the designer can then economifle in many directions 
without fear as to the conunutation, and may thus more than compensate for 
the cost of the auxiliary poles. 




Fig. 136. 

Another method, due to D&i, is theoretically more perfect than the fore- 
going, but is more difficult to carry out. The field magnet has no salient 




Kg. 137. 

poles, but, like the stator of an induction motor, is a ring carrying a drum- 
winding (Fig. 137). This drum-winding is represented by the outer ring in 
the figure, and produces a field running vertically through the armature from 
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top to bottom. In the same slots is the compensating winding, which carries 
the main current, and which would produce a field running hmzontally firom 
left to right. This field is, however, exactly equal and opposite to that 
which would be produced by the cross-magnetisation« The latter is therefore 
completely neutralised. By making the axis of the compensating winding 
dighily inclined to the horizontal in the direction of rotation, it can be made 
to strengthen the main field, and thus to counteract the drop of pressure 
with increasing load. The dynamo is therefore compounded.* 



55. Sparkless Commutatiofl. 

In order that we may clearly understand the process of commutation and 
find the conditions for sparkless running, we shall confine ourselves to the 
simplest case, in which a brush is never in contact simultaneously with more 
than two s^ments. We shall also neglect the influence of neighbouring 
wires which may be undergoing commutation at the same time under 
another brush. We shall consider 

1. the reversal of the current in the short-circuited coil under 
the influence of the brush contact resistance, that is, neglecting self- 
induction ; 

2. the efiTect of self-induction ; 

3. the conditions for sparkless commutation in the magnetic 
neutral axis ; 

4. the neutralisation of the effect of self-induction by shifting 
the brushes. 

1. The coil is assumed to have no self-induction^ and commutation is 
assumed to occur in the magnetic neutral axis. The width of the brush is 
taken to be that of one segment, and the resistance of the coil and com- 
mutator connections is neglected because of its smallness. We shall make 
use of the following symbols : — 

I the current in one branch of the armature, 

t the time, reckoned from the moment of short-circuit, 

T the duration of short-circuit, 

i the short-circuit current at the moment t, 

i\ the current in the segment coming under the brush, 

is the current in the segment leaving the brush, 

B the contact resistance of the whole brush, 

Ti the resistance between brush and segment coming under it, 

rg the resistance between brush and segment leaving it. 

If we neglect the variation of contact resistance with current density, the 

resistances Tx and rg are inversely proportional to the contact surfaces. We 

have then 

T B.T 

ri = ^ . Y , ^a — y^ ^' 

♦ See Arnold, " Die GleichstrommMoliine " (1903), vol. i. p. 405. 
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The current 2/ flows firom the external circuit to the brush and there 
divides into two unequal portions. The current flowing through the resist- 
ance ra is seen firom Fig. 138 to be 



tl 



I 



made up of the current / of the 
right-hand half of the armature 
and the current i of the short-cir- 
cuited coil. We have then 

t'l = / — t and ia = / + i. 

These equations will still remain 
true when the current i has been 
reversed and become n^ative. 
Applying KirchhofTs second rule 
to the short-circuit, and neglecting 
the small resistance of the coil itself, 
we have 

Substituting the values found above for iu h, n and r^ we have 

R.T . ,, . ..B.T 




Fig. 138. 



By solving this equation for i, we find that 



1 = 7-2/.^ 
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Kg. 139. 

In Fig. 139 the time t is plotted along the horizontal axis OG, while the 
corresponding values of the short-circuit current t are set up as ordinates. 
From equation (a) we see that, when 



We thus get the straight diagonal line shown in the figure. At any time 



*-2' 



t from the commencement of short-circuit, represented by 00, we have 

i^BC, ii = I-i = AB. H = I + i==BD. 
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The ordioates measured between the horizontal line £F and the diagonal 
represent the current i^ in the trailing tip of the brush. Now, the area of 
contact of the trailing tip is proportional to T^t The cuirent density 

under this brush tip is therefore proportional to -Tfp-:, which we see from the 

2/ 
figure is a constant ratio equal to -^f. We see, then, that the current density 

under the brush is constant at every stage of the commutation* There is 
therefore no sparking, since the current in the trailing tip decreases pro* 
portionately with the decreasing area» until as the brush leaves the segment 
the current has fallen to zero. At the same moment the current in the coil 
is —J, so that the coil passes into the new branch of the winding without 
trndergoing any change. 

2. As a matter of fact the conditions are not nearly so favourable, as the 
short-circuited coil produces a flux, which, on the collapse of the old current 
and the establishment of the new 
reverse current, cuts the coil itself 
and induces in it an e.m.f. opposing 
the change of current. This re- 
tardation of the process of com- 
mutation, due to the self-induction 
of the coil, causes the current to 
depart from the straight line or 
uniform rate of change, and follow 
a curve as shown in Fig. 140. The 
short-circuit current no longer 
passes through its zero value at 

T 
the time -^, but much later. 

To find the shape of the above 
curve we apply KirchhofiTs second 
law to the diort-drcuit, taking 
into account its self-induction. 
We know that the BJf.F. of self-induction ^t is in the direction of the 
decreasing current, that is, at the moment shown in Fig. 138, in the direction 
of is. We have then 

di 
Substituting for B, the equivalent "L.j: from equation (68) on page 86, 

and putting in the values found for ri and r% on page 151, we have 

J- di _. B.T . B.T 
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Fig. 140. 



It follows from this that 

di 
di 



S.T 



KT^i" t) 



Q>\ 



whete i9s=/+i and tia/— i. The solution of this differential equation has 
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been given by Arnold. We shall obtain the short-oircmt curve, however, by 
a graphical method.* For the sake of simplicity, we shall assnme that 

T=10, 7=5, i»l, -8=1^0 

so that - * — » 1. 

In the first place we shall determine the slope of the curve at its 
beginning, i.e. for t^O. Assuming that this part of the curve is straight, 
we see from Fig. 140 that 

di ^ 1 1 

Now, when ^=0, tss2/and T^t^ T, so that equation (i) becomes 

ti E . T/2I tV 



t " L 



/2/ ti\ 



ti 21. B 

This equation gives us the slope of the curve for the moment < = 0. In 
our case we have 

y "1 + ^.10" *• 

We draw then from the point H in Fig. 140, a straight line having this 
inclination to the horizontal and cutting the ordinate ^ s 1 in the point K. 
EK is the first part of the curve, and we must now determine the next 
part When ^ « 1, we have 

ti-0-5, ia=9-5, < = 1, T-^-9. 

From equation (6) we have 

di \^ \ ) 

This, then, is the trigonometrical tangent of the angle made with the 
horizontal by the geometrical tangent to the curve at the point K. We draw 
the line KM having this slope, and have now, with sufficient approximation, 
got the curve from j? to if. At the point K we have 

ii=l-055, fs»8-945, <=2, r-e=8. 

"t • 

From these values we can calculate -^ and draw the next portion of the 

at 

curve, and so on, until the whole curve is obtained. At any given moment 

we have AB^ix, BC^i, BD^t%. The value of i finally becomes negative. 

It is evident that the current changes very rapidly towards the end of the 

short-circuit. 

3. To determine the conditions for sparkless commutation in the mag- 
netic neutral axis we shall find the current density under the trailing 
brush-tip. We have already mentioned that the current density is inversely 
proportional to the contact area, that is, to 7— t. 

* See Bothert, B. T. Z., 1902, p. 865. 
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We have then, n^lectdng a constant coefficient, 

where e is the cnrrent density. 

During the last moments of commutation, when t is nearly equal to T, 
the value of A will approach 21, since practically the whole current passes 
through the new segment. If we assume that the end of the curve is a 
straight line malring the angle a with the horizontal, we have 

tana(i=r)= --^ = 2»-.-^- 

At this final moment e = jp — r = — -^, 

or, using equation (b) and putting ^ = -»^ 

B . Tr 2h 

c = 



(c - ~). 



L V T 
27 p 
Solving fore, we have e = ^ * — » (88). 

It follows firom this equation that with commutation in the neutral zone 

the current density under the trailing brush-tip can only then have a positive 

R T 
finite value, when —^ is greater than 1. This result is found to agree very 

well with the conditions for sparkless commutation derived firom actual prac- 
tice when carbon brushes are employed. With copper brushes, however, the 
resistance R is very small and the above condition cannot be fulfilled, but 
yet the machines run sparklessly. This may be due to a large increase in 
the contact resistance with a slight and inappreciable amount of sparking. 

J8 T 
From the condition — ^ > 1, 

we see, in the first place, that, to obtain sparkless running, it ii advantageous 
to have large brush contact resistance, and perhaps even to increase the 
resistance of the short-circuited coil by the use of high-resistance connectors 
between armature and commutator. Carbon brushes are consequently used 
in almost every case in preference to those of copper. In electrolytic 
dynamos, however, where the currents are large anid the pressures very 
small, carbon brushes cannot be used on account of the pressure drop they 
introduce. 

We see further the un&vourable effect of high speed in reducing the 
time available for commutatUHL This can be overcome to some extent by 
making the brush wider and thus lengthening the period of commutation* 
The fact that several neighbouring coils will then be short-circuited at the 
same time considerably complicates the problem. 

The efEdct of hi^ speed is specially felt in designing turbo-dynamos, 
where the great frictional loss with carbon brashes makes the use of copper 
brashes desirable. The difBcnlties have, however, been largely overcome by 
the use of commatating poles and compensating windings. 
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It is of prime importance to reduce the self-induction of the coils as much 
as possible. To this end the armature slots are open and coils of a single 
turn used wherever possible. 

To calculate the self-induction of the coil, it is necessary to multiply the 
flux produced per ampere by the number of tiuns in the coil and by the 
number of such coils short-circuited in series. Very often another conductor 
in the same slot and carrying current in the same direction is short-circuited 
at the same time under a brush of opposite polarity. This has the e£foct of 
doubling the inductance of the part of the coil within the slot. The calcula- 
tion is greatly simplified by making an assumption due to Hobart, who 
showed that the flux produced per cm. per ampere was about 4 lines within 
the slot and about 0*8 line in the end connections. 

The effect on the above relations of making the brush wider than a single 
s^ment can hardly be followed mathematically. Hobart assumes that the 
self-induction increases proportionately with the number of coils simul- 
taneously short-circuited. This, however, hardly appears compatible with 
the good results obtained by using wide brushes. These good results are 
due to the lengthening of the time T and to the effect of a neighbouring 
short-circuited coil in reducing the self-induction of the active coiL This 
latter effect is due to the currents induced in the neighbouring short-circuited 
coil, which by Lenz's law oppose any rapid change of flux. 

R T 
If the inequality —^ > 1 be multiplied by /, we get the condition 

The left-hand side represents the ohmic pressure-drop in the contact 
resistance of the brush when the current is uniformly distributed, while the 
right-hand side is equal to the average electromotive force of self-induction 
of the short-circuited coil (see p. 87). The condition for sparkless com- 
mutation is therefore that the olunic drop should be greater than the mean 
E.M.F. of self-induction. 

It is customary, however, to discuss the problem from the point of view 
of another E.M.F., the so-call^ reactance voltage. This is determined by 
means of a formula which we shall use in connection with alternating 
currents, viz. 

Efsz ci» • Z • /. 

lia the current in one branch of the armature winding, and oi s 2v^ is 
the angular velocity of the alternating current vector. ^ is the number 
of complete periods per second, and since in our case a half-period occupies 
the time 7, the number of periods per second is given by the equation 

1 
" = 25P- 

The reactance voltage, calculated in this way, should not exceed 1 volt 
for sparkless commutation in the neutral zone. There is, however, much 
uncertainty in such predictions as to whether a machine will run sparklessly 
or not, and we shall not enter into an actual numerical example. 
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4. The conditions just established for sparkless running refer to machines 
with their brushes in the neutral zone, such, for example, as reversible motors. 
The brushes of generators are displaced in the direction of rotation, so that 
commutation takes place in a field of suitable strength (Fig. 131). We have 
already seen that this commutating field induces an electromotive force Ek, 
which opposes and counteracts the electromotive force £, of self-induction. 

To show the efiTect of the commutating field we shall consider two specially 
simple oases. We saw above under (1) that a constant current density under 
the brush, that is, a straight line short-circuit curve, is advantageous. We 
shall assume that, under the joint action of the electromotive forces J?« and 
JEJfc, the current curve becomes linear. We see then from Fig. 139 that the 

constant value of 3^ is -^, and we have, at every moment, 

at 1 

Hence, to obtain a straight line short-circuit curve and constant current 
density under the brush, the externally induced electromotive force Ej^ must 
be constant, that is, the short-circuited coil must move in a field of constant 
strength during the whole time of commutation. If this is so it is evident 
that the self-induction may be as large as we please. As a matter of fact, 
however, such a field cannot be obtained, and the strength of the field, in 
which commutation occurs, varies with the load, owing to the distortion pro- 
duced by armature reaction. 

It would evidently be advantageous if the current density under the 
trailing brush-tip were already reduced to zero at the moment of leaving the 
segment. To find the condition for this we apply EirchhofiTs second law : 

We make the following substitutions from our previous considerations : 

^.= -Z.|andtara-z>i = i2.T.(5>--|^^ 

At the last moment of short-circuit we have 

^ dt , ii _ 21 

Our expression of EirchhofiTs law may therefore be written thus : 

Solving for ^=j — ^, which is the current density 8, we get 

_ 2/. 5 - Bk 
' " R.T^L <^^)- 

This equation shows that the current density is infinitely large when 

RT 

-y- ss 1, even when commutating in an external field. There is, however, an 

exception, and that is when JEk = 2/i2. 

For -jr- > 1 the current density under the trailing edge of the brush is 



168 Electrical Engineering 

zero, if the externally induced electromotive force Eu becomes equal to 2IE, 

that is, exactly equal to the pressure drop in the brushes. Whether this 

RT 
condition can also be obtained when -y- is less than one is not quite certain, 

although equation (89) certainly points to this conclusion.* 

The whole question depends, therefore, on the production of a oommutat- 
ing field of suitable strength. The most obvious way of obtaining this is to 
suitably shape the pole shoes. The passing of a coil-side firom the neutral 
zone into the active field must be gradual. Bad sparking has often been 
cured simply by rounding the edges of the poles. Skewing the sides of the 
pole shoes so that they no longer lie parallel to the armature slots appears to 
facilitate the correct placing of the brushes. Dolivo-Dobrowolsky's idea of 
connecting up all the pole shoes by means of an iron ring encircling the 
armature appears to be obsolete. By this means the graduation of the field 
was made very gradual, but the commutating field was very sensitive to 
armature reaction. It was therefore very satisfactory when the brushes could 
be shifted with changing load. 

The requirements of modem specifications, whereby machines must run 
sparklessly from no-load up to 25 per cent, overload without shifting the 
brushes, have greatly increased the difficulties. As a fact, most machines 
will work sparklessly at half-load, but at no-load and ftill load, with the 
brushes in the same position, the commutation depends largely on the effect 
of the cross-magnetisation (see page 149). 

56. Three-wire Dynamos. 

The advantages of the three-wire system of distribution were pointed out 
on page 25. At the same time we mentioned the earliest and simplest 
method of obtaining the intermediate pressure, viz. by connecting two 
dynamos in series. Since, however* two small machines are dearer than 
a single large one, a number of other methods have been tried and are in 
use to-day. 

It is simple to obtain an intermediate pressure when a battery works 
in parallel with the dynamo. The middle or neutral wire is then joined 
to the mid-point of the battery. This arrangement has, however, the dis- 
advantage of unequally working the two halves of the battery. 

The method most commonly adopted is to connect two similar motors, 
which are rigidly coupled together, in series and to connect the neutral wire 
to their common terminaL Such a set is called a balancer (Eig. 141). When 
both sides of the system are equally loaded, the two mfti^hiTiAft run light, and 
with similar construction and equal excitation the pressure across the mains 
will be equally shared between them. If now the two sides of the system 
are unequaUy loaded, as shown in the figure, the machine / will act as a 
generator and deliver the extra current to the positive, overloaded side of 
the system. The motor // will take enough current to drive the generator / 

* The TaUditj and meaning of the above equaUons have been warmly diicnsaed in the 
E.T.)Z.,1906. 
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and to cover its own losses. To make the action of the set as clear as possible 
we shall assmne that the ohmic resistance of the machines is negligible. 
If the no<load current of each motor is io and the pressure across each half 
of the mains e volts, then the no-load power taken by the balancer set is 
2« . to. If now the machine / acts as a generator and supplies a current x, 
the load on it ia e.x. The power required by the motor II is therefore 
2e.%^ + e.x. The current through it will be 2io + a;. From KirchhofiTs first 
law we know then that the current in the middle wire is 2to + 2a;. This 
must be the difference between the currents ii and i% in the outers. We 
have then 

ii ~ is = 2io + 2x, 



or 



zi - la 

X = - ~H «0. 



If, for example, ix = 200, i% = 150, io ^s 5, then the current in the generator 
/will be 

200 - 150 



X = 



- 5 = 20. 



The machine // will take the current 

a? + 2io = 20 + 10 = 30, 
and the current in the main dynamo (Fig. 142) will be 180 amperes. 





Fig. 141. 



780 ISO 

Fig. 142. 



As we shall see in Section 64, a back E.M.F. is induced in the motor, 
which, if we neglect the armature resistance, is equal and opposite to the 
terminal pressure. Since the machines / and // are similar, and have the 
same excitation and speed, it follows that their electromotive forces are 
the same. Hence, their terminal pressures are equal and the balance of 
pressure is perfect. 

As a matter of fact, however, the result will be affected by the armature 
resistance, which is not negligible. The terminal pressure of the generator 
will be given by the formula 

« = ^ — ia . So, 

and that of the motor by the formula 

^ =5 ^ + id . JSa* 

As the generator is connected across the more heavily loaded side, this 
side will have the lower pressure. The difference can be diminished by 
exciting each machine of the balancer set off the opposite side of the system. 
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The field coils of the generator would then be supplied fix)m the pressure 
of the lightly loaded side, thus increasing its E.M.F., while the E.M.F. of the 
motor would be decreased. The same result can be obtained by passing 
the middle-wire current round a few series-turns on the fields of each 
machine. 

A simple and interesting method of obtaining a middle point is that due 
to Dolivo-Dobrowolsky (Kg. 143). Two points of the winding, separated 
from each other by a pole-pitch, are connected to two slip-rings. By means 




Kg. 143. 

of brushes these rings are connected to the terminals of a so-called choking 
coil, a coil of large self-induction wound on an iron core. An alternating 
current flows through this coil and produces lines of force, which cut through 
the turns of the coil and induce electromotive forces opposing the current 
The alternating current passing through the coil is therefore only large 
enough to produce this flux, and is prac- 
tically negligible. The coil has a very 
small resistance to continuous currents. 
If now the middle wire is connected to 
the middle point of the coil, the pressure 
difiTerenoe between it and each of the outer 
wires is a half of the terminal pressure of 
the dynamo. A more perfect arrangement 
was proposed by Sengel, who connected 
three points of tiie winding, separated by 
§ of the pole-pitch, to three slip-rings. 
The three brushes were connected to the 
terminals of three choking coils, the other 
terminals of which were connected together 
and to the middle wire (compare three-phase star connection). 

Dettmar solved the problem in ano^er manner by connecting the middle 
wire to an auxiliary brush placed on the commutator halfway between 
the main brushes (Kg. 144).* As this auxiliary brush short-circuits two 

* See £. T. Z., 1897, pp. 56 and 280. 




Kg. 144. 
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s^ments whenever it bridges the insulation between them, it is necessary 
that the coil thus short-circuited should be moving in a weak field. This is 
arranged by leaving a gap in the middle of the pole. The figure represents 
really a two<pole machine, the north pole of which is split into two parts i^i 
and N% with a gap between them. In order that the pressure of eitiier side 
of the system may be regulated without interfering with the other, the field 
coils of the poles Ni and ^83 must be connected in series and controlled 
separately from the field coils of the poles N^ and Si^ which are likewise 
in series, since diametrically opposite wires on the armature are connected in 
series. 

It can be easily seen that the cross-magnetisation of the armature will 
lower the pressure of one half of the system and raise that of the other. As 
in the case of the balancer, it is advantageous to excite the field magnets of 
one side firom the pressure of the other side of the system. 
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CHAPTER VIII. 



57. OharaoteriBtiot of seporately-ezoited dynamo.— 58. OharAoteristiot of aedei dyiuano.— 
59. Ohftraoteristict of shtrnt dynamo.— 60. Dynamo and battery in parallel.— 61. 
Oonttant-eurrent Tariable-epeed dynamo. — 68. Bffioienoy of dynamos. 

57. Characteristics of Separately-excited Dynamo. 

In this machine the field magnets are excited from an external in- 
dependent sonroe (Fig. 145). In the first place we shall consider the eflGsct 
of varying the speed when the machine is ronning light, ia xmloaded, with 
constant excitation. From equatio^ (79), on pc^ 122, the electromotive 
force is known to be ^ \ 

a 60 

Since, under the assumed conditions, n is the only variable on the right- 
hand side of the equation, the electromotive force must be proportional to 
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Fig. 145. 



Fig. 146. 



the speed. If, then, we plot the observed values of the speed as abscissae and 
the corresponding values of the electromotive force as ordinates, we shall 
obtain a straight line through the origin, as shown in Fig. 146. 

If now we vary the experiment by keeping the speed constant and varying 
the exciting current by means of a resistance in series with the field winding 
(Fig. 147), and plot the observed electromotive forces against the corre- 
sponding values of the exciting current, we obtain the curve shown in 
Fig. 148. This curve is called the no-load characteristic, or magnetisation 
curve. The electromotive force increases proportionately with the magne- 
tising current up to a certain point, beyond which, however, the electromotive 
force increases less rapidly owing to the increasing saturation of the iron. 



57. Characteristics of Separately-excited Dynamo 163 

The values of the ordinates are obtained by connectmg a voltmeter across 
the dynamo terminals. At no-load the p.d. between the terminals is equal 
to the B.M,F. induced in the armature, which is proportional to the flux N. 
The ordinates in Fig. 148 therefore represent to a certain scale the values 
of N corresponding to the various values of the exciting current. Hence 
we are quite justified in calling the curve the magnetisation curve of the 
dynamo. 

There is, however, an important difference between the magnetisation 
curves considered in a previous section and this no-load characteristic. There 
the abscissae represented the ampere-turns per cm. and the ordinates the 
flux density or lines per sq. cm., whereas here the abscissae represent the 
ampere-turns for the whole path, partly in iron and partly in air, and 
the ordinates represent the total flux. 





Kg. 147. 

We will now predetermine the no-load characteristic of a given machine, 
shown quarter-size in Fig. 149. The armature teeth and the air-gap are 
shown full-size in Fig. 150. We must first determine the cross-section of 
the magnetic path in the armature core, teeth, air-gap, pole-cores and yoke. 
We have 

diameter of armature i> = 15 cms. 

internal diameter of armature (in this case the 

diameter of the shaft) 2>o = 3*5 cms. 

axial length of armature Z =: 11 cms. 

depth of slot rf = 2 cms. 

l)readth of slot 6 = 0*5 cm. 

number of slots S = 36 

distance from pole to armature = 0*2 cm. 

angle subtended by pole /3 = 70° 

space lost in paper insulation between laminations. . . =15 7o 
cross-section of magnet yoke ring = 37 sq. cms. 

For the cross-section of the armature-core normal to the flux, we have 

Aa = 0-85(2> - 2>o - 2rf) . Z = 70 sq. cms. 

To find the effective cross-section of the teeth we must subtract the sum 
of all the slot-widths from the periphery measured halfway down the slots, 
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and multiply the remainder by ^^. Taking into account the fieu^tor 0*85 for 
the paper insulation, we have 

At « 0-85 [(i> - rf) IT - fif. J]^ = 41-5 sq. cms. 




Kg. 149. 

If we make the simple but approximate assumption that the lines of 
force cross the air-gap in the manner shown in Fig. 150» the cross-section 
of the gap ii^ is the mean of the area of the pole-face and the total area of 
the tops of the teeth feuding the pole. If the double air-gap has a length 

Ig s= 0*4 cm., 
the area of the pole-face is 



The tops of the teeth have an area 



104 sq. cms. 



(Dw - 366) 



Z./3 

360 



62 sq. cms. 



As the mean of these two values, we get 



. _ 104 + 62 „^ ^, 
Ag = ^ a 50 sq. cms. 
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The cross-section of the round pole-cores can be seen from the drawing 
to be 

Ap = 7*4* . J ss 43 sq. cma 

Since the flux of each pole divides into two equal parts in the yoke, the 
effective cross-section of the yoke is twice that of the actual magnet ring, 
that is, 

ily = 2 . 37 = 74 sq. cms. 




Kg. 150. 

The lengths of the paths in the different portions of the magnetic circuit 
can be found from the drawing. It is important to notice that the air-path /, 
is twice the gap between armature and pole, while the path in the teeth 
is twice the depth of a tooth. Similarly Ip is twice the length of a pole, 
since the flux passes through both a north and a south pole. For ly, how- 
ever, we put ti^e simple length through the yoke from pole to pole. The 
pole-shoes need not be separately considered. The values so obtained are 
collected in the following table : — 



AnDAtUfO 0016 

(atampiogB) 


Annktora teeth 
(stamping)) 


Air-g»p 


Pole-oore 
(W.L) 


Tolm 
(0.L) 


u4. = 70 
la = 7 


At = 41-5 
i, = 4 


-4, = 83 
I, = 0-4 


^, = 43 
I, = 12-6 


A = 74 
1,^22 



We have now to determine the number of ampere-turns required to drive 
the flux through each individual part of the magnetic circuit For this 
purpose we shall assume four diffiarent values of the flux, and work them 
out side by side. By dividing the flux by the cross-section of the part under 
consideration, we get the flux-density B, and by reference to the curves in 

Fig. 58, the necessary ampere-turns per cm. (-j-V This must be multiplied 

by the length of the path in ordesr to get the total number of ampere-turns 
for the part of the magnetic circuit under consideration. 
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1. Abmatubs Core. 

JV= 0;2 0-4 0-5 0-6,. 10« 

5« = ~^=^= 2850 5700 7150 8550 



( y ) from the curve for Btampings = 0*6 1*1 1*4 1'8 

JCa = la(^)^ = 7(j) « 3-5 7-7 9-8 12-6 



2. Abmatubb Teeth. 

i\r= 0-2 0-4 0-5 0-6. 10« 

A = ? = ;i^= 4800 9650 12000 14400 
At 41*5 



fy ) from the curve for stampings = 0*8 2*3 



16 36 



3. Ant-OAP. 
iFor the air-gap, we have the fundamental equation (43) on p. 61, 

JS,^Ilg = — J , 

''0 
or X,^^'^0'8B,.l^ 

We have, therefore, 

JV= 0-2 0-4 0-5 0-6. 10« 

■B«»^«£» 2400 4820 6020 7220 

Z^ = 0-8B^ . /^ = 0-325^ = 770 1540 1930 2310 

4. Pole-Cores. 
In calculating the ampere-turns for the poles and yoke we must 



is laiger 
leakage c 



\ = ^ — 1-9 



we have Nm « l'2iV. 

N^ 0-2 0-4 0-5 0-6 • 10* 

JV,. = 1-2JV= 0-24 0-48 06 072. 10* 

5, = ^^ = ^= 5600 11200 14000 16800 

f y) from the curve for wrought iron = 1*6 5 14 100 

X, = lp(j) « 12-5( j) = 20 62-5 175 1250 
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5. Yoke. 








JV= 0-2 


0-4 


0-5 


0-6 . 10« 


N;, = V2N = 0-24 


0-48 


0-6 


0-72 . 10« 


^'-^ = ^- 3260 


6600 


8100 


9720 



y-yj from the curve for caat iron = 4*1 

N 



19 



53 



90 



418 1160 



107 



2350 




1000 



iOOO 



MOO 

Rg. 151, 



woo 



sooo 



6000X 



The total ampere-turns can now be found by adding up the five com- 
ponents, thus 

N = 0-2 0-4 0-6 0-6. 10« 



Xa = 3-6 


7-7 


9-8 


12-6 


Xt = 3-2 


9-2 


16 


36 


Xt= 770 


1540 


1930 


2310 


Xf^ 20 


62-5 


175 


1250 


Zy = 90 


418 


1160 


2350 



SZ = 2[a + ii + -2^ + Xp + J!^ 



890 



2040 



3290 



5960 



In Fig. 151 the yalnes of armature flux N are plotted as ordinates, and the 
values of J^ J!^, J^, and SX as abscissae. The curve J^ is naturally a straight 
line. The values of Xa and Xt are so small tliat they have been omitted in 
the figure. It is easy to see from the figure how the total ampere-turns SX 
are used up in the various parts of the machine. To produce the flux OA, 
for example, we have to employ an excitation AE. Of this, a part AB is 
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required for the poles, a part AC for the yoke, and the larger part AD for the 
air-gap, and AE ^ AB -^^ AC -^^ AD. 

Near the origin the curve for SX coincides veiy nearly with the straight 
line Xg, while as the saturation of the iron increases it becomes gradufdly 
flatter. 

The electromotive force can be calculated directly from the flux N by 
means of equation (79) on p. 122, 

a 60 

If, for example, the speed is 1665 revs, per minute and the number 
of wires on the armature periphery is 720, we have for a parallel-wound 
armature 

E = JV,1|^. 720 . 10-« = 200 .N. 10-« volts. 

The ordinates of the curve SX give the electromotive force directly on 
the scale shown on the right-hand side of the figure. 

It must be particularly noticed that SX is the number of ampere-turns 
per pair of poles, since the calculation was made for a complete magnetic 
circuit linking both a north and a south pole. The total number of field 
ampere-turns on the whole machine is p . SX. 

Having thus fully investigated the effect on a separately excited dynamo 
of varying its field current, we must now consider the effect of loading the 
machine, that is, taking current from it We assume that both its speed 
and excitation are kept constant while its terminals are connected by means 
of an external resistance, such as a bank of glow-lamps. The greater the 
number of lamps connected in parallel across the terminals the bigger is 
the load on the dynamo. This increase in the current taken from it causes 
a decrease in the p.d. between the terminals. When running on open circuit 
the terminal pressure is equal to the electromotive force, but when loaded it 
is less by Che pressure drop due to the armature resistance. If the resistance 
of the armature be ^ the terminal pressure will be given by the formula 

« = £-». jRo. 

If we neglect the effect of armature reaction, the electromotive force will 
be constant since the exciting current is constant, and it can be represented 
by the horizontal line E in Fig. 152. The pressure drop in the armature 
is proportional to the current, that is, to the abscissae, so that the terminal 
pressure is given by the straight line e drawn at an angle a below the line E, 
where 

i .Ra -n 

tan a = — :— = R^. 

When setting out the angle a it must be carefully noticed that the scales 
for the ordinates and absdssae are probably different, so that we cannot draw 
simply the geometrical tangent. The diffsrence between the ordinates of 
the curves E and e is equal to the ohmic pressure drop for a certain value 
of the current, while the ordinates of the curve e give us the corresponding 
terminal pressure. Experimentally the process is of course reversed, since we 
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observe the terminal pressure and add to it the calculated armature drop to 
find the electromotive force. 

The results can be plotted in another manner, namely, by setting out 

the external resistance B^ ie. the quotient -;, as abscissae and plotting both t 

and % as ordinates (Fig. 153). Since the product % (i{ + JBa) is equal to the 
constant electromotive force, the curve representing % must be a rectangtdar 
hyperbola. Its asymptotes are the horizontal axis and a vertical line through 
a point representing — Ba. The curve % cuts the vertical axis in the point A. 
This corresponds to no external resistance, or, in other words, the d3mamo 

is short-circuited, and OA = -^ is the short-circuit current. This point lies, 

Jta 

naturally, quite outside the working limits, and could only be found by 
plotting the curve for a very small value of the excitation. 





n 



CL 



Jb 



Rg. 152. 



Kg. 153. 



The limits of the curve e in Fig. 153 can be found from the consideration 
that the terminal pressure is equal both to the product xB, and to the 
difference E -^i. Ba. On short-circuit it must be zero, since the terminals 
are electrically equivalent to a single point and can have no difference of 
potentiaL The whole electromotive force is then used up in driving the 
enormous short-circuit current through the armature resistance. On the 
other hand, the terminal pressure attains its maximum value and becomes 
equal to the electromotive force £ when the external resistance becomes 
infinitely great, Le. on open-circuit. 

As we have already indicated, the curves would be modified in an actual 
case by the demagnetising effect of armature reaction. Moreover, the 
armature resistance is not constant, but increases with its temperature 
and therefore with the load. It is hardly possible, however, to take these 
points into consideration in a simple manner. Another disturbing influence, 
which we have neglected and which we shall continue to neglect, is the effect 
of remanent magnetism. 
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58. Characteristics of Series Dynamo. 

Both the consideration and the actual working of a separately excited 
dynamo are extremely simple, since with constant speed and constant excita- 
tion the electromotive force is independent of changes in the external drcoit. 
The behaviour of self-excited dynamos is, however, £Eir more complicated, 
since every change in the external circuit affects the magnetising current, 
and also, therefore, the magnetic flux and the electromotive force. 

The relations are, perhaps, simplest in the series d3mamo, since the arma- 
ture current is here identical with the magnetising current and the external 
current The series-connection of armature, field and external circuit was 
that which first suggested itself. It has, however, become almost obsolete as 
far as generators are concerned. It was used for supplying a number of arc 
lamps connected in series, but is quite unsuitable when the lamps, as is now 
general, are connected in parallel between the mains. As motors, however, 
series machines are of enormous importance. 



Jt 



nv. 





Fig. 154. 



Kg. 155. 



We shall now consider the effect of varying the external resistance of a 
series dynamo running at a constant speed (Fig. 154). We take correspond- 
ing readings of the current and the terminal pressure, and plot a curve with 
abscissae equal to the current % and ordinates equal to the pressure 
(Fig. 155). We then draw a straight line through the origin making an 
angle a with the base line, where 

tan a s & X A*, 

JBm being the resistance of the field winding. The ordinates of this straight 
line represent the pressure drop in the djmamo itself and by adding this 
to the corresponding ordinate of the curve e we obtain the curve E of the 
electromotive force. This is the characteristic curve of the series dynamo, 
and represents the relation between electromotive force and magnetisiDg 
current If, instead of the current t,. we had plotted the product of current 
and the number of turns on the field, we should have obtained the same 
magnetisation curve as that found in the previous section (Fig. 151). 
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We see from the curve that the electromotiye force vanishes on open- 
circuit, since when the magnetising current ceases the magnetic flux dis* 
appears. If the terminals be joined by means of a reasonably small resistance, 
the machine will excite and produce an electromotive force which will drive 
a current round the circuit. The smaller we make the external resistance, 
the larger, by Ohm's law, will be the current and therefore also the magnetic 
flux and the electromotive force. This reaches its limit when the machine is 
short-circuited. The terminal pressure then vanishes, and the whole electro- 
motive force AB\b used up in driving the short-circuit current OB through 
the internal resistance. This occurs at the point A^ in which the straight 
line cuts the curve E. 

With regard to the terminal pressure, we see that the curve reaches a 
maxintnm with a certain load and then decreases as the load is further 
increased. That this must be so is evident, for, as the iron becomes saturated, 
a point will be reached at which the increase of electromotive force, due to a 
given increase in the current, is not enough to balance the increased drop 
thereby produced. 

This peculiarity was turned to useful account in the machines designed 
for lighting a string of arc lamps in series. It was necessary to make the 
increase of current, due to the short-circuiting of a lamp, as small as possible. 
The cross-section of the iron was therefore made so small that it was highly 
saturated at the normal working current. The machine worked beyond the 
knee of the characteristic curve J?, where an increase in the current causes 
but a slight increase in the E.H.F. By making the armature reaction, which 
we have neglected, strong enough, an increase of current might even cause 
a decrease in the S.M.F. On short-circuiting a lamp the current increased 
slightly, but not so much as it would have done had the electromotive force 
increased with the current. 

The peculiar behaviour of a self-exciting dynamo, in that the electromotive 
force depends on the current taken, is easier to comprehend if we fix our 
attention on the external circuit The question arises as to whether the 
current is produced by the electromotive force, or the electromotive force by 
the current, through Uie medium of the magnetic flux. Both views must be 
looked upon as correct, and we then have a complete cyde, without being 
able to say which is cause and which is effect. In practice, however, it is the 
external resistance which is arbitrarily varied, and both the electromotive 
force and the current are thereby caused to change simultaneously. 

59. Characteristics of Shunt Dynamo. 

It is customary, in connection with shunt dynamos, to distinguish between 
an internal and an external characteristic. The internal or static character- 
istic is obtained by running the machine light at a constant speed and 
varying the resistance of the field circuit by means of a rheostat or variable 
resistance. By plotting the values of the magnetising current i» as abscissae 
and the values of t^ terminal pressure e as ordinates we obtain a curve 
exactly similar to the characteristic of a series djmamo or to the no-load 



172 



Electrical Engineering 



characteristic of a separately excited machine, and there is therefore no need 
to examine it farther. This curve is called the internal or static characteristic 
of the shunt dynamo. 

We must now consider the behaviour of a shunt dynamo when its load or 
external current is varied. In the series d3mamo the field winding and the 
external circuit are connected in series, with the result that the electro- 
motive force is largely dependent upon the external current. In the shunt 
dynamo, on the other hand, the field winding is in parallel with the external 
circuit, that is, it is connected directly to the brushes (Fig. 156). As the 
result of this arrangement variations in the external current do not react 
directly on the electromotive force. The external current has, in fact, only a 
small secondary effect on the excitation and B.M.F., and, within the practical 
working limits of the machine, we are dealing with a relatively constant 
electromotive force. The behaviour of a shunt dynamo in actual operation is 
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Kg. 156. 




Fig. 157. 



consequently simple, but a clear understanding of its behaviour is usually a 
matter of some diiSculty to the beginner. 

In the first place, an increase in the external current causes an increase 
in the armature ctirrent. The armature current is the simi of the external 
and the shunt currents, thus 

In consequence c^ this increase the pressure drop in the armature is 
increased and the terminal pressure falls, in accordance with the equation 

6 ss £ ^ %qJB^ 

The terminal pressure is therefore greatest at no-load and gradually fedls 
with increasing load. Since the field winding is connected directly across 
the brushes, the decrease in the terminal pressure causes a corresponding 
decrease in the shunt current. This leads to a diminished flux and a pro- 
portionately smaller E.M.F., in consequence of which the terminal pressure 
decreases still further. The variation of pressure with load is therefore 
greater in a shunt dynamo than in a similar separately excited machine. It 
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is, however, very much smaller than the pressure yariation of a series 
dynamo. 

It is possible, however, to design the shunt d3mamo so that the drop of 
pressure from no-load to full load is almost as small as that of a separately 
excited machine. This result is obtained by working some part of the 
magnetic circuit at a high saturation. The magnetic flux is then but little 
affected by considerable variation in the magnetising current, and the drop is 
almost entirely due to the ohmic resistance. Such machines are specially 
suitable for electric light stations, where constancy of pressure is an absolute 
necessity in the interests of steady illumination, l^e small unavoidable 
changes in the pressure which still occur are counteracted by means of 
variable resistances, or rheostats, in the shunt circuit. 

Machines which are to be used for charging accumulators should, on the 
other hand, be designed with low flux-densities in the iron. When beginning 
to charge, resistance is put into the field circuit, which, as the ohaiging 
proceeds, is gradually cut out. In this way the flux and E.M.F. are gradtuiUy 
increased, and the current maintained at a constant strength in spite of the 
increasing counter-electromotive force of the battery. 

If now we determine the external characteristic of a given machine 
experimentally by switching lamps, one afber the other, in parallel across the 
mains and so varying the external current, we find that the P.D. between the 
terminals gradually fftlls. This is exactly what we should expect from our 
above considerations, and is shown graphically by the upper branch of the 
curve in Fig. 157. If, however, we increase the number of lamps, and there- 
fore decrease the external resistance, beyond a certain point, the current does 
not continue to increase, as we should expect, but decreases. The terminal 
pressure continues to decrease until the machine is short-circuited, when it 
naturally falls to zero. The magnetising current ceases at the same time, 
and with it the magnetic flux which it had produced. Were it not for 
remanent magnetism, there would be no B.M.F. and consequently no armature 
current. The lower part of the curve in Fig. 157 would then pass through 
the origin, whereas the remanent magnetism causes it to meet the base line 
a little to the right of the origin. 

The action of the shunt d3mamo will probably be made much clearer if 
we evolve the external or dynamic characteristic from the internal or static 
characteristic. We shall neglect the effect of armature reaction. We plot, 
in the first place, the magnetising current as abscissae and the electromotive 
force E as ordinates. This is the internal characteristic, and is shown in 
Fig. 158. Since, in our present experiment, we vary only the external 
current and leave the resistance of the field circuit uimltered, the terminal 
pressure must be proportional to the magnetising current, in accordance with 
the equation 

YoT the curve of terminal pressure e we therefore get the straight line in 
Fig. 158. Now, the difference between the ordinates of the two curves E 
and e must be equal to the pressure drop ia . i2a=(i+t«) . Ba in the armature, 
and is therefore proportional to the armature current. By subtracting the 
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shunt magnetisiiig current from the armature current found in this way, we 
get the external current, which, plotted as ordinates, gives us the curve t in 
the figure. As the curve shows, there is one special load at which the 
current is a mayiTUUTn. 

Since the abscissae t« in Fig. 158 are proportional to the terminal pressure, 
the curve i in Fig. 158 is identical, except as regards scale, with the curve e 
in Fig. 157. It is, however, turned through 90^ so that the left-hand part of 
the curve t in Fig. 158 corresponds to the lower curve in Fig. 157, where, 
owing to the large number of lamps connected in parallel, the machine is 
nearly short-circuited. The right-hand part of Fig. 158 corresponds to the 
upper curve in Fig. 157, that is, the working portion of the characteristic 
where considerable variation in the load causes but slight changes in the 
pressure. 

Compound dynamos may be regarded as shunt dynamos, the fields of 
which are strengthened when the load comes on by means of a few series 
turns carrying the main current. In this 
way the drop due to armature resistance 
and armature reaction is neutralised and 
the terminal pressure maintained constant 
at all loads. If over-compounded, that is, 
provided with a greater number of series 
turns, the terminal pressure increases with 
the load, rising, for example, in many trac- 
tion generators firom 500 volts at no-load 
to 550 volts at full load, thus making it 
possible to maintain a pressure of 500 volts 
at distant poiuts of the system. 

Now, the maintenance of a constant 
pressure in spite of variations of the load 
is of the utmost importance for the supply 
of power to glow-lamps, since these are extremely sensitive to changes of 
pressure, and the effect of such changes on the eye is very disagreeable. 

The compound dynamo appears therefore to be specially suitable for 
electric lighting. As a matter of fact, however, it is rarely used for this 
purpose, and the majority of lighting stations will be found to contain shunt 
dynamos only. This is due to the fact that sudden overloads cause a 
momentary cbop of pressure even on a compound dynamo, since the engine 
governor cannot act instantaneously and the speed is consequently reduced. 
This causes the B.H.F. and the terminal pressure to decrease, and this leads 
to a decrease in the shunt current and a further fiedl of pressure. A lighting 
station, moreover, is not subjected to the sudden, and often enormous, 
variations of load experienced in a traction station. The changes are usually 
gradual and allow the iswitchboard attendant ample time to counteract the 
drop by means of the field^ rheostat. The added complication of compound 
dynamos is therefore uimecessary in such a station. 

Compound machines, like series machines, are quite unsuitable for chaiging 
accumulators. If they be used for this purpose and the speed of the engine 




Fig. 158!" 



69. Characteristics of Shunt Dynamo 175 

fSalls on any account, the back s.m.f. of the battery may overcome the 
forward E.H.F. of the dynamo and drive a reverse current round the circuit. 
This current will pass through the series field winding and reverse the 
polarity of the magnets. The electromotive forces of dynamo and battery 
are no longer in opposition, but acting together in a circuit of very 
low resistance. The current will therefore rapidly rise to a dangerous 
value. 

If, however, a shunt dynamo is used, the positive pole of the battery is 
always connected to the positive pole of the dynamo, and the shunt current 
in the dynamo field-coils is always in the same direction, even when the main 
current is reversed. The electromotive forces of the battery and djmamo are 
always in opposition. When the main current reverses, the battery drives 
the machine %b a motor and the current cannot reach a dangerous limit. 
Trouble might be caused, however, by sparking at the commutator, since the 
correct position of the brushes is different in the case of a dynamo and that 
of a motor. This can be prevented by putting a minimum cut-out in the 
main circuit. This consists of an electromagnet excited by the main current 
and holding up an armature so long as the current exceeds a certain value ; 
if, however, the current falls below this value, the armature is released and 
automatically opens a switch in the main circuit. 



60. Dynamo and Battery in Parallel. 

The practically constant supply pressure which we saw in the last 
section to be necessary for electric lighting can be obtained by the use of a 
battery of accumulators connected in parallel with the d3mamo. The battery, 
moreover, constitutes a very desirable reserve, as the dynamo need only be 
large enough to deal with the average load instead of the maximum load, 
and may, at times of very light load, or in case of necessity, be shut down 
without interrupting the supply. Finally, the battery enables the dynamo 
to work at constant full lotul in spite of the variable load on the station 
(buffer batteries in traction stations). The steam consumption is thereby 
made imiform and considerable economy effected. 

These advantages depend on two characteristic properties of the accumu- 
lator, viz. its constancy of E.H.F. and its low internal resistance. As a result 
of the latter the drop of pressure in the battery may be almost neglected, 
and the terminal pressure is practically equal to the electromotive force. 
The shunt dynamo may be looked upon as separately excited, since the field 
winding is virtually connected across the constant terminal pressure of the 
battery. We shall consider the effect of 

1. Variation of load. 

2. Variation of engine speed. 

3. Variation of excitation. 
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1. Effect of Vaeiation in the External Load. 



If the speed and excitation be constant and the electromotive force be E, 
then the armature current will also be constant and will be given by the 
equation 

where e is the terminal pressure, maintained constant, as we have seen, by 
the battery. We see, then, that neither the terminal pressure nor the dynamo 
current is affected by changes in the external load. If, for example, the 
battery is discharging (Kg. 159) and more glow-lamps are switched into the 
external circuit, the extra current required is supplied almost entirely by 
the battery discharging at a higher rate. If, on the other hand, the battery is 
being charged (Fig. 160) when the extra lamps are switched on, the current 
required will be drawn from the battery by taking a part of its charging 
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Fig. 160. 



current. We have here, therefore, an exceptional case in which the generator 
gives practically a constant current, which we divide, as we choose, between 
the battery and the external circuit. 

The battery will pass from a condition of charging to one of discharging 
simply by chsoiging the load in the external circuit If, for example, the 
external current is smaller than the armature current, the excess current will 
pass into the battery and charge it. If, now, the external current increases 
beyond the armature current, the battery will give a discharging current If 
the dynamo gives the average current, the battery will be continually 
changing from charge to discharge and vice vend. This change is only 
possible if the terminal pressure of the battery changes. When chaiging the 
terminal pressure must be greater than the E.M.F. in accordance with tiie 
equation 

When discharguig, on the other hand, the terminal pressure must be 
smaller than the E.H.f . of the battery, as shown by the equation 

These changes are small, and we can therefore neglect them in our con- 
sideration of the subject. 
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2. Effect of Speed Variation. ^ 

We have assumed in the forgoing that the electromotive force of the 
dynamo is constant, but we shall now consider the effect of speed variation 
on terminal pressure and armature current. We shall assume the external 
load to be constant. When running without a battery in parallel a change 
of speed has a large effect on the terminal pressure, but in the present case 
the terminal pressure is maintained constant by the battery. A change in 
the B.M.7. of the dynamo will, however, cause the armature current to 
change, in accordance with the formula 

If, for example, the speed suddenly drops, the E.M.F. decreases, and with 
it the armature current Since the current in the external circuit is con- 
stant, the battery, if discharging, must give a greater current the smaller 
that given by the dynamo. If charging, a decrease in the dynamo current 
causes a decrease in the current passing into the battery. Hence, speed 
variations of the engine are converted into variations of battery current. 

3. Effect of Variation of Excitation. 

A change in the rheostat in the field circuit has, naturally, a similar effect 
to a change of speed. If, for example, we wish to charge the battery, we 
adjust the field current until the terminal pressure of the machine is slightly 
above that of the battery. The switch is then closed so that similar poles (^ 
the machine and battery are connected. Since the electromotive forces 
oppose each other, the current is practically nil, but can be brought up to 
the desired value by adjusting the field rheostat (compare the above formula 
for i«). The reading on the voltmeter is only slightly changed, since the 
terminal pressures of both dynamo and battery are identical 

To stop charging, the field current is weakened until the armatiu:e current 
falls to the value of the external current The battery is then carrying no 
current, but can remain across the bus-bars or terminals to act as a pressure 
r^ulator. 

At times of exceptionally heavy load the shunt rheostat is used to 
distribute the load in a suitable maimer between battery and machine. The 
excitation can be a4justed until the machine is working at full load, so that 
the battery is left to deal with the variable overload. 

We have assumed that the battery pressure is constant, and we are justified 
in making this assumption, in so far as the small effect of the variable current 
is concerned. We have already seen, however, that the terminal pressure of 
the battery gradually changes as charging or discharging proceeds (Figs. 26 
and 27). To maintain a constant pressure, battery switches are often em- 
ployed, by means of which cells can be added to or removed from the battery. 
In order that the current may not be interrupted when switching another cell 
in or out, an arrangement is shown in Fig. 161, in which auxiliary contacts 
are fitted between the main contacts and connected to them by means of 
t. b. 12 
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lesistances. The moving contact is wide enough to span across the insolation 
between the segments. In the position shown the lamps are connected across 
the main cells only, and the first regulating cell is short-circuited through the 
resistance between the contacts. By turning the switch-arm to the right it 
is made to lie on the auxiliary contact only. The first regulating cell is then 
in series with the battery across the mains, and by suitably choosing the 
auxiliary resistance, which is now in the main circuit, the supply pressure 
may be made to rise about 1 volt, depending on the strength of the current. 
On moving the arm over on to the main contact, the first regulating cell is 
connected directly to the mains and the pressure increased by anoti^er volt. 
The pressure can thus be adjusted by steps of two volts, the auxiliary contacts 
being only used to pass from one step to the next. 

Another device is illustrated in Eig, 162. Here the switch-arm consists 
of two parts rigidly fixed together, but insulated from each other. In the 
position shown the first regulating cell is short-circuited through the two 
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Fig. 162. 



arms and the auxiliary resistance. On turning the switch further to the right, 
the main arm leaves the end contact and thereby puts the first regulating 
cell in series with the battery across the mains. The auxiliary radstance is 
in circuit, however, and the increase of pressure is less than two volts by an 
amount depending on the current On turning the switch still further to the 
right, both arms will lie simultaneously on the second contact block, and 
finally the auxiliary contact will leave the block and lie between it and the 
next block. The pressure on the mains has then been increased by two volts. 
The use of these simple battery switches is to be recommended where the 
charging is done when there is no external load (Kg. 163). The switch is 
then used during the morning as a charging switch, beginning with it on the 
right-hand stop and gradually moving it over to the left as the cells become 
charged. The right-hand regulating cells were probably oiJy used towards 
the end of the previous evening, and are consequently fully charged long before 
the main battery. During the process of charging, therefore, the switch-arm 
is gradually moved from right to left. Since the battery pressure during the 
charge is greater than that for which the lamps are designed, it is necessary 
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to keep the switch A open. When the cells are all fully charged the switch 
Ai is also opened. 

When lamps are to be lighted, the switch A is put on to such a contact 
that the volts across the mains on closing the switch A will be correct. The 
switch A ia then closed and the dynamo run up and put in parallel as already 
described. The field current is a4justed until the dynamo is on full load, if 
possible, and the battery is not called upon to share the load on the station 
until it exceeds the full load of the dynamo. During the night the dynamo 
can be shut down and the battery left to take charge of the all-night load. 
To maintain the pressure on the lajnps, the switch-arm will have to be moved 
over gradually from left to right. 

The number of r^ulating cells required with this arrangement can be 
found from the fact that the pressure of a cell at the commencement of dis- 
charge is about 2 volts, while after discharging as far as permissible it is only 
1*8 volts. If the supply pressure is 110 volts the number of newly charged 
cells must be 110/2 « 55. At the end of the discharge the number must be 
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increased to 110/1*8 « 60. We see, therefore, that about 10 per cent, of the 
battery must be connected up to the battery switch. 

The above plan of disconnecting the external circuit while charging the 
battery, will hwUy be practicable in the majority of cases. If we have to 
maintain the supply during the time that the battery is being charged, we 
must use our single battery switch as a discharging switch to maintain 
constant supply pressure (F^. 164). The dynamo must be connected to the 
last cell by means of the two-way switch EL. The dynamo current divides 
between the battery and the external circuit, except that the r^ulating ceUs 
to the right of the switch-arm carry the whole current. Hence, the very cells 
which need it least get the greatest charging current. When the charging 
is complete the dynamo must be disconnected and its pressure reduced by 
means of the field rheostat to that of the mains. The two-way switch is 
then put on to E, and the battery used simply as a pressure regulator, 
until the load increases to such an extent that battery and dynamo must 
work in parallel. 

The disadvantages of this arrangement are evident The regulating ceUs 
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are not onlj a somce of waste, but aie rapidlj destroyed throng^ being ocm- 
tuiTially overchaiged at a high current density. Another disadyantage is that 
the dynamo mnst give tibe full charging pressure of the "whole battery, which, 
with a supply pressure of 110 volts and the 60 ceUs calculated above, would 
be 60 . 2*7 iB 162 volts. If, however, the end cells could be cut out as they 
became charged, we should only require a terminal pressure of 150 volte. 
The cost of the machine would therefore be unnecessarily hi^ since such a 
machine is always designed for tibe maximum pre ssur e, ie. for the corre- 
sponding flux in the field magnets. When the machine is working in parallel 
with the battery and giving a terminal pressure of 110 volts, the flux is 
reduced by means of the field rheostat, and the machine is larger than actually 
required for working under these conditions. 

In order that the cells may be charged without interrupting the supply, 
the regulating ceUs must be connected up to a double battery-switch (Kg. 165X 
The supply mains are then permanently connected to the discharging side of 
the switch, which serves as a pressure regulator both when chaiging and when 
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Kg. 165. 

discharging. The charging switch-arm lies always to the right of the dis- 
charging arm, and should never be brought inside it. Both arms-will be 
gradually moved from n^t to left as the charging proceeds until finally both 
are on the left-hand contacts, and dynamo, battery and mains have the same 
pressure. Although the end cells are switched out as they become charged, 
and are consequently saved from tibe continual overcharging which they 
suffered in the previous arrangement, tibe ceUs lying between the two switch- 
arms are still charged with a current equal to the sum of the battery current 
and that supplied to the lamps. 

The two-way switch is now moved over to the upper contact and the 
dynamo and battery are in parallel across the mains. By suitably adjusting 
the field rheostat the load can be subdivided as desired. As the battery dis- 
charges the lower switch-arm is gradually moved to the rij^t, sometimea 
canying the upper one with it by means of a stop, so as to ensure that the 
latter is not to the left of the former when chaiging is commenced. 

As can be seen from the figure, the corresponding contacts of the charging 
and discharging switches are metallically connected and cmly a single row of 
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contacts is actually necessary, over which two switch-arms can be independently 
moved. The arrangement shown in Fig. 165 is, however, more easily understood. 
Although the use of a double battery-switch makes it possible to charge 
without interrupting the constant pressure supply, and also to switch off the 
regulating cells as they become fully charged, it does not obviate the necessity 
for making the dynamo capable of giving a pressure far in excess of the 
nonnal supply pressure. The disadvantage of requiring the dynamo to work 
normally at one pressure and yet be capable of giving another, much higher, 
pressure when necessary, is specially noticeable in larger stations. The 
machines are compelled to run normally at an output far below their maxi- 
mum, and the capital outlay is mmecessarily large. This disadvantage is 
completely removed by the use of a so-called booster, which is a comparatively 
small dynamo connected in series with the main dynamo. The latter is then 
designed for the nonnal supply pressure, without any provision for a large 
increase of pressure. The iron of the machine can be highly saturated, thus 
reducing both the size and cost of the machine. A further saving is effected 
in the field rheostat, which need not be nearly so large. 




Fig. 166. 

An arrangement including both a double battery-switch and a booster is 
shown in Fig. 166. The main dynamo is connected permanently to the 
discharge switch-arm, while the booster is connected between the two switch- 
arms and charges the cells lying between them. If the excitation of the 
booster is adjusted until its current is equal to the charging current through 
the main battery, no current will flow through the discharge switch-arm. 
The latter will then resemble the galvanometer coimection in the Wheatstone 
bridge in that it connects two points at the same potential. The battery will 
then act simply as a pressure r^ulator. 

To determine the number of regulating cells required in this arrangement, 
we have, in the first place, to be able to obtain the supply pressure of, say, 
110 volts towards the end of the charging, when each cell has a pressure of 
about 2'7 volts. The main battery must therefore contain no more than 
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-^ ss 40 cells. In the second place, when the cells are almost discharged, 

the pressure of each will drop to 1*8 volts, and the number then required will 

be yjg^ = 60. The whole battery must therefore consist of 60 cells, of which 

20, i.e. about 30 per cent., are connected to the battery-regulating switch. 

In many modem stations battery- regulating switches are more or less 
eliminated by the use of automatic boosters, in which the field is produced 
by the resultant effect of several distinct windings. One winding will cause 
the E.M.F. of the booster to vary with the load, while another will take into 
account the state of the battery. In this way the pressure of supply is main- 
tained practically constant, and the battery caused to charge or discharge 
according as the load on the station is below or above the normal* 



6i. Constant-current Variable-speed Dynamos. 

1 In the great mcgority of cases dynamos are driven by prime-movers 
running at approximately constant speed. An important exception occurs 
in connection with train lighting. The dynamo is generally placed under 
the carriage and driven from one of the axles. The devices suggested for 
getting over the difficulties of the enormous speed variation and the reversal 
of rotation have been very numerous. Here, if anywhere, however, success 
will depend on the absence of complicated devices, and it is undoubtedly a 
great step in advance if we can obtaia a dynamo which is independent of the 
direction of rotation and also of the speed, at least, within wide limits. A 
battery of accumulators is necessary, of course, to take the load when the 
train is at rest or moving very slowly, and this battery can be connected 
permanently across the mains. The dynamo should then automatically come 
into action when the speed reaches a certain low value and give a current 
sufficient to supply the lamps and charge the battery, which current must, 
however, not increase to any great extent as the speed increases. 

In Bosenberg's train-lighting dynamo these peculiar characteristics are 

obtained in a very ingenious manner. 
Fig. 167 represents a 2-pole machine. 
The yoke and the pole-cores are very 
small, but the pole-shoes are abnormally 
large. The field coils j^^^^ connected 
across the battery and thus carry a con- 
stant exciting current which makes the 
lower pole south and the upper one 
north. By rotation in this vertical field 
no P.D. will be produced between the 
brushes BB, but two other brushes Vb 
are placed in the position of maximum 
P.D. and are short-circuited. The reason for making the pole-cores so small 
is now obvious, since a very small flux will suffice, even at a low speed, to 

* See " Storage Battery Bngineering,'* by Lamar Lyndon. 
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produce the small E.M.F. required to drive the normal current through the 
short-circuited armature. This current will produce a field along a horizontal 
axis, that is, at Hght-angles to the main or primary field. The return path 
for this secondary field is provided by the massive pole-shoes. Its direction 
depends on the direction of the short-circuit current through hb, and this 
depends on the direction of the E.M.F. induced by the rotation of the armature 
in the primary vertical field. Hence the horizontal field, due really to 
armature reaction, depends on the direction of rotation, and reverses when the 
latter reverses. The p.d. between the brushes BB due to the rotation of the 
armature in this horizontal field will thus be independent of the direction of 
rotation. These brushes BB are the main brushes and are joined to the 
battery terminals. 

It is not difficult to see why large speed variations have such a small 
effect. The main current flowing through the armature from B to B will 
tend to demagnetise the primary field, and imder normal conditions miQr 
neutralise 90 7o ^^ ^® ampere-turns ff. The resultant vertical field will 
then be produced by the surplus 10 7o ^^ff* ^ ^^^ ^^^ speed increases the 
current will tend to increase, but this will increase the demagnetising effect 
and enormously weaken the resultant vertical field, on which the motor 
absolutely depends. It is obvious that if the speed increased infinitely the 
current could not increase more than 10 7o> ^^^ ^ ^^ 7o ii^crease would com- 
pletely neutraHse the coils j^^^d destroy tiie main or vertical field. There 
would then be no short-circuit current, and consequently no horizontal field. 
If the speed falls, say to 70 7o ^^ ^^ normal value, the main current will 
decrease, but if this decrease amounts to 10 7o* ^ vertical field will be 
exactly doubled. Hence, although the speed is only 70 7o» ^^ short-circuit 
current will be increased 40 7o> ^^^ ^^^ ^^ ^® horizontal field. This hori- 
zontal field is almost inversely proportional to the speed, thus producing an 
almost constant bjcf. in the direction BB. Fig. 168 shows the actual results 
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obtained from such a dynamo working in parallel with a battery ; the lower 
curves show the effect of putting a rheostat in series with the shunt-field^. 
At a low speed — about 10 miles per hour — the dynamo begins to take the 
load, at 20 miles per hour it gives nearly its fulL current, which changes very 
little up to 60 miles per hour, or any higher speed which may be practicable. 
Means are provided for preventing the battery discharging through the 
dynamo at rest or at very low speeds. For further information respecting 
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this and other somewhat similar dynamos for the same purpose, the student 
should consult the articles by Dr. Bosenberg in the Elektrotechnische Zeit- 
schrift, 1905, p. 893 ; 1906, p. 1035 ; and by Osnos, 1907, p. 197. 
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^' I' "" -" 62. The Efficiency of Djrnamos. 

In considering the losses occuning in dynamos we shall first consider the 
no-load losses. In the first place we have mechanical friction at the bearings 
and brushes. To this must be added the air-friction, or so-called windage, 
which is very considerable in modem well-ventilated armatures. Theee 
frictional losses are independent of the excitation. We have also, however, 
the losses due to hysteresis and eddy currents, which depend on the excitation. 
The hysteresis loss occurs in the iron of the armature, and is approximately 
proportional to the l'6th power of the flux-density. The eddy current loss 
occurs in the armature iron, the armature conductors and the pole-shoes. 
This loss is proportional to the square of the flux-density, since an increase in 
the number of lines causes an increase not only of the electromotive force but 
also of the eddy currents. The no-load loss for a given excitation can generally 
be looked upon as a constant loss. 
To this no-loiK^ loss ^^ must add : 

the copper loss in the armature Q . Ra, 

the copper loss in the series field winding ijf^ . R^^ 

the copper loss in the shunt field winding it . t. 

The last one of these losses is dependent on the excitation, and will there- 
fore vary somewhat with the load under which the machine is running, nie 
variation is small, however, and this loss itiay be considered constant. We 
are assuming here that the terminal pressure is maintained constant. 

The overall eflSciency of the machine is the ratio of the useful output « . % 
to the total power supplied to the machine. The latter is made up of the 
no-load losses and the total electrical power E . ia generated in the armature. 

We have then for the efficiency 

where Po is the power taken when running light, excluding the loss in the 
field windings, or, if we introduce the individual losses, 

t . i 

This formula applies both to series, shunt and compoimd dynamos. If 
the compound machine has the short-shunt arrangement, that is, with the 
shunt field across the brushes instead of the terminals, the pressure across the 
shunt will be less than e, but the difference is so small that we may safely 
neglect it. In the simple shunt dynamo tm = and t« s { -(. {^ 

We have then for a simple shunt dynamo 
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e 

The effioiencj will be a TnaximiiTn when the denominator is a TniniTOiiTn. 
We must therefore differentiate this expression with respect to i, and put the 
result equal to 0. We have seen above that both e and t« may be considered 
constant. We will also neglect the product if . Ba on account of its smallness. 

We get then Ba - ^^V'"' = 0, 

or 1* . i?a = Po + « . i*. 

Now, the external current is practically equal to the armature current, so 
that the left-hand side of this equation represents the armature copper loss. 
The right-hand side represents the losses which are practically constant, viz. 
the friction loss, the iron loss, and the shunt field loss. Hence, the efficiency 
is a maximum when the variable losses are equal to the constant losses. 

Moreover, it is specially noteworthy that the efficiency curve, plotted to a 
base of variable output, is more or less parallel to the base line over a large 
range on either side of the maximum point. A large variation of load has 
consequently little effect on the efficiency. 

As an example we shall take a machine for 110 volts and 100 amperes. 
Its no-load loss, that is, the power required to drive it when excited, but 
on open circuit, is 750 watts. Its full load efficiency is 0*88. The total 
power transmitted from the engine to the dynamo shaft is therefore 

^^088^^ ^ ^^'^^^ ^^^^' ^® ^^ ^^^®^ *^ S' ^^'^^^ ^ ^'^^^ ^**^ 
The dynamo has then its maximum efficiency at full load. The no-load loss 
of 760 watts is distributed between the field coils, which take 250 watts, and 
the friction and iron loss, which amount to 500 watts. 
We have then « . i, = 250, 

U^m = 2-3, 

i« = i + f, = 100 + 2-3 =^ 102-3. 
i^.Ba = 750, 

750 _. 750 ^ 

-^ " i.* "" 102^» ~ " ^^^ 

We now assume that the dynamo is run first on half-load and then on 
100 per cent overload. Neglecting any small change in the field current, 
we have 

i load 100 per oent OYSiload. 

i s= 50 and 200 respectively, 

i^ = t + i, = 50-|-2-3= 52-3 „ 202-3 

t«> . Ba = 52-3> . 0-071 = 194 „ 2,900 

e.U = 250 „ 250 

e . i output = 5,500 „ 22,000 

Po = 500 „ 500 

Input = 6,460 „ 25,660 
5,600 ^^. 22,000 ^_ 

''^^ 6:450 = ^'^^ " 25:650 = 0-»^- 
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Hence we see that the efficiency is very constant in the neighbourhood of 
its maTimnm, even for large variations in the load. The designer has a 
certain amount of freedom in the distribution of the total losses between 
constant losses and armature copper loss. The necessity for keeping down 
the pressure drop in the armature makes it impossible, as a rule, to design 
the machine so as to have its maximum efficiency at the normal load. 
In the above example the armature drop <« . JSa « 100 . 0*071 » 7 volts, the 
S.M.F. is 110 + 7 B 117 volts, and the percentage drop in the armature is 
7/117 B 6 per cent Moreover, if the armature resistance be made too great, 
the heat generated may be more than the armature sur£Etce can safely get rid 
of without reaching a dangerous temperature. In fact, the exact point of 
maTJmum efficiency is hardly considered when designing a dynamo, and the 
losses are distributed from entirely different practical considerations. As a 
rule the armature copper losses are less than the constant losses under normal 
running conditions, so that the efficiency increases with the load, even up to 
considerable overloads. 

We shall now consider the experimental determination of the various 
individual losses which go to make up the no-load loss of a dynamo. The 
loss in the field windings is easily found frt>m the ohmic resistanoe and the 
field current, so that we need consider only the remaining losses P«. If we 
have another suitable machine which can be used as a motor to drive the 
dynamo we are testing, the two are coupled together and the power measured 
which the motor takes to run the dynamo at the normal speed with its field 
magnets unexcited. The amount by which this exceeds the power taken by 
the motor when uncoupled is almost exactly equal to the friction loss in the 
dynamo. If the experiment be repeated with the dynamo fields excited, 
the power taken by the motor will increase by an amount Pk + P* equal to 
the hysteresis and eddy current loss in the dynamo. 

Having found in this way the loss due to friction and that due to hysteresis 
and eddy currents, the experiment is repeated at another speed, the excitation 
of the dynamo being the same as before. 

The loss Pa + P« is divided by the speed n to which it corresponds, 
and the quotient plotted vertically on a base representing the speed n 
(Fig. 169). Now the hysteresis loss is directly proportional to the speed, 
while the eddy current loss varies as the square of the speed, so that we 
may write 

Pk + Pe = cin + cjn* (93), 

where ci and c% are constants. 
From this it follows that 

= Ci + Cjifl. 

n 

P A' P 

This shows that the points representing tL*Jt_l_ i^ Fig. igg should lie 

on a straight line which cuts the vertical axis at a height Ci equal to the 
hysteresiB loss at a speed of one revolution per minute. Multiplying thia 
by the speed in revolutions per minute, we get the actual hysteresiB loss. 
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We have thas separated the loss Po into its three components, friction, 
hysteresis and eddy current loss. 

In the absence of a second machine, the losses can be separated by the 
so-called retardation method. The machine is run light as a motor with a 
constant field excitation, but with an adjustable 
p.D. applied to its armature terminals. In 
this way the speed is varied and the power 
Po supplied to the armature is observed for 
each speed. In Fig. 170 the values of n are 
plotted as ordinates and the corresponding 
values of Po as abscissae. 

The armature circuit is then opened sud- 
denly without altering the field excitation, 
so that the armature gradually slows down 
and comes to rest. The speed is observed 
at frequent intervals during the slowing down and plotted to a base 
representing the time (Fig. 171). It is sometimes more convenient to 



Fig. 169. 



IV 




Fig. 170. 



Fig. 171. 



Fig. 172. 



read the armature p.d. on a voltmeter than the speed, to which it is 
proportional. The decrease in the kinetic energy of the armature during 
any interval is necessarily equal to the work done in the same time 
in Motion, hysteresis and eddies. At a certain moment t seconds after 
opening the armature circuit, the speed n » AC^ and the kinetic energy J in 
joules is decreasing at the rate oi dJin the time dt. Energy is being dissi- 
pated, therefore, at the rate of — -77 joules per second. The kinetic energy 

at any moment is proportional to the square of the speed. We have then 

J=Jfc.n«, 
dJ ^k.2n. dn, 



or 






where A; is a coefficient depending on the moment of inertia of the armature. 
We have just seen, however, that the energy dissipated per seoond is equal 
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to — -VT, and since the energy dissipated per second must be equal to the 

sum of the losses P^, which is given by the abscissa OD in Fig. 169, we 
have, 

Po=-2A.n.g (94). 

If we draw both the tangent and the normal to the curve at the point A, 
we have (see Kg. 171) 

dn BC 

and since AO = n — ^ . -37 = BC. 

at 

Hence Po = 2A . BC. 

We have already found Po = OD for this speed in Fig. 170. It is 
evident that from a knowledge of Po and BC, we could calculate the moment 
of inertia of the armature, which is contained in the constant h For our 
purpose, however, this is not necessary, since we now know that the length 
BC represents a certain power OD. If, instead of A, we take any other point 
on the curve in Fig. 171, and draw the normal and the ordinate, then the 
subnormal, i.e. the intercept on the base line between the ordinate and the 
normal, represents the power being dissipated at that speed. 

The experiment is then repeated with the field magnets unexcited, in 
which case the time taken to slow down is much longer, since there is no 
hysteresis or eddy loss. In this way the curve in Fig. 172 is obtained, which 
has a subnormal BfC at the chosen speed n. In the same way as before, we 
could show that the power wasted in friction is given by the equation 

P/=2Jfc.£'C, 

and is represented by the length ffC* to the same scale that BC represents 
the power P«. 

hence --^ = ^. 

Po BC • 

Up to the present we have tacitly assumed that for a constant speed and 
excitation, the hysteresis and eddy current losses are the same at full load as 
at no-load. This assumption is not strictly correct owing to the distortion of 
the field by the armature reaction, so that an accurate determination of the 
efiGiciency is only possible when the machine is actually running on full load. 
The supply of power required to test a large machine in this way would be 
veiy considerable. A great saving can be effocted if we have two similar 
machines, by coupling them mechanically together and running one of them as 
a motor from an external source. This motor drives the other machine as 
a generator, and the latter supplies current to the motor. The external source 
of supply and the generator are thus connected in parallel to supply the motor. 
The power supplied from the external source is, of course, merely the total 
loss in the two machines, and can be easily measured. The excitation of each 
machine must be so a4justed that the speed and armature currents of the two 
machines correspond to the normal running conditions. This method of 
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testing two similar machines was devised by Hopkinson, and is known as the 
Hopkinson test. At first sight, the exact conditions under which the two 
machines are running appear rather complicated. We must remember, how- 
ever, that both machines have the same speed and the same terminal pressure. 
The S.H.F. of the generator is greater than the terminal pressure, whereas in 
the motor, as we shall see in Section 64, the terminal pressure exceeds the 
KM.?, induced in the armature. Since the two machines have exactly the 
same speed, terminal pressure and number of wires on the armature, it follows 
that the generator must be more strongly excited than the motor, or, to put 
it more correctly, the machine with the weaker excitation will run as a motor 
and drive the other machine as a generator. If 

N\ is the flux per pole in the motor, 

N% the flux per pole in the generator, 

t'l, the armature current of the motor, 

ts, the armature current of the generator, 

t'l — is ss to> the current supplied from external source, 

J?i, the back E.M.F. of the motor, 
and E^ the B.if.F. of the generator, 

then for the motor (see Section 64) we have 

and for the generator 

a oU 
Adding these two equations, we get 

If we n^lect the very small quantity to • ^ we have 



^.^.z.lQ-^^ 



a-60 N, + J^a* 

The speed is thus inversely proportional to the sum of the fluxes Ni 

and iVo. If we substitute this value of -• ^^s . 10~® in the above equation 

n 60 ^ 

for the generator, we get 

Hence while the speed is proportional to ^ ^ , the generator current 

is proportional to * 7 a/ » ^^ ^^ exact speed and the exact current 

-"1 + -^a 

3tj0iigtb <>«' wKinYi we wish to test the machines can therefore be obtained 
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by suitably ac^usting the excitation of the two machines. The product of 
the terminal pressure e and the current to supplied from the external source, 
that is, the product of two simple observations, gives us at once the total losses 
in the two machines. It is usual to assume that these are equally divided 
between the two machines, or, what is nearly the same thing, that the machines 
have the same efficiency. A still simpler way of considering the inx>blem is 
as follows : The input to the motor ]at.ii\ the output of the dynamo e . i%^ 

and therefore the combined efficiency -^ s ~. If their efficiencies are the 



same, each must be equal to \/-. 
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68. Direotionofrotatioii of motors.— 64. Torqae.speedandoutpatof aD.G.motor.— 65. Motor 
with oonstant 6zoitation.--66. The startiog and regulation of a shunt motor.— 67. Principle 
of series motor.— 68. Example of traction motor caloalation. — 60. The regulation of a 
series motor.^70. Heating of motors. 

63. Direction of Rotation of Motors. 

Direct-cuirent motors are identical in construction with direct-current 
generators. Since the same machine may act at one moment as a motor and 
at the next as a generator, much of what has been said concerning generators 
can be applied to motors. We must consider, however, the mechanical 
characteristics of motors, such as the direction of rotation, the speed, the 
torque and the output, and we have specially to investigate the manner in 
which these mechanical characteristics depend on the electrical and magnetic 
relations. 





Fig. 173. 
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To determine the direction of rotation we have only to remember that, to 
rotate the armature of a dynamo delivering current, it is necessary from the 
principle of the conservation of energy that mechanical work is done. The 
current induced by the motion tends to stop the motion, owing to the opposing 
force exerted on tiie conductor by the magnetic field. If the dynamo repre- 
sented in Fig. 173 be rotated in a clockwise direction, the current will flow 
from front to back under a north pole and in the opposite direction under 
a south pole. The magnetic field exerts a force on the conductor, the direc- 
tion of which can be found by the left-hand rule. Pointing the first finger of 
the left hand in the direction of the magnetic field and the second finger 
along the current, the thumb indicates the direction of the motoring force on 
the wire. In this case, however, this is unnecessary, as we know fix)m Lenz's 
law that the force will be opposed to the motion which induced the current 
This opposing force is shown by a dotted arrow. We may imagine that 
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the machine is continoallj seeking to act as a motor^ but nerer succeeds, as 
the driving force of the prime mover overcomes the motoring force. 

This latter force has full play, however, if we shut down the engine and 
supply the armature current from some external source. We assume that 
the current in both field and armature is still maintained in the original 
direction (Fig. 174). It is evident, therefore, that the motor shown in 
Fig. 174 will rotate in an anti-clockwise direction as indicated by the arrow. 
We conclude, therefore, that with limilmr magnetic polarity and similar 
direction of current in the armature, a machine runs as a motor in 
the opposite direction to that in which it was driven as a generator. 
The same result is obtained by simultaneously reversing both the magnetic 
polarity and the armature current 

The student must be careful, however, not to make the mistake of 
assuming that any machine running as a generator will run, as a matter 
of course, in the opposite direction as a motor. We were careful to point 
out that both the magnetic polarity and the armatore current were un- 
changed in our example, in which the rotation was reversed. We must now 
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turn to the special cases of shunt and series motors and see whether this 
supposition is correct. 

In the series machine field windings and armature are connected in series. 
We assume that the series machine shown in Fig. 175 is driven in a dock- 
wise direction as a generator and that the right-hand brush is positive. We 
now use the same machine as a motor without changing the connections in 
any way. From what has been said above it is evidendy immaterial, as fiur 
as the direction of rotation is concerned, how we connect the motor terminals 
to the mains. The simpler plan, of course, is to leave the connections as 
they were (Fig. 176). The motor current is then reversed both in field and 
armature. The result is the same as if the current had remained unchanged 
in both. Hence, if the oonneotions of a series generator remain un- 
changed, it will ran as a motor in the reverse direction, i.e, against 
the brashes. 

If, however, we wish the machine to run in the same directbn, we must 
reverse the field connections. The direction of the current in the field 
windings will then be the same in the motor as it was in the generator, and 
the magnetic polarity will remain unchanged. 

We shall now consider the case in which a machine which has been 
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running as a series motor is driven in the same direction and used as a series 
generator. This case is of practical importance, since series motors are 
braked by being cut off firom the supply mains and loaded as generators 
by means of a resistance connected between their terminals. The kinetic 
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Rg. 177. 



Motor 

Kg. 178. 



energy of the tramcar, for example, is thereby converted into electrical eneigy 
and dissipated as heat in the resLstance, and the car is rapidly retarded. 
Now, the E.M.F. induced in the motor armature is opposed in direction to the 
motor current (Section 64). When used as a generator the direction of 
rotation is unchanged, and the field is the remanent magnetism of the motor 
field, and therefore in the same direction. The B.M.F. in the generator is 
therefore in the same direction as in the motor, and produces a current in the 
opposite direction to the motor current This current would weaken the 
remanent magnetism instead of strengthening it, and the machine would 
refuse to ezdte. Hence, it is necessary to reverse the field connections when 
using the motor as a brake. 

In the shunt motor, however, the relations are very different A glance 
at Figs. 177 and 178 shows us that the current in the field windings is in 




_^\AAAA. 



Rg. 179. 




Kg. 180. 



the same direction, whether the machine be used as a motor or as a generator, 
if the connections remain unchanged. The armature current, on the other 
hand, is reversed. Had the current remained the same in both armature 
and field, the direction of rotation would have been changed, but as it has 
only reversed in the armature, the direction of rotation of the motor will be 
T. B. 13 
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the same as that of the generator. Henoe, a shunt dynamo will mn as a 
motor in the same direction, ie. with the brushes ; similarlj a shunt motor 
can be run as a generator in the same direction without altering the con- 
nections. 

We have finally to consider the reversal of the direction of rotation of 
motors. Were we merely to change the connections with the supply mains, 
we should reverse the current in both armature and field windings, and the 
direction of rotation would be the same as before. We must evidently reverse 
the connections of either the field or armature, but not of both. As a rule it 
is the armature current which is reversed (Figs. 179, 180). 

64. Torque, Speed and Output of a DX. Motor. 

An example was worked out in Section 25, showing how the turning- 
moment or torque could be calculated from the flux, the number of armature 
Mores and the armature current. We must now find a general formula for 
the torque of a motor. Let 

H be the strength of the field in the air-gap, 

L the length of the armature in cms., 

D the diameter „ „ „ 

9 the number of wires on the armature periphery, 

/3 the/ angle subtended by the pole, 

/ the current in each wire in absolute unite, 

and is the external armature current in amperes. 

Then, firom equation (32) on page 54, the force exerted on each armature 
wire under a pole by die magnetic field is 

JJ. J. I dynes. 

The total number of wires under the 2p poles is 

z. 2p.fi 
360 • 
The total force is therefore 

/«^.7.2£J^ dynes (96> 

To convert this into kilogrammes we must divide it by 981,000. The 
radius of the armature is 

' "27100 ™®'^- 
For the totque in metre-kilogrammes we hove, therefore, 



Mt 



s.i.^'t'-^.^ 



360 "2. 100* 981,000' 

Now, the total flux per pole li is equal to the product of the strength of 
the field in the gap and the area of the pole face, or 

""'^^^'^ W 
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Sabstdtating this value, we have 

^*-^i^-l<>-' <97). 

This equation applies equally to all machines, bipolar or multipolar, series 
or parallel wound. If, as before, there are 2a parallel paths through the 
armature, we have 

10 . 2a- 
Equation (97) then becomes 

^*'f-£^-^^''°'^^-^8^ (^^>- 

For series winding a s 1 and for parallel winding a s jp. This formula 

gives the total torque exerted on the armature. The useftil torque is less 

than this by an amount necessary to overcome the friction. 

zl 
If we call 2piV, " the total flux crossing the air-gap," and ^-^, i.a the 

product of the number of wires or bars on the whole armature periphery and 
the current in amperes in each, ** the ampere-bars on the armature," formula 
(98) may be expressed in the following convenient form, 

rp total flux X ampere-bars ^ r 4. 
Torque; = 8*54 x 10^ pound-feet. 

The full meaning of these formulae for the turning-moment only becomes 
apparent when we exchange the two sides of the equation. In their above 
form the equations state that the torque exerted by t^e motor is proportional 
to the product of the magnetic flux and the armature current. When a 
motor is working and has reached a steady condition, it exerts a torque 
exactly equal to the resisting torque due to the load on the motor. We are 
thus led to the important conclusion, that the product N. is automatically 
adjusts itself to the load on the motor, so as to exert the requisite torque. 
We do not send a current of an arbitrarily fixed strength through the motor 
and allow the motor to exert a corresponding torque, whatever it may be. 
This is only the case before the motor moves, when the current is not sufficient 
to exert the necessary starting torque. As soon as the motor reaches a uni- 
form steady speed, equation (98) must be satisfied, and the current must adjust 
its strength to suit the torque given by the load. 

We have yet to answer the question as to how it comes about that the 
current in the armature is just that corresponding to the load, and neither 
more nor less. There is no apparent r^ulator by means of which the current 
can be varied, since the armature has a n^ligible resistance. We have, 
however, in the motor a back electromotive force which, like the governor 
of a steam engine, is dependent on the speed. It is immaterial whether 
the machine is rotated as a generator by means of external forces, or as 
a motor by means of forces within the machine itself. In both cases the 
armature wires cut through the lines of force, and thereby induce electro- 
motive forces in themselves. A motor is therefore not only similar to a 
generator in construction, enabling the same machine to be used first as 
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the one and then as the other, but, while ninning as a motor, the machine is 
continually generating an E.M.V. and tending to act as a generator. By 
applying die right-hand role it can be seen that this induced km.f. is in 
the opposite direction to the terminal pressure and current, and it is for this 
reason that it is often referred to as the back E Jf .?. of the motor. 

The back kicf. is, of course, proportional to the speed, and it is this 
fact which governs the adjustment of the current to the exact strength 
necessary for the torque. If, when the motor is running, its load is suddenly 
increased, the torque which it has been exerting is no longer sufficient to 
overcome the load. The speed of the motor drops, with the result that 
the lines of force are not cut so rapidly, and the back kh.f. is therefore 
decreased. The terminal p.d. is then able to send a larger current through 
the armature. This decrease of speed and consequent increase of current 
goes on until the current is large enough to exert a torque corresponding to 
the new load. 

Inversely, if the load be decreased, the torque exerted by the motor is 
too large. The motor therefore speeds up and increases tiie back sjlf. 
until the current is choked down to a value corresponding to the torque 
required for the new load. When the motor has settled down again to a 
steady speed, the torque exerted by it is exactly equal to the resisting 
torque of the load, and not slightly larger than it, as many beginners are 
apt to imagine. Due allowance must be made, however, for the torque 
necessary to overcome friction at the motor bearings, etc. 

The speed can be found fix)m equation (79) on page 122, according to 
which 

^=^.J\r.^.a. 10-8 volts. 
a 60 

The back electromotive force E is determined by the armature current 
for the applied terminal pressure e must exceed the back S.ILF. by an amount 
necessary to drive the current through the resistanoe of the armature, that 
is> by 4 • -Ba volts. We have then 

e^E-^-ia.Ra (99). 

From these two equations, we have 

^^ ^.60.108 ^ (f-ta.Jga).60.10« 

p/a.N.z ^ pja.N .z ^ ''' 

It is evident from this formula that a change of load, and therefore of 
armature current, does not cause merely a momentary change of speed, but a 
permanent change. The variation of speed with change of load is, however, 
very small in many cases. 

We must now find the formula for the output or power of the motor, 
that is, the rate at which it does mechanical work. We have purposely 
postponed this untU after the consideration of the torque, although in 
practice the capability of a motor is always expressed in t^ms of its output 
and not of its torque. To get a clear idea, however, of the action of 
a motor it is absolutely necessary to consider the torque first, since the 
output depends on the product of two variables, viz. the torque and the speed. 
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'Saw, if Jfi be the tnTning-momect in metre-kgs. and 

be the angnl&r velocity, ve know &om mechanics tJiat mechanical work is 
being done at the rate of Mi .ut metre-kgs. per second. To obtain the power 
in watts we must multiply this hy 9*81 (see Section 41) ; in this way we get 



P = Jf,.w. 9-81 » if(.2ir. ^.9-81 watts.. 



..(101). 



If Mt be expressed in foot-pounds, the figure 9*81 becomes 1*36. 

It is important to find the oatpnt as a function of the electrical quantitiea 
For this purpose, we multiply equation (99) by t, and get 

e.i, = £.i,-i-iu*.S^ (102). 

The product e . t* is the total power transmitted to the armature, while 
i«' . £^ is the power dissipated as heat due to the armature resistance. Hence, 
the remainder f.iamoBt represent the power transformed into a mechanical 
form. This will indude both the useful output and the power wasted in the 
bearings and in the iron of the armature. 

It is possible for us now to compare the two expressions found for the 
output. Equating them, we have 

J.i. = Jlf..2T.^.9-81 (103). 

If we substitute for £ and M, the ^ues found for them in equations (79) 
and (98), we shall find that both sides of our equation are identical 

When we consider the relation between the output and the armature 
current, we see at once that for a very small current, and consequently a very 

iaRa. E 
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Fig. 181. Fig. 182. 

small torque, the output will be small. With increasii^ load the output 
increases, until with very large loads the speed drops so mnch that the 
output is decreased. To find when the output is a maximum, we must 
differentiate the equation 

and equate the result to 0. We have thus 
For this case we hare also ia-S^, = E. 
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The same result is obtained from Figs. 181 ami 182, in which the side 
of a square is made to represent the tenninal pressure e, and is divided into 
two parts, one equal to the ohmic drop ia . Ba &nd the other to the back 
£.Hjr. Ba being constant, the area of the shaded square is proportional 
to the power i^Ba wasted in heating, while the area of the shaded rectangle 
is proportional U> i^.E and represents the mechanical output. This shaded 
rectangle is small both for small (Fig. 181) and for laige (Fig. 182) values 
of la . It has its maximum area when it is a square, ie. when i^.B^^ E. 
This is therefore the condition for maximum output, as we have already 
found. On account of the large armature current, this case lies far outside 
the limits of practical working. It would evidently be very bad practice to 
waste half of the energy in heating the armature wires. 

65. Motor with Constant Excitation. 

We shall consider in this section a motor in which the field winding 
is connected directly to the constant pressure supply mains. In the first 
place we shall also assume that the armature is connected directly across the 
mains (Fig. 178). 

The total torque exerted by the motor is given by equation (98) on 
page 195 as 

-^< = ? • o ' Q.Qi • ^0"* metre-kgs. 
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Since the magnetising current, and therefore the flux N^ is constant in 
the present case, the total torque must be proportional to the armature 
current i^ . Plotting the armature current horizontally and the torque !£% 
vertically, we get a straight line passing through the origin (Fig. 183). 

The useful turning-moment Jf« is less than Mt by an amount necessary 
to overcome the resisting torque due to Motion, hysteresis and eddy currents. 
If the no-load current in the armature is io, the useful torque is proportional 
to the difference ia — tto* If we plot the useful torque in Fig. 183, we get 
another straight line parallel to the first and cutting the horizontal axis at 
the point i^ 

For the speed, we have from equation (100) on page 196 

n = ^ J — j^ revolutions per mmute (104). 
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Since the flux is still constant, the speed is proportional to the back 
E.H.F. (a — id . jBIii). The drop of speed from no-load is therefore proportional 
to the pressnie drop %a . B^, and therefore also to the current {«. If then we 
plot the armature current horizontally and the speed vertically, we get the 
slightly falling straight line in Fig. 184. Since the ohmic pressure drop 
in the armature is always small, the motor with constant excitation has 
almost a constant speed from no-load to fall load. 

The output in h.p. on the pulley, the so-called brake horse-power (B.H.P.), 
can either be found from the useful torque and the angular velocity, in which 

case we get S' ^ ' , or it can be found from the back E.H.F. and the 

useful current i« — io, in which case we get E. {ia — io)* 

If $ is the sum of the armature cuirent ia and the field current $ #, the 
total power supplied to the motor iai.e watts, and the overall efficiency is 

e.t e.(ia + ti) 

It is evident that at no-load, that is, when ia=^io, the efficiency must 
be nil. This is also the case when the load on the motor is so large that 
it cannot start even with the largest possible current 

e 

The fact that such a current would bum out the armature does not 
concern us at the present moment. The important point to notice is that 
there must be some intermediate load for which the efficiency is a maximum. 
To find the most efficient armature current we multiply out the numerator 
of equation (105) and get 

a . ig — ig . Rg — g . fp 4" tg . ip . Sg 

« . (ta + ii) 

We now difierentiate this with -regard to ig and put the result equal 
to 0. For the sake of simplicity we neglect the constant factor e in the 
denominator. 
dfi _ (e — 2tg.^ + to.^)(ttt + {9)^ (e.ig^ ig^.Bg'' e.ip + ig.io.Iig) 
dia " (ig + if)" * 

This expression will vanish when the numerator vanishes. If we multiply 
the numerator out and put it equal to 0, we get 

ig^.Bg - e.it - e.ig + it.Iig.(2ig - h) = 0. 

The meaning of tbia equation becomes clearer when we remember that, 
owing to the wmAllTiftftn of the magnetising current, the right-hand term is 
so small as to be practically n^ligible. We got then as the condition for 
maximum efficiency 

ta«. -». = «.<. + «.»o « « (it + io) (106). 

Now $t + to is the total motor current at no-load. Hence, the efficiency 
is a maximum when the ohmic heating of the armature conductors is equal 
to the constant losses both in armature and field, including the friction. In 
other words, the efficiency is a maximum when the losses dependent on the 
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load become equal to those independent of the load. The decrease of Motion 
due to the snudl decrease of speed with increasing load is quite negligible. 

In order to make the above considerations clearer, we shall apply them 
to a numerical example. 

We shall consider a bipolar motor (p = 1^ a s 1) having the following 

constants: 

« = 110, J\r=2.10«, = 300, 

J?. =r 0-3, t, = 1, to = 2. 

We have then 

^*" a-2ir.9-81-^^ -01. i«, 
Mu = 0-1 (4 - to) = 0-lia - 0-2, 
. = (±=J^%^5^ = 1100.3v 

If the normal current for which the armature is designed is 10 amperes, we 
obtain a total fall load turning-moment of 1 metre-kg. of which 0*8 metre-kg. 
is available at the pulley. The speed at full load is 1070. The drop of speed 
from full to no-load is 30 in 1100, or roughly 3 per cent 

For an armature current of 10 amperes, the overall efficiency will be 

"^^ e.(ia + ii) "110. 11 "•'''• 

To find the conditions at maximum efficiency, we must first find the 
constant losses. These are 

e.io + e.it^ 330 watts. 

For maximum efficiency, the armature copper loss must also be equal 
to 330 watts, that is, 

iJ.JRa^ 330 or <» ""V o^ ~ ^^ amperes. 

Adding the field current of 1 ampere, we get a total current of 34 amperes 

and a motor input of 

«.i = 110 . 34 = 3740 watts. 

If we subtract from this input the total losses which are 2 . 330 watts, 

we obtain the output 3740 — 660 » 3080 watts, and the overall efficiency 

is therefore 

.3080^..^ 

3080 
The output on the pulley is then -=t^ b4'1 b.h.p. The percentage drop 

of speed from no-load is equal to the percentage pressure drop in the arma- 
ture, that is, 0*3 . 33 in 110 or 9 per cent, (see page 199). 

It is interesting to determine how the efficiency varies when the load 
is varied over a large range. If we assume that the load is reduced to about 
half of that corresponding to maximum efficiency, so that the armature current 
is 17 amperes, then we have 

.K= e - ia.i?. « 110 - 17.0-3 = 105 volts, 
i^si^^-itss 17 + lss 18 amperes, 
ta — to«17 — 2sl5 amperes. 
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The overall efficiency wiU then be 



B.(ia-y>) 105 . 15 _ ^.a 
1 = —• = 110718- "^- 



e • t 



In the same way, if the load is about doubled, so that the armature 
current is 66 amperes, we have 

J? = e- *..-«• = 110 - 66 . 0-3 = 90 volts, 
i = ia + if = 66 + 1 = 67 amperes, 
»a - «o = 66 - 2 = 64 amperes. 

Under this heavy load, the efficiency will be 

^ ^.(ta-to) _ 90.64 _ 
"- TTi 110. 67 ~"^^- 

Hence, we see that a large variation in the load has very little effect 
on the efficiency. It is theiefore unimportant to design a motor to have 
its Tnaximum efficiency at full load. To reduce the drop of speed as much 
as possible the normal load should be below the point of maximum efficiency, 
while a motor which is to work, as a rule, on very light loads, and only have 
its fall load at intervals, should be designed to have its maximum efficiency 
at a small load. 

We pass now to the consideration of a motor the field winding of which 
is connected directly across the constant pressure supply, but the armature of 
which has an adjustable resistance in series 
with it (Eig. 185). We make the striking 
discovery that, whether loaded or running 
light, the current is in no way affected by 
a change in the adjustable resistance. If, 
however, we turn to equation (98), on page 
195, we see that the armature current must 
be determined entirely by the load, since 
the magnetic flux is constant. If the load 
on the motor remains const6uit, the arma- 
ture current will remain constant, however 
much the series resistance may be varied. 
On suddenly decreasing the resistance there 
is, it is true, a momentary increase of the ^' 

armature current This causes the motor to exert a greater torque than 
that required to overcome the load, with the result that the armature is 
accelerated and runs permanently at a higher speed. This increase of speed, 
however, causes an increase in the back ejlf., which reduces the armature 
current to its former value corresponding to the load. The only way to vary 
the armature current of a constantly excited motor is to vary the load. 

The speed, on the other hand, is very dependent on the resistance jB 
in series with the armature. The applied terminal pressure e has now to 
overcome the back E.M.F. and cover the pressure drop in both the armature 
and the resistance B. We have then 

6 ^ E 'i' ta* Ha "h ia • -B> 

or E ^ c '^ ia. Ha — io • ^« 
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In this equation e and Ba are constant, and ia is also constant so long as 
the load remains unchanged. It follows, therefore, that a change in the 
value of R will produce a large effect on E, and consequently on the speed. 

This becomes much deaier if we neglect the small drop of pressure in 
the armature, and assume that the pressure across the brushes is exactly 
equal and opposite to the back E.M.F. On this assumption, a voltmeter 
connected across the brushes will indicate directly the back B.M.F. We find 
then that, on varying the value of B, the speed is almost directly proportional 
to the pressure across the brushes. The accuracy is greatest when the 
pressure drop in the armature is as small as possible, that is, at no-load. 
In the numerical example which we have worked out above, the speed, when 
running light with a P.D. of 110 volts between the brushes, is found from 
equation (104), on page 198, to be 

If a resistance of 27*5 ohms be connected now in series with the armature, 
the no-load current of 2 amperes will be unaltered. The drop of pressure in 
this resistance will therefore be 27*5 . 2 s 55 volts, and the pressure read on 
the voltmeter across the brushes will be reduced to 110 - 65 = 66 volts. The 
speed will therefore be 

_ (55 - 0*3 , 2) . 60 , ly 
^ 2.10«,300 ^^^ 

The speed is thus almost exactly a half of what it was when the p.d. 
between the brushes was 110 volts. The speed is therefore practically pro- 
portional to the P.D. between the brushes when the motor is running light. 
The same relation is approximately true when the motor is loaded. We are 
thus led to the interesting conclusion that, in a motor with constant excita- 
tion, the current depends only on the load, while the speed depends only on 
the P.D. between the brushes. Hence the speed can be regulated to any 
desired extent by altering the p.d. applied to the brushes. 

There are, however, two errors which we must be careful to avoid. In 
the first place, it is very important to notice that in the above experiments 
the ac^ustable resistance was in the armature circuit only and had no effect 
on the field. If the armature and field windings are connected directly to 
the same terminals, and the resistance connected in the common extmuJ 
circuit, an alteration in the resistance may, under some circumstances, have 
very little effect on the speed. If, for example, we double the terminal 
pressure of both armature and field, the magnetic flux may be nearly doubled, 
if the iron be only slightly saturated. In l^e formula 

^ ^,60,108 
^ p/a.N.z 

both the value of ^ in the numerator and the value of iV in the denominator 
would then be doubled, leaving the speed n unchanged. If, on the other 
hand, the magnets are highly saturated, the motor will behave more like a 
constantly excited one, and doubling die terminal pressure will cause the 
speed to increase nearly 100 per cent. 
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The other point on which we must be quite dear is that speed regulation 
by means of a series resistance is only possible when an attendant can stand 
by the regulating switch, as on a tramoar, for exampla Apart from the 
laige loss of power in such a resistance, there is the disadvantage that every 
change of load causes a change of current and theiefore a change in the 
amount of pressure lost in the resistance. The result is that the pressure 
across the armature terminals and the speed of the motor are subjected to 
large variations. It is possible, for instance, for a motor to be running light 
wiUi so much resistance in series with its armature that it comes to rest 
when the load is put on. 



V 66. The Starting and Reg^ation of a Shunt Motor. 

The shunt motor is really no more than a constantly excited motor. It 
possesses, therefore, all the fundamental characteristics which we have found 
for this type of motor in the previous section. The current is proportional 
to the load, and the speed is practically constant from no-load up to full load. 
This latter property makes the shunt motor specially suitable for driving 
lines of shafting and machine tools, where constancy of speed is required. 
As we have already studied the principles of the motor, we need only consider 
here the more important points in connection with their starting and 
r^ulation. 

The primary object of the starting resistance is to protect the armature 
firom a ^dangerously large current At the first moment of starting, the 
armature is at rest and there is consequently no back ej£.f. If the armature, 
with its comparatively small resistance, were connected directly across the 
full pressure of the supply mains there would be an enormous nusdi of current. 
A starting resistance must therefore be put in series with the armature, of 
such a value that the current is limited to a permissible strength with regard 
to its heating effect on the armature. There are also mechanical reasons for 
limiting the turning-moment exerted at starting, especially when there are 
heavy masses to set in motion. A further reason is the large pressure drop 
uid consequent imsteadiness of the lamps in the neighbourhood, when the 
supply mains are suddenly called upon to carry a large current. 

When the motor has been set in motion, the back km.f. increases with 
the speed and limits the current to a value corresponding to the load. The 
starting resistance can therefore be gradually cut out as the speed increases. 

If it is required to regulate or vary the speed of a shunt motor, it must 

be done by altering the resistance of the shunt field circuit. This is clearly 

seen by applying equation (104) on page 198 to the case of a motor runmng 

on no-load. We have then 

^ e.eO.lQg 

If resistance is put in the field circuit, and the magnetising current and 
the flux N thereby reduced, we see from this equation that the speed n must 
increasa This is also evident when we consider that the motor must run 
faster to produce the same back e.m.f. in the weaker field as it formerly did 
in the stronger field. 
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If the load remains the same, this weakening of the field will naturally 
afiTect the armature current. Since the load or torque is proportional to the 
product N.ia,Sk weakening of the field must cause a corresponding increase 
in the armature current. To make this clearer we shall go back to our 
example in which the terminal pressure e = 110 volts, the armature resist- 
ance fia = 0*3 ohm, the number of wires z = 300 and the flux i^ = 2 . 10* 
lines. For an armature current ia of 10 amperes, we have for a bipolar 
motor, from equation (104) on page 198, 

_ (g - tg , Jgg) . 60 . 10« _ (110 - 10 . 0-3) . 60 . 108 _ , ^rrn 

"" p/a.N.z 2710^300 ^^^"• 

If now, without changing the load, we reduce the magnetic flux 20 per 
cent., the armature current must increase in the same proportion, viz. 0*8 : L 
We shall then have 

JV«0-8.2.10« = 1-6.10«, 

10 IOC 

ta^TT^^ss 12"5 amperes. 

The product N. u has remained unchanged, but the armature current has 
increased. As this will cause an increase of pressure drop in the armature, 
the back E.M.F. will decrease. This will naturally affect the speed and make 
the actual increase less than we should otherwise expect. In the above 
example, for instance, we have weakened the field by 20 per cent, and should 
therefore expect the speed to increase in the ratio 0*8 : 1, that is from 1070 to 

-^r^ ss 1338. As an actual fact, the new speed attained on weakening the 

field is 

(110 - 12-5 . 0-3) . 60 . 108 
""^ 1-6 . 10* . 300 " ^^'^^• 

This indicates at the same time that there is a limit to the speed 
obtained by weakening the field. The effect of the pressure drop in the 
armature may become so great that, on further weakening the field, the 
speed is decreased. This is, of course, an absolute necessity, since we should 
otherwise be led to the conclusion that the loaded motor would run at an 
infinite speed when the field circuit was broken and the flux reduced to zero. 
As a matter of fact, the motor remains stationary in such a case, since one of 
the two factors that produce the torque has vanished. Hence, there must be 
a certain value of N, or of i», for which the speed at a given load is a 
maximum. We can find this critical value of ig from equation (103) on 
page 197, in which we equated the mechanical and the electrical power. We 
have then 

J? . tg = e . <g - ig« . ^g = Jft . 2ir . ^ . 9-81. 

As one of the conditions of our experiment is that the load be kept 
constant, Jlf| is a constant, and we can put 

n s c . (e . ig — ig^-Rg), 

where e is merely a coefScient. 
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For 91 to be a maTimnTn -tt- must vanish, or 

dla 



= 0. 



Hence 



ia^Jia 



e 
2* 



The TnaxiTmim value of the speed is therefore reached when the field is 
so fiEir weakened that the pressure drop in the armature is equal to a half of 
the terminal pressure. The electrical efficiency of the armature would then 
be 60 per cent., but the conditions, if for no other reason than the enormous 
armature current, are far beyond the normal working range. 

With regard to the arrangement of starting resistsmce in the armature 
circuit and field rheostat in the field circuit, care must be taken that the 
field circuit is not suddenly broken when the motor is being switched ofiT. 
This would not only cause sparking at the point where the circuit was broken, 
but might break down the insulation of the field coils, owing to the large 





Kg. 186. 



Kg. 187. 



electromotive force induced by the sudden cessation of the current through 
the highly inductive circuit. The motor can be switched off sparklessly by 
opening tiie external circuit and leaving the field connected across the arma- 
ture (Fig. 186). The motor will slow down slowly because of its kinetic 
energy, and will act as a dynamo sending a gradually decreasing current 
through the field windings in the same direction as before. The field will 
gradually dimmish as the motor slows down. 

It is, however, very dangerous to adopt the plan, shown in Fig. 186, of 
switching ofiT in the external circuit, since the moving arm of the starting 
resistance is left in such a position that a dangerous short-circuit would 
result on again closing the switch. It is impossible to place the starting 
resistance in the external circuit, as shown in Fig. 187, since the p.d. between 
the brushes at the moment of starting would only be is . jBo, which is so 
small that there would be practically no field current and no magnetic flux. 
The motor would therefore not start. 

The unbroken connection of field and armature, which we have seen to be 
necessary for sparkless switching, can, however, be arranged by connecting the 
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field across the &ee ends of the annatare and starting lesiatance as shown in 
Fig. 188. When the arm is in the middle of the row of contacts, the light- 
hand half of the resistance is acting as starting resistance, while the left-hand 
half is in series with the field winding and is weakening the field by a small 
amount which, however, is almost negligible since the starting resistance is 
generally much smaller than the field resistance. This arrangement has the 
great advantage of the permanent connection of field, armature uid starting 
resistance in series, thereby making it possible to switch ofiT the motor without 
any dangerous sparking, especially if the switch-arm is moved rapidly from 
the running position, right across the contacts and off at the left-hand side 
before the motor slows down appreciably. We have the disadvantage, how- 
ever, of the starting resistance being normally in series with the field winding 
and causing a small but unnecessary loss due to the heat continually being 
generated in the resistance. 

This loss can be diminished by connecting the field to some intermediate 
point of the resistance, as shown in Fig. 189. This brings with it, however, 
the disadvantage of a weak field at the first moment of starting and is reaUy 
a compromise between Figs. 187 and 188. Since the self-induction of the field 
winding causes the growth of the field to be gradual, it is an advantage to 
apply the full p.d. of the mains at the first moment so as to hasten the growth 
of the flux as much as possible. 
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Fig. 188. 



Fig. 189. 



Fig. 190. 



These disadvantages are overcome in the arrangement shown in Fig. 190, 
in which the field circuit is connected at once to the full p.d. of the mains 
and remains so connected by mecms of a short contact arm which moves over 
a segment. The longer contact arm, which is virtually a prolongation of the 
short one, moves over the contacts of the starting resistance. This arrange- 
ment does not give quite so sparkless a break as that shown in Fig. 188, 
since, at the moment of switching off, the field current is supplied by the 
armature and, having to pass through the starting resistance, is suddenly 
reduced. This sudden reduction of the current through the inductive field 
windings causes a spark. 

This is even more pronounced in the arrangement shown in Fig. 191. 
The '' off '' position of the switch-arm is on the extreme left ; on moving the 
arm to the right, the field is switched on to the full pressure of the mains, 
and the resistance u^ is in series with the armature. As the motor runs up 
to speed the switch-arm is moved to the right, until it finally stands on the 
right-hand contact of t^i and on the right-hand end of the left-hand segment 
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Fig. 191. 



If now we wish to increase the speed, the arm is moved still farther to the 
right, putting resistance w^ into the field circuit and supplying the armature 
directly through the right-hand segment 

The spark on breaking is diminished by connecting the left-hand end of 
the starting resistance with the right-hand end of the regulating resistance. 
When switched ofT, the motor will slow 
down while acting as a generator and 
sending current through armature, fields, 
starter %Di and field regulator w^ all con- 
nected in series. 

When the motor is running, the arm 
in any of these starters would be over 
to the right, so that the full p.d. of the 
supply mains is across the armature. If 
now, owing to any cause, the supply 
pressure failed for a few moments, the 
motor would come to rest, and on the 
pressure being re-established the arma- 
ture would probably be burnt out. This 
possibility is avoided by means of a " no- 
voltage release.'' The arm is fitted with 
a spring which tends to move it to the lefb, i.e. to the ofiT position. When 
running, the arm is held over to the right by means of a small electromagnet, 
the winding of which is either across the mains or in series with the field 
winding of the motor. If the supply pressure fails, the arm is released and 
flies back to the ofT position. Many motor starters are also provided with 
an ** over-load release," by means of which the arm is released if the current 
taken by the motor exceeds a certain pre-arranged value. 

Considerable difficulties arise when starting apparatus has to be designed 
for very large motors, and the amount of energy lost as heat in the starting 
resistance is by no means n^ligible when motors are continually being started, 
more especially when large masses have to be set in motion. For this reason 
some electrically operated hoisting plants for mines have been started by 
means of a battery of accumulators connected across the supply mains. By 
means of a battery switch, the battery is divided into groups and only a 
fraction of the total pressure applied to the motor armature at starting. As 
the speed increases the back E.M.y. of the motor also increases, and the applied 
P.D. is gradually increased by means of the battery switch. The battery acts 
also as a bufGer and equalises the load on the supply station to a certain 
extent. 

Another method of starting a motor and regulating its speed conveniently 
over a wide range is to employ a motor-generator set. In the Ward-Leonard 
arrangement, for instance (Fig. 192), an auxiliary shunt-motor is driven off 
the mains, and coupled to it is a separately excited generator. This set runs 
at a practically constant speed, but the excitation of the generator can be 
varied over a wide range. It is made very weak when starting the main 
motor, the armature of which is supplied directly from the generator. By 
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gradually increaaiiig the excitation of the generator, the motor is brought up 
to full speed and can then be switched over on to the mains. 

If, however, the supply is alternating, the main motor must be a direct- 
current motor and cannot then be switched over on to the supply mains. In 
this case the motor-generator must be capable of transmitting the full power 
continuously and not merely during starting. Although this transformation 
from A.G. to D.c. appears to complicate the plant, it is often necessary txom 
other considerations, since a lowHspeed hoisting motor is less difficult to 
construct as a d.g. than as an A.C. motor. 

It is specially advantageous to fix a heavy flywheel between the auxiliary 
motor and the generator in the above arrangement. This is generally known 
as the Ilgner system and has been largely adopted within the last few years. 
When the load is heavy, as when starting to hoist, the flywheel gives up a 
part of the energy stored in it, whereas at light loads or no-load energy 
is restored to the wheel by its acceleration. The flywheel, therefore, acts as a 
bufifer and equalises the load on the station. 

The auxiliary motor must, of course, be so constructed that the flywheel 
can act in this way. Its speed is therefore made to drop considerably as the 
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load increases. In an induction motor this can be attained by increasing the 
fflDtor resistance, and in a direct-current motor, by compounding it with a few 
series turns so arranged that they strengthen the shunt field (see Section 67 
for the effect of the series turns on the speed). 

One method of starting large motors, which is of considerable interest, 
depends on the use of an auxiliary generator, the E.M.F. of which is at first 
opposed to the supply pressure, but afterwards acts with and is added to it. 
The machine I in Fig. 193 is the hoisting motor, constructed for a pressure 
of 1,000 volts. Machines II and III constitute a motor-generator set, both 
machines are for 500 volts, and the set runs at an approximately constant 
speed. The supply pressure is also 500 volts. We shall confine ourselves to 
a description of Uie method of starting the hoisting motor; a complete 
understanding of the various changes involved can only be obtained by 
applying KirchhofTs rules to the circuit. 

Before starting, motor I is at rest and merely acts as a supply lead to 
motor II. The latter drives the machine III as an unloaded dynamo, since 
the field of III is adjusted until its e.h.f. exactly counterbalances the pressure 
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of the supply mains. By slightly weakening the field of motor II its speed 
is increased by a small amount. This increase of speed increases the b.m.f. 
of machine III and enables it to act as a loaded generator and supply a 
current i\. This increases the load on motor II and causes its current to 
increase to %%, This is exactly similar to the Hopkinson method of testing 
two similar machines, which was described on pages 189 and 190. The 
current »i flows round to motor II, and the mains supply the losses. 

The field of motor II is weakened until the current i^ reaches such a 
value that the main hoisting motor I, which is separately excited, starts. 
Every further decrease in the field of motor II causes a decrease in its back 
E.ILF., and thereby increases the fraction of the supply pressure available for 
the main motor I, the speed of which will consequently increase. Beyond a 
certain point the speed of the motor-generator set II and III will decrease, 
because the input of the motor II will decrease owing to the smaller p.d. 
across its terminals ; the output of the dynamo III must therefore decrease, 
which it can only do by a decrease of speed, its field being constant. 

When the field of motor II is reduced to zero,ats back B.M.F. will have 
disappeared, and, except for the resistance of its armature, the full pj). of 500 
volts will be across the main motor I. The next step is to reverse the field 
of machine II and gradually strengthen it Its B.M.F. will no longer oppose 
the pressure of the supply mains, but will now increase the p.d. across the 
main motor and therefore also its speed. Machine II is now a dynamo driven by 
machine III, the speed of which has now fBillen so low that the current ii is 
reversed and drives it as a motor. When the field of machine II reaches its 
full value, its E.M.F. will be 500 volts. In this way the p.d. applied to the 
main motor I is gradually increased to 1,000 volts. It has then reached its 
full speed, and one half of its input is supplied directly from the supply 
mains and the other half indirectly through the motor III and the generator 
IL The whole power must, of course, come ultimately from the supply 
maina 



67. Principle of the Series Motor. 

The behaviour of the series motor is not nearly so easy to understand as 
that of the shunt motor,' since the magnetic field of the former lb not constant 
but varies continually with the load. The field winding is in series with 
the armature, and the armature current, which in conjunction with the 
field produces the torque, is at the same time the magnetising current 
which produces the field. If the load on a series motor be increased, both 
the armature and field currents are increased. The larger torque is seen from 
equation (98) on page 195 to be due to the growth of both of the active 
factors N and $ «. 

If the motor is working below the knee of the magnetisation curve, that 
is, with unsaturated iron, doubling the current causes t^e field to be doubled 
and the torque, in accordance with the above equation, to be quadrupled. 
Inversely, if the load be quadrupled die current is only doubled. 

T. E. 14 
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The speed of a series motor is giyen by equation (104) on page 198, viz. 

(g-i.,JZa).60.10<> 

a 

To avoid complicating the formula, we shall let JRa represent here the 
combined resistance of armature and field. If the load and therefore also the 
armature current be increased, the numerator of the above expression will be 
but slightiy altered, since the combined resistance of armature and field is 
always very smalL The denominator, on the other hand, will be considerably 
changed, since the flux varies with the current The speed will therefore 
decrease as the load is increased, since with the strengthened field a smaller 
speed will suffice to produce a back E.M.F. nearly equal to the supply 
pressure. 

The rapid increase of torque with increasing current, and the variable speed, 
make the series motor specially suitable for cranes and traction purposes. 
When starting, the torque exerted by the motor must exceed the resisting 
torque due to the apparent load, in order to accelerate the masses which have 
to be brought up to speed. It is the ability of the series motor to provide 
this heavy starting torque with a comparatively small current that makes it 
so invaluable for the above purposes. 

The series motor possesses, moreover, special advantages in respect of the 
variations of load which the continually changing slope of the track puts upon 
the tramcar motors. The large torque required when running up an incline 
is produced with a relatively small demand on the power station. 

This is only possible, of course, because of the corresponding decrease of 
speed mentioned above. The matter is quite clear, apart from the above 
considerations, if looked at from a mechanical point of view. Power is the 
product of force and speed. If then the series motor exerts, say, double the 
normal pull with less than double the normal current, and consequentiy with 
less than double the power supply, it is evident that its speed must decrease. 
The generators and motors may therefore be constructed for a reasonably 
small output, and the load on the station will not be so irregular as it would 
be with shunt motors on the cars. The variable speed of a series motor must 
therefore be considered a great advantage, and it is an important point in the 
interests of the power station that a heavily loaded car goes very slowly 
uphilL 

We must now investigate more fully the behaviour of a series motor 
under various conditions. For this purpose we first determine the magnet- 
isation curve by running the motor as a generator by means of another motor. 
If the speed be maintained at a constant value no and the generator be loaded 
by means of difTerent external resistances, we shall obtain a set of corresponding 
values of the current %a and the terminal pressure eo. From these we can cal- 
culate the E.M.F. of the series generator by means of the equation 

-^ = ^ + *• . i^u 

where 2Z« includes both armature and field. As in Section 58, the KM.F. is 
plotted as ordinates and the external current, which is, at the same time, both 
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armature and field ciurent, as abecissae. This curve is thb characteristic 
of the series machine. By dividing the valaes of Eq by the constant 

•^— — ^-Wtv we get the magnetic flux N which is produced by the cor- 
responding magnetising current i«. Curve N only differs from curve JSo in 
the matter of scale (Fig. 194), but is, unlike curve Eq, independent of speed. 

If it is impossible to make the experiment in this manner by running the 
motor as a generator, it can be run as a motor at a constant terminal pressure 
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Fig. 195. 



with variable mechanical load on the brake. The flux can be calculated from 
the observed speed and current by means of equation (104) on page 198 : 

P 
-.z.n 

a 

When we have found the flux corresponding to each value of the current 
ia, the two are multiplied together and the product iV . t^ set up as ordinates. 
In this way we obtain the curve Mt in Fig. 195, which represents the torque 
to some scale not yet determined. At the beginning the curve Mt is convex 
to the base, showing that the torque increases more rapidly than the current 
As saturation sets in, however, the curve straightens out and gradually 
approximates to a straight line through the origin, corresponding to an 
increase of torque proportional to the increase of current. 

The curve of magnetic flux N enables us, moreover, to find the speed 
corresponding to any condition of load at any terminal pressure. For this 
purpose we draw a horizontal line at a height above the base line equal to 
the terminal pressure e. In Fig. 196 this pressure is 500 volts. Through 
the point where this line cuts the vertical axis we draw a straight line sloping 
down firom the horizontal at an angle a, where 

tan a = Ra, 

In measuring the tangent we must, of course, measure the ordinate on the 
scale of volts and the abscissa on the scale of amperes, and we must also 
rememb" * '^ ' ^ndes both armature and field winding. The difference 
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between the horizontal and the inclined line at any point is equal to t« . tan a, 
that is to !«.£«, which is the ohmic pressure drop in the motor. The 
ordinates of the inclined line are therefore equal to the back B.M.F., which we 
denote by E, If now we divide each value of E by the corresponding value 
of N, we obtain a figure proportional to the speed (see equation (104) on 
page 198). In this way we obtain the curve n in Fig. 196. 

It is evident from this curve that a series motor will race if the load be 
removed. The speed, in fact, may reach such a value that the motor will fly 
to pieces owing to excessive centrifugal forces. The speed drops rapidly as 
the load is increased so long as the iron is comparatively unsaturated, but as 
saturation sets in the speed approaches an approximately constant value. 

To find the total efBidency, we must subtract the losses due to heating of 
conductors, hysteresis, eddies and friction from the motor input and divide 
the remainder, which is the output, by the input. In the shunt motor the 
losses, other than copper loss, were determined in a simple manner by finding 
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the power required to run the motor at no-load and assuming that these 
losses were the same at all loads. This was justified to a certain extent 
because of the constant excitation and speed. In the series motor, however, 
such an assumption would be palpably incorrect since both magnetisation and 
speed are variable. 

The efBidency can be determined approximately by assuming that the 
torque Mq required to overcome the friction and iron losses is constant at all 
loads. This assumption is not very incorrect if we consider the efficiency of 
the motor alone and exclude any reduction gear. By subtracting this constant 
torque ifo from the values of Mi we obtain the dotted curve if« of useftd 
torque in Fig. 197. 

The output Pu is given to a certaiQ scale by the product of the useful 
torque and the speed. To obtain the efficiency this output must be divided 
by the imput e.i^. In this way we obtain the curve % the ordinates of which 
are equal to the efficiency. It is seen that the efficiencyis small at low loads, 
but increases with increasing load until it reaches a maximum, beyond which 
it decreases owing to the large copper loss in armature and field windings. 
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68. Example of Traction Motor Calculation. 

We shall now determine the speed, torqoe and efficiency of an actual 
motor, the details of which are giyen in Kapp*s well-known " Dynamo Con- 
stmction.'' The motor is a 4-pole tramway motor made at Oerlikon in 
Switzerland. The armature has a series or 2-circuit winding arranged for a 
terminal pressure of 500 yolts. The internal resistance of the motor is 
2'75 ohms and the number of wires on the armature is 944, so that Ita^2'75 
and 0sb944. The motor was driven as a series dynamo at a constant speed 
no of 450, and the characteristic so obtained is given by the first two columns 
in the following table. 

The magnetic flux corresponding to each value of the current is found 
from equation (79) on page 122, as follows : — 

p/a .no.z 2 . 450 . 944 

JProm these values of the flux and the corresponding values of the current, 
the torque exerted on the armature can be found from equation (98) on 
page 195, and we get 

To calculate the speed of the motor we must know its baok.electromotive 
force E. This is given by the formula 

-K « e - ia. i2« = 500 - 2-75 . v 

The speed can be found from equation (100) on page 196, viz. 

^.60.10^ E.60AV 01Q 1A6 ^ 

"""^rZ ' 27^7944"" ^^^'^^ -i^- 

a 
The results of these calculations are given very clearly in the following 
table, and they are represented graphically by the curves in the previous 
section. 
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By means of these figures we can determine the speed at which a tramcar 
of given weight will ascend a given incline, as well as the current taken in 
doing so. 

Let 

W be the weight of the car in metric tons (1 metric ton « 1,000 kgs.*), 
/ the tractive coefficient, ie. the force in kgs. required to move one ton 
at a steady speed on the level, 
and 8 the slope or gradient in parts per thousand, 

then the pull required on the level will be W.f. On the slope, the weighfe 
AB (Fig. 198) acting vertically downwards can be resolved into two oom* 




ponents, one normal to the surface and the other AO^ which has to be directly 
overcome by the tractive pulL We have from the figure 

AO^AB.smi. 



8 



If we substitute for sin ^ its value ywR '^^ ^^^ ^^ ^^ weight of the car in 
kilogrammes, we have 



AO = 1,000 JT. 



8 



1,000 



= W.8. 



The pull on the car must therefore be given by the formula 

If the radius of the car-wheels be r metre, the torque on the axles 
must be 

F.r^ W(f+ 8) . r met-kgs. 

If the gear is such that the motor runs k times as fast as the car axles, the 
torque of the motor, by the conservation of energy, must be a A;th part of that 
on the axles. If we assume, further, that the gearing has an efficiency i|, we 
obtain the following formula for the total torque of all the motors on the car : 

In our present example the radius of the wheels was 0*39 metre and the 
ratio of the gearing 4*9. If we assume that the weight of the car is 8 tons 
and the tractive coefficient 12 kgs. per ton, we have 

^ ^ 8 . 0-39 . (12 + $) 0-635 . (12 + t) 
2^* = 4^g— » ,; • 
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In our case, as is almost uniyersal, each car was provided with two motors, 
so that each motor had to produce half the required torque. Hence, for each 
motor, we have 

^ Sift 0-318 (12 + s) 

^* = "2^ = ;; ' 



or 



5==314.}|.ift-12. 



This gives us the slope up which the car can run steadily for the given 
torque on each motor. 

As a rule the efficiency i| of the gearing, including the friction and iron 
losses of the motor, can be taken as 0*8, but in the present case it was 
accurately determined in each case and is given in the table below. In the 
same table we have the calculated slopes up which the car can run with the 
given strengths of current. The torque exerted by the motor has been taken 
from the table on page 213. A negative value of the slope denotes running 
downhilL 

We have yet to calculate the speed at which the car runs in any given 
case. To obtain the revolutions per hour of the car wheels we must multiply 
the revolutions of the motor per minute by 60 and divide by the gear ratio h. 
If the revolutions per hour made by the car wheels be multiplied by the 
circumference of the wheels in metres and divided by 1,000, we get the speed 
of the car in kilometres per hour. Calling this speed S^ we have 

n.60 2r.ir, , 

kms. per hour. 



S 



h '1,000 



If we assume the radius of the car wheels to be 0*39 metre and the gear ratio 
% to be 4*9, the above equation becomes 

S ss 0*03 • n kms. per hour. 

This formula has been employed to calculate the last column but one in the 
following table. The values of n have been taken tram the table on page 213. 




7 z 3 4 s 

Ptrcenlagm Cradiant. 

Fig. 199. 

The current t in the last column is the total current taken by the car, which, 
as the two motors are in parallel, is equal to twice ia 
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8 = 3-14.i|.if« - 12 5 « 0-03.n % = 2u 

- 6-2 7oo 29 kms. per hour 10 

+7 „ 17-7 „ „ 20 

+25 „ 13-8 „ „ 30 

+44 „ 12-3 „ „ 40 

+ 61 „ 11-7 „ „ 60 

In Fig. 199 the total current taken by the car and the speed at which it 
runs, are plotted as ordinates on a base representing the slope or gradient. 
It is more customary in England to refer to a slope of 50 7oo ^^ ^ P^ ^^'^^' ^ 
a rise of 1 in 20.* 
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69. The Regulation of Series Motors. 

The speed of a motor is given by equation (100) on page 196, viz. 

n = ^ -^-7 — U revolutions per mmute. 

p/a.N.z ^ 

In this equation e represents the terminal pressure of the motor. A 
method of r^ulating the speed of a series motor, which suggests itself at once, 
is by regulating the terminal pressure by means of the starting resistance. 
The current corresponding to the load on the motor causes a fall of potential 
in the resistance, thus reducing the p.d. between the armature terminals. 
We may look at the matter from another point of view and let e represent 
the supply pressure of the mains. Putting in an external resistanoe JSi 
increases the total resistance from JBa to JBa + JBi, and the above equation 
becomes 

^ {g-ia(JZ, -fJZ i)}.60.108 

"" p/a .N.z 

It is quite immaterial which of these two ideas we adopt In the one 
case we imagine the positive term in the numerator to be decreased, while in 
the other case we imagine the negative term to be increased. Both lead to 
the same result, viz. a fall of speed. 

Although this method of regulating the speed is the one generally 
adopted, it is very wasteful, since the power saved at the motor by de- 
creasing its speed is all dissipated in the regulating resistance. Another 
method which is occasionally resorted to is that of altering the excitation. 
As we have already seen when considering the shunt motor, the speed is 
increased by decreasing the value of iV in the denominator of the above 
equation. We cannot here, however, weaken the field by putting resistance 
in series with the field winding, since such resistance would be in series with 
the armature and would merely lower the p.d. between tiie brushes. By 
putting a resistance in parallel with the field winding, as shown in Fig. 200, 
a part of the armature current is shunted and takes no part in the 
excitation. 

* For farther information on this subject, the student should refer to *' Electric Traction " 
by YfWwon end LjdeU. 
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If we assume, for the sake of simplicity, that the resiBtaiice connected in 
parallel with the field winding has the same resistance as the field winding, 
and that the magnetic flux is proportional to the magnetising current, it 
appears at first sight that the magnetic flux has been halved, and the speed 
consequently doubled. This, howeyer, is not the case, for we have seen, when 
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Mg. 200. 

considering the shunt motor, that with a constant load a weakening of the 
field leads to an increase in the armature current. To determine the strength 
of the armature current that flows when the field winding is shunted, we 
must first draw the characteristic curves of the motor without the resistance 
(Fig. 201). The ordinates of the curve Mt are equal to the product of the 
corresponding values of the fiux iVand the current v In Fig. 202 we have 
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Fig. 201. 



Fig. 202. 



the same curves for the motor when the field winding is shunted. The fiux 
curve is exactly the same as before, but tiie numbers along the base have 
been doubled, since the same fiux is still produced by the same magnetising 
current, and therefore by double the armature current. The curve Mt in 
Fig. 202 is obtained, as before, by multiplying together the fiux N and the 
current v We can then see from these two figures the values of the fiux 
and current for the same turning-moment or load. From Fig. 201, for 
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example, we find that a torque of 14 met-kgs. requires a current of 
15 amperes and a flux of 3*1 . 10^ lines. For the same load, after the field 
has been weakened, Fig. 202 shows a current of about 19 amperes and a flux 
of 2*5 . 10^ lines. If we neglect the small ohmic pressure drop, the speed is 
inversely proportional to the flux. In the present case, ther^ore, the speed 
has been increased in the ratio of 3*1 to 2*5, or 24 per cent., by putting an 
equivalent resistance in parallel with the field winding. 

This method of varying the speed by shunting the field current necessi- 
tates a certain loss of energy in the shunt. This loss is small, but can be 
avoided by adopting a method due to Sprague, in which the field coils are all 
connected in series at starting. At full speed they are connected in parallel, 
so that each magnet coil carries only a part of the armature current The 
speed can be economically varied over a considerable range by this method. 
Two steps in such an arrangement are shown in Figs. 203 and 204. 





Fig. 203. 



Fig. 204 



The regulation of the speed of series motors by weakening the field is 
now seldom resorted to. From what we saw in Section 54 concerning the 
efiect of cross-magnetisation, it is evident that an undue weakening of the 
main field must give rise to sparking at the commutator. Moreover, there is 
the danger of the magnetic flux not being the same in each of the several 
motors on a car. This may result from differences between the magnetic 
reluctances of the motors, or from &ulty contacts due to the continual 
operation of the switching gear, which would cause the current to divide 
unequally between the various parallel paths. The effect of such difGarenoes 
can be seen clearly from the following exampla A tramcar has two motors 
connected in parallel, the pressure e across the bnuhes is 500 volts and the 
armature resistance of each motor is 1 ohm. If the current in one motor is 
15 amperes, the back electromotive force can be found as follows : 

J? » 600 - 15 . 1 B 486 volts. 

We shall now assume that the magnetic flux of the second moUnr is 5 per 
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cent less than that of the first motor. As the two motors are on the same 
car they must necessarily run at the same speed. The back E.M.F. of the 
second motor is therefore 5 per cent smaller than that of the first, and we 
have in this case 

j& a 485 . 0-95 = 460 volts. 

To find the current in the second motor, we have 

e^E 500 - 460 



la = 



B. 



= 40 amperes. 



The total current taken by the car is 40 + 15 s 55 amperes, and of this 
total only 15 amperes flow through the more strongly magnetised motor, 
while 40 amperes pass through the weakly magnetised motor. The latter 
does almost three times as much work as the former. It is not difBicult to 
calculate the conditions under which the back E.M.F. of one motor becomes 
equal to the terminal pressure, so that its current and input are both zero. 
It is possible, however, to go still further, and find a speed at which the 
E.M.F. of the strongly excited machine is greater than the supply pressure, 
and the machine works as a generator supplying power to the otiier motor. 
The latter has then not only to drive the car, but also to drive the other 
machine as a loaded generator. The result is that the armature of the under- 
exdted motor becomes over-heated and is rapidly destroyed. 

It may also occur that the armature resistances are unequaL This would 
also be very disadvantageous in the Sprague arrangement. 

As a result of these difficulties, speed regulation of series motors is rarely 
carried out by shunting or re-arranging the field windings. The general 
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Fig. 206. 



method now adopted is the simple resistance in series with the motor. The 
armature is always in series wit^ its own field winding, so that the armature 
current of any motor is identical with the mi^etising current of that motor. 
At starting, both the current and power taken by the car can be greatly 
reduced by connecting the motors in series. Each motor then acts as a 
resistance in series with the other (Fig. 205) and the pressure across each 
motor is only half that of the mains. The current taken by the car is only 
that of a single motor ; this is a most important point, since the current 
taken to start a car is very great. When a certain speed has been reached, 
the motors are connected in parallel (Fig. 206). It would appear at first 
sight as if we had again encountered the difficulty of an unequal distribution 
of current and work, if by any chance the internal resistances or field strengths 
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were not exactly equaL If, for example, one of the armatures in Fig. 206 had 
a larger resistance than the other, its current 



%a 



Ra 



would apparently be smaller than that of the other motor. Since, however, 
its flux and back S.M.F. would be thereby simultaneously reduced, the in- 
equality is almost entirely neutralised. Suppose, for example^ that the 
following figures refer to one of the motors : 

€ = 500, iV=3.10«, i« = 20, Ba = 2, 

while the resistance of the other is so different that its current is 18 amperes 
and the magnetic flux, found from the characteristic for a magnetising current 
of 18 amperes, is 2*9 • 10* lines. We shall now calculate the resistance x of 
the second motor. Since both motors run at the same speed, we have from 
equation (100) on page 196 : 

(500 - 20 . 2) . 60 . 10^ (500 - 18 . g) . 60 . 10^ 

^.3.10«.2 ^.2-9. 10*. « 

a a 

From this we get x^ 3*05 ohms. 

Hence we see that an increase in the resistance of 50 per cent merely causes 
the current to decrease from 20 to 18 amperes. Similarly, a difference in 
the magnetic flux will cause a yery small difference in current (Figs. 207 and 



\ 










> 


V 










\ 


r^- 


JL 


■ 


— — 


-y^ 


< 


____ 


-__ 


/ 


A 






/ 











\ 










\ 










\ 


s_ 


^ 


_ - 


^^ «^ ^^ ) 


..-- 


>^ 


P^VK " 


-"^ ~'"' 


y 


y^ 








/ 











Fig. 207. 



Fig. 208. 



208). We may assume that the gap between armature and poles is greater 
in the second motor, thus causing its characteristic curve, which shows the 
relation between magnetising current and flux, to lie lower than the corre- 
sponding curve of the first motor. For the sake of simplicity the values of 
the flux in Fig. 208 are taken 10 per cent less than those in Fig. 207. If 
now we draw the speed characteristics under the assumption that the terminal 
pressure is the same and the internal resistance is negligible, we find that it 
lies higher in the second case. For any given speed, such as that shown by 
the dotted horizontal line, we see that the second motor takes a larger 
current. The difference is, however, very small and never reaches the values 
obtained above for the Sprague arrangement The motor having the larger 
magnetic reluctance develops a smaller B.M.F., and thereby enables a larger 
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current to flow through it. This larger current, howeyer, passes round the 
magnets of the same motor and makes up to some extent for its greater 
reluctance, so that the difference in the flux cannot become very con- 
siderable. 

70. Temperature Rise of Motors, etc. 

In dynamos and motors, and in all electrical machinery, a certain fraction 
of the power supplied to the machine is unayoidably dissipated as heat. In 
the interests of economy this fraction should be kept as small as possible, 
consistent with compactness and cheapness. The heat will be conducted 
from hot to cold parts of the machine, and will ultimately be carried off by 
radiation and conduction combined. The allowable temperature rise will 
depend on the materials entering into the construction of the machine, such 
as paper, cotton, micanite, etc., and in some cases on mechanical considera- 
tion, such as the elongation of the commutator bars and consequent inequali- 
ties in the commutator surface. Experience has shown that the temperature 
of coils of cotton-covered copper wire, such as are used on the armatures and 
fields of motors, should not exceed the ordinary atmospheric temperature by 
more than about 40^ C. This allows a certain margin, which is very neces- 
sary, for some parts of the winding will be hotter than others, and machines 
are liable to be overloaded. When a temperature rise is specified, the way in 
which it is to be measured should also be specified, for very different results 
may be obtained by applying a thermometer instead of measuring the increase 
in resistance of a coil and calculating therefrom the temperature rise. The 
temperature, will depend on the time the machine has been running, and may, 
in large machines, increase for many hours. The final temperature may be 
predicted from the curve showing the gradual rise from the b^inning of the 
test. The accuracy of the prediction is affected, however, by the exchanges 
of heat going on within the machine itself. In the majority of cases a six 
hours run on full-load is quite sufficient to determine the heating of a machine. 
In many cases, such as occur in tramway and railway work, it is almost 
impossible to test the machines under running conditions. In such cases a 
test is made under certain prearranged conditions, generally a run of one 
hour with the covers open, the load being kept at a constant value to give 
the nominal H.P., and the temperature rise determined. It is usually specified 
not to exceed 75^ C. under these conditions. 

In many cases the load on a motor is perfectly definite but intermittent. 
Such cases occur in connection with cranes and pit hoisting gear. A heating 
test at the works would be rather inconvenient under such conditions, but 
quite apart from this it is very important to be able to predict from the 
steady heating curve the probable temperature rise under any given conditions 
of intermittent loading. The same problem is met with in starting resistances 
for motors which are repeatedly stopped and restarted. 

We will now consider the question of temperature rise a little more 
closely. The rate at which heat is radiated by any body depends on the 
nature and extent of its surface, and on its excess temperature above the 
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snrroxmdings. The temperatuie will continue to rise until the rate of heat 
radiation is equal to the rate of heat production. The final excess of tempera- 
ture will be directly proportional to the power dissipated as heat in the body 
and inversely proportional to its surface. In any actual example, such as 
the armature of a motor or dynamo, this simple relation is complicated by 
the effect of ventilation. It is difficult to know what allowance to make for 
such surfaces as the walls of ventilating ducts, and also for the effect of 
speed of rotation. The formulae used in dynamo design are more or lees 
empirical, being based on the results of numerous tests of actual machines. 
They are generally of the form 

-, k . watts per sq. cm. 

where T is the final rise of temperature, 

V is the peripheral speed in metres per second, 
and X;*and hi are constants. 

k depends on the nature of the surface, but also very largely on the method 
of computing the effective surface. k\ depends on the cooling effects of 
rotation, and for ordinary armatures is usually taken as 10. 

The curve representing the temperature at various times will start as a 
straight line from the origin and gradually bend round until it becomes 
horizontal at the final temperature. We will now investigate this curve. 

Let M be the mass of the body, 

A the area of its surface, 
T its excess temperature at the given moment, 

s its specific heat, 

€ the emissivity of the surface, and 
P the power dissipated in the body. 

The energy developed as heat in a short interval dt will h^ P ,dU The 
energy radiated away in the same time will h^ T ,A,%.dt. If these two 
quantities are equal the temperature has reached a steady value, but if the 
former exceeds the latter, the temperature will increase by an amount dT 
and the heat stored in the body by an amount Jf . s . dT. 

Hence, P.dt - T .A.i.dt =^ M .s.dT (a) 

If jTm be the final excess temperature which would be reached if the 
power supply P were maintained long enough, we have 

P= T^.A.i (6) 

M 8 

The ratio -j-^ is a constant for the body. It is the ratio of the heat 

stored to the rate of radiation. We will call this the time constant r of the 
body. 

Substituting (b) in (a) and introducing r, we have 

T^.A.i.dt-- T.A.i.dt^A.t.T.dT. 
or (T^ - T)dt = T . dT. 
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If we write this, dt^r, m—u-m ^^d integrate both sides, we have 

t = -r log {Tm- T) + B. constant. 

When ^ s 0, we know that T = 0, so that the constant most be r log Tm, 

T 
and ^gr.log y *y ((j). 

This is very similar to the formula for the rate of growth of current in an 

inductive circuit, when a P.D. is suddenly applied, in which case -^ is called 

the time constant of the circuit. 
If we put ^ =r T, we have 

log jr— 5^=1 or r«06332U. 

Hence the time constant is the time taken to reach 0*633 of the final 
temperature rise. 

By using formula {c) the heating curve can be plotted, and similarly the 
cooling curve (Fig. 209). If, now, a load is applied intermittently, the 
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duration of the load being a and the intervening pause 5, the temperature will 
rise irregularly for some time, but will finally oscillate between a maximum T 
and a minimum T^. This is shown in the figure by the zigzag line, which 
is always drawn parallel to the heating or cooling curve at the proper 
temperature. It is obvious that the temperature will rise until a point is 
reached at which the fall of temperature during tiie interval 5 is exactly 
equal to the rise during the interval a. The permissible overload due to the 
heating being intermittent is obviously equal to the ratio of T^, to T. This 

depends not only on t-, but also on -, that is, on the duration of the load 

witii r^ard to the time constant. It is obvious that no overload can be 
allowed for intermittent working, if a and ft each represent several hours. 

For further information on tiiis interesting subject, students are referred 
to the '' Elektrotechnische Zeitschrift," 1900, p. 1058, and 1905, p. 346. 
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71. The Instantaneous Value of the Induced E.M.F. 

When a ooil of wire is rotated about a diameter in a uniform magnetic 
field, electromotive forces are induced in it which change periodically both 
in strength and direction. The axis about which the coil rotates should be 
at right angles to the direction of the field, as shown in Figs. 210 and 211, 
where a rectangular coil is wound on a non-magnetic cylinder. The dotted 
lines represent the lines of force, the large circle the non-magnetic cylinder. 




r t 




Fig. 211. 



and the smaller circles the sides of the coil in section. In Fig. 210 the ooil 
is at right angles to the lines and the mimetic flux threading the coil is a 
maximum. The motion of the conductors on the cylindrical sur&ce is, at 
the giyen moment, parallel to the lines of force and no B.M.F. is induced in 
them. We shall ta^e this position, in which there is no induced sjlf., as 
our starting point or origin. In Fig. 211 the ooil has moved through an 
angle a and is cutting obliquely through the lines of force, so that an kilf. 
is being induced in the coil. If we assume that the lines of force pass up 
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the page and that the cylinder is rotated in a clockwise direction, an applica- 
tion of the right-hand rule shows the direction of the induced E.M.F. to be as 
indicated in the figure. 

The KM.F. induced in the coil is greater the more rapidly the lines of 
force are cut, that is, the less obliquely the coil cuts through them. The 
E.M.F. will therefore reach its maximum value when the lines are cut at 
right angles, that is, when the coil is vertical and is threaded by no line 
of force. On rotating the coil still further the instantaneous value of the 
EJf.F. decreases, and reaches zero when the coil is once more horizontaL Kt 
this moment the direction of the induced E.M.F. in the coil is reversed. So 
long as the wire is on the upper half of the drum it cuts the lines from left 
to right, but when it passes over to the under side of the drum it cuts them 
from right to left. Hence, the induced E.M.F. varies both in magnitude and 
in direction. 

If if be the strength of field in lines per sq. cm., 
N the maTfimum flux through the coil, 
Vo the constant peripheral speed in cms. per sec., 
n the revolutions per minute, 
D the diameter of the drum in cms., 
L the induced length of the coil-side, 
and s' the number of wires connected in series (if the coil consist of a 
single loop J s 2), 

then for the instantaneous value of the induced km.f. we have equation (62) 
on page 79, according to which 

^ = -ff.Z.v.^O-« volts. 

For /, which is the total length of induced wire, we must put L . t!. With 
regard to the speed v with which the lines are cut, it is evident from Fig. 211 
that it is merely the horizontal component of the peripheral speed vo* The 
same lines would be cut if the conductor moved horizontally with a speed v 
equal to i;o sin a. Now 

Making these substitutions in the above equation, we have 

^=ir.i.«'.2>.7r.^.8ina.l0-8. 

The product 2> . i is equal to the area of the coil in square centimetres, 
and H is the number of lines per sq. cm. Hence the product H.D.L is 
equal to the total flux N passing through the coil when it is perpendicular 
to the field. 

We have, therefore, 

^=7r.iV^.^.«'.10-8.sina (107). 

The instantaneous value of the S.M.F. is therefore proportional to the 
sine of the angle which the plane of the coil makes with the initial position. 
When a a 0, ^ = 0, and when a s 90'', sin a = 1, and the E.M.F. has its 
T. B. 15 
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mazimain value, as we have already seen. The value of this Tna-Htntitw 
S.M.F. is seen firom equation (107) to be 

J&n^^x.-y.^./.lO-^ (108). 

Equation (107) can now be written in the form 

E=^E^^%ma (109). 

For values of a between and 180^, sin a is positive, whereas for values 
between 180^ and 360^ it is negative. This is in agreement with the fiut 
already mentioned, that the sjlf. changes its direction in the horizontal 
position of the coil, corresponding to a = 180^ If a curve be drawn, having 
the values of the angle a for abscissae and the corresponding instantaneous 
values of the induced sjlf. for ordinates, the well-known sine curve is 
obtained. We can, however, introduce the time t as the variable and ex- 
press the E.if.F. as a function of the time. If en be the angular velocity 
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of the coil and t the time taken to reach its present momentary position, 
the angle oi . ^ is identical with the angle a, and we may write equation (109) 
in the form 

^=j&^.sin(ai.0 (IIOX 

If the abscissae of our curve be made to represent the time t instead 
of the angle a, we merely alter the scale and obtain the curve shown in 
Fig. 212. This shows clearly how the E.M.F. varies from moment to mcnnent. 
The time ti of a complete revolution corresponds to the angle 2x. During 
this time the E.M.F. passes through both a positive and a n^ative mATiTniiTn^ 
and returns to its initial value ready to pass again through the same cycle. 
The time thus taken to go through a complete cycle is called the period, 
or the periodic time. A common value of the periodic time in alternating 
current practice is a fifdeth of a second, so that the current or sjlf. passes 
through 60 periods or cycles per second. It is then said to have a frequency 
or periodicity of 60. Some American engineers call a half-period an alter- 
nation, and speak of a current with a frequency of 60 as having 6,000 
alternations per minute. 

If the drum on which the coil is wound be made of iron and it be rotated 
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between the poles of an electromagnet in the usual way (Fig. 213), the 
induced kilf. will not be a sine function of the time. The lines of force 
now pass perpendicularly across the gap, so that they are no longer cut 
obliquely according to a fixed trigonometrical rule. It is possible, however, 
by suitably shaping the pole-tips, to make the gradation firom the neutral 
zone to the strong field under the pole very gradual, so that we may assume 
that the field strength is distributed round the armature according to the 
sine law. Its maximum value will be under the centre of the pole and 
it will gradually decrease on either side towards the neutral zone, in the 
centre of which it will be zero. The induced B.M.F. will again be a sine 
function of the time, and will be given by equation (107). As before, N 
represents the maximum flux passing through the coiL This is here the 
same thing as the flux leaving the north pole of the field magnet. 

For multipolar machines with p pairs of poles, the equation must be 
sligbtly modified. As in direct current armatures each coil will span a pole- 
pitcb, the wire which passes under the centre of a north pole crossing at the 
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end and coming up under the next south pole (Fig. 214). The number of 
lines of force cut in one revolution will be p times as many as in a bipolar 
machine with the same value of N. The E.M.F. induced in the coil will 
be p times as great, and we get the following general formula : — 

E = IT. i\r. J?. ^.«M0^. sin a. 

The product j? . ^ is equal to the number of cycles per second. This is 
generally represented by the sign ^, which is derived fix>m the sine wave. 
If we substitute the frequency *^ for j? . ^ in the above equation, we get 

^=7r.i\r.-.«M0-«.sina (HI). 

Similarly 

E^^w.N.^.zWO^ (112). 



These formtdae are equally applicable to two-pole or mtdtipolar machines. 
The angle a has not, however, t^e same meaning in both cases. In the 
four-pole machine in Fig. 214, a movement of the wire from the neutral axis 
to the middle of the pole represents a geometrical angle of 45^. The kilf. 
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has increased, however, from to its maTimnTn value, so that sin a must 
have its mATiTnuTn value 1 for the position under the middle of the pole. 
It is evident that we cannot, in such a case, put sin a equal to sin 46^ 
The difficulty could be avoided by putting sin (p . a) instead of sin a in the 
equation, in which case a wotdd always represent the geometrical an^e. 
This is, however, an unnecessary complication. We shall assume in all that 
follows that a degree is not the 360th part of a complete revolution, but 
the 360th part of a complete period or cyde. A complete cycle thus cor- 
responds to an angle 2x. The angle n represents half a period, that is, 
the time taken for a wire to pass from the middle of a north pole to the 
middle of the adjacent south pole. A rigid adherence to this assumption 
will make a mistake in applying the above, or similar, equations impossible. 

72. The Electrolytic Mean or Average Value of an 

Alternating Current. 

We have seen in the previous section that the induced electromotive 
force varies as a sine function of the time. If we assume that the drcoit 
contains only ohmic resistance and is free from self-induction, we can deter- 
mine the current at any moment by dividing the electromotive force at that 
moment by the constant resistance. Hence, by simply altering the ordinate 
scale, the sine curve of S.H.F. may represent the alternating current. The 
instantaneous value of the current is therefore proportional to the sine of 
the angle a which the plane of the coil makes with its initial position, and 
we may write 

% = tffinr sin a. 

In order to determine the mean value of the current experimentally, the 

ends of the coil are connected to a two-part commutator, in the manner 

already described in Section 43. The current in the external circuit is then 

pulsating, but always in one direction, and we are said to have rectified the 

alternating current. If this current is passed through a copper voltameter, 

the quantity of copper deposited in a given time is a measure of the quantity 

of electricity which has passed through the circuit To find the mean value 

of the current, we must divide the mass m of the deposit in milligrammes 

by the time t and by the electrochemical equivalent of copper, 0*328. We 

thus have 

. _ m 

*'^" 0-328. r 

This average value of the current may thus be called the electrolytic 
mean. To determine it graphically, we plot the time t as abscissa and the 
current i as ordinate. After a time ^, reckoned from the initial position, 
the value of the current is given by the equation 

% ar tnax siu a = tmo siu («> • 0* 

For an infinitely short interval of time dt, the current may be ft«ytimfKl 
to be constant. Since the current is defined as the quantity of electricity 
passing per second, the product i . dt, which is represented by the narrow 
vertical strip in Fig. 216, is equal to the quantity of electricity passing in 
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tbfl time dt. The total quantity passing daring the whole period ti is equal 
to the sum of all anoh elemental strips, that is, to the shaded area in the 
figure. The average value of the cnrrent is fonnd by dividing this area 
by the time ^. If a rectangle of eqnal area be drawn on the same base, 
the height of this rectangle gives the required mean current. 

An approximate value can be obtained by finding the mean of the values 
of sin 0, sin 10°, sin 20°, and so on up to sin 90°, and multiplying it by »»„. 
T^ obtain an accurate value of the mean current, we must determine the 
area of the shaded area (Fig. 216) corresponding to half a period. The 
int^ration is simplified by plotting angles as abscissae. The area of the 
narrow vertical strip in Fig, 216 is 

i ,da = iiauE . sin a , da. 

To find the whole area we most integrate, or add up all the strips, between 
the limits and ir. This gives us 

ii.da = iaax / siaa.da ^ Zimtx. 
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By dividing tJiis area by the base w we get the average height or average 
current. Hence 



..(US). 



Hence, on the assumption that the corrent is a simple sine function of 
the time, its average value is to the maximum value as 2 : n- or as 7 : 11. 
Similarly for the electromotive force, we have 



..(114). 



These average values of the alternating cnrrent and pressure are, however, 
little used in electrical engineering, since they cannot be used to calculate 
the power. The reason for this will be clear after reading the next section. 

73- Power in A.C. Circuits and Root-mean-square 
Current. 

As we have jnst mentioned, the power cannot be obtained by miiltiplying 
together the mean values of the current and pressure. We must find the 
momentary value of the power by multiplying the momentary valne of the 
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current by the value of the pressure at the same instant. The same result 
is obtained by aquaring the momentary valne of the cntrent and multiplying 
by the resistance. Hence, for the power at an; instant, we have 
P = emu . sin a . iatx . sin a = (tmu . sin a/ , ^ 

These values of P are found for various moments during the period, and 
plotted as ordiuates in Fig. 217. Aa power is the work done per second, 
the area of the small strip P . dt must represent the work dona daring the 
interval dt. The whole shaded area must represent the total work done 
during a period. If this be divided by the time ^ in which the work is 
done, we get the mean work per second, that is, the mean power. This 
is given by the height of a rectangle of the same area and on the same baae 
as the shaded figures. This height is found to be exactly half of the total 
height of the curves. 

The same result is obtained by calculation. This is simplified, as before, 
by plotting tiie angle a as abscissa (Fig. 218). The area of the narrow strip 
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in Fig. 218 is equal to P. da. Substituting the value of P found above, we 
find the total area of the figure as follows : — 

['p.da = j'^,^.S.eiii?a.dtt; 

But j sin'o.do = fs — 2 """■■"**") ~\' 

hence, the shaded area in Fig. 218 is equal to 

i*m« . ii/'sin* a . da = i*„„ . JJ . ^ . 

To obtain the mean power we must divide this area by the base v. 
We thus get 

p^ i^^.n ^jjgj 

If the circuit contain no self-induction, we can put 

and equation (115) becomes 

i' = '°"^*°^ ^jjgj 

It is interesting to • btain this result in another way, which requires 
no higher mathematics, but which, at the same time, does not give one each 
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an insight into the reasons for the result as is obtained from a careful study 
of the above. We assume that a two-pole machine has a drum containing 
two independent windings at right angles to each other. Both windings are 
connected to equal external resistances. When the plane of one coil makes 
an angle a with the zero position, the other will make an angle 90 .+ a with 
the 8am6 position, and the momentary value of the total power of the two 
windings together is 

EmuL.itDMx . [sin'a+sin^(90''+a)] =^max . ivux . (sin'a+C08"a). 

Since sin^a+cos^a is always equal to 1, it follows that the power of 
the two coils together is always constant and equal to Emax . inux* This is 
the mean power of the two coils, and that of each will therefore be^a half 
of this, viz. - 

2 ' 

as found above. Had we calculated the power by mtdtiplying together the 
average values of the current and pressure, the result would have been 

2 2. 

— . Efotx • " • ha»x. ^^ 0*405 Ema. • hnuL* 

IT TT ■**■ 

This is 20 per cent, smaller than the real average power. 

We must now define and calculate the values of current and pressure, 
which can be appUed directly to the calculation of the power. For this 
purpose we write equation (115) in the following form : 

^"■v/2V2 • 

The expression ^ in this equation represents a certain strength 

of oorrent which, if squared and multiplied by the resistance, gives 
the mean power. This strength of current is called the effective or 
root-meauHEKiuare value of the alternating current. This is the current 
strength which is meant when speaking generally of the strength of an 
alternating current. We shall represent it by the letter i. Although this 
letter also represents the instantaneous value of the current, confusion be* 
tween the two is almost impossible. We have therefore 

i=^= 0-707. t„ux (117). 

We can therefore define the effective value of an alternating current 
in the three following ways : — 

(1) as that value which, squared and multipUed by the resiBtance, gives 

the mean power ; 

(2) as the root of the mean value of the squares of the momentary 

values of the current ; 

(3) in true sine waves, as 0*707 of the TniLTiniiiin value of the current. 

Since we found the electrolytic mean to be ^f- of the maximum, the 



232 Electrical Engineering 

effectiYe value is to the average value as 11 : 10, or more accurately as 
TT : 2y/2. If, therefore, we wish to calibrate an ammeter for altemating 
currents by rectifying the altemating current and passing it through a copper 
voltameter, it will be necessary to multiply the average current, as calculated 
horn the deposit in the voltameter, by 1*1 in order to obtain the correct value 
of the efTective current which should be indicated on the scale of the ammeter. 
Those instruments, however, in which the deflecting force is proportional to 
the square of the current at any moment, will give the same deflection with 
direct current as with an altemating current of the same effective value. 
They take up a position corresponding to the mean value of the squares of the 
altemating current, and, if calibrated with direct current, indicate correctly 
the effective value of the altemating current. 

To this class belong those instruments in which a current-carrying coil 
attracts or deflects a small piece of soft iron. The force exerted at any 
moment is proportional to the product of the momentary value of the current 
and that of the magnetism induced in the soft iron. For low values of the 
saturation the force will be therefore proportional to the square of the current, 
and we shotdd expect the instrument to read correctly both direct and alter- 
nating currents. As, however, no iron is entirely free from hysteresis and 
remanent magnetism, these instruments are not suitable for very accurate 
work even with direct currents. With altemating currents the hysteresis 
causes the reading to be lower than that obtained with a direct current of the 
same effective value. 

Hot-wire instruments, on the other hand, have exactly the same scale 
for all currents. In this type of instrument a platinum or platinum-silver 
wire is heated by the passage of the current and thereby caused to elongate. 
This elongation is magnified, and transmitted to the pointer of the instru- 
ment. Since the wire possesses a certain thermal capacity and the pointer, 
etc., a certain inertia, the instrument is unable to follow the rapidly pulsating 
current, and consequently takes up a position corresponding to the mean 
power dissipated as heat in the wire. The readings on the scale correspond 
to effective currents, that is, the currents which, if passed steadily through 
the wire, would produce the same heating as the altemating current. It 
follows that the instrument must be equally applicable to both direct and 
altemating currents. 

The same holds tme for dynamometers, in which the current flows 
through a fixed and a moving coil connected in series. It was seen in 
Section 32 that currents flowing in the same direction are attracted, while 
currents in opposite directions are repelled from each other. Since the 
current is reversed simultaneously in both coils, the turning moment exerted 
by the fixed on the moving coil will act always in one direction. The 
deflection, being proportional to the product of the currents in the two coils, 
is proportional to the square of the current. In consequence of the inertia 
of the moving coil, the pointer takes up a position corresponding to the 
mean torque, and therefore to the mean of the squares of the current. The 
scale can be marked so as to read directly the effective current. This is, 
as before, that continuous current which gives the same deflection as the 
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periodically varying current. The same scale can evidently be used both 
for direct and alternating currents. The same is naturally true for volt 
meters. 



74- Vector Diagrams. 



/ 



The sine curve represents very clearly the changes occurring in the 
current or in the electromotive force during a period, and we shall often 
make use of it in our further studies of alternating current phenomena. 
The vector diagram is to be preferred, however, when we wish to determine 
rapidly the relations between the various cunents and electromotive forces 
in an alternating current circuit. In Fig. 220 the line OE represents Ema 
to a certain scale, and rotates about the point with a constant angular 
velocity oi = 2ir«^. If we are considering a bipolar machine, the vector will 
rotate at the same rate as the armature. The direction of rotation is im- 
matarial, but we shall always assume it to be clockwise. In its initial 
position the vector will lie horizontally to the left of 0. The angle a which 




Fig. 219. 



Fig. 220. 



it makes with its initial position at any moment is equal to the angle made 
by the plane of the coil in Fig. 219 with its zero position. The projection of 
OE on the vertical axis is evidently equal to OE. sin a, that is, to Ej^ax • sin a. 
Hence, the instantaneous value of the electromotiye force is equal at 
every moment to the projection of the radius vector upon the vertical 
axis. 

To make the matter still clearer, a sine curve representing half a period 
has been added in Fig. 220 to show the connection between it and the vector 
diagram. The radius of the circle described about point as centre is 
equal to the mATiYnnm ordinate of the sine curve. The instantaneous value 
OA in the vector diagram is equal to the ordinate BD in the sine curve. 
Finally, the arc subtending the angle a at unit radius in the vector diagram 
is equal to the abscissa CD in the sine curve. 

Electromotive forces of difR^rent magnitude and of different phase can be 
very conveniently compounded and their restdtant determined by means of 
the vector diagram. When we speak of electromotive forces being of different 
phase we mean that they are out of step, as it were, and do not attain their 
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TnftTJTnnTn values at the same moment On the annature in Fig. 221, for 
example, there are two coils consisting of a different number of tarns and 
displaced by a certain angle from each other. Coil / possesses the greater 
number of turns and will therefore have a greater maximum E.M.F. than 
coil //. Two circles are drawn about the centre (Fig. 222), one having a 
radius OEi = J^inux &nd the other a radius OE^ = £!smazf And the vectors 
OEi and 0E% are drawn in directions corresponding to the positions of the 
coils / and // on the armature. As in the case of forces, we find the 
resultant OR by completing the parallelogram OEiBE^ At the given 
moment 

OA is the instantaneous value of the ejlf. in coil J. 



and OC is the projection on the vertical of the resultant OR. 
similarity and equidity of the shaded triangles, it follows that 

OC=^OA + OB. 



From the 




S 
Fig. 221. 

Now, OC is the instantaneous value of an ejlf. represented both in 
magnitude and phase by the vector OR. Thus the sum of the instantaneous 
values of the electromotive forces in the two coils is equal at every moment 
to the instantaneous value of the resultant It follows that electromotive 
forces can be compounded by the parallelogram law in exactly the same way 
as mechanical forces. 

To make this important result still clearer, we have represented in 
Fig. 223 the moment when the resultant E jcr. has its maximum valua Its 
vector lies vertically, while the vector of Bi lies a little to the left and that 
of ^ a little to the right of the vertical. If we consider the wires con- 
stituting the adjacent coilnrides on one side of the armature, we can see that 
the maximum resultant S.H.F. will be induced when the wires as a whole lie 
under the middle of the pola In this position, however, the wires of coil I 
lie just before the pole middle, while the wires of coil // lie just beyond it, 
exactly as we have found firom the vector diagram. 

In a similar manner we may consider the moment when the coils lie in 
the neutral zone and the resultant S.M.F. is nil (Fig. 224). One coil-eida 
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is under the influence of the north pole, while the other is under the influence 
of the south pole, and the opposing electromotive forces induced in the two 
coils exactly neutralise each other. We arrive at the same conclusion from 
a consideration of the vector diagram in which the resultant OB is horizontal 
and its projection on the vertical axis is 0. The vector OEi lies above the 
abscissa axis, while the vector OJS^ lies below it. The projection of OJSi is 
therefore positive and the projection of 0£^ negative, and since they oppose 
each other, their resultant vanishes. Here again, the directions of the vectors 
correspond with the geometrical positions of the coils. Such considerations 
as these diminish, to a certain extent, the difficulty experienced by the 
student in grasping the idea of difference of phase and in the application of 
the parallelogram of forces to electromotive forces. 





Rg. 223. Rg. 224. 

We can, however, go a *step further and substitute effective values of the 
electromotive forces instead of maximum values. This will simply alter the 
scale of the vector diagram without altering the angles. The length OB will 
then represent the effective value of the resultant In a similar way we can 
find the resultant of two currents flowing in parallel paths, but differing in 
magnitude and phase. Such a compounding of electromotive forces or 
currents is called a vectorial or geometrical addition. 

7S The Electromotive Force of Self-induction. 

It was seen in Section 35 that the electromotive force £$, induced by a 
change of current in a coil of self-induction L, is given by the equation 

di 



where 



^, = — i. 3; volts, 
at 

J. 0*47r . 5^ . u . -4 ^ ^ « , 

L = J — ^ . 10^ henries. 



For the angular velocity of the radius vector we have 

w = 27r . «M, 
so that I ss in^, . sin a s j^^^ . sin (cuO* 

Differentiating, we have 

di 

j1 ^ hoMX • cos (oi^) • W = tffinr • ai • COS a. 
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Introducing this into the above formula for E^^ we get 

Et^ — Z(U . imax • cos a (1-18). 

The E.M.F. of self-induction is thus a cosine function and by plotting it as 
ordinates with either the angle a or the time t as abscissae we obtain a cosine 
curve. This is identical in form with the sine curve, but is displaced 90^ 
from it. The relations foimd for the sine function can therefore be applied 
here, so that the efTective value of the E.M.F. of self-induction is 0*707 of the 
maximum value. 

From equation (118) it can be seen that the maximum value is reached 
when cos a = ~ 1, that is, when a = 180^. Its value will therefore be 

If both side^ of this equation be multiplied by 0*707, the maximum values 
of E.M.F. and current will be converted into efTective values, and we can write 

Ef = Lu) . i. 

Hence, the effective value of the e.m.f. of self-induction is given by the 
product of the coefficient of self-induction, the angular velocity of the vector 
and the effective current. 

A coil purposely made so as to have a large self-induction is called a 
choking coil. Such a coil is shown in Fig. 229, and consists of an iron core 
bent into a ring with a small air-gap and wound with insulated copper wire. 
If the magnetic flux density is kept small, the reluctance of the iron may be 
neglected and only the air-gap need be considered in calculating the self- 
induction. 

We shall assume the following data for the chpking coil : 

Length of magnetic path in air-gap Z = 0*6 cm. 

Cross-section of path normal to the flux ^ s 12 sq. cms. 

Number of turns in coil £i s 200. 

Effective value of current i = 10 amps. 

Frequency #** = 50. 

Then, since the permeability of the air is 1, we have 

L = Y~^ — • 10 = 1*25 jr:^ . 10^ = 0*01 henry. 

We have also 

01 s 2ir'^ ss 314. 

Hence, for the electromotive force of self-induction, we have 

jB; = ioi . 1 « 0-01 . 314 . 10 = 31-4 volts. 

We shall see presently that a voltmeter connected across the terminals of 
the choking coil will read almost exactly 31*4 volts, showing that the coil 
acts like a resistance in causing this drop of pressure. 

In order to design a choking coil, however, the formula needs to be modi- 
fied, as we might otherwise choose a value of cross-section for the iron or a 
number of turns for the coil which would lead to a very unsuitable flux- 
density in the core. If iV^ be the total flux at the moment of maximum 
current, we have 
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For the value of the flux at any moment we have 

i\r sin a = i\r sin {tat) 

Hence the rate of change of the flux will be 

iv ' = JV. a> . cos {tat). 

If the coil have S turns, the momentary value of the E.M.F. will be 

E = -iV. w .5. cos (wO . 10-8. 

The only variable here is the cosine, which has a maximum value of 1. 
Hence 

If we divide the maximum value by y/2 we get for the effective or R.M.S. 
value 

JF=: 4.44^.^^.^.10-8 '. (119)^ 

If in the formula 

-D ^ TT ^ 0*47r , S . J mM X ' II 

•^nux — /A • •^nux — » > 

we put tnua = V^2 . t, we get 

'-ife^ (120). 

This equation is very convenient for calculating the magnetising current 
of a transformer. 

From the two equations (119) and (120) a choking coil can be designed 
when we have chosen a suitable value for the magnetic flux-density. If, for 
example, an E.M.F. of 30 volts is to be induced by a current of 10 amperes at 
a frequency of 50, we may proceed in the following manner. The flux- 
density is taken* at 5,000 lines per sq. cm. and the path in the iron is 
neglected, so that we need only consider the length I of the air-path. The 
cross-section of the iron is assumed to be 15 sq. cms. We have then 

N^ B^.A = 5,000.15 = 75,000. 
From equation (119) we have 

o^ Jg..lOe _ 30. ly _.,^ 
*^ "■ 4-44 . iV^. - " 4-44 . 75,000 . 50 "" ^^"' 

Putting the number of turns S equal to 180 in equation (120) we get 

, 1-78. 5. /i.i 1-78.180.1.10 ^^. 
^= bJ^ " poo =0-64 cm. 

TUs is the length of the air-gap. The cross-section of the path across 
the air-gap has been taken as equal to the cross- section of the iron. As a 
matter of fact, however, the lines of force do not pass straight across the gap, 
but curve round from pole to pole, being driven outwards by the lateral 
pressure which we have seen to exist between the lines. The cross-section 
of the path across the gap is therefore considerably greater than the cross- 
section of the iron. The presence of the paper or varnish insulation between 
the sheet-iron stampings of which the oore is bmlt up will still further 
increase this e£fect. The above coil will consequently cause a greater drop 
than 30 volts when carrying 10 amperes. 
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Having considered the magnitude of tUs E.M.F. of self-induction, we most 
now turn to its phase. We saw above that the curve is a cosine curve, and is 
consequently displaced 90^ from the sine curve of the current. This will be 
made plainer if we determine the magnitude and direction of the e.m.f. of 
self-induction at several critical moments during the period. 

The current curve is represented by the thick black line in Fig. 225. 
When a = 0, sin a = 0, but cos a = 1. This is the moment when the current 
passes through zero and the E.M.F. of self-induction has its n^ative value, as 
seen from equation (118) on page 236. The current curve is steepest at this 
point, which means that, although there is no current at the moment, yet the 
rate at which the current, and with it the flux, is changing is then a maxi- 
mum. That the e.m.f. induced in the coil is n^ative follows at once fit)m 
the fact that it opposes the growing current and tends to keep up the dying 
cmrrent. 

When the angle a is equal to 90^ we have sin a s 1 and cos a s 0. The 
current is then a maximum and the induced e.m.f. is equal to 0. At the 




Fig. 225. 

moment when the current is a maximum, the current curve in Fig. 225 is 
parallel to the base, and for an instant both current and flux are constant. 
There is therefore no cutting of lines at this moment, and the dotted curve 
must pass through the base line at the point representing a = 90"^. 

By finding the various points on the curve E, in this manner, the whole 
curve can be drawn, with the result that the E.M.r. of self-induction is found 
to lag 90^ behind the current This point should be carefully noticed, since 
one might easily come to the conclusion that, as the curve E, in Fig. 225 is 
further to the right than the curve i, the E.M.F. is therefore ahead of the 
current. This conclusion is quite wrong, for we see that the curve E, reaches 
its wiATiTniiTn value at a time when the curve i has already passed its maxi- 
mum. Hence the E.M.r. of self-induction lags behind the current by a 
quarter of a period or by an angle of 90^ 

This is made clearer by a consideration of the vector diagram in combi- 
nation with the laws of self-induction already found in Section 35. The 
diagram is shown in Figs. 226, 227, and 228 for three successive moments. 
When the current vector passes through the horizontal position (Fig. 227), 
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its projection on the vertical^ and therefore also the instantaneous value of 
the current, is equal to 0. The B.M.F. of self-induction is a maximum at this 
moment, and its vector must consequently be vertical; moreover, since it 
lags 90^ behind the current, it must be vertically downwards. 

We shall now consider the relations a moment earlier and a moment 
later. In Fig. 226 the current is decreasing and its vector lies below the 
horizontal, so that its projection is in the same direction as that of the 
electromotive force E^. The E.M.F. is thus in the same direction as the 
decreasing current, which agrees exactly with what we found in Section 36. 

In Fig. 228 the current has passed through its zero value and is increas- 
ing. The projection of its vector is now above the horizontal, and therefore 




Fig. 226. 



Fig. 227. 



Fig. 228. 



in the opposite direction to the projection of the E.M.F., which has hardly 
changed. The self-induced b.m.f. is thus opposed to the growing current, as 
was found in Section 35. 

If now we agree to consider the magnetic flux as having the same sign as 
the current producing it, there will be no difference of phase between the 
magnetising current and the flux. The current curve will then represent to 
a certain scale the number of lines threading the winding at any moment. 
Hence, the self-induced e.m.f. lags not only 90^ behind the current, but also 
90^ behind the magnetic flux, through the variation of which the e.m.f. is 
induced. 
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We shall now consider the circuit represented in Fig. 229, in which an 
ohmic resiBtance R is connected in series with a choking coil, the resistance 
of which is so small compared with its self-induction that it can be neglected. 
We have to determine the magnitude of the current which flows round the 
circuit under the joint influence of the terminal pressure e of the generator 
and the self-induced e.m.f. of the choking coiL In addition to the magnitude 
of the current, its phase relation with regard to the terminal pressure shotdd 
be considered. 

To simplify the problem we shall first consider it in the reverse form, 
viz. what terminal pressure will be required to drive a given current 
through the external circuit? In the first place we determine the mo- 
mentary value of the ohmic pressure drop by multiplying the momentary 
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value of the cnirent by the resistance. This ohmic pressure drop is plotted 
as ordinates and gives the heavy black curve in Fig. 230. Since it must 




Fig. 229. 

have its maximum value at the same moment as the current, it must be in 
phase with it. The curve i • J2 * differs from the current curve merely in the 
matter of scale. 

The ohmic pressure drop must be provided by the combined action or 
resultant of tha terminal pressure, which is at present unknown, and the 
electromotive force Et, the curve of which lags 90^ behind the curve % • R. 
We proceed now to determine the value of the terminal pressure for a few 
characteristic points during the period. 




Fig. 230. 

At the origin there is momentarily no current, although the e.k.f. of 
self-induction has at this very moment its maximum negative value. It is 
evident, therefore, that its effect is exactly neutralised by an equal and 
opposite terminal pressure OF. The current can only vanish when forward 
and back pressures exactly neutralise each other. 

At the moment A^ on the other hand, the terminal pressure has not only 
to overcome a considerable e.k.f. of self-induction, but has now to cover a 

* In a few of the figoies the ohmio reeiitanoe li denoted by the letter nr Instead of B. 
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large ohmic pressure drop. The terminal pressure must therefore be equal to 
the sum of these two, and will be represented by OA. 

At the moment B there is no E.M.F. of self-induction, and the terminal 
pressure has merely to provide for the ohmic pressure drop HB. The curves 
of terminal pressure and ohmic drop will therefore cross at the point H. 

Finally, at the moment C, the self-induced E.M.F. is just sufficient to drive 
the diminishing current through the resistance without assistance from the 
generator, the terminal pressure of which is therefore zero. The curve e cuts 
the horizontal axis at the point C. In this way we obtain the thin full-line 
enrve in Fig. 230, the data for which are as follows : 

{ as 10 amperes, J2 = 10 ohms, wL s 6-28. 

The maximum value of the ohmic pressure drop is found as follows : 

i^.R^ V'Y.IO.IO = 141-4 volts, 
while for the maximum value of the self-induced e.m.f. we have 

JE^nux ^ wi . inux = 6*28 .^/2.1Q=z 88-8 volts. 

The maximum value of the terminal pressure of the generator is found 
from Fig. 230 to be 167 volts. 

An examination of the figure leads to the following important con- 
clusions : 

1. The curve of ohmic pressure drop does not reach such a high value as 
the terminal pressure curve, that is, the current is smaller than one would 
expect from die terminal pressure and the given resistance. The formula 
e sz i.B is therefore not applicable to alternating current circuits containing 
self-induction. 

2. The sum of the maximum values of the ohmic pressure drop and the 
self-induced B.M.F. is greater than the maximum value of the terminal 
pressure. The sum of the first two is 230*2 volts, whereas the latter is given 
by the figure as 167 volts. This fact is illustrated in a striking manner by 
connecting three voltmeters as shown in Fig. 229. One is across the machine 
terminals, one across the resistance, and the other across the choking coil. 
The following efTective values will be read on the three instruments : 

e = ^ = ^=118, 
\/2 \/2 

i.i? = 10. 10 = 100, 
E, = wL.i = 6-28.10 = 62-8. 

Thus, the sum of the two separate pressures i • J2 and E, is greater than 
the total pressure e. This result seems quite contradictory to the ideas which 
we have formed in connection with direct currents. It must be carefully 
borne in mind, however, that this is only true of the effective or maximum 
values, and not of the instantaneous values at any moment. For the latter 
the total pressure is the algebraic sum of the separate pressures. 

3. The curve representing the ohmic pressure drop or the current lags 
behind the curve of terminal pressure by the angle ^, which is represented in 
Fig. 230 by the distance CD. The current reaches its maximum value a 
short time after the pressure has passed through its maximum value. The 
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angle corresponding to this interval is known as the angle of lag. When the 
cnrrent is ahead of the pressure^ that is, when the current reaches its maximum 
a short time before the pressure, the current is said to lead by a certain angle 
which we call the angle of lead. 

The striking phenomena occurring in a circuit containing self-inductum 
are brought out very clearly in the vector diagram. Instead of the current 
vector we may consider the vector of the ohmic pressure drop % . J2, which is 
in phase with, and proportional to, the current. In Fig. 231 it is p^^^^^g 
through the zero position, and the vector of the E.M.F. of self-induction points 
vertically downwards. Since the current is equal to at this moment, the 

SJCF. of self-induction must be exactly neutralised by an 
equal and opposite component of the applied terminal 
pressure. This component — J?f is therefore drawn vertically 
upwards from 0. The resultant terminal pressure e is 
given by the hypotenuse of a right-angled triangle, the 
sides of which are equal to the e.ilf. of self-induction 
and the ohmic pressure drop respectively. 
v^ft 9^1 ' It is seen that the terminal pressure has a doable 

^^- ^^^' duty to iKrform, viz. to overcome the ohmic leaistuice 

on the one hand, and counterbalance the E.M.F. of self-induction on the othec 
Although the E.H.F. of self-induction \& sometimes acting with the current 
and sometimes against it, we must always look upon it as a back %MJ. 
which must be overcome by a component of the applied pressure. This is 
specially evident in the case shown in the figure, for the whole terminal 
pressure is momentarily engaged in counterbalancing this back xjlf. of 
self-induction. 

Several of the characteristic points noticed in connection with Fig. 230 
are even more evident in the vector diagram. The terminal pressure e is 
greater than the pressure % . R required to overcome the ohmic resistance, 
while the sum of the component pressures i.R and E, exceeds the total 
pressure e. As before, the current lags behind the terminal pressure by an 
angle ^. It is to be observed that tins angle must be measured between the 
hypotenuse of the right-angled triangle and the side representing the ohmic 
pressure drop. 

From the vector diagram we can easily determine the equation expressing 
the relation between current and pressure in an inductive circuit. It is 
evident from Fig. 231 that 

By substituting for Eg its value Zm . i and transposing, we get 

''vwrm <'''*• 

This may be called the Ohm's law for alternating current. It emphasises 
the £Gu^t that self-induction causes an apparent increase in the reeistanoe of a 
circuit, since the denominator is increased from R to \/iP -h (wi/. 

This increased resistance is represented graphically by the hypotenuse of 
a right-angled triangle, the sides of which are equal to the resistance R and 
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the quantity «iiZ respectively. Since this triangle (Fig. 232) is similar to the 
corresponding pressure triangle in Fig. 231, it follows that the angle between 
its hypotenuse and the side R is equal to the phase difiTerence or angle of 
lag ^, and we have therefore 

tan^ = *^ (122). 

The quantity \/JP + (<•>£)■ is called the apparent resistance or, more 
generally, the impedance, while the quantity loZ is known as the reactance or 
inductive resistance. The quantity cnX can only be looked upon and treated 
as a resistance if its dimensions are those of resistance. It would otherwise 
be quite impossible to add IP and (cnZ)^. Now, the dimension of the 
coefftcient of self-induction is simply a length, and that of angular velocity 
ia the reciprocal of time, so that 

the dimensions of reactance are L . T^K 
These are, however, the dimensions of velocity, which were seen in Section 40 
to be also those of resistance. Moreover, since a henry is equal to 10* absolute 
units, and an ohm is also equal to 10* absolute units, the product cuZ must 
give the inductive resistance directly in ohms. 

With the help of equation (121) we are now in a position to calculate the 
current for any given values of e, R and cnZ. We are no longer compelled to 
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follow the reverse course and find the terminal pressure for an assumed value 
of the current. We shall assume the same data as already used on page 241, 
viz. 

e=:118, J2 = 10, a>Z = 6-28. 

From equation (121) we have 

For the phase-lag of the current behind the terminal pressure we have 

. ^ wL 6-28 ^^^o 

This corresponds to an angle of 32^ 10' or ^. This is in evident agreement 
with the length CD in Fig. 230, which was drawn for the same conditions. 

77. Resistance and Inductance in Series. ^ 

We shall now consider the case in which two parts of a circuit are con- 
nected in series, each part containing both ohmic and inductive resistance, as 
represented in Fig. 234. The total pressure e is, in this case, the hypotenuse 
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of a right-angled tariangle, one side of which is equal to the sum dL the 
pressure drops % • Bi and i . B% due to the ohmic resistances, while the other 
side is equal to the sum <A the inductive pressure drops Ea and E^ At the 
same time, however, the total pressure e is the geometrical sum of Uie 
terminal pressures ei and €% of each half of the circuit The triangle of 
pressures can be drawn for each half of the circuit. The terminal pressure ei 
of the left half forms the hypotenuse to the sides % . Bi and ^«b t^ makes an 
angle ^ with the current vector or side % . Bu the tangent of which is given 
by the equation 

tan*i=.^ = ^. 
^ i.Bi Ri 

In a similar manner the terminal pressure et of the right-hand half of 
the circuit forms the hypotenuse to the two sides % . B% and Eg^ and makes 
an angle ^ with the current vector, the tangent of which is given by the 
equation 

The phase-lag of the current behind the terminal pressure e of the whole 
circuit will lie somewhere between ^i and f%. Hence, although the current 
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in all parts of a series unbranched circuit must necessarily have the same 
phase, the pressure differences between various parts of the circuit generally 
differ in phase (Fig. 235). 

The circuit made up of an alternating current generator working on an 
external circuit containiog both resistance and inductance is similar to that 
just considered As an example we shall assume the following data : 

Terminal pressure of generator e s 2,000 volts, 

Current t s 50 amperes, 

Armature resistance ^ = 1 ohm. 

Self-induction of armature L = 0*04 henry. 

Frequency #m ss 50, 

Phase-lag in external circuit cos ^ == 0*8. 

We wish to determine the pressure drop in the generator and the electro- 
motive force induced in the generator, both as regards its magnitude and its 
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phase. For the constniction of the diagram shown in Fig. 236» we have the 
following values : 

i.i?a = 50.1 = 50 volts, 
-S^.tet-ni = wZ.i = 0-04.2. 314.50.50 = 628 volts. 

From these two values we find the internal drop of pressure OF as the 
hypotenuse of a right-angled triangle, one side of which is equal to the ohmic 
resistance drop, while the other side is equal to the E.M.F. due to the armature 
self-induction. We thus get 

OF = \/50« -h 628« = 630 volts. 

We now find the ohmic resistance drop in the external circuit, thus : 

i . i? = « . cos ^ = 2,000 . 0-8 = 1,600 volts. 

If cos ^ ss 0*8 we know that sin ^ = 0*6, so that the inductive drop in the 
external circuit can be found in the following manner : 

-^f «rt. = « • sii^ ♦ = 2,000 . 0-6 = 1,200 volts. 
The total ohmic resistance drop in the whole circuit is equal to 

i.^ 4- i. 5 = 50 4- 1,600 = 1,650 volts, 
and the total inductive drop is equal to 

^.int. + ^.ext. = 628 4- 1,200 = 1,828 volts. 
From these two values we find the E.M.F. of the machine Ei as the 
hypotenuse of a right-angled triangle, one side of which is equal to the sum 
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of the resistance pressure drops, while the other is equal to the sum of the 
inductive pressure drops. We thus have 

El = \/l,650« -h 1,828« = 2,460 volts. 

The angle ^i by which the current lags behind the E.M.F. of the generator 
can be found from the equation 



cos 



. S(i.iZ) ^ 1,650 ^ 
♦^ - —gT" 2:460 " ° ^^• 



Neglecting secondary effects, we can say that the terminal p.d. on open 
circuit ¥rill be equal to the electromotive force E\. On loading the generator 
the pressure drops from 2,460 to 2,000 volts, ie. 460 volts, whereas the 
pressure required to drive the current through the armature was seen to be 
OF = 630 volts. This apparent contradiction is due to the fact that the 
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pressure drop OF in Fig. 236 is subtracted geometrically and not 
from the S.M.F., to obtain the terminal pressure e. 

The drop of 460 volts which we have fonnd between no-load and full load 
represents 18*6 per cent of the no-load pressure. This is approximately the 
usual figure found in practice^ and is, as we have seen, almost entirely due to 
the internal self-induction of the machine. This brings out very dearly the 
detrimental action of the self-induction in increasing the apparent internal 
resistance of an alternating current generator. 

78. Resistance and Inductance in ParaileL 

In the case illustrated in Fig. 237 two branches are connected in parallel, 

each containing both ohmic and inductive resistance. The terminal pressure 

e is exactly the same both in magnitude and phase for each branch. This is 

true even if one or both of the branches contain either ohmic or inductive 

resistance alone, instead of each branch being partly non-inductive and partly 

inductive, as shown in Fig. 237. We have now to determine the magnitude 

and phase of the total current, and the current in each branch, firom a know* 

ledge of e, Ri, toLu £% and wL^ The line OQ in Fig. 238 is drawn to 

represent the terminal pressure e, and a semicircle is described upon it OA 

is drawn so as to make an angle ^1 with OG. This angle is given by the 

formula 

i. ^ ^^ 
tan ^ = -g^ . 

The line OA represents the ohmic pressure drop in the upper branch of 
Fig. 237. If we divide this by the resistance Bi we get the current %%, which 



HSKZDCa 





Fig. 237. 



Fig. 238. 



may be represented by the length OC. In a similar manner the line OB is 
drawn at an angle ^ with the diameter, where 

The line OB represents the ohmic pressure drop in the lower branch, and 
by dividing it by the resistance B^ we get the current ti^ which may be 
represented by the length CD. The resultant OJ of ti and is gives us the 
total current t both in magnitude and phase. If the vector t be produced to 
meet the semicircle at F, the length OF represents the ohmic drop, and the 
length FQ the inductive drop of a single coil or piece of apparatus which 
could replace the branched circuit of Fig. 237. The total current lags behind 
the terminal pressure by the angle FOG. 
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79. Effect of Phase Diflference on A. C. Power. 

If the current is not in phase with the pressure, the instantaneous value 
of the power is positive whenever the pressure and current are momentarily in 
the same direction (Fig. 239). On the other hand, the power is momentarily 
negative whenever the current and pressure are in opposite directions 
(Fig. 240). By the direction of the pressure we mean the direction from the 
positive terminal or terminal of high potential to the negative or low potential 
terminaL We shall not consider the internal electromotive forces, but only 
external potential dififerences. When we speak above of power being positive, we 
mean that the apparatus or part of the circuit imder consideration is absorbing 
electrical energy and transforming it into some other form such as thermal or 
mechanical energy. When an apparatus has a negative power it is generating 
electrical energy at the expense of energy in some other form. In a dynamo, 
for example, the current flows from the negative terminal to the positive, that 
is, against the terminal pressure, and the power is therefore negative, or, in 
other words, electrical energy is being generated. In the motor the current 
flows from positive to negative and the power is positive, that is, the motor is 
absorbing electrical energy. We are thus led to the conclusion that a simple 
alternating current generator in which the current is out of phase with the 
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I.M.F. does not act continuously as a generator, but, twice in each period, 
takes electrical energy from the circuit and is driven for a moment as a 
motor. 

The same rule can be applied to any apparatus to which electrical energy 
is supplied. If, at any moment, the current flows in the direction of the 
terminal pressure, i.e. from + to — » electrical eneigy is being absorbed, but if 
the current is flowing in the other direction, Le. from — to +> the apparatus 
is acting momentarily as a generator and returning electrical energy to the 
circuit. 

Fig. 241 refers to a coil or other apparatus in which the current t lags by 
an angle ^ behind the terminal pressure. This lag is due to the self-induction 
of the coil. The time is plotted as abscissae and the current and p.d. as 
ordioates. The angle ^ by which the current lags behind the p.d. corresponds 
to the time AB. 
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A curve is now plotted giving the momentary values of the power found 
bjr multiplying together the conesponding values of ctuTent and p.d. These 
v^ues of the power are positive doling the intervals OA and BC, but negative 
during the shorter intervals AB and CD, as shown by the dotted curve P, 
which represents the rapidly chai^ng power to a certain scale. The area 
enclosed between this curve and the horizontal axis represents the energy 
supplied to the apparatus. This area lies partly above the axis and partly 
below. The mean power is found by subtracting the area below the line 
from the area above the line, and dividing the difference by the time. It is 
evident that the power supplied to the apparatus is less than we should 
expect from multiplying together the pressure and the current as read on 
suitable instruments. 

In order to calculate the mean power, we shall imagine the curves to be 
plotted to a base representing the angulm- movement of the vector, instead of 
the time. If the strength of the current at a given moment be t„„ . sin a. 



Fig. 241. 

the terminal pressure at the same moment will be «„^ . sin (a + ^), and the 
momentary value of the power will be equal to their product, thus 
P = e^^ . ig^ . sin a . sin (a + ^). 
We may imagine this power to remain constant over the infinitely small 
angle da, so that the area of an infinitely narrow vertical strip will be 
B. da = e,^. i,^ . sin a . sin (a + ^).da. 
The mean value of the power is obtained by integrating this expression 
between the limits and w and dividing the resulting area by the base w. 
In this way we get 

P = ~ j e^tx ■ hnMx . ain o . ain (a + ^) . da. 
'Now, sin (a + ^) K sin a . cos f + cos a . sin f . 

Substituting this value for sin (a -I- ^), we have 

P= - j emu . inti ■ sin* a . cos f . (fa + - / «Duii- ion .sina .cos a .sin^ .da. 
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Since / sin o . cos o = 0, the second integral vanishes, and we have 

P = " . tjoMx • Wx . cos 6 / sin^ a . da, 

TT •'0 

We saw on page 230 that j sin* a .da=^^, wherefore 

^ — • ^IBAX • ^nuuc • COS • n * 
IT ^ 

This may be written in the following form : 

Since the maximum values divided by \/2 are equal to the R.M.S. or 
efifective values^ we have 

P = e.i.cos^ (123). 

The law that the power is equal to the product of current and pressure 
is therefore only applicable to instantaneous values^ and not to efifective 
values. In any case where there is difiference of phase, the true power is 
found by multiplying the apparent power by the cosine of the angle of phase 
difiference. For this reason cos ^ is generally called the power-factor. This 
designation is the more suitable since the curves of current and pressure 
depart in practice more or less from the sine form and rob cos ^ of the exact 
meaning which we have attached to it in the case of pure sine-curves. The 
power-factor is then generally defined as the ratio of the actual power, as 
indicated on a wattmeter, to the apparent power, as calculated from the 
current and pressure. Thus 

008 « = --. (124) 

In the example considered in Section 75, for example, the terminal pres- 
sure e of the generator was 2,000 volts, while the current i was 50 amperes. 
The apparent power in this case is 2,000 . 50 = 100,000 watts. Since, how- 
ever, the power-fSactor was given as cos ^ = 0*8, the true power is only 80 per 
cent of this, or 

P = e . i . cos ^ = 100,000 . 0*8 = 80,000 watts. 

The power transmitted to the generator from the steam engine corre- 
sponds to the load of 80,000 watts only, so that no direct loss is entailed by 
this reduction of output from 100,000 to 80,000 watts. On the other hand, 
however, both the operation of the generator and the efi&ciency of the whole 
system are adversely affected by the phase displacement or lag of the current 
The output of 80,000 watts is only maintained by a disproportionately great 
S.M.F., which has to overcome the back E.M.F. of self-induction, in addition to 
the resistance. The generator must therefore be capable of working at a 
higher pressure, a part only of which is applicable to the external load. 

This L9 perhaps more evident if we imagine the whole load to consist of 
resistance and self-induction. We have then 
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which may be written in the form 

P^i.R.i. 

It is evident from Fig. 231 that t . R may be replaced by e . cos ^^ 
giving us 

P 8s e.cos ^.i. 

This shows ns clearly that^ in calculating the actual power or output, we 
must only consider the component « . cos ^ of the total pressure e, that is, the 
component in phase with the current. 

There is still another point of view from which we may consider this 
equation. We may look upon the power P s e • t . cos ^ as the product of 

the pressure e and the component % . cos ^ 
of the total current. This component is 
equal to the projection OC (Fig. 242) of the 
current vector t upon the pressure vector e. 
Hence the true power is found by multiply- 
ing the pressure by the component of the 
current in phase with it. 

This component OC s i • cos ^ is called 
the watt-component of the current, or the 
energy-component, while the component OD 
at right angles to it is called the wattless 
current. Since a generating station works 
at a constant tenninal pressure, this last 
method of imagining the current to be divided into two components is the 
more convenient, and is the one generally adopted, although it would be 
more in accordance with the real nature of the case to resolve the pressure. 

We saw above that the lag of the current behind the pressure had the 
effect of unduly increasing the necessary E.1LF. for a given load and current 
We might now express this in another way and say that the current must be 
very large for a given load and pressure, since only a component of the 
current enters into the calculation of the output. This increased current 
necessitates a greater cross-section of copper in generators, cables and motors, 
or else increased losses due to heating. Every effort is made therefore to 
reduce the self-induction of generators and motors to a minimum. 

The effect of phase difference on the power or output of a generator is 
clearly illustrated by the following interesting experiment (Fig. 243). A 
variable non-inductive resistance is connected in series with a highly indue* 
tive coil across the terminals of an A.a generator. The tenninal p.d. of the 
generator is maintained constant The output of the generator is measured 
by means of a wattmeter. When the rheostat handle is over to the right and 
the resistance consequently large, the current and therefore also the power 
will be smalL As the rheostat handle is turned to the left, the resistance is 
decreased and the power increases as one would expect. Beyond a certain 
point, however, the wattmeter reading decreases in spite of the increased 
current caused by cutting out the resistance. The reason for this is evident, 
if we turn to Fig. 231 on page 242, in which the area of the triangle is equal 
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to half the product of the base and height. The area is therefore equal to 
^. COS ^ . ftiX . t. Since, in our case, toL is constant, the area is proportional 
to e.i.coe ^, and is therefore a measure of the output of the generator. 
With a constant hypotenuse e, the triangle has a maximum area when the 
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other two sides are equal, that is, when the resistance JR is equal to the 
reactance wL, and the angle of lag is 45^ The output is then a maTimnm 
for the given terminal pressure and inductance. 

If the rheostat arm be put right over to the left, the current naturally 
increases still further, while the wattmeter reading falls almost to zero. This 
is explained by the fact that the resistance of the circuit ib almost entirely 
inductive, so that the angle of lag, as foimd from the equation 

tan#=-g- 




Fig. 244. 

is almost 90^ The power-factor cos ^ is therefore nearly 0, and the output 
consequently very small in spite of the large current. The latter is almost 
entirely wattless. 

In order to show this in a graphical manner, we have drawn in Fig. 244 
the sine curves for a circuit containing much self-induction, but little ohmic 
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resistance. The carve of ohmic pressure drop is so flat that it could almost 
be n^lected in finding the curve of terminal pressura The latter has little 
to do beyond counterbalancing the back EJf .F. of self-induction. The curve e 
is consequently nearly 180^ out of phase with the curve E, of self-induction, 
and therefore almost 9(y ahead of Uie current. By forming the products of 
the momentary values of pressure and current, we find that the pow«: is 
positive from U} A, and negative firom AU) B. Since these two intervals 
are almost equal, the resultant mean power is very smalL It would vanish 
entirely if the winding of the coil had no resistance and the iron were free 
firom hysteresis. 

It follows from these considerations that a choking coil can be used to 
cause a large drop of pressure without absorbing very much power. They 
have been largely employed as steadying resistances in series with A.C. arc 
lamps. Their employment is limited, however, owing to the disadvantage^ 
pointed out above, of loading the station and mains with wattless current. 
If the pressure has to be reduced considerably, it is far preferable to use a 
small transformer instead of a choking coiL 

A further use to which choking coils have been put is in connection with 
the series running of a number of glow lamps on high pressure mains. Each 
lamp has a small choking coil connected in parallel with it, through which 
the current passes when the lamp breaks, thus enabling the other lamps in 
series with it to continue burning. If the broken lamp were short-circuited 
the current through the whole circuit would be increased and the other 
lamps endangered. Thia does not happen if choking coils are used instead of 
short-circuiting devices. When the lamp is burning, the current divides 
between the lamp and the coil, but on the lamp breaking, the whole current 
passes through the coil, with the result that the total current is sli^tly 
reduced. This reduction of current is hardly appreciable when the numbcnr 
of lamps in series is very large, and it is farther limited by making the 
choking coils so as to have a variable coefficient of self-induction. When 
the lamp breaks, the whole current is forced to pass through the coil, and 
the flux is thereby increased. This increase in the magnetic flux causes an 
increase in the back E.M.F., and consequently a decrease in the current. IC 
however, the iron core of the choking coil is already highly saturated, a laige 
increase in the current has but a small effect on the flux and therefore also 
on the back e.m.f. 

Choking coils are sometimes used in connection with the parallel ruiming 
qI alternators. We saw in Section 35 that self-induction acts as a sort of 
electrical inertia, opposing sudden variations of the current. There is often 
a danger of heavy currents surging backwards and forwards between two or 
more alternators when connected in parallel (see Sections 104 and 106). 
These currents can be largely prevented by connecting choking ooib between 
the generators and the common bus-bars at the switch-board. The ad- 
vantc^ gained in this way will more than compensate for the small pressure 
drop in the coils. The power lost in such a coil is very small, as the current 
is nearly 90^ out of phase with the terminal pressure of the coiL 
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80. EfiFect of Capacity: .Ai/i.^c'uL^' Tf.h.B 

I 

A condenser consists essentially of two metal plates separated from each prcb 

other by a thin sheet of insulating materiaL If the two plates are connected 

to the terminals of a battery or dynamo, the one plate becomes charged 

positively and the other negatively. Although this way of looking at the 

matter agrees with the general ideas of frictional electricity, it is hardly in 

accordance with the supposition of Maxwell that the electric current is due 

to the motion of positive electricity only. The two ideas can be brought into 

agreement, however, by assuming that the negative plate is charged by the 

flowing away of positive electricity instead of the flowing into it of negative 

electricity. We thus have a current round the circuit at the moment of 

charging; this current flows from the positive terminal of the generator to 

the condenser, and from the negative terminal of the condenser back to the 

generator. This current flows until the condenser is fully charged, that is, 

until the back E.M.F. of the condenser is equal to the p.d. applied to it. A 

certain quantity of electricity will have to flow into the positive plate (and 

out from the n^ative plate) in order to charge the condenser to the given 

back electromotive force E^. 

The effect of capacity in a.c. circuits is of great practical interest on 
accoimt of electric cables acting as condensers. To simplify the problem as 
much as possible, we shall assume that the cable has neither ohmic resistance 
nor self-induction. For the instantaneous value of the terminal pressure of 
the machine we have 

t ss enMx • sin a =: tmtx • siu (d^^)* 

If this pressure increases by an amount dt in the succeeding interval dt^ 
we have 

dt = ^BMs • cos («iiQ .w.dt. 

The quantity of electricity dQ^ which passes into the positive plate of the 
condenser during this intervcd is proportional to the increase of pressure de 
and to the capacity of the condenser (see page 103). The capacity K must 
be expressed in units corresponding to the ampere and volt, i.e. in farads. 
We have then 

dQ^ = K, de = JT. g m^» . cos {a^t) .w.dt. 

Now, -^ is the rate at which electricity flows into the condenser in 

coulombs per second. La in amperes, during the short interval dt. It is the 
instantaneous value i of the condenser current, and can be expressed as 
follows : 

. dQ, ^ 

% = —Tf = A . w . tj^MSi • cos a. 

Hence, the current is a cosine fonction of the angle a which the terminal 
pressure vector makes with its zero position. When a = 0, cos a s 1, and the 
current has its maximum value 
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By dividing both sides by ^/2 we obtain the effective value of the current, 
which is therefore given by the equation 

i = K.io.e (125). 

Since the terminal pressure of the machine and the back S.M.F. of the 
condenser are exactly equal and opposite to each other at every moment^ 
they must be numerically equal, so that we may write the above equatioa in 
the following form : 

We see, then, that there is another pressure in the circuit in addition to 
the generator pressure, viz. the back e.m.f. of the condenser, which has to be 
overcome by t^e generator. We must now determine the phase of this new 
electromotive force. 

The thin full-line curve in Fig. 245 represents the terminal {uressure of 
the generator. The abscissae represent the angular displacement of the 
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vector e from its initial position. On the assumption that the circuit 
contains neither resistance nor self-induction, we saw above that the current 
is proportional to the cosine of the angle a. It will therefore have a positive 
maximum when a s 0, and will vanish when a = 90^ In this way we obtain 
the heavy line curve i for the current Since we have seen tha^ the back 
S.M.F. of the condenser is directly opposed to the terminal pressure, the 
dotted curve Ee must represent the former. The current curve % lags 90^ 
behind the back-pressure curve Ec^ but is 90^ ahead of the terminal pressure 
curve e. 

It is necessary, however, to check this mathematical result by considering 
the relation between current and pressure at several characteristic moments 
during the period. The curve e cuts the axis at the point 0, and is steepest 
at this point This is the moment at which the terminal pressure is changing 
most rapidly, and at which the quantity of electricity passing into the con- 
denser per second has its maximum value. The current has therefore its 
maximum value. So long as the terminal pressure continues to increase. 
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that is, during the interval OA, the current will have the same direction as 
the pressure, and the ordinates of both are positive. 

When the terminal pressure reaches its maximum value at the moment A^ 
it is constant for a moment, and the current into the condenser ceases. When, 
however, the terminal pressure decreases, it is overcome by the back E.M.F. 
of the fully charged condenser, and a current is driven beick through the 
generator in opposition to its terminal pressure. This continues during the 
quarter period AB^ in which the ordinates of current and terminal pressure 
are of opposite sign. Hence, the relative positions of the curves in Fig. 245 
are quite correct, and we see clearly why the current curve is 90° ahead of 
the curve of terminal pressure, or why the back E.M.F. of the condenser is 90^ 
ahead of the current. 



8i. Resistance and Capacity in Series. 

We assumed in the last section that no ohmic resistance was interposed 
between the generator and the condenser, so that the termiaal pressure of 
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Fig. 246. 

the condenser was identical with that of the generator. If, however, a resist- 
ance 22 lies between the generator and the condenser, the terminal pressuie 
e of the generator has to cover the drop of pressure «.£, in addition to over- 
coming the back E.M.F. of the condenser. These two components are shown 
in Fig. 246, in which the thick black line represents the pressure drop i. B, 
while the dotted line represents the back E.M.F. of the condenser leadiog 90^ 
ahead od.B. 

At the moment there is no back ejif., and the terminal pressure e has 
only to supply the drop in the resistance. Its momentary value will there- 
fore be OF. 

At the moment A there is still a considerable ohmic drop and, in addition 
thereto, a back B.H.F. to overcome. The momentary value of the terminal 
pressure must therefore be OA. 
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At the moment B the curroit is pessiiig throng^ zero, and there is 
coneeqaentlj no ohmic drop ; the terminal pressaie HB has only to ooimter- 
balanoe the equal and opposite back sjur. of the condenser. 

ilnallj, at the moment C the ohmic piessare drop is exactly covered hj 
the back KM.F. of the condenser, which is now acting with the cnrrent. The 
terminal pressore of the generator is therefore eqnal to 0. 

When the curve e has been drawn in this manner, we find tiiat it lags 
behind the cniient corva In Kg. 246 the coirent is ahead of the terminal 
pressure by an angle represented by BC. The effect of capacity is thus the 
opposite of that of self-indnction, in that it causes the current to lead ahead 
of the pressure, whereas self-induction causes the current to lag. 



82. Circuit containing Resistance, Inductance and 

Capacity. 

We must now consider the case in which ohmic resistance, self -indoctioD 
and capacity are all connected in series. At the moment represented in 
Fig. 247 the current i is passiog through its zero 
value, and the vector i.B i& therefore horizontaL 
The vector Eg of the back ejlf. due to self-induc- 
tion lags 90^ behind the current vector, and is there- 
fore vertically downwards. This vector must be 
counterbalanced by an equal and opposite component 
— j?« of the terminal pressure of the generator. 
From f . £and — j?« we get the resultant OA. There 
is another E.M.F. acting in the circuit, however, viz. 
the back B.M.F. Ec of the condenser, which is 90"^ 
ahead of the current, and is therefore represented 
by a vector vertically upwards from 0. This must 
be coimterbalanced by an equal and opposite com- 
ponent of the terminid pressure. The resultant OC 
of the vectors OA and — j^c is the required vector 
of the terminal pressure e. Under certain condi- 
tions the terminal pressure e may be much smaller than either the pressure 
Et due to the self-induction, or the pressure Ec across the condenser. 

By means of the diagram in Fig. 247 we are now able to calculate the 
current for any given values of the terminal pressure, ohmic resistance, self- 
induction and capacity. From the figure, we have 

BC ^ Ec — Eg, 
so that, for the right-angled triangle OBC, we have 

«» = (t.22)«+(^e-^,)». 

From equation (126) on page 254, we have 
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By substitating these values in the above equation, we get 
which is equivalent to 



e 



This may be called the general expression of Ohm's law for an alternating 
current circuit, since the denominator is the apparent resistance or impedance 
of the circuit. It is represented by the hypotenuse of a right-angled triangle, 
one side of which is equal to the ohmic resistance, while ti^e other is equal to 

the difference — ^ — ioL. We must not^ forget that JT is to be expressed in 

fiEurads, so that the value of the capacity in microfarads must be multiplied 
by 10"* before it is introduced into the above equation. 

It is a point of great importance in the above equation that the angular 
velocity to occurs in the numerator of one of the two terms within the 
brackets, and in the denominator of the other. This indicates that there is 
a value of the frequency for which the two terms will be equal and their 
difference consequently vanish. To find this frequency we simply put 

— 1^- ioL = 0, 

-vhi <^'»>- 

The frequency at which the difference — ^ — t^L vanishes is therefore 

For this value of the frequency, equation (127), which we have called the 

general expression of Ohm's law for an A.C. circuit, becomes simplified to the 

following form : 

e 

The current reaches its maximum value at this frequency, and is as great 
as if both self-induction and capacity were absent, and the pressure e were 
applied directly to the resistance 22. 

Let us consider as an example an alternating current generator with an 
E.M.F. of 10,000 volts and a coefficient of self-induction L of 0*4 heniy. We 
shall assume that it is connected to a length of cable the &r end of which is 
open, and which has a total resistance of 5 ohms for the double length. 
The two cores of the cable act as the plates of a condenser, and have a 
capacity of 2*5 microfarads. A condenser with this capacity may be assumed 
to replace approximately the distributed capacity of the cable, if connected 
between the cores halfway between the generator and the free end of the 
cable. The resistance in series with this condenser will be half that of 
T. E. 17 
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the whole cable, viz. 2*5 ohms. On this assumption the capacity cmrent 
at a frequency of 50 can be found firom equation (127) — 

This current flows in the cable in spite of the ^t that it is open at 
the further end. The current leads nearly 90^ ahead of the pressure, so that 
cos ^ is practically equal to and the power is negligibly small 

It is interesting to determine the frequency at which the current in this 
example would reach its maTimuTn valua From equation (129) we find the 
critical frequency, as follows : 

^ ^ 2 SB 160 

2irv^rC 2irv/2-5 . lO"* . 04 

» 

At this frequency the denominator in equation (127) becomes equal to 

B, and, although the further end of the cable is open, tiie current reaches 

an enormous value, viz. 

JB 10,000 .^^^ 
t = g = 1^ ss 4,000 amperes. 

The P.D. across the condenser is then equal to that across the self- 
induction, and for both we find the following incredible value : 

-L « i^Z. t = 2ir. 160 . 0-4. 4,000 = 1-62 . 10^ volts. 

The cross-section of the conductor is naturally unable to stand the large 
current, and the insulation would be broken down by the enormous pressure. 
This dangerous condition which arises at the critical frequency is known as 
reaonanoe. The above example is exaggerated on account of the value 
chosen for the self-induction of the generator being much larger than the 
actual value for a practical alternating current generator. For smaller values 
of Z the critical frequency is higher than 160. The two characteristie 
peculiarities of resonance are large currents and enormous pressures, in 
spite of open circuits and normally excited machines. 

83. Self-induction and Capacity in Parallel 

In Fig. 248 is shown a circuit containing two parallel branches, one of 
which consiBts of a choking coil in series with ohmic reslBtance, while the 
other contains a condenser, also in series with ohmic resistanca The terminal 
pressure e is common to both branches. Its vector must confiiSequently be 
the hypotenuse of two right-angled triangles, one of which has ddes equal 

• 

toii.Bi and ioL . ii, while the sides of the other are equal to ti . i^ and -^ 

(Fig. 249). The current h must lag behind the pressure e by an angle fb 
which is given by the equation 

. ^ ioLi 
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The current is> on the other hand, leads ahead of the terminal pressure 
by the angle ^ where 

A circle is drawn on 0(7 = e as diameter, and a chord OA drawn so as 
to make an angle ^i with the diameter. OA represents the drop in the 
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lower branch due to ohmic resistance, while AO ia equal to the inductive 
drop. The chord OB is drawn so as to make an angle ^ with 00. OB 
represents the ohmic pressure drop in the upper branch, and BO represents 
the pressure lost in counterbalancing the back E.M.F. of the condenser. The 
angles ^ and ^ must naturally lie on opposite sides of the diameter. By 
dividing the chord OA by the resistanoe J2i, we get 

OA 



a. 



^oc. 



The current ta is obtained in a similar manner by dividing the chord OB by 

the resistance Ii% thus 

OB 



R^ 



OD. 



The resultant OJ is found from the components ii s OC and tg = OD by 
the parallelogram of forces. The vector OJ represents the resultant current 
both in magnitude and phase. It is noteworthy that its displacement fix)m 
the terminal pressure vector is very smalL It is evident that by a suitable 
choice of capacity the displacement between resultant current and terminal 
pressure could be altogether prevented. Unfortunately, however, condensers 
are not robust enough to permit of their employment on a large scale for 
this very desirable purpose. In Section 109, however, it will be shown that 
an over-excited synchronous motor, the back E.MX of which exceeds the 
terminal pressure, resembles a condenser, in that it takes a leading current 
fiN)m the mains. Such motors have therefore been used to reduce the dis- 
placement between the current and pressure vectors caused by self-induction. 



/; y^^ 



^^y»r '^■^^i 



CHAPTER XI 

84. Theeleotromotiveforoesindaoedina.transfonner.— 86. ThemagneiiBiiigoamiit. — 86. Tbe 
hysteresis oorrent. — 87. Transfozmer on non-indnctiTe load«— 88. Tnmslonner oo indue* 
tive load,— 89. The efEect of magneticleakage. 

84. The Electromotive Forces induced in a Transformer. 

The principle of the transformer has already been explained in Section 34. 
The magnetic flux produced by the alternating current alternately grows and 
dies away, first in the one direction and then in the other. In so doing, 
it cuts through the turns of two separate windings on the core, and induces 
in them electromotive forces proportional to the number of turns in each. 
We shall consider, in the first place, the conditions existing in the primary 
winding when the transformer is on open circuit, that is, when no currmi 
is taken from the secondary winding. The primary winding is then nothing 
more than a choking coil, in which the flux produced by the altemating 
current induces a back E.M.F. of self-induction. We shall not, however, make 
use of the idea of self-induction, but shall speak of the induced or back 
electromotive force. If iV be the highest value reached by the flux linking 
the winding, ^ the frequency, and Si the number of turns in the primaiy 
winding, then the primary E.M.F. can be found from equation (120) on p. 237. 
as follows : 

^1 = 4-44. -AT. - .Si. 10'^ (130). 

The external p.d. applied to the primary terminals has, as wp have already 
seen in the fundamental diagram on page 242, a double function to perform, 
viz. to overcome this back E.M.F. and to drive the current through the ohmic 
resistance of the winding. The resistance of transformer windings is generally 
so small that the latter component of the terminal pressure can be neglected. 
The induced electromotive force JEi is therefore almost exactly equal and 
opposite to the terminal pressure ^ and only allows that current to flow 
through the winding, which is necessary to produce the magnetic flux. Since 
the magnetic circuit of a modem transformer consists entirely of iron and 
has a low reluctance, a very small current suffices to produce the necessary 
flux, so that the no-load current is always very smaU. 

Whether the secondary circuit be open or closed, the secondary winding 
is cut by the alternating flux, which induces in it an K.M.F. Eg in phase with 
the primary E.M.F. If the number of turns in the secondary winding be iS^ 
we have, from equation (120) on page 237, 

Eg^^'U.N. - .Sg.lO-^ (131). 
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The electromotive foroes are thus proportional to the number of turns in the 
windings. At no-load there is no secondary current, and the electromotive 
force E^ is equal to the secondary terminal pressure ^. Neglecting the 
primary copper drop, we have 

M ("2x 

Hence, at no-load the terminal pressures are proportional to the number 
of turns in the windings. 

85. The Magnetising Current 

Since the unloaded transformer is equivalent to a choking coil, the 
magnetising current is given by equation (119) on page 237, viz. 



^'^ ""1-78.^1. M 



j&Buuc is the highest value reached by the number of lines per sq. cm., 
I is the length of the magnetic path, and /a is the permeability of the iron. 
The value of /a is not quite constant during the period, but since, in order 
to reduce hysteresis loss and magnetising current, transformers are always 
worked at low flux densities, Le. on the first part of the magnetisation curve, 
the value of /c varies very little. 

Instead of taking the value of /a from magnetisation curves found by the 
ballistic method, we can determine it by actually measuring the magnetising 
current taken by a transformer or annular ring built up of the same iron. 
The maximum flux N can be found by equation (130) on p. 260, and the flux 
density Buua, is obtained by dividing N by the cross-section of the iron. The 
permeability can then be found from the following formula : 

f" = vn.i^.s, <^3*>- 

The value of /c found in this way is, of course, the correct one to employ 
in the transformer calculation. It is not, however, exactly the same as 
the value of /i corresponding to jSmax in the magnetisation curve, but is 
a sort of mean value which can hardly be defined, except by means of 
equation (133). 

The curve /ic in Fig. 250 has been determined in this manner. It is taken 
from I^app's ''Dynamo Construction," and gives what we may call the 
mean permeability for the values of Bmax shown on the abscissa axis. As 
one would expect from the shape of the magnetisation curve in Fig. 66 
on p. 63, the permeability increases up to a certain value of Bnax, beyond 
which it decreases. The highest permeability has hardly been reached in 
the figure, which only goes up to a flux density of 7,000. It is easy to see 
from Fig. 56 that the permeability BjH would reach its maximum at the 
point where the tangent to the curve would pass through the origin. 

We shall now determine the phase of the various pressures and no-load 
current by means of a vector diagram (Fig. 251). The induced electromotive 
forces lag 90^ behind the magnetising current v If the vector i^ is drawn 
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horizontally to the left, the vectors repieeenting Ei and Et must be drawn 
vertically downwards. Since the electromotive forces are proportional to die 
nnmber of turns, we have 

Hence, the vector of the primary electromotive force represents to a 
certain scale the secondary electromotive force. This greatly simplifies the 

diagram. All secondary electromotive forces are therefore multiplied by -s 

to reduce them to equivalent primary forces, which are then drawn on the 
diacfram. 
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We have seen that the primary terminal pressure ti is almost exactly 
equal and opposite to the primary electromotive force Ex. The €i vector will 
therefore be vertically upwards. The angle between the terminal pressure ei 
and the primary current v ^ 90^ so that no power is taken by the open- 
circuited transformer. We have, however, not only neglected the power lost 
in heating the copper, which is very small, but we have also neglected the 
power absorbed in continually reversing the magnetic field in the mm. This 
latter loss is by no means n^ligible, and we must now investigate this eflTect 
of the soH^ed hysteresis of the iron. 



86. The Hysteresis Current. 

If the power supplied to a transformer on open circuit be measured by 
means of a wattmeter, it is found to be by no means n^ligibla This power 
is principally absorbed by the hysteresLs of the iron. If Pa is the power 
measured on the wattmeter, to the primary current, and ei the primary 
terminal pressure, we have 

cos ^ 8 r. 

^ «l.to 

The primary no-load current lags therefore behind the terminal pressure 
by an angle ^, while the primary back E.M.F. is, as before, exactly equal and 
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opposite to ex. Now, the back E.M.F. most lag 90"^ behind the magnetic flux, 

by the variatdon of which it is produced. When, for example, the E.M.F. 

is a maTimmn, as shown in the figure, the magnetic flux 

must be passing through its zero value, since this is the 

moment when the steepness of the sine curve or rate of 

change of the flux is at its maTrimum. The vector of the 

flux density B must therefore be drawn horizontally to the 

left. Hence, we are led to the conclusion that the magnetic 

flux density B lags behind the no-load primary current to by 

an angle /3. 

In order to make this clearer, a hysteresis loop is drawn 
in Fig. 253, in which the instantaneous values of the no-load 
current are plotted as abscissae and the values of the flux 
density B as ordinates. If the applied terminal pressure ex ^ 

is a sine function of the time, the induced E.M.F. must also ^^* ^^^' 
be a sine function. The curve represaiting the flux density is drawn on 
the right, and since it is merely dLsplaced 90^ fix>m the induced E.M.F., it 
is also a sine curve. Its maximum value is the same as that of the hysteresis 
loop on the left of the figure. 
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Fig. 253. 

A point is found in the sine curve having an ordinate equal to the 
remanent magnetism OIL This point corresponds to the moment Cf at 
which the current is consequently zero. 

At the moment A^ on the other hand, the flux density has fallen to zero, 
and we must measure off the corresponding current OA from the loop and set 
it up as the ordinate at the point A. 

At the moment £, the flux density is seen from the right-hand figure 
to be EB, which corresponds on the loop to a current OB. The latter is 
therefore set up as the ordinate at the point B. 
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Both the flux density and the conent reach their maximum Talues at 
the moment C. The point D at which the curve cuts the baae line is 
determined by finding the point for which the ordinate DO is equal to the 
remanent flux density 00 in the hysteresis loop. 

It is evident from Fig. 253 that the current is out of phase with the 
magnetic flux. The current curve, moreover, is distorted, so that, although 
both curves reach their maximum values at the same moment, they pass 
through their zero values at different times. We are met with the difficulty 
that our rotating vectors represent true sine waves, so that we cannot exactly 
represent the no-load current by a vector. For practical purposes, however, 
the distorted current wave can be replaced by an equivalent sine wave, Le. 
one with the same effective value to* The flux wave will lag behind this 
sine wave of current by an angle ^, which, however, will be less than the 
angle represented by OA in Fig. 253. 

In Fig. 254 the current to is resolved into two components, one, h» in 
the direction of the terminal pressure «i, the other, t^ in 
the direction of the induction. The former is the hyste- 
resis current, while the latter is the wattless magnetising 
current 

We see fix>m the figure that 

ij^ s= to . cos ^. 

Now, the power absorbed at no-load by hysteresis, 
viz. Pik, is equal to 6i.to. cos ^, or, if the copper drop 
is not neglected, to ^i . to . cos ^. We have then 

Pjk=:^i.to.cos^, Fig. 254 

or 4 = J* (134). 

We then find t^ fix>m the equation 

V = y/V^^^i? (135> 

The physical meaning of this is made plainer, perhaps, by drawing the 
vector — u in Fig. 254 equal and opposite to 4* Then t^e theoretical 
magnetising current t^ is the resultant of the total current to and the 
current — u, which may be called the demagnetisiog effect of hysteresis. 
Hence, we may consider the current to to be made up of two components, 
viz. the true magnetising current t^ and the component t*, which coimteracts j 

the demagnetising effect due to hysteresis. If hysteresis could be eliminated 
the no-load current would be identical with the wattless magnetising current 
t^, although the curve would still be distorted from the sine form owing 
to varying permeability. 

We shall now apply the above results to an actual example. The follow- 
ing data apply to a 36-kilowatt transformer, described by Elapp : 

Cross-section of iron ^ = 900 sq. cms. 

Length of path in iron I = 100 cms. 

Number of primary turns ... /9i =: 315, 

Frequency ^ =50, 




r 
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Primary tennixial pressure ... ei s 2,000 volts, 

Current at no-load io = 0*36 ampere, 

Power taken at no-load Pa s 400 watts, 

Weight of iron = 765 kilogrammes. 

We are required to determine the permeability pL of the iron« From 
eqtiation (134) we have 

Ph 400 ^^ 
**^:^ = p()0 = ^*2 ampere, 

and from equation (135), for the magnetising current, 

V = y/io^ - h" = x/0-36« - 0~22 = 0-3 ampere. 

Before we can determine the permeability we must calculate the maxi- 
mum flux density. This can be obtained by means of equation (130) on 
page 260, thus 

_N_ e^.lQP 
/^m« -2 -444.^.^^.^-3,180. 

The permeability can now be found &om equation (133) on page 261, 

B^J _ 3,180.100 
^ ~ vn.i^.Si " 1-78 . 0-3 . 315 ^'^""• 

This is approximately the value given by Fig. 250 for a flux density of 

3,180. The power absorbed per \alog. at a frequency of 50 works out to 

400 

^gg s= 0-52 watt The curve of iron loss per kilogramme in Kg. 250 was 

experimentally determined in this manner. This curve gives a somewhat 
lower value than that jus( foimd, viz. 0*42 watt per kilogramme at 50 cycles 
per second. When accurate curves are available, giving the iron loss and 
permeability for the material to be used, the losses and no-load current of a 
transformer can be accurately calculated. TMs is done by simply working 
backwards through the calculation by which the curves were obtained from 
the experiment It should be borne in mind that the experimentally deter- 
mined iron losses are not entirely due to hysteresis, but contain the eddy 
current losses in the iron. 

87. Transformer on Non-inductive Load 

To any one who has dear ideas on self-induction and of the action of a 
choking coil, the behaviour of a transformer on open circuit, as dealt with in 
Section 84, will have presented no di£B[culties. A clear understanding of the 
action of a loaded transformer is, however, much more di£B[cult to obtain. It 
is not easy to see that any current we choose can be taken &om the secondary 
winding, and that the primary current will automatically adjust itself to 
a corresponding value. Whereas on open circuit the back B.M.F. prevented 
all but a very small current firom flowing through the primary winding, this 
current grows immediately on current being taken fix)m the secondary 
winding. We naturally a^ the reason for this sudden increase of primary 
current, or apparent decrease of self-induction of the transformer* The 
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difficulty is due, to some extent, to the lack of yiaible ooimeotion between 
the two windings which are so completely insulated &om each other. 

The relation between the primaiy and secondary currents can be easily 
determined fix>m a consideration of the consenration of eneigy . The supply of 
energy to the primaiy must be equal to the sum of the energy given out from 
the secondary and the losses within the transformer. ISBihe the resistaoce 
of the primaiy winding and J^ that of the secondary, we can write down the 
following equation for non-inductive loads, neglecting the small displacenieat 
caused by the wattless magnetising current i^ : 

Now, the losses are veiy small, even when compared with a fraction of the 
full load. We shaU therefore n^lect them, and write 

€i . ti = «a . tj, 

t-t-t ^"^^ 

Hence, the cuirents are inversely proportional to the pressures or inversely 
proportional to the number of turns in the respective windings. 

Now, although we have obtained this result from a consideration of the 
principle of the conservation of eneigy, which we know from experience can 
be applied with perfect confidence, yet the difficulty mentioned above will 
not have been removed. It will remain with us until we study the magnetic 
effect of each winding and draw a diagram showiog the magnetomotivB 
forces. 

With a non-hiductive load, the secondaiy current is in phase with tiie 
induced E.H.F. The primary current, on the other hand, is practically in 
phase with the primary terminal pressure, which is almost exactly opposed 
to the induced E.H.F. It is therefore obvious that the primary and secondaiy 
currents are nearly 180^ out of phase, and consequently neutralise each oilier 
in their magnetic effects. The apparent decrease in the self-induction as the 
load is increased can therefore be explained by the neutralisation of the 
larger part of the primaiy ampere-turns by the opposing ampere-turns of 
the secondary. 

We have already seen that, if we n^lect the ohmic drop in the primaiy 
winding, the electromotive force JEi must be numerically equal to the con- 
stant primary terminal pressura For the maximum value of the total flux 
we have, then. 

Since everything on the right-hand side of the equation is constant, the 
maximum value of the flux must also be constant, quite irrespective of the 
load on the transformer. If an imloaded transformer be suddenly loaded. 
the sudden rush of secondary current exeits a powerful demagnetisiiig eflEsct 
The magnetic flux and back S.M.F. are momentarily decreased, but the 
primaiy current instantly rises to such a value that the demagnetisiiig 
e£foct is neutralised, and tiie magnetic flux maintained at its no-load value. 
In other words, the combined magnetic effect of the primary ampere-tuns 



87. Transformer on Non-inductive Load 267 

iiiSi and the seoondary smpere>tamB i^ is equal to the effect of Uie no-load 
ampere-tarns i^i. The vactor igS'i in the diagram is the reanltant of the 
veotcm iiSt and i^. 

Before making the diagram, however, we divide all the ampere-tnms by 
the number of primary turns Si. The vect<»s then repreaent currents 




Fig. 255. 



-i 



Fig. 256. 



(In several of the fignres the Greek f is used instead of 8.) 



reduced to the primary winding. The diagram of currents in Fig. 265 is 
obtained in this way, and the vector tg is the resultant of the vectors ii and 

Si' 

To construct the diagiam we moat fint drew the tnaogle OAB of no-load 
current from the three vectors tg, >. and t„ . If the vector i^ is borisoDtal, the 

vector of electromotive foiee Ei = Bf. ^ will he vertically downwards, since 



the induced I.1U. lags 90° behind the magnetic flux. In Fig. 255 
0E = Bi- £,.*. 



I 
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Since the load is non-inductive, the secondaiy cnrrent vector must be in 
the same direction as the induced E.H.F. As the diagram is derived firom 
the ampere-turns, the actual secondary current must be reduced to an equi- 
valent current in the primary winding, so that I 

Since the no-load current to is the resultant of the reduced secondaiy 
current and the primary current, the latter is easily determined by com- 
pleting the parall^ogram 00 AD. We find then that 

QD = ii. 

This primary current vector lags behind the primary terminal preasme 
by an angle ^i, which is exaggerated in Eig. 255 for the sake of deamess^ 
but which, in reality, is negligibly small. A transformer on a non-inductive 
load is therefore equivalent to a non-inductive load in the primary dicuit 

We must now investigate the effect of the primaiy pressure drop ii£i, 
which we have so far n^lected. The vector 00 is drawn along the primaiy 
current vector, and made equal to n . £i (Eig. 256). OE is made equal and 
opposite to OE. The resultant OH of the vectors 00 and OE represents the 
terminal pressure ei both in magnitude and phase. 

The correctness of the diagram can be checked by means of the princijde 
of the conservation of energy. By projecting the vector of terminal pressure 
upon the vector of primary current, we get 

OK = €i • cos ^1, 

OK^ OK-- 0(7 = €i.cos^i-ii.-Bi, 

OH^Ei, 

OB = ii. 

It follows from the similarity of the triangles QKH and DBO that 

DBOK 
OB " OW 
or, substituting the above values, 

%\ E\ 

By multiplying across, we get 

-Bi .^^^ + jBi . u = ei . ti . cos ^1 - ii* . B\. 

Putting ^1 .^ = J^ this becomes 

ei.ii.coQ^== E^.i^ + ii^^Bi + Ei.ik (137). 

The product E% . i% represents the total secondaiy power, both internal 
and external. The product ii^.Bi is the power lost as heat in the primaiy 
winding, while Ei . u represents the iron loss. The total supply of power is 
thus equal to the sum of the secondary output and the transformer losses. 
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It is important to notice that the induced back b.m.f. is affected by the 
ohmic pressure drop in the primary winding. If the applied primary pressure 
e\ is maintained constant, the magnetic flux decreases as the load comes on. 
The no-load test should therefore be made at a pressure equal to the induced 
E.M.F. when loaded. The flux will then be the same both on open circuit 
and on load, and the no-load triangle OAB will be exactly correct, at that 
load, but not at any other load. The difference is so small in actual practice, 
however, that this refinement may be safely n^leoted. 

We turn now to the efficiency of the transformer on non-inductive load. 
If the secondary winding have a resistance of iZa, the secondaiy terminal 
pressure e^ will be less than the induced S.H.F. JE^ by an amount ig . B^. The 
secondary copper loss will be tg^ . J2g, and the real output e^ * 19. The efficiency 
on non-inductive load is therefore, 



ea.t2 



eg. la 



.(138). 



^ «i . z'l • cos ^1 ea . is + ti^ • i^i + ia' • -Bi + -Pa 

As this equation shows, the efficiency is very bad on small loads, on 
account of the iron loss being relatively so large. With increasing load the 
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iron loss becomes of less relative importance, and as the copper losses are 
small compared with the load when the latter is not too large, the efficiency 
rises rapicQy with the load. It reaches a maximum when the variable copper 
losses are together equal to the constant iron loss. If the load be increased 
beyond this point, the copper losses, which increase as the square of the 
current, become so important that the efficiency decreases. 

We pass now to a consideration of the most efficient distribution of losses 
between the two windings for a given winding space . 

Since i% =^H^> the total loss in the two windings is given by the following 

formula : 

Pi = ii^.Bi + is*. i?9 = ii*(i2i + ^22.^1). 

If li and 2a be the mean lengths of a turn in the two windings, we have 

T> h' Si , p k'S% 

-4i -Aa 

By substituting these values in the above formula, we get 

P.,,,..^,..,.(^^+_y (.). 
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where Ai and A^ are the cross-sections of the wire with which the tranflfionner 
is wound. 

With a flat coil winding (Fig. 257) the turns of each winding have the 
same mean length, so that 

If we assume that the percentage space lost by insulation is the same ia 
both coils, we may, if we omit a constant factor, say that 

Si . Ai =s a ,h, Sg. A^ ^ (]b ^ a) .h. 

The combined copper losses are therefore given by the formula 



^.=^^4^'(i+^J (»x 



To find the minimum value of this expression, we must difTerentiate it 
with regard to a and equate the result to 0. This gives us 

= 0, 
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That is to say, the most efficient distribution of space is an equal distri- 
bution. The cross-section of the wire will then be inversely proportional to 
the number of turns, and directly proportional to the current The current 

density will be the same in each winding. If we put a s ^ iu equation (I), 

we see that the losses are the same in each winding. 

If the winding consists of cylindrical coUs, as shown in Eig. 258, we have 

k- (d + a)ir, 

/i = [rf + 2A - (A - a)] . IT = (rf -h A -h a)w, 
Si . Ai = b(h — a), Sg • A^ ss b ,a. 

Equation (a) will then take the following form, 

p _ ii^.Si^.pw {- d + h + a ^ d + g -] 
-^»- h -L (ft. a) "»"""H— J- 

By differentiating with regard to a and equating the result to 0, we get 

This is the same equation as we obtain if we equate the two terms in the 
bracket in the last equation for P^ The efficiency for a given winding space 
is therefore, as before, a maximum when the copper losses are equally distri- 
buted The current density will not be the same in each winding. These 
calculations, however, are only rough approximations, since the relative loss 
of space due to insulation wOl be much greater in the high pressure than in 
the low pressure winding. A farther inaccuracy is caused by the necessary 
space between the two windings in Fig. 258. 

As an example, we shall consider a transformer with a primary terminal 
pressure of 2,000 volts, taking a current of 20 amperes, and having a ratio of 
10 to 1, so that the secondary current is 200 amperes and the secondary 
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terminal preBSOie at no-load 200 volta* If 3 per cent, of the power is lost in 
heating the conductors, the pressure drop due to resistance will be 3 per 
cent., and this drop must be equally divided between the primary and 
secondary windings. We have then 

ii . -Bi « j^. 2,000 = 30 volts, 
19 . -Ba = j^. 200 = 3 volts. 

Hence ^^^ ^^ ^^ ohms, 

3 
iZa = ggg = 0015 ohm. 

The error introduced by subtracting the drop from the terminal pressure 
algebraically instead of geometrically is negligibly small. We have ^erefore 

Ex^ei^ii.Ri=z 1,970 volts, 

„ El 1,970 -ft^ ,^ 

and ^ = ^ - t9 . iZg = 194 volts. 

The drop of pressure between no-load and fall load is 200 - 194 a 6 volts, 
Le. 3 per cent. 

88. Transformer on Inductive Load. 

We pass now to the consideration of the case where the secondary 
terminals of the transformer are connected to a load consisting of both ohmic 
and inductive resistance. If J's be the resistance and oiZi the reactance of 
the external secondary circuit, the phase difTerence between the secondary 
terminal pressure and the secondary current is given by the equation 

The difTerence of phase between the induced E.H.F. E^ and the current 19 
is given by the equation 

The vector OE in Fig. 259 is made equal to Z \ which is the secondary 

induced KH.7. reduced to its primary equivalent A right-angled triangle is 
constructed on the hypotenuse OE, so that the side 0J£ lags behind OE by 
the above angle ^. OM is then equal to the secondary pressure used in 
overcoming ohmic resistance, the part OL being the internal drop, and the 
remainder ZM the pressure used against the external ohmic resistance. 
Since the whole diagram is reduced to the primaiy turns, we have 

OJf = i^R^ + ft) .|, OZ = i»ft .|. 
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Similarly EM represents the equivalent inductiTe drop in the ^Tt^rml 
circuit, or 

The secondary terminal pressure is found by subtmcting geomrtiEicallj' 
the internal drop OL from the induced E.H.F. OE. We have therefore 



IA.\ 



Kg. 259. 




Fig. 260. 



The figure shows that the terminal pressure is the hypotenoae of tbe 
right-angled triangle formed by the ohmic and inductiye pressure drops to 
the external circuit. 

We must now draw the primary and secondary current vectors. Hie 
secondary current is in phase with tiie ohmic pressnre drop produced by it 
When reduced to the equivalent primary current, we get 

The vector OD must now be drawn so that its resultant with OC is the 
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no-load current OA. Since the no-load ampere-turns are the resultant of 
the primary and secondary ampere-turns, the vector OD must represent the 
primary current both in magnitude and phase. 

The primary ohmic drop 00 must be equal to ii.i2i and must be in 
phase with the primary current. Equal and opposite to OE we draw Olf, to 
represent the pressure required to overcome t^e back e.m.f. The resultant 
OH of 00 and OE gives us the applied primary terminal pressure ^. From 
an examination of the diagram we learn the following important facts : 

1. The primary and secondary current vectors are now almost exactly 
opposite to one another, and the no-load ampere-turns are almost equal to 
the algebraic, difference between the primary and secondary ampere-turns. 
Since the no-load current is actually much smaller than shown in the figure, 

the equation H =" tg . -^ is still very nearly correct. 

2. Since the ohnic drop in the windings ia usuaUy very small, the 
terminal pressure vectors ex and ^ come almost exactly vertical, that is, they 
coincide in direction with the induced uur. 

3. The angle of lag ^ in the external secondary circuit is consequently 
nearly equal to the angle ^i between the primary terminal pressure and 
primary current. Hence, the secondary phase displacement reacts directly 
on the primary circuit. 

This last result enables us to look upon the transformer as a single piece 
of apparatus, and to bridge over, in imagination, the separation of the two 
windings. Thus, we speak of the pressure drop and copper loss of the trans- 
former as a whole, as if it had but a single winding. The dotted line joining 
the points O and E in Fig. 269 is parallel with, and equal to, the primary 
terminal pressure 6i. Moreover, as the ohmic pressure drops 00 and OL are 
practically in the same straight line, they can be added together to give a 
total drop, and we can write 

OL^OO + OL^ii.Ri + H.R^.^. 
Putting i% equal to ' , we have 

It would appear from this equation that the primary current passed 



through the two resistances Bi and iZg . ^ in series. The latter is the 

secondary resistance reduced to its equivalent primary value. After over- 
coming this total resistance the initial terminal pressure $i is reduced to the 
secondary terminal pressure e^ The transformer is somewhat similar to a 

/Si* 

generator with an E.H.F. ei, tJi internal resistance BssBi + JSs .^ and a 

St 
terminal pressure ^•w- ^o make this quite clear, the corresponding dia- 
gram for the generator is drawn in Fig. 260, in exactly the same position as it 
has in the transformer diagram. The electromotive force ei is the hypotenuse, 
T. s. 18 



^ + -Bs.^ = 1*5 + 0015 . 100 = 3 ohms. 
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the side OM is the total ohmic drop, both internal and external, wbile 
the other side EM is the external inductive drop. The graierator most be 
assumed to have no internal self-induction. 

If, for example, we assume that the transformer considered in the last 
section is connected to a secondary circuit with a power-factor of oos fs = (h7, 
and that the primary cuirent ti is 20 amperes, we can find the prixnaiy 
terminal pressure which is necessary to maintain a secondary tenninal 
pressure of 200 volts. We have 

The total internal ohmic drop reduced to the primary winding is therefore 

OL = ii(Bi + -Ba.S) = 60 volts. 

The drop of pressure in external ohmic resistance^ when redoced to the 
primary winding, is found as. follows : 

ZJf = e,. cos^ .^ = 200 . 07 . 10 = 1,400 volts. 

The side OM representing total ohmic drop both internal and fflriemal is 
therefore equal to 1,460 volts. Since cos ^ = 0*7, sin ^ must equal 0*714 
and the inductive drop £M is found as follows : 

J2f» <^.sin^.^>r 200.0-714.10 = 1,428 volts. 

For the hypotenuse EO we have \/QM^ + EM^, 

or «i = \/l,460« + 1,428* = 2,040 volts. 

This then is the primary pressure required to give a pressure of 200 Tohs 
on the secondary terminals. This, however, is on the assumption that every 
line of force produced by the primary winding passes through the secondary 
winding and vice vend, so that the two windings have a common field and 
no other. As a matter of fact, there is a partial leakage of lines, which 
increases the drop of pressure due to increasing load. In the following 
section it will be shown that, with these actual relations, we can still imagine 
the two windings to be combined to form, as it were, a single winding. 



89. The E£fect of Magnetic Leakage. 

In Section 84 we compared the back E.H.F. induced in the primary 
winding with the S.M.F. of self-induction of a choking coiL Since then, 
however, we have purposely avoided the use of the term sdf-induction and 
have always spoken of the induced E.M.F. This was necessary because, in 
addition to this useful induced E.M.F., there is, in both windings, a useless 
and harmful self-induction due to magnetic leakage. 

In order to make this dear, we shall consider a very bad arrangement^ 
which would never be adopted in practice, viz. a core-type transformer with 
the primary winding on one limb and the secondary on the other (Hg. 261X 
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The lines of force produced on no-load pass, for the most part, completely 
round the iron circuit and thus thread the secondary windiiog, but some of 
the primary lines pass through the air and constitute the no-load leakage. 
The number of lines threading the secondary winding is therefore smaller 
than the total number threading the primary winding. The E.M.F. induced 
in the secondary winding must consequently be less than that induced in the 
primary winding. We may consider that a part of the primary terminal 
pressure is used in overcoming the back e.h.f. due to ^lis let^age self- 
induction, leaving the remainder to overcome the back e.m.f. J?i due to the 
flux which links both windings. The latter E.H.F. will therefore be smaller 
than the terminal P.D., and consequently the secondary terminal pressure 
will be correspondingly less. The effect of magnetic leakage is, however, 
quite negligible at no-load, as the reluctance of the iron path is so small, 
compared with that of the air, that the leakage flux bears a very small ratio 
to the useftil flux. 



;^te 
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Kg. 261. 
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The effect of leakage increases immensely, however, directly the trans- 
former is loaded. We have seen that the secondary current is almost exactly 
opposed to the primary current. If, at the moment represented in Fig. 262, 
the primary current is flowing inward on the side of the coil which is turned 
towards us, then the secondary current will be flowing outward. By applying 
the right-handed screw rule, it is easily seen that the two windings are in 
opposition with r^ard to the main flux threading the two windings, but are 
acting together with regard to the leakage flux. The primary and secondary 
ampere-turns are in opposition for the iron path, but in parallel for the 
leakage through the air. This causes a rapid increase in the ratio of the 
leakage to the useful flux. 

The increase of leakage with load is explained very clearly if we consider 
the dififorenoe of magnetic potential between the points A and B. At no-load 
(Fig. 261) this difference is only suf&cient to drive the magnetic flux through 
the lower iron core. When loaded (Fig. 262) the difference of magnetic 
potential has also to overcome the counter magnetomotive force of the 
secondary ampere-turns. This increased difference of magnetic potential 
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natuially drives a larger leakage flux through the air. It is analogona to 
f ordng water through a leaky pipe ; the greater the back-preesnre opponng 
the passage of the water, Uie greater will be the quantity of water loit 
through the leaks. 

Fig. 262 cannot represent the actual distribution of flux, since, in the 
lower half of the transformer, the leakage lines are shown passing throng 
the iron in the opposite direction to the useful lines. The actual ftnx 

through any part of the magnetic Gucait 
must be the resultant of these opposing 
fluxes, and the actual distribution will be as 
shown in Fig. 263 at any moment when tlie 
primary current exceeds the secondary cmreat. 
The actual distribution changes entirely in 
character as well as in magnitude during m 
period, and since the primary and secondiiy 
currents are not exactly 180^ out of phiae» 
there are moments when there is no primary 
current, but yet a small secondary conent 
which produces a flux distribution the revem 
of that shown in Fig. 261. Hence, we see that the leakage at any m<nneDt 
and at any point is the resultant effect of the instantaneous values of the 
primary and secondary currents. 

In order to reduce the magnetic leakage as%iuch as possible, the two 
windings are put as close together as possible (Figs. 257 and 258), or even 
subdivided and alternate primary and secondary coils sandwiched together 
There is, however, always a small drop due to magnetic leakage. 

To show the effect of leakage on the vector diagram, we shall n^ect Ae 
small no-load current, and assume that the primary and secondary currents 
are exactly opposed to each other.* The angle by which the secondazy 

current h lags behind the induced electromotive force OE {^E%, 1^ is 

chosen arbitrarily in Fig. 264 It depends, as a matter of fact, upon the 
relation between the total secondary self-induction and the total seconduy 
ohmic resistance. The pressure drops due to the ohmic resistance of the 
winding are drawn in the direction of the currents^ viz. 

Si 



Fig. 263. 



OZ^ia.JSs. 



S- 



We know firom page 238 that the induced s jc.f. due to the self-inductioii 
of leakage lags 90*^ behind the current. To overcome that caused by the 
secondary current, an equal pressure ON, 90'' ahead of the current i% wfll be 
necessary. The total pressure drop in the secondary winding will be equal 
to the resultant OB. The line BE will represent the secondaiy terminal 
pressure both in magnitude and phase, so that 

BE ^ ^•w • 
* The ezAot diagmn wUl be giyen when oonridering the indootion motor in Section 188. 
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The effects of resistance and self-induction are greatly exaggerated in 
Fig. 264. In reality they are much smaller, so that the termintd pressure 
differs very little from the induced E.M.F. 

A component OP will be required in the primary circuit to counter- 
balance the back E.H.F. due to the leakage of the primary winding. OP will 
be 90^ ahead of ti. The resultant OQ of the primary ohmic and inductive 
drops must represent the total primary pressure drop. By compounding OQ 
with the pressure OB^, which counterbalances the back B.H.F. 0£, we get the 
applied primary terminal pressure OH » ^. 

We have thus determined the magnitude and phase of all the vectors, 
and we can now determine the equivalent resistance and leakage self-induc- 





Fig. 264 



Fig. 265. 



tion of a single apparatus to replace, in imagination, the two separate 
windings. For this purpose we join QO and QS, and drop perpendiculars 
from B and E on to QO produced. The figure thus obtained is given in 
Fig. 265, and shows the various pressures with which we are concerned. The 
hypotenuse Q£ is equal to OH, that is, to the primary terminal pressure ex. 
Q D^ represents the sum of the pressure losses due to magnetic leakage, and 
^Z7the sum of the ohmic pressure losses. The total drop of pressure in the 
transformer is given by QB, leaving BE for the secondary terminal pressure. 
We need hardly mention that the internal pressure drop is in reality much 
smaller than indicated in Figs. 264 and 265. 

It is of great importance that the triangle QBU can be found experi- 
mentally. By short-drcuiting the secondary terminals we make BE s 0, so 
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that the point E Mis on the point R. The primary pressure must natorallj 

be chosen so small that the normal cnnent flows in the short-circuited 

former. This primary pressure is thai directly equal to QB. The 

are easily measured and the ohmic pressure drop BU calculated firom tfaem. 

The triajigle QRU can then be drawn and the effect of magnetic leakage 

determined. 

We can now construct Kapp's transformer diagram for constant cazreoi 
but variable external power-factor (Fig. 266). The triangle QRU, which w« 
have just determined for the normal full load current, is drawn in the positiioa 
shown. With a radius equal to ti two cirdee are drawn, one with the centre 
Q, and the other with the centre B. For any given power-&ctor ft in the 
external secondary circuit, BB gives the secondary terminal pressure^ or 




rather, its primary equivalent, while QE or BV is equal to the constant €i. 
The difference between them is EV^ which gives the fall of secondary {nreasure 
between open circuit and full load. For any other value of the current, QB 
will be different, so that a new diagram must be drawn. 

The diagram shows that the fall of pressure between open circuit and 
full load increases as the point E moves to the right, that is, as the powers 
factor decreases. 

If the current leads ahead of the terminal pressure, so that the point E 
moves over to the left, the drop of pressure may not only disappear, but may 
be turned into a rise, so that the terminal pressure increases with the load. 
This may occur if the secondary circuit contains condensers or over-excited 
8]mdhronous motors. (See the corresponding diagram in Section 96, also 
Sections 81 and 109.) 
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90. Types of ax. generators*— 91. The mean e.x.f. of a generator.— 92. The efEective m,u.T. 
with sinusoidal field.— 98. The m.ujw, with 1, 2, or 8 slots per pole-phase.— 94. The s.m.f. 
of a distributed winding.— 95. The s jc.f. of a closed d.o. winding. 

90. Types of Alternating Current Generators. 

Many very dififerent types of alternating current generators have been 
proposed and constructed from time to time, but, as in so many thix^, there 
has been a gradual elimination and standardization, until, to-day, nearly 
every A.c. generator is constructed with an external stationary armature and 
an internal revolving field magnet system. It is important, however, to study 
the various types of machines, and this we shall do, not so much in their 
historical order as in the order of their simplicity. We shall deal in a general 
way with both single-phase and polyphase machines, but shall reserve the 
consideration of the points peculiar to polyphase generators until we come to 
the theory of polyphase currents. The single-j^hase machine has a single 




v^-feUy 



Fig. 267. 
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winding on its armature. The side of each coil may be placed in a single 
hole or slot, as shown in Fig. 267, or distributed between several slots as 
shown in Fig. 268. In both of these oases there is a single coil-side under 
each pole. In polyphase machines, on the other hand, the armature carries 
two or three distinct windings, which may or may not be connected, but 
which are displaced from each other around the armature. For the present, 
we may consider these phases or windings to be entirely disconnected and 
quite distinct, so that a two-phase generator is nothing more than a inft/Jiiw^ 
with two single-phase windings. In Fig. 269, for example, we consider only 
the winding 1 and neglect the winding 2. In this way we shall be able to 
consider single-phase and polyphase machines together. 

External pole machines were formerly made with ring and with drum 
armatures. In the ring armature shown in Fig. 270 all the coils are wound 
in the same direction but are connected up alternately in opposite directions. 
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By drawing arrows on the ends of the ooOs to show the direction of the 
udnoed x.)lf., and tzmcing the ciicoit firom eoil to ooil, we find that all tha 
induced electnHnotiTe fofoea aie added together. 





Fig. 269. 



Fig. 270. 



Machines with external poles and drum armatures (Fig. 267) are stiU 
bnilt for small powers and h%h speeds. There is, as a role, one coil "per pair 
of poles, and this coil, as in the D.c. machine, spans an arc equal to the pole- 
pitch. In Fig. 267, for example, the wire passes up slot 1 from back to fronts 
and then down slot 1' ficom front to back, and so on. When this coil is com- 
pletely wound, we pass to the ooil 2, V by means of the dotted connection at 
the back end of the armature. 

The internal pole machine (Fig. 271)is strikingly simple both in principle 
and construction, and is the type almost univerBally adopted. The external 




Fig. 271. 

Three-phase generator of the SocSM^ Eleotrioit^ et Hydranliqne, CharleroL 

and stationary armature is built up of sheet-iron stampings, secured in a 
cast-iron frame. The winding is carried in slots or tunnelB on the inner 
surface of the annnlar ring. These slots are lined with insulating material, 
micanite in machines for high pressures, and press-spahn, or some other such 
material, in low-pressure machines. The winding is similar to the ordinary 
drum windings, or like that shown on the rotating armature in Fig. 267, but 
here the ends are brought out to fixed terminals, so that the collection of 
current at high pressures by means of slip rings is avoided. The poles, whidt 
are alternately north and south, are fixed on the periphery of a flywheel, 
which rotates within the armature. The magnetising winding on the poles 
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consists either of insulated wire or of bare copper strip Tound on edge, with 
a thin Uyer of prosa-spohn between soccessiTe ttuns. The exciting cnrrent is 
snpplied by a direct-conent dynamo or an accuniTilator battery, and is led 
into the field coils through brushes and slip rings. 

The machines which were osed for the celebrated transmission of power 
firom Lanffen to Frankfort in 1891 had a sin^ magnetising coil for all the 
poles. The pole-wheel consisted of a cylinder, made in two parts, which were 
bolt«d together, and sxirrounded by Uie magnetising coil (Fig. 272). The 
cylinder carries olaw-like projections which spring alternately from the right 
and from the left-hand aide of the coil, which they partially embrace. The 
lines of force nm, for example, from left to right throogh the cylinder, pass 
outward by the clawa shown in sectioQ, which an therefore north poles, cross 



Fig. 272. 
(From Eapp't " DyiiMtioinMoMnm.") 

the air-gap into the external armatuie and there divide into two fluxes, to 
return by the adjacent daws to the left-hand end of the cylinder. A large 
□nmber of the lines of foroe pass, however, &om claw to claw without going 
through the armature. The magnetic leahage of this type of machine is con- 
sequently extremely laige, and the advantage of a single magnetising coil is 
too dearly purchased. 

We have, so far, considered maohinee with a single rii^ of poles. In 
machines with disc armatures, however, there are two crowns of poles, so 
arranged that unlike pole fooea are opposite to one another. We shall con- 
sider, in the first place, those machines in which the poles of each ring or 
crown are alternately north and south. Snob is the case in the old Ferranti 
type of machine (Fig. 273). The armature consists of a wave-shaped copper 
band, which rotates in the narrow gap between the two crowns of poles. 
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The polee abown in the figure lie behind the paper, while a aeoond set at 
polea is airanged in front of the p^ier so t^at unlike poles are exaeUj 
opposite. This machine shows very clearly how the wire paaaes down, u 
front of a north pole, and up. in front of the succeeding sooth pole. Tba 
winding has quite lost its coil-like character and has become a pure wave 
winding. 

The newer Fenunti machines have the same field system, but the 
armatore is boilt ap of thin disc-like coils. The same constmction was 
adopted in the earliest Siemens and Halske alteniatots. To show the 
essential similarity of disc and dram windings, a winding is shown in Iig. 274 
which is equally applicable to either. For a Ferranti machine the poles haw 
simply to be bent round to form an arc of a circle, like Fig. 273, and anotiba 
set of poles arranged in front of tbenL The figore may equally well represent 
the development of a dmm winding, in which case the opposite crown of poles 
is produced by induction in the armature iron. 

la order that the electromotive forces may be added together, the ooils 
most be connected np alternately in opposite directtous, as is shown in 




Fig. 273. Fig. 274. 

Fig. 374. We notice that we have here the sides of two adjacent coils nnder 
one pole. The electromotive forces induced in all the wires under one pide 
are in the same direction and the wires virtually form the side of a ooQ of 
twice the number of turns. 

There is another type of machine, in which there are also two ciowna of 
poles but ia which all the poles on one side are north poles and all tltose oa 
the other aide south poles. The Mordey alternator was of this type, and is cf 
considerable historic interest. Its magnet system is very similar to that of 
the Lauffen generators already mentioned, bat tiie claws do not pass ri^ 
across the machine, alternately from left to right and from right to left ; ber^ 
they face one another with a small air-gap in between (Fig. 275). On om 
aide we have a row of north poles, and on the other a row of aouth poles. Aa 
this pole wheel rotates, the lines of force out the thin fiat ooQa of the fixed 
armature (Fig. 276). The number of these ooils is double the nomber of 
poles on one side. If the coils were aa wide as the distance between the 
centns of adjacent poles, the electromotive force of one aide of the ocnl wovld 
neutralise the electromotive force of the other side, but by winding the ooiU 
as shown in Fig. 277, so that they span only half the pole-pitch, this ii 



90. Types of Alternating Current Generators 283 

prevented. When one side of a coil ia in front of a pole and therefore having 
E.if.F. induced in it, the other side ia in the neutral zone between the polee, 
and conBeqnently inactive. In the ordinaiy droiD -windings, on the other 
hand, both sides of a coil are simultaneously active in producing e.1[.f. 
Hence, for the same number of wires on the armatuie, the «une &equeney 



Fig. 275. Fig. 277. 



Fig. 276. 
(Ftom Ei^'b " DynMnomwohlnMi.") 

and the same flux per pole, the b.ilf. of a Moidey alternator is only half that 
of a machine with alternate polee. 

The difference can also be explained in the following manner : in tha 
alternate pole machine, during a complete period, the flax per pole is passed 
through an armature coil, withdrawn, passed through in the opposite directioD 
and again withdrawn. In the Mordey or similar pole type, a period is made 
up (rf a single introduction and witbdzawal of the flux. 
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The anoatiura coUb moat, of conne, be so oonnected that tlieir electro- 
motive forces are added tc^ther. The adjacent rides of two auccesrivB coils 
form a oommon groap which is ondei a pole at the same time. If all the 
coils ore 8imilarl7 wound, they most be connected up alternately in such a 
manner that, in following round the winding, we pass clockwise round one 
coil and antictockwiae round the next, and so on (Fig. 277). 

The ao-called indvetor aUematort are rimilar to the machines just 
described, in that there is no reversal of flux, but simply an introduction and 
withdrawal of lines through the armature coHsl The chaiacteristic feature of 
theie machines is that neither the armature winding nor the field winding 
rotates, the only moving part consistdng of masses of iron. These masses <rf' 
iron oondact the magnetic flux across the gap, first at one point and the next 
moment at another. The flux through any coil oo the armatore is con- 
tinnaUy changing and thus induinng alternating electromotive forces in the 
coiL Machines of this type aro specially suitable for running at high 




Fig. 278. 

peripheral speeds. A portion of an inductor generator by the A. E. G. of 
Berlin is shown in Fig. 278. There are two armatures, A and B, built up 
of sheet iron, and secured l^ the frame C which acts as the magnetic yoke. 
At the bottom of the annular space thus formed, the magnetising coil F is 
wound. On the left is shown the flywheel which carries a number of iron 
blocks, 0-. These blocks oStx a path of low relactance to the lines of force, 
which consequently pass, for the most part, through those parts (tf the 
armature between which the blocks are momentarily situated. The magnetio 
flux practically rotates with the iron blocks, which are therefora equivalent to 
rotating electromagnets. The armature coils must naturally span a distance 
equal to half the pitch of the blocks. 

Were magnetic leakage entirely absent, the armature wires in the neutral 
xone, ie. between the blocks, would be entirely inactive. As the result of 
leakage, however, each coil has opposing electromotive forces induced iu its 
two sides. If the flux passing across the block is Np while the leakage Sxix, 
that is, the flux which crosses between Qm blocks, is Kt, then the k.ii.f. is 
proportional to JV^ — .Y), When we take into account that the flux does not 
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reverse, but simply varies between zero and the maximum, it is evident that, 
for N in equation (143) on page 286, we must put 

jf^Np^Ni ^jgg^ 

The great leakage in this type of machine caused it to be given up in 
favour of the alternate pole type. The same was the case with the LaufTen 
type. The chief disadvantage is not so much the additional ampere-turns 
required to drive the larger flux through the yoke as the heavy drop of 
pressure caused by the increased leakage when the machine is loaded (see 
Section 101). 

91. The Mean E.M.F. of a Generator. 

As a general rule the armature windings of D.c. and A.C. generators differ 
from one another in that the wires of the D.c. winding are equally distributed 
over the whole armature, while the wires of a coil-side of an A.C. winding are 
either contained in a single slot or distributed between two* or three slots in 
close proximity. The width of a coil-side is therefore lees than the width of 
the pole, and, as a rule, even less than the width of the interpolar arc. The 
instantaneous values of the induced electromotive forces in the various wires 
are added together at every moment. To obtain the mean value of the E.H.F. 
induced in the armature, we must multiply the number of wires connected in 
series by the number of lines cut by each in a complete revolution, divide 
the product by the time taken for the revolution, and by 10* to get the result 
in volts. If, then, 

N be the flux per pole, 

p the number of pairs of poles, and 

ii the number of conductors in series, 

then the change of linkages per revolution will be 2p . iV. «^. Since the time 

60 
taken by the revolution is — of a second, we have for the mean or average 

£.M.F. 

i?.. = ^^g^.io-« = 2i\r.^.^.y.io-« (140). 

Putting '^"^'60' 

this becomes ^^^ = 2iV--«'.10-« volts (141). 

It is interesting to compare this result with that obtained for a series 
wound D.c. armature. Since there are only two parallel paths through the 
armature, a = 1 and equation (79) on page 122 may be written 

z is here the total number of wires on the armature, of which only a half 

Mm 

are in series, so tihat c'a ~. This gives for the D.C. armatare 

^ - i> . iV^. ^ 2/ . 10-« » 2iV- / . 10-«. 
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ThiB is exactly the same equation as was obtained above for the mean 
Ejf.¥. of the alternator. 

If an alternator and a D.a dynamo have the same total number of wires 
on the armature, and are so connected that the number of parallel paths 
throu^ the winding is the same in each case, then the average P JX of the 
alternator will be the same as the p.d. of the D.a machine. 



92. The E£fective E.M.F. with Sinusoidal Field. 

On the assumption that the flux density around the armature varies from 
point to point in accordance with the sine law, and that the conductors of a 
coil-side are ooncentrated in a single slot, the maximum B.Mjr. is given by 
equation (112) on page 227, viz« 

JF^ = ir.-y.-.«'.10-«. 

As the effective or B.M.S. value is equal to the Tnaximum divided by \/2» 
we have 

i?=-^.iV^.-./. 10-8 = 2-22. iV^-z'.lO-* (142). 

The ratio of the effective to the mean value is known as the form-&ctor. 

It depends on the shape or form of the field distribution curve and on the 

2*22 
type of armature winding. In our case the form-fSactor is — h- » 1*11. 

We must now pass to the consideration of the effective S.M.F. for other 
cases, differing firom the ideal one just considered. We therefore write 
formula (142) in a more general form, viz. 

E:=k.N.^.^.l(ir^ (143). 

By distributing the coil-side between two or more slots the ejlf. is 
reduced. If the field is sinusoidal it is a simple matter to calculate the 
B.M.F. for each slot from equation (142). The electromotive forces for the 
several slots can then be compoimded by the parallelogram or polygon of 
forces, taking into consideration the phase difference due to the displacement 
of the slots around the armature. 

Suppose, for example, that we have a sinusoidal field distribution and a 
double slot winding, that is, one in which the coil-side is laid in two slots, and 
that the distance between these two slots is equal to a third of the pole-pitch. 
The pole-pitch corresponds to an angle of w radians, so that the electromotive 
forces induced in the two slots differ by a phase angle of ir/3 or 6(r. The 
whole winding may therefore be considered as made up of two parts, and the 
E.M.F. in each part is given by equation (142) as 

ir = 2-22.iV'-^.10"« volts. 

When we compound two electromotive forces E, having a phase difference 
of 9r/3, we find that the resultant is equal to 2 . cos ir/6 . Bf =s 1*73^. The 
S.M.F. of the whole armature is therefore 

E = 1-73-B' = 1-92 .JV -* s! . lOr^ volts. 
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A case of special interest is that in which the coil-side is distributed 
between so many slots that the winding is practically equivalent to a smooth 
core winding, in which the wires lie side by side upon the surface. 

Let each coil-side have an angular width 2^, tlie wires being distributed 

uniformly over this width. The winding will occupy — of Ihe available 

space on the armature surfiEU^. The total number of wires in series is tI, and 
if these wires were all simultaneously under the middle of the poles the r.m.8. 
electromotive force would be (see equation 142), 

The KM.F. of each wire varies according to a sine-law, and instead of reaching 
the position of maximum ejcf. corresponding to the middle of the pole, at 
the same moment, the wires are spread out uniformly at that moment oyer 
an angle of 2y. The S.1LF. will thus be reduced from a value corresponding 

to cos = 1 to a value corresponding to x- / cos ^ . c2^ . s — ^ . The 

effective E.M.F. will therefore be reduced in this ratio, that ii 



JF= 2-22 ?i^;i\r-yiO-» volts (144). 

As an example, we may consider a three-phase distributed winding, in 
which each coil-side has a width equal to a third of the pole-pitch. We 
have here 
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and from equation (144) 

J&= 2-22. ?.J\r-y.lO-«=r 212. iV^-y.lO-» (145). 

For a width of coil-side equal to two-thirds of the pole-pitch, such as 
we have in some three-phase windings, the relations are as follows : 

sin 7 = sing = 0-866, 
and from equation (144) 

i?=2-22.^^.J\r-/.10-« = l-84.iV'-/.10-» (146). 

w/o 

These equations (145) and (146) will prove very useful to us when we 
come to the consideration of induction motors, but for single and polyphase 
generators other equations will be required, which we now proceed to 
establish. 
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93. The E.M.F. with i, 2, or 3 Slots per Pole-phase. 

Instead of assuming, as we did in the previous section, Uiat the field is 
distributed according to a sine law, we shall now assume that the distributioii 
is rectangular, having a constant value under the pole, and falling to zero a( 
the pole-tip. The induced S.M.F. will then have a similar wave form. As a 
matter of fact, such a distribution of the field is impossible, as there is 
naturally a falling oiBT near the edges of the pole and a Mnging from tfie 
pole into the interpolar space. This results in the E.M.F. curve approadung 
more nearly to the sine form, and gives an effective E.M.F. about 10 per cent. 
smaller than that theoretically calculated. 

The theoretical curve of E.M.F. for a single-slot winding is shown in 
Fig. 279. The E.M.F. attains its maximum value directly the slot comes 
imder the pole, and remains at this value until the slot emerges from under 
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Fig. 280. 



the pole. The time taken by a slot to move through the angle w is 
^ — second, and to move through the angle /3 the time taken is o"^- second. 

This is the time taken by each wire to cut through the fiux N from each 

N 2 ^ w 
pole. The rate of cutting is therefore ^ — , and as there are sf wires in 



series, the maximum E.M.F. will be 



F 



(147). 



__i = 2g.iV'-«'.10-« volts 

In Fig. 280 we have plotted the sqaaxe of the Bjf.?. fixtm moment to 
moment and constructed a rectangle on the base 2ir with an aiea equal 

to tiie shaded areas. The height of this rectangle is ". B^wx- By taking 

IT 

the square root of this height we find the effective value of the ejlf., viz. 

£^y/^.E^ (148). 



If, for example, the polar arc is } of the pole-pitch, we get from 

equation (147) 

-BU»3iV-*/.10-^, 



> 
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and from equation (148) 

S = \/~.S„^ = 2-45iV« y . 10-8 volts. 

If we take into consideratioii the fact that the actual iLM.r. is roughly 

(3 2 
10 per cent, less than this, we get, for the ratio — = o> almost the same 

value aa we obtained for the singlenBlot winding and ainusoidal field. 

In a donble-alot winding the width of the coil-side 2-y is eqoal to the 
pitch of the holes (Fig. 281). We need only consider the case in which this 
distance is less thtm the interpolar arc, since this condition is always satisfied 
in actual machines. If the pole-pitch is ir and the width of pole (i, the 
interpolar arc is x — ^, and we assume that 2^ < r — )3. 

The S.H.F. curve is made up of two rectangles, displaced relative!; to 
each other by an angle 2y. Dming the time that hoQi slots are simnl- 
taneously under the pole, that is, ov«e the angle ^ — 2y, the x.M.7. is a 
mazimiim, and, since it is quite immaterial whether the wires are in one or 
two slots during this interval, the maximum B.ii,F. is given by equation (147) 

iJU = 2g.JV-a'.10-'. 

When only one of the two slots is under the pole, ie. over the angle 2y, 
the E.1LF. has half this value. 
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Fig. 281. Fig. 282. 

We set up, as before, the squares of the e.h.f. from moment to moment 
(Fig. 282), and calculate the shaded area thns obtained. This is equal to 

By dividing this area by the base ■- and taking the root of the quotient, 
we get tlie effective value of Uie B.H.T., viz. 



-Ve- 



..(149). 



This equation is equally applicable to the windings shown in Figs. 283 
and 284. The portion of win<Ung shown in Fig. 283 is equivalent to a single 
coO distributed between two slots per ooil-side. The whole armature will 
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contain p aach coila, whereas the vinding shown in Fig. 284 will ansat 
of 2p single coils with a aepazate slot for each coil-side. For the pnzpose of 
calcolation, however, Fig. 284 is to be treated as a donble-slot winding with 
p coils on the aimatoie. Hie winding mnst natuxallj be so carried out that 
the cnirent flows in the same directioa throi^h to adjacent slots. 




Fig. 284. 



We now come to Hie case of three slots per pole and phaae, uid wa 
aasmue, as before, that the breadth of the ooil-slde is leas than the interpolar 
gap, so that 

2r<w-^ 

The corre of ejlp. is obtained hy adding the ordinates of three rectanglea, 
displaced from each other by the ^tch of the slots or half the breadth at the 






L 



Fig. 285. 



Fig. 286. 



coil-side. For the sake of clearness, the rectangles are shown in Fig. 285 a 
having oneqoal heights. At first, when only one slot is under the pole, tha 
B.H.F. corresponds to a third of the armature wires. This lasts for a time 
corresponding to y, where 2y ia the breadth of the coil-side. Over an eqvl 
arc 7 the ZJI.F. corresponds to | of the total wires, and over an arc ^ — £7 
it baa a constant value coiresponding to the ^ole number of armatnre wires. 
As the coil-side leaves the pole, the b.m.f. drops in the same way as it rose 
when the coil-aide came under the poI& The ordinates in Fig. 286 represent 
the squares of the momentary values of the %M.t., and the shaded area is 
found to be equal to 



2t ■(%=)' + 2r «• -a.-)' + (0 - 2t) • 
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If we divide this area by the base ir and extaract tihe square of the 
resultant height, we get, for the effectiTe value of the ejlf. 

E = </^-\.'^.E^ (150). 

For EoMx ^e haye equation (147) on page 288, viz. 

We may consider as an example a three-phase generator with treble-slot 
winding, or, as it is more often expressed, with 3 slots per pole and phase. 
Since there are 3 . 3 s 9 slots per pole, the pitch of the slots must be ir/9. 
Hence y = ir/9, and, assuming that the ratio ^/ir of polar arc to pole-pitch is 
J, we have 

.BU « 3^.-«r-/. 10-« = 4.-^*-^ . 10-8. 
Then, from equation (150), it follows that 

j& = V^^-|.i.-E;no = 2-53.-y-y.io-«. 

94. The E.M.F of a Distributed Winding. 

In the foregoing considerations we have always assumed that the breadth 
of the coil-side was less than the polar arc j3. We shall now, however, 
consider a case in which the coil-side is broader Uian either the polar arc or 
the interpolar gap, so that 2^ > /3. 



I 



JV . -. s .. jsr .... s 



Kg. 287. Fig. 288. Kg. 289. 

At the moment of maximum E.1LF (Eig. 289) the coil-side will project 
beyond the pole, so that the value of En^ depends on /3 and not on 2y. We 
shall consider, in the first place, the moment when the coil-side is symmetrical 
about the neutral axis (Fig. 287). The electromotive forces induced imder 
each pole will exactly neutralise each other. If the coil moves forward 
through the arc a, the &M.F. induced by the south pole will increase by 
an amount proportional to a. The opposing i.M.7. induced imder the nortti 
pole will decrease simultaneously by the same amount The total E.M.F. 
will therefore correspond to an arc 2a. Since the maximum value of the 
E.M.F. depends on the polar arc j3, we have, for the E.JLF. at any moment, 

This applies to the interval between the positions shown in Fig. 287 and 
Fig. 288^ ie. until the coil-side is beyond the influence of the north pola 



292 Electrical Engineering 

If the breadth of the coil-side exceeds the interpolar ate by an amonnt 2, 
it is evident firom Fig. 288 that 

8 = 2Y-(ir-P) = 2-y + 0-«- (151). 

Hie distance through which the coil moved during the interval oonsidend 
above is seen &om Fig. 287 to have been S/2. We draw ordinates equal to 
the squares of the E.H.F. horn moment to moment daring this interval, and 
calculate the aiea Fi thus produced (Fig. 290) 

.../>„.^)"..-i^-©:. 

By anbetituting the limits, we get 



The second interval to be considered is that between Fig. 
Fig. 289, when the coil-side is partly under a single pole. If a 



Fig. 290. 

now the amonnt of the coil which is under the pole at any moment, Utm 
the instantaneous ^ue of the S.HX will be given by the equation 



At the beginning of the interval (288) a. is equal to S, while at the 
end (Fig. 289) a is equal to )3. We must sqoare the valnes of the Bjcr., 
and integrate between the limits a = S and a = /3. In this way we get for 
the area F^ in Fig. f ' 

a' , -g'.»..(P ' 

■•w^= ^ 



,=/> 



During the frird interval the whole pole face is covered with the ooil-tdde, 
and the e.m.f. has a constant maximimi value. This interval correaponda to 
an aic 2y — ^ (Fig. 289^ By squaring the K.U.F. we find the area F^ io 
Fig. 290, viz. 

#. = £•-„. (27 -P). 

Although the variouB areas are shown separated in Fig. 290, t^ey are, 
of course, parts of a single area, divided into five parts by four vertical lines. 
For the total area we have 

if, + iF, + J, - £■_ .(ay - 1 - ^). 
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If this be divided by ir and the root extracted, the effective b.m.f. ia 
obtained; thus 

^ - '•-•^^-l-wr. (=^ > "> <"^>- 

This equation is based on the assumption that the coil-side is broader 
than the pole face. The yalue of Emtx will be smaller than the value given 

by equation (147) on page 288 in the ratio ^ , since only this fraction of 

the total number of wires on the armature can be under the poles at the 
same moment For the value of Enia to be put in equation (152), we have 
therefore 

Su^^-.N^^.IO-^ (27>/3) (153). 

If, however, the coil-side is narrower than the pole face, Emax must be 
found from equation (147). In calculating the eflTective E.M.F., moreover, we 
must notice that the maximum E.M.F. depends on the coil-side 2y, and not on 
the polar arc /3. The limits of integration for the second interval will be 8 
and 27, and the third interval will spread over the arc /3 — 27. Proceeding 
in a similar manner to the above, we find that 

£=i^e-|2-I^ (2,<» (154). 

BnMx is, in this case, given by equation (147). 

If the coil-side 2^ is even narrower than the interpolar arc, equation (151) 
will give a negative value for S. It must then be put equal to 0, that is, the 
last term in equation (154) is to be omitted. The proof of this follows from 
the consideration that there is no area Fu and that the limits between which 
the area jPs is to be calculated are and 27. Both these conditions axe 
falfilled by putting S := 0. 



9S The AlteraaUng E.M.F. of a Closed D.C Winding. 

A very important example of distributed winding is found in the rotary 
converter. This is practically an ordinary D.c. machine with taps taken from 
two diametrically opposite points on the armature winding and connected 
to two slip rings. If the machine is multipolar, and has a parallel wound 
armature, the connections to the slip rings are joined to every eqtdpotential 
point on the winding, so that each ring has p connections. 

These machines can be used for the simultaneous supply of both D.c. 
and A.a current, or for transforming either of these into tiie other. In the 
vast majority of cases, however, it is driven as a motor from the A,a side, 
and supplies D.c. from the commutator side for the purposes of electric 
traction. When the coils to which the slip rings are directly connected are 
in the neutral zone (Fig. 291), the brushes on tihe slip rings are equivalent 
to those on the commutator. The p.d. between the slip rings must, at this 
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moment, be equal to the p J), applied to the IKC. side of the eonyerter. From 
eqoation (79) on page 122, we have then 

a 60 
where s is the total numbed of wires on the armature. Now, the number of 

wires in one branch of the armature winding is h- * so that 

^ 2a- 

Further, '^^^*66' 

The above equation for the maTimum E.M x on the A.a side may there- 
fore be written as follows : 

£„«x=2iV^/.l(H. 

We could have found this value directly from equation (153). 
When the coil to which the slip ring connection is made passes under 
a pole (Fig. 292), each branch of the armature becomes the seat of two 





Fig. 292. 

opposing electromotive forces, proportional respectively to the arcs y and jb. 
llie E.M.7. decreases until, when the slip ring connections come under the 
mid-points of the poles, it is equal to 0. 

To find the eiBTective E.M.F. of a single-phase converter, we must poi 
27 equal to ir in equation (152) on page 293. If we assume that P/w « }, 
which is about the usual value of this ratio, equation (151) on page 292 
becomes 

WWW 

From equation (152) we get for the effective value 

and, substitating the value of Ema fotuid above, 

E = 0-746. 2J\r ~ /. 10-« = 1-49 . i\r «- /. 10-«. 
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The effective altematiiig E.M.F. is therefore, in our example, 0*745 of the 
p.D. between the D.c. brushes, or the D.c. pressure is 1*34 times the A.C. 
pressure. This constant ratio of the pressures is very important If we 
wish to convert high-pressure alternating current into low-pressure direct 
current, we must first transform the high-pressure alternating current to 
cdtemating current of a pressure equal to 0*745 oi the required D.c. pressure. 
This is done by means of ordinary static transformers. Commutation diffi- 
cnlties limit the D.c. pressure to about 1,000 volts, generally speaking, and 
high pressures are not suitable for lighting purposes, except in exceptional 
cases. An alternative to the use of static transformers and rotary converters 
is the employment of motor-generators, in which the high-pressure alternating 
current is supplied directly to an A.C. motor which is coupled to an ordinary 
D.c. dynamo. Botary converters have been used almost exdusively in America, 
whereas, on the Continent they are quite the exception. In England, both 
systems have been largely adopted, and their relative merits are continually 
tmder discussion. 
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96. Thb mjup. diagram for an ▲.o. generator.— 97. The an^ere-toms diagram for an ax. 
generaior.-~98. Oaloulation of armature reaction.— 99. Bxperimental determination o< 
armatnre reaction and armature leakage. — ^100. Predetermination of wxolting onnent and 
pressure regulation.— 101« Bffect of polar leakage. 

96- The E.M.F. Diagram for an A.C. Generator. 

If the assumption be made that the coefficient of self-induction of the 
annature of a machine has a constant value for all conditions of load and 
excitation^ the vector diagram is extremely simple. The electromotive foroe 
El, induced in the armature by the rotating magnetic flux, forms the hypo- 
tenuse of a right-angled triangle, one side of which is equal to the total 
inductive pressure drop, both internal and external, while the other aide 
is equal to the sum of the internal and external ohmic pressure drops. The 
direction of the current vector in Fig. 293 is vertically upwards. The self- 
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induction induces an B.M.F. lagging 90"^ behind the current, whidi must be 
counterbalanced by a component OA of the E.K.F. OA consists of two 
parts, one ^«tnt lost in the armature, and the other ^tezt overcoming the back 
B.M.F. in the external circuit. The component AB consists similarly of a 
part AD lost in the machine, and a part DB which overcomes the external 
ohmic resistance. To find the terminal pressure we must complete the 
rectangle FBA and join OF and FB. The latter represents the terminal 
pressure e, for it is the hypotenuse of a right-angled triangle with sides 
equal to the external inductive and ohmic pressure components. The line 
OF represents the total drop of pressure in the generator. We have already 
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seen in Section 77 that this drop cannot be subtracted algebraically &om the 
E.M.F., but must be subtracted geometrically, as shown in Fig. 293. 

The angle FBD is the phase difference f between the terminal pressure 
and the current ; it is the! angle of lag in the external circuit, and could 
be determined by means of an ammeter, voltmeter and wattmeter, suitably 
connected to the main generator leads. The angle ^i, on the other hand, is 
the angle by which the current lags behind the induced E.M.F. To make 
the meaning of this latter angle quite dear, a pole is drawn in Fig. 294 
in the position it occupies at the moment of mRYiTnnin armature current 
Were the angle ^i equal to 0, the current would be a maximum at the 
moment when the centre of the pole coincided with the armature conductor 
or coilndda In the present case the current lags behind the S.M.F. so that 
the pole has got past the conductor by an angle ^i before the current in the 
conductor reaches its maximum value. It is, of course, only in a 2-pole 
machine that the actual angle ^i (Fig. 294) is equal to the angle ^i in the 
vector diagram (Fig. 293). If a machine has p pairs of poles, the actual 
angle will only be equal to ipi/p, since one revolution of the generator wiQ 
correspond to p complete periods or revolutions of the vector diagram. 

Before we can construct Fig. 293 we must determine both the open- 
circuit characteristic and the self-induction of the generator armature. The 
characteristic can easily be found experimentally by running the generator 
at normal speed and observing the terminal pressure, while the exciting 
current is varied, either by means of a rheostat or by altering the p.d. of a 
separate exciting dynamo. A curve is drawn with abscissae equal to the 
exciting current or to the ampere-turns per pair of poles, and ordinates 
equal to the terminal P.D., which, on open circuit, is equal to the induced 

BJCF. 

The curve obtained in this way is variously known as the magnetisation 
curve, static characteristic, or open-circuit characteristic. Such a curve is 
shown in Fig. 318. So long as the magnetic flux is small the curve is 
practically a straight line, since the air-gap forms the principal part of the 
reluctance, and the flux, an4 consequently the S.M.F., is proportional to the 
exciting current As the iron becomes saturated, its permeability decreases, 
and the curve bends over more and more. 

Having determined the open-circuit characteristic either experimentally 
or by calculation, as described in Section 57, we have now to find the self- 
induction. We shall assume that it is independent of the relative position 
of poles and armature winding. That this assumption is hardly justified 
can be seen finom Figs. 295 and 296, where the paths of the lines of force axe 
indicated for two positions of the rotating field system. We are here con- 
sidering the flux produced by the armature currents only, and it is evident 
that the self-induction of die armature is not constant during a period. 
Moreover, the phase relation of the current, that is, the angle ^ must have 
an effect on the self-induction, as it is evidently of some importance whether 
the current in a coil-side has its maximum value when it is opposite a pole 
or when in the neutral zone. 

If we neglect these effects, we can find the self-induction of the armature, 
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as we would that of anj ooSl or pieoe ci apparatus, by applying an extenul 
alternating p.d. to the tenninals of the stationary machine. The pa>. must 
be of so low a yalne that the n(»mal foil-load current flows throfugh the 
armature.* If we neglect the small resistance of the armature, the appUed 
pj). is equal to the back sjlv. of self^ndnction, and the quotient obtained 
by dividing this PJ>. by the current is equal to the reactance 2w'^Z. 

By means of the open-circuit characteristic and the self-inducticm of the 
armature, we can now predetermine the terminal pressure for a giTen load 
and a given exciting current. The power fftctor cos f of the load nmat also 
be known. From the open-circuit curve we find the value of JSi for the 
given exciting current, and, with the centre 0, describe an arc with a radius 
OB ^ JSi (Fig. 297). The triangle (MTF is made with the base OC^sSw^Z.t 
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and the side CF^i.Ba^ To construct the diagram for a given power fiu^tor 
cos ^ in the external circuit, a vector is drawn from 0, making an an^e f 
with the vertical This indicates the direction of the vector of terminal PJX, 
and a line is drawn parallel to it through the point F. This line cuts the 
circle at the point B. By referring to Fig. 293 we see that FB represents 
the required terminal pressure e, the letters OFB having the same signi- 
ficance in both diagrams. The algebraic difference between OB and FB 
represents the faU of terminal pressure between no-load and full load. In 
order that this difference may be easily seen we have drawn another circle 
with the same radius Ex, but with the point F as centre. The line FB is 
produced to meet this second circle at 0, and the intercept BG is evid^itly 
equal to the pressure drop Ei^e. The figure shows plainly that this drop of 
pressure increases as the point B moves round to the right, that is, as the 
angle ^ increases. 

The pressure drop has a maximum value when the angle f is equal to 
90"^ (Fig. 298). The external circuit will then consist entirely of inductive 
resistance, and the p.d. will be equal to the back E.M.F. of self-inductioo 
in the external circuit. The internal pressure drop OF is subtracted almost 

* This is often a dangeroiifl experiment to oarry ont on a large maohim, aino» the ultaniatins 
flux produced by the armature induces very high electromotiTe foroes in the field windings. 
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algebraically from the B.M.F. OB, and the terminal pressure FB reaches its 
lowest value. 

If the load consists entirely of glow-lamps, the power fiBkctor cos ^ will be 
equal to 1, and the current will be in phase with the terminal pressure. The 
diagram for this case is given in Fig. 299, from which it is seen that the ML 
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Fig. 299. 



of terminal pressure between open circuit and full load is very small. In 
a modem generator the pressure will &11 about 5 per cent, in such a case, 
while on an external circuit, with a power-factor of 0*75, the drop will be 
nearly 20 per cent. 




O C 

Fig. 300. 

A case of special interest is that in which the external circuit causes the 
current vector i to lead ahead of the terminal pressure vector « by an angle f 
(Fig. 300). This can occur when the circidt contains condensers or over- 
excited synchronous motors. In such a case the terminal pressure may 
exceed the E.M.F. (Fig. 300). This striking result will be more folly dealt 
with in Sections 105 and 109. We might mention here, however, that Uie 
back B.1LF. of an A.O. motor may be greater than the applied terminal P.D., 
or even than the B.M.F. of the generator. If, for example, the I.M.F. of the 
generator is 1,000 volts, while the back BJI.F. of the motor is 1,200 volts, 
their common terminal pressure will automatically adjust itself to some inter- 
mediate value. The state of aiBTairs, so f&r as the generator is concerned, is 
shown in Fig. 300. 
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97. The Ampere-turns Diagram. 

The diagram of electromotive forces described in the previous sectioD 
gives one a very clear insight into the relations determining the termiiiAl 
pressure imder various conditions of load. If it be used, however, to d^er- 
mine the excitation necessary to maintain the p.d. between the terminala at 
various loads, the calculated results will be found to differ firom the results 
obtained by actual experiment. This is due to the feu^ that the drop of 
pressure is largely caused by a decrease in the magnetic flux entering the 
armature. This decrease in the flux is caused by the demagnetising effect 
of the armature current, which opposes, to a greater or less degree, the 
ampere-turns on the field-magnets, and therefore leads to a decrease in the 
E.M.F. induced in the armature. 

We must now divide the loss of pressure, which we have attribated to 
the self-induction of the armature, into two parts. The first part, which we 
shall call E^ is caused by the flux which follows the path indicated in 
Fig. 301. It is assumed in the figure that the field-magnets are rotating 






Fig, 301. Fig. 302. Fig. 303. 

clockwise, and that the current lags behind the induced e.B(.f. by such an 
amount that the former has just reached its maximum value in tiie figure. 
It is evident that the magnetomotive force of the armature winding is 
opposed to that of the poles. 

The second part of the loss of pressure we shall call Ei and refor to 
as the armature leakage drop. This is due to the flux which is produced 
round the armature conductors, but which does not link the field winding. 
A part of this flux follows the path shown in Hg. 302, that is, it encircles tJie 
conductor which is embedded in the slot, some of it even crossing the air-gap 
and running through the pole face. The remainder of this leakage flux 
encircles the end connections, that is, those parts of the armature winding 
which project beyond the iron core, as shown in Fig. 303. 

By keeping these two sources of pressure loss separate, we obtain Fig. 304 
in the place of Fig. 293. Ex is the E.M.F. which would be induced by the 
given field current were there no armature reaction. The effect of the 
armature reaction in weakening the flux is represented by the drop B^ 
so that the E.M.F. corresponding to the flux actually entering the armature 
is represented by E. From this we have to^^e the leakage drop Ei and the 
% . Ra drop, leaving the pressure e across the terminals. 

It is evident that the electromotive forces E\ and Et are purely fictitious^ 
and, farther, that the very lines of force by which they would be induced do 
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not exist, except as imaginary components of the resultant flux which pro- 
duces E. As a matter of fact, the E.M.F. E is also fictitious, as the efifect of 
the self-iuduction or armature slot leakage is to prevent the flux which enters 
the armature from cutting the conductors by driving a part of it across the 
slots. Hence, although the flux which crosses the gap is sufficient to produce 
an E.BL7. E, the flux which actually cuts the conductors is only sufficient to 
produce the E.M.F. BO in Fig. 304 Since the poles are excited by a steady 
direct current, and the armature reaction is rapidly varying between and 
a maximum, we might be led to expect a pulsating flux. This is prevented, 
however, to a great extent by the sdf-induction of the field windings and the 
eddy currents in the poles, so that the flux passing through the poles has a 
practically constant value N as the resultant efifect of the constant ampere- 
turns Xi on the field and the mean value X^ of the pulsating armature 
reaction. 

Hence, neither the electromotive forces Ex and E^ in Fig. 304, nor the 
fluxes Ni and N^ in Fig. 305, have any real existence. The ampere-turns Xi 
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Fig. 304. 
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and Xa, on the other hand, are really present, and act on a common magnetic 
circuit, in which their resultant X produces a flux N. The E.M.F. E corre- 
sponding to X ampere-turns is found from the open-circuit characteristic. 

If the load be suddenly thrown ofif the madiine, the ampere-turns X^ of 
armature reaction entirely disappear, and the points O and in the figure 
are brought together. The flux, and with it E, increases to a value corre- 
sponding to Xi ampere-turns. The flux and B.M.F. will not increase, however, 
in the ratio of Xi to X, on account of magnetic saturation. 



98. Calculation of Armature Reaction. 

The calculation of the armature reaction is more difficult in the case of 
single-phase generators than in the case of two or three-phase machines. If 
the armature current lags 90^ behind the E.M.F., the current reaches its 
maximum value at the moment that the coil-side is midway between the 
poles (Fig. 308). The lines of force due to the armature current are shown 
dotted and are evidently in direct opposition to the field-magnets. The 
conditions both before and after Fig. 308 are shown in Figs. 307 and 309 ; 
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the fact that the current is smaller is indicated by lighter crosses and dots 
on the armatnre conductors. 

If there are / wires in series on the armature, then the wires per pole or 



the turns per pair of poles will be^-* For the armature reaction at the 
moment represented in Eig. 308, we have 

-^a mAz = o~~* ^m«3c amp.-tums per pair of poles. 

This is the maximum value, and, assuming a sine-wave current, the mean 
armature reaction will be 

i z' 
or Ja = 0*9 -^ per pair of poles, 

where i is the efifective value of the current. 




Fig 307. 



Fig. 308. 



Fig. 309. 



We have not taken into account the fact that the pole is directly under 
an armature coil during a part of the period only.* It is more to our 
purpose, however, to understand the various factors affecting armature 
reaction than to calculate them with great accuracy. The calculation is, 
after all, more or less uncertain, as the flux pulsates appreciably, in spite of 
the self-induction of the field coils and the eddy currents in the poles. 

The calculation is much more trustworthy in the case of polyphase 
machines, in which there are two or three separate windings on the armature. 
Although we have not yet studied the subject of polyphase currents, we may 
make use of the simple fact that, when the current in any coil-side of a 
three-phase winding is a maximum, the current in each of the adjacent coQ- 
sides has half this maximum value. If the current is lagging 90^ the coil- 
side midway between the poles carries the maximum current, while the 
coil-side on either side of it carries a current in the same direction but of 
half the amount (Fig. 310). 

In order to determine the armature reaction per pair of poles, we must 
first find the ampere turns in each coiL If there are sf wires per phase, the 



z 



wires per coU-side will be ^, and the ampere-turns of coil 2 — 5 will be 

* By taking eyerything into consideration Eapp has found a ooeffioient 0*786 instead of 0^ 
when /3/v = ], and 0*8 when /3/v = |. 
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fluxvhichpasBeB between boles 3 and 4 links all three of these coils, and has 

2/ 
a HJf .7. dae to h- • tnu ampeie-tuma. The flux which posBes to the left of 

3 and to right of 4 linlca only the coil 2 — 5, as shown by the dotted lines in 

the figure. It is produced by =~ . imu ampeie-tonis. If the polar arc is two- 

thirds of the pde-pitoh, the space between holes 3 and 4 covers half tJie pole 



Fig. 310. 
foce, so that half the pole face is crossed by flax produced by 2^ . im„ 
ampere-turns, and the other half by flax produced by ^ . tnui ampere-tnms. 
Taking the mean velne for the whole pole, the armature reaction of a three- 

= «■.- 



phase generator ia 



^i=l-6y 



..(166). 



It might be objected that we have only considered the conditions existing 
at the moment represented in the figure. As the pole wheel rotates, how- 
ever, Uie current in coil 2 — 6 decreases and that in coil 3 — 6 increases, so 
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Fig. 312. 



Fig. 313. 



that the armatnre reaction is hardly altered. When the wires 3 and 6 are 
midway between the poles the current in these wires will be at its mazimom 
value, so that the conditions represented in the figure are continually re- 
cnning. As already mentioned, these results make no claim to mathematical 
ezactoess, but merely serve to make the effect of armature reaction as clear 
as possible. 
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We hftye assumed, so Ear, that the carrent lagged 90° behind the kjcj^ 
80 that the armatme reaction was directly opposed to the field-magnets. We 
most nov consider the effect of pover-factor on the annatnre leactioii. If 
the current is iu phase with the E.H.F., the cnrrent in any coil-side is a 
Mazimam when that coil-side is approximately under the middle of the pole 
(Fig. 312). At this moment the current can produce no flax round the fieU 
magnetic circuit. A moment earlier the growing current produced a flax 
wMcb strengthened the field, while a moment later the decreaaing cnrrent 
weakens the field. The net resnlt is that the armature neither strengthens 
nor weakens the field. 

If the current lags behind the kh.f. by an angle ^, the effect of armatiire 
reaction is shown in Fig. 314. The vertical line represents the cnzrent i 
ladling behind the electromotive force E. This triangle corresponds to 
BAG in Fig. 304. BHis the excitation X which would produce E on open 
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circuit, and it must therefore be the resultant of X\ and Xg. The triangle 
BKS corresponds to Fig. 306. It is evident that the armature reactioD Xt 
becomee of increasing importance as ^i approaches 90°. When ^i = 90°, Xi 
and X^ will be co-linear, and X will equal Xi - X^. This corresponds to 
Fig. 308. 

Another way of looking at it is as follows : Of the total armature reactioD 
only a component HL = X%.mx ^i acts in the direction of the resoltant 
excitation. If we represent this direct demagnetising component by Xt, we 
have 

Xi = Xt . sin ^t = Bid. 

It can be seen from the figore that SB + HL is very nearly equal I 
so that 

Xi = X+ Xi. 
at X = Xi— Xt. 
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For n^iative values of ^i, that is, for leading corrents, the demagnetisiiig 
eflTeot also becomes negative. This can be shown in Fig. 308 by reversitag 
the direction of the armature current. We can sum this up by saying that 
lagging currents act demagnetisingly, while leading currents act magnetisingly. 
This explains the rise of pj). with increasing load in Fig. 300. 

99. Experimental Determination of Armature Reaction 

and Armature Leakage. 

Generally speaking, the results of experiments will be found to agree 
with the calculations of the previous section. An important experiment in 
this connection is the short-circuit test of an alternator. The armature is 
short-circuited through an ammeter and the machine is run at its normal 
speed with very weak field excitation, as the armature current would other- 
wise be excessive. The field current is varied, and simultaneous readings 
are taken of field and armature current It may be safely assumed that the 
armature resistance is very small and that the self-induction due to slot- 
leakage, eta, is comparatively small, especially in a modem machine with 
open slots, large air-gap and several slots per pole and phase. 





Fig. 316. 

The diagram for short circuit will then be like Fig. 315, in which 
^ is the E.1C.F. which would be given by the field excitation if the 

permeability were constant, 
Ef is the E.BLF. which would be produced by the flux caused by arma- 
ture reaction under like conditions, 
and £ is the actual E.M.F. induced by the resultant flux, which has to drive 
the current against the resistance and inductance of the armature. 

The corresponding diagram of ampere-turns is given in Fig. 316. It is 
evident that the armature reaction on short circuit is almost equal to the 
field excitation Xi. 

It is not necessary to know the number of turns on either the armature 
or field, but a curve can be drawn showing the relation between the current 
in the short-circuited armature and the field current (Fig. 317). This short- 
circuit characteristic tells us the amount of field current neutralised by the 
reaction of any given armature current The curve is almost exactly a 
straight Une. The field current is not exactly neutralised, however, but gives 
a resultant X as shown in Fig. 816. 

In order to calculate the field current required to give a certain terminal 
P.D. on a given load, it is necessary to know, in addition to the armature 
reaction Xa, the self-ihduction L of the armature winding, due to slot- 
leakage, etc. This is a very difficult quantity to calculate and considerable 

T. s. 20 
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ISO 



experience is necessaiy in applying the Tarious formnlae which enterintothe 

calculation. 

The method which we shall now describe is due to Potier. To apply the 

method to a generator, it is neoessaxy to make ti 
experiment which we have not yet mentUmed; thk 
consists in loading the machine with a very indao- 
tiye load, made up, say, of choking coils, so that the 
armatnre supplies a heavy lagging current with t 
power-factor as near as possible to zero. We shall 
illustrate the method by applying it to an actml 
example, viz. the three-phase generator shown in 
Fig. 271. The figures for this machine were gifen 
by Heyland in the K T. Z. for 1900. Its dust- 
circuit characteristic is given in Fig. 317 and the 
open-circuit characteristic in Fig. 318. When loaded 
with choking coils, the field current was 150 ampem^ 
the armature current 100 amperes and the terminil 
pressure 2,140 volts. This point A is plotted on Fig. 
318, as is also the point on the base line reproaentiiig 
a field current of 18 amperes, since this is the field 
current which we see fix)m Fig. 317 would give 100 
amperes on short circuit, that is, when the terminal 

P.D. is equal to 0. The lower curve is drawn through all such points repce- 

sentiDg the relation between terminal pressure and field current for a watdesB 
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current of 100 amperes. The manner in which this curve has been drawn 
will appear immediately. 

A horizontal is drawn through the point A and made equal to the field 
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CQirent on short cirouit, yiz. OB => 18 amperes. Through the point D, thus 
obtained, a line is drawn parallel to the lower portion of the open-drcoit 
diaracteristic. A perpendicular is dropped from the point F where this line 
oats the characteristic. A right-angled triangle FOA is obtained in this 
way, which fits in between the two corves over the whole range. The side 
FO \B always vertical, and represents, therefore, a certain difiference of 
pressure; while the side OA is always horizontal and represents a certain 
field current or excitation. 

If, when the machine is working on the inductive load at the point A, we 
could, in some way, do away with the demagnetising effect of the armature 
reaction, the field current could be reduced by some such amount as ^0, 
without lowering the terminal pressure. Further, if we could then do away 
with the self-induction of the armature coils, the drop of pressure due to this 
cause would disappear, and the terminal pressure would rise by some such 
amount as FO. Since we have successively removed both armature reaction 
and self-induction, the machine is now on open circuit and the point J* is a 
point on the open-circuit characteristic. Now, both armature reaction and 
self-inductive drop are proportional to the armature current, and are constant 
when the current is constant, as it is for all points on the lower curve in 
Fig. 318. Further, as the current is wattless for every point on the curve, 
the armature demagnetising effect must be subtracted algebraically from the 
field excitation, and the drop must be subtracted algebraically from the 
induced B.M.F. Hence, there must be some such right-angled triaiigle which 
will fit in everywhere, and it is easily seen that FOA is the only possible one. 
It follows, therefore, that the armature reaction due to a current of 100 am- 
peres is represented by AO, and the self-inductive drop due to slot-leakage, 
etc., by FO. Since tiiey are both proportional to the current, the corre- 
sponding values for other currents can be readily found. In our case 

JTfl = AO = 10 amperes, 

which is a tenth of the armature current, and 

El :^ FO^ 170 volts, 

El 
whence «Z = 2ir ** i = -r =1*7 ohms. 

% 

How these quantities can be used to determine the terminal pressure 
under any condition of load of any power-factor will be explained in the next 
section. 

^ / n ^ - — ^-~- / 

100. Predetermination of Exciting Current and Pressure 

Regulation. 

We now proceed to determine the excitation necessary to maintain a 
terminal pressure of 2,200 volts on the machine experimented on in the 
previous section, under the following conditions : 

1. A load of 200 amperes and cos ^ = 1. 

2. „ „ ,. cos ^ = 0-8. 

3. „ „ „ cos^ = 0. 
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We shall also determine in each case the value reached by the tnrmiiuil 
pressure when the load is suddenly switched off, and we shall expro s B the 
increase of p.d. as a percentage of the normal p.d., i.e. 2,200 volts. 

The armature resistance Ba is 0*22 ohm. 

In the first case cos ^ = 1*0, so that the external load is non-inductive, and 
the whole terminal p.d. is used in overcoming ohmic resistance. The ohmic 
pressure drop in the armature is 

i.-B« = 200 . 0-22 = 44 volts. 

The total e.m.f. must have a component in phase with the current, equal 
to the sum of these ohmic pressure drops. This is represented by AB in 
Fig. 319, where 

AB = 2,200 + 44 = 2,244 volts. 

The pressure required to overcome the back E.M.F. due to the self-iiidiie- 
tion of the armature is represented by OA^ where 

OA = i.u>L^ 200. 1-7 = 340 volts. 

This is at right angles to the ohmic drop, and we get for the total S.1L?. 

GB = \/2,244« + 340« = 2,270 volts. 

This E.M.F. is seen from the open-circuit characteristic to require a 
resultant excitation of 134 amperes, so that 

-T = BH = 134 amperes. 

We have seen that the field current neutraUsed by armature reaction is a 
tenth of the armature current, so that in our case 

X^ =s 20 amperes. 

Adding X and JTs vectorially, as in Fig. 314, we get for the field excitatum 
Xi, the length BK in Fig. 319. By scaling this off on the diagram, we 
find that 

Xi s 138 amperes. 

This is the necessaiy field excitation on non-inductive load. If the load is 
suddenly switched off so that the machine is on open circuit, it can be seen 
from Fig. 318 that the terminal pressure will rise to 2,310 volts, since thia is 
the PJ). for an excitation of 138 amperes. The rise of terminal pressure on 
switching off the load is therefore 2,310 * 2,200 s 110 volts, which is 5 per 
cent, of the terminal pressure. This is a very good result. 

We now proceed to the second case, in which the power^factor is 0*8. 

We have (see page 307) 

i.Ba =200.0-22 = 44 volts, 

i. -B^ = « . cos ^ = 2,200 . 0-8 = 1,760 „ 

B,^ = « . sin ^ = 2,200 . 06 = 1,320 „ 

^•tot =«X.i= 1-7.200 ...» 340 „ 

The sum of the ohmic pressures is 1,804 volts, and the total inductive 
drop is 1,660 volts. The total induced E.H.F. is represented by BQ in Fig. 
320, where 

BO ^B=: \/l,804« + 1,660* = 2,455 volts. 
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The resultant excitation corresponding to this E.M.F. is seen from Fig. 318 
to be 162 amperes, or 

JTss 162 amperes. 

The armature damagnetising effect KH s 20 amperes is added geometrically, 
giving a field excitation Bff, where 

Bff =s Xi = 176 amperes. 

Hence, to maintain the terminal p.d. at 2,200 volts with the lagging armature 
current, it is necessary to increase the field current to 176 amperes. On 
throwing off the load the p.d. will naturally rise to a higher value than before, 
and Fig. 318 shows this value to be 2,520 volts, corresponding to a field 
current of 176 amperes. The rise of the terminal pressure is therefore 2,520 
— 2,200 = 320 volts, which is 14'6 per cent, of the normal pressure. 
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Fig. 320. 

The last case which we shall consider is one which is hardly likely to 
occur under normal working conditions, viz. 

cos ^ =s 0. 

The whole 2,200 volts will be used in neutralising the back E.M.F. of the 
external purely inductive load. By adding the internal inductive drop i . wL 
we get the total inductive pressure to be 2,200 + 340 = 2,540 volts. The 
only ohmic pressure component is the 44 volts internal loss, which is practi- 
cally negligible, so that the E.M.F. is equal to 2,540 volts. The no-load 
characteristic gives a resultant excitation of 180 amperes, or 

JC ss 180 amperes. 

The armature demagnetising effect of 20 amperes can be added algebraically, 
since the armature and field are in direct opposition. For the field excita- 
tion we have then 

Xi » 180 + 20 s 200 amperes. 
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On switching off the load the tenninal pressure will now lise to 2,620 
Yolts, an increase of 420 volts or 19*1 per cent of the normal preasnreL 

The resnlts thus obtained will be modified, however, if the machine has 
considerable magnetic leakage from pole to pole. The efGdct of this ledcage 
is considered in detail in the next section. The machine considered will 
have little polar leakage, since the poles are short and separated firom each 
other by a considerable distance. 

loi. Efifect of Polar Leakage. 

It might appear at first sight as if the effect of magnetic leakage between 
the poles had been abready taken into consideration in the open-drcait 
characteristic. If, however, a machine be carefully designed for a given load, 
and the diagrams be constructed as already explained, it will be found that 
the actual relations when loaded differ considerably fix)m those calculated 
from the diagrams. 

This difference is due to the fieu^t that a greater resultant excitation is 
necessary to produce an B.M.F. when the machine is loaded than to produce 
the same S.M.F. on open circuit. To understand this, we must consider the 
machine under the two conditions of open circuit and full load, with the 
flux entering the armature in each case, and consequently the same 
being induced. The number of ampere-turns necessary to drive this flux 
through the air-gap teeth and armature is equal to the sum Xg + Xi + X^ 
This some number of ampere-turns acts across the interpolar space on open 
circuit, and drives the leakage flux from pole-shoe to pole-shoe. 

If the component of the armature reaction which acts demagnetisiiigly 
when the machine is on full load be Xd, the above ampere-turns must be 
increased to Xg-^ Xt-^ Xa-^ X^, in order to maintain tiie same armature 
flux. Since this increased difference of magnetic potential acts between the 
pole-shoes, the leakage flux will be increased in the same proportion. The 
total flux passing through the pole will be increased by this increased leakage, 
and the ampere-turns required to drive the flux through the pole will be 
increased. Hence, to maiatain the same B.M.F., the field excitation has not 
only to be increased by the amoimt X^ when the machine is loaded, but alao 
by an amount equal to the increase in X^. We see, therefore, that the 
resultant excitation taken fiK)m the open-circuit characteristic for a given 
S.M.F. is too small if the machine is loaded. 

Another way of looking at the matter is to consider the leakage as 
increasing the armature reaction and thus causing a further drop in the 
E.M.F. for a constant field current. 

It is evident that the polar leakage will have little effect if the pole-cores 
are unsaturated, and X^ is consequently smalL In modem machines, how- 
ever, the poles are purposely worked at a very high flux density, in order to 
minimise the fluctuation of terminal pressure with c h a nging load. In sueh 
machines the polar leakage has a marked effect, and the constancy of terminal 
pressure will depend largely on the reduction of this leakage to a minimum. 

The exact calculation of the effect of the polar leakage is ciHupIicated by 
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the yarying yalne of the permeability of the iron. We shall first put the 
question in the following form : How many ampere-toms would be necessary 
on open circuit to produce the same flux in the poles as actually passes 
through them on fall load ? 

We have therefore to consider the machine under two conditions, viz. on 
full load and on no-load, with the assumption that the flux in the poles is the 
same in each case. We make the further assumptions that the whole leakage 
occurs between the pole-tips, and that the reluctance of the armature core 
and teeth is negligible compared with that of the air-gap. 

If i{ be the reluctance of the air-gap, 

and Bi „ „ leakage path, 

then we can make out the following table : — 



At no-load 



At full load 



Ainpere«tarziB used 

in cnrerooming 

reluotanoe 



of air- 
gap 



X^ 



X,* 



of leakage 
path 



X^ 



Xg + Xd 



Air-gap floz 






R 



Lekkageflnz 



n.-^ 



^ 0'^{Xg + Xd) 



Total ampere-torDs 
on pole 



Xb = X^ + Xm 



Xi = -3^ + Xi 4- Xm 



Since the flux in the pole i3 the same in each case, the decrease in the 
useful flux must be equal to the increase of leakage flux, so that 

i^o - iV = iV, - i^io • (156). 

Since the useful flux, that is, the flux crossing the air-gap, is lees when 
the machine i3 loaded, the ampere-turns required to driye the flux across the 
air-gap wiU decrease, viz. from Xg^ Ui Xg, As the flux in the pole itself is 
kept constant X^ is the same in each case, so that the resultant ampere-turns 
are reduced from X^ = OB to DB, where OD « Xg^ — Xg, The total ampere 
turns Xi on the pole will, of course, have to be increased so as to exceed this 
resultant DB by an amount equal to the demagnetising ampere-turns Xa^ 
This, however, does not concern us at present, as one would naturally sub- 
tract Xd from JTi, and obtain the resultant DB before referring to the 
characteristic. Turmng now to the useful flux, we see that, since the curve 
near the origin is practically the magnetisation curve for the air-gap only, 
ffD will represent the decrease of flux crossing the gap owing to the decrease 
OD s XgQ — Xp in the air-gap ampere-turns. Hence the useful flux is 
reduced from AB to AF, and if we take O as the origin, the cwrve represents 
the relation between the resultant ampere-turns and ihs useful Jhix. 

* The total ampeie-toma acting aoroes air-gap and armature mn Z^-^Xd, The part 3C4 if 
netttraliaed, howe^rer, by the armature ampere tome, leading Zg to overcome the reluctance. 
It if analogoQfl to charging an aocnmtdator. 
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We miut now determine the position of the point ff. To do this we anb- 
stitnte in equation (156) the Talaes given in the table, and obtain 

B 



at no-load the usefol and leakage flaxes will be inv 
leluctances of their respective paths, Le. 

This gives for the value of the leakage coefficient a 



•(157). 



^^ Np + N^ ^ B + Bt 



Ftom this it follows that 



N. 



B + Bi 
B 



Bi 



\-V 



and 



OD — Xgo — Xf = Xd • — r 



.(158X 



Hence, from a knowledge of the open drcnit leakage coefficient X, the value 
of OD can be calculated for any given armature current and power &ctor. 





D 



Kg. 321. 



Kg. 322. 



It is obviously immaterial whether the above construction be applied to the 
flux curve (Fig. 321) or to the open-circuit characteristic (Fig. 322). 

The effect of leakage on the characteristic obviously depends veiy much 
on the point on the curve at which we are working. 
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108. Alternator with ooxistftntexdtation and o<mBtonttennixiftlpreflrare.~ira^ SynohroniBing 
power of aonatore.— 104. The parallel connection of altematort.^106. The effect of field 
regulation on altematore in paralleL~106. Phaee-ewinging of alternators. 

102. Alternator with Constant Excitation and Constant 

Terminal Pressure. 

If several alternaton are connected in parallel to the same bus-bars, or 
common switchboard terminals, the terminal pressure of each is no longer 
dependent on itself alone, but is affected by the other machines in parallel 
with it. If we assume that the other machines are yery large compared with 
the one under consideration, the terminal pressure will not be affected by 
changes in the latter, so that it may be assumed to have a constant terminal 
pressures. 

We shall assume, for the sake of simplicity, that the armature demagne- 
tising effect can be included with the self-inductbn of the armature, due to 
slot-leakage, etc., by simply increasing the latter. The fundamental diagram 
in Tig. 293 was drawn on this assumption, and is therefore applicable to the 
present case. It is drawn again in Fig. 323, in which JSi represents the 
induced kjcjt., assumed to be the same on load as on open circuit. So long 
as the excitation remains unchanged, ^i is a constant for all loads. 

For our purpose we must construct Fig. 323 so that it represents the 
given machine under certain conditions of load. With as centre, an arc is 
struck with radius OB equal to the constant S.M.F. Ex. The line OM is 
drawn at an angle a to the horizontal, so that 

4.^^ i . Ha Ha 

tan a = — »— = — r« 

Both jEm and L are used here in the same sense as in Section 96, that is, so 
as to include the effect of armature reaction. Since E, is proportional to the 
current, we can make OC to suit any given current i. A perpendicular 
erected at C meets OM at F, and this point F is taken as the centre about 
which to describe an arc with a radius equal to the constant terminal pressure 
«. This arc cuts the former arc in the point jS, which is joined to and to F, 
and from which a perpendicular is dropped on to OA. 

The line £D should represent the ohmic resistance of the external circuit, 
multiplied by the current i. Since, however, the alternator is one of several 
connected in parallel we can no longer speak of its external circuit We can 
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say, however, that the machine is running nnder conditions equivalent to an 
external load with an ohmic drop BD and an inductive drop FD. 

Fig. 324 is a similar figure except that it is drawn for a laiger current, 
represented by a larger value of E,, viz. Off instead of OC. The values of 
JBi, e and a are the same in both figures. There are two important points in 
which the figures differ; the angle 7 between the ej(.f. and the terminal 
pressure has changed, and the total power given out by the machine has 
changed. Both the angle 7 and the power have been increased by the 
increase of current 

We will not, at this point, inquire into the method by which this increaae 
of load can be efTected ; whether by some alteration on tiie generator, or by a 
direct increase in the output of the engine. The point we must first consider 
is the relation between the load on the generator and the angle y. Ibe total 
electric power generated is 

Pi = j&i . i . cos (^ + 7). 





O C A 

Kg. 324 

If we assume that the ohmic resistance of the armature B^ is negligibly 
small compared with its self-induction, the angle a vanishes and cos (^ + 7) 
becomes equal to sin S. At the same time OF becomes equal to i . diX, and 

we have 

t 

— J . sin 7, 



sin 8 = v 



1 . (i>. 



or 






Now, -y is the short-circuit current i^ so that Pi s « . h • sin 7. 

The angle 7 is the angle by which the terminal pressure vector lags 
behind the vector oi induced B.M.F. We consider the terminal pressure as 
being nearly in phase with the jluly.^ and not nearly 180^ out of phase with 
it. In a certain sense, however, they are in opposition. 

The power generated is therefore proportional to the sine of the angle 7. 
If the vector e be set up vertically from the point (Fig. 325), and a horiiontal 
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line equal to «.ie be taken as the diameter on which a semicircle is 
drawn, then the chord OB, making an angle y with e, will represent the 
power Pi. 

If the resistance of the armature be 
taken into account, the relations are as 
follows : 
From Kg. 323, 

Pi«^t . cos (^+7)= J?ii . sin (o+8) 
^JBi% . (sin a • cos S+cos a . sin S). 

Now, 
cosS-^-x-A^ri^^JL, 

OF WR^^{^rf 

FN 




Kg. 325. 



and 



sin S = 



e.sm 



OF i\/lia* + (ioiy^^ 

TT T> w sin a (J?i — e . cos 7) + « . sin y . cos a 
°^*^' ^» " ^ ^ Vs/+i.Lf ^ 

Now, the short-circuit current is given by the equation 

Fi 



and we have 
therefore 



e.siny.cosa — ^.cosysinasesinCy — a), 
Pi = e.tQ.sin(7 — a) + J?i. tQ.sin a 



(169). 




fca iso 

Fig. 326. 



In Fig. 326 the vector e is drawn vertically, as before, and the line OF is 
made equal to d^ but is drawn so as to make an angle a with the horizontal, 
where 



tan a s 



Cil 



i' 
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A semicircle is drawn on OP, and a line OE is set out at an angle y with 
the vector e. If this line cuts the semicircle in a point Q we have 

OQ = OP. sin j3i = « . to . sin (7 — a), 

because the angle 7 — a between chord and tangent is equal to the internal 
angle j3i. 

If we add to OQ the constant amount 

QJR s= E\,iQ, sin a^ 

we have, from equation (159), 

Pi = OC + G-B. 
The locus of all the points R obtained in this manner is represented by 
the heavy black curve in Fig. 326. Since the angle a is always very small in 
actual practice, the length QB which is equal to ^ . to • sin a, is n^ligibly 
small, and the heavy curve is practically a circle. Fig. 326 is drawn for tt»d 
following values : 

-«• « 1, oiZ = 6, e = 1,000, El = 1,200. 




I I 



so 100 ISO 

Fig. 327. 



I \ 



-Atf 



We have, in the foregoing, considered only the total power generated by 
the machine, and we now turn to the power given out by the madiine to th^ 
external circuit. For this we have 

P s^.i.COS ^. 

From Fig. 323 we see that 

cos^»sin(7 +a + 8) = sin(7+a).cosS + coe(7 + a).sinS. 
By substituting the values found above for cos £ and sin S, we get 
(Jgi — e . cos y) . sin (7 + tt) + e . sin 7 . cos (7 + tt) 

El 

If we substitute t,, for ._, , . ^ and put 

— «.C0S7.8in (7 + a) + e.sin7.cos (7 + a) = — e.sina 
we get P = e.t^.sin (7 + a)-^.to.sin a (160), 

In order to obtain this output graphically, the line OS in Fig. 327 is 
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drawn so as to make an angle a with the horizontal, and is made equal to 
e.iQ. On 05 a semicircle is described. This semicircle has the same diameter 
as that in Fig. 326, but the angle a is now above the horizontal. For the 
length of any chord, making an angle y with the vector e, we have 

OT ^ OSemfi =«.to.sin (a + y). 
From OT we subtract a constant quantity XT, where 



xr = 



£i 



.sma, 



and the remainder OZ = Or - XT = P. 







zoo 900 €00 900 iOOO iXOO Wt 

I I I — I — I — I I T — t ill — I— +■ 



100 



Fig. 328. 



200 



^mn- 



The length OX is therefore equal to the output P. The locus of all such 
points as X is the heavy black curve, which, as before, differs but little from 
a circle. Theconstants for Fig. 327 are as follows : ^ = 1, luZ = 6,« » 1,000 
and j^i = 1,200 ; a scale of kilowatts is added. 

We proceed now to determine the current corresponding to any value of 
the angle between sjlf. and terminal pressure. The vertical OZ in Fig. 328 
represents e, and the vector OF the S.1C.F. Si. The line ZF corresponds to 
the pressure OF in Fig. 323. Hence, 



or 



'-■k'^Y 



.{ay 



Instead of measuring ZT in volts and multiplying it by i^Ei, we can 
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make a new scale, as shown in the figure, on which the length ZF gives the 
cniient diiectlj. A point J is marked on the vector OF, so that OJis equal 
to ZT. By repeating the constmction for different values of 7, and drawing 
a curve through the points thus obtained, we get the locus t, which shows at 
once the current corresponding to any value of 7. 

The three curves Pi, P and t, from Figs. 326, 327, and 328, are shown 
side by side in Fig. 329. We have already given the constants of the 
machine, but repeat them here, together with other data neoessary for the 
construction of the diagrams. 

JSa = 1, oilr = 6, e = 1,000, El = 1,200, 



tan = ^ = 1= 0-166, sine 



R. 



wL 6 



*o = 



El 



y/Ba^ + (wiy 



ss 197 amperes. 



0-164, 




• 1 1 1 1 1 h— I H 



I I I 



^00 



200 



Fig. 329. 



For the diameters OP and 08^ we have 

OP=^OS^e.H= 197,000 watts, 
QB=: Ei.io.ana^ 38,600 watts. 

JT = ^ .io . sin a = 27,000 watts. 

JSl 

The scales of pressure and power have been chosen arbitrarily. The 
current scale is found by multiplying each figure on the pressure scale by 
xqIEi = 0*164. Hence, tiie same length will represent either 200 amperes or 
1,220 volts. 

It is evident that each value of the displacement between sjlf. and 
terminal pressure corresponds to a definite current, total power and output 
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The part of the vector E\ intercepted between the curves P and Pi represents 
the power lost in heating the armature winding. It increases with the angle 
7, while the output increases slowly beyond a certain point and soon reaches 
a maximum. To obtain a good efficiency it would be necessary to keep to 
the left-hand part of the diagram. 

It is inteiesting to notice that the power taken irom the prime mover 
and converted into electrical power increases as the angle y increases, until 
y ss 90^ + a, when the power Pi reaches its maximum value. This maximum 
is seen from Fig. 326 to be equal to OP + QB, or 

Pi mu » ^ . to + Biio • sin a. 

The increase of power with increasing displacement between E.M.F. and 
terminal pressure is of the utmost importance for the parallel working of two 
or more alternators, as we shall see in the following section. 



103. Synchronising Power of Armature. 

If several exactly similar alternators are working in parallel, and their 
exciting currents are exactly equal, and, moreover, the power given to each 
by its prime mover is the same, then Fig. 329 tells us that the displacement 
between induced BJi.F. and terminal pressure must be exactly the same in each 
machine. Now, as the terminal pressure is common to all the machines, 
it follows that their electromotive forces ihust coincide in phase. This 
means that an armature wire on one machine occupies, at any moment, the 
same position relatively to the poles as the corresponding wire on any other 
machine. The machines are then said to be running synchronously, by 
which we mean that they are not only running at exactly the same speed, 
but that they are also in phase at every moment, the ejlf. curve of each 
machine readiing its maximum at the same instant. 

We are not concerned, for the present, with the way in which the 
machines were brought into synchronism, but will first consider how this 
i^reement of speed and phase, when once obtained, is continually maintained. 
The importance of this question is obvious. As in the parallel working 
of direct-current djmamos, so here, the electromotive forces must be so con- 
nected that terminals of like sign are connected together. If we consider 
the individual electromotive forces, we see that each one is in opposition 
to all the others. From this we see that the electromotive forces of all the 
machines in parallel must have the same value and direction at every 
moment, and must also reverse simultaneously. This can only be attained 
by absolute equality of speed, or, if the machines have unequal number of 
poles, by absolute equality of frequency. 

Such equality of speed could never be obtained by external means. It is 
fortunate, therefore, that the generators themselves exert a mutual influence 
on one another, tending to maintain synchronism. The effect of this can be 
seen from the fact that the connecting rods of two engines driving alter- 
nators in parallel will remain perfectly in step hour after hour. The cause 
of this can be seen by assuming that one of the generators, as a result of 
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some inequality in the turning moment of the engine, gets a little ahead. 
This is equivalent to an increase in the angle 7 by which the E.M.F. vector of 
that machine leads ahead of the vector of terminal pressure. The latter is 
dependent on the other machines and wiU not be materially affected. This 
increase of the angle 7 causes, as Fig. 329 shows, an increase of the output or 
load on the machine. Since this load exceeds the mechanical power supplied 
by the engine, the speed falls and brings the machine back to its nonnal 
position, that is, the angle y is reduced to its normal valua 

If, on the other hand, one of the generators lags slightly behind the other 
machines, its load id decreased in accordance with Fig. 329. The mechanical 
power supplied by the engine will then exceed the electrical load, and the 
excess of power will accelerate the machine until its poles occupy the same 
position, relatively to the armature, as the poles of the other machines. In 
this way the alternators keep the engines in synchronism with mathematical 
accuracy. 

We have assumed that the machines are working on the left-hand part of 
Fig. 329, where an increase of the angle 7 causes an increase of the electrical 
power Pi* If, however, the machines are working in the neighbourhood of 
their mftTiYnnm powcr, an increase of 7 causes a very slight increase in the 
load, so that the tendency to maintain synchronism is smalL If we go still 
further, an increase of 7 causes a decrease in the load, as is shown by the 
dotted part of the curve Pi. As a consequence, the mechanical power 
supplied to the alternator exceeds the electrical load by an ever-increasing 
amount, which accelerates the machine more and more until it is 180^ out of 
phase, when it is evident that enormous currents will circulate between the 
parallel machines and cause the whole station to shut down. It is necessary, 
therefore, to keep to the left-hand side of the diagram, so that the inevitable 
tendencies of the engines to get ahead or lag behind are counterbalanced by 
the powerful sjmchronising forces of the alternators. The importance of this 
in alternators with a large number of poles is evident when we consider that 
a small mechanical displacement of t^ pole-wheel is equivalent to a large 
displacement of phase. 

In the foregoing we have looked upon the synchronising force as being 
due to the increase or decrease of electrical output or load caused by the 
leading or lagging of the pole-wheel. In practice it is more usual to speak 
of the synchronising current, which circulates between the two machines, 
adding itself to the normal current of the leading machine and subtracting 
itself from that of the lagging machine. This current constitutes a load on 
the leading machine, which is thereby retarded, while to the lagging machine 
the current is a motoring current and causes it to accelerate. 

It is evidently important that a small displacement should cause a large 
change in the value of Pi, since this is the condition for a powerful syn- 
chronising force. We might define the synchronising power of the mflAViinft 
as the value of the differential quotient dPi/dy. Now, in equation (159) on 
page 315, we found that 

Pi B 6 . to . sin (7 - a) + ii . to . sin a. 
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Henoe, -r— = « . Iq cos (y — a). 

By means of this equation we can study the effect of armature self- 
induction on the synchronising power. We shall consider the moment when 
the machine is first switched into parallel, when, as we shall see in the next 
section, the e.m.f. and terminal pressure are exactly in phase, so that 7 = 0. 
At this moment 

£1 E\ Ra £1 

80 that, for y s 0, we have 

dPi e.JEi . , V *,e.sin2a 

^ = -g-.8m«.C08(-«) = El.^-^-. 

For given values of E\^ t and B^ this expression becomes a maxinium 
when a a 45^ Le. when the reactance and resistance are equaL Although it 
is not practicable to make the self-induction of the armature so small, it is 
obvious that it should be made as small as possible. If, on the other hand, 
m£ s 0, then a a 90° and sin 2a » 0. The synchronising power of the arma- 
ture disappears, therefore, with its self-induction, so that, although the latter 
should be small, its presence is absolutely essential to the parallel running of 
the machine. 

104. The Parallel Connection of Alternators. 

The connection of an alternator to bus-bars on which other alternators 
are already working is, in many respects, like the similar operation with a 
direct-current generator. If a e^unt dynamo has to be put in parallel with 
other machines which are already running, it is run up to speed on open 
circuit, and its field current adjusted until its E.M.F. is equal to the pj). 
between the bus-bars. The switch is then doeed and the terminals of the 
dynamo connected to the main terminals or bus-bars of the same sign. 

With alternators the machine is started on open circuit and run up to 
speed. The speed must, however, be carefully adjusted so that the frequency 
is that of the bus-bars. The field current is then adjusted until the e.m.f. is 
equal to the p.d. between the bus-bars. As in the case of direct current, the 
switch must not be closed unless we are certain that the machine terminal 
which is positive at the moment is switched on to the bus-bar which is 
positive at that moment. The momentary value of the e.m.f. must also be 
equal to the momentary value of the pj). between the bus-bars. If these 
conditions are fulfilled, the bus-bar f.d. will be exactly counterbalanced by 
the equal and opposite e.m.f. of the machine, and no rush of current will 
occur on closing tlie switch. 

The principal difficulty in connecting an alternator in parallel with others 
is to obtain this exact opposition of phase. It is almost impossible to main- 
tain it for very long, and some indication is required as to the correct moment 
for closing the switch. Olow-lamps are generally used for this purpose, as 
shown in Figs. 330 and 331. In the first figure the lamps are coimected 
T. E. 21 
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across the terminals which will be connected by the switclh Wh^i the 
speed of the machine is almost correct, the lamps will slowly alternate 
between darkness and brightness. The switch should be dosed daring the 
period of darkness, as the pj>. of the bus-bars and the B jcf. of the mftAhm^ 
are then in opposition, as shown by the signs in Hg. 330. These signs refisr, 
of course, to one moment only. 

In the arrangement shown in Fig. 331 the correct moment is indicated 
by the lamps burning with their maximum brilliancy. The plus and minus 
signs indicate the state of afihirs at the correct moment for dosing the 
switch, and it is evident that, so far as the two lamps are concerned, the 
bus-bars and the generator are connected in series, thus causing the lamps to 
bum brightly. . 

Some experience is required to be able to dose the switch at the oonect 
moment. It is evident that it is a fieur more difficult operation than switdiing 
in a D.G. dynamo, since neidier the frequency nor the phase can be determined 
with mathematical accuracy. Such great accuracy, however, is not neceasaiy, 





Fig. 330. 



Fig. 331. 



as the sjmchronising power of the machine comes into play directly Uie switch 
is closed, and almost immediatdy pulls the machine into sjmchromsm. 

So long as the machine remains imloaded the conditions are the same as 
with direct current. The p.d. between the bus-bars and the Bjf .F. of the 
machine are equal in magnitude and in direct opposition, so that both the 
current and the load on the machine are zero. The fundamental difference 
between the parallel operation of d.c. and A.a machines is seen, however, 
when we consider how ^e newly-connected machine can be made to take its 
share of the load on the station. 

We may consider a d.c. shunt dynamo running light, Le. without delivering 
current to the bus-bars, to which it, in common with several large dynamos, 
is connected. To make the machine take a share of the load its field current 
is strengthened, and thereby its E.M.F. increased. The armature current 
increases in accordance with the equation 

. ^- e 
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This increase of oorrent causes an increase in the electrical power generated 
by the djnamo. The former supply of mechanical power is not sufficient to 
meet this new demand, and the machine slows down. As the engioe slows 
down, the balls of the governor fall and admit more steam, until the 
mechanical power supplied by the engine is equal to the electrical power 
or load jff • ta*. 

When this new state of equilibrium has been reached the machine runs 
steadily at a speed somewhat lower than that at no-load. That the speed is 
lower follows from the fact that the governor balls must oooiqiy a lower 
position in order to admit the increased steam supply. The fall of speed is 
generally very smalL We have seen, therefore, that the load on a shunt 
dynamo is varied by means of the excitation. The dynamo reacts on the 
prime mover and causes a small variation of speed, by means of which the 
supply of power is varied between wide limits. It might be said that 
the supply adjusts itself to suit the demand, Le. the steam-engine supplies 
what tJie dynamo demands from it. 

In an alternating current system, however, the relations are quite 
diflferent. We shall assume that the machine under consideration is small 
and that there axe several large machines working on die same bns-bars, so 
that the terminal pressure and speed of the large machines are not appreciably 
affected by manipulations on the smaller one. We can therefore assume that 
the terminal pj>. and the frequency are constant. The question is: How 
can we load the small alternator which we have put in parallel with the 
other machines ? The first suggestion is naturally to increase the excitation, 
and with it the B.M.F. As we should expect, we obtain an increased current, 
but, to our surprise, neither the wattmeter deflection nor the supply of steam 
is increased. Since the power is unchanged in spite of increased current 
and E.1CF., we conclude that the ][Aiase displacement between E\ and x must 
have increased. 

On further examination, however, we see that it is impossible that the 
load on the generator could be varied by means of the excitation. The 
machine either runs at the synchronous speed or it &Us out of step, so that 
the increase of excitation has no effect on the speed of the engine or on the 
position of the governor balls. The steam supply is the same as before, and 
the power is consequently unchanged. The mechanical power transmitted 
from engine to generator is the same as when running light before switching 
into parallel, and is not affected by varying the excitation. To increase the 
power we must shift the weight on the governor or adjust it in some way, 
either by hand or by means of a small motor controlled from the switch- 
board. By this means the steam supply is increased without any variation 
from the constant speed corresponding to the frequency of the station. 
Hence, the Idad on an alternator is varied by altering the mftfth^ninA] power 
supplied to it. 

* At we have Menmed the totel load on the station to he oonitant, the load on any machine 
can only increase hy a timnltaneoos deoieaae ooonrring In the load on the other madiinee. The 
only way this can oooor, howerer, is hy a ▼ ari atJon in their terminal pressore. This change in s 
is very small, and we have ne^^ected it. 
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The question naturallj arises as to the manner in which this antomatic 
adjustment of the electrical ontput takes place with eveiy change in the 
supply of mechanical power. The first result of an increased steam supply is 
an acceleration of the generator. This acceleration lasts only a moment, suice 
a slight forward movement of the S.1C.F. vector in Fig. 326 increases the load 
until it corresponds to the steam supply. By steadily increasing the output 
of the steam engine, that of the generator can be increased until the machine 
is working in the neighbourhood of its TnaYinmni power (Fig. 326), yrhea 
there is great danger of fedling out of step. 

There is a similar difference between the procedure to be followed when 
disconnecting D.o. and A.O. machines fixmi the bus-bars. Before disoonnecting 
a shunt dynamo its load must be removed by weakening its excitation. The 
current firom an alternator, on the other hand, is reduced to zero by manipu- 
lating the governor or gradually reducing the steam supply. 

From what we have just said it might appear that there is no need for an 
automatic governor on the steam engine, since the speed of the engine ia 
fixed by the frequency of the station, that is, by the speed of the other 
machines. This conclusion is quite right so fiar as one machine is concerned, 
since its governor could be clamped without any change in the working of 
the station. If, however, we desire the load on the station to be equally 
shared between all the generators, even when the load is very variable, it is 
evident that the governor on each machine must automatically regulate the 
steam supply. A large load will then cause a general drop in the frequency, 
and a greater supply of steam to every madiine. The frequency can be 
brought up to its previous value by adjusting the steam supply to every engine. 

Another interesting question deals with the effect of a change in the 
excitation, since we have seen that it is without effect on the power. It is 
evident that the terminal pressure of the station would be increased by 
strengthening the field of every machine. What we wish to consider, how- 
ever, is the effect on a machine of strengthening its field current without 
changing the excitation of the other machines, and therefore without 
materially altering the terminal pressure. This question will be considered 
in the next section. 

/ / /^ 

105. The Efifect of Field Regulation on Alternators 

in Parallel. 

In this section we shall consider the changes which occur in an alternator, 
working in parallel with a number of other alternators, when its field current 
is varied. The terminal p.d. will be practically constant, and we shall assume 
that the mechanical power supplied to the generator by the engine is abo 
constant. 

If, in the first place, we neglect the armature resistance, we have, from 

pageSH 

Pi = — ^.smy (a). 
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In Fig. 332, the terminal p.d. e is drawn verticallj, lagging behiiid the 
vector El by an angle y. OF is the direction of the current vector, lagging 
behind e by an angle ^. 

Since Pi and e are constant, the triangle OCE 
must have a constant area, for it is equal to 
e . J?i . sin 7, which from the above equation is 
equal to Pi . wL, Hence, as i^i is varied by 
strengthening or weakening the field current, 
the point E must move up and down the vertical 
Une^B. 

The line CE represents the drop in the 
armature wL . i, 9(f out of phase with the cur- 
rent If the excitation be altered until Ei s OD, 
the drop utL . i will then have its minimum value 

CD 
CD, and as sin 7 will then equal j^, we see, from 

equation (a), that 

^^^Pi.oiJ 




Kg. 332. 



This is also obvious from the fact that the current is then in phase with the 
terminal p.d. Hence, if the field current be adjusted until the armature 
current is a minimum, the machine is then loaded non-induotively. If the 
excitation be increased, the current will lag, whereas if it be decreased, the 
machine will deliver a leading current to the bus-bais. 

The figure shows, moreover, that the value of Ei cannot be reduced below 
OB. If the field be further weakened, the machine breaks out of step with 
the bus-bars, ie. with the other machines with which it is in parallel 

If the armature resistance be taken into account, the results obtained are 

very similar, as we shall now show. 

El 

If we take equation (159) on page 315, multiply each side by -. — : — > 

and then add \k—- — ) , we get the following equation, in which we have put 
— cos (90* + 7 — a) instead of sin (7 — a). 

' V2sma/ sma \ ^ r i^j.smo \2sina/ ^ ^ 

E 
Since -r^ is the internal impedance of the machine, and is therefore 
u 

constant, we see that the light-hand side of the equation is constant for all 

excitations, for Pi and e are both unaffected by the variable excitation. For 

the sake of shortness we may represent the right-hand side of the equation 

by Ifi. Now, an equation 

a« + j»-2a.icos9=r(? 

represents a triangle with sides a, b and e, of which the sides a and b enclose 
an angle 9. Equation (161) is of this form, and can therefore be represented 

by a triangle with sides Eu 5—: — and B, in which the two former sides 

^ sin o 
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enclose an angle 90^ + 7 — a. This leads to a very simple diagram, from 
which the value of the angle 7 between the B.1C.F. and p.d. vectora can be 
seen for any given value of Ei. From the point in Fig. 333 a vertical line 
OC is drawn equal to the terminal pressure t. Another line OA is drawn at 

an angle a with the horizontal^ equal to x— ? — . The point A is half as high 

as the point C. With A as centre, an arc is drawn with a radius equal to R^ 
ie. equal to the root of the right-hand side of equation (161). A line OB is 
drawn, making any given angle 7 with OC^ and meeting the arc at the point 
E. The triangle OAE must be the above-mentioned triangle, for its two 
sides OA and OE enclose the angle 90^ + 7 — a and its third side is IL The 
side OE is consequently equal to the S.M.F. j^i, and it is ahead of the pj>. 
vector 00 by the angle 7. The point E moves on the circular arc and gives 




' I I I ■ I » 

10 W iOO 



t I 
200 



t— 1 



Fig. 333. 



the corresponding values of Ex and 7. The diagram is actually drawn for tiie 
relations previously assumed, viz. 

e « 1,000, ^ « 1, itfZ c= 6, 

and the constant power Pi, which, it will be remembered, includes the loss in 
the armature winding, is taken as 100,000 watts. It is evident that, for the 
same value of Ex, viz. 1,200 volts. Fig. 333 must give the same angle 7 as is 
found in Fig. 326 for Pi « 100,000 watts. 

The e£fect of varying the excitation can be seen very plainly fix)m the 
diagram. By gradually decreasing the field current, the length of the vector 3% 
is decreased, the point Amoves down the arc towards B, and the angle 7 grows 
larger and larger. This is exactly what we should expect fi:om a mechanical 
point of view. On suddenly decreasing the S.1C.F. the electrical power is 
momentarily reduced, with the result that the supply of mechanical power 
is, for a moment, greater than that converted by the machine into electrical 
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power. This oauses a alight acceleration and an increase of the angle y, 
which brings Pi up to its former value, corresponding to the unaltered supply 
of mechanical power. 

If the weakening of the excitation be carried far enough, the point JE 
arrives at B^ so that Of is in line with OA. This length OB represents the 
smallest b.h«f. with which the machine can take an input of 100,000 watts, 
or inversely, 100,000 watts is the largest power which the macJiine can take 
for an ejc,?. equal to OB. If the excitation is decreased any further^ or 
the input fix)m the engine increased, or even if the angle y is momentarily 
increased owing to any slight irregularity, the machine will fall out of step. 
As in Fig. 326, the angle y corresponding to this TnaTimum power is equal to 
90^+ o. For ordinary practical working it is evident that y must be small, 
so that there is no danger of the machine falling out of step. 

It is of great interest to know which value of the excitation would give 
the most efficient working for the given input P^ If we assume that the 
i^Ba loss in the armature is the only variable loss, the efficiency will be 
a maximnm when this loss is a minimum, that is, when the current is a 
minimnTn. The drop of pressure in the armature, which is represented in 
the figure by the line CE, is proportional to the armature current This will 
be clearer if we turn to Fig. 323, where the triangle BOF corresponds to the 
triangle OCE in Fig. 333. As in equation (a) on page 317 

By substituting the values Ba^l, wL^ 6, and Ei » 1,200 we obtain the 
scale of amperes in Fig. 333; viz. 

t = j3^.(7if= 0-164 CK 

The scale at the foot of the figure expresses the length CJE directly in 
amperes. For highest efficiency the vector CJS must be a minimum, that 
is, it must be in a straight line with AC. CD must therefore represent the 
minimum current, which is found from the scale to be 91*6 amperes, the 
corresponding &1C.F. OD being 1,220 volts. The loss in the armature winding 
will be 

i«. J!; « 91-6M « 8,400 watts. 

This is a very excessive armature copper loss for a machine of 100 kilowatts 
input, but it has been so assumed for the sake of deamess in the diagrams. 

Since the input Pi is constant, the w^^t^iTnnm value of the losses will give 
the maximum nett output P. 

For any other value of the excitation, whether the point E lies above or 
below 2>, the current will be larger, and the efficiency consequently lower. 
It is evident, however, that the variation is very small in the neighbourhood 
of the maTJmum, since the excitation can vary considerably on either side 
of D without any great change in the current 

This latter circumstance is shown very clearly by plotting a curve with 
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the E.M.F. as abscissa and the corresponding current as ordinate. The curves 
obtained in this way are known as the V-coryes, because of their peculiar 
shape. Two such curves are shown in Fig. 334 ^ which the abscissae are 
made equal to the various values of OE in Fig. 333, while the ordinates 
are equal to the corresponding values of CE. It is evident that there is 
a certain excitation for each load, at which the current is a minimuni. The 
left-hand branch of the curve is that along which we are running the danger 
of letting the machine fall out of step by decreasing its excitation beyond 
the allowable limit. 

It is evident from Fig. 333 that the ejc .F. could be varied over a wide 
range without much effect on the current, if the circular arc were further to 
the right, so that CE were longer. Hence, machines with a large internal 
inductive drop % . oiZ are comparatively insensitive to changes of excitation. 
This would be shown by flat V-curves. 

If the inductive armature drop is small the V-curves will be more sharply 
pointed. Although we cannot vary oiZ we can decrease the drop • . cnZ by 
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decreasing the current «, that is, by working on a smaller load. If Hg. 333 
be drawn for a small input Pi, CE will be shorter and the arc will be nearer 
to the vertical 0(7. The result is shown in Fig. 334 in the lower curve, 
which has been drawn for avalue of Pi equal to 65 kilowatts. It is decidedly 
more acute than the upper curve. 

We must now consider the power-factor of the power supplied by the 
generator to the bus-bars. The angle ^ between the terminal pressure and 
the current can be found in Fig. 333 by drawing a line EF so as to make 
an angle a with EC^ and then dropping a perpendicular fixim on to EF. 
The triangle EOF is evidently identical with the triangle OB A in Fig. 323, 
and the angle COF is the required phase displacement ^. Moreover, we 
have from Fig. 333. 

OA^ 



2 sin 



or 



e 



X = OA . sin a. 
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The triangle OAC is therefore isosceles, and AC makes an angle a with 

the horizontal The three following equations are evident from the geometry 

of the figure 

€ = 90° + o, 

^ + y = 90°-(a + 8), 

and 180^ = € + /3 + y + 8. 

By adding up each side we find that 

Hence, the angle by which the current vector lags behind the vector of 
terminal pressure is given by the angle between the lines CD and CE. If 
the excitation be adjusted to give the e.m.f. OD, the angle /3 vanishes and 
the current is in phase with the terminal pressure. This agrees with the 
previous calculation for this point, for which the input was 100,000 and 
the loss 8,400, thus giving an output of 91,600 watts. Since the current 
was 91*6 amperes and the p.d. between the terminals 1,000 volts, it follows 
that the power-factor cos ^ must have been unity. 

It might, at first sight, appear preferable to excite the machine so that 
cos ^ s 1 and the losses are a minimum. I^ however, the external circuit 
be at all inductive and this one machine be so excited that its current has no 
wattless component^ the wattless component of the external current must 
be borne entirely by the other machines. It would evidently be a much 
better arrangement to share the wattless current equally between the various 
machines, or rather, so as to make the power-factor the same for every 
machine. 

If the excitation of our machine be greatly increased, the point E moves 
further up the arc and the current lags far behind the terminal pressure 
vector. The machine delivers a heavy lagging wattless current, which causes 
the necessary armature drop Ei — e. On the other hand, by weakening the 
field current, we cause the point E to move down towards B. The angle /3 
or ^ becomes negative, which means that the current vector leads ahead 
of the terminal pressure. The electromotive force Ei, which is equal to OE, 
becomes smaller than the terminal pressure e. This is due to the magnetisi(ig 
effect of the leading armature current. This case can occur if the load 
consists of a synchronous motor, since by strongly exciting the motor, its back 
B.1C.F. can be made to exceed the X.H.F. of the generator. The terminal 
pressure of both machines will then have some value intermediate between 
these electromotive forces, and consequently greater than the S.1C.F. of the 
generator. 

The importance of the diagram in Fig. 333 is obvious when we consider 
that it enables us to read off directly the electromotive forces, the currents 
and the power-factors, and gives us, moreover, a clear insight into the 
mechanical and electrical changes caused by varying the excitation. 
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106. Phase-swinging of Alternators. 

We shall consider an alternator connected to bos-bars, the pj>. and 
firequency of which may be taken as constant. For a prime jnover ye shall 
assome a turbine with a perfectly nnif orm toming-moment. I^ owing to 
any sudden variation in the load or in the ezeitati0n» the machiiiB be 
momentarily a trifle ahead of its normal position, the load Pi, which is 
practically proportional to the an^e y, will exceed the supply of mechanicsl 
power, and the machine will be retarded. It will not stop when it arriyes at 
its normal position, but will swing past it like a pendulum. It will then be 
behind its normal position, and the conesponding value of Pi will be less 
than the supply of mechanical power. The machine will therefore be ao* 
celerated and will pass again through its normal position. It is evident that 
the machine has an oscillation superposed upon the uniform rotation, and 
this oscillation is gradually damped out by the eddy currents which are 
caused by it. 

Now, the rate at which the power or load Pi increases with the angle 7 
was seen on page 321 to bee. to. cos (7 — a) per radian. In actual pnctioe 

the an^e o, the tangent of which = —y, is very small, and the ang^ 7 by 

which the terminal pj>. lags behind the S.M.?. does not exceed 10^ or 20^. If 
the latter were larger it would mean that the self-induction of the armature 
was big and that the overload capaci^ of the machine was small Very little 
error will be introduced by putting cos (7 — a) «* 1. The torque is given 

by dividing the power by the mechanical angular velocity 2r • 'j^. Again, a 

mechanical displacement of 1 radian represents an electrical phase displace- 
ment of p radians, and, finally, 1 meter-1^ per second is equal to 9*81 joules 
per second, ie. 9*81 watts. With the aid of these relations we find that the 
torque due to the load on the alternator differs firom its mean value by sb 
amount, per radian of mechanical displacement, equal to 

Jf.» ^•'•^^ - o.g-oi' °«t..kga («> 

9-81. 2ir.- »«l-^»""- 

If the moment of inertia of the revolving part of the machine be 
I kg.-met', then we know from mechanics that the time of a complete 
oscillation will be given by the equation 



'-''n/S"^"^ ^^ 



n, for example, / « 53,300, i? « 32, - = 485, e = 3,000, s = 670, the tiine 
of a complete oscillation works out Bit ^ 0*55 second. Hence, the ma c h ine 
would swing through its neutral position about four times per second, twice 
going forward and twice moving backward. 

We turn now from these natural oscillations of the alternator to the forced 
oscillations caused by the inequality of tuming*moment of any reciprocatiDg 
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engine. To simplify tiie matter we may imagine the alternator to be re- 
plaoed by a d.o. dynamo. We shall let ti represent the time which elapses 
between two snocessive maxima of the turning- 
moment The turning-moment diagram will be 
irregular, but may be represented approximately 
by a sine curve, as shown in Fig. 335a» in which 
the ordinates measured ttoxa EH represent the 
total torque of the engine, while, by measuring 
fix)m 02), we get the amount by which the torque 
differs from its mean value. If Mt^ s AO^ the 
maTiTuum excess turning-moment, then we have 
for the TnaTiinum angular acceleration 

ai = 9-81^'. 

This is the rate at which the angular velocity 
of the dynamo or flywheel is changing at any 
moment. It is a Tnaximum when the turning 
moment is a maximnm, as shown in Fig. 3355. 
So long as the acceleration is positive the angular 
velocity will increase, and will therefore attain 
its maTimnm value at the moment B (Fig. 335c). 
the normal angular velocity by an amount ^i. 




Fig. 336. 



At this moment it will exceed 
To find tax we must multiply 

the average value of tiie acceleration by tiie time ^, since the velocity was 

normal at A. The mean value of a sine function is equal to its maximum 
value multiplied by 2/r , so that 



«in 



^ 2 h 2 . 9-81 k.Mt, , V 



So long as tiie velocity is above the normal, Le. while ta is positive, the 
forward displacement of the flywheel increases. It will reach its maximum 
value of ci radians at the moment C. To find the value of ci we must multiply 
the average value of ^ by tlie time ^i/4, thus 

2 ^^ <i_9-81 ti^.Mt, 



<i = - 



•4 4ir» 



W 



13iis is due entirely to the steam engine, and is true for any load, 
electrical or otherwise. We must now consider the effect of the alternator 
on the angular displacement. We shall assume that the engine forces the 
alternator to oscillate with the firequency determined by the turning-moment 
diagram. When the displacement is forward the alternator load is increased, 
and when the displacement is backward the load is decreased, which is equi- 
valent to an accelerating force exerted on the machine from the bus-bars. 
Now, by comparing Figs. 836 a and i, we find that the machine has its 
extreme baokward diaplacement at the moment when the turning- 
moment of the engine is a maximum. At the same moment the accelerating 
torque supplied from the bus-bars (see equation a), is a maximum, so that 
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these two forces are exactly in phase, having a forward maxiinnTn whem the 
machine is in its most backward position and a backward or retarding 
maximum when the machine is in its extreme forward position. Every 
change of displacement from the normal position corresponds to a change in 
the power supplied to the bus-bars, and these variations may be so consider- 
able as to render parallel operation impossible. 

The variations of engine torque (Fig. 336a) with a maTimnm amplitude 
Mi^ produce, if acting alone, a displacement of n (Fig. 336^ and equation d), 
but this displacement causes a synchronising torque in the alternator, which, 
as we have seen, acts in the same direction as the engine torque and therefofe 
increases the displacement ci, this again increases the synchronising torque, 
which causes a further increase of the displacement The ultimate result of 
this cumulative oscillation depends on several things, including the damping, 
which we shall neglect for the present. If the oscillation finally reaches a 
steady state with a displacement amplitude of € instead of the initial tu the 
electrical torque, which we may call iff,, will be equal to eJfi, since Mt was 
shown in equation (a) to be the torque per radian displacement This final 
displacement c is produced by the joint action of Mt^ due to the engine and 
Mi^ due to the alternator. Hence, instead of equation {d) we have 



_9-81 h\Mt, + JlfQ .. 

" 47r» * / ^^^• 



If we compare equations (b) and {e) we shall find that 

"? " Mt, +'Mt, " Mt, + Mt, ^^• 

where ^i is the time between two maxima of the engine torque, and t is the 
time of a complete oscillation of the alternator if left to itself. 

We shall now consider three different cases. 

Case 1. By making the flywheel heavy we can make the natural period 
of vibration t greater than the period ti of the forced oscillations due to the 
engine. This is the usual case in practice. Equation (/) will represent a 
proper fraction, and the efiGects of Mt, and Mt, must be additive as we saw in 
Fig. 336, where the maximum engine torque coincided with the extreme 
backward position. The effect of parallel running is to increase the amplitude 
of oscillation in the ratio 



£ Mt, + Mt, _ fi ] 

fi'' Mt, "^^^^"J^Hl 



1 (?). 



The increase in the amplitude is evidently smaller when the natural period 

t is very long compared with the forced period ti. The engine in the example 

on page 330 was a tandem compound engine with a single crank. It ran at 

85*2 
85 r.p.m., so that there were -^ impulses per second, or 

^1 = 5e-o = 0*353 second. 
85*2 
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We found the natural period ^ to be 0*55 second, which gives an increase 
of amplitude of 

€ 1 



VO-55/ 



= 17 



Case 2. If the natural period t of the alternator is exactly equal to the 
forced period ti, equation (/) shows that the initial displacement due to 
the engine alone will be negligible compared with the increase of amplitude 
due to the synchronising forces. Equation (g) leads to the same result, viz. 
that c/ci will be infinitely big. This is a case of resonance, and the oscillation 
rapidly becomes so large that the machine falls out of step. This danger 
must be avoided by making the natural and forced frequencies decidedly 
unequaL The oscillations would, of course, only be infinitely large were 
there no damping, and there is always some damping. 

Case 3. If the inertia of the rotating masses is small the natural period 
t will be smaller than the forced period ^i. Although unusual in the case of 
generators, this is met with in synchronous motors and rotary converters, 
where periodic variations of the load replace the disturbing efiTect due to an 
engine. From equation (/) we see that f or ^ to be smaller than ^i, the 
difference between Mt^ and if<, must be taken instead of their sum. This 
means that when the fldtemator has its extreme backward position, the engine 
torque is not a maximum and assisting the synchronising torque of the 
alternator, but is a TninimnTn The forward acceleration at this moment is 
due to the synchronising torque of the armature, which is more than sufficient 
to counterbalance the deficiency of torque from the engine. 

Equation (jg) will now give a negative value for the ratio - in which the 

amplitude of oscillation is increased by parallel running. This means that 
the oscillation is not only magnified but is reversed in phase with regard to 
the engine torque. 

As in the first case, so here, we see the advantage of makiog the natural 
period t differasmuch as possible from the period ^lof the forced oscillations. 
In the present case this difference is increased by decreasing the moment of 
inertia of the revolving system. 

In the case of generators, however, the natural period t is generally 
greater than the forced period ti of the engine impulses, so that the parallel 
operation is only made possible in many cases by increasing the value of t 
Theite are two ways in which this can be done. K choldng coils are con- 
nected in the leads between the machine and the bus-bars, the short-circuit 
current ^ is reduced. This reduces the synchronising torque per radian Mt 
(equation a) and consequently increases the period t (equation b). The 
introduction of choking coils is often the only way in which rotary converters 
can be prevented from hunting. The second way of increasing ^ is by 
increasing the rotating masses. This is a very effective method, since it 
reduces both the amplitude due to the engine alone and also the ratio in 
which this amplitude is increased by the synchronising forces. 

A third method of reducing the amplitude of the oscillations is due to 
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Leblanc, and consists in the utilisation of the damping action of the eddy 
currents produced by the oscillation. To increase the eddy cunents the pole- 
shoes may be solid, or, if laminated, may have copper rods embedded in hcdee 
running azially through the pole-shoes, and connected to copper plates 
flanking the pole shoes on either side. Each pole-shoe has usually about 
half a dozen (^ these copper bars, and the whole forms a shortHurcuited 
squirrel cage winding. When the poles swing, currents are induced in this 
so-called amortisseur winding due to its cutting the field produced by the 
armature currents. We knpw from Lenz's law that these induced currents 
will tend to stop the motion producing them, that is, they will tend to damp 
out the oscillations. This device has the further advantage of keeping Uie 
machine, say a rotary converter, in step on a sudden heavy overload of 
momentary duration. The damping winding acts as an induction motor oa 
the sudden retardation of the machine, and diminishes its amplitude. 

The comparison of the damping winding with an induction motor enables 
us to see, however, why the device is not always effectiva The braking 
action is not due entirely to energy dissipated in the damping coils, but we 
have an actual induction machine, sometimes running below synchronous 
speed and taking power from the bus-bars to drive it as a motor, and at 
other times running as a generator above synchronous speed and supplying 
electrical power to the bus-bars. The maximnm value M4 of the Hflrnping 
moment will occur when the machine is swinging through its neutral 
position, for it is then that the oscillating velocity is a maximum. It will 
be proportional to this velocity, and, since it always acts against the direction 
of motion, it will have a negative maximum at the moment B in Fig. 335 c. 
It is always 90^ ahead of the synchronising torque Mt^ The resultant total 
torque will be the resultant of the three torques Jfi,, Jfc, and Md. 

We shall consider the effect of damping in the case generally met with, 
viz. where the flywheel is so heavy that the natural oscillations of the alter- 
nator are slower than the forced ocdllations caused 
by the engine. In Fig. 336 OB is the total torque, 
neglecting damping; it is made up of the part Jfi, v^AB 
due to the engine, and the part Ifi, a OA^ which we 
assume to be the greater, due to the variation of 
power supplied by the alternator to the bus-bars. 
13iis total torque OB produces a displacement of 
such magnitude that the synchronising torque exerted 
by the alternator is equal to OA. Instead of using 
rectangular co-ordinates with abscissae representing 
time as in Fig. 336, we employ here a vector dia- 
gram, the length of the veotm representing the 
maximum values. If we assume for the moment that the addition of the 
damping still leaves the total torque OB unchanged, the resulting dis- 
placement, and therefore also the synchronising torque Ifc, s OA^ will be 
the same as before. The damping torque will be represented by a vector 
OD 90"^ ahead of OB, of a length depending on the design of the machine, 
but proportional to OA^ since OA depends on the mayimnm displaoement 
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and OD on the velocity with which the machine swings through the normal 
position. 

Since we have assumed that the resultant torque is still OB, and therefore 
that Jfc, is still OA, and since OB must be the resultant of Md, Mt^ and the 
excess engine torque Jf<p we see that the latter cannot now be AB, but must 
be represented both in magnitude and phase hj the vector OF. As a matter 
of &ct, however, lf|, will be the one constant magnitude of the whole 
diagram ; hence, we see that our diagram should be reduced, so as to make 

AB 

OF represent the actual Iffp that is, in the ratio -jjp. Both the synchronis- 
ing torque Mt^ and the damping torque Md are produced electrically, so that 
their resultant OE (reduced in the ratio AB/OF will represent the fluctua- 
tions of power supplied to the bus-bars. Before the damping was present 
this fluctuation was due only to Mt^ s OA. It has therefore been decreased 
in the ratio 

AB 



OE. 



OF OE AB 



^XA EB'OA' 

It is evident that OE : EB is nearer unity than AB : OA, so that the latter 
ratio determines whether the fluctuations of power will be decreased or 
increased by the damping. It will only be beneficial when A is below the 
mid-point of OB, that is when 

^''i^'' >2 or M^>if,,, 

We saw in equation (a) that ^\, — - ia equal to the ratio - in which 

the amplitude of the oscillation is increased by the e£fect of parallel running, 
and that, for this to be larger than 2, the moment of inertia of the moving 
parts must be smaU. The efTect of damping wiU consequently be very 
advantageous in such cases as rotary converters, where there ia no flywheel, 
apart fix)m the armature of the machine itself, and generators driven by two- 
or three-crank engines with four or six impulses per revolution, in which 
case the flywheel can be made very small on account of the uniform turning- 
moment 
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107. The prinoiple of the synchronoiu motor. — ^106. Synohzonoiu motor with oomtent pj). 
and excitation. — ^109. Synchronoos motor with oonstant load and variable exoitation. 

107. The Principle of the Synchronous Motor. 

There are thiee headings under which all alternating current motors can 
be roughly classified. The synchronous motor, which we shall consider in 
the present chapter, runs at exactly the same speed whether loaded or 
unloaded; the asynchronotis or induction motor slows down slightly with 
increasing load ; the commutcUor motor is similar to the D.c. motor a^ has 
similar characteristics. Synchronous motors are generally polyphase, induc- 
tion motors either single phase or polyphase, and commutator motors 
generally single phase. 

Any alternating current generator will run as a synchronous motor, 
whether single phase or polyphase. In Fig. 337 is shown the north pole of 
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a generator, which is rotated clockwise, inducing thereby an S.1L?. in the 
armature wire shown. If the external drouit is dosed, the inre will carry a 
current which, neglecting phase displacement, will flow away from tiie reader. 
The armature current and magnetic field will produce a torque which must 
be overcome by the mechanical torque exerted by the engina It follows 
from this that, if the field be exdted as before and alternating current be 
supplied to the armature, the machine will rotate as a motor in the opposite 
direction. 

A moment later the north pole in front of the wire will be replaced by a 
south pole. In order that the torque may still act in the same direction as 
before^ the current must have reversed its direction during the interval It 
is therefore.necessaiy that the speed of the pole-whed be in exact agreement 
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with the firequency of the alternating current, even at the moment of switch- 
ing on the motor. K the motor have p pairs of poles and rotate at ^ revo- 
lutions per second, then 

n '^i 

60 '^y 
where '^'i is the frequency of the a.c. supply. The synchronous motor must 
be brought up to the synchronous speed by some external means before the 
armature is connected to the mains. There are several ways of doing this. 
If the field current is supplied by a direct coupled D.c. dynamo, this can be 
used as a motor and driven by a battery or other D.c. source if available. 
This method is also available if the synchronous motor is used for driving a 
D.c. dynamo. Sometimes a small induction motor is supplied specially for 
starting up the synchronous motor. Another method, largely adopted in the 
United States, is to open the field circuit, and supply the armature with an 
A.O. at half or a quarter of the normal pressure by means of a transformer. 
The machine is brought up to speed by means of the eddy currents induced 
in the pole-shoes by the rotating field, as we shall better understand after 
studying the induction motor. This latter method is only applicable to 
polyphase motors. The necessity of bringing the synchronous motor up to 
speed in some way or other, before switching it on, prohibits its employment 
in a great number of cases. 

The operation of switching in the motor when it has reached synchronous 
speed is exactly the same as connecting an alternator in parallel with others. 
To make this clear, we may assume that it is quite undecided whether to use 
the machine as a generator or as a motor. Such an assumption is quite praoti- 
cable if the motor drives a d.c. generator connected across the terminals of a 
battery of accumulators. If the excitation of the dynamo be increased until 
its S.M.F. exceed that of the battery, the battery will be charged, and the d.c. 
machine will work as a generator. If, on the other hand, the excitation be 
weakened until the B.M.F. falls below that of the battery, the current will be 
reversed, and the battery will drive the d.c. machine as a motor. 

To connect the A.C. machine to the A.C. supply, we follow the procedure 
of Section 104, and bring the machine up to the correct speed by means of 
the D.a machine acting as a motor. The field current of the A.C. machine is 
then ac^usted until its E.M.F. is equal to the supply pressure. The switch 
must be closed at the moment when the sj(.f. of the generator is exactly 
opposed to the p.d. of the mains, as indicated by the phase-lamps. If the 
moment is correctly chosen the main ammeter will not be afTected, because 
of the exact opposition of B.M.F. and supply pressure. The power required 
to run the machine light will still be supplied by the D.c. machine. 

To make the a.c. machine act as a generator its supply of mechanical 
power must be increased. This is accomplished by weakening the field 
current of the D.c. machine. As a general rule, the speed of a D.a motor is 
increased by weakening its field. In the present case, however, the speed is 
fixed by the frequency of the A.C. supply, and a weakening of the field must 
result in a lowering of the sjlf. This will enable the battery to send a 

T. E. 22 ^ ;t 
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larger current through the armatue, in accordance with the equatkn 

ic = -^ — . This larger current produces an increased torque, sboe the 

weakening of the field is very small compared with the resulting increase of 
current. The acceloution produced by this increase of torque brings the 
poles and armature winding of the A.c. generator into such a relative position 
that the electrical load or output is gradually increased, as shown in Section 
102, until the increased mechanical torque is exactly balanced. The hx. 
machine has thus been made to act as a generator by accelerating it, or 
rather, attempting to accelerate it, by an external mechanical torque. 

We shall now reverse the procedure, that is, we shall strengthen the field 
of the D.a machine, instead of weakening it. Since the speed is fixed, the 
effect of strengthening the field is to increase the S.M.F. until, when it 
exceeds the B.M.F. of the battery, the currait reverses and the cdb are 
charged by the D.c. machine acting as a dynamo. The A.C. machine must 
now be acting as a synchronous motor. The power supplied by the battery 
to the motor-generator set was first positive, then nil, and, finally, negathra 
This must cause a retardation or lagging of tlie machines, which brings the 
poles and armatuie windings of tbeSt^iator into sacha lelative p^ 
that the torque exerted by the alternator corresponds to the load cm the A>.a 
dynamo. The A.C. machine has, therefore, been caused to act as a mptor, 
simply by the retardation, or lagging behind, of the rotating part. Im the 
next section we shall endeavour to make the action clearer by means of 
vector diagrams. 

io8. Synchronous Motor with Constant Excitation 

and Variable Load 

The vector diagram of the synchronous motor is very similar to that of 
the A.C. generator. In drawing the diagram (Fig. 339) we must consider the 
induced B.M.F. E as being a back S.M.F., acting more or less in the opposite 
direction to the current and applied terminal pressure t. The vectors e ^ OK 
and £ s OB have a resultant OF, which must be the pressure used in driving 
the current through the armature against its resistance and self-inductioD. 
The resultant OF may therefore be resolved into two components, one CD to 
overcome the resistimce, and the other OC to counterbalance the effect of 
self-induction. As before, we shall designate the angle by which OF lagi 
behind OC by the letter a. The current i must be in phase with the con- 
ponent OD, and lags therefore behind the terminal pressure e by the an^ f 
From the fundamental principles of a motor we know that the current mmt 
be more or less opposed to the back B.M.F., which we see is the case is 
Fig. 339. It is evident, moreover, that at no-load, that is, on first closing tlie 
switch, the vector F will lie along the dotted line, since there is no cuneBt 
and the resultant of F and e must consequently vani^ As the motor ii 
mechanically loaded, it will lag more and more behind jits neutral positiaB, 
and the vector F will lag behind the dotted vector. With tiie losd 
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corresponding to Fig. 339 this angle of lag is 7. (C!ompare the closing 
sentences of the previons secti on.) 

The power supplied to the motor is given by the equation 

Pi s €.1.00%^, 

where ^ is the angle between the terminal pressure and the current. From 
the figure we see that FH s= « cos ^, so that 

Pi = t . P5^ watts. 

A certain amount of this power will be lost in heating the armature 
winding, viz. 

i?.Ba « i.iRa == i. PC watts. 





Molar 



Fig. 339. 



Fig. 340. 



The mechanical output of the motor, including, however, Mction and iron 
losses in the motor itself, will be given by the equation 

P = Pi - t^. J?. = iHFH ^ FC)^i.CH. 

If ^1 be the angle between the vector of E.M.F. and the current vector 
produced backwards, we have 

This gives the following equation for the mechanical output of the motor : 

Ps^.t.cos^i (162). 

We might also have expected this result from our former consideration of 
the P.c. motor. 

On comparing the triangle FBQ with the triangle OBA in Fig. 323 a 
great similarity will be noticed. For the sake of comparison the vector 
diagram of the generator is drawn again in Fig. 340. The only diffiarence 
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between Figs. 339 and 340 is the interchange of E and e. The total power 
Pi supplied to the motor in Fig. 339 is FB . t . cos ^, while the total power Pi 
generated electrically by the alternator in Fig. 340 \b OB .ioos.fi. These 
are evidently equaL Now, on page 315 we established the equation (159) for 
the value of Pi for a generator, and it is evident that it can be made applic- 
able to a motor by putting E for e and 6 for E, giving us 

Pi ss ^. to.8in(7 — a) + e.i^.wia (163), 

where Pi is the power given to the motor, and the short-circuit current i% is 
given by the equation 



*0 = 



In a similar manner we see that the output P of the motor in Fig. 339 ii 
equal to OJ? . i . cos ^i, which is exactly equal to the output P of the generator, 
after deducting the t^ . R^ loss in the armature, viz. FB . i . cos ^ in Hg. 340. 




Fig. 341. 

Thus, the equation (160) found on page 316 for the generator will be true 
for a motor if E and e be interchanged. We have therefore 



P = jF.t0.sin(y + a) .tQ.sina. 



.(164> 



y is here the angle by which the B.M.F. lags behind the backward pro- 
jection of the terminal pressure vector. 

We must now draw curves to show graphically how the power varies with 
the angle 7. As in Figs. 326 and 327, so here in Figs. 341 and 342, circles 
are drawn passing through and having their diameters inclined to tbe 
horizontal by the angle a. In Fig. 341 the diameter is set out below the 
horizontal, and in Fig. 342, above it. Its length in each case is ^. t^ Every 
chord drawn from the point to any other point on the circle, is produced 
beyond the circle by an amount e . to. sin a. The heavy curve Pi, obtained 
in this way, is the locus of the extremities of lines drawn from to represent 
the total power supplied to the motor for the corresponding value of 7. IV 
vector of the terminal pressure e will be vertically downwards from (7, and 7 
is the angle between E and — e, as shown in the figure. 

Just as Fig. 341 represents equation (163) so Fig. 342 represents 
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equation (164). In this case, however, a portion equal to — - — ' 

is subtraoted from every chord, giving a length representing to a certain 
scale the output of the motor (including friction, etc.). 

The curves are drawn for the following values : Aa = 1, oiZ = 6, e s= 1,200 
and JEss 1,000. The output is evidently a maximum when y = 90 — a. If the 
load be still farther increased, the angle y becomes larger but the output of 
the motor is thereby decreased, and the motor falls out of step. Since this 
would be equivalent to a short circuit of the supply mains it must be care- 
fully avoided by working on the right-hand side of the diagram in Fig. 342. 
If the normal fcdl load causes y to be about 30^ the motor wiU have about 
100 p^ cent, overload capacity. 

In order that a given value of P may correspond to a position on the 
right-hand side of the figure, it is necessary for the circle, by meahs of which 
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the figure is constructed, to have a large diameter. Hence E . i^ must be 
large, since this is the diameter of the circle. The short-circuit current to 
can be made large by keeping the self-induction of the armature as small as 
possible. 

What was said with regard to the synchronising power and phase swinging 
of alternators is equally applicable to synchronous motors. We now pass to 
the consideration of a motor on constant load, but the excitation pf which is 
varied. 



109* Synchronous Motor with Constant Load and 

Variable Excitation. 

We shall now consider the effect of varying the excitation of a synchronous 
motor which is connected to mains with a constant p.d. The load on the 
motor, ie. its mechanical output, is constant If we take equation (164) on 

page 340, multiply each side by - -. — -. — , and then add (h-^ — ) , we get 
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the following equation, in which we have put cob [90** — (a + y)] instead of 
sin (a + 7), 

E^ +(^-4— Y - ^ . cos [90° - (a+7)] ^(tt^^ - -^^^ ..-(165). 
V2.8ma/ sina ^ \ 1 //j \28mo/ io.sina ^ ' 

Since t- is the internal impedance of the nuudiine, and is dieiefore 
«o 

constant, we see that the right-hand side of the equation is constant for all 
excitations, and can, for the sake of shortness, be represented by JZ*, whero B 
is some constant. As we saw on page 325, this equation represents a triang^ 

with sides E, h— ; — and B, in which the two former sides enclose an angle 

z sm a 

90'' - (a + 7). This triangle is drawn in Fig. 343. From the point a 

perpendicular OC is drawn equal to the terminal pressure e. On this line as 

base an isosceles triangle OAC is constructed with each side equal to ^ . 

and the angle at A equal to 2a. With^ as centre and radius equal to £, an 
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Fig. 343. 
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arc DEB is struck. The triangle corresponding to equation (165) will have 
OA for a base, while its apex moves along the arc DEB. "Fcft any point sach 
as E, the line OE represents the backs.M.F., making the angle 7 with the line 
00, which is the backward projection of the terminal pressure vector. The 
figure is drawn for the values formerly assumed, viz. ^ ss 1, foL ^6, 
e s 1,200 and E » 1,000, while the constant output P is 50,000 watts. As 
the excitation is weakened, OE gets smaller by the point E moving down the 
arc towards the critical point B. This E.M.F. OB is the tninimnin ; that is (0 
say, this is the weakest excitation with which the motor can give an output 
of 60,000 watts. If we reconstructed Fig. 342 for an S.M.F. equal to OB 
instead of 1000 volts we should find the maximum value of P, correspondiiig 
to 7 = OO"" - a, to be 50,000 watts. 

In addition to the angle 7 we can find the angle f between terminal 
pressure and current from the diagram in Fig. 343. A line CF is drawn 
making the angle a with CE, and a perpendicular OF is dropped upon it 
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from 0. It is seen at once that the triangle OFC corresponds exactly to the 
triangle BOF in Fig. 339. The angle COF is therefore equal to the phase 
displacement ^. 

Adding up the three angles of the isosceles triangle AOC, we get 

180^ == 2a + (/3 + 8) + (90^ - a), 

while, in the right-angled triangle OFC, 

^ = 90 - (a + 8). 

By adding these two equations, we have 

When the point B coincides with D the angle /3 vanishes, and the current 
is consequently in phase with the terminal pressure. Seeing that the load is 
constant the current must have its minimum value at this point, which agrees 
with the fact that the armature drop CB will then have its minimum 
value CD. If a curve be plotted with the field current as abscissae, and the 
corresponding values of the main current taken by the motor as ordinates, 
V-shaped curves will be obtained, exactly similar to those shown in Fig. 334. 

If the point B is below 2>, the current vector OJ'lags behind the terminal 
pressure, and the angle /3 represents the angle of lag f . This is the case 
whenever the b.m^. is less tlum the terminal pressure. 

By increasing the excitation we can make the B.M.F. greater than the 
terminal pressure, which is an absolute impossibility in a D.c. motor, since it 
thereby becomes a generator. If OB exceeds OD, the angle /3 becomes 
n^ative, that is, the current vector leads ahead of the terminal pressure. 
We have previously mentioned that synchronous motors, when over-excited 
in this way, can be advantageously employed to neutralise the lagging current 
taken by other apparatus. In this way the load on the generators in the 
power station can be made to have unit power-factor. 
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110. The rotary field in a two-phase motor. — ^111. The rotary field in a three-phaae motor.— 
112. Mesh or delta oonneotion. — 118. Star oonnection.— 114. The meafiurement of p owi t 
in polyphase circuits.— 116. (General principles of the rotor, 

iia The Rotary Field in a Two-phase Motor. 

The armatures of machines which generate two-phase alternating correDt 
contain two separate windings, or sets of coils, displaced from each other hj 
90^ the pole-pitch being considered 180^ When the coil-sides of one 
winding are situated under the middle of the poles, those of the other 
winding are midway between the poles (Figs. 344 and 345). The two 
windings differ merely in their instantaneous position, ie. in their phase. 
For this reason the windings are generally spoken of as the phases of the 
generator, and we shall often use the expression in this sense. 





The drum-winding in Fig. 344 is quite simple. The two-phase ring- 
winding in Fig. 345 is wound in such a manner that the end connections, 
after one coil is completed, pass right across the armature, as in the drum- 
winding. The practical identity of the two windings is evident. The wires 
on the outside of the ring at A and B are equivalent to the wires on the 
periphery of the drum, and the electromotive forces in all the wires of one 
phase can be added together. 

The currents produced by the generator can be used to magnetise the 
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stationary iron ring of an induction motor. This ring, which is called the 
Btator, is built up of sheet-iron stampings, and is wound in exactly the same 
maimer as the armature of the generator. The ends of the stator-windings 
are connected to the corresponding ends of the generator-windings (Fig. 346). 
If the armature of the generator rotates, the connections must, of course, be 
made by means of slip-rings. 

If the armature be rotated in the direction indicated, ie. clockwise, then 
an B.1I.F. towards the observer will be induced in the wires under the south 
pole, and away firom the observer in those wires which are under the north 
pole. This is shown by the arrows in the figure. If we neglect any phase 
displacement due to self-induction, the arrows will represent current at its 
•maximum value. At the moment chosen in the figure there will be no 
current in the other phase-winding. By tracing out the currents in the 
stator, we find that the field produced will be as indicated by the dotted lines. 
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Fig. 346. 



The lines of force leave the stator at i\r, pass across the internal air space, or 
through an iron cylinder if one be placed within the ring, and enter the stator 
again at 8. The internal sur£EU» of the ring will have a north pole at N and 
a south pole at S. 

After the armature of the generator has turned through 45^ the conditions 
will be as shown in Fig. 347. The stator has not moved, but the armature 
coils of both phases of the generator are now equally induced. The field 
near the pole-tips will not be so strong as at the centre of the pole, and, 
moreover, the armature coils are only partly under the poles. The current 
will therefore be smaller than that in Fig. 346. We may assume that the 
current varies according to the sine law, so that its value at the moment 
indicated in Fig. 347 wiU be 

i = W . sin 46^ = 0707 w. 

The smaller current is indicated in the figure by lighter arrows. 

If we trace out the current in the windings of the stator, we see that 
every coil is carrying current and that^ although coils 1 and 2 belong to 
different phases, they are virtually equivalent to a single coil of double the 
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number of turns. The duroit has tiie same direction in both, vix. ontwardi 
in the end connectiona fisudng ua. Similarly coila 3 and 4 maj be lodced npoa 
as a single coil, more especially as in actaal motors the whole peni^iery ii 
utilised and no gaps are left between the windings. 

The magnetic field produced by these stator currents is shown by the 
dotted lines, the inner surface of the ring has still a north and a south pole^ 
between which the flux crosses the internal space. The position of these 
poles has rotated through 45^ from the position they occupied in Kg. 346. 
On turning the generator through another 45^ tiie stator ooQs 1 and 3 will 
have no current, while the current in coils 2 and 4 will have reached its 
maTimum. There will then be a north pole at 1 and a south pole at 3. 

We have thus arrived at the surprising result that the rotation of the 
armature of the generator causes the field of the motor to rotate, or caoses 
the poles of the stator to rotate around the stationary iron ring. We can 
therefore imagine the stator to be replaced by a rotating field-magnet systrai 




Fig-347. 

with salient poles pointing inwards. The fiuz of such a field-magnet would 
continually cut through an iron cylinder placed within the stator ring (oompaie 
Pig. 865). 

This iron cylinder is called the rotor. It, also, is built up of sheet-iron 
stampings, carried on a central spindle or shafL This shaft is su^^Kirted at 
either end in bearings, so that the rotor can turn within tiie stator, witli a 
small air gap between the two. A short-cirouited winding is contained in 
slots in the outer surface of the rotor. Currents are induced in this ahori- 
drcuited winding by the rotating field produced by the stator, and these 
currents, as we know from Lenz's law, will tend to oppose the relatiye motion 
between field and conductors. The result is that the rotor is dragged round 
by the rotating field. The direction of rotation of the motor is therefore the 
same as that of the rotating field, and this depends on the way the stator 
phases are connected up to the generator. If the two connections to one of 
the phases be interchanged, it can be easily seen that the direction of rotation 
will be reversed. 
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III. The Rotary Field in a Three-phase Motor. 

The armatuie of a three-phase generator contains three separate windings, 
displaced from each other by 120^ (Fig. 348). Care must be taken, when 
drawing the winding, that the beginnings 1, 2, and 3, of the three phases are 
120^ apart, and that, starting from these points, each phase-winding passes 
round the armature in exactly the same direction. In Fig. 348, for example, 
each winding commences by passing inwardly across the front end of the ring. 
These windings are connected by means of slip-rings with the corresponding 
terminals of the stator of the motor. The fact that the generator has been 
numbered dockwiBe and the motor in the opposite direction is immaterial, 
and has been adopted to avoid crossing the connections. 

Phase 1, V is shown in Fig, 348 under the middle of the pole and, if 
phase displacement due to self-induction be neglected, the current in this 
phase will have its maximum value. The instantaneous value of the current 
in the other phases will be 

i = Wz . sin 30** = 0*5 tnitt. 




(generator 




Motor 



Fig. 348. 



By tracing out the current in the various coils of the stator, it is seen that 
the coil-sides 3', 1 and 2^ carry current in the same direction, and may be 
grouped together with respect to their magnetic effect. The same is true of 
the coil-sides 2, V and 3, although they belong to three separate windings. 
The resultant magnetic field will evidently be as indicated by the dotted lines, 
and the poles as shown by the letters N and S. 

The state of affairs a twelfth of a period later is shown in Fig. 349. The 
generator has turned through 30^, and the phase-winding 3, 3' is now in the 
neutral zone and therefore without current In the other two phases the 
moinent^ value of the current is 

i = w. sin 60^ = 0866 w. 

The coil-sides 1 and 2^ of the motor may now be grouped together, and 

similarly 2 and r. The lines of force will be as indicated by the dotted lines, 

, and the north pole of the stator will be situated about coil 3'. It is evident 
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that the poles have rotated through 30^ firom the position they had in Fig. 348, 
and that the rotation of the generator causes a corresponding rotation of the 
motor field. If the stator has a 2-pole winding, as in the figure, the field 
makes a complete revolution in one period. 




Fig. 349. 



112. Mesh or Delta Connection. 

The six wires between the generator and the motor in Figs. 348 and 349 
can be reduced to three by interconnecting the three phases. This can be 
done in two ways ; one, known as the mesh connection, we shall consider in 
this section, while the other, known as star connection, will be considered in 
the next section. 

In the mesh connection the end of each phase-winding is connected to the 
b^inning of the next. The principle of this winding is seen very clearly in 




machines which are wound so as to supply both direct and alternating cuuent. 
The three-phase current is taken &om three slip-rings connected to points on 
the armature separated by 120^ In other respects the machine is identical 
with a D.a dynamo. (See the left-hand part of Fig. 360.) The width of each 



112. Mesh or Delta Connection 



349 



coil-side is equal to § of the pole-pitch. If the coil-sides be made equal to \ 
of the pole-pitch, as represented diagrammatically in Figs. 348 and 349, the 
phases are connected as shown on the right-hand side of Fig. 350. 

The admissibility of interconnecting the three phases in this way can be 
seen firom the vector diagram in Fig. 351. The resultant electromotive force 
R of phases 2 and 3 is equal and opposite to that of phase 1. If then, we 
connect two of the phase-windings in series (Fig. 352), their joint B.M.F. is 
equal at every instant to the bj(.f. of the other phase, and the two voltmeters 
in the figure give the same reading. The equal instantaneous electromotive 
forces act in opposite directions aroimd the ring, so that the whole ring can 
be connected up without any current circulating around it. With regard to 
the external circuit the two electromotive forces are, however, in parallel. 
TMs is evidently analogous with the two halves of a d.c. armature, or with 
two machines in parallel on the same bus-bars. It is quite clear that the 
P.D. between any two of the three external leads is equal to the S.M.F. of one 





Fig. 352. 

phase-winding, neglecting, of course, any drop of pressure due to resistance 
when current is flowing. 

The distribution of current in the mesh connection is apt to prove a 
difficxdty on first consideration. We know that electricity cannot be heaped 
up or stored at any point of the circuit, so that each wire in turn must act as 
the return lead for ti^ie other two. To make the matter quite dear, we shall 
consider the currents in generator, leads and motor for the two cases pre- 
viously considered. 

At the moment represented in Fig. 350 phase 1 of the generator is 
directly under the pole, and its current will be a maximum, if we neglect any 
effect of self-induction. The current in each of the other phases will have 
half this value. The current in external lead I will be equal to 1*5 i^Mx, if 
inuz is the maximum current in each phase of the generator-winding. Of 
this external current a part imax flows through phase 1, V of the stator, while 
a current of half this value flows through phases 3', 3 and 2^, 2 in series. 
Both in the generator and in the motor, the coU-side carrying the TfniTimi^Tn 
current has on either side of it coil-sides carrying current in the same 
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direction but of half the strength. The two stator cnrrents combine between 
coil-sides 1' and 2, and a current of 1*5 i^^^ flows back to the generator throng 
the lead marked ///, while lead II is momentarily without current 
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A twelfth of a period later, the generator will have turned through 3(r,a8 
shown in Fig. 353. Phase 3 of the generator is now in the neutral zone and 

therefore without current, while phases 1 and 2 
carry a current of 

.sin 60^ = 0-866 1. 




rig. 354 



These currents combine to produce a current of 
1*73 inn in the external lead /• The vector dia- 
gram in Fig. 354 shows that this is the maximum 
value reached by the external current. Half of this 
current passes through the stator phase 3', 3 and 
returns to the generator by lead II, while the 
other half passes through phase 1, 1' and back to 
the generator through lead ///. Hence, at the 
moment that the current in one of the external 
leads reaches its maTimum value, one of the phases of both generator and 
motor is without current. 

We find, therefore, that the maximum external current is greater than 
the maximum current in one phase of the mesh connection, and that these 
maxima do not occur at the same time. This is very dear in the vector 
diagram (Fig. 354). We must remember, however, that the starting points 
of two phase-windings have not been joined, but the starting point of one to 
the end of the other. For this reason, when two current vectors are com- 
pounded to find the external current, one of them must be reversed. The 
external current OB is, for example, the resultant of OC and the dotted vector 
OA. It is 1*73 times as great as 0C7, and is 30^ out of phase with it. 



113. Star Connection 



351 



113. Star Connection. 

Whereas in the mesh connection the end of each phase was joined to the 
b^;inning of the next phase, in the star connection the three starting points 
are connected together within the machine, and the three ends connected to 
the three slip-rings or terminals (Fig. 366). That such an interconnection of 
the three windings is permissible can be readily seen &om Fig. 366. The 
vectors OA and OB, representing the current in two of the phases, have, as 
their resultant, the vector OB, which is exactly equal and opposite to the 
vector OC of the current in the third phase-winding. The total current 
flowing to the neutral point or common connection is therefore nil, or, in 
other words, the current flowing towards the neutral point is exactly equal, 
at every moment, to the current flowing away from this point. If the coil 1 
of the generator armature shown in Fig. 366 is at the given moment exactly 
under the middle of a pole, the S.H.F. in it will be a maximum, and if we 
assume that the current is in phase with the s.M.r., the current in coil 1 will 
have its maximum value at this moment. This current will divide equally 
between the two other phases as shown in the figure. 

c 





Fig. 366. 

It is obvious that, with tins arrangement, the current in each external 
lead is identical both in magnitude and phase with the current in the 
corresponding winding. The pj). between two external leads, however, will 
not be due to a single winding, but to two phase-windings connected in series, 
or, more accurately, in opposition. The voltmeter in Fig. 366 is connected 
across phases 1 and 3. At the moment indicated in the figure the induced 
E.M.r. in coil 1 is a maximum, while in coil 3 it is equal to 

jEUx. sin Z(f = 0-6jSntt. 

If the Ejcr. of coil 1 acts towards the neutral point» that of coil 3 will act 
away from it, since they are 120^ out of phase. We must therefore add the 
two electromotive forces to find the voltmeter reading, which will therefore 
be equal to 1*6JE^. 

A twelfth of a period later the coil 2 will be in the neutral zone and 
have no induced cm.?. CoUb 1 and 3 will have equal electromotive forces 
induced in them, viz. B,^ .sin 60'' » 0*866 J;^! (I^- 367). As before, we 
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see that the voltmeter will read the sum of these electromotive forces, that is, 
l'73^nua* It can be shown very easily that this is the maximum momentarj 
value attained by the p.d. between two external leads. If, for example, the 
vectors OA and OB in Fig. 368 represent the electromotive forces induced in 
the coils 1 and 3, we must remember that these coils are connected in 
opposition, that is, their starting points are connected together, so that 




Fig. 358. 



in passing through the armature from lead / to lead /// (Fig. 357) we pass 
inwardly through coil 1, but outwardly through coil 3. To find the resultant 
E.H.F., which is the voltmeter reading, one of the vectors must therefore be 
reversed, giving OA and OB with the resultant OB. This lesultant is 1*73 
times as large as either of the phase pressures, and is displaced firom them 
with r^ard to phase, as shown in the figure. 




Fig, 359. 

It is quite allowable to have a star-connected generator driving a mesh- 
connected motor, or viee vend. For long-distance power transmission the 
star connection is preferable both for motors and generators, since the line 
pressure is then 1*73 times the pressure per phase of the machines. K the 
load consists of resistances such as lamps, they can be arranged either in star 
or mesh connection. If the former arrangement be adopted, care must be 
taken that the number of lamps is the same in each branch. 
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This limitation can be removed and the branches loaded unequally 
without affecting the constancy of pressure, so necessary for glow-lamps, by 
the tuse of a fourth lead connecting the neutral points of generator and load 
(Eig. 369). This is analogous to the neutral or middle wire in the 3-wire 
system which is now so largely used for direct-current lighting. 

The generator-windings which we have described have been quite sym- 
metrical, since the three windings were exactly similar and equally spaced on 
the armature. TJnsymmetrical windings have been proposed and used, the 
most important being Steinmetz's monocyclic system. In this system the 
main armature winding is an ordinary single-phase winding, in which the 
coils span firom the centre of one pole to the centre of the next pole. An 
auxiliary winding of thinner wire is wound with a displacement of 90° firom 
the main winding. One end of this auxiliary winding is connected within 
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the machine to the mid-point of the main winding. The armature has three 
terminals, between two of which the single-phase lighting load is connected, 
while the three terminals are used for a three-phase power load consisting 
principally of induction motors. 

If the number of turns in the auxiliary winding be suitably chosen, the 
P.D. between any two of the terminals will be equal If the S.M.F. induced 
in the main winding be JB, and that in the auxiliary ^, then the pressure 
between the auxiliary terminal and either main terminal will be the resultant 
of E/2 and £*, which are separated by 90^ as regards their phase. This 
resultant will therefore be equal to 

If this is to be equal to the p.d. between the main terminals, we have 



or 



-B' = \/|.^=0- 



86^. 



The number of turns in the auxiliary winding must therefore be 0*86 of 
the turns in the main winding. 
T. B. 23 
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114. The Measurement of Power in Polyphase Circuits. 

We shall consider three-phase power supplyin this section. The measoie- 
ment of two-phase power is merely a duplication of the single-phase case, ind 
need not be further considered. The following symbols will be used inde- 
pendently of the method of connection employed (star or mesh). 

ei = the P.D. per phase (Le. per limb in star connection), 
ii = the cnnent per phase (ie. per limb in mesh connection), 
^ = the angle between ei and ti, 
e = the P.D. between external lines, 
i =: the current in each external line, 
P = the total power in watts. 

The power per phase for either connection is equal to 

^ . ii . cos ^, 

and the total power is three times this amount. 
For star connection we have 

e = l-73«i, 
% = %i, 

and P= 3«i.ii.cos^ = 3. ^--o . i . cos ^ = v/S . e . « . cos ^ 

For mesh connection we have 

t = l-TSti, 

and P = Sei.t'i.cos^ = S^.^r^-cos^ = y/Z.t.i.w^^ (166). 

The formula obtained by using the line current and line pressure is thus 
exactly the same, no matter what the connection employed. 

This is a suitable point at which to compare the percentage losses of 
power and pressure in tiiie lines of three-phase and D.c. transmissions. We 
assume that the same power P has to be transmitted the same distance in 
each case. We assume also that the effective pjd. between the lines is the 
same in each case, and also the loss of power in the lines. We proceed to 
determine the relative amounts of copper necessary in each case. Let 

J2i be the resistance of each single d.c. line, 

« ,» « 3-pha8e „ 

D.a 
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We have 
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e.i, 
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Loss in the two wires. 
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2 e* • 



9f »» » 
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For 3-phase. 

P = y/Z. «.t.co8^, 
P 



% = 



y/Z . e . cos ^' 
Loss in the three wires. 
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or 



Since these losses have to be the same in each case, we equate them, thus 

cos*^' 
Ri^ 1 
JR^^ 2 cos*^* 

Since the lengths are the same in both cases, the cross-sections must be 
inversely proportional to the resistances. Hence 

^1 ■ iJa "^ 2oo?> • 

Again, as the lengths are equal, the volume of copper in each case is pro- 
portional to the sum of the crossHsections of the wires, so that 



or 



Fa 3 Bi 0-75 



Vi 2*2?i""oo?>* 




Fig. 361. 

Henoe, if cos ^ s 1, ie. if the current is in phase with the pressure, the 
three-phase system requires only 75 per cent of the copper necessary for the d.c. 
transmission. If the load is at all inductive, it is evident that this advantage 
rapidly disappears. These conclusions depend entirely on our assumption 
that tiie efiTective pressure between the Unes is the same in each case. The 
same method is applicable, of course, whatever assumptions we make as to 
the pressure. 

We shall now consider the actual measurement of the power in a three-phase 
circuit. With star connection and an accessible neutral point, the measure- 
ment is very simple. The pressure coil of the wattmeter is connected 
between the neutial point and the end of one of the phase-windings, while 
the current of this phase is passed through the main coil of the wattmeter. 
The wattmeter rea^Ung will give the power in one phase, and if the three 
phases are equally loaded, the total power will be three times Uus amount. 
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If the loads on the phases are unequal, the measurement must be carried out 
in each phase and the three results added together. If three wattmeters 
are available, the three readings can be taken simultaneously ; if only one 
wattmeter is used, it must be connected successively in the thr^ phases 

If the neutral point is not available, another method, known as the two 
wattmeter method, must be adopted. This method is equally applicable to 
star and mesh connection, and is represented in Fig. 361. The current oofls 
of the wattmeters are introduced into two of the leads, and their {Hnessme 
coils are connected between the same lead and the lead which has no watt- 
meter coil in it If ei, ^ ^^d e^ are the instantaneous values of the phase 
pressures, and ii, h &nd it the corresponding values of the currents, thai the 
value of the power at the given moment will be 

Since the sum of the currents flowing away from the generator at anj 
moment is zero, we have 

If this value be substituted for ^ in the above equation for P, we get 

P = «iti - «a(»i + 4) + «8H, 
or P = (ei - <i).ii + («8 - ^'H- 

Now, (^1 — es) is the momentary p.d. across the pressure coil of the upper 
wattmeter, while (es — ^) is the momentary p.d. across the pressure cdl d 

the lower wattmeter. The product {ci ~ es) . h 
gives the momentary value of the t(»que oq 
the upper wattmeter, while (^s — ^ . h gi^^ 
that on the lower one. The reason for the 
differences of the phase pressures appearing 
in the brackets and not the sums, is that the 
two phase-windings are connected in opposi- 
tion across the pressure coils of the watt* 
meters, so that to pass firom one pfessure 
terminal to the other we go through two 
phase- windings, one towards the neutral point 
and the other away from the neutral point 

In consequence of the inertia of the moving 
systems of the wattmeters^ they take up sti- 
tionary positions corresponding to the mem 
value of the power. The total three-phase power will therefore be given bj 
the sum of die two wattmeter readings. One must be careful, however, to 
observe the signs of the two terms in the last equation for P. As a mle^ 
they are both positive, and the wattmeters, if connected up as shown, will 
deflect in the same direction. In this case their readings must be added. 

If, however, the load be very inductive, one of the wattmeters will deflect 
in the opposite direction. The direction of the deflection can be reversed bj 
reversing the pressure coil coimeotions of this wattmeter. The total power 
is then equal to the difference between the two wattmeter readings. Ibe 
reason for this reversal is evident from Fig. 362. The vector e' is tke 
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resultant of «i and —eg, and represents the pressure across the upper watt- 
meter. Similarly, ff' is the pressure across the lower wattmeter. The 
currents in the main wattmeter coils are represented by the vectors ti and 
is. The angle of lag in each phase is ^. It is evident that an increase 
of the lag ^ will increase the reading of the upper wattmeter, which is equal 
to e' . ii . cos (30 — if), until ^ s 30°, beyond which it will again decrease. In 
the same way, the reading of the lower wattmeter is equal to 

^ . la . cos (30 + ^), 

and wiU gradually decrease as the load becomes more inductive, until when 
^ « 60° the wattmeter will read zero. If the lag increases still further, the 
reading of the wattmeter will reverse. 

The measurements can be carried out very conveniently with one watt- 
meter, by means of a board containing six mercury cups, which can be con- 
nected up by means of copper bridges as shown in i^. 363 and 364. In 
the first figure the current coil of the wattmeter is in series with phase 2, 
while in the second figure phase 2 is unbroken and the wattmeter is placed 





Rg. 363. 



Fig. 364. 



in phase 1. In either case, the pressure coil is connected between the current 
coil and the unbroken line 3. The small mercury commutator is for the 
purpose of reversing the pressure coil if necessary. 

The duplicate readings can be avoided by the use of special wattmeters 
consisting of two separate wattmeters with a common spindle, so that the 
reading depends on the sum or difference of the two torques, as the case 
may be. . « 

115. General Principles of the Rotor. 

Having considered the production of the rotating magnetic field and the 
winding of the stator, we shall now study the efiect of the rotating field 
on the rotor. The rotor resembles a D.C. armature in that it is built up 
of stampings of sheet iron, assembled on a shaft or on a spider or boss 
carried on the shaft The winding is carried in slots in the usual way, and 
may consist of a permanently short-circuited arrangement of bars or coils, or 
may be wound with a three-phase winding very similar to that on the stator. 
In the latter case the three ends are brought to three slip-rings, between 
which starting resistances can be introduced. 
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We have seen that the field of a stator, with a two-pole winding makei 
one complete revoloticm dnring every period. In order to follow this rotatiiig 
field more eaailj, we shall imagine, for the time being, fhAt the state is 
replaced bj a magnet ring with salient poles, excited with direct cnneat 
This is shown in Fig^ 365, where the poles are siq>p06ed to rotate around the 
rotor in an anticlockwise direction. The currents induced in the rotor 
windings will be exactly the same as if the poles were stationary and thfl 
rotor turned in the clockwise direction. These currents are indicated in the 
figure, and are away firom the observer under the north pole, and towards 
him under the soutili pole. 

We assume, moreover, that the field magnet represents not merely the 
field produced by the stator currents, but the resultant flux N, prodnoed bj 

the combined action of stator and 
retor currents. In this case the in* 
duced EJCF. and the rotor current 
will both have their maximnni values 
under the middle of the poles. 

We know from Lens's law that 
the currents indiioed in the rocor 
wires will tend to oppose the relative 
motion between themselves and the 
rotating field, that is, the rotor will 
be dragged reund in the same direc- 
tion as the field. To make this clearer, 
we may imagine ourselves to be swim- 
ming down a retor wire at ^ and 
looking out towards the north poIe» 
then we know from Amp^'s rok 
that the north pole would be driven in the clockwise direction as ahoim 
by^the dotted arrew. There is, of course, an equal and opposite fbroe acting 
on the retor wire at A, and as this is free to move, the motor will rotate in 
an anticlockwise direction. 

If the motor ia unloaded and the bearings are entirely frictionlees, the 
rotor revolves at the same speed as the primary field. There would then be 
no cutting of lines, no induced ej(.f. and no current in the retor. Who) 
a load is applied to the motor spindle, a certain rotor current is essentiil 
to the production of the necessary torque. This current can only be produced 
by the rotor running at a lower speed than the field, so that the latter can 
cut the rotor wires and thus induce the necessary current in them. Thu 
decrease of rotor speed is known as the slip. Under ordinaiy conditions the 
resistance of the rotor coils is so small that a veiy small B.11.F., and tiierrfne 
a very small slip, ia sufficient to produce the necessary current. The dip» 
that is, the difference between the speeds of field and rotor, is sometimes do 
more than 1 or 2 per cent, on full load. 

The fact that the rotor runs at approximately the same speed as Ae 
primary field excludes the employment of two-pole windings with the hi^ 
frequencies commonly used. To ensure a steady illumination without aoj 
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appreciable flicker, the frequency is generally about 50 per second. A two- 
pole motor driven firom these mains would have a speed of nearly 3,000 
revolutions per minuta In systems where the load consists almost entirely 
of motors, and little account need be taken of lighting, the firequenoy is 
sometimes taken as low as 25. Even then a two-pole motor would make 
1,500 revolutions per minute, which is generally too high for motors above 
about 10 HJP. The speed is reduced by using multipolar windings. In a four- 
pole winding the simple two-pole winding, which we have already considered, 
is compressed into a half of the total periphery, and connected in series 
with a similar winding on the remaining half of the stator. In Fig. 366, for 
example, the coils 1 and 1' of a three-phase stator are no longer diametrically 
opposite, as they were in Fig. 349 on page 348, but are now separated by 90^ 
The other coils 2, 2' belonging to the same phase are connected in series 
with them. For the sake of clearness, only the one phase has been drawn in 
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Fig. 367. 



Fig. 366, but the direction of the currents in the other phases is evident. 
Whenever the current in any coil is a maTimum, the coils on either side 
of it carry currents in the same direction, but of half the magnitude. If the 
current in the phase shown in the figure is a marimum at the given moment, 
the dotted lines will represent the lines of force and show the positions of 
the poles. 

The rotating field will now only make half a revolution during each 
period. lip be the number of pairs of poles, and ^^i the frequency of the 
supply, then the field will make ih revolutions per minute, where 

ih ^ 
60 " J?* 

If the speed of the rotor be n, the difference will be ^^ revs, per 

second. The efTeot on the rotor is the same as if it rotated backward at 
tins speed in a stationary field. The frequency of the currents induced in 
the rotor will therefore be 
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If the rotor is wound, it most be arranged to have the same nnmber 
of poles as the stator. The winding, however, can be either two or tinee- 
phase, quite irrespective of the number of phases of the stator-winding. 

A four-pole drum-winding is shown in Fig. 367, where one phase cmly is 
shown connected up, the currents in the other phases being lop yp o s ont sd 
by crosses and dots. It is assumed that the current has its nuiTiTnnTn yahe 
in the phase shown connected up, while the other currents have half tins 
value. In actual practice drum-windings are always used ; we have only 
used the ring-windings to make the rotating field as simple as possilde. 

The direction of rotation of the rotor is determined by tiiat of the primaiy 
field. It can be reversed by changing two of the supply leads on the stator 
terminals. 

The polyphase motor differs in this respect from the single-phase induo- 
tion motor. Such a motor can be obtained by disconnecting one of the 
supply leads to a three-phase star wound stator. The motor will not start 
from rest, but, if the rotor be started in either direction, the speed will 
increase in that direction until it reaches the speed corresponding wpptasi' 
mately to the primary frequency. Such motors are generally started as two- 
phase motors by means of an auxiliary winding on the stator. Ttkb actiim of 
the single-phase induction motor is very complicated, and we shall postpone 
its further consideration until Section 131. 
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116. Stator and rotor windings.— 117. The magnetio flux of an induction motor.— 118. The 
eifect of the iron in the magnetio path. — 119. Torque of an induction motor. — 190. Oal- 
oulation of slip. — ^121. Oaioulation of the a.x.r. 

Ii6. Stator and Rotor Windings. 

For the sake of simplicity we have always assumed that all the wires 
constituting a coUnside are contained in a single slot, or that the width of 
the coil-side is so small that there are considerable gaps between the wires 
of different phases. As a matter of fact, however, the wires of each coil-side 
are distributed between several slots, so that the coil-side has considerable 
width. In this way the field strength changes gradually from point to point 




Fig. 368. 

round the stator, and sudden jumps are avoided. Moreover, the number of 
ampere-wires in each slot is kept small in order to decrease the self-induction 
and leakage, as will be seen in Section 130. As a general rule each stator 
coil-side is distributed between from 2 to 5 slots, while each coil-side of the 
rotor occupies from 3 to 7 slots. The rotor and stator must have a different 
number of slots, as otherwise there is a tendency for the motor to remain 
stationary and act as an ordinary transformer, instead of starting. 

A four-pole distributed coil-winding is represented in Fig. 368. The three 
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phases are distinguished by fall, dotted, and chain-dotted lines, of which the 
latter is assumed to be canying its maximum current, while the others have 
half this current. The strength of the current is indicated approzimatelj bj 
drawing the crosses and dots heavily or lightly. It is easily seen that ths 
mid-points of the magnetic poles are situated at the junction of opposite 
currents, so that the neutral axes lie always at the centres of groape of wins 
carrying current in the same direction. 

In these coil-windings the breadth of each coil-side is equal to ^ (tf the 
pole-pitch. Each coil is completely wound with the requisite number d 
turns before proceeding to the corresponding coil under the next pair of poles. 

Another type of winding which can be used for both stator and rotor 
is the creeping bar-winding (wave-winding). In this winding the st^ is 
always is one direction, that is, it is a simple wave-winding, and, after gcnng 
completely round the armature, arrives at a point near that from '^^lich it 
started. On proceeding with the winding, those wires which belong virtually 
to the same coil-side will lie together. If the total number of wires be ih 
the winding-step will be given by the formula 

2i ± 2 

y must be an odd number, and zi must be divisible by 3, since the whole 
winding is to be divided into three phases. The principle of the winding is 
much clearer when a large number of wires is chosen, on account of a small 
imavoidable dissymmetry which is exaggerated when the total number of 
wires is smalL The values chosen for Fig. 369 are xri s 54, ie. 18 wires per 
phase, and j) s 2, which gives a four-pole winding. For the step, we have 

54 ±2 ,. ,^ 
y = — J — = 14 or 13. 

For a singly re-entrant winding, 14 is impossible, so that y = 13. Iltf 
winding is connected up as a star-winding in Fig. 369, the external leads 
coming to wires 6, 24 and 42. The cuirent is assumed to have its maximum 
value in the first phase, which, starting from the neutral pointy passes along « 
to wire 1, where it goes down to the further end of the stator or rotor, crosses 
to 1 + 13 = 14, up which it comes to the front, and so on, in accordance with 
the following table : 

1—14 10 

27—40 23—36 

53—12 49— 8 

25—38 21—34 

61—10 47— 6 

If we continued in this way we should obtain an ordinary direct-current 
winding. It would be closed on itself and by tapping three points, separated 
from each other by § of the pole-pitch, we should obtain a mesh-connected 
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amiatnre. By reference to Fig. 350 it is evident that the breadth of the 
coil-aid© wouW be equal to f of the pole-pitch. In Fig. 369, however, we have 
choaen star connection ; the end of wire 6 is led to a terminal or slip-ring, and 
wire 19 is taken as the b^innlng of a new phase. Whether star- or mesh- 
connected, tiie breadth of the coil>side is the same, viz, ^ of the pole-pitch. 

To make the diagram as clear as possible, the slots are shown in two tiers. 
A thick line is drawn aroond each coil-side of the first phase, a thin line 
aronnd each ooil-side of the second phase, and a dotted line for the third 
phase. Since tlie snm of any two of the oorrents is at any moment equal 
to the third, tJtie currents in phases b and e must flow towards the neutral 
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point, so that, in following the winding of these phases from the neutral 
point, we shall oontinually oppose the direction of the corrent. The winding 
of phase i is given by the fbllowiog table : 

19—32 28 

/ / 

45— 4 41—64 

17—30 13—26 

43— 2 39—52 

15—28 11—24 
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Similarly, the winding of phase (; is as follows: 

37—50 46 

/ / 

9—22 5—18 

/ / 

35—48 31—44 

/ / 

7—20 3—16 

/ / 

33—46 29—42 

The lines which have been drawn so as to enclose the varioas ooil-ades 
make it very evident that the phases overlap. It is for this reason that the 
breadth of each coil is § of the pole-pitch ; without overlapping the breadth 
could not exceed ^ of the pole-pitch. Such a wide coil is mi^etically and 
electrically unfavourable. It can be seen from Fig. 369 that at some points 
of the stator, adjacent wires carry opposing currents, which is obviooslj 
an ineflEicient arrangement. The overlapping or consequent breadth (tf the 
coil-side is therefore avoided in actual practice by making the winding sli^itlj 
different from that shown in Fig. 369. Instead of winding the whole of phase 
a straight forward from 1 to 6 as shown in the table on page 362, we stop 
when a half is completed, viz. 1, 14, 27, 40, 53, 12, 25, 38. In the ordinaiT 
way we should have gone from 38 to 51, but we now pass from 38 to 2, at 
least, the actual connection is equivalent to this. From 2 we proceed in the 
usual way to 15, 28, etc., and pass through 54 and 52. The wires constitiitiiig 
the coil-side are now 53, 1, 52, 54, 2, and they cover about \ of the pole- 
pitch. 

The method actually adopted is not exactly that explained above, &r, 
after winding half the phase, the direction of the winding is reversed. Thii 
is merely to get symmetrical end-connections, and makes no difliairanoe in 
the principle of the winding. Another method by which the want of 
symmetry in Fig. 369 can be avoided consists in making the wires per 
phase a multiple of the number of poles, and neglecting entirely the coo- 
dition 2fy = is ± 2. In Fig. 370, for example, there are 4 wires, or 2 slots, 
per pole per phase. For the four poles this gives a total of 24 slots wid 
48 wires. This slot-step is exactly equal to the pole-pitch, viz. 6 sloCi 
If we start from the neutral point and follow round phase /, we pt» 
from to 1, down 1, across the back to 7, up 7, across the front to 13, vA 
so on. The regular step would take us from the bottom of slot 19 to the 
top of slot 1, which is ahready filled. We Hierefore make the conneotioa 
a little longer so as to pass to the top of the next slot 2. This longer 
connection is drawn slightly heavier. The winding then proceeds in ^ 
regular manner through 2 (top), 8 (bottom), eta, until we come to the bottom 
of 20, from whence we pass by a special connection to the bottom of 2, azid 
reverse the direction round the winding. After passing through 2, 20, li 8 
a special long connection, shown by the heavy line, connects across to the 
bottom of 1, whence by 19, 13, 7 we come to the end of the winding. This 
winding allows the end-connections to be arranged very conveniently; all 
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those at the further end of the armature are exactly alike, and span the 
pole-pitch* This is also tme of the front end, except, in the present case, 
for two slightly longer connections, which are adjacent to the beginning and 
the end of the winding. In general, if there are gf wires per coil-side, the 

winding will go round the stator or rotor ^ times in each direction, and 

the number of long-end connections will he q' ^ 2. 

The other phases are wound in exactly the same way. The beginning of 
phase // should be separated from that of phase / by § of the pole-pitch. 



r: . 







Pig. 370. 

but we can naturally start from the diametrically opposite but corresponding 
wire 17 instead of from 5. This is only true, of course, because this happens 
to be a four-pole winding. 
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117, The Magnetic Flux of an 



Motor. 



In the present section we shall seek to prove that the magnetic field of an 
induction motor has an approximately sinusoidal distribution. Moreover, we 
must calculate the magnetic flux produced by the stator and rotor currents 
with the different types of windings. Fig. 371 represents diagramatically 
a coil-winding with a large number of slots per coil-side. For the sake 
of clearness, the stator periphery is shown straight, and the coil-sides are 
slightly separated from each other. The current in one phase is just at 
its maximum value, while in the other two it has half that value, as indicated 
by the crosses and dots. 
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We see now that D is the centre of a north pole, while at the pointB A 
and G the north pole ceases and south poles commence. The strength of tfie 
field falls off on both sides of 2>, and corresponds at every point to the number 
of ampere-tnms which are effective at that point. This is represented hj the 
length of the arrows in the figure. 

In order to calculate the excitation at various points on the periphery we 
must observe that any line of force is produced by the ampere-wires idudi it 
encircles. K there are ^ wires in each coilnnde, Le. q[ wires per pole per 
phase, then 

at A the excitation is 0, 

£ .. .. ^ . tnuut ampere-wires. 



» D „ 
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If we plot the excitation at every point as ordinates on a base representing 
the pole-pitch ir, we obtain the lower part of Fig. 371. Between A and B, 
and between B and D, the increase is uniform and is represented by straigfat 
lines. The mean excitation is obtained by finding the area of the shaded 
figure and dividing it by the base ir. In this way we get 

•^metn ^ ~ -Vg • ?' * *»« + 3 . g . j' . imui) = 1*166 . ^ . tn^x. 

Since the strength of the field at the various points of the periphery is 
proportional to the excitation at those points, it follows that the field curve 
has the same shape as the excitation curve, and is roughly a sine curve. 

We turn now to the other extreme case, in which one phase is without 
current, while the current in the other two phases is equal to 

W . sin 60^ = 0-866 . w (Fig. 372). 



The wires between 2> and ^ form a coil-side of 2.^. 0*866. tnuc ^ 1*73. j^.i, 
ampere-wires. This is the effective excitation between points B and D, and 
is represented by the equal arrows between these points. Outside these 
points the excitation faUs off uniformly, as shown by the arrows and by the 
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shaded fignre. By calcolating the area of this figure and dividing \tj the 
bcue, we get 

X.™ = -.2.1.1-73./. W« = 1-155. y-.w. 

This differs bat Uttle ficom the value found above for tbe other extreme 
moment; hence, the mean excitatbn and the mean flux density in the 
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air-gap is approxiinately constant Taldi^ the mean of the two limiting 

values, we have 

1-166 4- 1-155 . . ,..„ . . ,,„-. 

. _ J- , t,n„ = I'lb. J ■ tout (loo). 



J„»-i 



The flax produced is proportional to the excitation. The rotatiog field 
has therefore an approximately constant number of lines of force, but a 



Fig. 373. 

TnnTimnm finz density whlch varies, according to Figs. 371 and 372, in the 
ratio of 2 to 1*73. The two-phase motor is inferior to the three-phase in this 
respect, since the fiuctuationa in its maximnm flux doisity are much greater, 
ss can be seen on reference to Section 110. 

The mean value of tbe excitation can be determined in a similar manner 
for a wave-winding of the type shown in Fig. 369 (Fig. 370 is analogons to 
the coil-winding just considered). In Fig. 373 the cotrent in one phase has 
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its mazimom value, vhile in the other phases it is eqn&t to ^ . t^x- ^ 
condact(»B between A and B neatralise each otiwit. The field streogth 
between these points is therefore constant and correapondB to the ampen* 
wires between S and D. The number of these ampere-wiies ia 

•2- 2 



« + 2. 



- = 1"5 q' . i^a.- 



If we make the same assamption as before as to the lai^ nomber of 
slots per coil-side, the flux density will decrease uniformly from £ to a poini 
between B and D, where the north pole ends and the soath pole begins. 
If t^ excitation is plotted on a base representing the pole-pitch, the shaded 
figure in Fig. 373 is obtained. 







The same is repeated for the other extreme case, when the current in one 
phase is passing tbreugb zero (Fig. 374). The wires between A and D may 
now be looked upon as beloi^;ing to one large coil-side, in the middle of 
which the field strength is zeio. From this point the field increases onifonnly 
on either side, until point £ is readied, at which the excitation will be 

2 . 1 . t,„ . sin 60° = 0-866 . / . i„^ From 5 to .4 the field etill increuee 

nnifonnly, but at a smaller rate. The excitation at ^ is due to all ths 
ampere-wires between A and J), viz. 2/ . ia^ . sin 60° = 1*73 . ^ . 1^.. . 

On comparing Figs. 373 and 374 with Figs. 371 and 372, we find tlist 
the shaded curves have exactly the same shap^ but tliat they have been 
exchanged, the flat-topped curve being now obtained for the conditions of 
phase which previously gave die pointed curve. The ordinatee of the preaenl 
curves are only 0*866 of the previous ordinates, so that equation (168) 
becomes 

X„^ = 0-866. 1-16. 2'. i^ = 1005. s'.t^ (169)- 

We shall now consider the excitation produced by the cunents in > 
squirrel cage rotor. The upper curve in Fig. 375 represents the field which 
cuts the rotor bars. It varies from point to point around the retor acoordiiig 
to the sine law. The x.ilv. induced in the various rotor bars, and the Totar 
current h, will also be a sine function of the position on the periphery. Thii 



117. The Magnetic Flux of an Induction Motor 369 

is indicated in the figure by the crosses and dots being correspondingly 
thickened. The magnetising effect of these rotor currents will be zero at B, 
and will increase on either side up to the points A and C, where it will be a 
TnaTJTnnni. 

It hardly requires to be proved that the curve of the field produced by 
the rotor currents is also a sine curve, displaced 90^ from the field cutting 
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Fig. 375. 

the rotor bars*. If the total number of conductors on the rotor be sfa, the 

conductors per pole will be ^ , and the mean current taken around the rotor 

2 
IB - . C. The excitation at C is therefore 

IT "^ 

Since we have just seen that the field has a sine curve distribution, 
2 
^mmn = ~ • -^nux' ^ ^^ ^ compaTO the squirrel cage with the other 



type of winding, we may imagine it to be divided into three parts or phases, 

and put 

z% s= 3 • 2p . 2 . 

We have then 

XmMn ^ - • ~ • hsua, • S ^'^ ]ij • ? * *■>»« ^ 1*22 q • toMuc* • .(170). 



IT IT 2p Tt^ 

* The avenge oorrent in the btfid of oondooton DE is 



I taiM.OOBm.aosttt,,.-^! 



«nd the number of oondnoiora in this b«nd ^^* -^- '^^ ampere-wiree producing the field at 

D and Jr are therefore-^ W • ^ r Henoe the field is proportional to sin 7, where y is 

p. » 

measured from B. 

T.E. 24 
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In general, whatever the type of winding, we may write 

-Tmett = «. j'. w (171X 

in whioh the coeflEicient c has the following values : 

e » 1-006 for a coQ-width of y 

1-16 - 

1*22 ,, squiiiel cage rotors. 

If the area of the pole-face be Ag, the flax per pole can be foand from 
the formula 

iV = ^hmmi*-^^ = ^ = r ...^1/^;. 

We have here neglected the reluctance of the iron and considered moel j 
that of the double air-gap of length Ig. 

If the above values of the coefficient c are compared with those of I on 
page 287, the corresponding values will be found to be almost proportioDaL 



1x8. The Efifect of the Iron in the Magnetic Path. 

We shall now make use of the formulae which we have just estdbliabed, 
to calculate the magnetising current of an actual 150 h.p. three-phase motor 
made by the Oerlikon Company of Zdrich. The following particulars of thii 
motor, together with Hg. 376, are taken from Arnold's '' Eonstruktionstafeht" 

Terminal pressure e = 3,300 volt& 

Primary frequency •^i = 50. 

Number of pairs of poles 2> = 6. 

Axial length L = 32'5 cms. 

Diameter of rotor 2> = 90 cms. 

The double air-gap Ig s 015 cm. 

Total number of stator conductors t\ = 2,016. 

Ck>mbined length of a stator and rotor tooth... = 6 cms. 

Batio of tooth pitch to tooth width s 2*5. 

From these data we get the following : 

Pressure per phase «i = -~=- = 1,910 volts. 

Conductors per phase zit^^^672. 

Conductors per pole per phase... j' « ^ ^ = 56. 

Polar area ^^„![^^=763. 

Let No be the total flux per pole pr stator at no-kwd 

Since the pressure per phase ei is almost ^ opposite to the 
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induced dectromotiYe force £u we can apply the formula found on p. 287 
for coil-winding8» viz. 



Hence 



e,.l(fl _ 1,910. ly ^ 

-^« " 2-12. -1. ;?i'" 2-12. 50. 672 ^^^--^"^ 



If we assume that 2 per cent of this flux is lost in leakage and diat 
98 per oen& of it passes through the rotor, the flux i\r in the latter will be 

-y=0-98JVo=2-64.10«. 



Stat or 



I — h 

2 



-I 1 1 h— I 1 1 A 

6 d 10 n n 16 18 io 
Kg. 376. 




From equation (172) on page 370, we have 

jj _ 0'4ir . g . g^ . i^.^ J 

iV J . Ag, 

in which e = 1'16 for coil-windings. Introducing the effectiye value io « ^^» 



we get 



N.l 



*o * yg ^ * ^ — ] — T ■ ^*5 amperes. 



This would be the magnetising current if the iron had no reluctance. 
The actual current taken by this motor on open circuit was 6 amperes, which 
is 33 per cent more than die above valu& 

The main part of the reluctance of the iron lies in the teeth, on account 
of the flux density in them being very high, and the idea will suggest itself 
at once of adding something to the length of the air-gap to allow for this. 
Since the ratio of the tooth pitch to the thickness of the tooth is 2*5, and 
about 15 per cent of the cross-section of the iron is lost in insulation, the 
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flax density in the teeth will be 2*5/0*85 = 2*95 times that in the air-gtp. 
The length of air-gap equivalent to the teeth will be found by mnlt^lyisg 
the length of the teeth by 2*95 and dividing by the penneability #c Ihe 
mean flux density in the air-gap is 

^"^""2; 763~" '^"' 

The mean flux density in the teeth is 2*95 times as high, and is therafore 
3,450 • 2*96 a 10,200. The magnetisation curve for the iron is given in ilg. 
377, and from this we find diat a value of B equal to 10,200 requires 2-6 
ampere-turns per cm., ie. 



J =2-6, andJr=0-4ir.y 



3*25. 



Hence 
Be 
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The combined length of a stator and rotor tooth is 6 cms., so that the 

path of a line of force has a length of 12 cms. in the teeth. This means an 

12 2*95 
equivalent addition to the air-gap of o\ao ^ 0*011 cm. This will incretse 

the value of Ig from 0*15 to 0*16, and the value of tg will increase in the same 
proportion, viz. from 4*6 to 4*8 amperes. This is still very much smalkr 
than the actual value, and proves that the above method of allowing for tbe 
reluctance of the iron is incorrect The reason for this difiTerence between 
the calculated and actual current is to be found, mainly, in the fact that tbe 
iron has a particularly high permeability at the mean value of the flax 
density, viz. 10,200 lines per cm. We have assumed that the permeability 
was equally good at every point, which is fiar from being the case. A wan 
reasonable method would be to take the mean permeability at the various 
flux densities, instead of the permeability at the mean flux density. £t6b 
then the result is little better. 

The only reliable method of accurately determining the magneliaog 
current is to draw a curve giving the relation between the flux densitj 9i 
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any point of the air-gap and the ampere-turns necessary to produce this flux 
density.* Then, knowing the excitation acting at each point of the periphery 
we can find finmi this curve the corresponding flux density. To plot the 
curve we choose several values of Bg and calculate the ampere turns neces- 
sary for the gap alone from the formula 

^g = 0*8 • Bg • Igy 

or, since in our case Ig = 0*15 cm., 

Xg = 0-8 . Bg . 0-15 = O^UBg. 

We then calculate the corresponding flux density in the teeth by multi- 
plying the density in the gap by the ratio of the cross-sections. In our case, 
then, we have 

Bt = 2-95jB^. 

The ampere-turns per cm. of path for the flux density Bt in the teeth is 
found from the magnetisation curve for the stampings (Fig. 377). We have 
then 

^-(f),.i 

For U we must put the total length of path in the teeth, that is, two 
stator teeth and two rotor teeth, so that 



Jr, = (f)^.2.6 = 12(f); 



Adding Xg and Xu we have the total excitation X necessary to produce 
the assumed flux density. This calculation has been carried out for values 
of Bg from 2,000 to 5,200, and the results are given in the following table : 



B, 


i^sO-lSB, 


B, = ar96Bf 


(f). 


*-"©. 


X, + z, 


2,000 


240 


5,900 


1-1 


13 


253 


3,000 


360 


8,850 


1-9 


23 


383 


4,000 


480 


11,800 


3-6 


43 


523 


4,500 


540 


13,300 


5-4 


65 


605 


5,000 


600 


14800 


10-7 


128 


728 


5,200 


624 


15,300 


18-5 


222 


850 



In Fig. 378 we have plotted the values of Xg + XtBB abscissae, and the 
corresponding values of jS^ as ordinates. 

We must now assume a value of the no-load current and find the flux 
produced by it. If the result comes out fur from the actual flux, we shall 
have to repeat the calculation with another value of the current Seeing 
that our approximate calculation gave 4*8 amperes, we shall estimate the 
current at 5*5 amperes, so that 

t0 s 5*5 amperes, 

and totott = \/2 . to = 7*78 amperes. 

* See Kftpp'B *' DynuDo Oosstruotioii." 
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Half the pole-pitch is taken as a base line, and the excitation is plotted it 
eveiy point, giving the curve Xin Fig. 379, similar to the curve obtuaadii 
Fig. 371 for the same conditions. As before, it can be shown that the iMxi- 

mmn excitation is 

2j'to^ = 2.56.7-78 .870. 

For an abscissa of ir/6 the excitation has half this value. Hie scale of 
ampere-tums is plotted on the left-hand vertical axiL Points have beet 
marked on this axis corresponding to the values of ^ ss Xi in the abon 
table, viz. 

2:=Zg + Xt = 253, 383, 523, 605, 728, 850, 

and horizontal lines have been drawn through these points to meet the com 
X Ordinates have been drawn through the points of intersection, and mide 
equal to the corresponding values of Bg in the table, viz. 

Bg « 2,000, 3,000, 4,000, 4,500, 5,000, 5,200. 




Fig. 379. 



Fig. 380. 



The scale for Bg has been arbitrarily chosen and is plotted on the ri^ of 
the figure. The curve Bg is drawn through the points found in this way, and 
represents the field distribution for a current of 5*5 amperes. The avenge 
flux density is determined by measuring the area enclosed between this curve 
and the base, and dividing it by the base. 

The result obtaLoed with the aid of a planimeter was 

BgnMbUk ^ 3,635. 

The same construction has been carried out in Fig. 380 for the other 
extreme condition* corresponding to Fig. 372. As found in connection with 
the latter figure, the maximum excitation is here 

1-73 j'to m« - 1-73 . 56 . 7-78 = 750. 
The result obtained from Fig. 380 was 



B. 



gmtuk 



3,583. 
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The mean of these two valoes of the flnx density in the gap is 

P 8,685 + 8,583 « ^^q 
-Dg BMui = 2 o,DUy. 

The total flux entering the rotor per pole is therefore 

N^B^j^^.Ag^ 3,609 . 763 = 2-76 . l(fi. 

This yalue is so near the required flnx of 2-64 . 10* lines that we may 
safely assume proportionality between current and flux. The magnetising 
current required for a flux of 2*64 million lines will therefore be 

6-5. 2-64. 10» -« 
^ * 2-75 , 10* "^ amperes. 

Now, we have n^lected throughout the reluctance of the stator and rotor 
cores. In addition to this, we have taken the flux density in the air-gap as 
uniform, whereas the slots will cause it to vary , thus increasing the maximum 
density and the necessary excitation. Finally, we must remember that the 
observed no-load current of 6 amperes contains an energy oomponent to cover 
the friction and iron losses. We cannot be surprised, therefore, that the 
calculated current of 5'3 amperes is about 10 per cent, smaller than the 
measured current of 6 amperes. Our last result is certainly more reliable 
than that obtained by taldng the permeability for an average value of the 
flux density. 

119. The Torque of an Induction Motor. 

To calculate the torque we shall assume that the rotating fleld is exactly 
sinusoidal, with the same flux per pole as the actual field. We shall confine 




ooopoo 

Fig. 381. 

our attention in the first place to a coil-side of the rotor-winding, with a 
breadth 2y and with its centre displaced by the angle oi from ^e point 
where the field is zero (Fig. 381). We saw in Section 92 that the «.mx 
induced in such a coil-side, and therefore the current in it, is pr o p o rtional to 
the sine of the angle oi. The instantaneous value of the rotor current is 
therefore 

i% « itmx • sin oi. 

This current is the same for every wire in the coil-side, but the field in 
which each wire is situated is difiSarent. To find the value of the torque at 
this moment, we must determine the average strength of the field over the 
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arc 2rf. The flax density at any point is eqnal to .Bb*x • sin a, where « is tbe 
angle between t>>ig point and the point of zero field strength. The 
over the arc 2y is found as follows : 






5 s= -- / ^Mx . am a . oo = Bma • . sm ai • 

y 



To calctdate tiie torque we shall require the product of the mesn fidd 
strength and the momentary value of the current We have 

ts • f 8 .B^ • hnz • • sin" ai. 

7 

In this equation %% is the momentaiy value of the current, aAd B die 
mean value of the field strength over the ooil-side at that moment. 

Now, the coil-dde moves steadily through the field, Le. the angle ai vanei 
from 0^ to 360^ and, since the value of the product i^.Bis proportioiial to 
the square of the angle a^ its mean value can be found in exactly tbe sane 
way as the mean power was determined in Section 73. Analogous to 
equation (115) on page 230, we have 

/p .-x Bjguai*Hm$x gin 7 

The force on the coil-side in dynes is found by multiplying together the 
strength of the field, the absolute current in the wire, and l^e total length of 
effective wire in the coil-side. Since, however, the same mean f oroe is grvea 
by eveiy coil-side during a period, the total tangential force on the rotor is 
equal to/, where 

/° \i^°" '^-^-^^y°^ (1^3). 

This force acts at an arm equal to the rotor radius r. Since tbe 
cylindrical surface of the rotor is equal to the product of the polar snrfMe 
Ag and the number of poles 2p, we have 

2wr .L =z2p. Ag, 

p.Ag 
or r =^- — 5?. 

To convert the torque or turning-moment from dyne-cms. into kg.-metzes^ 
we must divide by 981,000 . 100. Thus we get 

w- f^T 2ip.Bn»x.Ag.z^.itmui sin 7 n7±\ 

^' ^ 9-81 . 10^ ** IT . 40 . 9-81 . 10* • r ^^'*^ 

2 

Since -.-Bmasr^m^B, 

If 

Substituting, farther, the effective current tt for %% bwc/n/2, we get 

Mt^Z^Q.p.N.z^.ig.KT^.^^-^ (175). 

7 

The breadth y becomes for a squirrel cage, is equal to ir/3 for a coil- 
winding, and 2ir/3 for a creeping bar-winding (see p. 362). 
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The ratio ^^ entered into the coefficient A; in the equations (144), (145) 
7 
and (146) for the electromotiye force. We come, therefore, to the condnsion 

that, with various rotor-windings, the torque is proportional to the coefficient 

k for the E.M.F. induced in the rotor. 

The same result, together with the formula for the torque, can be obtained 

directly by imAginiTig that the rotor is fixed, and that the whole power 

supplied to it is dissipated in heating the rotor or a resistance connected in 

series with it Let i\r be the actual field cutting the rotor bars, as the 

resultant of the stator and rotor currents. This field cuts the stationary 

rotor-winding with the primary frequency 0^szp.—, where ?h is the revolu- 
tions made by the field per minute. The current in the rotor will be in 
phase with the e.m.f. induced by this field. If this E.M.F. in each phase be 
Si, and the total number of rotor conductors z% then the total power supplied 
to the rotor will be 

Pa = 3-Bi.i, = 3.A;.JV,-i.ya.l0-«.ta = A;.JV.-i.2fa.l0-8.ia...(176). 

This power is supplied to the rotor by*a field which rotates with an 
angular velocity 

fit ^'i* 

60 p 

Now, the power in met.-kgs. per second is equal to the product of the torque 
and the angular velocity. Bemembering that equation (176) gives the value 
of Pa in watts, and that a met.-kg. per second is equal to 9*81 watts, we have 

Pj ^^ ^t • ^ • 9'81. 

Substituting for P% and w, we get 

^''^ — 2;rr9^8i — ^^^^• 

We have assumed here that the rotor is fixed, but this is quite immaterial 
so long as the values of i\rand is remain the same. If we substitute for k the 
values found for it on page 287, we get the same values for the torque as 
those found above. This is therefore a check on the above result 

It is interesting to compare the torque of a three-phase induction motor 
with that of a n.c. motor. For the latter we found, in equation (98) on 
page 195, that 

* a . 2ir . 9*81 ^ ^^ •r*^^ •».2a* 

o- is the current in each armature conductor. From equation (175) for 

a squirrel cage rotor we get a coefficient of 3'6 instead of 3*25, because, the 

coil-side having no width, ^ s 1, but the equation is otherwise the same. 

Hence, other things being equal, the squirrel cage three-phase motor gives a 
10 per cent, greater torque than the direct current motor. 

* In this case we must tue the meohudcftl angulAr velooiiy, vod not the phaie or vectorial 
angulAT Telocity 3r<V| = Sr •J'* ^. 
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120. Calculation of Slip. 

We saw in Section 115 that the completelj nnloaded rotor rons synohio- 
nouslj with the field, i.e. at the speed 

We saw, moreover, that, as the motor is loaded, the speed decreases to a 
value n such that the rate at which the lines of force are cut is sufficient to 
induce the necessary S.1C.F. E^ in the rotor. In this way a current is produced 
in the rotor, and this current produces the necessary torque, in aocordanoe 
with the equations established in the previous section. 

The slip, or the frequency ««, with which the field cuts the rotor-winding, 
corresponds to the difference between the speed of the rotating fidd and that 
of the rotor, and 

fh — » 
60--^- 

The small S.M.F. which is thus induced in the rotor-winding is given by 
the equation 

By N we understand the field which actually cuts the rotor conductors, so 
that there is no difference of phase between E^ and the rotor current i^ If 
the resistance of each phase of the rotor-winding be i2|, we have 

The power wasted in heating the three-phase windings of the rotor is 

therefore 

3.ia«.i?» = 3.JBi.ia-*.i^-«i.lO-^tj (178). 

Z2 has been substituted for Zz%. By dividing this equation by equation (176) 
we get 

^^=: (179). 

Hence, the slip, expressed as a percentage of the synchronous speed, is 
equal to the percentage of the power supplied to the roUxt which is lost in 
heating the rotor^winding. This explains why motors are always made with 
a small slip. It is evident that the slip can be made to have almost any value 
by suitably altering the rotor resistance. 

It is interesting to compare the behaviour of a three-phase motor with 
that of a direct-current shunt motor. For the latter we have the equation 

In this equation e . i^ is the power supplied to the armature, while E.i^ia 
the power transformed into mechanical output. These two powers are in the 
ratio of e to J?, that is, the ratio of the speed n^ at perfect no-load to the 
speed n when loaded. Hence 

E ,ia ^ 



f 



J no — « _ e ,ia ^ E ,ia ^ i«? • lU 
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The percentage drop of speed from no-load to fall load is therefore equal 
to the percentage loss of power in the armature winding. 

Let OS now consider the case in which the slip is 100 per cent. This 
occurs at the moment of starting, before the motor begins to rotate. The rotating 
field cuts the rotor-winding at the high primary frequency '^i and induces a 
very large E.M.F. in it The current in both rotor and stator might then be 
so great as to damage the motor and cause a complete breakdown. It is for 
this reason that squirrel cage rotors are generally confined to small motors. 
They can be used, however, for laige motors, if they are brought up to the 
normal speed before switching the stator on the supply mains, or if they are 
started up together with the generator. Large squirrel cage motors are 
largely used in the United States ; they are generally started at a reduced 
terminal pressure, a spedal transformer being supplied for the purpose. 

The majority of motors above about 5 H.P., and many smaller ones, have 
rotor-windings into which resistances are introduced at starting. These 
windings can be connected either in star or mesh. Although a mesh-connected 
rotor-winding is closed on itself, it is electrically open until. the three comers 
of the mesh are connected together, either through the external starting 
resistance or by short circuiting the slip-rings. The starting resistances are 
most conveniently arranged in star connection. 

Liquid resistances are often used for starting induction motors. The 
resistance is gradually reduced by dipping the electrodes further into the 
liquid. The starting resistance does not merely reduce the current taken 
by the motor but materially increases the starting torque (compare 
Section 125). 

It is evident from equation (179) that the slip is increased and the speed 
consequently decreased by putting resistance in the rotor circuit. This is 
analogous to putting resistance in the armature circuit of a shunt motor, and 
leads to the same large waste of power. The speed varies, moreover, with 
every change of load. 

It has been tried to vary the speed by altering the number of poles of the 
stator, but the necessary connections are very complicated. If two motors 
are coupled, as is generally the case in traction, they can be made to run at 
half speed by supplying the primary of one from the secondary of the other. 
This so-called cascade arrangement has been adopted on an Italian ndlway. 
It cannot be denied, however, that the constant speed of the induction motor 
and the lack of an efficient speed regulation make it very unsuitable for a 
great many applications. 

The consideration of a motor with its rotor fixed and considerable resLst- 
anoe in series with the rotor-winding is of special interest The whole power 
supplied to the rotor is dissipated as heat in the rotor and starting resistance, 
and the motor is nothing more than a transformer. If the current is the 
same, the total power supplied to the rotor is the same as when the motor 
was running. The heat i^oduced in the starting resistance is equal to the 
mechanical output of the motor when working normally at the same current. 
The study of the induction motor is much simplified by looking upon it as a 
transformer, to which the laws and equations which we have established for 
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transfonners can be applied. The fact that the field is here a cooiCtt 
rotating one, and not a simple alternating one, introduces no mataoL 
difficulty. 

I2L Calculation of the Electromotive Force. 

In the forgoing sections we have assumed that the rotatiiig field httl i 
sine-wave distribution. The formula for the electromotive force^ (m tiiii 
assumption, is 

From p. 287 we find that 

k = 2*12 for ordinary 3-phase coil windings, 
1'84 for a winding with a coil-side equal 
to I of the pole-pitch, 
and 2*22 for a squirrel-cage, since the coil-side 
has then no width. 

For N we have taken the mean of the two symmetrical fluxes coiiicidii: 
with maximum and with zero current in one of the phases (see Section llTi 

As a matter of fact, the flux has not a sine-wave distribution, nor is t 
symmetrical, except at the special moments considered in Section IIT. 
The flux-density does not i ncrease uniformly, as it would do with a perfect 
distributed winding. The coU-side is ofben distributed between three, c: 
even two, slots, so that the curve of flux distribution is a stepped diagrant 

We will calculate the e.mx induced by this flux distribution, bat wil 
confine ourselves to the case of a three-phase motor. 

Fig. 382 represents the upper half of a 2-pole stator, with the anaBOillj 
large number of 9 slots per pole per phase. At the given moment tk 
upper nine slots have their maximum current and the others half this 
value, and the flux linking the former phase has its maximum valua ^^ 
shall investigate the E.MJP. induced in this phase winding, which is dis- 
tinguished in the figure by heavier dots. If the currents are sine fonctiotf 
of the time, the flux linking the coils must also be a sine function d tk 
time, no matter how it may be produced by the joint action of the ti^ 
phases. 

We then have 

E^^'UN. -.8.10*8, 

where N is the maximum value of the flux linking the S turns. In our case, 
however, the flux linking the various coils will vary from slot to slot, t^i 
we must find the maximum linkages for each slot and add together the resold 
obtained. Let there be a slots per coil-side, and let us assume in the first pboe 
that there is only one wire per slot. We shall neglect the effect of the vaiyiog 
permeability of the iron depending on the flux-density, and also the effact d 
the different lengths of path in the stator and rotor core. The flux per tootii 
will therefore be proportional to the ampere turns acting on the flux in ^ 
tooth, and may, so far as we are concerned with merely relative valosB, be 
put equal to the ampere turns. 
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If the TnaTJTnnTn current be taken as 1 ampere, the 9 slots on either side 
will be carrying 0*5 ampere. Then from the figure we have 



(«) 



Tooth. 


Effeotive 

•mpeie ttuiu 

or flax io tooth. 


Turns 
linked. 


Number of 
Uukages. 


1 


1 


1 


1 


2 


3 


3 


3« 


3 


5 


5 


5« 



X 



a 



a" 




Fig. 382. 
The other slots carry only half the current, but the flux links all the a 



slots of our upper phase, so that we have 



Q>) 



Effective 
ampere turns 
Tooth. or flux in tootli. 

I a + i.2 

II a + J.4 

III a+J.6 



Tama 
linked. 

a 

a 
a 



Number of 
linkages. 

a{a 4- 1) 
a(a + 2) 
a(a + 3) 



y 



2a- ^.2 



a(2a - 1) 



The number of turns in this series is (a * 1). 

(c) Finally, we have the tooth z. It has a flux due to 2a ampere turns, 
and this flux links all the a turns of our phase, hence the linkages are 2a^ 



a 



The sum of the series (a) can be shown ^ ^ ^ *t" o *'" s' ^^^ ^^ ^^^^^ 

of the series (i) ^o? * |a^ Since these linkages (a) and (&) occur also in the 
lower half, these values must be doubled, whereas (c) occurs only once. 

Hence the total linkages of the phase winding at the moment of maximum 
current are equal to 

|"(5a« + 1). 
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To toin finom lelatiye to actaal values of the linkages, we know that tbt 
flux in the tooth z is not 2a^ as we have assumed, bat .Bnu multiplied hj tbe 

CTOSS-seckion of the air-gap for one tooth, viz. '^, where Ag is the 

section per pola Moreover, there is not one wire in each slot, but ^, 

^ is the number of wires in a coil-sida Bemembering that there aze f pso 
of poles connected in series, we get 

where ci is put for — q 1 . 

Similar calculations with an even number of slots per ooil-eide lead u 
the same result. 

The foUovdng table gives the values of Cy calculated for various vaha 
of a: 

a Oi 

1 0-667 

2 0-583 

3 0-568 

4 0-563 
00 0-555 

For the E.H.F. we have 

JS = ^'Uci. p. Ag.q' .Bn^.-' .10-\ 

For very distributed winding (a = oo ) this formula agrees almost exactly 
with equation (145). Hence, as a is never less than 2, we maj alwajf 
safely assume Uiat the field is distributed according to the sine law. L 
must be remembered that the above figures have been obtained by iguosEiiig 
the varying penneability of the iron of the stator and rotor teeth. 

(Foe foriher calculations on this subject, see Qorges, E.T.Z., 1907, p. 1.) 
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I22« Rotor Current, Torque, and Output in relation to 

the Slip, neglecting Leakage. 

We shall assume^ for the sake of simplicity, that there is no magnetic 
leakage, so that no lines of force pass across the slots in stater or rotor. 
There is then only one flnx which crosses the air-gap and links both stator 
and rotor conductors. This flux is produced by the combined action of the 




Fig. 383. 

stator and rotor currents. We shall assume that this flux iV has a positive 
TnaTJmum at A and a negative TnaTiiuum at By so that A is the mid-point of 
a north pole and B the mid-point of a south pole. The lines of force pass 
vertically downwards, and the vector OJC may represent the ampere turns or 
resultant excitation producing this flux. 

If the field be rotating in the clockwise direction, it will induce a current 
in the rotor with maximum values at A and B. 
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By means of the right-hand role, it is seen that the cmrent at i j 
towaids the observer, while at £ it is away from him. Each ooil-eide of the 
three-phase rotor-winding is distributed between 4 slots. The pointi ud 
crosses in the slots at A and B are drawn heavy to indicate the maxiim 
current In the other two phases the current has half this Yaloe. 

The vector 0X% of the excitation due to the rotor currents alone mnt le 
drawn horizontally from left to right, since this is the direction of the ftn 
which the rotor currents alone would produce. 

In order to give the resultant excitation OX^ it is necessary for Uie state 
excitation to be equal to OXi both in magnitude and phase. The sts&r 
currents have their maximum values at C and 2>, with crosses at C and dac 
at 2>. The stator has 3 slots per pole per phase. The current will have b 
TnATiTniini yaluc in the phase (72>, and half that value in the other phases. 

From Fig. 383 we see 

(1) that the primary and secondary currents are in appioxiiiuk 
opposition, as in the ordinary transformer ; 

(2) t^t the current induced in the rotor is strongest at the pois: 
where the field cutting the rotor is strongest ; and 

(3) that the rotor-current vector is at right angles to the rotor-fiel: 
vector. 

When, now, we remember that the rotating field cuts the stator as wel 
as the rotor, we see that the b.m^. induced in the stator-winding will be i 
maximum at points A and B, whereas the maximum stator current is i: 
C7and2>. 

We see then 

(4) that the stator current lags behind the stator preesore by ^ 
angle ^ in the figure. 

This comparatively large angle of lag is due to the fact that the inducdcc 
motor has to produce its own field, and that, since the magnetic path 0000^ 
sarily includes the air^p, there must be a laige wattless or magnetisB: 
current. Although the air-gap is sometimes reduced to a quarter of i 
millimetre or less, it is only in large motors that cos ^ can be got up to 0^ 
and only in extremely large ones that this value of the power-fieustor ess b 
exceeded. The wattless current, as we have already seen, causes a needkv 
loss in the wire in generator, mains, and motor, besides having a bad eSedf^ 
the pressure r^[ulation of the former. For this reason, induction mo(oD 
must be constructed relatively larger than direct-current and syndiroootf 
motors. Finally, the large magnetising current is especially unfiftvooitbk 
when the motor is running light. 

We shall now calculate the most important values for an ideal motor fo* 
from magnetic leakage. If the ohmic pressure drop in the stator is somH 
the induced KM.F. in the stator will be almost equal to the constant prefisore 
ei applied to each phase. It also depends on the magnetic flux N^ whicb. 
the absence of leakage, links both stator and rotor. The induced utr. is 
the stator is given by the equation 
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If the value of Ex is equal to that of ei, it must be constant, and, as is 
^ evident from the above equation, the flux N must also be constant. 

If this field, which we have seen to be common to both stator and rotor, 
, cuts the rotor conductors with a frequencey ^ corresponding to the slip, an 
B.H.F. will be induced in the rotor-winding, in accordance with the equation 

1 We shall assmne, for the sake of simplicity, that the windings of stator 
and rotor are similar, so that both have the same value of k. 

The rotor current %% will be equal to H^/H^, c^d is therefore proportional 
to the slip. We can express this by the equation 

la = Ci . *^, 
where ci is a constant 

The torque is proportional to the product of the rotor current t| and the 

flux N (equation 177). In our case the latter is constant, while the current 

is proportional to the slip. By introducing a constant c^ we can write 
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The fowtr iranemitted to the rotor is alBO proportional to the product 
H.N (equation 176). Since the flux is constant, this power is therefore 
proportional to the slip, and we can put 

where e% is another constant 

The meehaniccU power P, including the power wasted in friction, can be 
found by subtracting the copper loss in the rotor from the total power trans- 
mitted to the rotor. Now, the copper loss is proportional to the square of the 
current, and therefore to the square of the slip. If ^ be another constant 
and Bg the resistance of each phase of the rotor, we have 

P ^ JP% — 3 • ij . Sg = (<j . «» — Ci . •^. 

The rotor current^ torque, transmitted power and mechanical power are 

plotted in Fig. 384 on a base line representing speed* OA is equal to the 

speed nq at no-load and OB is equal to the speed at a certain load. The 

difference OA -^ OB ss AB is equal to the revolutions per minute lost by 

T. E. 25 
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the slip. The first three of the above quantities are proportioinal to te £f 
and will therefore be represented by stra^ht lines through A. The Tnerhawi 
power, on the other hand, is given by the ordinates of the paiabolaiBtk 
figure. It must be zero, both at where the rotor is at rest, and at A wfan 
the motor is running light. It will reach its maximum value for a speed t 

equal to ^, i.e. for a slip of 60 per cent. The normal working positioa b 

much further to the right, where the slip is small and the efficiency cat 
sequently high. 

An actual motor differs from this ideal motor in almost every respect, tc 
especially with regard to the starting torque and overload capacity. 

At starting, the speed is nil and the torque, according to Fig. 384, is toj 
laiga As a matter of fact, the effect of leakage in an actual motor k v 
make the starting torque extremely small. Besistance has to be inserted i: 
the rotor circuit to enable the motor to start against the normal load. 

This can be explained by the large leakage flux caused by the exoeaam 
currents in stator and rotor when the slip is 100 per cent The flux whki 
cuts the rotor conductors is thereby so reduced that there is very little tocqv 
in spite of the large rotor currents. Hence, the starting resistance not o&h 
reduces the otherwise excessive current taken by the motor, but alBO eoMik 
the motor to exert a large starting torque. This will be more clearly raia- 
stood after studying the circle-diagram of Heyland^ to which we now proceec 

123. The Circle-diagram, neglecting Primary Losses* 

We shall consider, in the first place, the general effect of the letbp 
before passing on to the vector diagram and an accurate determinati<m d^ 
various quantities involved. 

When there is no load on the motor, the total stator field is made ap^ 
two fields, one, the flux which crosses the air^p and enters the rotor, tk 
other, the primary leakage flux Ni^. Both fluxes are produced by the no-bi^ 
stator current, and are therefore in phase with each other, and inversdy F^ 
portional to the magnetic reluctances of the air-gap path and the pnmtf! 
leakage path. 

When the motor is loaded, the flux Ng, which crosses the air-gap, is F* 
duced by the combined action of the stator and rotor currents. 

It was formerly the custom to consider this air-gap flux as linkiDg A' 
rotor-winding (Hg. 385) and inducing therein an ejc.f. suf&dent to maifl^ 

* The hietorioel development of the oirole-diagEam is veiy inteneiixig. He^iand ifulW^ 
the diagram in the B. T. Z. on the 11th Oct. 1894, and gave further developmentB on pef*^ 
and 828 for the year 1895. In the E. T. Z., 1896, page 68, Behrend developed the iif^ 
analyticaUy, but made a gmaU error in the determination of the rotor current. Tbe oeiifw*^ 
determination of the slip and loeses was given by Heyland in the B. T. Z. lor 1806, p. 188. ^^ 
also Heyland's **Bine Methode sor experimentellen Untersnchung an Indnktioiiimotf** 
pobliihed in Vott's " Sammlnng," vol. n, 1900.) BmdecorreotedBehiend'seEroriiialitt''' 
the E. T. Z., 1900, p. 781, which opened an interesting diaonssion. In the *" Z. ttr X.«" Vltfo^ 
for 1899, Ossanna gave the diagram, corrected for stator loss. (See al«o ^n aiiiiilA byOMt w^ " 
the E. T. Z., 1900, p. 71S, and also by lliomKlen in the B. T. Z lilersM 

to note, however, that 0— inni's circle was really incl u ded in J ^«> 
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he rotor currents against the resistance and self-induction of the rotor- 
nnding. The ohmio pressure drop in the rotor would then be equal to the 
eenltant of two electromotiye forces, produced by the fluxes N^ and Nt^ 
espectively. This second flux is the rotor leakage flux, and it is not in phase 
dth the air-gap flux. As a matter of fSeu^t, however, these two fluxes do not 
xist separately in the rotor, but combine to form the resultant rotor flux N. 
t is therefore preferable to consider that only a part N of the air-gap flux Ng 
masses round the rotor-windings, while a part iVi, is forced along the leakage 
Mtths by the back ampere turns of the rotor current (Fig. 386). 

In Fig. 387, let the vector LD represent the flux N which passes through 
he rotor-winding. The ulf. induced in the rotor-winding by this flux will 
ag 90^ behind it, and will be in phase with the rotor current^ since, in 
ocordance with Hg. 386, this ulf. has to cover merely the ohmic pressure 
Irop and not the sdf-induction. Hence LB s ts is perpendicular to LD. 





Fig. 385. Fig. 386. 

The secondary leakage flux Ni^ = LE s DA is drawn in the opposite 
liiection to the rotor current, because, from the point of view of Fig. 386, this 
lux is produced by a current which exactly balances the back magnetomotive 
brce of the rotor current. 

The flux Ng in the air-gap is the sum of the rotor flux N and the 
econdary leaki^ flux Ni^. We have, therefore, Ng^ LA. 

The magnetomotive forces of the stator and rotor currents are nearly 
apposed to one another. Their resultant, however, must be such as to 
)roduce the flux Ng in the air-gap. If c be a constant and JB the reluctance 
\i the air-gap, and if, moreover, both stator and rotor have the same number 
»f turns, the law of the magnetic circuit gives us the equation 

'.n this equation ig is the magnetising current which is necessary to maintain 
he flux Ng across the gap. It will be the resultant of the primary and 
econdary currents. If the scale to which the current is plotted be suitably 
(hosen, the length LA can be made to represent the current ig as well as the 
lux Ng. If LB represents %% to this same scale, the primary current n must 
)e represented by the line AB. For the sake of compactness, we have drawn 
he triangle of forces instead of the paraUdogram. 
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The primary leakage flux Ni^^ which links the stator-winding vitbc 
crossiiig the air-gap, is in phase with the primary current, and is lepranaiec 
by the line AO in continuation of the line BA. The total flax if^in tk 
stator is represented by LO. With a oonstant terminal p i a wiu e, ai 
consequently, on our present assumptions, a constant indnoed SJU. 
in the stator, the primary flux No -LO is constant at all loada. 

Let i%, and iZi, be the reluctances of the primary and secondary kikip 

paths, and let 

R R 



r\ « 



A.' 



rj = 



Ri,' 




Kg. 387. 
Then, from the law of the magnetic circnit, we have 

AO = iVj, = -~- = ^ . n . ii = n . ii, 

DA ^ Ni^^ -j^ = ^. ra . ta = ra . tj. 

It is to be noted that we have so chosen the scale of current in f^. 3?r 
that the same length, viz. AL, represents both ^ and Ng, whidi, aiscb 

Ng s 'V^' ^ equivalent to putting p * !• Now, the point A divides tb 

line OB in the ratio of n to 1, and as DAF is parallel to BL, it follows tbi^ 

1 + n 

It is also evident that the point F divides the primary flux LO in ^ 
ratio T\ : 1, that is, in the ratio of the reluctances of the air-gap to tiiat of tk 
primary leakage path. Since the flux will divide between two parallel ps^ 
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, in inverse proportion to their reluctances, OF must be the primary leakage 
: flux at no-load and FL the corresponding flux in the air-gap. If t, be the 
* no-load stator current, it follows from the law of the magnetic circuit that 

i -BIT ^ ^'^0 _ 4 

^ whence OjP = n . ^i = n . i^. 

If we draw AQ parallel to DL, Le. perpendicular to FA^ we get 

n . 



1 , , . tj + rj . tj 
1 -t-ri 

By simplifying this and putting 

T = Ti -I- Tl -I- riTj, 

we get ^^ = ^LiII. 

r 

Hence, both F and G^ are fixed points on the constant line LO, and the 
point A moves on a semicircle on OF as diameter. If, now, the whole figure 
be enlarged in the ratio ri : 1, and allowance be made for the fact that the 
rotor conductors are not equal in number to those on the stator, but are only 

— of the latter, we have the following values : 

OF^io, Fa=^^.. (180). 

^ OA^ii. FA=:i-j—'— (181). 

1 + Tl «x 

^ The end of the primary current vector moves on a semicircle on the 

* 

' diameter ^ (Kg. 388). 

It is evident that the conditions at various loads are largely dependent 
on the leakage coefficients n and r% and the resulting coefficient r. The 
values of n and ra lie between 0*07 and 0*02. If n and t% are assumed to be 
equal, the value of r can be found from the table on page 394. 



124. Output, Torque and Slip from the Circle-diagram. 

From equation (176) on page 377 we know that the power supplied to 
the rotor is 

Since the point F in Fig. 387 divides the line OL in the ratio n : 1, it 

N 
follows that FL » ^ / . From the same figure we have 

1 + Ti 

iV'=Z2> = -PZ.oos^=j-^cos^ (182). 

and, from equation (181), 

ig.flr, = (1 + n) . ^^ .^1 = (1 + n)FA . S.zi'. 
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If, DOW, we put FA ^ ^^^ (Hg. 388), and sabstitata 

fs. Stand i<^ in the above equation tcx the power supplied to tlie mv 
we get 

Pt^Z.h.N^nZi'.AH. 

On the assumption that there are no losses in the stator, tbe If mm 
pressure ei will be reporesented by a vector perpendicular to ITq and alsD tt> ^ 
as shown in the figure. The ordinate .^Lffis therefore the energy oon^oncs: 
H cos f of the primary current. The product h . N^^zi is equal to rr 
dectromotive force Ei, and therefore also to the primary terminal pm s si.! 
ei. On substituting these yalues, we get 

P,= 3.ei.-42r= 3.0|.fi.cosf (18S> 

This proves that the power supplied to die rotor is equal to that BiBtpfbc 
to the motor itself whi<^ is, of course, a necessity, since we have iwglfrtnc 
stator losses. 




Kg. 388. 

The power P% ia transmitted to the rotor by means of a field wUd 
rotates with an angular velocity en s 27r «n/p> ^^d it is immatfflial whediff 
the rotor is fixed or rotating. The torque is obtained by dividing the power 
by the angular velocity, hence, 

If we substitute for Ps its value from equation (183), we get 

Not only does the Heyland diagram, however, enable us to read off tk 
power transmitted to the rotor and the torque exerted, but it also gives m t 
direct reading of the slip corresponding to any value of the stator cunenL 
Equation (179) on page 378 expresses the important fieict that the peroentige 
slip is equal to the percentage power lost in the rotor-windings, or 
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By squaring each side of equation (181) on page 389, we get 



JX + W^ ' 

and from the figure it is evident that 

It follows from these two equations that 

T Z^ 

By substituting this for is^ in the above formula for — , and putting 
P.-3«,.^fl;andg=tanftwehave 

-= C.tan^ (186). 

where C = ^jtlli^ . 5^ . *oi:^* (186). 

The percentage slip is therefore proportional to the tangent of the angle 
/3. To determine it graphically, the line OK in Fig. 388 is drawn so as 
to make an angle jSq with the horizontal, where 

tan^o-^ (187). 

Let this line cut the semicircle at J\ then, when the load is such that the 
primary current becomes OJ, the slip ^ will be equal to «*% because 

- = C.tanflo=l. 

The slip will then be 100 per cent., and the motor is therefore at rest. 
OJ is the so-called short-circuit current, Le. the current taken by the stator 
when the rotor is fixed, or at the moment of starting. 

A point K\b taken on the line OJ so that the perpendicular KN on to 
the base is exactly 100 mm. long. This perpendicular cuts the line OA in 
the point M. When the primary current is OA^ we have 



^ ri ^ at ^^^ ^^ 



and since KN is 100 mm. the length of MN in mm. is equal to the per- 
centage slip. 

We could determine die mechanical power, or output of the rotor, by 
decreasing the power supplied to the rotor by an amount corresponding to 
the slip. A simpler way of proceeding is to join ^c/, cutting the ordinate ^JET 
in the point P. The angle FPHis equal to j3o» and we have 

^ tan^ Jgy /HF_ PH 
-1 '^ tan^Q'^ AH/ PH^ AH' 

* The resistonoe ' '^ is the secondAiy lesistanoe reduced to its equivalent priniftry Tslue, 

M we have alzeedy seen in oonneotion with tzanefozmerB. If the windings on gUtor and rote 
ue diflsimilar, ^i , and k^ must be subeiitnted lor §i and s, in equations (181) and (185) 
(compare page 870). 
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Sinoe the percentage slip is equal to the peroentage loss in the rotor, 

Z.H^.Bf ^ _PH 

We have already seen that AHi& a measure of the power tnnsmittad s 
the rotor, whence PH must lepreaent to the same scale die Ices in the vote 
and the difference AP^ the mechanical poww or output. It is evident free 
equation (183) on page 390 that the mechanical output P may be 
as follows: 

P^Z.ex.AP watts. 
This output consists of the frictional loss and the us^ul output. 



I25« Normal Load, Starting Torque and Maximnm 

Torque. 



The induced sjlf. lags, roughly speaking, 90^ behind the 
euirenty and the sjf .f. yector should be drawn vertically downwards c 
Fig. 389. If the stator losses be n^lected, the terminal pressure Tector wL 
be exactly opposite to the sjcf. vector, and will make an angle ^ with tik 
primary current, as shown in Fig. 389. The angle of lag will be evidentlT i 




Fig. 389. 

minimnm when the current vector is a tangent to the semicircle, and the 
motor should be so designed that the normal working conditions conespon! 
approximately with this position. The maximum value of the power-&ctor 
is given by the following equation : 



(C0S^)aax = 



2r 



V 



+ ii 



2r + l 



(188X 



Hence, if the primary losses be neglected, the maximum value *of tb 
7er-£Btctor depends only on the leakage coefficient r. 



125. Normal Loadj Starting and Maximum Torques 393 

The table given below shows the TnaTimnm power-factors attainable with 
different values of the leakage coefficients, on the assumption that n s rs. 
We see that a value of cos ^ = 0*9 can only be obtained by making n and rs 
as small as 0*03, which is about as small as it is possible to reach.* It is 
farther evident that, for a given value of r, the value of the primary current 
%u corresponding to the maximum power-factor, has a definite relation to the 
no-load current i^ This is expressed in the equation 



From which we get. 



-■•-Gv*.)'-©'- 



From this equation we can determine the most advantageous value of the 

ratio ijii. The values have been calculated and are given in the table below. 

We see that under the best conditions the no-load current lies between \ and ^ 

of the normal fall-load current. This relatively large no-load current is caused 

by the air-gap between stator and rotor, and, although a wattless current, is 

one of the greatest disadvantages of an induction motor. Even when the 

leakage of stator and rotor is reduced to 2 per cent, each, the no-load current 

is still 0*197 of the normal current. For example, a 500 H.P. motor of 

the Alioth Companyyf which, on account of its size, should give very good 

results, had a no-l(Mtd current of 9*3 amperes, and a fcdl-load current of 

50 amperes. This gives a value of the ratio i^iii equal to 9*3 : 50 or 0*186. 

It is safe to conclude that this motor had leakage coefficients n and r% of 

2 per cent., since the normal current vector of 50 amperes would almost 

certainly be tangential to the Heyland circle. 

We turn now to the overload capacity of the motor, still keeping to the 
assumption that the motor runs at its normal full load with the smallest 
possible value of ^. The primary current ii is the tangent to die semicircle, 

and ix (cos 4)maa, IB a measure of the normal torque (equation (184)). The 

• 

maximum possible torque is given to the same scale by the radius ^. The 

overload capacity, or the ratio of the greatest possible to the normal torque, 
is therefore 

maximum torque »o/2r _ ^ 2t -t- 1 

normal torque "" ii . (cos ^)nKM, "" H * 2r 

* Heyland makes ooi f = 1 by fitting a oommotaftor with a emaU number of tegments to 
(he rotor and supplying the w^agwAfcid^g ourrent to the rotor instead of the stator. Sinoe the 
freqoenoy of the x.ic^. induced in the rotor is very small, a smaU pressure is sufficient to drite 
the ma gnjitirfwg ouiTent through the rotor-windings. This smaU p re ssur e is usuaUy ti^^ped off 
from the stator coils and applied to the brushes. The wattless magnetising current is pnwtioally 
ns^Ue compared with the whole current supplied to the stator, so that the motor has a 
power-factor of unity. (See the E. T. Z., 1901, p. 688; 1903, n?. SB and 688 ; 1908, pp. 51, 79, 
96 tod 918.) 

t See E. T. Z., 1901, page 647. 
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The last column of the following table has been t^m\n^^ fitm An 
f onnula : 



T, = T, 


T =» T, + T, + T,T, 


(OOB ♦),»„ = j^l-^ 


\'^/xi-, 


Oack«dcati0 


0-07 
0-06 
0-05 
0-04 
0-03 
0-02 


0-145 

0-124 

0-103 . 

0-082 

0-061 

0040 


0-776 

0-802 

0-83 

0-86 

0-892 

0-925 


0-355 

0-33 

0-305 

0-275 

0-24 

0-197 


1-58 

1-65 

1-78 

1-95 

2-2 

2-63 



It is evidently very difficult to obtain an overload capacity of 2*6 
that obtained wiUi the maximum value of cos ^. It is possibl^ of ooorse, ti 
design the motor so that the normal primary current vector falls below the 
tangent. The value of cos ^ is not greatly decreased, and the OYeika: 
capacity, with r^ard to the normal torque, is increased* 

A point of special interest and importance is the iorqiu at starting. E 
the resistance of the rotor is n^ligibly small, equations (186) and (187) gxw 
us the following result : 

The angle /3^ is then equal to 90^ and the points /and G in Kg. 3£j 
£Edl together. 00 is therefore the theoretical stator current at startiiig, o 
the assumption that the rotor resistance is negligibly smalL Under 
conditions the starting torque is evidently zero. 

Even when the actual resistance of the rotor is put into the 
for /3o, the line OJ is still very nearly perpendicular, and the point J, the 
ordinate of which gives the starting torque, is still very low. It is evidflBt 
however, that the resistance of the rotor circuit can be increased to asj 
desired extent by putting starting resistance across the slip-rings. As cu 
be seen from the above equation, the angle jSq will be thereby decreased, BMi 
the ordinate of the point J, which gives the starting torque, increased. Tc 
make the motor start with its maximum torque, the angle /Sq must eqoal 45^. 
so that tan /3o = !• If the combined resistance of rotor and starting reeistaiioe 
per phase be S^ the conditions for this maximum starting torqae are at 
follows : 

**"^« = (l + nj».«o.k*.i2."^' 



or 



■fis 



{l+nf.L.zi^' 



With this resistance per phase the starting torque of the motor will have 
its greatest possible value* 
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126. Ossanna's Circle Diagram. 

Up to this point we have assumed that the resistance of the stator- 
winding and the consequent losses could be neglected. On this assumption 
the tenninal pressure ei can be represented by a vector equal and opposite to 
that of the induced BJf ^.^ and making an angle of 90^ with the no-load 
current tQ. As a matter of fact, however, the terminal pressure ei has not 
only to overcome the back B.M.F. JSi, but has also to drive the current u through 
the reeiBtance Bi. In Fig. 390 the terminal pressure vector «i is drawn 
vertically, as before, and the primary current vector OP a ii lags behind ei 
by the angle f • Along OP is drawn the primary copper drop 0P% = ti • A. 
llie vector Ex which counterbalances the back b.m^. is the side of a parallel- 
ogram, of which 0P% is the other side and «i the resultant diagonaL Ex is 
evidently smaller than ei, and the magnetic flux and magnetising current 



jjxU: 




Kg. 390. 

must be correspondingly reduced. We may assume as an approximation 
that the reduction of magnetising current is proportional to the reduction of 
flux. The reduced magnetising current OFx is at right angles to Ex, and 
OFx : FxCfx = r. The end P of the primary current vector Ues on the circle 
on the diameter ^i^b ^th the mid-pdnt Pi. The position and size of this 
circle varies with every change in the load, but we shall use it to find the 
locus of the point P. To this end we must find the equation to the oirde 
on Fx(hi that is, we must express the co-ordinates of the centre Px, and the 
radius of the circle, as functions of the co-ordinates of P. 

Let OF = to ^ drawn at right angles to'^ to represent the no-load current 
for a stator without resistance, that is, the current which would produce a 

flux to give an KM.?, equal to ei. Further, let FO = ^, PJf = r, OM^m, 

and PiPi =r n, and let 

X and y be the co-ordinates of the point P, 
xx 99 yx »« »* »» »* * i» 



^ 



n 



ys 
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On the assumption that the no-load currents are proportioiial to the 
electromotive forces, we have 

and, since the angles OQP% and MOPi are equal, these trianglfiw nmst be 
similar. It follows from the figure that 

Xi fn> yi ^ ^ OFi Ex 

Moreover, 

a5i = aj.-Bi, y%-y.Ri, ^* = «i* + ti'.-Bi* - 2eiH-Bi cos ^. 
Since ii • cos ^ s y and ii* = a? + y*, we have 

Now, the point P lies on the circle with the centre Pi, and its co- 
ordinates must therefore fulfil the equation 

(x-XiY + (y - yi)* = n*. 

We can substitute the values already found for x^ yi and ri, and pot 

m« - r> = 5« and 2« = ^« + «*. Bi'. 
We thus get the equation 

«« + y» 3r--«^ ? — -y =--?-• 

This is obviously the equation of a circle, the centre of which is given br 
the co-ordinates, 

P = -3— (189). 

9 «= ^ (190). 

If JZ be the radius of this circle (Fig. 391). 

i?=|,« + j«-^" (191)L 

This circle is known as the Ossanna circle. 

If the values of p and q be substituted in equation (191X and the l«t 
term be multiplied top and bottom by «* » ei' + «* • Bi\ we get 

^ = -?- + ? ? ' 

wnence jK^ » — -| — — ^ , 

or, since m* — 5* = r*, 

^ = ^* (192). 

From the circle with the radius JZ, the angle ^ corresponding to i&7 
primary current ti can be directly determined. 
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If the line OA be drawn in Fig. 390 so as to make the angle a with OP, 
then OA will make the same angle a + ^ with ex in the original diagram 
as OP makes with Ex in the reduced diagram. Since both diagrams are 
based on the same value of r, we have 

OP _ OFi El 
A" OF'' ex' 

Hence, for many purposes, it is sufficient to take the point A in the 
original diagram, and to imagine the diagram reduced in the ratio OP : OA 
and, at the same time, turned up by the angle a. The end of the primary 
current vector will thus be brought to the point P on the Ossanna circle. 
Further, since the triangles OPA, QP%0 are similar, the angle OAP must 
be equal to ^. It follows from this that the points A and P Ue on a circle 
to which 0^ is a tangent at 0, and which has its centre on the line 00. 
Hence, the point P on the Ossanna circle corresponding to the point A 
on the original circle must lie on the circle through the points and A, 




Fig. 391. 

which has its centre on the base line 00. This is the auxiliary circle in 
Fig. 390. 

It must be carefully noted that neither of the three circles in Fig. 390 
is the Ossanna circle. We proceed now to give a graphical construction, 
whereby the Ossanna circle may be determined. The points F and O in 
Fig. 392 are the ends of the original vectors of no-load current and short- 
circuit current respectively. F and ff are the corresponding points on the 
Ossanna circle. We know, from what we have just seen, that F must lie on 
a semioirole on OF, and (T' on a semicircle on 00, the centre of which is Mx. 
The triangles OFF and OffO, are therefore right-angled triangles. 

Now, both at no-load and on short-circuit with a rotor of negligible 
resistance, the motor acts merely as a choking coil, so that the primary 
current OF or Off must form one side of a right-angled triangle of which the 

hypotenuse is ^- ^ ^« 392 OD is made equal to ^ and the angles OFD, 

OGfD are therefore right-angles. 

Hence, the pdnts F and & of the Ossanna circle Ue not only on the 
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semicircle on OD but also on tiie lines DQ and DF. 
simple way of finding the points CP and F. 

If Mia the centre of the (»iginal circle, we have from eauataons (189) 
(190) that 

q ^ ei/JRi 
Hence the centre Mq of the Ossanna circle must lie on die l»tw» MD, «&d 



G 




Kg. 392. 



X 



as we have found two points on the circle, viz. GP and F', the circle can now 
be dra¥nL 

If we draw a semicircle on 00 with centre Jfi it must just toooh the 
Ossanna circle at ff, since it touches the original circle at O. Henoe, the 
points ff, Mq and Mi must lie on a straight line. 

It can also be shown that the points C and E^ at which the Ossanna circk 
intersects the lines DQ and DF^ are on the same level as the centre if*. 
Finally, the points 0E& and OPC lie on two straight lines. 

This construction can only be conveniently carried out in the case of 
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small motors, in which the primary resistance plays an important part. In 

large motors with a good efficiency, the length OD = —- would be enormous, 

compared with the remainder of the diagram. In such a case the only effect 
of the primary resistance is to raise the centre of the semicircle almost 

vertically through a distance q, while the diameter is hardly changed 

• 

from ^. 

T 

In a 600 h.p. Oerlikon motor/ for example, 

ex = 1,900, io « 36, Rx = 04, r = 0117 
from these data we find 

m = io+|:=190, 

5« = m« - 7^ = 12,400, 
2» = «i« + ««.i2i« = 3,600 . 10» + 2 . 10«. 

If we n^lect the second term in the expression for «*, the error is only 
2 in 3,600, and we can then put a^ » e^. This makes p = m in equation 
(189), and M^ vertically above M in Fig. 392. It also makes the new radius 
R equal to the original radius r in equation (192). The distance through 
which the centre is raised is 

sr ,ex*Rx s* • Rx e% o 
q = ^^— = = 2'6 amperes. 

The smallness of this correction may be seen firom tbe fact that the 
length 00 represents 344 amperes. 



127. Ossanna's Circle DisLgram— continued. 

In Fig. 893 we have drawn both the (Hriginal circle, neglecting the stator 
resistance, and the Ossanna circle, the former dotted and the latter as a full 
line. The auxiliary circle through is also drawn as a full line, but lighter 
than the Ossanna drcla We saw in the previous section that the triangles 
OPA, QP^O were similar. If we drop the ordinate P£K, the angle OPK 
is equal to ^. The triangles OBP, OPA and QP^ are therefore similar, and 
we have 

PB ^ix 
ixRx^ex* 

The power lost in stator resistance is 

8ii«.-Bi«3«i.PB. 
The power supplied to the stator is 

Px = 3«i • ii . cos ^ sa 3«i . PK. 

* See E. T. Z., 1900, No. 62. 
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By snbtxaciii^ one firom the other we get the power tranamitted 
rotor, Yis. 

The length FiP in fig. 390 is a measme of the rotor cmrent^ 
cordance with equation (181). To find FiP in Fig. 393 we must 



to the 



m ae- 

FA 



intheraldo* = ^,or 

\ 'w — ~ -^1-* = -^-^ • TTa • 

+ Ti)ai 0-4 

To make this redaction a horizontal is drawn through B to me^ 
The ordinate through C cats the original circle in 2). Then we have 

FJ^^ FH^ FA" OA* 

OB_OBqP_OF^ 
^^ OA^OP'OA^OA}' 



m 




V K 
Fig. 393. 



From these two equations, it follows that 



OP 

fd^faX^^ 



%%.H 



OA {1 + Ti).«i* 

The line OJ is drawn at an angle /Sq with the horizontal, where /3^ is the 
same as in equations (186) and (187) on page 391. Then we have 

FV 



and 



FV^ 



FI^ FI^ 



tan^' 



ia*.%' 



. <o 



2r ~ Vr ~(l + ri)«.«i« • r- 

From this equation, together with equation (186) on page 391, we get 



UV^ 



«i 



The loss in the rotor is therefore 

3tf«.J29 = 3«i.Crr. 

Since CV ^ BK, the mechanical power given out by the rotor must be 

P^Zei.CU. 
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Further, since the relative slip is equal to the relative loss in the rotor, 

- _^ LH 
-1 " Cr "^ AH' 

For the convenient determination of the slip the method of Fig. 388 can 
be employed, using the point A in the original circle. 



128. The most Convenient Form of the Circle-diagram. 

Ossanna's method of correcting the circle-diagram, as described in the 
foregoing section, has the advantage of strict accuracy, but the decided dis- 
advantage of being extremely cumbersome. For this reason another method, 
due to Heyland, is generally employed, in which the losses in the stator and 
rotor are subtracted from the ordinates of the original drole-diagram. The 
simplicity of the method more than compensates for the small error thus 
introduced. 

It was shown in Section 126 that the radius of the corrected circle should 

. 

be almost exactly % , and that its centre should be nearly vertically above 

the centre of the original circle by a small distance q. We shall now neglect 
this small distance, so that the corrected circle and the original circle will be 
identicaL The vector of the primary terminal pressure will be vertical, and 
the power supplied to the motor will be (Fig. 394) 

Pi = 3«x . ix . cos ^ s ZeiAH. 

From this supplied power we must now subtract the primary copper loss. 
The line OK is drawn at an angle ai below the horizontal, so that 



tan 



aj=!!L^.(2+^) (193). 



A circle is drawn with its centre at Jfi where the vertical through M 
meets OK, and with a radius MiO. This circle meets the line OMi produced 
at the point f vertically below F; it also cuts the line AO in the point P. 
A horizontal is drawn through P to meet the ordinate AH at the point C. 
It is evident from the geometry of the figure that the angles au 09 and as are 
all equal, and that the trismgles AHF, PCA are similar. From this it 
follows that 

AC HF .AP ^ 

ap^fa'^^fa^^''^ 

Multiplying these equations together, we have 

-4(7= -ffy.tan 08 = Jjy.tan ax (a). 

In the triangle OAF, we have 
and sinoe FA^^OF.EF^^, BF, 

T 

. ii* = \HF+%* + 2i^.SF. 

T. K. 26 
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Solving this eqxiation for HP, we get 



n'-^' 



Substatating this in the above equation for AO, and nsing equation (193\ 
we have 

We shall now neglect the tenn i^^ . B, which is always vary amall, nan 
especially as we can allow for it later when correcting for the no-load 
For the primary copper loss, we have therefore 

3.ti«.J2i= Sei.AO. 




Fig. 394. 

By simple subtraction we find the power transmitted from the stetor t» 
the rotor to be 

Pj = 8 . ei . Cff= 3 . «i . P<?. 

To determine the effect of the rotor copper loss we draw the line Ql ^ 
Fig. 395, so that 

tan 7x - tan «x - (^ + n)'. V^^ J?> „ fj. (194> 

This is the same expression as we used in Section 124 (equation (186)) 
for determining the slip. The vertical through M cuts this line in ^ 
point Jfs. With the centre M% and radius M%0 we draw the circle OSfl- 
As before, the angles yb 7a cmd yz are equaL A horizontal throu^ B sm^ 
ASinS. Then 

EA ^ .ASHF 

J5 = tanr8and^ = -p^. 






i 
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Multiplying these equations together, we have 

-45= jay. tan 78 = -Hy tan 71 (6). 

We saw above that AC » J97 tan at, whence 
CS^AS^ ACm^ lEF.tanyi - J97tanai = HF{\jUiyi - tanai). 

If we substitate for EF its equivalent -r-j- , and for tan 71 ^ tan ai, its 
value from equation (194), we get 

f^S' ^- i^rr = ^ •— • 



T.Zf' ,6% 



H' 



ei 




Fig. 395. 
From equation (181) on page 389, we know that 



(1 + ny. FA^.z,^ ., 



so that 



GSf = 






We get, therefore, for the copper loss in the rotor 

Subtracting this from the power transmitted to the rotor, we have 

P ^ 3 . ^ • 8£l s=> 3 . ^ • BT, 

This is the power which is transformed into mechanical power in the 
rotor. It includes the no-load losses, which, however, can be allowed for by 
drawing a hnri«nnfAl line at a suitable distance above the base line. This 
line, wb' ^ted, is then taken as the foot of the output ordinates. 
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For the sake of simplicity we add the stator hysteresis loss to the fiaetki 

loss, and rem^nber that we have still a part of the stator copper lots, n 

i^. Elf to allow for. The sum of these losses is practically equal to the pove 

taken to run the motor light at the normal voltage. Calling this Pp « 

have 

Po = 3.6i.rT. 

The ordinate BT' is then a measure of the nett mechanical output of ib 
motor. 

We must now construct a scale of slip in our diagram. For thiB pmpu 
the line GJ is drawn at right angles to 0M% (Fig. 396). This line cuts ± 
original circle in the point J. Since QJiB a tangent to the lowest dick, : 
does not intersect it ; in other words, the point It in Fig. 395 coincidas wiL 
the point O, and the mechanical output is niL The motor is thereftr 
stationary, and the point J corresponds to a slip of 100 per cent. Hie vect? 
OJ represents the primary starting current 




Fig. 396. 

To find the slip for any primary current %%, we join OA, and drop a p^ 
pendicular from any point D in GJ produced, on to GMi. Since the sidoso^ 
any triangle are proportional to the sines of the opposite angle, we have 

XF_ sinff sin^ 

OF" sin [90^ - (ai + ^)] " cos (a, + /3)- 

Similarly, since the angle at 2> is equal to 71 — ai, we have 

OY sin (yi - tti) sin (71 - gQ 
5r "^ sin (90^^ - 71) " cos 71 
By multiplying together the two left-hand sides and the two right-bitfi 
sides of these equationsi we get 

^Y tan 71 — » tan ai 
DY cotan/3 — tan a\ 



J 
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From equations (a) and (() of this section and from Fig. 396, we have 

AC ^ AS .a^^ 

XY AS^AO _ CS 
Hence DT^AH^AO^ CH' 

08 
Kow, this ratio 77^ represents the fraction of the power supplied to the 

rotor which is lost in heating the rotor-winding. It must, therefore, represent 
tlie ratio of the slip to the synchronous speed. Hence 

XY _- 

If, now, the perpendicular DZ is so drawn that the length DT is equal to 
100 mm., the length of XY in mm. will give the percentage slip. 



129. Practical Example. 

We shall now construct the Heyland diagram for an actual motor, viz. a 
600 horse-power three-phase motor by the Oerlikon Company of Zurich.* 
The motor was designed for the abnormally low speed of 76 revolutions per 
minute. For this reason the number of poles must be relatively large and 
the leakage consequently above the average (see Section 130). For these 
reasons a frequency of 60 would have been too high, so that a frequency of 
22*6 ^ per second was employed. F<Mr the number of pairs of poles we have 

k = 18. 



n/60 



The diameter of the rotor was about 300 cms. and the air-gap 0*2 cm. 

The terminal pressure 01 of the delta wound stator was 1,900 volts. The 
resistance J^i per phase of the stator was 0*4 ohm, while that £| of the rotor 
was O'OlGohm. The stator had 324 slots each containing 8 wires,so that the 
total number of wires ifi in the primary winding was 324. 8 « 2,692.* The 
rotor had a winding of bare copper Imut, each of the 432 slots containing 
a single bar, so that 1^ as 432. Since both stator and rotor had ordinary ooil- 
windings, the winding coefficients hi and k% are equal The no-load current 
is given as 62 amperes, and the normal full-load current as 170 amperes. 
The corresponding currents in the stator- winding can be found by dividing 
by y/z» Collecting these data, we have 

ei = 1,900, 

-Bi = 0-4, io = £4 = 36, 
* = 0016, V 3 

zi = 2,592, ti = iZ? « 100 (normal). 

aa»432, \/3 

From experiments which were carried out on the motor, and which will 

* See E. T. Z., 1900, No. 53. 
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be Gomddered in the next section, the leakage fieu^tor under nonnal 

was found to be 

T s= 0117 or n = n = 0057. 

For the construction of the diagram, we have 

OF^i^^ 36, 

From equations (193) and (194) on pp. 401 and 402, we have 



and 



tan 71 - tan «x = <-i±^^^^^^t:^^ = 0103. 



T . aj* • «i 




Kg. 397. 

By subtiaction therefore ve have 

tan 71 » 0103 - 0*08 « 0183. 

Fig. 397 is drawn from these values of i^, -^, ai and 71. The total noJoftd 

losses were found to be Pq » 16,000 watts, and the dotted horizontal line is 
drawn at a corresponding height above the base line, vis. 

irT«5^ = Jt^S - 2-8 amperes. 
8.^1 3.1,900 ^^**"F^«^ 

We now proceed to determine the current, efficiency, power-fiu)tor, vA 
speed for different values of the load, from no load up to the wiftTimnm Io«L 
at which the motor stops. By load we mean the usefrd tuming-momoit it 
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as measured on the motor pulley. This is not the toming-moment exerted 
on the rotor, but that obtained by dividing the useful output P« by the 
angular velocity : thus 

* — met.-kga 



iOti 



n 



2,.g5.9.81 



Since the tuefal output is eqval to the prodnot 3 . «i . R7*, whete Bf is 
measoied to a scale of amperes, we have 

Jf. - g ' ^'900 • -g^ . 5,650 . :^met.-kg8. 
2,.*. 9.81 

The corresponding value of the primary current h is given by the length 
OA on the scale of amperes. 

The watt-component of the primary current is Aff, so that the efficiency 
is given by the ratio 

1 = 



In order that the speed may be read off directly, the perpendicular from 
2> on to OMi is taken so that the length DT down to the point at which it 
meets fl^, is equal to 76 mm., 75 revolutions per minute being the synchronous 
speed. It follows from the previous section that the length 2>X in mms. ib 
equal to the speed of the motor, i.e. 

n = DJ[ in millimetres. 

In this way the values given in the following table for seven diffiarent 
values of h can be found very quickly. The third horizontal row represents 
the normal full-load conditions as shown in Fig. 397. The last vertical 
column gives tike values of the line current t, which, for the delta connection, 
is equal to \/3 . h. 



it = OA 


Br 


AH 


Br 


in mint. 


OMf 

AS 

'^Oa 


It,' 

n 


• sVSi. 


45 


21-2 


24-2 


0-87 


74-4 


0-548 


1.565 


78 


60 


38-7 


42-7 


0-91 


74 


0-718 


2,900 


104 


100 


73-6 


80-5 


0-916 


73 


0-805 


6,600 


173 


196*3 


121-2 


142-7 


0-86 


70-6 


0-78 


9,520 


340 


220 


123-9 


150 


0-83 


68-3 


0-682 


10,000 


380 


243 


121-2 


152-5 


0-793 


66-6 


0-63 


lOAOO 


421 


(284 


113-5 


160-2 


0-753 


64-8 


0-57 


9,700 


490) 



The curves in Fig. 398 have been plotted from this table. The abscissae 
represent the useful torque. This reaches a maTJmum value of 10,000 metre- 
kilogrammes, which is nearly double the normal load of 5,600 met-kgs. The 
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motor has, therefore, nearly 100 per cent, overload capacity. The 
sponding value of the current is 380 amperes, which is more than dooUe tbe 
normal current of 173 amperes. If the load be still further increased tiie 
motor comes to rest It is, therefore, impossible for the motor to ran 
the point A on the left-hand side of the diagram in Fig. 397 ; when 
without external resistance in the rotor circuit, the points starts firaon J sad 
moves over the semicircle to the right-hand side. By putting suitable startiag 
resistance in the rotor circuit, the point A may be made to start on the ng^ 
hand side of the diagram ; in this way the starting current is greatly reduoei 
The speed of the motor under full load is 73, which represents a slip of 3 
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Fig. 398. 

in 75, or 2*7 per cent. The speed drops continually as the load is increased, 
and reaches 68*8 revs, per minute at the maximum possible load. 

The curves of efficiency and power-fetctor increase very rapidly at firsts 
reach their maTimum values at the normal load, and then fall very gradually 
as'the load is still further increased. Both curves are practically horixootd 
over a remarkably wide range in the neighbourhood of i^e normal load. An 
efficiency of 92 per cent, and a power-factor of 0*81 might appear, at first 
sight, to be very low values for a motor of 600 horse-power. We shall see in 
the next section that the low speed results in a relatively great leakage, and 
afiects both the power-factor and the efficiency disadvantageoualy. An 
Oerlikon standard motor of the same output for a speed of 370 revolutioDs 
per minute, with a frequency of 50 ^ per second, had a power-factor of 0*92, 
an efficiency of 95 per cent., and 1*5 per cent. slip. 
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We shall now consider the experimental detennination of the leakage 
factor T, which we have seen to be of fundamental importance in the principle 
and working of induction motors. We shall also consider the various factors 
iT^hich affect the leakage, since an accurate knowledge of these factors is 
to the design of an induction motor. 



zja The Leakage Factor. 

If the motor has a two- or three-phase wound rotor, the leakage factor r 

can be determined experimentally in the following manner. A terminal 

pressure ei is appUed to the stator, and the pressure across the slip-rings of 

the open rotor is measured. The motor is simply a transformer on open 

circuit, and the terminal pressures should be proportional to the numbers of 

turns zi and sj. Due allowance must be made, of course, for any differences 

between the connections and windings of the stator and rotor. 

.... Z9 

We should expect the pressture across the rotor terminals to be «i . — . 

If, however, some of the lines which link the primary do not link the 

secondary, the pressure €% will be smaller than ex.—. The ratio of the 

expected pressure «i . ~ to the actual pressure €2 is equal to the ratio of 

the total flux produced by the stator to that actually linking the rotor 
conductors. Now, at no-load there is no rotor current and consequently no 
rotor leakage, hence ri will be the ratio of the leakage flux to the flux linking 
the rotor conductors, or 

iv;_ 1 

Hence Nu+N ^ , 

Zi 

and 1 + ri = -— I. 

In the same way a three-phase pressure 69 can be applied to the rotor, and 
the resulting pressure ei across the disconnected stator terminals measured. 



ly QO equal mi eg • 

smaller, and we have 



It should theoretically be equal to ^ . - , but leakage will cause it to be 



^1 



As the difference between the theoretical and the actual value is very 
small, great care is necessaiy if reliable results are required. Having found 
n and rg, we can easily calculate the leakage factor r s n + r^ -h nrs. 

This method of finding the leakage factor has the advantage of simplicity 
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motor has, therefore, nearly 100 per cent, overload capacity. The cone- 
sponding value of the current is 380 amperes, which is more t^an double tlie 
normal current of 173 amperes. If the load be still further increased the 
motor comes to rest It is, therefore, impossible for the motor to run with 
the point A on the left-hand side of the diagram in Fig. 397 ; when starting 
without external resistance in the rotor circuit, the points starts from J and 
moves over the semicircle to the right-hand side. By putting suitable starting 
resistance in the rotor circuit, the point A may be made to start on the right- 
hand side of the diagram ; in this way the starting current is greatly reduced. 
The speed of the motor under full load is 73, which represents a slip of 2 
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Fig. 398. 

in 75, or 2*7 per cent. The speed drops continually as the load is increased, 
and reaches 68*8 revs, per minute at the mayimum possible load. 

The curves of efficiency and power-factor increase very rapidly at firsts 
reach their maTimum values at the normal load, and then fall very gradually 
as the load is still further increased. Both curves are practically horicontiil 
over a remarkably wide range in the neighbourhood of i^e normal load. An 
efficiency of 92 per cent, and a power-factor of 0*81 might appear, at first 
sight, to be very low values for a motor of 600 horse-power. We shall see in 
the next section that the low speed results in a relatively great leakage, and 
affects both the power-factor and the efficiency disadvantageously. An 
Oerlikon standard motor of the same output for a speed of 370 revolutions 
per minute, with a frequency of 50 ^ per second, had a power-factor of 0*92, 
an efficiency of 95 per cent., and 1*5 per cent. slip. 
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We shall now consider the experimental detennination of the leakage 
fiBM^r T, which we have seen to be of fundamental importance in the principle 
and working of induction motors. We shall also consider the various factors 
which affect the leakage, since an accurate knowledge of these factors is 
essential to the design of an induction motor. 



zja The Leakage Factor. 

If the motor has a two- or three-phase wound rotor, the leakage factor r 
can be determined experimentally in the following manner. A terminal 
pressure ei is applied to the stator, and the pressure across the slip-rings of 
the open rotor is measured. The motor is simply a transformer on open 
circuit, and the terminal pressures should be proportional to the numbers of 
turns zi and sj. Due allowance must be made, of course, for any differences 
between the connections and windings of the stator and rotor. 

We should expect the pressure across the rotor terminals to be «i.-^. 

If, however, some of the lines which link the primary do not link the 

secondary, the pressure e% will be smaller than ex.—. The ratio of the 

expected pressure «i . ~ to the actual pressure €2 is equal to the ratio of 

the total flux produced by the stator to that actually linking the rotor 
conductors. Now, at no-load there is no rotor current and consequently no 
rotor leakage, hence n will be the ratio of the leakage flux to the flux Unking 
the rotor conductors, or 

Hence Nu+N ^ , 

Zl 

and 1 + n = -— I. 

In the same way a three-phase pressure 69 can be applied to the rotor, and 
the resulting pressure ci across the disconnected stator terminals measured. 



^1 

ly uo oq^uai mi 09 . 

smaller, and we have 



It should theoretically be equal to ^ . — , but leakage will cause it to be 



l + r, = --S 

^1 



As the difference between the theoretical and the actual value is very 
small, great care is necessaiy if reliable results are required. Having found 
n and r^ we can easily calculate the leakage factor r s ri + r^ + rii^. 

This method of finding the leakage factor has the advantage of simplicity 
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and depends directly on the definition of n and t%. nnfortanately» howerer. 
it leads to incorrect results in the minority of cases, because the ledcage factor 
is not a constant, as we have assumed, but decreases with large ciunre&ts 
owing to the saturation of the tips of the teeth* The current used in the 
above method is very small, and the normal current is several times as large. 
The power-factor of the motor is therefore better than one would expect from 
the above experiments. 

For the same reason it is obvious that the Heyland diagram is not strictly 
correct, except for one special load, at which the assumed values of n and u 
hold true. It may be necessary, in extreme cases, to draw separate diagrams 
for different values of the load. It is, however, of the greatest importance 
that the assumed values of n and t% should be correct at the normal load. 
To do this, the rotor is short-circuited and fixed, and the primary current I^ 
determined. If the rotor resistance were negUgiUe, the short-circuit current 
OJ ^ l^in Fig. 388 would coincide with 00. In any case, it will not diflEer 
much from it as regards magnitude. Having measured also the no-load 
current i^ we have 

^o = ^ + j. 

or ^^-rtr -(i^S)- 

If the short-circuit test were made with the normal primary voltage, the 
current would be far too large. This current would highly saturate the tips 
of the teeth across which the leakage mainly occurs. The value of r obtained 
by this method would be too small for the normal working condition, and 
would only be true for the extreme left-hand side of the diagram.* The 
stator pressure should be adjusted so as to give a short-circuit cuneot 
approximately equal to the normal working current. The reluctance of the 
lefdcage paths will then be the same as under normal working conditions. 
The theoretical value of /q at the full pressure can be found by muUiplyii^ 
the measured current by the ratio of the full pressure to the reduced pressure 
at which the test was made. 

To make this clearer, we shall take, as an example, the motor considered 
in the previous section. The experimental data are taken from the K T. Z., 
1900, No. 62. The short-circuit current was measured with values of the 
primary P.D. of 600 and 390 volts respectively instead of the normal pj). of 
1,900 volts. The values foimd for the short-circuit current were 200 and 110 
amperes in the external leads, which correspond to 200/v^ « 116 and 
110/\/3 = 63'7 amperes respectively. 

Considering in the first place the value found with a PJ). of 600 volts, vis. 
116 amperes, we see that this would give a short-circuit current /q at the full 

P.D of 116 . —^ = 368 amperes. In the second case a current of 63*7 

amperes is measured at a pj>. of 390 volts, which corresponds to a currant 

o' 63*7 . *Q^ ^ 310 amperes at the normal primary pressure. 

* See " meotrioUn," 1904, toL M, pa«e 87, ibr «n interesliiig enmpla. 
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These results ate oolleoted in the 


following table : 




1,900 36 
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for 1,900 V. 


IT-*. 


600 — 


•116 


868 


0-109 


390 — 


63-7 


310 


0-131 



It is evident that the leakage &ctor r decreases as the current increases, 
so that the values of rx and ra in the tableon page 394 decrease with increasing 
corzent The reason for this, as we have already pointed out, is that the tips 
of the teeth become saturated, and so prevent an increase of current from 
causing a corresponding increase of leakage flux. The percentage loss of flux 
by leakage is therefore continually decreased as the current in stator and rotor 
is increased. 

The value of r conresponding to the normal full load of the motor can be 
found by interpolation from the foregoing figures. We have 

/o = 116, r = 0109, 
68-7, 0131. 

Hence, for the normal current of 100 amperes, 

r = 0117. 

Now, from page 389, we know that r :s n + rt^ nrs, and if n » ri this 
becomes t = 2ti + ti*, which for a value of r of 0'117, gives 

Ti = Ti = 0057. 

Although a large value for a motor of this size, it is by no means excessive 
when the number of poles is taken into account. 

The third method of constructing the diagram is perhaps the most 
obvious one, viz. by making an actual brake test on the motor at different 
loads, or by fixing the rotor and varying the regulating resiBtance in the 
rotor circuit. We measure the line current t, the terminal voltage e, and, by 
means of one or more wattmeters, the power Pi supplied to the stator. We 
have then 

V 3 . « . » 

The primary p.d. is set up vertically, and the angle ^ set out for each 
value of the primary current, which is then marked off along its corresponding 
line. Were r invariable, the points so obtained should lie on a circle. A 
circle can generally be drawn through the point in the working part of the 
figure, and then used for the calculation of r. The points shown in Fig. 899 
were obtained by the author on a 1^ H.P. motor. 

Since the power-factor and the overload capacity are both directly 
dependent upon the leakage fetctor r, the designer of an induction motor 
must strive to obtain as small a value of r as possible, that is, he must reduce 
the leakage to the smallest possible limit It \b obviously disadvantageous 
to place the winding in closed tunnels or holes, on account of the small 
reluctance offered to the leakage flux. This is especially the case if a con- 
siderable thickness of iron is left between the hole and the air-gap, but if this 
bridge of iron be reduced to a minimnm by stamping the holes very near the 
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air-gap, there is little objection to the totally endoeed hole. The best 
constmction, from the point of view of reduced leakage and of ease of manu- 
facture, is the rectangular open slot, into which former-wonnd ooOs can be 
placed. This leads, however, to an unequal distribution of flux in the air-gap, 
and to a consequently increased magnetising current 

It ia necessary in all cases to divide the coil-side between several slots, in 
order to keep down the leakage flux produced by the current in one sloL A 
limit is set to the number of slots by the proportionately greater amount of 
space taken up by the insulation. Generally speaking, the stator has from 
3 to 5 slots per coil-side, while the rotor has from 3 to 7. It is obvious 
why induction motors are often made with relatively large diametgrs and 
small axial lengths, since the large pole-pitch enables the coil-side to be 
distributed among a laige number of slots. Unfortunately, however, in- 
creasing the diameter at the expense of axial length adds considerably to Ae 




Rg. 399. 

cost of the motor. This is obvious from the consideration that the output 
could be considerably increased by making the motor axially longer, without 
adding very materially to the cost of manufacture. Another disadvantage of 
the short axial length is the relative importance of the flank leakage. 

A second way in which the value of r can be reduced is by decreasing the 
air-gap. Since the product tit% is negligibly small, we may put r s n -h rs» 
and, as we can see from the definition of r\ and rg on page 388, the value of r 
is directly proportional to the reluctance of the air-gap.* 

It is interesting to consider the effect on the operation of the motor of 
varying the air-gap. This cannot be done by using one motor and succes- 
sively turning a Uttle off the stator or rotor, since this would not only increase 
the air-gap, but would also increase the reluctance of the tips of the teeth. 

Two motors should be compared which have the same slot dimensions, etc., 

* See Behrend, "The Induction Motor; " also Behrend, E. T. Z., 1904, p. 59. 
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but diflferent air-gaps. The smaller the air-gap, the smaller is the value of r, 
and the larger is the maximum power-factor, in accordance with the equation 

(cos ff)u^ =r 27^71 • 

A decrease in the air-gap will naturally lower the no-load current, since 
a smaller magnetiEdng current is now required to drive the flux across the 
reduced air-gap. The maximnm torque is dependent on the radius of the 

Heyland circle, or on -. This has remained the same for both motors, 

showing that the maximum torque is but little affected by the air-gap if the 
motors are the same in other respects. 

The value of r is very gready affected by the choice of frequency. In 
order to make this clear we may consider two motors with stator and rotor 
cores of the same dimensions and with the same number of slots. The 
primary p.d., the output and the speed are the same in each case, but one 
motor is designed for a frequency of 50 cycles per second, the other for 30. 
We shall assume that the proportion of slot space occupied by copper is the 
same in each case, as also the current density in the wires, and the number 
of ampere-turns per cm. of periphery. 

Since the output and the p.d. are the same, it follows that the current 
will also be the same in each case, if we neglect any difference in the value 
of cos ^. Moreoveri since the number of ampere-turns per cm. of periphery 
has been taken as the same in each case, the equality of current leads to the 
equality of the number of wires on the stator and also of the number of wires 
per slot. 

The motors will differ, however, in the number of pairs of poles, in accord- 
ance with the equation 



^ m/eo 

The motor for a frequency of 50 must have a greater number of poles 
than that for a frequency of 30, in the ratio of 5 : 3. Since both motors 
have equal peripheries, their pole-pitches will be in the proportion of 3 : 5. 
If Fig. 400 represents the first motor with 3 slots per coil-side or 9 per pole- 
pitoh, then the second motor will be represented by Fig. 401, in which there 
are 5 slots per coil-side or 15 per pole. The number of wires in each slot is 
the same in each case, so that the wires per coil-side will be as 3 : 5. 

The SJI.F. per phase is given by the equation 

ei^h.N^.'^i.zi . 10^ volts. 
We can put N^ approximately equal to the flux ^meta • ^p which crosses the 



n 



air-gap, and '^i equal to |> . xt^ n^lecting the slip; we thus get 



60 



n 



h . -Bbmmi . -4^ •!> • ^ •»!'• 10^ volts. 



In this equation Ag.p is equal to half the cylindrical surfieu^ and is 
therefore the same in each case. Since, moreover, ei. A;, n, and »i are the 
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same in each ease, it follows that both motors must work with the 
average flux density Bwma- 

With equal flnx density the hysteresis loss is proportional to the fre- 
quency, and will therefore be § times as great in the 50 ^ motor as in the 
30 ^ motor. 

To produce the same flux density in each case will require the same 
number of ampere-turns per coil-side, and as the coil-side of the 50 «* motor 
contains only f of the wires in the coil-side of the other motor, its no-load or 
magnetising current will have to be greater in the ratio of 5 : 3, that is, the 
no-load current will be directly proportional to the frequency/ 

The question is not nearly so simple when we come to consider the 
relative values of the leakage factor r. If we consider the leakage flux doe 
to one coil-side in Fig. 400 we see that it has to cross 3 slots, whereas in 
Fig. 401 it has to cross 5 slots, or, in other words, the reluctances of the 




Fig. 400. 




Fig. 401. 

leakage paths are as 3 : 5, If we assume, temporarily, that the short-circuit 
current is the same in each case, the ampere-wires per ooil-side are in the 
same ratio, viz. 3 : 6. Since both the ampere-turns and the reluctances have 
changed in the same proportion, the resulting flux will be the same in each 
case. In the first case, this flux links 3 slots with a frequency of 50, wheceas 
in the second case it links 5 slots with a frequency of 30 ; the b jff.F. induoed 
in the coil-side would be the same in each case, but as the first motor has 
I times as many coil-sides as the second, the total EMjf. of the first motor 
would be f times that of the second. Hence, to produce the same short- 
circuit current in each case, the primaiy pressures would have to be in the 
ratio of 5 : 3, or, on the other hand, with the same p.d. the short-oircuit 
currents of the two motors are as 3 : 5. 

We have seen above that the no-load currents are in the ratio of 6 : 3. 

* When oozuiderisg any givan motor the primary p.d. of which is maintained oonstant, the 
no-load current most evidently vary approximately inversely as the freqoenoy. 
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The alterations in both no-load cturent and short-circuit current are there- 
fore in such a direction as to reduce r in the second motor, i.e, the one for 
the lower frequency. If our assumptions were strictly correct, the value of r 
would vary as the square of the frequency. An important part of the leakage, 
which we have not considered, is that around the ends of the coils, where 
they project beyond the stator and rotor. Since the 30 ^ motor in Fig. 401 
would have much longer coil-ends, this part of the leakage would be increased 
as the frequency was decreased. How far this increased leakage would 
counteract the decreased slot leakage is not at all certain. If it exactly 
counterbalanced it, the short-circuit current would be the same in both cases 
and r would vary directly as the frequency. The general correctness of these 
results has been proyed experimentally l^ Bdurend. 

It is interesting to note that the two motors will have about equal over- 
load capacity. The motor with the greater number of poles has the greater 
magnetising current, but also the greater leakage factor r. The radius of 
the Heylc^cl circle, and therefore the maximuni torque, will be approximately 
the same as in the other motor. 

The important points of difference between the two motors lie in the 
magnetising current and in the power-fietctor. 
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181. Besolation of the primary m.mj*. of the single-phaae motor into two oomtant cotetiQg 
components.— 182. The cirole-diagram of the single-phaee motor.— 138. Sin^e-phMB 
oommntator motors. — 184. The electromotive forces in commutator motocs. — 185. The 
▼eotor-diagram of the repnldon motor.— 186. The yeotor-^iagram of the Winter»Eichberg 
motor. 

131. Resolution of the Primary M.M.F. of the Single-phase 
Motor into Two Constant Rotating Components. 

If one of the leads supplying coirent to a three-phase induction motor be 
broken, it will continue to run as a single-phase motor in the same directioiL 
Coils 1 and 2 of the three-phase motor in Fig. 402 now form a single ooil 
with a breadth equal to two-thirds of the pole-pitch, carrying the same 
current throughout. If the rotor circuit is open, the primary current pro- 
duces an alternating flux, the axis of which has a fixed direction. In the 
figure this direction is verticaL The centres of the poles remain at A and C 
and the neutral points at B and 2>. It is difficult to see how a torque can 






Fig. 402. 



Fig. 403. 



Fig. 404. 



be produced by means of this alternating field, and how the direction of this 
torque can be determined by the initial direction of rotation which is arltt- 
trarily given to the rotor. 

Ferraris resolved the alternating field into two oppositely rotating fields 
of constant magnitude. We shall go a step further, and resolve, not only the 
flux, but also the primary ampere turns into two oppositely rotating sets of 
ampere turns. We must assume, however, that the conductors are distributed 
around the stator according to the sine law, as is shown in Fig. 403 by circles 
of various sizes, the larger circles indicating that the wires are more doaely 
packed. Theoretically this would lead to an infinite number of infijiitely 
small wires. We can represent this sinusoidal distribution of the ampere 
turns in the manner indicated in Fig. 404. 
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On this assumption, the effect of the alternating ampere-turns at any 
moment and at any point is exactly equal to the combined effect of two 
sinusoidal windings, carrying a constant current and rotating in opposite 
directions. The constant current ia such that the number of ampere-turns 
in each rotating winding is a half of the total ampere-tums on the actual 
stator, when the alternating current reaches its maximum value. In Fig. 405 
the actual stator current is a maxiTnum. At this moment, those sides of the 
imaginary rotating coils (shown black) which cany current in the same 
direction are superposed, and their individual effects can be added. They 
are therefore equivalent to the stationary alternating ampere turns, repre- 
sented by the outer ring of the figure, which have their maximum value at 
the given moment 

An eighth of a period later the stator current will be 

CL«. sin 45** =0-707 CUx. 



We see that at this moment the rotating ampere-tums at A and neutralise 
each other (Fig. 406). The addition of the two sine curves in the lower part 
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Fig. 407. 



of the figure gives a sine curve with a maximum at £, as before, but with the 
ordinates reduced in the ratio of 0*707 : 1 as compared with Hg. 405. The 
magnetic effect of the two rotating windings is still equal to that of the 
actual stator-winding. The same agreement is found after another \ period, 
when the actual stator current is zero (Fig. 407). The rotating ampere-turns 
now neutralise each other at all points. It must be impressed on the reader 
that this substitution of two oppositely rotating magnetomotive foroes with a 
constant aine-wave distribution in place of the actual stationary alternating 
current^ is purely fictitious and does not exist except in our Imagination. It 
is, nevertheless, a very useful and fruitful device. 

We shall now imagine the motor to be frictionless and running light 
with a squirrel-cage rotor of ne^^igible resistance. We shall assume the 
direction of rotation to be clockwise, and we shall designate the imaginary 
stator-winding which rotates in this direction as the forward ampere-tums, 
and that in the opposite direction as the backward ampere-tums. The 
magnetic flux which the forward ampere-tums drive through the rotor 
T. B. 27 
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rotates aynohronoasly witii it and doea not oat the lotor ban. This flu u 
shown in Figs. 408, 409 and 410, for the three momenta previonslf con- 
sidered. In ail that follows, the flux, electromotive foroe, and rotor conenta, 
etc., for each flctitioua rotating magnetomotive foroe -will nabuallj be 
distributed around the periphery aooording to the sine law. 

With respect to the baokwardly rotating ampere-toms, the rotor hu i 
slip of 200 per cent. In oonsequenoe of this, a large short-circilit cnirvit 
flows in the rotor, directly opposing the backwardly rotating ampere^nm, 
and preventing the flnz from entering the rotor. The flux is driven, howsm, 
along the secondary leakage path (Figs. 411, 412 and 413). The oater black 
oiiole in diis figure repreeenta the backwardly rotating ampere-tnmB, and tha 
inner one, the rotor ampeie-tums. On the assumption that the rotor has no 
reaiatance, an infinitely small number of lines ia soffioient to induce the lotoi 




Fig, 408. 





Fig. 410. 



Fig. 411. 



Fig. 412. 



Fig. 413. 



currents neoeasary to conntn-balanoe the primary backwardly rotating ampen- 
turns. When running perfectly light with a rotor of zero resistance, wa hiTS 
therefore the forward rotor field, the backward rotor leakage field, and ths 
backward rotor ampere-tums. Since the rotor itself rons synohronoualy, tlw 
rotor bara must carry an alternating current of double Creqnency. 

Taming now to the actual conditiona in the motor, we see that the flm 
in Fig. 408 ia produced by the difllarenoe between the actual ampeie-tnniB 
on the stator and those on the rotor. Figs. 408 and 411 repreaent ampeie- 
turns and fluxes existing simultaneously in the motor ; similarly for Figs. 409, 

412 and 410, 413. The flux rapreaented in Fig. 410 ia 90° out of phase witb 
the actual stator ampere-turns both as regards time and space, for the aotnal 
atator cnrrent is zero at this moment ; henoe the flnx shown in Fig. 410, 
which we have ascribed to the fictitious forwardly rotating composent moA 
really be produced by the rotor currents. The rotor ounents shown in Hg- 

413 at this moment are in the right direction to produce this flux, and will 
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theief oie be inoreased by an amount equivalent to the ampere-turns shown 
in Fig. 410. The single-phase motor is thus reduced to a two-phase motor, 
one phase of which, viz. that producing a vertical flux in the figures, is 
obtained from the difference between the stator and rotor currents, while the 
other, viz. that producing the horizontal flux, is obtained from the rotor 
currents alone. These relations are somewhat altered, even on no-load, if the 
rotor resistance is taken into account They are considerably altered when 
the motor is heavily loaded. The single-phase motor does not possess the 
simplicity and uniformity of the polyphase induction motor. We shall proceed 
further with the theory of the rotating ampere-turns, and see to what results 
it leads us. 



132. The Circle-diagram of the Single-phase Motor. 

In the previous section we imagined the actual stator winding to be 
replaced by two oppositely rotating windings distributed around the periphery 
according to a sine law and carrying a direct current. We would arrive at 
exactly the same result if these two imaginary windings were stationary and 
uniformly distributed around the periphery, but made up of a great many 
phases, each turn, in &ct, being supplied with alternating current of the 
correct phase depending on its position on the periphery. Such a distribution 
of current exists around the periphery of a squirrel-cage rotor. 

In what follows we shall imagine that the actual stationary single-phase 
stator winding is replaced in this way by two stationary polyphase windings, 
suitably supplied with polyphase currents and producing two magnetic fields 
rotatiug in opposite dkections. For the sake of simplieUy we shall fix our 
attention on those iuTM of these tvfo polyphase mndings,iohiA are eo-aaialmth 
the actual stator winding. It is obvious from Fig. 405 that the current in 
these phases must have its maximum value at the moment of maximum 
current in the actual stator winding. From this it follows that the current 
in these two phases which we are specially considering is in phase with the 
actual stator current, and that their vectors will coincide in direction. 

With regard to the magnitude of these vectors, we shall draw the diagram 
to represent, not the effective value of the current in the phases considered, 
but the ampere-turns of the rotating magnetomotive forces, which are, of course, 
proportional to the effective value of the current Each of these rotating 
magnetomotive forces is equal to a half of the actual maximum ampere-turns 
on the stator, for which we shall use the symbol i^ when the rotor circuit is 
open, tod % when the motor is working. 

When the rotor circuit is open, the two rotating magnetomotive forces 
produce two rotating magnetic fluxes, which, together, induce the same bjlf. 
in the stator winding as is actually induced by the alternating flux, and 
which, we know, must be practically equal and opposite to the applied 
terminal P J). 

When the motor is running, the equality of the two rotating fluxes is 
destroyed by the rotor currents. They must, nevertheless, induce in the stator, 
dectnmotifve forces whose geometrical sum is equal and opposite to the applied 
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terminal pj). The hct that the magnetio fluxes are rotatmg in opposite 
directions does not affect the vector diagram in anj way, for the latter shows 
only the yariation of bjcjt. with time, and it is immaterial whether the flux 
has been removed from a coil to the rig^t or to the left. It Uien, the fior^ 
waidly rotating flnx indnoes an sjlf. JSi in the actnal stator, while thai 
induced by tbe baokwaidly rotating flnx iaE%ibe constant terminal ptc e suie 
e most be the resultant of two vectors drawn equal and opposite to Bi and Jl| 
(Eg. 414). 

The electromotive forces induced in the two imaginary phase windingi 
which we are specially considering will be in phase with Bi and Et since 
they are co-axial with the actual stator winding, and, moreover, they will be 
proportional to their respective magnetising ampere-turns OPi aod 0P% 
Hence, the resultant O^must be at rig^it-angles to the terminal pr essure < 
and must also be constant. This is true for all conditions of load, and evea 
when the rotor is open ; in this latter case, however, the two rotating fieldi 




Fig. 414. 

are exactly equal, and therefore OPi and 0P% are also equal, and are added 
algebraically together to give the maximal value of the actual ampere-tons 
with open rotor. Obviously then Misrepresents this latter magnitude whidi 
we have called i^ 
We now make 



and 



PiOi = -. OPi 



and draw the two Heyland circles. Since, if we neglect the rotor resistance, 
the slip with respect to the backwardly rotating flux is 20(f/^ OP must be 
the backwardly rotating ampere-turns, and, since the forwardly rotating 
ampere-turns must be equal both in magnitude and phase, it is obvious that 
the point P must also lie on the circle on PiOi with centre P^ The Hey- 
land circles are both drawn with the same value of r. For the sake of 

simplicity, let 

OPt^e.OP, 
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and let x and y be the oo-ordinates of the point P, and, with the conesponding 
index, of the points Pi and P9. Bemembering that OF =iQ,we have 

aJi = to — asgssio — c.x, 
yi= -y9= -c.y. 
Again, if OP^ = ci . OPu we have 

aJo = ci.a?iandyo = ^lyi- 
finally, if we let the radios P^Pi = e^. 0P\ we get for the equation to the 
circle about P^ 

(« - V* + (y - yo)" = JVi* - ^'- (^* +yi*)- 

If we sabstitnte in this equation the values found for x^xi^y^ and y\, we 
obtain an equation in which 0* and ^ have equal coefficients, and in which 
the xy and y terms vanish, showing that the locus of the point P is a circle 
with its centre on the base line OQi. The same is therefore true of the end 
point A of the actual stator ampere-turns, since OA is double OP. 

The coefficients c, ci and c% could easily be calculated from the leakage 
factor r, but this is not necessary if we introduce the no-load current /^ taken 

by the motor when running light. This is equivalent to a current ^ in each 

of the rotating magnetomotive forces, and seeing that the motor is running 
nearly synchronously this will be the magnetising current in one case, but 
the short-circuit current in the other. Since the short-circuit current in the 

latter case is-^, the corresponding magnetising current will be -^ , ^ . 

Now, we have already proved that the resultant of the two magnetising 
currents is a constant tQ, and in the present case, where there is no load, 
these currents are in phase and can be added algebraically. Hence, 

or h = 2^0-1^ (196). 

In the figure OB is made equal to I^ the no-load current. On short-circuit, 
that is, when the rotor is closed but stationary, the two imaginary rotating 
fluxes are again equaL A moves round to &, while P and 0i coincide on the 
base line OQ ; Pi and P% will fall together at the mid-point of OF. Hence, 

• 

00 s u -h ^, where OQ is the current taken by the motor when short- 

T 

circuited. The diameter of the actual primary current circle is therefore 

Pflt=oflt«o5 = to-h*;-2to^^ = ^j^ .-.(197). 

The same result could have been obtained from the equation to the circle 
already found. 

The following characteristic properties of the single-phase motor follow 
from these equations. 

1. As r is of the order of 0*1, the no-load current OB is nearly twice as 
large as the current with open circuited rotor. 
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2. The nn^^T^"^"™ power-factor is smaller than that of polyphase motcxn. 

3. Aaanming the lotor to havo no reBiBtance, the slip is zero, and the 
speed of the motor is therefore constant, depending simply on the finequem^. 
The turning-moment is therefore proportional to the power, and is repreeoited 
by the ordinates of the circle OB, The overload capacity is evideatly much 
smaller than that of the polyphase motor. 

4. A single-phase motor will not start as such, even though resiatanoe 
be inserted in the rotor circuits, for, when the rotor is stationary, the two 
rotating excitations are exactly similar, and there is no reason why the motor 
should revolve in one direction in preference to the other. In. piactico 
single-phase motors are provided with an auxiliary winding, Tnaking them 
practically two-phase motors. Both windings are connected up to the single- 
phase supply mains, but by various so-called phase-splitting devices, consist- 
ing of arrangements of dioking-coOs and resistances and sometiines also 
condensers, the currents taken by the two windings axe made to difEer laigelj 
in phase. When the motor has got up speed the auxiliary winding is either 
disconnected entirely or put in series with and thus made to form a part of 
the main winding. 

Further investigation * shows that the end point of the primary cmieat 
vector lies on a circle, even when the rotor resistance is taken into acoooni 
The centre of this new oirde lies vertically above that of the circle obtained 
above by neglecting the rotor resistance. The proof of this point is,, however, 
beyond the scope of this work. It can be shown, moreover, that the power 
supplied, the mechanical output, the torque, and the rotor losses, for the 
actual motor, are equal to the sum of the corresponding values obtained from 
the diagrams for the two rotating excitations. The sum of the two slips 
must be always 200 per cent., and the torque and mechanical output due to 
the backward rotating excitation must be reckoned negativa 

These results are very remarkable, when we consider the complicated 
nature of the relations involved. For example, if the rotor resistance be 
taken into account, the rotor currents are found to have a sine-wave dis- 
tribution, the position of the TnaTimnm rotating in the opposite directum 
to the motor, while its value fluctuates from moment to moment It is 
found also that the actual field which cuts the stator-winding has a sine- 
wave distribution, and rotates in the same direction as the motor, while its 
TOarimum value is subjected to periodic fluctuations (elliptic rotating field). 

133. Single -phase Commutator Motors-f 

The chtoictezistics of the single-phase induction motor, mentioned in the 
last section, render it unsuitable for most purposes. For traction purposes 
especially, a large starting torque and a large overload capacity are required. 
These can be obtained by supplying the rotor or armature with a commutator. 
Great advances have been made during the last few years in this branch 

* See the utiole by Dr. ThomUen in B. T. Z., 1906. 

t See artiales by Oinoe, Biohberg uid Piohelmayer In the B. T. Z., 1904, elso by Fynn in 
« Bleo. Beview," 1906. 
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of the subject, and motora of this type are meeting with a large amount of 
practical suocess. 

All single-phase commutator motors have a stator-winding of the type 
shown in Fig. 416. This can be either a closed winding, similar to that 
of direct current machines, in which the current supplied divides between 
two parallel paths, or a single-circuit open winding. Over one half of the 
periphery of the stator, the current flows from front to back, and in the other 
half from back to front. Such a winding can be represented diagrammatically 
as shown on the right in Fig. 415. The axis of the winding, that is, the 
direction of the magnetic flux produced, is horizontal in the figure. All 
commutator motors possess also an armature or rotor, wound exactly like 
a direct-current armature, and a commutator on which bear two or more 




m 





Fig. 415. 



Fig. 416. 




Fig. 417. 

brushes (Fig. 416). The current is either supplied to the rotor from an 
external source or induced in the armature, which, in that case, is short- 
circuited by an external connection between the brushes. The rotor currents 
produce, in either case, a field which passes through the rotor in the direction 
of the brush axis, if we imagine the brushes to rub on the bare surfiBtce of 
tiie winding itself. Such an armature is represented diagrammatically on the 
i^t in Hg. 416. 

For the sake of clearness, the distributed stator-winding of Fig. 415 
has been replaced in Fig. 417 by a winding on salient poles. The stator 
carries the field current, while the rotor carries the torque-producing motor 
current. Both are connected in series (series motor). It is to be speeially 
xioted, that in this and all the following figures, inclncilng Figs 424, the 
aada of the motor field is shown horiiontal, and the axis of the torqne- 
prodnoing winding vertical With the current in the direction indicated, 
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ikwiae. Seeing that the diiectioa of both field and 
srsed at the same moment, the problem of the iin^e- 
lar to be solved. Fig. 418 lepresoitB diagiammaticanj 
tor, with resistances B to regulate the speed, 
odoces its own magnetic field and takes theiefim^ in 
motors, a lagging current. Were this efBwt confined 




Kg. 418. 




FUloL 



Eg. 419. 



to the useM horizontal flux, the phase difference would be allowable, but we 
have, in addition, the vertical flux produced by the armature current. TT^w 
causes a harmful self-induction, and a very considerable phase displacemeiiL 
In addition to this, sparkless commutation is rendered very difficult 

It is therefore a great improvement if this cross-magnetisation be sa^ 
pressed by a compensating winding JT on the stator. The plan wfaidi 
naturally suggests itself is to connect the field winding, compensating 
winding, and armature all in series (Fig. 419). 





Fig. 420. 



Fig. 421. 



instead of the arrangement shown m fig. 419, the compensatmg 

ing JTmay be distinct from the main circuit, and simply short circuited (Fig. 
420). The armature is then the primary, and the compensating winding the 
secondary, of a transformer. Since the induced secondary current is directly 
opposed to the primary current, the cross-magnetisation will be suppressed. 

It is now only a step further to exchange the primary and seoondary 
of the transformer, that is, to diort-circuit the brushes, and connect tlie 
compensating winding in series with the field coils. Fig. 421 shows this 
arrangement with salient poles, while in Fig. 422 we have the same 
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arrangement with the windings distributed around the stator periphery. 
These figures indicate the manner in which the compensating winding is 
wound in slots in the pole faces. 

A further step is the substitution of a single resultant winding for the 
two stator-windings. We have thus arrived at Elihu Thomson's so-called 
repuUiofi motor (Fig. 423). In this motor the axis of the stator-winding 
is at an angle with the axis of the rotor ampere-turns, that is, the brush axis. 





Fig. 422. 



Fig. 423. 



To understand the working of the motor, however, it is better to think of 
the two rectangular components of the stator ampere-turns, one, at right 
angles to the brush axis, producing the true motor field, and the other, along 
the brush axis, inducing the armature current by its transformer effect. This 
current in the presence of the motor field produces the torque, enabling the 
motor to start up under heavy loads. An K.M.F. is induced by the rotation of 
the armature, which, for a given motor field, is directly proportional to the 
speed, just as in a D.o. motor. The speed of the motor is therefore largely 
dependent upon the magnitude of the component of the stator excitation 
which produces the motor field. The speed varies, therefore, with the 
position of the brushes. A reversal of the motor can obviously only be 
obtained by shifting over the brush axis. This can be obviated by having 
either two separate pairs of brushes or two separate stator-windings, only one 
of which is used at a time. 

The compensation or suppressiim of the armature cross-magnetisation, as 
carried out in the Winter-Eichberg motor, ia of special importance (Fig. 424). 
The horizontal true motor field is produced by 
the armature, the brushes Bi and JE^ being in 
series with the stator-winding A. As a matter 
of &ct, the excitation current is supplied to 
the armature from the secondary terminals of 
a transformer, the primary of which is in series 
with the stator-winding A. As the primary 
and secondary currents are nearly 180^ out of 
phase, the principle of the motor is not altered ^. . _ 

by this arrangement It has the great advan- ^' 

tage of allowing the pressure across the excitation brushes ^ JSf to be 
varied by altering the ratio of the transformer. In this way, the speed may 
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be regulated and the power-feu^tor improyed. The statof^winding A 
the toiqae-piodiiciiig cuxrent. This coirent prodooes a vertical flvx, which 
can be neutraliaed by putting a special winding on the annatnre, and AaU 
dicniting it along a vertical axis bymeana of the braahes Ki, K%, Weehonld 
then have exactlj the same arrangement as in Fig. 420, except that rotor and 
stator wonld be reversed. As a matter of £bu^ however, the second aimat i Af e» 
winding is nnneoessary, and in practice both pairs of brushes mb on thesame 
commutator. According to the law of the superposition of currents^ theefbet 
of the actual armature current is equal to the combined effects of the two 
windings, viz. the field-winding EiE% and the compensating winding KiK% 
which we considered above. Both the fixed winding A and the armature 
winding acting as a secondary to it, experience a torque due to the horizontal 
magnetic field, but only the armature winding is, of course, firee to rotate. 

We will now try to get a better insight into the action of the repulsion 
motor and of the Winter-Eichberg motor by means of vector diagrams. For 
the sake of simplicity we shall neglect the reluctance of the iron, the contaet 
resistance of the brudies, and also the effect of the short-cuouiting of individual 
armature coils under the brushes. 



134. The Electromotive Forces in Commutator Motors. 

In considering transformers and induction motors we have always con- 
sidered the resultant flux produced by the combined action of tiie primary 
and secondary currents. In the present case, however, we will consider the 
individual fluxes which would be produced by either winding alone, and we 
will calculate the electromotive forces induced by these fictitious fluxes. 

In Fig. 425 the outer circle represents the single-phase stator winding 
the inner circle the rotor, short-circuited along an axLs making an an^e « 
with the axis of the stator winding. As in equation (68a) on page 86, the 
ooefflcient of mntoal induction M is 10~* times the number of stator 
linkages prodooed by a rotor current of 1 ampere. By this we mean a 
current of 1 ampere in the connection short-circuiting the two brushes. Only 
those stator coUs between B and D, ie. subtending an angle ir — 2a s 22 
need be considered, as the coils between D and J'are not linked with the flux 
produced by the rotor. Let 

Si be the number of stator turns in series per pole-pair, 
i^ = c . iSi the number of rotor turns in series per pole-pair. 

The maximum value of the flux density produced by a rotor current of 

1 ampere will be 

J. 0-4ir . S% 
2^2 = — 1 • 

where Ig is the double air-gap. 

This maximum value occurs at Jff inFigs. 426, 426, the flux density falling 
off uniformly on either side and reaching zero at the points C and O. If we 
assume for tilie moment that the maximum flux density is unity and that the 
motor is bipolar, so that each pole subtends an angle ir, we see that the flux 
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denst^ at any point in the sir gap vill be a; . -, wbeie x is the angle between 

C and the point considered. A coil of width dx, aa shown in the lower part 
of Fig. 426, will be linked by floz partly positive and partly n^ative, the 




Fig. 425. 

resultant flux being equal to the shaded area, on the assumption tiiat the 
motor haa an axial length of 1 cm. Calling this flax N, we have 



Fig. 426. 

dx 
The number of turns in aeries in this stator coil of width dx will be — . <%■ 

The linkages will therefore be 

Now, to find the total statcv linkages per pole-pair we hare seen that we need 
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cooflider only thoae ooiIb betveen B and D, that ia &oid x= — 8toa= 4-2. 
Hence we have 

Nov, when we remember that 
the axial lengUi is not 1 bnt La, 
the TimTJTiinni density not 1 hot B^ = — j-^i 
Qte pairs of polee not 1 bat p, and 
the pole-pitcli not w bat s- times as great, 

we have M=^.k.Si.S,.^^.10-'. 

6 If 

Hub is the mutoal indootion, bat &om it we can easily detennise the 
coefficient of self-indactdon of the stator, neglecting leakage, that is, negleetii^ 
the flax which links the oonductors without crosaing the aii^^p. We pat 8t 
instead of St and make a ^ ; it is then nni^, and we have 

If the stator cairiea an alteDmating coiient ti, the BJC?. indaoed in the 
Btator doe to its own flax, indading its leakage flax, will be 
^ = 2x- . Z . »,(1 + n) - (1 + n) . « . »i 
irtiere e is pat for SwL. 

The rotor tarns St = eSi, hence its aelf-indnction will be e* times that ol 
the stator, and the BJijr. induced in the rotor doe to its own flux, iTinlndrng 
that dae to leakage, will be 

^ = «'.2x-.Z.ia(l + t^) = (1 + ra).<?.«.ti. 
The K.H.F, indaoed in the rotor by the stator will be 

and similarly that indaced in tbe 
stator by tbe rotor, 

JSn = c.k.g.if. 
We have deteomined the electro- 
motive forces due to tranaformcr 
action ; we most now oonsider those 
due to rotation. Theae cannot be 
due to rotation in the field prodooed 
f<j~ 427 by ^ rotor itoelf, nor by the tnnu 

* ' BCD (Fig. 425). The only fidd we 

need consider is that produced by the toms DBF, and this will be distadbnted 
as shown in Fig. 427. The mwHTniT" valae .^i of the alternating flux will 
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be produced by — >S\.iim$x ampere-turoB, where %i is the external current 

IT 

supplied to the stator. Hence 

0-47r 2a « . 

If the axial length be La and the pole-pitch ^^> the mftximnm flux is 
evidently (see Fig. 427), 

The EJM. induced by the rotation will have a Tn^Timnm value (see 
equation (79) on page 122) 

The total number of wires on the armature is z^ 
where z^ss2a.p.2Sg. 

If via the speed expressed in terms of the synchronous speed 



p' 






Substituting these values, we have 

If now we put in the value found above for Bi^ and put z for 2w'^L or oiX, 
we find for the efTective or B.IL8. value of the s Jf .?., 



3 / 8*\ 
Let V sz "[Y ^ ^^)' ^^ ^^'^y ^ noted that A/ is the differential quotient 

ofi. Then 

We have thus calculated the magnitude of the various electromotive forces 
and can proceed to draw the vector diagrams for the various types of motors. 

135. The Vector Diagram of the Repulsion Motor. 

The electromotive forces Ei and E^ lag 90^ behind the stator current %u 
by the magnetic field of which they are induced. Similarly E^ and jEu lag 
90^ behind the rotor current is* The electromotive force Er is, however, 
exactly in phase with tb since the sjilf. due to rotation is evidently a 
maximum when the stator current is a maximum. 

As in any transformer, the secondary current ig is more or less in opposi- 
tion to the primary current ii (compare Fig. 425). If the primary current 
vector be drawn vertically upwards (Fig. 428), the vector representing the 
rotor current will be drawn in some direction below the horizontal The 
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yectois J^ and JEi% will lag 90^ behind the cunent ti^ while the vec^ots ^ 
and 3n will lag 9(f behind the currant <§. Since the total ejcjt. in the 
short-drcmted annatiure mnst be zero, tbe lesnltant of J5i and JB]s most be 
equal and opposite to E,> that is, it must be vertically downwards in the 
vector diagram. On the other hand, the resultant of Ei and iSn gives the 
induced back Bjur. in the stator, which most be equal and opposite to 
the terminal pressure. We have tiien 

OA^JSrta^OS^e. 



*^ 




E ^9f 

Fig. 428. 

From the figure and our equations for the electromotive forces, we have 

eco8^ = 0^.^ = j^.«.ii (a). 

Similarly, putting 1 + t = (1 + n) (1 + t%), we find that 

eamfi^JBi^S^.^^l±^^.z.ii (b). 

We have fixim these two equations 

^ ♦^ * hk(v ^^^ 

When the rotor circuit is open, the stator current to is given by the 
equation 

e « M (1 + nX 

Putting this value for e in the above equation for « sin ^ we have 

. ^ l + r-*« . 
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The locos of the end point of the primaiy current vector is therefore a 
circle (Fig. 429), the diameter of which is the short-circnit current J^, where 

r _ (l + r).to 
^« " 1 + r - A?- 

The toming-moment can be found from the equation 

jf,» ^-tjcos^x ^ e.txcos^i kg.-met, 

9-81. 2ir.^ 9-81.21-.-.V 
60 p 

or, using the above equations for io and e cos ^u 

The right-hand side of this equation is constant except for the primary 
current. 




Fig. 429. 
In Fig. 428 the angles ^ and i| are equal, from which it follows that 

OA Er 



£i% Jvig k 






(d). 



^ is the an^e by whidi %i and ig depart from exact opposition. If, now, in 
Fig. 429 AF be drawn making an angle ^ with AO, then, since the sides of 
a triangle are proportional to the sines of the opposite angles^ 

0F_ sin»a 
ti cos (^1 - ^ 

If, now, cos (^ - ^) be expanded and divided through by sin ft, we find, 
with the aid of equations (a), (i), (c) and (d), that 

OF ^ to. 

By a frirther application of the sine law to the triangle OAF, we find that 

FA = T-j— . «8 

1 + ri 

This is strikingly similar to the corresponding value in the Heyland 
diagram. 
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136. The Vector Diagram of the Winter-Eichberg 

Motor. 

In a similar manner, we can constanct the vector diagram for the'^^nnter- 
Eichbeig motor. We can imftginA the rotor to have two similar windings, 
displaced 90° from each other. The short-circuiting brash axis corresponds 
wi^ the axis of the stator-winding, whereas the axis of the magnetising 
winding EiB^ (Hg. 424) is displaced 90° fix)m it. The eleotaromotive f<nrces 
can be found from the equations already established. It is to be noted, 
however, that the rotating short-circuited winding cuts the flux produced 
by the magnetising winding, including also the leakage flux. As a matter 
of fitct, bol^ these windings are represented by the single armature-winding. 

Let a represent the ratio of primary to secondary turns on the trans- 
former in Fig: 424^ and let the indices 1, 2 and 3 refer respectively to the 
stator, magnetisiDg winding and short-circuited winding. Putting tt « a . ii, 
and using our previous formulae for the electromotive forces, we find that 

El = j?(l -h ri){i, due to self-induction of stator, 
E^ as a.i^.ziX + ^s)h> due to self-induction of magnetising winding, 
E^ = <:^ . je(1 -h rs)t8, due to self-induction of short-circuited winding, 
Jffj3 S5 c . j? • ii, due to the mutual induction from stator to short-circuited 
winding, 

J^ s c • ir . tg^ due to the mutual induction from short-circuited winding 

to stator, 
3 
JEna ^-e.v.z.ii^ induced in the magnetising winding by rotation in 

field due to stator, 
3 
Et^ B -a.i?.v.z{\ -h ra) . tb ii^duced in the short-circuited winding by 

rotation in field due to magnetising winding, 
3 
Ern'=^ ~c^.i^.«(l -h ra) %, induced in magnetising winding by rotation 

IT 

in field due to short-circuited winding. 

It is evidently impossible for any other xjc.f. to be induced. From the 
above equations it follows that 

Ei^ E^ E% IT 

For the sake of simplicity the vector %% in Fig. 430 is drawn in the same 
direction as the vector ti, seeix^ that the introduction of the transformer 
does not affect the principle of the motor. As in the repulsion motor, the 
resultant of the electromotive forces Ez and Ei^ must be equal and opposite 
to Ernf while the resultant of Ezi and Ei must be equal and opposite to the 
applied stator pressure. In the magnetising winding, we have £^„ in i^iase 
with ii and E^ ui phase with % and these two electromotive forces have 
a resultant OC. That this resultant must lie to the right is evident from 
the fact that the power-factor of the Wiater-Eichbeig motor is nearly unity, 



136. The Vector Di(zgram of the Winter-Eichberg Motor 433 



so that the vectors of the electromotive forces OB and ^, induced in the 
atator and magnetising windings by self and mntoal induction, must be com- 
pensated, Le. brought into the vertical, by means of OC. From the equality 
of the angles ai and cm, and from the above ratios, it follows that the triangles 
OC£r„ and AOEvi ai^ similar. OC is therefore horizontaL The pressure 
across the magnetising winding is J?s — OC and is perfectly wattless. The 
pressure across the primary side of the transformer is a (J^ — OC), Since 
OC is proportional to the speed, it depends only on the speed as to whether 
the pressure across the transformer is zero, 90^ ahead of the current, or 9(P 
behind it. 

The wattless component of the stator pressure is OD, while the watt- 




Fig. 430. 

component is BD. The power-factor can therefore be found from the 

equation 

OD-^-aiE^-^ OC) 



tan = 



BD 



From the figure and the formulae for the electromotive forces, it can be 
proved that 



tan ^ = a.c{\ + rn) 



1-05 



105 



.1-05 



a.c(l + r^v' 



This equation shows that the power-factor is unity at a certain speed, 
which depends to a small extent on the ratio of the transformer. For a 
motor without leakage (r s 0), the speed at which the power-factor is unity 
lies in the neighbourhood of the synchronous speed. 

For any given value of the speed v, this formula enables us to calculate 

tan ^, and hence cos ^. If e is the supply voltage, we have e . cos ^ s BD, 

E 3 
and from the figure it is obvious that tan ai = -^ » -a . c . t; . (1 -|- r^). In 

T. E. 28 
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this way the whole diagram can easily be oonstmcted for any given speed, 
and the Tarioos ctments, the turning moment and the power, be determined. 
There is no circle diagram for this motor. 

It is worthy of note that, at starting, the stator-winding and short-ciraiited 
rotor constitute a short-drcnited induction motor, in which the flnx is confined 
to the leakage paths^ as shown in Fig. 411. The starting enrrent is, however, 
at the same time, the magnetising cuiient in the magnetising winding in 
whidi the flnx passes across the air-gap in the nsnal way. Hence, at starting 
the pressnie across the stator is veiy small compared with that aoroas the 
magnetising winding or across the transformer. As the speed incroaoos, 
the EJU. in the magnetising drcnit due to rotation comes more and matt 
into play, nntQ at a certain speed the pressure across the transformer Yanisbes 
and the stator receives the fcQl supply pressure.* 

• The stodent who wishes to loUow this saljectiStiU forther, should zefar to the B. T. Z^ 
1904-5-6, where artioles win be foimdh7Eichberg,Biohter,L«toiirftnd others. Other ftrtidss 
by Siimec wiU be found in the Vienna *' Zeitsohrift fur Elektroteohnik." 
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187. Belaiion between direct and alternating onrrents in rotary oon^erters. — 188. Armature 
oopper I068 in rotary converters.— 189. Oomparison between rotary converters and direct 
current generators witli regard to armature copper loss. — 140. Six-phase rotary converters. 
— 141. La Oour's motor converter. 

137. Relation between Direct and Alternating Currents 

in Rotary Converters. 

The principle of the rotary converter has been already considered in 
Section 95. If suitable points on the armature- winding of a direct-current 
motor are connected to slip-rings, an alternating current may be taken from 
these rings when the motor is running in the usual manner. If this arrange- 
ment is inverted, that is, if alternating current is supplied to the motor by 
means of the slip-rings, it runs as a synchronous motor, and direct current can 
be collected from the commutator. The peculiarity of this type of machine is 
the simultaneous existence of both direct and alternating currents in the 
same armature conductors, so that the alternating current may sometimes 
be added to the direct, while at other times it is flowing in the opposite 
direction and must therefore be subtracted. The heating of the armature- 
winding of a rotary converter is consequently entirely different from that of 
the same machine when mechanically driven as a direct-current dynamo on 
the same load. 

In order to compare the heat developed in both cases, we must know the 
relation between the maximum value inux of the alternating current and the 
value e of the direct current. These are the currents in the armature con- 
ductors, and not those in the external circuit. The relation between them 
may be expressed by the equation 

1=^ (198). 

Now, neglecting losses, the alternating current power supplied must be 
equal to the direct-current output. Let 

V = the number of armature sections per pair of poles ; thus, y = 2 f or 

single-phase, 3 for three-phase, and so on, 
sf s the number of wires per armature section. 



i s -^ s= the alternating current in the armature conductors, 
v2 

J? « the B.M.S. value of the alternating E.M.F. in each armature section, 
^ s Uie phase difference between J? and i. 
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If P be the total altematiiig correat power, we have 
P = p.v.E .i.tMi^. 

By pnttang E = J.JF-ji^KHand i = ^ = ^ , and sabstitutiiig *, the 

total niunber of wins od the armataze, its fvd, we get 



Oa the other hand, the direct-cniTeat power ia giren by the equation 




Fig. 433. 



Fig. 434. 



where i. is the external direct oarrent. If there are 2. patha throng^ dw 
armature between the n^ative and positive terminalfl on the direct cozrent 

side, then t* =■ 2a . e. By putting ^ , ^ s » and equating the two values 
foond above for f, we obtain the relation 

2v^ 

""iisr^ 

In this equation the value of A: is largely dependent npon the breadth di 
the coil-aides or armature eectiona. In the sin^e-phaae converter (Fig, 431) 
the breadth 2^ of the aeotion is equal to the pole-pitch, and 2^ ~ w. In the 



..(199). 
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two- or four-phase converter (Fig. 432) the breadth 2^ is equal to « . In 

2ir 
three-phase converters (Fig. 433) 27 = ^^ while in the six-phase converter it 

is only ^ (Fig. 434). The connections of a six-phase converter are dealt with 

in section 140. 

The coefficient k depends also upon the distribution of the magnetic field. 
As before, we shall consider three cases, firstly, a sinusoidal field, secondly, a 
pole breadth equal to two-thirds of the pitch, and lastly, a pole breadth of 
half the pitch. For a sinusoidal field we have equation (144) on page 287 

A: = 2-22.?^= 4=.?^. 

r \/2 r 

For pole breadths of f or ^ the pitch, equations (152) and (153) on 
page 293 can be employed for single- or three-phase converters, since the 
breadth of the coil 27 is greater than the polar arc /3. In four- and six-phase 
converters the breadth of the coil is less than the polar arc, and equations 
(147) and (154) on pages 288 and 293 must be employed. The values thus 
obtained are given in the following table : 





2y 

1 

§ 


Valnes of the ooeflSdent k.* 




Sintiaoid*! field 




*-t 


single-phase 
three-phase 
four-phase 
six-phase 


\/2 = 1-414 
|\/6 » 1-84 

2 
^v/2 = 2-121 


§v/5 =1-49 

iv^l5 « 1-94 

|v/lO = 2-11 

v/5 =2-24 


§V^ =1-63 
^10 = 2-11 
'\>A =2-31 
|\/14 = 2-49 



2\/2 
From these values of A;, the value of i| s:.^..jl — can easily be found. We 

shall make use of these values in the next section in order to determine the 
copper loss in the armatures of rotary converters. 

This coefficient k enables us, moreover, to determine the relation between 
the P.D. between the brushes on the d.c. side and that between two adjacent 
slip-rings on the A.a side. If we neglect losses in the windings, we have 

E.. =k.N^z\lO-^. 



and 

If we put 

we get 



'A.a 



1=1, |J = ~. and z = ^vp, 



£, 



ac 



and by putting y = 2, 3, 4 or 6 as the case may be, and substituting the 

* The last two oolimms hsve been oalcolated on the Msnmpilon that the flnx-waTe is 
rectangular. Fringing and rounded pole-tips wiU considerably reduce the valoe of k. 
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values of h from the table above, we obtain the following values for this 
ratio: 



single-phase 
three-phase 
four-phase 
six-phase 



^ . . voltage between adjaoent alip-ringB 
^ voltage between d.o. broahee 



Sinnsoidal field 



0-707 
0-61 

0-5 

0-353 



fi 



0-745 
0-65 
0-53 
0-37 



^J 



0-815 
0-70 
0-58 
0-415 



138. Armature Copper Loss in Rotary Converters. 

As a general rule alternating current is supplied to the rotary converter, 
while dii^t current is taken from its commutator. It runs, therefore, as a 
combination of a.c. synchronous motor and D.c. generator. The s.if^. induced 
in the armature opposes the alternating current, whereas the direct current, 
being produced by the E.M.F. is in the same direction. It follows from this 
that the direct and alternating currents within the armature must neutralise 
each other to a large d^ree, thus modifying the amount of heat developed in 
the armature-winding. 

It does not follow that the heat developed will be necessarily less than in 
the ordinary dynamo. This question will depend very largely on the phase 
difference between the B.M.F. and the alternating current. Moreover, each 
coil-side or section is at times under two unlike poles, and it is evident 
that, at such moments, the alternating and direct currents in some wires 
must be added together, while in other wires they must be subtracted. 
The ideal arrangement would have an infinite number of commutat<» 
segments and of phases, so that each coil-side or section would be infinitely 
narrow. 

To make the problem as clear and as simple as possible, we shall assume 
hat the number of commutator segments is very large, and we shall trace 
the variations of current in a single armature conductor during a complete 
period.* We shall choose, in the first place, a conductor in the middle of a 
section, ie. midway between two adjacent slip-ring connections, and we shall 
assume that the phase difference between B.K.F. and current is zero, which is 
a condition easily obtained by suitable excitation. 

At the moment when the conductor under consideration passes the 
neutral zone (Fig. 435) both the direct and alternating currents in it are 
reversed. If we assume that the direct current taken from the machine is 
constant, the curve c in Fig. 436 will represent the direct current in the 
conductor, plotted to a time base. Similarly, curve % will represent the 
alternating current. The resultant current curve is given in Fig. 437. To 

* See " Elements of Electrical Engineering/' by G. P. Steinmets. 190S. 
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obtain the power lost in the given conductor at any moment, the corresponding 
ordinate in Fig. 437 must be squared, and multiplied by the resistance B of 
the conductor. 





u 



n 



Kg. 435. 



Fig. 436. 



Fig. 437. 






Fig. 438. 



Fig. 439. 



Fig. 440. 



,\ 


/ 


'e.A 


/ 



The conditions are not so favourable for a conductor separated by an 
angle c from the centre of the armature section. As this conductor passes the 
neutral zone at A (Fig. 438) the direct current in it 
is reversed. The alternating cuirent, however, being 
in phase with the E.M.F., does not reverse until the 
middle point of the section passes through the 
neutral zone, i.e. an angle c later. The alternating 
current curve in Fig. 439 is displaced, therefore, to 
the right, and by combining the ordinates. Fig. 440 
is obtained as the curve of resultant current in the 
given conductor. 

If, now, the current lags behind the EJi.F. by the angle ^, the current 
curve will be displaced still further to the right (Fig. 441). For the sake of 
simplicity the angle a has been plotted as abscissae instead of the time U 
The instantaneous value of the current in the given conductor is 

c — inux . sin (a — € — ^) = c {1 — »l sin (a — € — ^)}. 

We square the instantaneous value of the current and take the mean of 
all such values between and ir. If ^ be the resistance of the given con^ 
ductor, the mean power lost in it will be 



Fig. 441. 



c^R 



I)- 4»i 



^ J' { 1 - n . sin (a - € - ^) } « . tf a = c«^ j 1 + ^ - ^' . cos (£ + ^) [ . 

In carrying out the above integration we must square out the bracket, 
and integrate separately the three terms thus obtained, remembering that 
(c + ^) is constant. On examining the right-hand side of this equation, we 
see that the mean loss of power in any conductor contains two constant terms, 
independent of the position of the conductor, and a third term which varies 
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with the position of the conductor in the coil-side. The average value of this 
third term, taken over the whole coil-side, is 

1 /+>4ii / . X jf 4i| sin 7 

^\ — .COS(€ + ^)-rf€ = — . ^.COS^. 

The mean loss of power per conductor, taken over the whole armature, is therefore 

2\/2 

If we substitute for n its value ^ , we have 

a; cos ^ 

i>. = ^J?Cl+iA::-?.^) (200> 

\ A"cos*^ h y J 

We shall use this equation in the next section, in order to compare the 
converter with the direct-current generator, in respect of the copper loss in 
the armature. 

139- Comparison between Rotary Converters and Direct- 
current Generators with regard to Armature 
Copper Loss. 

The product t^R in equation (200) is the loss of power per armature con- 
ductor when the machine is working as a direct-current generator with a 
current c in the armature-winding. The expression in the brackets, 

P-1 , _ -*_ 3-6 siny 

* ""^^^coe"^ * * r ' 
gives us the relation between the armature copper loss in the converter, and 
that in the same machine when driven as a d.o. djmamo with the same 
output. The greater the phase difference ^, that is, the smaller the value of 
cos ^, the larger wiQ be the second term in the above expression for r, and 
the greater the loss. The influence of the width of coil-side or section is also 
plainly seen in the above equation. If, for example, the field be sinusoidal, 

• 

the coefficient k is proportional to ^, and the last term in the equation 

becomes a constant. The width of coil-side can then affect the second 
term only. The coefficient k increases as the width of coil-side is decreased. 
With narrow sections the second term is therefore small, and consequently 
the loss is small The superiority of the six-phase*converter, with its narrow 
sections, is plainly evident. Any practical deviation of the field fix)m the 
sine form will not materially alter these relations. 

The first table on the next page contains the values of F, ie. the ratio 
of the losses in the converter to those in the equally loaded dynamo, under 
various conditions. 

The table shows how considerably the losses can be reduced by so actuating 
the field current that the power-factor is unity. It shows, further, the enor- 
mous superiority of the polyphase converter, as compared with the single-phase 
type. The influence of pole-form is seen to be very small, and is, in reality, 
still smaller, owing to the rounding off of the pole-shoes and the fringing of 
the magnetic field. 
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006^ 


r — 1 4- 


4 


8*6 Bin Y 

1' r 




r-i + j^ 


.006*^ 




Sinusoidal 
field 


l-l 


i-i 


single-phase < 


1 

0-8 


1-38 
2-50 


1-26 
2-28 

0-53 
1-13 


1-10 
1-94 


three-phase < 


1 
0-8 


0-56 
1-23 


0-49 
0-99 


four-phase < 


1 
0-8 


0-38 
0-94 


0-36 
0-87 


0-35 
0-77 


six-phase | 


1 

0-8 


0-27 
0-77 


0-26 
0-71 


0-26 
0-63 



A more important question from the practical point of view is : How 
great a load can be pat on the converter without overheating its armature ? 
Assuming equal losses in both cases, let 

c ss the direct current in each conductor of the converter armature, and 
ci = the current in each armature conductor when driven as a dynamo. 

The loss per armature conductor in the dynamo is ci^B, whereas in the 
converter it is Ft^B (equation 200). The loss being the same in each case, 
we have 

ci^B = Pi^B, 

- = — 

On the assumption of equal losses in the armature, the relation between 
the D.c. load on the converter and that on the dynamo is therefore equal to 
l/\/r. The following table gives the values of l/\/r for the various cases 
considered : 





ooe^ 


1 
Vr 




Sinusoidal 
field 


l-« 


^1 


• 

single-phase < 

ft 


1 

0-8 


0-85 
0-63 


0-89 
0-66 


0-95 
0-72 


three-phase j 


1 
0-8 


1-33 
0-90 


1-37 
0-94 


1-43 
100 


four-phase \ 


1 

0-8 


1-62 
103 


1-66 
107 


1-70 
114 


six-phase \ 


1 
0-8 


1-93 
114 


1-95 
118 1 


1-94 
1-26 
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Heace, with unity powQi>&ctor the oatpat of a single-phase converter is 
86 per cent, of the ontpat of the same machine, used as a dynamo, and allowing 
the same armature heating. Under the same conditions, however, tlie six- 
phase converter has nearly double the dynamo output. 



14a Six-phase Rotary Converters. 

In the preceding sections we have dealt with rotary converters, not only 
for single-phase, two-phase and three-phase, but also for six-phase working. 
This is the first time we have mentioned more than three phases, and it will 
be advisable to consider exactly what we understand by a six-phaae converter. 

Eveiy phase winding has of course two ends, or, if we prefer it, a beginning 
and an end. Hence, a single-phase machine has two ternunals or slip-rings. 




Fig. 443. 



and a two-phase machine four. In the same way a three-phase machine 
should have six terminals, and would have, were it not that the windings are 
usually interconnected in either the star or mesh arrangement, thus reducing 
the number of terminals to three. In a two-phase converter each phase of 
the supply is connected across diametrically opposite points of the armatnie, 
the axes of tiie two phases being at right angles as in Fig, 432. The two 
phases are thus superposed on the same armature winding. If each of the 
three phases in a three-phase system be kept quite distinct and connected 
across diametrically opposite points on the armature, the three axes being at 
120°, we obtain Fig. 434, which, after all, is only six-phase in the same sense 
that Fig. 432 is four-phase. 

At first it would appear that a so-called six-phase converter would require 
the three phases of the supply mains to be kept quite distinct, thus neces- 
sitating the use of six conductors, bat this is not so, for by means of ttana- 
formers we can split np the ordinary three-phase supply with three conductors 
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into thfee separate phases with six conductors. Such an arrangement is 
shown in Figs. 442 and 443. In the former the primaries are star connected, 
while in the latter they are mesh connected. In Fig. 442 three separate 
single-phase transformers are shown, whereas in Fig. 443 a three-phase 
transformer is employed, in which each iron limb acts, in turn, aa the 
magnetic return path for the flux in the other two limbs. 

There is another way, however, of looking at these six-phase converters. 
In the method just considered we had three separate single-phase supply 
circuits, 120° out of phase with each other. Now, Fig. 433 represents the 
ordinary three-phase converter with three supply conductors; if we can 
obtain another similar three-phase supply 180° out of phase with the one 



Su ipfy 
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Fig. 444. 



Fig. 445. 



shown in Fig. 433, then by superposing the two supply systems we obtain 
Fig. 434. Fig. 444 shows how this is accomplished in practice. Each of 
the three single-phase transformers, or each limb of the three-phase trans- 
former has two distinct but similar secondary windings. The primary 
windings may be mesh or star connected, and the same is true of the 
secondary windings. In the figure we have shown mesh connection on the 
primary and star connection on the secondary side. Fig. 445 shows the same 
arrangement as Fig. 444 but is more diagrammatic, and by separating the 
two sets of secondary windings the principle of the arrangement is more 
easily understood. 

The figures have been similarly numbered and lettered to assist the 
student in tracing out the connections. 
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141. La Gout's Motor Converter. 

The disadvantages of the rotaiy oonverter with r^ard both to starting 
and regulation of the terminal pressnre on the D.c. side are obvious. Further 
disadvantages are the necessity of static transformers for reducing the alter- 
nating supply pressure, and the difficulty of commutation for any but low 
frequencies. These difficulties are overcome to a certain eztmit by using 
motor-generators, in which the two machines are quite distinct but coupled 
mechanically together. We then have a free hand in the design of each 
machine, and the number of poles in the dynamo is not afEdcted by the 
frequency of the a.o. supply. The motor can be designed to take the full 
supply pressure, thus dispensing with transformers, and the D.c. terminal 
pressure can be regulatedin the usual way. On the other hand, we have two 
machines each of the same output, which is also the ftill output of the set. 
This increases the capital cost, requires more floor space, and decreases the 
efficiency. The motor can be synchronous or asynchronous. With the 
induction motor the question of starting is quite simple, but we then have 
the disadvantage of a low and non-adjustable power-factor, whereas the 
synchronous motor has all the advantages and disadvantages of the converter 
with regard to starting and power-factor. 

A type of converter which has come to the front during the last two or 
three years is the so-called motor converter of La Cour. It combines more 
or less all the advantages of the rotary converter, the synchronous motor- 
generator, and the induction motor-generator. It consists essentially of an 
induction motor and D.c. dynamo side by side on the same shaft. In addition 
to being keyed on the same shaft, the rotor and armature are connected 
electrically, and the power is transmitted partly medianically along the shaft, 
as in a motor-generator, and partly electrically from rotor to armature, so that 
they are together equivalent to the armature of a rotary converter. The 
three-phase current is supplied to the stator at any pressure up to about 
10,000 volts, and the rotor revolves at a speed much below synchronism. 
Currents are induced in the rotor with a frequency equal to the slip, ^^ch, if 
both machines have the same number of poles, will be 50 per cent These 
rotor currents pass across into the armature of the dynamo, and are of just the 
correct frequency to drive it as a synchronous motor at the speed corresponding 
to 50 per cent, slip in the induction motor. Hence, half the total power 
passes mechanically along the shaft, while the other half passes electrically 
across from the rotor to the armature. The power-factor can be a4justed by 
varying the field current of the dynamo. 

The machine is started from the A.C. side as an induction motor. To 
enable this to be done the rotor phases are disconnected at the neutral point, 
and a three-phase starting resistance introduced into three of the phases. 
When the correct speed is attained the rotor phases are all joined at the 
neutral point. The rotor and armature can be nine or twelve-phase, since 
the connections are short and direct without the intervention of slip-rings. 
This large number of phases improves the synchronising power and the 
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efficiency. This latter is slightly lower than that of the ordinary converter, 
bat much better than that of a motor-generator. Since only a part of the 
power 13 converted into mechanical energy each machine is smaller than the 
corresponding machine of a motor-generator of the same output. A motor 
converter with nine-phase connection between rotor and armature is repre- 
sented diagrammatically in Fig. 446. 

If the motor has pm pairs of poles and the dynamo pd^ the field of the 

motor will make — ^ revs, per second. The rotor will, in this case, run at 
revs, per second. The currents induced in the rotor, and supplied by 



Pm+Pd 



it to the armature of the dynamo, will have a frequency -^.-^^. Since 

Pm+Pd 




Starting 




J).C.ArmMture- 

Fig. 446. 
the dynamo has pd pairs of poles, and rotates at 



— r — rovs. per second, its 

Pm+Pd *^ 

frequency is also -^i — ^ — , and the current supplied to it from the rotor has 

Pm+Pd *^^ 

the correct frequency. • 

Equation (179) on p. 378, which is the equation for the slip of an induction 
motor, may be put into the following form : 

^1 — slip _ energy converted into mechanical form 
'^i "" total energy supplied to rotor 

It is immaterial whether the difference between the total supply of energy 
and that part of it which is converted into mechanical energy is dissipated as 
heat, as in the induction motor, or used to drive a synchronous motor or 
rotary converter, as in the present case. If we substitute for the frequency 



of slip its value -^i — ^ — . we get 

Pm+Pd ^ 



1 ^^ 
Pm + Pd _ Pm energy supplied meohamcally 

^1 ^Pm+Pd^ total energy 
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Hence, of the total ontpat, a fraction — ^ — is transmitted mechanically 
along the shaft, while the remainder — ^ — is transmitted electrically.^ 

* For fnrther infonxiation on motor-oonverten, see H. S. Hallo, " Tnuu. of the Inst, of 
Eleo. Eng.," 1909. 



APPENDIX. 

THE SYMBOLIC METHOD OF SOLVING ALTERNATINGK)URRBNT 

PROBLEMS. 

(See Steininetz, ^ Altemating-Current Phenomena.") 

I. The Polar Diagram. 

In considering alternating currents we have used rotating vectors, the 
lengths of which were equal to the maximum values of the current or 
potential difference. The direction of the vector corresponded to the plane 
of an imaginary coil which rotated in a uniform vertical field, and the projec- 
tion of the vector on a vertical line represented the momentary value of the 
S.M.F. induced in the rotating coiL 




Fig. 447. 



Fig. 448. 



We shall now look at the matter from another point of view. We shall 
imagine the armature coil to be at rest and the poles to rotate, as shown in 
Fig. 447. As the initial position of the polar axis we arbitrarily choose the 
horizontal In the polar diagram (Fig. 448) we shall also take the horizontal 
OA as the initial line or line of reference. The vector OE = IL^^ is set out 
at the angle ^ which the fixed armature coil makes with the horizontal A 
circle is drawn on OE as diameter. Contrary to our previous method, we 
keep everything stationary except the line OX which rotates in the anti- 
clockwise direction. At the moment when this rotating line makes an angle 
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a with the initial line OA, it will cut the circle at the point B. The value 
of the EJLF. at this moment will be 

En^ . cos (^ - a) = OB. 

OB is the projection of Emui on the rotating line OX. .BL,. is called the 
amplitude of the sine wave, and ^ is called its phase. In polar co-ordinates 
the instantaneous value is expressed as a function of the variable an^ «. 
It reaches its maTJmum value at the moment when OX coincides with OE. 

In Fig. 449, for example, the electromotive forces Ex and JBf are of difEaroit 
phase, because their maximum values OEx and OE^ make different angles f i 
and ^ with the horizontaL The electromotive force E^ is behind Ei because 
the rotating line OX passes through OEi before passing through OE^ It is 
evident that rotating OX in an anti-clockwise direction round the stationaiy 
vector diagram gives exactly the same result as our former procedure ct 
giving the whole vector diagram a clockwise rotation, and projecting on to a 
fixed vertical line. 

2. Geometrical Addition. 

We have seen in Fig. 448 that the momentary value is represented by 
the length OB^ that is, by the projection of the diameter OE on the rotating 
line OX. As in Section 74 (page 234), it can be shown that the two electro- 
motive forces OEi and OE^ in Fig. 449 can be replaced by a resultant with 
an amplitude OR and with a phase angle ^. 

R 




Fig. 449. 

In the following considerations we shall not trouble about momentary 
values, but shall consider simply the maximum value, or amplitude, and the 
phase of the wave. We can, naturally, use effective values instead of maxi- 
mum values, since this simply alters the scale. The wave is completely 
determined by its amplitude and phase. Instead of giving the length OE 
and the angle ^, we can give the rectangular co-ordinates of the point E. In 
Fig. 450, for example, the wave represented by the diameter OE, is com- 
pletely determined by the abscissa a » 3 and the ordinate 5 « 4. We have 
farther 

and tan ^ = -. 



2. Geometrical Addition 
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We shall follow the maal plan of calling those absciaaae positive which 
lie to the right of 0, while those to the left we shall call n^ative. Ordinates 
irfiich are above we shall call positiye, and t^ose below, nc^tive. We 
■hall multiply all radinates (not abscissae) by the imagiiiary quantity V — 1, 
which, for die sake of shortness we shall represent by /. On this assumption 
+ 3 represents a right-handed abscissa, while + / . 4 represents an upward 
ordinate, and the wave represented by Fig. 450, which has an amplitode of 
S, is represented completely by the equation 
S=3+j.4. 

We shall follow the plan adopted by Steinmetz and nse capital letters to 
denote amplitudes, and small letters to denote the projections on the co- 



We saw on page 234 that the projection of the resultant was equal to 
the sum of the projections of the components. If we are given two waves 
of different phase, we are now in a position to carry out the geometrical 
addition to find their resultant, by simple calculation, instead of the giaphioal 



/ 



Fig. 450. 



Fig. 461. 



method previously employed. The two electromotive forces Si and Bi, the 
phases of which are ^i and ^ (Fig. 451) have a resultant S of phase f. 
The brigonometrical (»lcttlation of this resultant would be very laborious, 
and the graphical solution is not very easy when we have to set out the 
angles ^i and ff The symbolic method enables tis to solve the problem in 
the following manner : ^ = + 3 +/ . 2 

■^= -4+i.3 
S= Ei + Ft= -l+y.5 
We see that geometrical addition is no longer a mare name bat an actual 
operation of addition. The + sign between Si and Sa signifies their 
geometrical addition, and a glance at Fig. 461 shows as that the geometrical 
resultant has the co-ordinates — 1 and -1-^ . 5. Passing now &om imaginary 
or complex quantities to tiie calculation of real quantities, we have 
S = >/(-l)'-|-5» = v^. 



and 



.♦ = ±-f=-5. 
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3. Rotation of a Vector. 

Fig. 452 represents two electromotiye forces of equal amplitude, one off 
which, viz. E^, lags 90^ behind the other. These are evidently represented 

by the equations 

Ei^ +4+y.3, 
and JBi=r-3+y.4 

Since (jf is equal to *1, it 
follows that the wave E% can be 
obtained fix>m Ex by multiplying 
byj, thus 

^j=y.^«y.4-3. 

Henoe, mnltiplioation by J 




Kg. 462. 



limply rotates the diameter of the circle in Fig. 448 in the direction 
in which the line OX la routing, and gives a wave lagging 90'' behind 
the original wave. 

In a similar manner we can obtain the wave E\ by multiplying the wave 
-^9 by -/: 

Ei^^j.E^^ -y(-3+y.4), 

or, since (- j)(+ J) = + 1* 

Ei^A+j.Z. 

Hence, mnltiplioation by - j denotes a rotation of the diameter tn 
the direction opposite to that of OX, and gives a wave 90^ aliead of the 
original wave. 

If two waves have a phase difTerence of 180^ it is evident that the 
co-ordinates of the one are the same as those of the other, exc^t that they 
have the opposite sign. Multiplication by — 1 vrill therefore rotate a 
wave through 180". 

If we are given the amplitude and phase of the current, we are now in a 
position to express the ohmic pressure and the B.M.F. of self-induction in the 
symbolic method. Let the current be expressed by the equation 

/=3-.j.2, 

let the resistance r be 2 ohms and the reactance 2ir ^ L, which for the sake 
of simplicity we shall denote by x, 1*5 ohms. The pressure required to over- 
come the simple ohmic resistance is foimd by multiplying / by r, so that 

/.r«2.(3-y.2) = 6 -y.4. 

Since the B.M.F. induced owing to the self-induction lags 90" behind the 
current, its equation is found by multiplying the current equation, first by x 
to get the magnitude, and then by j to put it back 90". Hence 

Ets:j,X.I, 

or, in the present example, 

j8;»y.i-5.(3-y.2)« +3+y.4-5. 

This is confirmed by Fig. 453. If, instead of the self-induced ijcf., we 
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require the component of the terminal pressure which has to counterbalance 
the induced BJtF., we must multiply the equation for Em by — 1« This 
gives us 




Fig. 453. 



4. Inductance and Resistance in Series. 

The component of the applied terminal pressure which is equal and 
opposite to the self-induced e.m.f.^ which it counterbalances, leads 90^ ahead 
(d the current. It is obtained by multiplying the current / by the react- 
ance a;, and also by - j* This gives —y.a;./. The applied terminal pressure 
is the resultant of this and the component which overcomes the resistance. 
We obtain by geometrical addition 

^=s/.r-f(-y.aj.I) = /.(r —/,«>. 

The apparent total resistance B -^j.x is called the impedance and is 
denoted by Z, so that 

iTss r — y.a;. 

The impedance is therefore made up of the two sides of a right-angled 
triangle, the hypotenuse of which gives its real value, thus 

Ohm's law for the alternating current circuit may be expressed as follows : 

In the symbolic method. In the usual method. 

E^ . e e 



7 = ^ 
Z 



r —J. a? 

We shall now determine the terminal pressure of a generator, the resist- 
ance of which is r^ and the reactance x^ The external circuit has a resistance 
r and a reactance x. The internal impedance Z^ is equal to r^^j.x^ and 
the external Ztor — j . a; (compare Fig. 236 on page 245). If we call the 
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constant Ejcjf. induced in the generator E^^ and the tenninal preasnre Et, 
both expreesed in the symbolic method, we have 

and Et^I.Z=—z — ^'^ 



If we proceed now to find the real values, we have 

En,Z En*Z 



s,^ 



'0'^ -"0 



v/(^o + ry + («o + «)* v^V + 2ror + r» + aii^a ^ 2avr + a?' 
Now, ro« + «o» = z^\ 

and r* + a? = A 

Hence, Et = . , . ^ =^, 

The same result could have been derived directly from Fig. 236. 

5- Capacity and Resistance in Series. 

We saw in Section 80 that the back B.M.F. of a condenser led 90° ahead 
of the current. From equation (126) on page 254 it is evident that this 
back pressure ^« is to be obtained from the current / by dividing hj2w'^K 
and multiplying by — j. Hence, 

^*" •^•2T-ir 

The component of the terminal pressure which exactly counterbalances 

this back pressure is therefore +y«o v-* ^^ capacity be connected in 

series with resistance, the terminal pressure will be given by the equation 

For the impedance of the circuit we have therefore 
For the actual values we have 



V^+Gt^t/- 



If we compare the two equations 

and ^=y +y* 2y ^ JT * 

we see that ^ — v'^^^^7 ^ looked upon as a negative reactance. If we let 
the reactance x represent the component of the impedance which is at ri 
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angles to the ourrent, whether due to self-induction or to capacity, the 

formula 

Z =: r — y.aj 

will be quite general. For inductance we have a; = 2ir ^ X, and for capacity 
a: =r — = ; Steinmetz calls ^ =.the condensance. 



6. Resistance, Inductance and Capacity in Series. 

The equation 



r —J .05 



can now be used when the circuit contains both inductance and capacity, if 
X be taken to represent 2ir ^ X — ^ ^. The equation then becomes 



Passing from complex to real quantdties, we have 



1 = 



\/^+(^-^-2^)' 



The equation which we established for the terminal pressure of a 
generator was 

It can be seen from this equation that there is a certain value of the 
external impedance z, for which the terminal pressure is equal to the ij(.r. 
The exact value of this impedance depends on the internal impedance of the 
generator. For E to equal E^ in the above equation, it is necessary that the 
denominator becomes z, that is, that 

If we n^lect the small internal resistance r^ we can put x^^ z^t and 
we get 

a^« + 2avB = 0, 

or ««-2- 

The negative sign shows that the condensance of the external circuit 
must exceed its reactance by an amount equal to half the internal reactance. 
When this condition is fulfilled the terminal {Hressure of the generator will 
be the same as its e.m.f. If the capacity of the external drouit is still 
further increased, the terminal pressure will exceed the xjc.r. induced in the 
armature. (Compare Fig. 300.) 
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7. Inductance and Capacity in Parallel 

Fig. 464 lepiesents an indaotive resistance shunted by means of a con- 
denser. For the upper branch we have 

^1 = s • 

The current 1% in the condenser branch leads 90^ ahead of the terminal 
pressure E^ and is therefore given by the equation ^ 

/a= -y.2tr'^Jr.^. 
For the total current / we have, therefore^ 

/« /i + /a = -i- - J.2,r-ir.^. 

By putting E outside, and multiplying top and bottom 
by T +j.x, in order to remove the complex quantities 
firom the denominator, we get 



r itrJi 



I, 



We have put <i> for 27r*', the angular velocity of the vector. The equation 
may be altered so as to separate horizontal from vertical components, thus 

I^E. 



;^T^ + -^"-(i3:F^-^^)| (a). 



To obtain real values we must add the squares of the two components 
and extract the root We thus obtain 

By suitably choosing the capacity it is possible to bring the external or 
total current / into phase with the terminal pressure E^ so that the whole 
arrangement appears non-inductiva The condition for equality of phase 
between / and E is evidently the disappearance of the imaginary component 
in equation (a). This can only occur if 

We notice that the necessary capacity depends on the frequency, on the 
inductance, and also on the resistance. Wattless current in the external 
circuit can therefore be eliminated by the use of suitable capacity, but a 
change in either the frequency or the resistance upsets the compensation 
and causes a phase difference between current and pressure. 

8. Admittance, Conductance and Susceptance. 

As we pointed out on page 10, it is often more convenient to consider 
conductance than its reciprocal, resistance. In calculating the combined 
resistance of several parallel paths, we obtained the equation 

1=1+1+1 

H JRX Ii% J^ 
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This eqnatdon expresses the result directly and simply in terms of the 
conductances of the various paths. Steinmetz introduced this and other 
reciprocals into the symbolic system. The reciprocal of impedance he termed 
admittance, and represented it by the letter F. We have then 

XT 1 1 

ar.A V « 1 - 1 _ r+j.x _ r j.x 

We see then that the admittance consists of two components, the one 
real, the other imaginary. The real component is called the conductance 
and is denoted by g, while the imaginary component is called the susceptance 
and is dieted by h. Hence 

^',3^ = ? (">• 

X X 

*=;5+i?*? (^>' 

Yr.g+J\b. 

Ohm's law may cow be written thus : 

7 = 1= ^.F. 

or I=E.(g+j.h). 

The actual valae of the admittance is given by the equation 

or, since »^ + a!« = «^, y = ^^=-^^=. 

To illustrate the use of these equations, we shall again consider the 
problem of making the external current in Fig. 454 in phase with the 
terminal pressure by suitably choosing the capacity of the condenser. To do 
this we must make the imaginary component in the equation 

I^E.(g +j.h) (c) 

vanish. That is, the susceptance h must vanish. 

If the upper branch in Fig. 464 has a reactance xu its susceptance is 
given by equation (b) as 

In the lower branch, x= ^ and r = 0, so that equation (() gives 

For the combined susceptance we have 

6 = 6i + Jft = ^t , ^a - ^jS^* 

Xi' -f- Ti 
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If there is to be no phase displacement between JE and /, the second 
tenn in equation (e) nrast vanish, since it is this component which caoset 
the displacement. Hence 

or WA = a , — S . 

It is noteworthy — 

(1) that the conductance and susceptance of the indiyidoal 
branches are not the reciprocals of their resistance and reactance 
respectively, but are given by the equations 

9 ^^ and & = ^; 

(2) that neither the resistance nor the reactance of the combined 
circuit is equal to the sum of the resistances or reactances of the 
separate pandlel branches. 

In order to find h in the above example, it was necessary to find bi and b^ 
for each branch separately, and then to add them together. 



LIST OF SYMBOLS USED. 

CAPITAL LETTERS. 

A area of croBS-seotion in sq. cms. 
B flux density per sq. cm. 

a constant (see p. 391) 

2> diameter of armature in cms. 

B electromotive force in volts (occasionally in o.a.s. units) 

j^ K.M.P. induced in winding 2 by current in winding 1 

jP force in kilogrammes 

H strength of magnetic field 

1 current ; moment of inertia 
/ energy in joules or ergs 

K capacity in farads 

L axial length of armature ; self-induction in henries 

M mass in grammes ; coefficient of mutual induction 

Mf turning moment or torque 

M^ useful or nett turning moment 

N magnetic flux ; flux in rotor 

N^ magnetic flux in stator 

P power in watts ; power output from rotor 

Pi total power supplied to stator 

Pg power transmitted to rotor 

Q quantity of electricity in coulombs 

Q^ quantity of heat in calories 

B resistance in ohms ; reluctance 

8 speed of car in kms. per hour 

number of slots in armature 

number of turns in coil 

T temperature Centigrade ; duration of short circuit 

V volume in cubic cms. 

W weigho in kilogrammes 

X ampere-turns 

7 winding pitch of slots ; admittance 

Z impedance 

SMALL LETTERS. 

a acceleration ; atomic weight ; pairs of parallel paths 

h breadth of slot ; susceptance 

e current density; direct current in conductors of rotary; various 

coefficients 
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d deptih of slot 

e terminal preesare in volts 

61 pressure per phase 

/ f<Mrce in dynes ; tractive force in kgs. per 1000 kgs. 

g acceleration due to gravity ; conductance 

h horizontal component of earth's magnetism 

t current in amperes 

ii current per phase 

j ^ ^ lin symbolic treatment 

k valency ; various coefficients 

I length of conductor 

m weight in milligrammes ; strength of pole 

n revolutions per minute 

p pairs of poles 

q' wires per coil-side, Le. per pole per phase 

r resistance in ohms ; radius in metres ; distance in cms. 

9 slope in parts per thousand 

t time in seconds ; natural period of oscillating alternator 

ti fenced period of oscillating alternator 

V velocity in cms. per second ; ratio of speed to synchronous speed 
X reactance 

y admittance ; winding step 

s impedance; total number of wires on armature 

s^ wires in series or wires per phase 

'^ frequency in cycles per second ; frequency of slip 

^1 frequency of supply in induction motors 

GREEK LETTERS. 

a twice the angular brush displacement ; variable angle 

/3 polar arc 

y half width of coil-side ; phase angle between pole and terminal pressure 

of alternator 

r output of converter -^ output of dynamo 

A temperature coefficient (see p. 9) 

c phase displacement due to engine and alternator 

€1 phase displacement due to engine only (see p. 331) 

rj efficiency 

tfn hysteresis coefficient 

X leakage coefficient of dynamo (see p. 142) 

fjL permeability 

V number of tappings per pole pair in rotary converter 
p specific resistance (see p. 8) 

Ti air-gap reluctance -r primary leakage reluctance 

T2 air-gap reluctance -7- secondary leakage reluctance 

^ ^1 + ''a -I- TiT, 

^ angular phase displacement 

^ angle between current and B.11.F. of alternator 

(i> angular velocity 
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Absolute system of units, 98 

unit, of onrrent, 54, 98 

of electromotive foroe, 97 
of resistance, 99 
of self-induction, 101 
of cftpaoity, 102 
Acoelerfttion, 94 
Aooumulators, cftUftdty, 87 

obarging and dischsfging, 85, 88 

oheimcal action, 85 

construction, 84 

efficien<rf , 87, 88 

in parallel with dynamo, 175 

tenninal p.d., 88 
Adds, 37 

Active material in accumulators, 86, 87 
Admittance, 455 
Alternating current, effective value, 281 

average value, 228 

instantaneous value, 228 
Ahemators, 279 
Ammeter, calibration, 7 

for alternating currents, 282 

principle and connections, 2, 7 
Amortisseur, 884 

Ampere (unit of current), 2, 54, 98 
Ampere-nours, 2, 98 

Ampere-turns, $ee al$o Excitation, 65, 69 
Amp^'s swimming rule, 52, 80 
Angle of lag, 288, 447 
Angnlar velocity, 197, 226 
Anions, 26 
Anode, 96 

Armature current in rotary converters, 485 
Armature leakage, of dynamo, 142 

of alternator, 297, 805 
Armature reaction, of dynamo, 146 

of alternators, 801, 805 
Armature resistance of bipolar machine, 109 

with parallel winding, 115 

with series winding, 122 
Asynchronous motor, aes Induction motor 
Atomic weight, 29 
Auxiliary poles, 150 
Average current, 228 
Avogadro's law, 81 

Back ampere-turns, 148, 804 

Ballistic galvanometer, 68 

Bar winding, 862 

Bases, 96 

Battery, aes Accumulator 

switch, 178 
Bichromate cell, 40 
Bifilar winding, 88 
Biot-Savart'sUiw, 54 



Booster, 181 

Brake, electrical, 198 

Brush position, 107, 145 

Buffer battery, 175 

Building up of field of dynamo, 187, 189 

BunsenceU, 40 

Oadmium cell, 4, 41 

Oalibration, of ammeters and voltmeters, 7 

of A.O. instruments, 282 
Oalorie, 19, 100 
Capacity, of battery, 87 

of condensers, 102, 258 

and resistance in series, 255, 452 

and inductance in parallel, 258, 454 

resistance and inductance in scories, 256, 458 

its influence on power ^tor, 259, 454 
Cascade arrangement of induction motors, 879 
Cascade converter, eee Motor converter 
Cast steel for dynamos, 68 
Cathode, 26 
Cations, 26 
Cells, 84, 89 

connections for maTimnm current, 15 
Centimetre, 98 

dyne, 96 
Characteristic, of separately-excited dynamo 
on no load, 162 ; on load, 169 

of alternator, 297, 806 

of induction motor, 408 

of series dynamo, 170 

of series motor, 211 

of shunt dynamo on load, 171 
Charging curve, 88 

with single battery-switch, 178 

with double battery-switch, 180 

with booster, 181 
Chemical action, in accumulators, 85 

in primary cells, 89 
Chemical energy, 88 
Choking coil, 286, 252 
Circle diagram, for polyphase motor, 886-406 

for sin^e-phase motor, 419 
Coil-side width, and s.Mjr., 285, 882, 487 

and excitation of induction motor, 870 

and torque of induction motor, 877 
Commutating field, 158 

poles, 150 
Cconmutation, 144, 151 
Commutator, 106 
Commutator motor, single phase, 422 

polyphase, 898 (footnote) 
Compensating for lag, 257, 455 
Compensation of cross-magnetisation, 150 

in single-phase motors, 424, 488 

in polyphase motors, S98 (footnote) 
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Complex quantities, 449 
Gompoxina dynAmo, 188, 174 
Oondensanoe, 468 
Condenser, 102, 258 

pressure, 268, 462 

onrrent, 268 
Conduotance, 10, 466 
GondootiTity, electric, 10 

magnetic, 60, 62 
Connection of cells, 16 
Conservation of energy, 88, 214, 266, 268 
Constant current dynamo, 182 
Converter, see Botajry converter 
Copper, specific resistance, 8 

temperature coefficient, 9 

voltameter, 80, 228 
Coulomb (unit of quantity), 2, 98 
Coulomb's law, for electricity, 99 

for magnetism, 48, 96 
Creeping bar winding, 862 
Critical frequency, 267 
Cross ampere-turns, 147 
Cross magnetisation in alternators, 804 

in conmiutating motors, 424 

in dynamos, 147 
Current, definition and unit, 2, 64, 98 

effective, 281 

mean, 228 

measurement of, 2, 66, 282 
Current density, under brush, 168, 167 

in dynamos, 116 

Damping, of galvanometers, 91 

by eddy currents, 91, 888 

in alternators, 888 
Dangerous voltage, 86 
DanieU cell, 4, 89 
Declination, 61 
Delta connection, 848 

Diagram, of currents in induction motors, 888, 
404 ; in transformers, 267 

of ampere-turns in alternators, 801 

of pressured in alternators, 296 
in synchronous motors, 889 
in transformers, 272, 277 
Dielectric, 102 
Dimensions. 98, 248 
Direction of current, 81, 106 

of induced b.m.f., 80, 88 

of lines of force, 46 

of rotation of d.o. motor, 191 
of polyphase motor, 846, 868 
of single-phase motor, 860, 416 
Disoharffe curve, 88 
Double battery switch, 180 
Double bridge (Kelvin's), 17 
Drop, see Pressure drop 
Drum, two pole, 109 

parallel wound, 117 

series wound, 126 

series parallel wound, 188 
Dynamometer, 76, 78, 282 
Dyne, 44, 96 

Eddy currents, 89. 184, 884 
Eddy current, brake, 91 

instruments, 91 
Edison accumulator, 88 
Effective s.m.f. and current, see Boot-mean- 
square 



Efficienoy of aooumulatois, 87 

of ▲.€. generators, 819, 827 

of D.O. generators, 184 

of D.o. motors, 199 

of induction motors, 407 

of traction motors, 216 

of transformers, 269 
Electrical degrees, 227 
Electro-ohemieal equivalent, 81 
Electro-dynamometer, 76, 78, 282 
Electrodes, 96 
EleotrolysiB, 26 
Electrolyte, 96 
Electrolytic cell, 26 
Electrolytic mean value, 228» 282 
Electromotive force, 2, 78, 97 

its measurement, 18 

of alternators, 28i5 

of ▲.€. motors, 880 

of cells, 8, 88, 89 

of choldng coil, 286 

of converter, 298, 487, 441 

of dynamo. 108, U6, 122 

of mutual induction, 88 

of polarisation, 82 

of self-induction, 86, 285 

of transformer, 060 
End cell switches, 178 
End cells, 178 
Energy, de&iition and units, 90, 78, 100 

conservation of, 88, 214, 266, 268 

stored in magnetic field, 72, 88 

lost in hystmsis, 61, 74 
Equalising connections, 116, 185 
Equivalent weights, electro-chemical, 81 
Erg, 76, 100 
Exoitation of ▲.a generators, 808 

of D.o. generators, 162 

of induction motors, 866 

of synchronous motors, 841 

Farad, 108, 258 

Faraday's law of electrolygis, 81 

swimming rule, 80 
Faure's process of pasting plates, 34 
Ferranti alternator, 282 
Field due to straight conductor, 52 

toooil,66 

to solenoid, 59 
Sleld-magnets of dynamo, 189 

of alternator, 280 
Field strength and its unit, 44, 61,97 
Flank leakage in induction motors, 412 
Flux density, 61, 97 
Force, definition and unit, 44, 96 

between two poles, 44 

between oonouctor and pole, 58 

between field and conductor, 54 

between field and pole, 45 
Form factor, 286 
Forming accumulator plates, 84 
Foucault currents, tee Eddy ourreots 
Frequency, 76, 226 

its effect on leakage, 418 
Friotional electricity, 1 
Friction losses in machinas, 184 

Galvanometer, 2 
Galvanometer shunts, 14 
Geometrical addition, 284, 448 
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G«nnaii sOver, redstanoe, 9 
iemperatnre ooeffioient, 10 
Ozmdient of track, 214 
Gismme-calorie, 19, 101 
Oiamine riog, 107 

H-annatnre, 104 

Heat, unit, 19, 101 

Heating due to hTstereeifl, 51, 76 

of dynamoe and motors, 221 
Hectowatt, 21 
Henry, 86, 101 
Heyland diamm, 888 
Hoisting motor, 208 
HopkinAon's yoke for testing iron, 62 

method of testing dynamos, 189 
Horisontal component of Earth's field, 51 
Horse-power, 21, 101 
Hot-wire instruments, 282 
Hnnting of ▲.o. generators, 880 
Hystereds, 51, 75, 282 

coefficient, 77 

current, 262 

loss, 76, 262 

ngner system, 208 
Imaginary quantities, 449 



Impedance, 248, 451 
Inclination. 



lination,51 
Inductance, $ee aleo Self-induction, 285, 450 

and resistance in series, 248, 451; in 
parallel, 246 

and capacity in parallel, 258, 454 

capacify, and redstanoe in series, 256, 458 
Induction coil, 84 

of B jcjr., 78, 88, 106, 224 

magnetic, $ee Flux dendty 
Induction motor, diagrams, 888-406 

Bjc^., 880 

elementary prindples, 857 

field, 865 

output, 404 

dip, 859, 878, 891 

tO]^e,858, 875, 888, 889, 892, 401 

windings, 861 
InductiTC load on alternator, 298» 804, 808 

resistance, eee Inductance 
Inductor alternators, 284 
Intermittent heating, 221 
Internal resistance of batteries, 15, 175 
Interpoles, $ee Auxiliary poles 
Ions, 26 
Iron in maffnetio fidd, 50, 61 

loss coefficient, 77 

Joule, unit of energy, 20, 100 
Joule's equivalent, 20 
law of heating, 20, 101 

Kapp*s transformer diagram, 278 
Kilogramme, 95, 96 
Kilowatt, 21 
Kilowatt-hour, 21 
Kirchoff's rules, 10 

Lag of synchronous motor, 888 
Lap winding, 117 
Laufien type of alternator, 281 
Lead (phase advance), 254, 829, 848 
Leads, loss in, 28, 854 



Leakage, its calculation, 70, 142 

between poles of alternator, 810 

in induonon motor, 887, 409 

in inductor alternator, 284 

in transformers, 274 

coefficient of dynamo, 71, 142 

coeffident of induction motor, 888, 409; 
experimental determination of, 409 ; varia- 
tion with air gap, 412 
LeUanc's amortineur, 884 
Leolanch6 cell, 4, 40 
Left-hand rule, 191 
Length, unit, 98 

Lens's law, 79, 81, 82, 191, 884, 846, 858 
Lifting power of a magnet, 71 
Lines of force, definition and unit, 46 
Liquid starter, 879 

Load characteristic, of separatdy excited 
dynamo, 169 

of series dynamo, 170 

of shunt dvnamo, 171 
Load, normal, of induction motor, 892 
Loading alternators, 828, 887 

syncfjronous motors, ^ 
Loss coeffident of iron, 77 
Losses in d.o. machines, 184 

in leads, 28, 854 

in converters, 488 

in transformers, 262, 268 

Magnet, 48 
Magnetio axis, 48 

circuit, 65, 168 

conductivity, 50, 62 

induction, see Flux dendty 

line of force, 46 

moment, 45 

pde, 48 

potential difference, 48, 70 

resistance, 66 
Magnetisation curves, 68, 64 

of dvnamos, 167, 211 

of altemators, 806 

of induction motors, 872 
Magnetising current, of induction motors, 870 

of transformers, 286, 261 
Magnetising force, 61 
Ma^eto machine, 186 
Magneto-motive force, 66 
Manchester dynamo, 141, 142 
Manganin, 10 
Mass, 98 

Mii'Hmnm powcr-^tor of iuduction motor, 
892 

of single-phase motor, 422 
M^Tiwiniw value of alternating current, 229, 

281 
Mean current, 228 
Mesh connection, 848 
MetaUio oxides, 27 
Metals, 27 
Metre, 98 

Metre-kilogramme, 21, 100 
Micro coulomb, 98 
Microfarad, 102, 258 
Mirror galvanometer, 57 
Molecular magnetism, 51 
Moment of inertia (alternators in paralld), 

880 
Monocyclic system, 858 
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Mordey altemator, 288 

oozmeotions, 116, 185 
Motor, 191 
Motor-converter, 444 

Multiple oirooit, ring winding, 114 

drum winding, 117 
Mutual induction, 88, 426 

Natural frequency of alternator, 880 
Neutral wire, 2fi 
Neutral zone, 108, 145 
No load, see Open circuit 

current of induction motor, 870, 875; of 
single-phase motor, 421; of transformer, 
262,265 
No load losses, 184 

of induction motors, 408, 406 

separation, 186 
Non-inductive load, on alternator, 299, 808 

on transformer, 265 
Non-inductive winding, 88 
Non-metiJs, 27 

Normal load of induction motor, 892 
North pole, 48 

Ohm, unit, 5, 99 
Ohm's law, 5 

for alternating currents, 289, 257 
Ohmic drop and its phase, 240, 451 
Open-circuit characteristic, of alternator, 806 

of dynamo, 162 
Ossanna's circle diagram, 895 
Output of D.c. motor, shunt, 197 ; series, 212 

of induction motor, 885, 889, 400, 404 

of synchronous motor, 839 
Over-excitation, 259, 848 
Overload capacity, of alternators, 820 

of D.G. motors, 149 

of induction motors, 892, 415 

of single-phase motors, 422 

of synchronous motors, 841 

Pacinotti armature, 106 
Parallel conductors, 77 
Parallel connection of cells, 15 

of D.c. generators, 822 

of alternators, 821 

of inductance and capacity, 258, 454 

of resistance and inductance, 246 
Parallel running of alternators, 25^, 821, 880 
Parallel working with battery, 175 
Parallel winding, ring, 114 

drum, 117 
Periodicity, aee Frequency 
Permanent magnet, 48, 51 
Phase, 448 

of condenser p.d., 258, 452 

of ohmic drop, 240, 451 

of rotor current, 858, 869, 875, 884 

of self-induced x^i^., 288, 451 

regulation, 848 
Plants accumulator plates, 84 
Polar diagram, 447 
Polarisation, 82, 89 
Pole, 48 

strength, 48,96 

width, its effect on b.x J*., 986-298, 487 

number, its effect on leakage, 418 
Polyphase machines, 279 



Potential, 21, 47 

difference, 21, 47 

magnetic, 48, 70 
Potentiometer, 18 
Potier, 806 
Power, 19, 101 

in A.O. circuits, 229 

with phase displacement, 247 
Power-factor, 249 

effect on terminal p.d., 800-810 ; on 
ture reaction, 804, 808 

maTJmwm, of induction motcw, 892 

variation with excitation of generator, 328; 
of synchronous motor, 848; of rotary 
converter, 440 
Predetermination of excitation, $ee Exoila- 

tion 
Pressure drop of alternator, 245, 298, 808 

due to polar leakage, 810 

of dynamo, 169, 172 

of transformer, 277 

Quadrant, 102 

Quantity of electricity, 2, 98, 258 

Beactance, 248, 450 

voltage (in commutation), 156 
Begulation of alternators, 245, 298, 808 

of P.D. of shunt dynamo, 172 

of motor speed by varying excitation, 908 ; 
by series parallel control, 219; by 
Sprague's method, 218; by series resist- 
ance, 202, 216 

of speed of induction motor, 879 ; of com- 
mutator motor, 425 
Beluctance, 66 

of iron in induction motor, 870 
Bemanent magnetinn, 51, 7^ 187 
Repulsion motor, 425, 429 
Besistance, electric, 5, 99 

its measurement, 8, 16 

mMpoetic, 66 

and inductance in parallel, 246; in sorias, 
248,451 

inductance and capacity in series, 256, 458 

and capacity in series, 255, 452 
Besonanoe, 257, 888 

Beeultant current and pressure vectors, 884 
Besultant excitation of alternators, 801 

of polyphase motors, 858, 888, 887 

of transformers, 267 
Betardation method, 187 
Beversal of magnetisation, 51, 74 
Beversal of d.c. motors, 192 

of induction motors, 860 

of repulsion motors, 426 
Bight-band rule, 82 
Bing armature, 107 

parallel wound, 114 

series wound, 122 

series-parallel wound, 129 
Boot-mean-souare current, 229 

pressure, Sa9 
BoJMuberg dynamo, 182 
Botary ficdd in sinc^phase motor, 422 

in two-phase moto^, 844 

in three-phase motor, 847 
Botary converter, 298, 486 

armature currants, 485, 488 

B jcv., 487 
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BoUcy oonTarfcer— cofi<tiMM<2. 

100868,440 

oatpat, 441 
siz-phftae, 443 
Botor,867 
onrrent, 868, 889, 876, 888 
108868, 878, 886, 890, 899, 408 

8«toi»tioii, 68, 171, 178 

lt8 6fi6ct on l6akikge, 148, 810, 410 
86oond, 98 

86lf-6zcitatioii of dynuiUM, 187, 138 
Solf -indooiion, 86, 286 

of uiDAtare ooil, 166 

of altoniAtor, 241, S96, 806 

of tnmafonner, S74 

6fl6ot on oommntaiion, 146, 166 ; on parallel 
ronning, 888 ; on V-oorve, 828 

and reeistance hi parallel, 246 

and reelstance in seriee, 248, 461 

and capacity in parallel, 268, 464 

capacify, and renstance in series, 266, 468 
Separately exdted dynamo, 186, 162 
Separation of losses in d.g. machines, 184 
Series dynamo, 187, 170 

characteristic, 170, 211 

for arc lighting, 171 

need aa a motor, 192 
Series motor, 209, 424 

torque, 209, 212 

speed, 210 
Series parallel control of motors, 219 
Series winding, 122, 126 
Series parallel wind^, 129, 183 
Short-diord winding, 120^ 127 
Short-dronit, characteristic, 306 

test of alternator, 806 ; of induction motor, 
410 ; of transformer, 277 
Short-circuited rotor, 867 
Shunt dynamo, 188, 171 

as motor, 198 
Shunt motor, 198, 206 
Shunt for galvanometer, 14 
Shuttle armature, 104 
Silver voltameter, 2, 41, 98 
Sinc^e-phase commutator motors, 422 

generators, 279 
Single-phase induction motor, 416 

field, 418, 422 

cirde diagram, 420 

no load current, 421 

resolution of excitation into rotating com- 
ponents, 416 
Six-phase rotary converter, 442 
Slip, 868, 878, 886, 890, 401, 407 
Sh^, tee Gradient 
Slot, pitch, 119, 128, 184 

shape and leakage, 411 

windings, 119, 128, 184 
Slotted armature, 119, 128, 134 
Smooth core winding, 107, 110, 291 
Spark coil, 84 

Spark on breaking circuit, 88, 206 
Sparkless commutation, 146, 161 
Specific resistance, 8 
Speed, 94 

of O.O. motor, 196, 198, 2(», 204, 210, 213 

of induction motor, tee Slip 

of synchronous motor, 886 
Sprague's method of series motor control, 218 



Squirrel cage rotor, 867 
Star connection, 861 
Starter, 203, 379 

non-sparUng, 206 

regulating, 201, 216 
Starting up of booster, 206 

of D.o. motors, 203 

of induction motors, 879 

of single-phase motors, 860, 422 

of synchronous motors, 887 
Starting current of induction motor, 879, 892 

torque of induction motor, 892 

resistance, 206 
Static electricity, 1, 99 

characteristic, of dynamo, 171 ; of alterna- 
tor, 297, 806 
Stator of two-phase motor, 844 

of three-phase motor, 847 
Stator losses, 396. 401 
Steinmets coefficient, 76 
Susceptance, 466 
Swimming rule, 62, 80 
Swinburne's short-cord winding, 120, 127 
SymboUc method, 448 
Synchronising alternators, 819, 321, 330 

force and moment, 819, 890 

lamps, 822 

power, 819 
Synchronous motor, 836 

with variable excitation, 341 

with variable load, 388 

Tangent galvanometer, 67 
Teeth, saturation and leakage in induction 
motor, 410 

leakage in alternators, 800 
Temperature coefficient, 9 

rise of field coils, 10 

of machines, 221 
Terminal pressure of alternator, 299, 306, 308 

of battery, 38 

of compound dynamo, 174 

of separately excited dynamo, 169 

of resistance, 6 

of series dynamo, 170 

of shunt dynamo, 172 

of transformer, 261, 267, 272, 277 
Themson's double bridge (Kelvixi), 17 

ElihtL repulsion motor, 426, 4^ 
Three-phase transmission. 864 
Three slots ner pole per phaae, 288 
Three-wire aynamo, 160 

system, 24 
Thne, unit, 98 
Tooth, tee Teeth 
Torque of d.o. motor, 66, 191, 194 

oTseries motor, 209 

of shunt motor, 198 

of single-phase motor, 422 

of three-j^iase motor, 868, 876, 886, 389, 407 
Traction problems, 213 
Tractive coefficient, 214 
Train-lighting dynamo, 182 
Transformer, 86, 260 

efficiency, 209 

losses, 262, 269 

on open circuit, 261, 263 

on non-inductive load, 266 

on inductive load, 271 

ratio, 261, 266 
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Tanihig mcniient, aM Tompe 
Two-p«rt oonmnitaior, 106 
Two-phate moior, 844 
Two sloti per pole per phaee, 379, 968 
Two-wattmeier meUioa^ 856 

UiiitB,98 

V-carre, 888 

ValenoT. 99, 81 

Veoftor tiagnun, 988 

Velodt7,94 

Volt, 9, 80, 98 

Voltemefter, 41, 998, 989 

Voltmeter, oalflmitioii, 7 

« ooDttmotion and oonxieotionf, 7 

Vohnnetric zelatlonB in eleotroljiie, 81 



Ward-Leonard motor oontrol, 90T 
Watt, 91, 101 

coniponent, 950 
Watt-boor, 91 
Wattlesi oorrent, 950 
Wattmeter, 76, 78 

three-phaee, 807 
Wave winding, 196, 188 
Weber, miit of pole streogtb, 96 
Westcn cell, 4, 41 
Wbeatetone bridge, 16 

with ^.c^ 88 
Vnide, Dr., 186 
WiikUng step, 110-185 
Winter-fiiobterg motor, 495, 489 
Work, 90, 76, 100 
Wound rotor, 807, 879 
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